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PREFACE. 


The  leading  American  Engineering  Schools  have  long 
needed  a  text-book  on  the  subject  of  the  Law  of  Contracts  and 
Engineering  Specifications.  In  the  absence  of  any  such  text, 
this  department  of  engineering  practice  has  received  scant  and 
meagre  treatment  at  the  hands  of  these  schools.  This  work  has 
been  written  primarily  to  serve  this  purpose.  After  it  was 
completed,  however,  it  seemed  to  the  author  it  might  prove  of 
value  to  the  profession  at  large  and  also  to  contractors,  espec- 
ially those  portions  of  it  treating  of  the  Law  of  Contracts  and 
of  the  General  Clauses  in  Specifications. 

While  the  author  makes  no  pretension  to  a  knowledge  of 
law,  he  has  read  the  standard  authors  on  this  subject,  and  has 
for  some  years  lectured  on  contracts  and  specificfffi^ns  to*  his  ' 
engineering  students.  He  has  tried  to  follow  strictly  tbe  rec- 
ognized  authorities  m  all  he  has  said  in  this  work,  and  w6nc  ' 
he  thinks  his  synopsis  may  serve  as  a  good  general  guide  fpW^ 
fundamental  principles  of  the  subject,  he  recommends  thkt*t&e 
reader  refer  all  important  particular  cases  to  his  attorney,  or 
else  consult  the  standard  works  themselves.  If  a  single  volume 
is  desired  containing  a  general  review  of  the  Law  of  Contracts, 
the  lajrman  can  not  do  better  than  obtain  that  of  John  D.  Law- 
son,  of  the  Law  Department  of  the  Missouri  State  University. 
Another  similar,  and  perhaps  better  work  for  the  young  law- 
yer, is  that  of  J.  P.  Bishop ;  while  Parson's  three-volume  work 
is  die  recognized  standard  authority  for  the  lawyer. 
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4  PREFACE. 

Since  this  work  is  designed  only  for  lajrmen,  however,  the  , 
author  may  well  quote  the  maxim  that  **the  man  who  is  his  own 
lawyer  has  a  fool  for  a  client."  The  brief  synopsis  of  the  law 
herein  given,  therefore,  is  not  intended  to  remove  the  necessity 
of  consulting  a  lawyer  on  all  important  matters,  but  only  to 
enable  one  to  steer  clear  of  some  of  the  legal  pitfalls  which  lie 
in  the  way  of  every  business  man  and  especially  of  engineers. 

Since  custom  has  laid  on  engineers  and  architects  the  duty 
of  writing  specifications  and  contracts,  it  is  well  for  them  to 
know  something  of  the  legal  ground  they  are  forced  to  traverse. 
The  first  part  of  this  work  is  intended,  therefore,  to  serve  as  a 
cautionary  warning  against  legal  entanglements,  rather  than  as  a 
counselor  or  guide  through  such  difficulties.  The  synopsis  of  the 
Law  of  Contracts  as  here  given  has  been  revised  by  a  very 
competent  legal  authority,  and  the  author  is  indebted  to  him 
for  many  valuable  suggestions  and  corrections.  It  probably 
will  not  mislead  one  into  trouble,  though  it  may  not  always 
point  the  way  out. 

The  author  also  wishes  to  acknowledge  his  indebtedness 

to  the  many  prominent  engineers  who  have  kindly  sent  him 
•**    •   •  • 
**:  •'  *:  '••*  ci^ES^e^  t^  ^^ir  latest  specifications  for  use  in  this  work,  and  he 

« \  *  ^  hfte  ticknotUedged  this  debt  in  the  body  of  the  book  by  append- 

•«•*:.  •*j^?  ^<^ach  quotation  the  initials  of  the  person  quoted.     A  key 

*•/:*:  .*.   4q  jtlyMse  initials  is  given  on  page  6. 

*  **^fa4    illustrative   examples    of   engineering   specifications 

given  in  Part  III  are  selected  so  as  to  cover  a  wide  field  with 
as  little  repetition  as  possible.  They  are  not  given  to  be  blindly 
copied,  but  rather  as  illustrating  a  good  method  of  treating  the 
subject,  and  to  serve  as  patterns  as  to  manner  as  well  as  to 
matter.  As  the  best  engmeers  seldom  copy  their  own  specifi- 
cations or  use  them  unchanged  a  second  time,  much  less  can 
one  safely  copy  unchanged  the  specifications  of  another.  In 
fact  the  writing  of  engineering  specifications  is  wisely  left  for 
engineers  of  large  experience^  but  as  the  younger  men  have  to 
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enforce  them  and  serve  as  inspectors  under  them,  they  should 
in  all  cases  understand  fully  why  they  have  been  drawn  in  a 
particular  way. 

That  this  somewhat  crude  effort  may  serve  to  held  engi- 
neers and  architects  to  a  more  efficient  and  satisfactory  per- 
formance of  their  professional  duties,  is  the  hope  and  aim  of 

The  Author. 

notb  for  thb  second  edition. 

There  is  added  in  this  edition  a  very  complete  set  of  spec- 
ifications for  the  machinery,  track,  and  overhead  construction 
of  electric  railways,  for  both  cities  and  country  towns,  these 
having  been  drawn  by  two  of  the  leading  engineers  of  the 
country  in  this  class  of  work.  It  is  thought  these  will  add 
greatly  to  the  value  of  the  book. 

Just  previous  to  the  issuing  of  the  second  edition  of  this 
work  there  has  appeared  Prof.  Wait's  remarkable  work  on 
Engineering  and  Architectural  yurisfrudence.  This  is  an 
exhaustive  treatise  of  900  pages,  in  which  more  than  five  thou- 
sand cases  are  cited,  and  the  law  of  construction  fully  elabo- 
rated in  all  its  phases.  Every  engineer  charged  with  the 
drawing  of  important  specifications,  every  contractor  bidding 
on  large  works,  and  every  lawyer  whose  practice  takes  him  into 
this  field  should  have  in  his  library  a  copy  of  this  most  valuable 
work.  For  all  matters  pertaining  to  the  strength  or  other  qual- 
ities of  engineering  materials  the  reader  is  now  referred  to  the 
author's  recent  work  on  the  Materials  of  Construction.  Both 
of  these  books  are  published  by  John  Wiley  &  Sons,  New 
York. 

St.  Louis,  May,  1898. 


PREFACE  TO  THIRD  EDITION. 

In  this  edition  a  general  revision  of  Part  IV  has  been  made, 
in  addition  to  minor  changes  in  the  other  portions  of  the  book. 
Several  complete  specifications  have  been  entirely  changed,  or 
replaced,  and  many  new  ones  have  been  added.  These  latter 
include  Specifications  on  Riveted  Steel  Water  Pipe ;  Wooden 
Stave  Water  Pipe;  Wrought  Iron  Chains;  Railroad  Concrete 
Work ;  Railway  Road-beds ;  Levees ;  Steel  Highway  Bridges 
and  Viaducts;  Steel  Railroad  Bridges  and  Viaducts;  Preser- 
vation of  Railroad  Cross-ties ;  Filter  Gravel  and  Sand ;  Speci- 
fications and  Contract  for  Architect's  Services;  and  the  general 
specifications  for  testing  hydraulic  cements,  adopted  by  the  U. 
S.  Engr.  Corps.  Besides  these,  two  new  appendices  are  given 
on  The  Engineer  as  an  Expert  Witness,  and  the  Standard 
Specifications  for  Iron  and  Steel  proposed  by  the  American 
Committee  of  the  International  Association  for  Testing  Ma- 
terials. 

The  three  great  works  on  Engineering  Contracts  and 
Specifications  are  those  by  Mr.  John  Casson  Wait,  M.  C«  E., 
LL.  B.,  namely:  Engineering  and  Architectural  Jurispm- 
<lence ;  The  Law  of  Operations  Preliminary  to  Construction  in 
Eneineering  and  Architecture;  and  The  Law  of  Contracts; 
all  these  are  published  by  John  Wiley  &  Sons.  These  books 
are  excellent  texts  for  the  lawyer,  as  full  citations  of  cases  are 
given.  Mr.  Wait  is  now  Asst.  Corporation  Counsel  for  the 
City  of  New  York. 

The  book  has  been  enlarged  by  these  additions  by  1 14  pages, 
and  the  author  hopes  it  may  thus  have  an  increased  usefulness 
Co  the  members  of  the  Engineering  profession. 

J.  B.  J* 

Madison,  Wis.,  June,  1902. 
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KEY  TO  SUBSORIPT  INITIALS. 

The  following  gentlemen  have  kindly  furnished  the  author 
copies  of  their  specifications  from  which  he  has  freely  quoted 

in  parts  II  and  III.  In  every  case  he  has  appended  the  initials 
of  the  writer  of  the  specifications  used,  the  key  to  which  is  here 
given : 

American  Bridge  Co.  A.  M.  C. 

Arthur  L.  Adams,  Engineer  and  Manager  Contra  Costa 

Water  Co.,  Oakland,  Cat A.  L.  A. 

B.  J.  Arnold,  Consulting  Electrical  Engineer,  Chicago....  B.  J.  A. 

Onward  Bates,  Consulting  Engineer,  Chicago,  111 O.  B. 

George  H.  Benzenberg,  Consulting  Engineer,  Milwaukee, 

Wis. G.H.B. 

A.  P.  Boiler,  Consulting  Engineer,  New  York  City A.  P.  B. 

G.  Bouscaren,  Consulting  Engineer,  Cincinnati,  Ohio ....  G.  B. 

Wm.  H.  Bryan,  Consulting  Engineer,  St.  Louis,  Mo.   W.  H.  B. 

Col.  Wm.  P.  Craighill,  Retired  Chief  of  Engineers,  U.  S. 

Army W.  P.  C. 

J.  T.  Fanning,  Consulting  Engineer,  Minneapolis,  Minn...  J.  T.  F. 

Alphonse  Fteley,  Consulting  Engineer,  New  York  City . . . .  A.  F. 

E.  A.  Fuertes,  Cornell  University,  Ithaca,  N.  Y E.  A.  F. 

L.  M.  Hasting^,  City  Engineer,  Cambridge,  Mass L.  M.  H. 

Allen  Hazen,  Consulting  Engineer,  New  York  City A.  H^ 

John  W.  Hill,  Consulting  Engineer,  Cincinnati,  Ohio J.  W.  H. 

M.  L.  Holman,  St.  Louis,  Mo M.  L.  H. 

Johnson  &  Flad,  Engineers,  St.  Louis,  Mo J.  &.  F. 

Emil  Kuichling,  Consulting  Engineer,  Rochester,  N.  Y....  E.  K. 

Milwaukee  City  Specifications ..  M. 

Robert  Moore,  Consulting  Engineer,  St.  Louis,  Mo .  R.  M. 

Richard  McCulIoch,  Assistant  General  Manager  City  Rail- 
way Co.,  Chicago R.  McC. 

George  S.  Morrison,  Consulting  Engineer,  New  York  City  Q.  S.  M. 

Henry  W.  Parkhurst,  Engineer  of  Illinois  Central  Railway, 

W.  D.  Pence,  Professor  of  Civil  Engineering,  Purdue  Uni- 
versity, Lafayette,  Ind W.  D.  P. 

Pennsylvania  Railroad  Co P.  R.  R. 

Col.  O.  M.  Poe,  Corps  of  Engineers,  U.  S.  Army O.  M.  P. 

St.  Louis  City  Specifications St.  L. 

Union  Pacific  Railway U.  P.  Ry. 

J.  A.  L.  Waddell,  Consulting  Engineer,  Kansas  City,  Mo..  J,  A.  L.  W. 

J.  C.  Walt,  Contract  Attorney  for  the  City  of  New  York. .  J.  C.  W. 
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Engineering  Contracts  and 

Specifications. 

l^ART  I, 


BRIEF  SYNOPSIS  OP  SUCH  PORTIONS  OF  TBB 

Law  of  Contracts 


AS  BBAR  ON  THE  CARRYING  OUT  OF 


Engineering  or  architectural  Construction, 


1.  Introductory.  The  Law  of  Contracts  is  said  to  be 
as  simple  and  as  readily  comprehended  by  the  layman  as  any 
department  of  the  law.  Two  standard  single  volume  works 
on  the  law  of  contracts  are  those  of  Bishop  and  of  Lawson,* 
to  which  the  reader  is  referred  for  a  more  complete  treatment 
of  the  subject,  and  from  which  the  following  synopsis  has  been 
principally  derived.  In  this  synopsis  only  such  rules  and  prin- 
ciples are  incorporated  as  may  be  profitably  presented  to  under- 
graduate students  in  our  leading  engineering  schools.  The 
practicing  engineer  or  architect  may  also  find  them  valuable, 
however,  as  furnishing  to  him  certain  guiding  principles,  the 
recognition  of  which  will  frequently  enable  him  to  avoid  legal 
complications  and  inherent  weaknesses  in  the  drawing  of  speci- 
6cation8  and  other  documents  pertaining  to  contracts.  This 
work  18  intended  to  emphasize  the  necessity  of  consulting 
competent  legal  authority  in  all  important  matters  rather  than 
to  enable  one  to  dispense  with  such  reliance. 

2.    Essential  Elements  of  a  Legal  Oontract.    A 

contract  is  a  promise  to  do  or  to  refrain   from  doing  some    act 


•  Bngineera  and  Contrmctors  will  find  Prof.  Wall's  work,  dwcribed  <m  psf*  $,  oi 
▼mliM  for  all  cases  arising  in  tbeir  practice. 
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which  the  law  will  enforce.     The  law  will  not  enforce  an  agree- 

^Mnt  unless  the  following  essentials  are  fulfilled. 

Pirsi.  The  parties  most  be  comfeUmi  to  make  the  agree- 
ment. 

Second.     The  subject-matter  must  be  lawful. 

Third.  The  parties  must  have  mutually  assented  or 
agreed  to  the  conditions  named,  or  thej  must  have  been  of  the 
same  mind  and  intention  concerning  the  subject-matter. 

PouHh.  Except  in  the  case  of  sealed  contracts  there 
must  be  a  valuable  consideration. 

The  four  essentials  of  a  legal  contract,  therefore,  may  be 
grouped  under  the  four  words,  Competency,  Legality,  Agree- 
ment, and  Consideration. 

3.    Two  Qeneral  Glasses  of  Contracts.    There  are 

in  general  two  kinds  of  contracts,  namely:  contracts  made 
under  seal,  called  sealed  contracts  ox  specialties  (see  Art.  28), 
and  simple  written  or  oral  agreements  unaccompanied  with  the 
formality  of  a  seal,  called  parole  contracts. 

A  sealed  contract  is  a  written  agreement  signed  by  the 
parties,  the  signatures,  having  appended  to  them  what  is  com- 
monly known  as  a  seal.  Formerly  a  seal  consisted  of  **An 
impression  on  wax,  or  paper,  or  some  other  tenacious  substance 
capable  of  being  impressed."  Now,  however,  an  impression 
of  a  seal  on  the  paper  itself  is  commonly  construed  as  a  proper 
seal,  and  in  many  states  by  statute  a  mere  scroll  enclosing  the 
word  **sear*  made  opposite  the  name  of  the  signer  is  sufficient 

Engineering    contracts    are  often    executed    under    seal, 

though  preferably  not,  while  the  bond  which  holds  the  sureties  for 

the  faithful  performance  of  the  work  by  the  contractor  ifiust  be 

under  seal.     This  is  necessary  because  the  agreement  of  the 

bondsmen  to  become  responsible   for  the  faithful  performance 

of  the  contract  by  the  contractor  is  not  usually  supported  by  a 

valuable  consideration. 

The  principal  difference  between  a  sealed  contract  and  one 

not  under  seal  is  that  in  the  former  case  a  valuable  considcra- 
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tion  is  not  required  to  support  the  agreement,  while  in  the  lat- 
ter case  the  contract  is  invalid  unless  such  a  consideration  can 
be  shown  to  exist* 

The  affixing  of  a  seal  to  a  signature  implies  a  special  care 
and  deliberation  on  the  part  of  the  signer,  more  than  can  be 
assumed  in  the  case  of  a  simple  signature.  It  is  for  this 
reason  that  a  consideration  is  not  required  to  support  a  sealed 
contract. 

The  mere  existence  on  the  document  of  a  printed  scroll 
or  word  ^^seal"  on  the  lines  provided  for  signatures  does  not 
constitute  a  sealed  document  unless  these  words  or  scrolls  were 
so  intended  by  the  signers. 
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4.    Oompetency  of  Individuals.    A  sane  person 

who  has  attained  his  majority  is  competent  to  make  any  legal 
agreement  or  contract.  The  disabilities  of  married  women 
in  the  matter  of  contracts  are  numerous,  but  will  not  here  be 
entered  upon.  Neither  will  any  reference  be  Vnade  to  those 
disabilities  pertaining  to  aliens,  convicts,  infants,  insane  per- 
sons, and  drunkards. 

6.    Oompetency    in    Oovemmental  Relations. 

The  national  or  any  state  government  may  become  a  party  to 
a  contract,  and  such  government  may  sue  on  its  contracts  and 
enforce  them,  but  the  converse  of  this  is  not  true.  Neither  the 
United  States  nor  any  state  can  he  sued  without  its  consent.^ 
The  only  remedy  for  a  person  who  seeks  the  enforcement  of  a 
contract  with  such  a  government  is  an  appeal  to  congress  or  to  the 
state  legislature.  Many  of  the  states  of  the  south  have  repudiated 

*&••  subject  of  Consideration,  Art,  24. 

t  The  state  may  consent  to  be  a  ptrtj  to  a  suit  In  order  to  hare  the  rights  of  Um 
ptfttos  passed  upon  by  the  courts. 
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their  contracts  In  the  matter  of  state  bonds,  issued  during  the 
periods  of  reconstruction,  and  the  bondholders  have  no  remedy. 
Neither  are  public  officers  who  negotiate  contracts  on  the  part 
of  the  state  personally  liable  on  contracts  made  in  their  own 
names,  when  these  are  signed  in  their  official  capacities.  This 
freedom  from  all  legal  necessity  to  carry  out  its  contracts  is  an 
essential  element  of  sovereignty,  and  applies  to  kings  and  other 
more  or  less  absolute  rulers  in  their  official  relations. 

All  public  corporate  governments,  subordinate  to  that  of 
the  state,  as  of  the  county,  or  township,  or  village,  or  city,  can 
be  sued  upon  their  contracts,  and  such  contracts  enforced  when- 
ever these  lie  within  their  legal  corporate  powers.*  Thus  a 
county,  or  town,  or  city  can  not  repudiate  its  legal  obligations, 
as  the  state  has  the  privilege  of  doing,  but  these  obligations  can 
be  enforced  through  the  agency  of  the  courts.  For  instance, 
if  a  county  organization  should  wish  to  repudiate  a  particular 
issue  of  bonds,  which  have  been  issued  and  sold,  because  of 
some  real  or  fancied  grievance  connected  therewith,  and  if  the 
county  commissioners  who  represent  the  county  in  its  corporate 
capacity  should  refuse  to  levy  taxes  for  the  payment  of  the 
interest  or  principal,  the  courts  could  order  them  to  do  so,  and 
if  they  should  refuse  they  could  be  fined  and  imprisoned  for 
contempt.  In  some  cases  city  charters  have  been  repealed  by 
the  state  legislature  and  the  city  changed  into  a  ^'taxing  dis- 
trict" in  order  to  more  readily  enforce  orders  of  the  courts,  in 
requiring  them  to  fulfill  the  terms  of  some  legal  contract  or 
oblip:ation. 

6.  Competency  of  Semi-Public  and  Private  Cor- 
porations. A  corporation  has  no  powers  for  entering  into  or 
performing  contracts  beyond  those  given  it  by  the  state  in  its 
charter.*  Its  capacity  for  transacting  business,  however,  is  not 
limited  to  the  specific  privileges  granted  in  its  charter,  but  is  of 
necessity  extended  by  implication  to  include  such  other  powers 
as  may  be  necessary  for  the  complete  consummation  of  its  spe- 

*A1I  legal  formalitiM  mutt,  however,  have  been  complied  with,  and  pereone  cob- 
tracting  with  such  corporations  roust  assure  themselves  that  this  has  been  done,  other- 
wise they  can  not  recover,  as  the  officers  of  ancb  corporations,  are  not  psrsooally  liable. 
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ifie  purposes.     For  instance,  if  a  corporation  requires 


the  use 

of  certain  real  estate  for  the  transaction  of  its  business,  it  can 
evidently  huy  and  sell  such  property  when  this  is  intended  for 
iU  own  uses.  It  may  slso  borrow  money  and  issue  therefor 
various  kinds  of  obligations,  and,  in  fact,  it  may  make  any 
contract  which  it  is  lawful  for  an  individual  to  make,  provided 
mich  contract  relates  to  a  subject  which  is  within  the  sphere  of 
its  operations. 

When  ■  contract  or  agreement  on  the  part  of  a  corpora- 
tion does  not  fall  within  its  express  or  implied  powers,  it  is 
termed  ultra  vires,  and  such  contracts  can  not  be  enforced. 
The  official  acts  of  the  officers  or  agents  of  a  corporation  bind 
it  much  the  same  as  such  acts  would  bind  an  individual  when 
made  In  a  private  capacity,  and  this  applies  both  to  oral  and  to 
written  agreements,  unless  the  corporation  charter  specifically 
requires  certain  kinds  of  agreements  to  be  in  writing. 

7.  OontractB  by  Agents."  A  contract  by  an  agent 
b  not  valid  unless  the  principal  is  himself  competent  to  enter 
into  a  contract.  On  the  other  hand,  a  contract  by  an  agent  is 
valid,  provided  the  principal  is  competent,  even  though  the 
agent  be  incompetent  to  enter  into  a  contract  as  a  principal. 
Thus  a  minor  may  be  a  competent  agent,  but  not  a  competent 
principal.  The  agent,  however,  must  have  no  adverse  interest 
fiom  that  of  his  principal  under  the  contract  negotiated.  For 
must  not  be  interested  on  both  sides  of  the  agree- 
ment, if  these  interests  are  supposed  to  be  adverse. 

The  legality  of  the  acts  of  an  agent  is  similar  to  the  legal- 
'ky  of  the  acts  of  a  corporation.  As  a  corporation  receives  its 
authority  for  the  transaction  of  a  particular  kind  of  business 
from  the  state,  anil  its  capacity  in  the  formation  of  t 
limited  thereby  to  the  express  and  implied  po 
charter,  so  an  agent  receives  his  authority  fron^ 


^^^mcot,  if 
^K  Thi 
^Hky  ol  th 
^^^  authorit 
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hu  legal  acts  are  limited  to  die  scope  of  die  autfaoritj  oonferre* 
upon  him  bj  his  principal,  and,  as  in  the  case  of  a  cofporation, 
he  will  be  justified  in  the  law  in  the  making  of  any  contract,  as 
agent,  which  may  prove  to  be  necessary  or  essential  to  die  car- 
rymg  oot  of  hu  more  specific  instmcdons,  or  for  the  transa^ 
tion  of  the  business  for  which  he  has  received  special  autfaoritj. 

Unlike  a  corporation,  however,  an  agent  may  exceed  both 
his  express  and  implied  authority  in  the  making  of  a  contract, 

and  yet  this  contract  will  become  binding  on  the  radficadon  ci 
it  by  his  principal.  This  radfication  may  also  be  either  expressed 
or  implied,  an  implied  ratification  consisting  of  a  failure  to 
object  or  protest  or  to  annul  the  contract  on  learning  of  its 
existence,  or  of  acting  under  it  as  though  consent  had  been 
given. 

A  ratification,  whether  express  or  implied,  of  the  acts  of 
an  agent  operates  always  so  as  to  include  the  whole  of  the 
agent's  acts  pertaining  to  the  particular  transaction  in  question, 
and  can  not  operate  for  the  acceptance  of  a  part,  and  the  rejec- 
tion of  other  parts.  By  adopting  a  part,  t&e  principal  is  bound 
by  the  whole.  If  it  appear,  however,  that  the  express  or  implied 
ratification  was  due  to  a  mistake  of  fact,  the  principal  may 
repudiate  the  action  of  the  agent  on  learning  of  the  facts. 

If  the  agent  wishes  to  avoid  personal  responsibility  in  the 
entering  into  a  contract,  it  must  be  understood  by  the  other 
party  that  he  is  acting  as  an  agent,  and  not  in  his  own  behalf. 
He  may,  however,  enter  into  contract  in  his  own  name,  not  as 
an  agent,  when  in  fact  he  is  the  agent  of  another  party.  In 
this  case,  however,  the  other  party  to  the  contract  on  learning 
of  the  principal,  has  his  option  to  enforce  the  contract  against 
the  agent  or  against  the  principal  as  he  may  choose.  In  all 
cases  of  contracts  with  agents  the  other  party  to  the  contract 
must  know  of  the  agent's  authority  aside  from  the  agent's  own 
testimony  in  the  case,  as  this  latter  is  not  received  as  evidence 
of  the  fact.     Whatever  the  agent's  pretended  authority  may  be, 


COMPETENCY.  13 

if  it  should  prove  that  he  has  exceeded  both  his  express  and 
implied  authorization,  the  principal  is  at  liberty  to  repudiate 
his  acts,  and  the  other  party  to  the  contract  has  no  remedy 
except  against  the  agent  himself.  The  agent's  authority  is 
evidenced,  however,  by  the  usual  and  customary  transactions 
of  such  agent  which  have  been  accepted  by  his  principal,  and 
which  have  become  known  to  the  other  party  in  a  proposed  new 
contract.  Therefore  as  to  third  persons  the  authority  of  the 
agent  may  be  implied  from  previous  performances  of  similar 
acts  which  have  come  to  the  knowledge  and  received  the  consent 
of  the  principal. 

In  the  case  of  sub-agency,  or  of  the  appointment  of  an 
ag^nt  by  an  agent  such  authorization  must  proceed  originally 
from  the  principal,  or  be  afterwards  ratified  by  him  before  the 
principal  can  be  bound  by  the  acts  of  the  sub-agent. 

In  order  that  an  agent  may  relieve  himself  from  responsi- 
bility in  the  signing  of  a  contract,  the  document  must  reveal, 
either  in  its  body  or  in  the  signature,  who  the  principal  is;  a 
mere  signing  of  a  contract  by  a  person  as  ''agent"  will  not 
relieve  the  party  so  signing  from  personal  responsibility  unless 
the  document  does  reveal  the  principal. 

If  an  agent  enters  into  contract  in  a  matter  beyond  his 
express  and  implied  authorization,  he  becomes  personally  liable 
to  the  third  party,  unless  he  reveal  to  such  party,  at  the  time  of 
the  signing  of  the  contract,  the  exact  relation  between  himself 
and  his  principal  in  such  a  way  that  this  third  party  becomes 
aware  of  the  dubiousness  of  the  agent's  authority.  In  this  case 
the  principal  may  repudiate  the  act  of  his  agent  and  the  third 
party  will  not  be  able  to  hold  either  principal  or  agent  to  the 
contract.  If,  however,  the  agent  does  not  disclose  his  exact 
relations  with  his  principal,  and  assumes  authority  beyond  his 
anthorization,  he  does  become  personally  liable  for  such  damage 
as  may  result  from  failure  of  performance  on  the  part  of  his 
principaL 
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The  principal  is  also  liable  for  all  the  frauds,  deceits,  and 

negligent  acts  of  his  agent  so  long  as  these  pertain  to  the  bnsi* 

ness  he  is  authorized  to  perform.     In  this  case,  of  course,  the 

agent  himself  is  liable  both  to  his  principal  and  to  any  third 

party.     While  if  such  fraud  or  deceit  or  negligent  act  pertains 

to  matters  outside  the  scope  of  his  authorityi  the  agent  alone  is 

liable. 

Acts  of  an  agent  continue  to  be  binding  upon  the  principal 

as  to  third  persons,  even   if  the  agent's   authority   has  been 

revoked  and  the  agency  ended,  until  such  termination  of  the 

agency  comes  to  the  knowledge  of  such  third  person.     Thb 

applies  to  all  kinds  of  continuous  agencies,  but  does  not  applyt 

of  course,  to  an  agency  for  the  performance  of  a  particular  act* 

The  death  of  the  principal  always  acts  to  terminate  the 

agency,  which  termination  occurs  at  the  instant  of  the  death  of 

the  principal.     This  nullifies  even  such  acts  of  the  agent  after 

the  death  of  his  principal  as  may  have  occurred  before  such 

death  came  to  the  knowledge  of  the  agent;  but  when  the  agent 

enters  into  contracts  for  his  principal  after  the  decease  of  the 

latter,  with  or  without  the  knowledge  of  such  deceaset   the 

contract  is  void  as  against  the  estate  of  the  principal,  and,  gen« 

erally  speaking,  as  against  the  agent  himself,  and  the  third 

party  is  without  remedy.     In  this  case  no  notice  of  the  termi« 

nation  of  the  agency  is  required.     In  a  few  states,  however,  the 

rule  has  been  adopted  thi^t  the  iona  fide  acts  of  the  agent  after 

the  death  of  his  principal  and  before  he  becomes  aware  of  the 

fact,  and  which  do  not  require  the  principal's  signature  are 

valid  in  favor  of  third  parties. 


LEGALITY  OF   THE   AGREEMENT. 

8.  Kinds  of  Illegal  Subjeot-Matter.  No  contract 
can  be  enforced  in  the  courts  which  involves  an  agreement  to 
perform  an  act  which  is  (a)  forbidden  by  statutory  law,  or  (4) 


LEGALITY.  15 

is  contrary  to  the  rules  of  common  law,  or  (c)  which  is  opposed 
to  public  policy. 

0.    Contracts  in  Breach  of  Statute  Law.    This 

subject  will  not  here  be  entered  upon  at  length.  It  may  be 
saidy  in  short,  that  all  acts  which  are  expressly  prohibited  by 
statute  law,  or  all  acts  for  which  specific  penalties  are  attached 
in  national,  state,  or  municipal  laws,  if  made  the  subject  of  a 
contract,  such  conti'act  can  not  be  enforced.  Without  here 
inentioning  the  acts  which  would  be  criminal  or  immoral,  it 
may  be  well  to  call  attention  to  a  certain  class  of  contracts 
which  can  not  be  enforced  at  law  because  the  plaintiff  in  the 
suit  has  no  legal  standing  in  court.  Thus  where  the  state  stat- 
ute requires  a  diploma  or  license  for  the  practice  of  medicine 
or  surgery,  or  a  license  to  act  as  attorney  at  law,  or  as  a  sur- 
veyor, or  as  an  engineer,  a  person  not  having  such  legal  author- 
ization can  not  collect  in  the  courts  the  price  of  his  professional 
fees. 

Under  this  head  also  fall  agreements  to  pay  usurious  inter- 
est, which  in  some  states  involves  the  forfeiture  of  the  entire 
interest,  and  in  a  few  states  the  entire  contract  becomes  void 
even  to  the  sacrifice  of  the  principal. 

In  most  states  all  kinds  of  wagers  are  declared  unlawful  by 
statute  and  can  not  be  collected. 

While  all  contracts  for  fire  or  life  insurance  are  in  a  certain 
sense  wagers,  they  are  valid  and  lawful  when  the  person  for 
whose  benefit  the  insurance  is  made  can  be  shown  to  have  a 
suitable  interest  in  the  property  or  person  insured. 

In  all  states  where  Sunday  labor,  with  the  exception  of 
* 'works  of  necessity  and  charity,"  is  prohibited,  contracts  made 
on  Sunday  are  illegal  and  can  not  be  enforced. 

Where  contracts  in  breach  of  statute  law  have  been  fully 
executed,  in  other  words,  where  the  act  has  been  done  and  the 
compensation  received,  the  law  will  not  recognize  such  trans- 
actions for  the  ptirpose  of  annulling  them.  Thus,  in  the  case  of  a 
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wager  which  has  been  paid^  the  law  will  not  enforce  the  return 
of  the  money. 

10.  Immoral  Acts.  The  courts  will  not  enforce  an 
agreement,  the  object  of  which  is  forbidden  either  by  statute 
or  by  common  law,  or  which  in  law  may  be  regarded  as  immoral 
or  wrong.  Such  agreements  might  relate  to  such  subjects  as 
the  commission  of  crime ;  all  kinds  of  frauds  upon  creditors^ 
either  by  way  of  fraudulent  assignments,  or  by  way  of  agree- 
ments with  certain  creditors  to  the  disadvantage  of  others ;  all 
kinds  of  transactions  under  false  pretenses,  as  the  selling  of 
articles  under  false  labels;  fraudulent  conveyance  of  real 
estate  to  defraud  creditors ;  changes  in  contracts  after  they  have 
been  signed,  either  by  one  party  without  the  consent  of  the 
other,  or  by  the  two  principals  without  the  consent  of  the 
sureties;  all  acts  of  officers  of  corporations  in  their  official 
capacity,  in  furtherance  of  their  private  ends ;  fictitious  bidding 
at  auctions  for  the  purpose  of  raising  the  bids  of  bona  fide  pur- 
chasers ;  collusion  between  the  auctioneer  and  private  individ- 
uals to  defraud  owner,  and  the  like. 

The  particular  class  of  illegal  acts  in  this  category  which 
has  especial  interest  to  engineers,  is  that  referring  to  changes 
in  contracts  agreed  to  by  the  principals  without  the  consent  of 
the  sureties  or  bondsmen.  In  all  such  cases  if  the  changes  are 
material,  that  is  to  say,  if  they  are  such  as  may  be  said  to  have 
a  money  value,  then  if  these  changes  be  made  without  the  con- 
sent of  the  surety,  such  surety  can  no  longer  be  held  for  any 
damage  resulting  from  failure  of  his  principal  to  fulfill  his 
agreement*  Since  such  changes  are  almost  always  made  in  all 
contracts  after  they  are  signed  and  before  the. work  is  fully 
executed,  and  since  it  is  very  common  to  neglect  to  obtain  the 
consent  of  the  sureties  when  making  all  such  changes,  these 
sureties  or  bondsmen  are  nearly  always  relieved  from  liability 
in  the  manner  here  indicated.  Furthermore,  if  such  stireties 
are  consulted  in   regard  to  the  proposed  changes   and  they 


*  Thli  does  not  applr  to  contrmets  oontainlnf  a  prorliioa  for  cinaget  vndcr  ahrca 
coodhiom,  provided  tbctc  ooodlUont  are  ttrictly  complied  with  and  Um  cfaangea  art  oo* 
toofadioal. 
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shonld  not  choose  to  give  their  consent,  then  if  they  are  still  to 
be  held  for  the  fulfillment  of  the  contract  their  consent  to  such 
changes  must  be  purchased,  the  same  as  must  be  done  with  the 
principal  himself  as  provided  for  in  the  specifications  or  con- 
tract. Because  of  this  common  oversight  and  the  resulting 
relief  of  these  sureties,  or  of  their  opposition  to  allowing 
changes  to  be  made  in  case  they  are  consulted,  it  is  becoming 
customary  to  provide  some  other  kind  of  guarantee  of  fulfill- 
ment, other  than  that  of  personal  sureties. 

11.  Oontracts  Opposed  to  Public  Policy.    These 

contracts  may  relate  to  all  such  acts  as  may  be  shown  to  be 
detrimental  to  the  public  welfare.  Such  as  acts  which  would 
tend  to  injure  the  public  service,  or  to  obstruct  the  course  of 
justice,  or  to  encourage  litigation,  or  as  have  an  immoral  tend- 
ency, or  as  will  restrain  the  freedom  of  trade,  or  as  will  dimin- 
ish the  security  of  property  and  life.  As  such  contracts  in 
general  have  no  immediate  bearing  upon  the  work  of  engineers 
they  will  not  be  further  enlarged  upon  here.  There  is,  however, 
a  class  of  agreements  commonly  entered  into  by  the  principals 
to  an  engineering  contract  which  are  often  construed  in  the 
courts  as  against  the  public  policy,  which  will  be  discussed  in 
the  following  article. 

12.  Agreements   Which  Refer   to  Arbitration. 

The  following  discussion  of  this  subject  is  taken  bodily  from 
Lawson  on  Contracts,  being  article  318  of  that  work. 

'*An  agp'eement  that  matters  which  have  arisen  or  may 
arise  between  the  parties  shall  be  referred  to  an  arbitrator  or 
arbitrators  is  not  binding  and  either  party  may  have  recourse 
to  the  courts  notwithstanding  it.  The  reason  of  the  rule  is  by 
some  traced  to  the  jealousy  of  the  courts  and  a  desire  to  repress 
any  attempt  to  encroach  on  the  exclusiveness  of  their  jurisdic- 
tion, and  by  others  to  an  aversion  on  the  part  of  the  courts 
from  reason  of  public  policy  to  sanction  contracts  by  which  the 
protection  which  the  law  affords  the  citizen  is  renounced. 

**Hut  when  a  contract  contains  a  condition  which  provides 
that  disputes  arising   out  of  it  shall    be  referred  to  arbitration, 
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the  validity  of  socfa  a  condition  depends  upon  ratfier  m  fine  dis- 
tinction. Where  the  amauni  of  damag*  smstaimrd  6y  a 
breach  of  the  contract  is  to  be  ascertained  bj  specified  arfoitra- 
tion  before  any  right  of  action  arises,  the  condition  is  good ; 
but  where  all  matters  in  dispute,  of  whatever  sort,  are  to  be 
referred  to  arbitrators  and  to  them  alone,  the  condition  is  ille- 
gal. The  one  imposes  a  condition  precedent  to  a  right  of 
action  accruing,  the  other  endeavors  to  prevent  any  right  of 
action  accruing  at  all.  As  well  put  by  an  English  judge: 
*If  a  tenant  covenant  that  he  will  cultivate  the  demised  land  in 
a  husband-like  manner  and  also  covenants  that  if  any  dispute 
shall  arise  in  respect  thereof  it  shall  be  referred  to  arbitration, 
an  action  may  nevertheless  be  maintained ;  but  where  the  cove- 
nant is  to  pay  such  damages  as  shall  be  ascertained  by  an  arbi- 
trator, no  action  will  lie  until  he  has  ascertained  them.' 

**The  principle  is  frequently  applied  in  the  United  States 
to  contracts  for  the  construction  of  buildings,  railroads,  canals 
and  other  works  involving  numerous  details.  These  contracts 
give  rise  to  many  questions  which  a  court  of  law  might  reasona- 
bly send  to  a  referee,  and  the  parties  may  agree  that  such  questions 
shall  be  determined  by  an  architect  or  engineer  or  by  arbitra- 
tors, and  that  such  determination,  or  a  bona  Jide  effort  to 
obtain  it,  shall  be  a  condition  precedent  to  the  right  to  bring 
an  action  on  the  contract  Contracts  of  insurance  usually  con- 
tain similar  clauses.  Thus  an  insurance  policy  provided  that, 
in  case  of  differences  arising  touching  any  loss  or  damage,  the 
matter  might  at  the  request  of  either  party  be  submitted  to 
impartial  arbitrators  whose  award  in  writing  should  be  binding 
on  the  parties  to  the  amount  of  such  loss  or  damage,  *but 
shall  not  decide  the  liability  of  the  company  under  this  policy;' 
also,  *it  is  furthermore  mutually  agreed  that  no  suit  or  action 
against  this  company  for  the  recovery  of  any  claim  by  virtue  of 
this  policy  shall  be  sustainable  in  any  court  of  law  or  chancery 
until  an  award  shall  have  been  obtained  fixing  the  amount  of 
such  claim  in  the  manner  hereinabove  provided.'  It  was  held 
that  no  suit  could  be  sustained  against  the  objection  of  the 
company  until  an  award  had  been  made,  although  neither  party 
previous  to  the  suit  had  requested  arbitration. 

But  it  must  be  expressly  stipulated  in  all  cases  that  the  award 
or  determination  is  a  condition  precedent  to  the  right  of  action 
on  the  contract,  or  the  agreement  to  arbitrate  will  be  of  no 
effect. 

Agreements  of  a  similar  nature  have  been  held  illegal,  as 
aiming  to  oust  the  jurisdiction  of  the  courts ;  as,  for  example, 
a  provision  in  the  by-laws  of  a  benefit  association  that  the 
decision  of  the  oflicers  on  the  claim  of  a  member  shall  be  final 
and  conclusive.  And  parties  are  not  allowed  by  contract  to 
vary  the  procedure  in  the  courts  prescribed  by  statute.     In  Uli- 
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nois  a  lease  contained  a  provision  that  the  landlord  should  have 
the  right  to  take  immediate  judgpnent  agamst  the  tenant  in  case 
of  a  default  on  his  part  without  giving  the  notice  and  demand 
for  possession  and  filing  the  complaint  required  by  the  statute. 
It  was  held  that  such  a  provision  was  illegal.'' 


13.    The  Engineer  as  Arbitrator.    In  the  carrying 

out  of  engineering  and  building  contracts^  the  specifications  are 
usually  so  written  as  to  make  the  engineer  or  architect  an  arbitra- 
tor on  almost  all  questions  which  can  possibly  arise  under  the 
contract,  and  it  is  usual  to  specify  that  his  decisions  thereon 
shall  be  final  and  conclusive.  In  view  of  what  is  given  in  the 
previous  article  it  is  evident  that  such  a  clause  can  not  operate  to 
prevent  a  case  being  brought  before  the  courts  under  such  a  con- 
tract, but  when  it  has  been  so  brought  it  evidently  will  operate 
to  sustain  the  decisions  of  the  engineer  on  all  points  which  may 
be  construed  by  the  court  as  ^*' conditions  precedent*  to  final 
settlement.  On  all  questions  of  fact^  however,  which  the 
court  can  pass  upon  as  well  as  the  engineer,  and  on  all  ques- 
tions of  law  the  court  would  retain  its  jurisdiction  notivithstand- 
the  agreement  of  both  parties  to  submit  all  questions  to  the 
arbitration  of  the  engineer,  whose  decisions  were  to  be  *^ final 
and  conclusive."  On  all  questions  which  the  engineei"  is,  from 
the  circumstances  of  the  case,  especially  competent  to  deter- 
mine,  as  to  quantities  and  classification,  as  well  as  all  questions 
which  are  more  or  less  matters  of  opinion  as  classification  of 
materials  and  perfection  of  work  done,  the  decision  of  the 
engineer  will  be  sustained  under  such  a  clause,  provided  it  be 
not  shown  that  he  has  acted  fraudulently  in  the  matter.  See 
Articles  85  and  io8. 
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14.     Mutual  Assent.     In  order  that  a  contract  shall  be 
binding  on  both  parties  to  an  agreement  it  must  have  been  under- 
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stood  and  assented  to  by  both  in  the  very  same  sense.  How- 
ever clear  the  agreement  would  appear  to  be  on  its  face,  if  it  can 
be  shown  that  the  proposition  was  not  mutually  understood  in 
the  same  sense  it  can  not,  in  general,  be  enforced.  It  must  not 
be  understood,  however,  that  all  pleas  of  having  misunder- 
stood the  plain  and  express  provisions  of  a  written  contract  will 
relieve  the  party  making  such  claim  from  liability  under  it.  In 
other  words  the  mental  agreement  is  evidenced  by  the  language 
used  in  expressing  such  agreement,  and  the  law  will  presume 
that  such  words  were  understood,  provided  their  meaning  is 
plain  and  evident.  Furthermore  whatever  a  man's  real  inten- 
tion may  be,  if  he  so  acts  as  to  lead  another  person  to  reasona- 
bly suppose  that  he  was  assenting  to  a  given  proposition,  and 
this  person  proceeds  on  this  assumption,  the  other  party  so  act- 
ing, becomes  bound  by  the  proposition. 

The  agreement  is  not  consummated  until  each  party  has  . 
communicated  to  the  other,  either  orally,  by  letter,  or  by  overt 
acts,  his  intention  in  the  matter.  The  secret  or  mental  acceptance 
of  a  proposition  by  one  or  both  of  the  parties  to  it  does  not 
complete  a  legal  agreement,  until  this  mental  act  has  been 
communicated  to  the  other  party. 

A  person  making  an  offer,  whether  orally,  by  messenger, 
by  mail,  or  by  telegraph,  or  by  public  advertisement,  must 
allow  a  reasonable  time  for  its  acceptance,  provided  no  -time 
limit  is  stated  in  the  proposition.*  If  the  acceptance  is  returned 
by  the  same  agency  used  in  sending  the  offer,  the  contract  is 
completed  at  the  time  such  acceptance  is  delivered  to  such 
agency,  whether  the  party  sending  the  offer  ever  receives  such 
acceptance  or  not.  A  person  is  bound  by  the  acts  of  the  agent 
of  his  own  selection,  and  the  failure  of  this  agent  to  deliver  to 
him  the  acceptance  does  not  operate  to  prevent  the  completion 
of  the  contract.  For  instance,  a  proposition  sent  by  mail  is 
accepted  at  the  time  the  letter  of  acceptance  is  deposited  in  the 
postoffice  or  letter  box,  and  a  proposition  sent  by   telegraph  is 

•  This  meiiM  onlv  that  if  »#/  witkdrmm  Uw  offer  will  tttiid  and  naf  be  accepted  at 
any  ciine  widiin  a  '^reasonable  time.*' 
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accepted  and  the  contract  completed  at  the  time  of  the  delivery 
of  t  telegraphic  reply  at  the  telegraph  otEce  or  to  a  telegraphic 
mosenger. 

If  the  person  receiving  the  offer  wishes  it  to  remain  open 
for  »  definite  length  of  time,  longer  than  might  be  construed  aa 
reasonable,  if  no  time  is  specified,  he  must  pay  to  the  other 
party  something  which  may  be  construed  as  a  consideration  for 
the  privilege  of  acceptance  for  such  specified  time.  On  the 
other  hand,  the  party  accepting  can  withdraw  his  acceptance  if 
he  can  succeed  in  having  his  withdrawal  presented  to  the  first 
party  before  his  acceptance  has  been  received.  Thus  an  accept- 
ance by  mail  may  be  withdrawn  by  telegraph,  provided  the 
telegram  is  received  before  the  letter. 

A  mere  offer  may  be  withdrawn  at  any  time  before  it  ti 
accepted,  unless  a  consideration  has  been  paid  for  the  privi- 
lege of  acceptance  for  a  definite  time  ai  above  described.  A 
formal  notice  of  withdrawal  is  not  always  necessary,  as  when 
the  party  receiving  the  offer  becomes  aware  of  the  sale  of  the 
property  in  the  mean  time  to  another. 

When  an  offer  is  made  by  mail  or  telegraph  the  means 
oaed  for  communicating  the  offer  become  the  recognized  agent 
o(  tfaa  party  making  such  offer,  and  the  party  receiving  it  ia  at 
liberty  to  accept  it  as  received,  even  though  a  mistake  may 
have  been  made  in  the  transmission  of  the  same.  Thua  if  an 
offer  ia  made  by  telegraph,  and  an  error  has  been  made  in 
transmitting  the  same,  the  erroneous  proposition  may  be 
accepted  either  by  nail  or  telegraph,  and  the  party  making 
inch  offer  is  bound.  His  only  remedy  is  to  sue  the  telegraph 
company  for  damages.  This  is  because  the  party  making  the 
propoaition  assumed  all  responsibility  for  the  correctness  of  the 
traasrnission  by  the  agency  selected  by  him. 

When  an  offer  has  been  made  and  no  consideration  paid 
it  open  for  a  given  time,  It  is  supposed  to  stand  for 
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what  the  law  will  consider  a  reasonable  time^  the  actual  length 
of  time  depending  altogether  on  the  nature  of  the  transaction. 

16.  Q^aIifled  assent.  Whenever  a  proposition  made 
by  one  party  u  accepted  by  another  with  any  kind  of  qualifi- 
cation or  change  of  the  conditions  or  wording  of  the  original 
proposition,  such  an  acceptance  is  simply  the  making  of  a 
counter  proposition  to  the  first  party,  and  does  not  constitute  an 
agreement  until  such  party  has  in  turn  assented  fully  to  the 
entire  proposition  as  last  stated,  and  if  he  again  assents  to  the 
proposition  with  further  changes  or  amendments,  it  becomes 
again  a  new  proposition,  which  must  be  agreed  to  by  the  second 
party,  before  it  becomes  binding  on  the  party  to  whom  it  is 
sent.  The  assent  which  finally  makes  of  the  offer  or  proposi- 
tion a  binding  contract,  is  the  full,  absolute,  and  unconditional 
acceptance  of  its  terms. 

16.  Qualified  offers.  The  party  making  the  offer  has 
the  right  to  prescribe  in  it  the  time,  place,  form,  or  other  con- 
dition of  acceptance,  in  which  case  such  offer  can  be  accepted 
only  in  the  manner  prescribed.  This  privilege  on  the  part  of 
the  proposer  does  not  enable  him  to  impose  the  condition,  how- 
ever, that  a  failure  to  receive  an  acceptance  by  a  certain  time 
will  be  construed  as  an  acceptance.  In  other  words,  he  may 
not  impose  the  conditions  of  refusal. 

17.  Implied  acceptance.  An  offer  may  be  accepted 
by  merely  acting  upon  it,  the  act  becoming  an  acceptance  from 
the  time  it  was  performed.  Thus  an  offer  to  purchase  goods 
may  be  accepted  by  simply  shipping  the  goods,  or  in  the  case 
of  a  published  offer  of  .a  reward  for  the  apprehension  of  a 
criminal,  the  act  of  apprehending  is  construed  as  both  an 
acceptance  and  fulfillment  of  the  contract. 

18.    Failure  of  agreement  by  mistake.  The  parties 

tOi  an  agreement  are  bound  to  the  fulfillment  of  the  same  in 
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•ccordance  With  the  plain  intent  and  meaning  of  the  language 
Qsedy  whether  oral  or  written,  provided  the  meaning  of  this  lan- 
guage be  clear,  and  neither  party  is  allowed  to  plead  either 
carelessness  in  the  reading  of  the  terms  thereof  or  ignorance  of 
the  meaning  of  the  language  used.  It  goes  almost  without  saying, 
however,  that  apparent  or  evident  mistakes  in  the  use  of  lan- 
guage will  be  corrected  by  the  court.  However,  the  following 
kinds  of  mistakes  will  lead  to  a  decision  that  no  contract  was 
really  entered  into  because  of  utter  failure  of  the  parties  to 
agree  to  the  same  thing. 

(a)  Mistake  concerning  nature  of  transaction^ 

as  where  a  person,  by  mistake,  signs  a  document  of  an  entirely 
diHerent  character  from  that  which  he  intended  to  sign,  as 
where  he  signs  a  bond  instead  of  a  petition,  or  a  deed  instead 
of  a  lease,  the  two  documents  being  similar  in  form  and 
appearance.  In  such  cases  it  is  held  that  the  '*mind  of  the 
signer  did  not  accompany  the  signature"  and  therefore  he  never 
agreed  to  such  a  proposition.  If  it  can  be  shown,  however, 
that  the  mistake  resulted  from  negligence  to  read  the  terms  of 
the  proposition,  and  that  while  the  signer  understood  in  a  gen- 
eral  way  the  character  of  the  document,  but  did  not  read  it 
over  carefully,  or  perhaps  did  not  read  it  at  all,  he  will  he  held 
to  the  contract  because  of  his  culpable  negligence.  This  only 
holds  where  the  plea  of  fraud  on  the  part  of  the  other  party  to 
the  contract  is  not  maintained. 

(b)  Mistake  concerning  person  with  whom  con- 

tract  is  made,  as  *'where  A  contracts  with  B,  thihking  that 
he  is  contracting  with  C,  there  can  obviously  be  no  contract, 
for  B  not  being  present  to  A's  mind,  A  can  not  be  a  consenting 
party  to  a  contract  with  B."  This,  of  course,  does  not  affect 
contracts  made  through  agents,  when  the  agency  is  declared. 

(0)    Mistake  concerning  Subject-matter  of  Oon-, 

tract.     If  the  parties  contracting  engage  themselves  concern-^ 
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ing  a  thing  which  does  not  exist,  such  a  mistake  avoids  the 
contract,  because  of  the  nonexistence  of  the  subject-matter. 
Thia  applies  to  property  which  may  have  ceased  to  exist  before 
the  contract  is  signed,  although  both  of  the  parties  were  ignorant 
of  the  fact.  In  all  cases,  however,  where  the  existence  of  the 
subject-matter  is  in  the  mind  of  the  proposer  more  or  less  doubt- 
ful and  yet  the  offer  which  he  makes  is  unconditional,  he  can 
be  held  for  damages  resulting  from  failure,  even  though  the 
subject-matter  be  nonexistent. 

A  mistake  prevents  the  consummation  of  a  contract  also, 
where  each  of  the  parties  has  in  mind  a  different  subject-matter 
from  the  other.  This  applies  to  mistakes  which  may  be  con- 
sidered legitimate,  as  where  the  same  words  apply  with  equal 
force  to  different  things,  or  in  the  case  of  an  oral  contract 
where  the  language  was  clearly  misunderstood,  from  a  failure 
to  hear  the  words  which  were  really  spoken. 

The  remedy  for  a  contract  entered  into  under  a  mistake  is 
the  privilege  of  repudiating  it  on  the  part  of  the  person  who 
made  the  mistake,  or  the  privilege  of  recovering,  by  a  suit  at 
law,  part  payment  which  may  have  been  made,  it  being  under- 
stood that  the  contract  has  not  been  fully  executed  by  a  com- 
plete payment.  Or  the  case  may  be  brought  into  a  court  of 
equity,  and  justice  obtained  by  having  the  court  correct  the 
terms  of  the  agreement,  it  being  assumed  in  all  these  cases  that 
DO  fraud  has  been  committed. 

19.    Misrepresentation  in  the  Contract.    In  order 

that  a  misrepresentation  of  facts  may  make  a  contract  invalid, 
it  must  have  been  made  with  a  fraudulent  intent.  The  mere 
falsity  of  a  statement  of  a  material  fact  in  the  contract,  however 
much  it  may  have  misled  the  other  party,  will  not  invalidate 
the  document,  unless  a  fraudulent  motive  accompanied  the 
misrepresentation.  It  is  necessary,  therefore,  to  prove  the 
motive  of  the  misrepresentation  before  the  validity  of  the  con- 
tract can  be  passed  upon. 
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If,  however,  a  particular  term  in  the  contract  or  some 
integral  part  of  it  is  based  upon  a  misstatement  of  fact,  which 
term  or  integral  part  can  be  passed  upon  separrlely  from  the 
body  of  the  contract,  such  a  misrepresentation  is  equivalent  to 
a  pioinise  by  the  party  making  it,  and  if  not  fulfilled  the  other 
party  can  recover  damages.  This,  however,  does  not  invalidate 
the  contract  as  a  whole. 

A  nondisclosure  of  fact  is  equivalent  to  a  misrepresenta- 
tion of  fact,  provided  the  disclosure  properly  accompanied  the 
transact!  on. 

Fraudulent  misrepresentation  will  be  treated  in  the  follow- 
ing article. 

Contracts  for  insurance,  whether  marine,  fire,  or  life,  and 
contracts  for  the  purchase  of  stock  in  corporations,  also  con- 
tracts between  parties  occupying  intimate  and  confidential  reta- 
tioDB  with  each  other  may  be  invalidated  by  misrepresentation 
of  fact,  wbicb  would  not  invalidate  ordinary  business  or  engi- 
neering contracts.  (See  a  general  treatise  on  the  Law  of  Con- 
tracts for  these  cases.) 

20.    Invalidity  of  Contract  through  Fraud.    As 

a  general  nile  fraud  vitiates  all  contracts.  That  is  to  say, 
fraudulent  misrepresentation  by  one  party  enables  the  other  or 
injured  party  to  declare  the  contract  void  from  fraud,  or  he 
may  enforce  the  contract  against  the  defrauding  party,  at  his 
own  option.  The  defrauding  party,  however,  has  no  option  or 
privilege  in  the  way  of  declaring  the  contract  void.  In  other 
woids,  should  he  find  that  the  contract  was  adverse  to  his  inter- 
eatt,  be  could  nut  plead  his  own  fraudulent  act  to  hii  own 
benefit. 

Frand  in  the  sense  here  used  consists  in  s  "false  repre- 
•entation  of  fact  made  by  the  parly  who  la  charged  with  it,  with 
a  knowledge  of  its  falsehood,  or  in  reckless  disregard  whether 
it  be  true  or  false,  with  the  intention  that  it  shall  be  acted  upon 
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by  the  complaining  party,  and  actually  inducing  him  to  act 
upon  it  to  his  damage." 

**From  the  above  definition  the  following  essential   ele- 

ments  of  fraud  may  with  profit  be  stated  separately:  (a)  A 
false  representation.  (Jb)  A  misrepresentation  of  Jact.  (c) 
A  representation  made  by  the /ar/y  c^ar^^^.  (^d)  Knowledge 
of  its  falsity  or  a  reckless  indifference  in  the  matter,  {e)  An 
intention  that  it  shall  he  acted  upon  by  the  other  party.  (/)  A 
reliance  upon  it  by  the  other  party.  (^)  Damage  to  the  party 
deceived."  Unless  each  and  every  one  of  the  above  essential 
elements  of  fraudulent  misrepresentation  be  proved,  the  con* 
tract  can  not  be  avoided  on  the  score  of  fraud. 

The  false  representation  also  must  refer  to  some  material 
fact.  Furthermore  the  concealment  or  nondisclosure  of  a 
material  fact  in  an  active  manner,  that  is  to  say,  an  active  pre- 
vention of  the  disclosure  of  material  facts,  may  constitute  fraud- 
ulent misrepresentation. 

Where  the  one  party  knows  that  he  is  being  trusted  by  the 
other  party  and  relied  upon  for  the  disclosure  of  material  facts, 
as  is  the  case  when  a  contractor  relies  upon  the  engineer  or 
architect  to  disclose  to  him  the  material  facts  pertaining  to  the 
work  to  be  done,  this  rule  will  be  more  rigidly  applied  than 
when  no  such  confidence  is  imposed. 

A  concealment  of  the  real  value  of  goods  shipped  by 
express  or  freight,  or  by  other  agency,  in  order  to  obtain  such 
shipment  at  a  lower  rate,  is  a  fraudulent  misrepresentation. 

While  the  vendor  or  seller  of  an  article  is  not  obliged  to 
make  known  to  the  purchaser  the  defects  of  the  article,  when 
such  defects  can  be  discovered  by  the  buyer,  yet  a  deliberate 
hiding  of  such  defects  on  his  part  will  be  considered  a  fraudu- 
lent  misrepresentation.  As  to  defects  which  can  not  be  dis- 
covered by  the  buyer,  the  vendor  is  bound  to  make  known  to 
him  such  defects  as  he  himself  may  be  aware  oL 
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While  known  false  representation  of  the  quality  or  defects 
of  an  article  made  by  either  seller  or  buyer,  for  the  purpose  of 
gaining  the  advantage  in  a  transaction  is  fraudulent,  the  pur- 
chaser, however,  is  not  obliged  to  disclose  his  knowledge  of 
the  real  value  of  an  article,  which  is  offered  to  him  below  its 
actual  value. 

On  questions  which  may  be  considered  matters  of  opinion 
rather  than  questions  of  fact,  misrepresentations  do  not  consti- 
tute fraud ;  only  misrepresentations  of  known  facts  fall  in  this 
category.  What  is  not  really  known  may  be  misrepresented 
without  invalidating  the  contract.  Neither  do  false  representa- 
tions of  future  intention,  or  of  questions  of  law,  constitute 
fraud. 

The  fraudulent  misrepresentation  must  have  been  made  by 
the  party  charged  or  by  his  agent,  or  with  his  connivance  and 
knowledge.  The  fraud  of  a  third  person  does  not  invalidate 
the  contract  between  two  others. 

The  misrepresentation  must  be  known  to  be  false.  Some- 
times a  contract  may  be  set  aside  because  of  violent  injustice 
resulting  from  a  false  representation,  which  was,  however, 
believed-  to  be  true.  Frequently,  however,  a  party  may  make 
extravagant  statements  in  a  reckless  manner  for  the  purpose  of 
influencing  the  other  party  to  a  transaction,  not  knowing 
whether  his  statements  be  true  or  not.  In  such  a  case  the  will- 
ful negligence  or  recklessness  as  to  the  truth  of  his  positive 
statements  will  act  to  invalidate  the  contract,  provided  such 
statements  prove  to  be  false,  the  same  as  though  he  had  known 
them  to  be  false. 

The  false  statements  must  also  be  made  with  the  expecta- 
tion that  they  are  to  be  believed  and  acted  upon.  Extravagant 
affirmations  made  in  a  jocular  manner,  and  not  expected  to  be 
believed,  would  not  constitute  fraud. 

The  misrepresentation  must  be  accepted  as  true,  and  be 
acted  upon  before  the  fraud  is  perfected.     The  burden  of  proof 
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here  lies  upon  the  party  charging  fraud,  to  show  that  he  did 
really  act  upon  the  statements  made.  It  is  not  necessary  that 
he  shall  show  that  the  fraudulent  statements  formed  the  sole 
basis  of  his  action.  He  need  only  show  that  they  contributed 
materially  to  that  end,  and  that  the  action  would  not  have  been 
consummated  without  them. 

A  false  representation  as  to  one  of  several  material  matters 
in  a  contract  operates  to  vitiate  the  entire  agreement. 

The  party  claiming  fraud  must  also  show  that  .some  actual 
damage  has  been  suffered.  It  would  not  be  sufficient  cause  for 
the  annulling  of  a  contract  to  show  that  one  was  fraudulently 
led  to  the  payment  of  a  just  debt,  since  no  damage  has  in  this 
case  been  sustained. 

21.    Remedy  of  party  defrauded.    Immediately  on 

discovering  the  fraud  the  party  defrauded  should  take  action, 
and  he  has  his  option  of  the  following  courses,  the  last  two 
being  remedies. 

(a)  He  may  enforce  the  contract  against  the  defrauding 
party,  or  take  qo  action  whatever,  and  allow  the  contract  to  be 
enforced  against  himself.  If  he  does  not  take  action  on  dis- 
covery of  the  fraud,  he  will  be  supposed  to  have  consented  to 
the  enforcement  of  the  contract,  notwithstanding  such  fraud, 
and  he  will  lose  his  option  of  resisting  such  enforcement. 

(^)  He  may  at  once  give  notice  of  the  rescission  or 
rescinding  of  the  contract  on  his  part,  because  of  fraud  claimed 
to  have  been  perpetrated  by  the  other  party,  and  he  may  bring 
suit  to  recover  damages,  or  he  may  either  by  word  or  act  give 
evidence  to  the  other  party  of  his  intention  to  treat  the  contract 
as  null  and  void. 

(c)  If  it  be  practicable  to  reinstate  the  parties  in  their 
original  relative  relations,  he  may  sue  for  such  restoration. 
That  is  to  say,  if  goods  have  been  delivered,  they  may  be  recov- 
ered if  practicable. 
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Any  action  under  the  contract  in  the  way  of  acknowledg- 
ing its  force  by  the  party  defrauded,  after  he  has  discovered  the 
fraud,  will  operate  to  make  the  contract  binding  upon  him,  as 
he  will  be  assumed  to  have  deliberately  forfeited  his  right  of 
rescission.  It  must  be  understood,  also,  that  he  can  not  con- 
sent to  the  operation  of  a  portion  of  the  contract  with  the  privi- 
lege of  rejecting  another  portion  of  it  to  which  the  fraud  may 
more  directly  relate.  Since  fraud  vitiates  the  entire  contract, 
the  defrauded  party  must  forfeit  his  privilege  of  rejection 
entirely  by  agreeing  to  its  terms  notwithstanding  the  fraud,  or 
he  must  reject  it  entirely  and  in  all  its  parts.  He  can  not 
obtain  the  benefit  of  a  part  and  reject  another  part. 

Outside  of  the  rights  described  above,  arising  under  the 
contract  itself,  the  defrauded  party  has  the  privilege  at  common 
law  of  bringing  action  for  deceit  to  cover  such  damage  as  he 
may  have  sustained  as  a  result  of  such  fraudulent  misrepresen- 
tation. This  action  is  in  addition  to  his  privilege  of  avoiding 
or  rescinding  the  contract  itself. 

Furthermore  a  party  defrauded  of  his  property  may  recap- 
ture it,  if  he  is  able  to  do  so  without  unnecessary  violence  and 
without  a  breach  of  the  peace,  without  recourse  to  the  law  and 
its  agencies. 

22.    Invalidity  of  Contract  through  Duress.    ' '  A 

person  is  said  to  have  acted  under  duress  when  he  does  or 
promises  to  do  any  act  not  of  his  own  free  will,  but  in  conse- 
quence of  unlawful  physical  restraint  imposed  by  another,  or  in 
consequence  of  threats  made  by  another,  either  to  do  him  some 
great  bodily  harm,  or  to  unlawfully  destroy  his  property,  or 
deprive  him  of  the  same.  Promises  made  under  duress  will 
not  be  enforced,  and  money  paid,  or  property  transferred  under 
duress  may  be  recovered." 

Contracts  entered  into  under  duress  as  above  defined  are 
▼oixiable  at  the  option  of  the  constrained  party,  the  same  as 
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though  fraud  had  been  perpetrated  upon  him.     The  contract  is 
not  voidable,  however,  at  the  option  of  the  other  party. 

23.  Invalidity  of  Contract  through  Undue  In- 
fluence. Where  the  parties  occupy  a  confidential  relation  to 
each  other,  or  from  long  association  and  other  peculiar  circum- 
stances affording  the  proper  and  sufficient  opportunities,  courts 
of  equity  take  cognizance  of  what  may  be  called  undue  influ- 
ence, which  may  act  the  same  as  fraud  in  persuading  the  person 
to  enter  into  an  unfair  and  unreasonable  contract.  Such  are 
the  relations  of  the  members  of  one  family,  or  those  of  guar- 
dian and  ward,  attorney  and  client,  priest  and  parishioner, 
physician  and  patient,  as  well  as  those  where  mental  weakness 
from  old  age  or  sickness  and  the  like,  furnish  suitable  oppoi^ 
tunities. 

The  remedies  in  the  case  of  undue  influence  are  the  same 
as  those  in  the  case  of  fraud,  except  that  the  influenced  party 
does  not  lose  his  rights  of  choice  of  remedies  by  delay  in 
action,  since  it  is  unfair  to  assume  that  such  a  party  can  sud- 
denly recover  his  normal  independence. 
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24.    Consideration  Defined.    All  business  contracts 

such  as  an  engineer  will  be  called  upon  to  enforce  must  always 
be  supported  by  a  valuable  consideration;  otherwise  they  are 
not  enforceable.  As  such  a  consideration  is  always  named  and 
speciflcally  determined  in  all  engineering  contracts,  it  is  not 
necessary  to  go  into  that  subject  here  very  fully. 

A  ** valuable  consideration"  in  the  eyes  of  the  law  is 
^^some  rights  interest^  ff'ofit^  or  benefit  ^  accruing  to  one  f  arty  y 
or  some  forbearance^  detriment^  loss^  or  responsibility  given ^ 
suffered^  or  undertaken  by  the  other •** 
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Such  a  consideration  is  necessary  to  enforce  a  written 
agreement  the  same  as  would  be  necessary  with  an  oral  agree- 
ment. 

A  contract  under  seal,  however,  does  not  require  a  con- 
sideration to  enforce  it.  This*  is  the  principal  and  character- 
istic difference  between  contracts  under  seal,  and  ordinary 
written  or  oral  contracts,  both  of  which  latter  class  constitute 
what  is  known  as  simple  or  parole  agreements. 

It  is  not  necessary  that  the  consideration  be  named  in  the 
agreement,  or  that  the  fact  of  consideration  should  appear  in 
the  agreement;  it  is  only  necessary  that  there  shall  be  a  con- 
sideration in  fact. 

In  cases  of  promissory  notes  and  other  negotiable  paper, 
the  presumption  is  that  there  was  in  fact  a  consideration, 
whether  named  in  the  document  or  not,  and  the  burden  of 
proof  rests  upon  the  maker  of  the  note  to  show  that  there  was 
in  fact  no  consideration. 

In  the  states  of  California,  Iowa,  Indiana,  Kansas,  Ken- 
tucky and  Missouri,  an  agreement  made  in  writing  is  presumed 
by  statute  law  to  be  founded  on  a  consideration,  and  is  there- 
fore placed  on  the  same  basis  as  holds  generally  for  negotiable 
paper.  Here  again  the  burden  of  proof  rests  upon  the 
defendant  to  show  that  there  was  in  fact  no  consideration.  In 
both  the  above  cases  if  it  can  be  shown  that  the  promise  was 
not  suoported  by  what  the  law  will  construe  as  a  valuable  con- 
sideration, the  agreement  or  contract  fails.  But  mutual  prom- 
ises are  each  a  consideration  to  support  the  other.* 

A  promise  made  without  a  valuable  consideration  is  con- 
strued by  the  law  to  be  gratuitous,  and  not  enforceable,  even 
though  the  party  to  whom  it  was  made  has  acted  upon  it,  and 
has  sustained  serious  loss  or  damage  thereby. 

26.  Adequacy  of  Consideration.  It  is  not  neces- 
sary that  the  consideration  named,  or  implied,  or  shown  to 
■exist  by  any  acceptable  evidence  shall  be  adequate  to  support 

*  Th  n  is  termed  a  Mtai^rml  comrmn. 
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the  promise.  So  long  as  it  is  valuable  at  all,  in  the  sense 
defined  in  the  previous  article  it  will  support  the  full  promise. 
The  question  of  adequacy  of  consideration  will  not  be  allowed 
to  be  put  in  evidence  except  for  some  ulterior  purpose,  as  when 
it  is  attempted  to  prove  fraud. 

Here  the  law  seems  to  conflict  with  the  principles  of  right 
and  justice ;  but  for  the  court  to  inquire  into  the  adequacy  of  a 
consideration  would  make  nearly  all  contracts  subject  to  litiga- 
tion and  the  freedom  and  rights  of  the  individual  would  be 
greatly  curtailed.  This  rule  as  to  adequacy,  however,  does  not 
apply  to  the  exchange  of  sums  of  money,  for  instance,  whose 
absolute  values  are  fixed  and  known.  In  this  case  the  consid- 
eration must  be  adequate  and  equal. 

When  the  consideration  is  grossly  inadequate,  suit  may  be 
brought  in  equity  and  the  courts  will  in  that  case  sometimes 
vary  the  terms  of  the  agreement  in  the  interest  of  justice. 

Neither  is  it  necessary  that  the  consideration  should  have 
any  assignable  money  value,  as  is  plainly  implied  in  the  defini- 
tion of  a  consideration  given  in  the  previous  article.  Thus 
mutual  promises  are  each  a  consideration  for  the  enforcement 
of  the  other,  but  when  the  promise  of  one  of  the  parties 
includes  no  more  than  it  was  already  his  legal  duty  to  perform, 
such  a  promise  will  not  support  a  promise  made  by  the  oppo- 
site party.  For  example,  if  A  owes  B  a  sum  of  money,  and 
interest  thereon  which  ts  due^  and  A  promises  to  pay  B  the 
interest  if  he  will  extend  the  loan,  which  B  promises  to  do,  here 
B*s  promise  to  extend  the  loan  is  not  supported  by  a  valuable 
consideration  and  is  therefore  not  enforceable.  Again  a 
promise  to  pay  to  a  public  officer  more  than  his  lawful  fee  for 
the  performance  of  a  public  duty,  is  not  enforceable. 

26.    Agreement  to  Take  Less  than  is  Due.    A 

very  common  case  in  the  execution  of  contracts  is  that  of  an 
agreement  by  one  of  the  parties  to  receive  or  accept  less  than 
the   contract  calls  for.     It  is  important    here    to    distinguish 


00N8IDBBATI0N.  33 

between  sums  of  money  or  matters  which  are  in  dispute,  and 
sums  of  money  or  matters  which  are  not  in  dispute. 

If  one  of  the  parties  agrees  to  accept  a  sum  of  money 
less  than  that  which  is  avowedly  due  him,  suCh  an  agreement 
is  not  enforceable,  because  of  failure  of  consideration,  unless 
some  condition  of  performance  accompanied  the  offer  which 
may  be  construed  as  a  consideration.  If,  however,  the  sum  of 
money  claimed  by  A  is  disputed  by  the  other  party  B,  and 
never  has  been  acknowledged  by  B  as  being  the  amount  owed, 
then  and  in  that  case  an  agreement  on  the  part  of  A  to 
accept  less  than  his  claim,  when  accepted  by  B,  is  enforceable. 
This  is  because  no  agreement  had  been  made  previous  to  this 
compromise  arrangement. 

Similarly  an  agreement  on  the  part  of  the  owner  to  accept 
a  less  amount  of  work  or  a  cheaper  construction  on  the  part  of 
the  contractor  than  that  contained  in  the  written  specifications 
is  not  enforceable,  unless  it  is  supported  by  some  further  act 
on  the  part  of  the  contractor,  or  by  a  corresponding  change  in 
the  price  of  the  work,  which  may  be  construed  as  a  considera- 
tion. If,  however,  the  original  contract  provided  for  such 
changes  as  these  by  agreement  without  further  consideration, 
such  further  agreements  simply  modify  the  terms  of  the  origi- 
nal contract  and  become  a  part  thereof  without  a  new  considera- 
tion being  required. 

Where  several  creditors  enter  into  a  mutual  agreement 
among  themselves  and  with  the  debtor  to  take  less  than  is 
acknowledged  to  be  due  them,  and  to  discharge  their  several 
debts,  such  an  agreement  is  held  to  rest  on  a  sufficient  consid- 
eration, since  these  mutual  promises  are  evidently  for  their 
mutual  benefit,  and  therefore  all  do  receive  a  valuable  consid* 
eration  in  support  of  such  promises. 

If  it  is  desired  or  intended  that  an  agreement  shall  hold 
without  a  corresponding  consideration,  such  as  have  been 
referred  to  above,  it  is  only  necessary  to  execute  the  new  agree- 
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ment  under  seal,  in  which  case  a  consideration  is  not  required. 
When  a  person  brings  suit  against  another  or  threatens  to 
do  so,  for  a  sum  of  money  claimed  in  good  faith  to  be  due, 
not  evidenced  by  a  note  or  promise  to  pay,  the  dismissal  of  such 
suit,  or  a  promise  not  to  bring  it,  is  a  sufficient  consideration  for 
A  promise  by  the  party  sued,  or  threatened  to  be  sued,  to  pay  to 
the  claimant  a  sum  of  money,  or  for  a  promise  to  do  any  other 
lawful  act. 

In  the  case  of  an  engineering  contract,  an  agreement  by 
the  parties  to  vary  the  terms  of  the  original  contract,  which 
variation  may  not  have  been  provided  for  in  such  contract, 
an*  agreement  to  vary  the  conditions  in  one  particular  must 
be  supported  by  a  consideration  in  the  way  of  an  agree- 
ment to  vary  the  terms  of  the  original  contract  in  some 
other  particular  which  may  be  accepted  as  a  consideration,  or 
some  other  and  new  consideration  must  be  provided  for  in 
order  to  support  such  agreement.  Thus,  if  A  has  agreed  to 
build  a  house  for  B  in  accordance  with  certain  plans  and  speci- 
fications with  no  provision  for  changes  of  plan,  if  B  consents 
to  a  change  in  the  plans  by  which  the  cost  is  reduced,  without 
any  consideration  being  agreed  upon  or  mentioned  for  such 
change  of  plans,  B  has  the  privilege  of  changing  his  mind, 
and  of  enforcing  the  original  agreement,  since  the  second 
agreement  was  not  supported  by  a  consideration.  In  like 
manner,  should  A  consent  to  a  change  of  plans  without 
naming  a  consideration  he  can  not  be  held  to  such  an  agree- 
ment even  though  it  be  made  in  writing,  but  may  continue  to 
carry  out  the  original  agreement,  which  alone  is  bindmg.  In 
other  words,  all  subsequent  or  auxiliary  agreements  or  changes 
in  the  original  contract  not  provided  for  in  the  original  docu- 
ment are  in  fact  new  contracts  and  must  each  and  all  be  sup- 
ported by  a  consideration. 

Promises  or  contracts  which  have  been  fully  executed  can 
not  be  inquired  into  by  law,  as  to  whether  there  may  have  been 
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no  consideration.  Thus  money  which  has  been  paid  without 
consideration  can  not  be  recovered,  and  for  work  executed 
before  a  promise  to  pay  has  been  given  or  implied,  no  recovery 
or  compensation  can  be  obtained. 

Of  this  general  character  are  gifts  which  have  been  made, 
the  article  having  been  delivered  to  the  donee.  They  can  not 
be  recovered,  neither  can  payment  for  them  be  enforced.  Ad 
exception  to  this  is  where  property  has  been  given  away  to 
defraud  creditors.  .  In  this  case  the  person  receiving  the  gift 
may  be  compelled  to  restore  it  to  the  creditor,  or  so  much 
thereof  as  will  discharge  the  creditor's  claim  against  the  donor. 

27.    As  to  Waiver  of  Legal  Bights.  An  apparent 

exception  to  the  general  rule  that  a  promise  must  be  supported 
by  a  consideration  is  an  agreement  to  waive  a  statutory  right  of 
defense.  Thus  **a  promise  to  pay  a  debt  barred  by  the  statute 
of  limitations,  or  by  a  discharge  in  bankruptcy,  though  made 
without  consideration  is  enforceable,  and  a  promise  by  an 
endorser  of  a  bill  or  note  to  pay  it,  although  the  endorser 
knows  that  he  has  been  released  from  all  liability,  from  the 
note  not  having  been  protested  when  due,  is  likewise  binding." 
In  these  cases  the  new  promise  is  equivalent  simply  to  waiving 
the  legal  rights  of  the  party,  after  which  the  old  promise  is 
again  restored  to  its  legal  status,  which  former  promise  was 
supported  by  a  consideration. 

**But  when  a  debt  has  been  canceled  by  the  act  of  the 
parties,  as  by  a  release  under  seal,  which  would  require  no 
consideration,  a  subsequent  promise  to  pay  the  debt,  notwith- 
standing the  release,  is  not  valid  unless  supported  by  a  consid- 
eration.'' In  this  case  the  former  promise  or  agreement  had 
been  obliterated  by  a  subsequent  release  under  seal,  and  hence 
a  new  contract  would  have  to  be  made. 
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28.  Glasses  of  Sealed  Contracts.  While  any  con- 
tract may  be  executed  under  seal,  and  so  become  a  sealed 
contract,  under  the  common  law^  the  following  must  be  exe- 
cuted  under  seal  to  become  binding,  namely:  (a)  Gratuitous 
promises.  (3)  Contracts  with  corporations,  (c)  Conveyan- 
ces of  real  estate.     (</)  Bonds. 

(a)  If  it  is  the  purpose*  to  make  a  gratuitous  promise 
legally  binding  on  the  parties,  it  must  be  executed  under  seal, 
and  when  so  executed  the  absence  of  a  consideration  will  not 
invalidate  it. 

(^)  The  common  law  rule  that  contracts  with  corpora- 
tions must  be  executed  under  seal  no  longer  obtains  in  the 
United  States.  Here  a  contract  entered  into  with  the  proper 
officers  of  a  corporation  is  valid  without  being  sealed,  the  same 
as  though  made  with  an  individual,  unless  the  charter  of  the 
corporation  specifically  requires  all  contracts  to  be  made  under 
seal. 

(c)  Deeds  and  mortgages  do  still  in  this  country  require 
the  presence  of  a  seal,  except  where  a  special  statute  pro- 
vides otherwise.* 

(jd)  A  bond  is  an  instrument  under  seal  whereby  one 
acknowledges  himself  indebted  to  another  in  a  specified  sum, 
generally  but  not  necessarily  conditioned  on  the  performance 
of  some  act.  Thus  bondsmen  or  sureties  in  the  case  of  an 
engineering  contract  are  those  who  sign  an  obligation  or 
acknowledgment  of  indebtedness  in  favor  of  the  party  letting 
the  work,  in  a  specified  sum,  conditioned  on  the  faithful  exe* 
cution  of  the  work  which  the  contractor  has  undertaken  to 
perform.  Such  an  instrument,  called  a  bond,  should  be  exe- 
cuted under  seal. 


•This  It  triM  in  Ohio,  Indiana*  lows,  Kingai,  Nabraskm,  Tinnawa,  Vasaa» 
Dakou»  Ktntncky,  and  If  Inlnlppl. 


^.k 
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The  significance  of  a  seal  is  losing  its  force  in  America. 
In  some  states  a  seal  no  longer  has  any  significance,  whatever, 
80  that  even  when  present  in  due  form,  it  does  not  import  a 
consideration,  but  such  consideration  must  be  proved  the  same 
u  for  a  simple  or  parole  contract.  The  plain  intent  of  the 
parties  is  the  controlling  factor.  The  rules  g^ven  above  are 
the  common  law  rules  and  still  have  more  or  less  force  in  some 
states. 


PAROLE  CONTRACTS- 
29.    Oral  and  Written  Contracts.     All  contracts, 

either  oral  or  written,  not  executed  under  seal,  are  called  simple 
or  parole  contracts. 

An  oral  contract  has  all  the  force  of  a  simple  written  con- 
tract, but  it  is  subject  to  difHculties  in  the  way  of  establishing 
or  proving  its  terms,  which  a  written  contract  is  comparatively 
free  from.  A  large  proportion  of  the  litigation  arising  from 
the  nonfulfillment  of  contracts  is  caused  by  a  failure  to  reduce 
the  terms  of  the  contract  to  writing. 

An  oral  or  written  contract  can  be  modified  by  subsequent 
agreements,  and  such  subsequent  agreements  become  a  part 
of  the  original  contract.  A  written  contract,  however,  has 
this  advantage  over  an  oral  contract :  It  is  presumed  in  law 
to  embody  all  understandings  and  agreements  made  at  the  time 
of,  or  previous  to,  the  signing  of  the  contract.  No  oral  evidence 
can  be  admitted  therefore  as  to  agreements  or  understandings 
made  at  the  time  of  the  written  agreement  or  antecedent 
thereto  which  would  modify  its  terms.  Evidence  will  be 
received,  however,  as  to  oral  or  written  agreements  made  sub- 
sequent to  the  signing  of  the  written  contract  which  may 
modify  its  terms. 


/ 
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It  18  allowable,  however,  to  admit  testimony  as  to  oral 
agreements  or  understanding^  made  prior  to,or  contemporaneous 
with,  the  signing  of  the  contract,  for  the  purpose  of  proving 
fraud  and  deception. 

Such  evidence  may  also  be  introduced  for  the  purpose  of 
proving  duress  or  mistake  in  the  drafting  of  the  contract. 
It  can  not  be  introduced  for  the  purpose  of  modifying  its 
terms,  since  it  must  be  assumed  that  all  the  essential  or 
material  matters  in  the  agreement  were  embodied  in  the  written 
contract. 

Subsequent  oral  or  written  agreement  modifying  the  terms 
of  the  original  contract  requires  a  separate  and  distinct  consid- 
eration to  support  it,  unless  the  original  contract  contained 
special  provision  for  such  changes,  in  which  case  they  must  be 
made  in  accordance  therewith,  and  may  or  may  not  require  a 
new  consideration. 


ASSIGNMENTS  OP  OONTRAOTS. 

30.  When  Assignments  Can  Be  Made.  All  con- 
tracts and  agreements  can  in  general  be  assigned  by  either 
party,  and  the  contract  enforced  by  the  assignee,  except  such 
contracts  or  agreements  as  involve  a  personal  trust  or  confi- 
dence in  one  or  both  of  the  parties.  Evidently  trust  and  confi- 
dence in  the  skill  or  professional  ability  of  another  can  not  be 
assigned,  and  when  such  trust  is  a  material  element  in  the  con- 
tract there  can  be  no  assignment.  Of  such  character  are  nearly 
all  kinds  of  personal  services,  except,  perhaps,  the  most  com- 
mon labor. 

All  building  and  engineering  contracts  are  assignable, 
unless  the  writings  themselves  contain  conditions  denying  such 
privilege.  It  is,  however,  common  to  insert  such  a  clause  in 
all  engineering  contracts  by  which  they  then  become  non- 
issignable. 
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31.    Notice  of  Assignment  Necessary.    While  an 

assignment  is  effectual  as  between  the  assignor  and  assignee, 
from  the  moment  it  is  made,  it  does  not  bind  the  other  party  to 
the  original  contract  until  he  has  received  notice  of  the  assign- 
ment. Without  such  notice  any  performance  on  his  part  in 
favor  of  the  original  party  or  assignor  releases  him  to  that  extent 
with  the  assignee.  It  is  necessary,  therefore,  to  give  prompt 
Dotice  of  all  assignments  to  all  the  parties  concerned.  After 
such  notice  has  been  given,  all  parties  become  bound  to  the 
assignee,  the  same  as  they  had  formerly  been  to  the  assignor. 

An  exception  to  the  rule  of  the  necessity  of  giving  notice 
obtains  in  the  case  of  what  is  called  negotiable  paper.  The 
transfer  of  such  contracts  is  not  called  assignment,  the  docu- 
ment itself  carrying  with  it  its  own  evidence  of  ownership. 
Such  documents  are  bills  of  exchange,  bank  checks,  promissory 
notes,  bills  of  lading,  certificates  of  deposit,  certain  kinds  of 
bonds  and  coupons,  warehouse  receipts,  and  bank  bills. 
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32.  The  Original  Oontra.Ct.  An  original  written  con- 
tract is  presumed  to  embody  all  the  agreements  made  at,  or 
previous  to,  the  time  of  its  signing.  No  oral  evidence  will  be 
admitted  to  explain  or  supplement  the  terms  expressed  in  the 
written  contract,  provided  these  are  clear  and  plain.  It  is  per- 
missible, however,  to  modify  the  terms  of  any  written  contract 
by  subsequent  oral  or  written  agreements.  It  is  also  permissible 
to  submit  evidence  as  to  contemporaneous  oral  agreements 
which  supplement  or  explain  the  terms  imposed  in  the  contract, 
provided  these  be  not  inconsistent  with  the  terms  of  the  written 
document. 

Oral  evidence  is  also  admissible  to  explain  the  identity  of 
the  parties,  or  the  existence  of  an  agency,   the  identity  of  the 
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subject-matter,  and  the  sense  in  which  certain  unusual  or  tech- 
nical words  have  been  used. 

Oral  evidence  is  also  admissible  to  explain  any  latent 
ambiguity  in  the  instrument,  as  where  more  than  one  mean- 
ing may  be  given  to  a  word  or  phrase ;  but  in  the  case  of  a 
faicnt  ambiguity,  that  is  to  say,  an  ambiguity  apparent  on  the 
face  of  the  instrument  itself,  and  which  is  meaningless  without 
oral  explanation,  such  an  ambiguity  will  make  the  contract 
void. 

33.  The  Explanation  of  Technical  Terms  in  Con- 
tracts. In  all  cases  where  either  common  or  uncommon 
words  are  used  in  a  technical  sense,  or  in  a  sense  peculiar  to  a 
given  trade  or  business,  in  which  custom  has  given  to  such 
expressions  particular  and  definite  meanings,  oral  testimony  can 
be  received  for  the  purpose  of  explaining  the  real  meaning  of 
such  terms.  Furthermore,  the  meaning  which  the  law  will 
enforce  is  that  which  such  a  term  has  in  that  neighborhood,  or 
with  the  parties  to  the  contract.  In  such  cases  the  common 
usage  or  custom  will  fix  the  meaning  of  the  technical  words 
used. 

In  other  cases  oral  evidence  may  be  introduced  to  explain 
the  real  meaning  of  a  contract,  where  custom  or  usage  caused 
the  meaning  to  be  clear  to  the  parties  themselves  when  the 
contract  was  signed,  but  which  would  not  be  understood  by 
strangers  to  such  usages. 

In  order  that  a  contract  may  be  interpreted  in  the  light  of 
custom  or  usage,  such  custom  or  usage  must  be  certain,  defi- 
nite, and  uniform  in  that  district,  or  between  the  parties  to  the 
contract.  Unless  it  is  a  universal  custom  or  usage  as  between 
the  parties,  it  can  not  be  received  as  positive  evidence  of  mean- 
ing. Furthermore  such  custom  and  usage  must  have  been 
continuous  and  uninterrupted  up  to  and  including  the  time  of 
the  transaction  in  question.     Thus  one  or  more  acts  do  no> 
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establish  a  custom  as  between  the  parties,  and  a  few  illustra- 
tive examples  will  not  serve  to  establish  a  usage. 

When  the  explanation  rests  upon  usage  in  the  neighbor- 
hood, such  usag^  must  be  general  and  a  knowledge  of  it  must 
be  common,  so  that  it  may  have  been  presumed  to  have  been 
known  to  the  parties  to  the  contract 

Such  custom  or  usage  must  be  reasonable,  and  must  have 
been  generally  assented  to,  and  complied  with  without  protest, 
in  order  to  become  binding  in  explaining  the  terms  of  a  contract. 

Such  custom  or  usage,  also,  must  not  be  repugnant  to  any 
of  the  express  terms  of  the  contract  itself,  neither  must  it  con- 
travene a  state  statute,  city  ordinance,  or  conflict  with  the  law 
of  public  policy. 

34.    Rules  of  Oonstruction. 

1.  The  first  and  principal  rule  to  be  followed  in  the  con- 
struction of  contracts  is  to  ascertain  the  real  intention  of  the 
parties  at  the  time  the  contract  was  signed.  In  fact  all  rules 
are  merged  in  this  one,  and  have  for  their  object  the  determi- 
nation of  the  original  real  meaning  of  the  document. 

2.  In  arriving  at  this  real  meaning,  the  words  used  must 
be  understood  in  their  ordinary  and  popular  meaning,  when 
these  do  not  have  a  technical  significance,  as  indicated  in  the 
previous  article.  In  all  other  cases,  the  language  is  supposed 
to  mean  what  it  would  ordinarily  be -understood  to  mean  under 
the  given  circumstances  of  time  and  place,  and  as  between  the 
given  parties. 

3.  Furthermore  the  whole  instrument  must  be  looked  to, 
and  all  the  terms  thereof  made  effective  if  possible.  The 
whole  instrument  will  be  construed,  also,  in  construing  any 
latent  ambiguity  which  may  pertain  to  any  given  part.  Where 
more  than  one  document  enters  into  a  general  agreement  they 
shall  all  be  taken  into  account  in  the  construction  of  the  entire 
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contract  Words  may  be  wholly  rejected  which  are  inconsist- 
ent with  the  manifest  intention  of  the  parties. 

If  a  portion  of  the  contract  is  printed  and  other  portions 
written,  the  latter  will  take  precedence  over  the  former,  when 
they  are  found  to  conflict. 

Where  both  g^eneral  and  specific  terms  have  been  used  in 
describing  the  same  thing,  the  agreement  will  be  limited  to  the 
scope  of  the  more  specific  terms,  and  may  not  be  applied  to  the 
more  general. 

Doubtful  words  will  be  construed  more  strongly  i^inst 
the  party  who  used  them.  This  is  based  on  the  principle  that 
a  man  is  responsible  for  ambiguities  in  his  own  expressions. 
Thus  a  deed  is  construed  most  strongly  against  the  grantor, 
and  a  clause  in  a  promissory  note  will  be  construed  most 
strongly  against  the  maker.  Such  a  prejudice,  however,  is 
never  exercised  against  either  party,  if  possible  to  avoid  it«- 
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36.  The  Statute  of  Frauds.  In  the  year  1676  the 
English  Parliament  passed  ''An  act  for  the  prevention  of  frauds 
and  perjuries"  which  has  become  common  law  for  this  country 
where  it  is  not  replaced  by  statutes  in  the  various  states  cover- 
ing  the  same  ground.  In  either  case  where  reference  is  had  to 
the  original  English  enactment  or  to  the  corresponding  statutes 
in  the  various  states,  this  law  is  commonly  referred  to  as  the 
•'Statute  of  Frauds."  The  object  of  such  a  law  is  to  prevent 
litigation  and  fraud  by  requiring  certain  kinds  of  contracts  to  be 
in  writing.  These  in  general  relate  to  the  official  acts  of  exec- 
utors or  administrators,  marriage  contracts,  to  the  sale  and 
transfer  of  real  estate,  to  agreements  which  can  not  be  per- 
formed inside  of  one  vear,  and  other  contracts  for  the  sale  of 
goods,  wares,  and  merchandise  of  a  value  greater  than  $50. 
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As  only  the  last  two  of  these  pertain  to  the  character  of  the 
present  work  they  alone  will  be  discussed  here. 

36.  Agreements  Which  Oan  Not  Be  Performed 

within  One  Year.  The  English  statute  provides  that  ''no 
iction  shall  be  brought  whereby  to  charge  any  person  upon  any 
igreement  that  is  not  to  be  performed  within  the  space  of  one 
year  from  the  making  thereof,  unless  the  agreement  upon 
which  such  action  shall  be  brought,  or  some  memorandum  or 
note  thereof,  shall  be  in  writing  and  signed  by  the  party  to  be 
charged  therewith,  or  some  other  person  thereunto  by  him  law- 
fully  authorized."  That  is  to  say,  contracts  which  can  not  be 
performed  within  one  year  from  the  date  thereof  must  be  in 
writing.  This  is  construed  as  meaning  that  the  necessity  for  a 
written  contract  only  holds  when  the  performance  within  one 
year  is  demonstrably  impossible.  If  by  any  possibility  it  may 
be  fully  performed  within  one  year,  an  oral  contract  is  valid. 

Thus  a  contract  for  a  year's  service,  to  be  entered  upon  at 
a  future  time,  can  not  be  performed  within  one  year,  and  hence 
must  be  in  writing.  Or  in  the  absence  of  a  written  contract  to 
this  effect  an  oral  agreement  can  not  be  enforced,  and  either 
party  is  at  liberty  to  annul  the  contract  at  pleasure.  Where 
services  have  been  rendered,  however,  under  an  oral  contract 
which  by  this  clause  ought  to  have  been  in  writing,  the  party 
benefited  must  pay  for  them. 

Thus,  also,  a  contract  for  the  carrying  out  of  any  engi- 
neering construction,  if  it  plainly  can  not  be  completed  within 
one  year,  is  not  binding,  unless  it  be  in  writing. 

37.  Oontra^cts  of  Sale  Where  the  Value  Is  More 

than  $60.  Another  clause  in  the  same  original  English  stat- 
ute reads  as  follows:  ^^No  contract  for  the  sale  of  any  goods, 
wares  or  merchandise,  for  the  price  of  ten  pounds  sterling  or 
upwards,  shall  be  allowed  to  be  good ;  except  the  buyer  shall 
accept  part  of  the  goods  so  sold,  and  actually  receive  the  same, 
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or  give  something  in  earnest  to  bind  the  bargain,  or  in  part  of 
payment,  or  that  some  note  or  memorandum  in  writing  of  said 
bargain  be  made,  and  signed  by  the  parties  to  be  charged  by 
soch  contract  or  their  agents  thereunto  lawfully  authorized/* 

Similar  statutes  have  been  enacted  in  this  country  in  which 
the  limit  of  the  value  of  the  goods  sold  is  usually  placed  at  $50, 
while  in  Maine  and  in  New  Jersey  it  is  placed  at  $30. 
For  all  values  over  these  amounts  the  contracts  must  be  in 
writing  or,  as  stated  in  the  statutes,  the  buyer  must  give  proof 
of  his  agreement  by  accepting  and  receiving  a  portion  of  the 
same  or  by  part  payment  for  the  same. 

It  must  be  noted,  however,  that  a  contract  for  labor  is  not 
included  in  the  statute.     The  limit  of  value  here  used   applies 

« 

not  to  individual  articles  but  to  the  sum  total  of  the  articles 
named  in  the  transaction. 
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38.  The  Oeneral  Rule.  In  general  any  oral  or  written 
agreement  may  be  altered  at  pleasure  after  it  has  been  signed, 
when  this  is  done  by  mutual  consent.  Alterations  made  at  the 
time  of,  or  previous  to,  the  signing  of  the  instrument  become 
elements  in  the  original  contract. 

Any  change  by  mutual  consent  in  the  terms  of  an  agree- 
ment  after  it  has  been  signed  makes  a  new  contract  out  of  the 
original  agreement,  and  because  of  this  a  surety  or  a  third  party 
to  the  agreement  not  consenting  to  the  change  is  released  from 
all  obligation.  The  new  contract  remains  good  as  to  those  who 
consent  to  the  change.  In  the  case  of  engineering  contracts 
where  it  is  common  to  have  sureties  or  bondsmen  who  guar- 
•11  tee  faithful  performance,  such  sureties  must  always  be  con- 
suited  and  their  consent  obtained  to  any  material  change  in  the 
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original  contract  which  may  be  mutually  ao^reed  on  by  the 
principals.  In  default  of  such  reference  and  consent  on  the 
part  of  the  sureties,  they  become  discharged  from  all  liability.* 

Even  though  the  written  contract  has  a  clause  forbidding 
any  oral  alteration  in  it,  and  declaring  that  no  change  shall  be 
made  in  it  except  in  writing,  such  a  provision  is  void,  and  the 
contract  may  be  altered  by  oral  agreement  notwithstanding. 
This  is  because  in  law  oral  and  written  agreements  are  of  the 
same  class,  both  being  simple  or  parole  contracts,  and  hence 
are  of  equal  force  and  effect.  An  agreement  in  writing,  there- 
fore, by  the  parties,  to  forfeit  their  legal  rights,  does  not  operate 
to  change  the  law  in  this  respect,  and  their  rights  can  not  be 
forfeited  by  such  an  agreement.  One  of  these  rights  is  the 
privilege  of  modifying  the  contract  by  oral  agreement. 

Where  contracts  are  illegal  except  when  they  are  in  writ- 
ing, as  under  the  Statute  of  Frauds,  it  follows  that  such  a 
written  contract  can  not  be  modified  by  oral  agreement,  since 
this  would  circumvent  the  law  as  applied  to  such  cases.  This 
also  applies  to  promissory  notes  and  other  commercial  paper. 
Oral  agreements  in  regard  to  them  are  invalid,  as  they  would 
work  injustice  to  innocent  parties. 

Written  contracts  executed  under  seal,  not  required  by  law 
to  be  so,  may  be  modified  or  altered  by  either  written  or  oral 
agreements,  but  when  this  is  done  the  whole  contract  is  reduced 
to  the  force  and  significance  of  a  simple  or  parole  agreement, 
and  no  longer  remains  a  specialty. 

Furthermore  this  can  only  be  done  in  the  case  of  a  sealed 
contract,  when  the  new  agreement  or  alteration  rests  upon  a 
new  and  separate  consideration.  Where  the  seal  is  required 
by  law,  alterations  must  also  be  made  under  seal.  If,  how- 
ever, all  the  parties  to  the  original  agreement  are  together,  and 
the  instrument  is  changed  by  the  principals  who  signed  and 
sealed  it,  in  the  presence  of  all,  and  with  the  consent  of  all, 
the  alterations  are  valid. 


*Scc  tpedal  clause,  to  be  inserted  in  the  bond  itself  to  proride  for  such  changes,  p. 
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30.    Results  of  Alterations  of  the  Contract.  This 

18  one  of  the  most  important  subjects  connected  with  the  execu- 
tion of  engineering  work.  Very  seldom  is  an  engineering  or 
architectural  project  constructed  strictly  in  accordance  with  the 
original  plans  and  specifications.  Usually  the  contract  itself 
provides  for  changes  in  plans  and  specifications,  and  in  general 
changes  must  be  made  in  accordance  with  such  provisions.* 

While  the  court  decisions  are  extremely  various  and  fre- 
quently  directly  opposed  to  each  other  in  their  enforcements  of 
contracts  which  have  been  changed  more  or  less  after  they  have 
been  signed,  it  is  thought  the  following  is  a  fair  interpretation 
of  the  intent  of  most  of  the  authorities  in  passing  on  such  cases* 

(a)  Changes  in  the  contract  will  not  operate  to  annul  the 
original  contract  unless  such  was  the  plain  intent  of  the  parties, 
and  so  long  as  any  portion  of  the  original  contract  may  fairly 
be  construed  as  remaining  in  force,  f 

(3)  In  general,  every  change  made  in  a  contract  after  it 
has  been  signed,  should  be  based  on  some  kind  of  a  legal  con- 
sideration. Thus,  if  a  change  is  made  which  involves  an  addi- 
tion to  the  cost  of  the  work,  it  should  be  accompanied  and  sus- 
tained by  a  corresponding  increase  in  the  compensation  or 
price,  or  by  a  corresponding  reduction  in  some  other  part  of 
the  work,  or  by  a  corresponding  accommodation  of  some  char- 
acter in  favor  of  the  other  party,  which  may  be  construed  as  a 
consideration  for  the  change  made.  Otherwise  the  change 
agreed  upon  can  not  be  enforced. 

(c)  Similarly,  if  the  parties  agree  to  a  less  performance 
than  that  required  by  the  contract,  unless  there  be  also  a  corre- 
sponding reduction  made  in  the  price,  or  some  other  accommo- 
dation to  the  other  party,  which  may  be  construed  as  a  consid- 

*  One  exception  to  thii  rule  Is  g^ven  In  the  previoot  article,  where  Uie  contract  pro* 
^det  that  changes  shall  be  made  only  in  writing. 

fit  Is  sometimes  expressly  stipulated  in  the  original  specifications  that  subseqoent 
changes  shall  not  operate  to  annul  those  portions  of  the  contract  with  which  thesa 
changes  are  not  in  conflict. 


* 
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cration,    the   agreement  can   not  be  enforced  against  the  party 
malting  the  concession.      He  is  at  liberty  to  change  his  mind. 

(</)  In  such  changes  as  are  mentioned  in  (i)  and  (c)  the 
law  will  not  inquire  particularly  as  to  the  adequacy  of  the  con- 
lideratioa,   so   long    as  a  legal  consideration  may  be  shown  to 

(«)  An  apparent  exception  to  the  above  rules  of  con- 
itniction  is  that  in  which  the  original  contract  provides  for 
cbangea  to  be  made  in  a  specific  manner,  and  without  further 
consideration.  Thus  it  is  sometimes  specified  and  agreed  upon 
that  the  character  of  the  materials  or  the  methods  described  in 
the  original  contract  may  be  changed  at  the  pleasure  of  the 
engineer  or  architect,  without  further  consideration.  In  this 
case  any  change  made  consistent  with  this  provision  would  not 
be  regarded  as  a  new  contract,  but  simply  as  a  sort  of  construc- 
tioD  of  the  old  agreement.  Under  such  a  clause,  however,  the 
lew  would  not  allow  a  gross  injustice  to  be  worked  against  the 
contractor  in  the  way  of  violenl  changes  which  would  greatly 
increase  the  cost  of  the  work,  and  which  evidently  were  not 
anticipated  by  the  parties  to  the  contract  at  the  time  it  was 
signed. 

(J")  In  all  cases  where  changes  have  been  made  in  a  con- 
tract, if  such  changes  involve  an  increase  in  the  time  required 
(or  performance,  the  date  of  completion  of  the  work  fixed  by 
the  original  contract  will  be  extended  by  the  courts  for  a  period 
sufBcient  to  cover  the  additional  time  required  for  the  changes 
made.  This  the  courts  will  do  whether  such  extension  of  time 
be  provided  for,  either  in  the  original  contract,  or  in  the  subse- 
qiient  agreement. 

(f )  It  is  customary  to  include  in  the  original  specifica- 
tions a  clause  describing  the  manner  in  which  all  changes  in 
plans  and  specifications  may  be  made,  and  the  compensation 
for  the  same  determined.  In  this  case  changes  in  the  contract 
must  be  made  in  accordance   with    such   provision,    and    such 
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changes,  when  so  made,  are  binding  upon  the  contractor^ 
whether  he  consent  or  not  They  might  operate,  however,  ta 
release  the  bondsmen. 

(^)  All  contracts,  except  those  required  by  law  to  be  m 
writing,  whether  sealed  or  unsealed,  can  be  modified  by  oral 
as  well  as  by  written  subsequent  agreement,  regardless  of  any^ 
provision  to  the  contrary  in  the  body  of  the  original  contract. 
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40.  Methods  of  Discharge.  Any  contract  entered 
into  in 'any  of  the  methods  heretofore  indicated  may  be  dis- 
charged and  the  parties  thereto  freed  from  all  obligations  there- 
under, in  any  one  of  the  following  ways:  i.  By  agreement. 
2.  By  performance.  3.  By  impossibility  of  performance*  4* 
By  operation  of  law.     5.  By  breach. 

41.  Discharge  by  Agreement.    Any  contract  which 

has  been  entered  into  by  mutual  agreement  may  evidently  by 
mutual  agreement  be  dissolved.  This  may  be  done,  (a)  by 
a  waiver  or  cancellation,  (^)  by  a  substituted  agreement  between 
the  paities,  or  of  the  contract,  (c)  by  a  condition  in  the  contract 
itself. 

(a)  An  agreement  to  discharge  the  contract  must  be 
supported  by  a  consideration  the  same  as  any  other  agreement. 
The  usual  consideration  in  this  case  is  the  mutual  release  from 
liabilities  under  the  original  contract 

(3)  A  contract  may  be  discharged  by  the  substitution 
therefor  of  a  new  ag^reement,  the  consideration  in  this  case 
being  as  before  the  mutual  discharge  of  obligation  under  the 
previous  agreement.  This  new  agreement  may  be  either  oral 
or  written,  and  it  will  serve  to  replace  or  rescind  the  previous 
agreement  if  such  were  the  intention  of  the  parties.     This  is 
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true  whether  the  original  agreement  was  a  sealed  contract  or 
timplj  a  parole  agreement.  If,  however,  the  original  contract 
was  required  by  law  to  be  in  writing  so  must  also  the  new  con- 
tract which  replaces  it. 

The  rescission  of  the  former  contract  may  be  implied,  as 
where  the  terms  of  the  latter  agreement  conflict  with  those  of 
the  old,  the  later  agreement  taking  precedence  and  discharging 
the  former.  The  intention  to  discharge  the  former,  however, 
must  be  clearly  implied  from  its  being  the  only  rational 
assumption  in  the  premises. 

The  contract  may  be  rescinded  by  the  substitution  of  a 
new  party  to  it  in  place  of  one  of  the  original  parties.  This 
may  be  done  only  where  all  parties  to  the  contract  are  agreed, 
this  agreement  being  either  express,  or  implied  by  subsequent 
acta. 

(c)  The  contract  may  contain  a  provision  for  its  own 
discharge  on  the  happening  of  some  event  or  contingency. 
This  contingency  may  be  the  nonfulfillment  of  some  specific 
clause  in  the  contract  itself,  or  on  the  occurrence  of  some  par- 
ticular event,  or  on  the  exercise  by  one  of  the  parties  of  aa 
option  to  determine  it.  When  the  event  transpires  which 
forms  the  condition  of  the  discharge,  the  contract  is  thereupon 
rescinded. 

Engineering  contracts  sometimes  contain  a  clause  to  the 
e£Eect  that  the  work  may  be  stopped  at  any  time  with  a  specified 
notice  at  the  option  of  the  party  paying  for  the  same. 

42.    Discharge  by  Perforpiance.    The  usual  method 

of  discharging  a  contract  is  by  each  party  fully  performing  the 
duties  prescribed  for  him  in  the  agreement  In  this  case  the 
performance  by  each  party  must  be  strictly  in  accordance  with 
the  terms  of  the  contract. 

In  engineering  work  it  is  seldom  that  the  work  is  done  in 
all  details  strictly  in  accordance  with  the  plans  and  specifica- 
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tions,  or  with  such  plans  as  authoritatively  modified  by  the 
engineer.  While  in  law  the  contract  requires  a  strict  and  full 
compliance  with' all  the  terms  of  the  agreement,  yet  in  equity  a 
substantial  compliance  is  accepted  in  place  of  a  full  and  com- 
plete performance.  Also  in  equity  an  imperfect  compliance  is 
often  taken  as  a  discharge  of  the  contract  subject  to  such  dam- 
ages as  would  equitably  compensate  for  the  degree  of  failure 
to  fully  and  completely  satisfy  the  agreement. 

One  of  the  essential  requirements  of  the  contract  is  the 
time  specified  for  the  completion  of  the  work,  when  this  is  so 
named  in  the  agreement.  When  fio  time  limit  is  mentioned  in 
the  agreement,  the  element  of  time  is  not  deemed  to  be  of  the 
essence  of  the  contract,  but  performance  will  be  required 
within  a  reasonable  time.  When  a  specific  time  or  date  is 
given  for  completion,  a  court  of  equity  will  examine  as  to 
whether  the  intent  of  the  parties  was  to  determine  in  a  general 
way  the  time  when  performance  was  expected  or  whether  such 
limit  was  intended  to  be  a  specific  and  essential  part  of  the 
contract.  If  the  former  meaning  is  imposed  no  relief  can  be 
had  in  equity  for  nonperformance  within  the  specified  time. 

43.    Performance  on  Conditional  Promises.    In 

engineering  contracts  performance  on  the  part  of  the  owner  is 
usually  conditioned  on  a  previous  performance  on  the  part  of 
the  contractor.  On  the  other  hand,  the  owner  sometimes 
agrees  to  make  payments,  for  instance,  at  specified  stages  of 
the  work,  in  such  a  way  that  further  performance  on  the  part 
of  the  contractor  may  be  conditioned  on  the  making  of  such 
payments  at  the  times  specified.  Performance  may  also  be 
conditioned  in  various  other  ways,  as  after  the  lapse  of  a  certain 
time,  or  upon  the  occurrence  of  a  particular  event  or  contin- 
gency which  may  be  uncertain,  or  on  the  acts  of  a  third  pur^t 
or  even  on  the  will  of  the  promisor.  In  this  last  case  it  is 
really  no  contract  at  all,  so  far  as  the  promisor  is  concerned. 
That  is  to  say,,  while  he  can  enforce  it  against  the  other  par^, 
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rty  can  not  enforce  it  against  liim.  Such  a  cbs< 
thia  last  is  where  one  party  agrees  to  <Io  worlc  to  another's  satia-  J 
taclioQ,*  Here  the  party  performing  the  work  is  wholly  at  the 
mercy  of  the  party  to  be  satisfied,  and  the  plea  of  dissatisfaction 
relieves  him  from  liability."  Evidently  no  person  should  place 
himself  thus  at  the  mercy  of  another,  unless  he  can  rely  impli^ 
itly  upon  the  good  faith  of  the  other  party. 

A  common  instance  of  the  operation  of  a  "condition  pre- 
cedent" with  reference  to  a  third  party  ia  where  a  contractor 
binds  himself  to  receive  payments  on  a  building  or  engineering 
work  only  on  the  certificate  of  the  architect  or  engineer.  With- 
out such  certificate  which  forms  a  "condition  precedent"  the 
owner  is  not  obliged  to  make  payment.  Before  the  contractor 
can  force  the  owner  to  pay  him  for  his  work,  in  the  absence  of 
Bucb  a  certificate  from  the  architect  or  engineer,  he  must  be 
able  to  prove  that  the  architect  or  engineer  has  acted  fraudu- 
lently in  withholding  the  certificate,  or  that  he  has  acted  under 
gross  aiistake,  and  in  bad  faJth,  or  has  negligently  refused  to 
honestly  examine  the  work.  As  this  is,  of  course,  very  difficult 
to  establish,  the  refusal  of  the  architect  or  engineer  to  give  such 
certi6cate  commonly  acts  as  a  bar  to  payment  under  the  termi 
of  the  contract. 

Also  where  the  quality  or  quantity  of  the  work  to  be  done 
is,  by  the  terms  of  the  contract,  to  be  left  to  the  approval  of  a 
third  person,  such  as  the  engineer,  his  decision  in  the  premisea 
ia  binding  upon  both  the  parties. 

The  agreement  may  be  conditioned   upon   a  notice  being 
given  to  the  promisor,  as  where  the  engineer  is  required  to  givs 
notice  to  the  contractor  to  begin  work  at   a   certain    time, 
this  case  the  proof  of  having  given   such  notice  \%  necessary  tO  I 
the  enforcement  of  the  contract. 

44.    DiBcbarge  by  Payment.    The  discbarge  of  «  I 
;  by  full   payment  of  money  due  upon  it  requirea  oo  i 
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further  comment  In  this  connection*  This  subject  is  further 
amplified  in  the  works  on  the  **Law  of  Contracts,'*  but  it  is 
not  necessary  to  elaborate  it  here. 

46.  Discharge  by  Tender.  When  the  performance 
of  a  contract  is  frustrated  or  prevented  by  the  act  of  the  party 
to  whom  the  performance  is  due  the  offering  to  perform  is 
called  a  tender.  As  applied  to  engineering  contracts,  if  the 
contractor  is  prevented  from  performance  by  the  owner,  the 
latter  subjects  himself  to  liability  on  *a  suit  for  damages  sus- 
tained by  the  contractor  by  not  being  allowed  to  perform.  In 
other  words,  the  owner  breaks  the  contract  by  his  refusal  and 
subjects  himself  to  a  suit  for  damages,  the  same  as  in  any  other 
case  of  breach  of  contract,  while  the  contractor  stands  released 
from  all  further  obligation  under  the  contract,  his  tender  being 
construed  as  performance  so  far  as  he  is  concerned. 

46.  Kinds  of  Impossibility  Which  Will  Discharge 

a  Oontra.Ct.  An  agreement  between  parties  to  do  what  both 
know  to  be  impossible  is  discharged  when  their  knowledge  of 
such  impossibility  is  shown,  but  where  the  impossibility  is 
known  only  to  one  of  the  parties,  he  is  liable  for  damages  to 
the  party  to  whom  it  is  unknown. 

Where  the  subject-matter  is  nonexistent,  or  has  ceased  to 
exist,  the  impossibility  of  performance  results  from  a  mutual 
mistake  of  fact,  and  the  contract  is  discharged. 

Where  performance  is  rendered  impossible  by  what  is 
called  in  law  *'an  act  of  God  or  of  the  public  enemy"  the  party 
so  contracting  is  excused.  By  '^an  act  of  God'*  as  used  in  law 
as  discharging  a  contract  is  meant  a  manifestation  of  the  powers 
of  nature  over  which  man  has  no  control,  such  as  fires  caused 
by  lightning  (but  not  by  accident  or  other  cause),  winds, 
floods,  sickness  and  the  like.  In  the  performance  of  engineer- 
ing contracts  unusual  difficulties  will  not  be  placed  in  this  cate- 
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gory,  so  long  as  tAey  are  hy  any  possibility  under  human 

tonirol. 

While  as  stated  above  an  **act  of  God  or  of  the  public 

enemy"  making  performance  impossible,  will  discharge  a  con- 
tract, yet  it  .must  be  clearly  shown  that  such  ''act  of  God  or  of 
the  public  enemy"  did  in  fact  render  the  performance  quite 
impossible,  and  not  simply  difficult  or  expensive.  Thus  if 
wind,  flood,  or  lightning  should  destroy  a  partly  completed 
engineering  work,  if  it  were  possible  to  re-erect  it  within  the 
time  specified,  the  contractor  would  be  held  to  full  performance. 

47.    Kinds   of  So-called  Impossibilities  Which 

Will  Not  Discharge  the  Contract.  ''When  a  person  con- 
tracts to  do  a  given  act  he  pledges  himself  as  having  the  capac- 
ity to  do  it,  and  assumes  the  risk  of  being  prevented  from  pei^ 
forming  his  contract  by  obstacles  or  accidents ;  against  obstacles 
or  accidents  that  may  interfere  with  performance  ^«  should  pro* 
tect  himself  by  contract.  Having  presumed  generally  to  do  a 
thing  he  can  not  allege  that  difficulties  and  obstacles  prevented 
him  from  fulfilling  his  contract,  although  they  did  in  fact  render 
the  doing  of  the  thing  by  him  impossible.  He  is  bound  to  do 
whatever  is  within  the  scope  of  any  human  being  to  accom- 
plish." 

From  the  above  which  is  quoted  from  Judge  Amos  Thayer, 
of  the  United  States  Court  of  Appeals,  it  is  evident  that  if  a 
contractor  wishes  to  obtain  release  from  full  and  complete  pei^ 
formance  for  certain  contingencies,  as  for  instance,  inability  to 
obtain  material,  or  to  place  sub-contracts,  or  to  get  the  sub- 
contractors to  comply  with  their  agreement,  or  to  provide 
against  labor  strikes,  whether  in  the  trades  or  on  the  railroads, 
or  against  the  inclemencies  of  the  weather  which  might  make 
performance  within  the  time  difficult  and  very  expensive,  or 
against  any  other  of  the  extraordinary  contingencies  which  may 
arise  to  prevent  performance  except  at  great  loss,  he  must 
evidently  provide  protection  for  himself  in  the  body  of  the  con- 
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tract.  In  the  absence  of  such  a  protection  and  under  a  simple 
agreement  to  perform  certain  work  within  a  certain  time,  die 
law  wfll  hold  him  to  a  strict  compliance,  so  long  as  suck  com" 
fiumco  lios  xtnikin  the  realm  of  human  possibility^  regardless 
ofexpenso. 

48.  Discharge  of  Contract  by  Operation  of  Law. 

There  are  Tarious  methods  by  which  a  contract  may  be  'dis- 
charged tlirongh  the  operation  of  the  law,  as  for  instance,  by 
merging  one  contract  into  another,  by  a  fraudulent  alteration 
of  the  written  agreement,  by  the  bankruptcy  of  one  of  the  par^ 
ties,  or  by  death.  In  the  case  of  the  death  of  one  of  the  parties, 
the  contract  is  discharged  only  when  this  is  made  a  condition 
in  the  contract,  or  when  performance  thus  becomes  impossible. 
It  will  become  impossible  when  the  performance  is  required  to 
be  of  a  personal  character,  as  contracts  for  services,  or  such  as 
require  professional  skill,  marriage  contracts,  and  the  like. 

49.  Discharge   of  Contract  by  Breach.    While 

any  material  breach  of  the  contract  on  the  part  of  either  of  the 
parties  furnishes  a  right  of  action  to  the  injured  party,  it  is  only 
in  exceptional  cases  that  such  a  breach  operates  to  discharge 
fully  the  other  party  from  his  obligations.  The  contract  will 
be  discharged  as  to  the  injured  party  by  a  breach  by  the  other 
party: 

(a)  When  one  of  the  parties  announces  his  positive 
renunciation  of  the  contract,  whether  this  be  previous  to  a  par- 
tial performance,  or  after  a  partial  performance.  In  this  case 
the  injured  party  is  entirely  relieved  from  further  obligation,  or 
in  other  words,  the  contract  is  discharged.  Suit  may  at  once 
be  entered  for  damages.  When  the  renunciation  is  only  par- 
tial, and  does  not  affect  a  vital  portion  of  the  ag^ement,  the 
contract  remains  in  force,  but  a  suit  for  damages  will  lie.  The 
injured  party  is,  however,  not  bound  to  treat  a  formal  renunci- 
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■  K  breach  of  contract,  but  may  insist  oa  performance 
UDtil  the  q>ccified  time  has  elapsed. 

(^)  By  one  of  the  parties  making  it  impossible  for  him 
to  perform  his  agreement.  When  this  impossibility  of  per- 
formance comes  to  the  knowledge  of  the  other  party,  be  may 
at  once  consider  the  contract  discharged,  and  may  enter  suit 
for  lUmBgeB. 

^e')  By  Bucb  a  failure  to  perform  in  case  of  a  "condition 
precedent"  or  failure  which  goes  so  to  the  root  of  the  matter 
that  »  recovery  of  damuges  would  not  satisfy  the  agreement. 
When  the  performance  of  one  of  the  parties  is  clearly  made  a 
"condition  precedent"  to  performance  on  the  part  of  the 
other,  a  failure  to  substantially  perform  on  the  part  of  the  one 
Operates  to  discharge  the  contract  a»  to  the  other. 

Id  engineering  contracts  a  "condition  precedent"  to  the 
final  payment  on  the  part  of  the  owner  is  usually  the  certificate 
of  performance  to  be  given  by  the  engineer  or  architect,  he 
being  a  third  party,  and  not  one  of  the  principals  to  the  agree- 
ment. In  this  case  a  failure  to  give  such  certificate  does  not 
operate  to  discharge  the  contract  between  the  principals,  but 
does  excuse  the  owner  from  making  a  final  payment  unless  it 
caD  be  shown  that  the  engineer  or  architect  has  failed  to  per- 
form hia  duties  in  this  respect. 

In  determining  whether  or  not  the  failure  to  perform  on 
llie  part  of  the  contractor,  tor  instance,  is  so  vital  as  to  operate 
to  discharge  the  contract  entirely  as  to  the  owner,  and  release 
him  trom  all  obligation  to  pay  for  the  work  done,  we  may 
distinguish  between  divisible  and  entire  agreements.  A  con- 
tract or  agreement  may  be  considered  divisible,  when  a  fullill- 
oient  in  part  is  valuable  to  the  other  party  so  far  as  it  goes,  and 
when  a  failure  as  to  a  part  does  not  operate  to  destroy  the 
value  of  the  partial  performance.  Thus  a  contract  to  build 
two  houses  is  a  divisible  contract,  since  the  building  of  one 
would  be  a  satisfactory  performance  as  far  as  it  goes,  and  a 
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failure  to  build  the  second  would  not  operate  to  destroy  the 
value  of  the  first ;  whereas  a  contract  to  build  a  house  is  an 
entire  contract,  since  the  building  would  not  be  serviceable 
until  fully  completed. 

The  degree  of  failure  to  perform,  as  in  the  case  of  agree- 
ments by  contractors  and  builders,  which  will  operate  to  dis- 
charge a  contract  on  the  part  of  the  owner,  must  be  determined 
by  the  court  or  by  a  jury.  In  general  any  substantial  failure  to 
perform  an  indivisible  contract  will  operate  to  discharge  the 
contract.  If,  however,  the  work  done  or  goods  delivered  are 
accepted  and  used,  the  law  will  create  a  new  and  implied  con- 
tract on  the  part  of  the  recipient  and  beneficiary,  by  which  the 
party  supplying  the  service  or  goods  can  recover  a  fair  price 
for  the  same.  Such  recovery,  however,  not  being  under  the 
contract  or  in  accordance  with  its  terms. 

A  failure  in  minor  details  does  not,  as  a  rule,  discharge 
the  contract,  but  simply  furnishes  to  the  other  party  the  right 
to  obtain  damages  to  the  extent  of  the  failure.  It  is  very 
important  to  note,  however,  that  such  failures  which  give  to  the 
injured  party  only  the  right  to  recover  damages  must  be  in  their 
nature  insignificant,  and  of  small  relative  importance,  not  in 
any  sense  going  to  the  root  of  the  matter  or  affecting  the  value 
of  the  parts  which  have  been  satisfactorily  performed.  The 
law  is  very  severe  in  enforcing  agreements  literally  and  fully, 
especially  where  departures  have  been  made  intentionally  and 
perhaps  against  the  protest  of  the  other  party.  In  such  cases 
even  small  failures  to  comply  may  be  considered  as  a  discharge 
of  the  contract.  Where  the  contractor  has  evidently  acted  in 
good  faith,  much  larger  failures  to  perform  may  be  remedied  by 
a  payment  of  damages  instead  of  operating  to  discharge  the 
entire  contract. 

When  a  failure  to  perform  pertains  to  work  which  must 
either  be  accepted  and  used,  or  removed  at  great  expense,  as 
where  a  structure  is  built  upon  the  owner's  land,  if  such  struct* 
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• 

-ore  fails  materially  to  comply  with  the  terms  of  the  contract, 
mich  failure  to  perform  will  operate  to  discharge  the  contract 
without  compensation  to  the  contractor,  even  though  the  owner 
does  accept  the  work  and  use  it  In  this  case  the  owner  it 
not  at  liberty  to  refuse  to  accept,  since  this  would  involve 
him  in  great  additional  expense  and  delay.  It  is,  of  course, 
very  different  in  the  case  of  all  kinds  of  personal  or  movable 
property.  Here  a  refusal  to  accept  does  not  involve  the  owner 
in  any  additional  cost. 

*  When  a  contractor  has  shown  indifference,  dishonesty,  or 
incompetency  in  the  execution  of  his  contract,  resulting  in  a 
material  failure  to  perform,  and  this  work  is  the  building  of  a 
structure  upon  land  which  becomes  part  of  the  real  estate,  the 
owner  may  not  only  accept  and  use  the  structure  without  com- 
pensation to  the  builder,  but,  in  extreme  cases,  he  may  even 
decline  to  allow  such  builder  to  reconstruct  the  work,  even 
though  he  should  offer  to  do  so,  since  the  owner  thereby  has  no 
assurance  that  a  second  attempt  will  result  any  better  than  the 
first. 

While  the  law  gives  to  the  owner  such  remedies  as  those 
stated  above,  he  must  be  careful  not  to  act  in  such  a  manner  as 
to  imply  that  he  has  waived  his  legal  rights  in  the  premises. 
Thus  where  a  contract  is  to  be  performed  within  a  given  time, 
and  the  time  elapses  before  complete  performance,  if  the  owner 
urges  him,  or  requests  him  to  go  on  and  complete  the  work,  he 
thereby  waives  his  legal  remedies  for  noncompletion  within  the 
time,  so  far  as  a  discharge  of  the  contract  is  concerned.  He 
may,  however,  recover  damages  for  the  delay. 
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BBMFiDTES  FOB  BREAOH  OF  OONTBAOT. 

60.  Besults  of  a  Breach  of  Contract.    When  a 

contract  has  been  broken,  or  not  fully  performedi  the  failure  to 
perform  may  result  either  (a)  in  the  discharge  of  the  contract 
as  described  in  the  previous  article,  or  (3)  in  a  right  of  action 
by  the  injured  party  for  damages  sustained,  or  (c)  a  right  of 
action  to  enforce  specific  performance. 

The  two  remedies  by  which  one  either  obtains  damages  or 
enforces  specific  performance  will  be  discussed  in  the  two  fol- 
lowing  articles. 

61.  Damages  for  Nonperformance.  The  foundation 

principle  of  damages  is  compensation.  Where  there  has  been 
a  partial  or  complete  failure  to  perform,  in  accordance  with 
the  agreement,  the  law  undertakes  to  require  the  party  so  fail- 
ing to  pay  to  the  injured  party  such  a  sum  as  will  cover  the 
actual  loss  in  money  value  which  he  has  sustained  on  account 
of  the  breach.  When  the  promise  was  the  payment  of  a  cer- 
tain sum  of  money,  nothing  more  than  this  sum  with  interest 
can  be  recovered.  Where  no  decided  loss  in  money  value  can 
be  shown,  the  injured  party  can  recover  only  a  nominal  sum. 
That  is  to  say,  ''a  sum  of  money  such  as  may  be  spoken  of 
but  has  no  existence  in  point  of  quantity." 

The  leading  case  in  determining  the  amount  of  damages 
which  can  be  collected  in  the  United  States  courts  is  that  of 
Hadley  v.  Baxendale.  In  this  case  the  court  laid  down  the  fol- 
lowing rules,  which  have  been  followed  in  all  the  United 
States  courts. 

''Where  two  parties  have  made  a  contract  which  one  of 
them  has  broken,  the  damages  which  the  other  party  ought  to 
receive  in  respect  of  such  breach  of  contract  should  be : 

(i)  Such  as  may  foirly  and  reasonably  he  considered  as 
arising  naturally^  i.  e.y  according  to  the  usual  course  oj 
things^  from  such  breach  of  contract  itself 
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(2)  Such  as  may  reasonably  he  supposed  to  have  been  in 
the  contemplation  of  both  parties  at  the  time  they  made  the 
contract^  as  the  probable  result  of  the  breach  of  it. 

(3)  Such  as  arose  out  of  the  special  circumstances  under 
tvhich  the  contract  was  made^  where  such  circumstances  were 
communicated  by  the  plaintiff  to  the  defendant. 

(4)  But^  if  these  special  circumstances  were  wholly  un- 
kmerum  to  the  party  breaking  the  contract^  he^  at  the  most^  can 
only  be  supposed  to  have  had  in  his  contemplation  the  amount 
of  injury  which  would  arise  generally^  not  affected  by  any 
special  circumstances. 

It  must  be  remembered  that  *  damages  in  an  action  for 
breach  of  contract  are  always  by  way  of  compensation,  and  not 
a  punishment,  hence  the  plaintiff  can  never  recover  more  than 
such  pecuniary  loss  as  he  has  sustained,  nor  can  he  recover  for 
great  disappointment,  nor  injury  to  the  feelings,  or  vexation  of 
mind,  caused  by  the  breach."* 

The  party  who  is  injured  by  a  breach  of  contract  is 
required  to  make  reasonable  exertions  to  render  the  injury  as 
light  as  possible,  and  if  he  carelessly  or  indifferently  allows  the 
damage  to'  be  unreasonably  large,  such  increase  falls  upoii 
himself. 

62.    Distinction  between  Liquidated  Damages 

and  Penalties. t  ''The  parties  to  a  contract  not  infrequently 
assess  the  damages  at  which  they  rate  a  breach  of  the  contract 
by  one  or  both  of  them,  and  introduce  their  estimate  into  the 
terms  of  the  contract.  This  is  perfectly  legal,  and  on  a  breach 
the  sum  agreed  upon  becomes  the  measure  of  damages;  as, 
for  example,  a  stipulation  in  a  building  contract  that  if  the 
building  is  not  completed  by  a  certain  day  the  contractor  will 
pay  a  certain  fixed  sum  for  each  day  or  week  or  month  he  is  in 
default,  or  an  agreement  in  a  contract  of  sale  that  a  certain 

^Breach  of  promiM  of  marriage  ia  an  exception  to  this  rule. 
fThia  article  it  quoted  from  Lawton  on  Contracts. 
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sum  shall  be  deducted  from  the  purchase  price  if  the  quantity 
is  not  delivered  as  agreed.  These  are  called  ^liquidated 
damages. ' 

**But  the  parties  in  affixing  a  fixed  sum  for  the  nonper- 
formance of  his  promise  by  one,  or  each  of  them,  may  have 
intended  not  to  assess  the  damages  at  which  they  rate  the  non- 
performance of  the  promise,  but  to  secure  the  performance  by 
the  imposition  of  a  penalty  in  excess  of  the  actual  loss  likely  to 
be  sustained.  And  in  this  case,  the  amoi«nt  recoverable  is 
limited  to  the  loss  actually  sustained,  regardless  of  the  sum 
undertaken  to  be  paid  by  the  defaulter.  These  are  called 
^penalties,* 

^^The  courts  will  always  construe  the  contract  in  harmony 
with  the  intention  of  the  parties,  and  without  regard  to  the 
terms  used.  If  the  general  effect  of  the  agreement  shows  that 
they  intended  to  provide  for  a  penalty  they  will  restrict  the 
recovery  to  the  actual  damages  incurred  although  the  words 
liquidated  damages'  are  used  in  the  instrument.  So,  where 
the  parties  have  used  the  milder  term  ^penalty,'  courts  have 
sometimes  held  that  the  stipulated  sum  was,  from  the  nature 
of  the  case,  to  be  considered  as  liquidated  damages  and  recov- 
erable in  full.  Whether  the  sum  mentioned  in  an  agreement 
to  be  paid  for  a  breach  is  to  be  treated  as  a  penalty,  or  as 
liquidated  and  ascertained  damages,  is  a  question  of  law,  to  be 
decided  by  the  judge,  upon  a  consideration  of  the  whole  instru- 
ment. Where  it  is  plain  that  the  parties  meant  the  sum  fixed 
to  be  liquidated  damages,  the  courts  will  not  interfere  to  frus- 
trate that  intention,  but,  if  it  be  doubtful,  upon  the  whole 
agreement,  whether  the  sum  named  was  intended  to  be  a  pen- 
alty  or  liquidated  damages,  it  will  be  construed  to  be  a  penalty, 
it  being  the  tendency  of  the  courts  to  consider  the  contract  as 
creating  a  penalty  to  cover  the  damages  actually  sustained  by  a 
breach,  rather  than  liquidated  damages* 
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**Subject  to  the  principles  stated  in  the  last  section  the 
ooorts  have  adopted  certain  rules  of  construction,  in  the  case  of 
contracts  containing  promises  of  this  kind ;   which  are — 

**i.  If  the  contract  is  for  a  matter  of  certain  value  and  a 
8om  is  fixed  to  be  paid  on  breach  of  it  which  is  in  excess  of 
that  value,  then  the  sum  fixed  is  a  penalty  and  not  liquidated 
damages. 

^'3.  If  the  contract  is  for  a  matter  of  uncertain  value  and 
a  sum  is  fixed  to  be  paid  on  breach  of  it,  the  sum  is  recovera- 
ble as  liquidated  damages.  There  is  ^nothing  illegal  or  unrea-' 
sonable  in  the  parties,  by  their  mutual  agreement,  settling  the 
amount  of  damages,  uncertain  in  their  nature,  at  any  sum  upon 
which  they  may  agree.' 

**3.  Where  the  contract  involves  several  distinct  matters 
of  various  kinds,  and  one  fixed  sum  is  stipulated  to  be  paid  for 
any  breach,  of  whatever  kind,  it  is  a  penalty  and  not  liquidated 
damages.*' 

53.    Becovery  for    Imperfect    or    Incompleted 

Work.  As  stated  in  Art.  49,  recovery  can  be  had  under 
a  contract  for  partial  performance,  when  the  contract  may  be 
considered  as  divisible  or  severable.  That  is,  where  a  part  of 
the  agreement  may  be  entirely  fulfilled,  while  other  portions 
remain  unfulfilled.  In  this  case,  however,  while  the  party  in 
fault  may  recover  damages  for  the  work  done,  or  goods  deliv- 
ered under  the  ^visible  contract,  he  is  always  liable  for  such 
damages  as  can  be  shown  to  have  resulted  from  his  failure  to 
completely  perform  his  agreement. 

When  the  contract  can  not  be  considered  divisible,  but 
must  be  looked  upon  as  one  and  entire,  recovery  can  not  be 
had  for  anything  short  of  a  substantially  complete  performance. 
That  is  to  say,  a  substantially  incomplete  performance  dis- 
charges the  contract  entirely,  as  stated  in  Art.  49,  and  even 
when  the  performance  is  sufficiently  complete  to  prevent  dis- 
charging the   contract,   so   that  recovery  can  be  had  for  the 
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work  done,  the  owner  may  still  enter  a  claim  for  damages  for 
each  and  every  particular  in  which  the  performance  hat  been 
incomplete.  Here  again  if  the  default  is  shown  to  be  a  wiUful 
neglect  or  refusal  to  comply,  the  law  is  construed  much  more 
severely  than  for  mere  oversights. 


SPEOIFIO  PEBFOBMANOE. 
64.    (General  Bole  as  to  Specific  Performaace. 

Suits  to  enforce  specific  performance  can  not  always  be  main- 
tained, for  actions  can  be  brought  at  law  for  such  damages  at 
may  be  shown  to  have  resulted  from  a  breach  of  the  contract, 
or  from  a  total  failure  to  perform.  It  has  been  customary, 
however,  to  allow  specific  performance  to  be  enforced  in  cer- 
tain cases  where  suit  is  entered  in  a  court  of  equity,  but  even 
in  equity  specific  performance  will  not  be  enforced  where  a 
payment  of  damages  will  put  the  plaintiff  in  as  good  a  position 
as  if  the  agreement  had  been  actually  performed.  Also  if  an 
action  for  damages  would  not  lie,  neither  would  an  action  for 
specific  performance.  In  a  case  in  equity,  however,  many 
considerations  will  be  taken  account  of,  in  the  way  of  meting 
out  justice  to  the  parties,  which  could  not  be  considered  in  a 
case  at  law  upon  the  terms  of  the  contract  itself. 

Where  specific  performance  is  ordered  by  a  court  of 
equity,  the  same  court  will,  if  necessary,  enforce  its  decree 
either  by  a  mandate  enforcing  the  performance  named  or  by 
an  injunction  to  prevent  the  doing  of  the  contrary. 

Since  the  parties  to  an  engineering  agreement  can,  as  a 
rule,  be  fully  compensated  for  a  failure  to  perform  on  the  part 
of  either,  by  a  recovery  of  damages,  specific  performance  can 
not  ordinarily  be  enforced,  and  hence  this  subject  will  not  be 
further  discussed  in  this  connection. 
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DISCHARGE  OP  RIGHT  OP  ACTION   UNDER  A 
OONTRAOT. 


65.  The  Right  of  Action.  Upon  any  breach  of  > 
contract  there  arises  in  favor  of  the  injured  party  a  legal  right 
of  action  for  cotnpetiaation.  "This  right  of  action  can  then 
not  be  discharged  by  any  payment  or  performance,  or  tender 
of  payment  or  performance,  by  the  promisor,  without  the  con- 
tent and  acceptance  of  ihe  promisee;  for  the  promisee,  after 
breach,  becomes  entitled  to  the  compensation  or  remedy  pro- 
vided by  process  of  law,  and  is  not  bound  to  accept  any  tender 
ot  offer  made  in  satisfaction  of  his  legal  rights."  This  right 
of  action  can  only  be  discharged  in  one  of  the  following  four 
ways:   (a)  By  a  Release;   (J)   By  an  Accord  and  Satisfaction; 

1(e)  By  «  Judgment;  (rf)  By  Lapse  of  Time. 
(a)  A  Release  of  a  legal  right  of  action  consists  in  a  toI- 
anury  «greemi-nt  to  discharge  a  claim,  and  is  only  valid  when 
supported  by  a  consideration  or  when  executed  under  seal. 
Otherwise  it  is  a  mere  unsupported  promise  which  binds  no 
one.  But  a  voluntary  delivery  to  the  debtor  of  the  evidence  of 
I  a  d<-bt,  as  of  a  note  or  bond,  or  the  destroying  of  the  same, 
'  widi  the  intention  of  discharging  tlie  debt,  does  operate  as  m 
a  release.  A  release  of  one  of  several  debtors,  jointly,  or 
Jointly  and  severally,  liable  for  the  same  debt,  releases  all. 

(/)  Relense  by  Accord  and  Satisfaction  consists  In  an 
agreement  on  the  part  of  the  creditor  to  accept  something  in 
aatisfaction  of  his  claim,  accompanied  by  the  delivery  or  per- 
formance of  what  has  been  agreed  upon.  Here  the  execution 
of  the  agreement  is  the  satisfaction  referred  to  in  the  phrase 
"accord  and  satisfaction,"  the  agreement  to  accept  this  being 
Ibe  accord.  It  should  be  noted  that  the  right  of  action  is  not 
discharged  until  this  agreemt-nt  or  '*accord"  u  fully  executed 
L  when  "satisfaction"  has  been  rendered. 
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(c)  Release  by  a  Judgment.  Evidently  a  jadgment 
obtained  through  a  suit  at  law  in  favor  of  the  plaintiff  dia- 
charges  all  further  right  of  action  against  the  defendant  in  the 
case  so  adjudicated.  His  former  right  is  now  merged  in 
what  is  called  a  contract  of  record,  and  this  is  discharged  by 
the  payment  of  the  judgment,  or  by  such  satisfaction  as  can  be 
obtained  by  process  of  execution.  An  adverse  judgment 
against  the  plaintiff  does  not  discharge  the  obligation  or  right 
of  action  unless  this  adverse  judgment  was  rendered  on  the 
merits  of  the  case.  Of  course  any  judgment  may  be  set  aside 
by  the  court  in  which  it  is  rendered,  or  set  aside  by  a  higher 
court,  in  which  case  judgpnent  may  be  entered  in  favor  of  the 
other  party  if  so  ordered,  or  the  parties  may  be  remitted  to  their 
original  positions. 

(c?)  The  discharge  of  right  of  action  through  Lapse  of 
Time  is  in  virtue  of  certain  statutory  limitations  providing  that 
after  the  lapse  of  a  certain  period  of  time,  which  is  different  for 
different  kinds  of  contracts,  the  right  of  action  under  the  con- 
tract ceases  to  exist,  and  is  said  to  have  been  discharged  by 
lapse  of  time.  Even  in  the  absence  of  any  statutory  provisioa 
the  courts  will  not  allow  a  case  to  be  opened  on  a  contract 
which  has  long  stood  as  a  dead  letter.  In  the  common  law  the 
period  of  time  which  bars  the  right  of  action  is  commonly 
twenty  years.  This  will  apply  even  to  sealed  instruments,  and 
for  parole  agreements  this  time  will  be  shortened  and  dia^ 
charged  by  payment  presumed  for  shorter  periods. 

It  must  not  be  understood,  however,  that  the  courts  will 
allow  either  party  to  an  agreement  to  benefit  through  lapse  of 
time  from  a  fraudulent  contract,  although  the  lapse  of  an 
unreasonable  time  before  suit  is  entered  by  the  defrauded  party 
will  have  the  effect  of  affirming  the  contract.  In  other  words- 
the  law  reasonably  requires  that  in  case  of  either  frand  or 
breach  of  contract  a  prompt  recourse  to  the  courts  shall  be  had. 
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66.    Removal  of  Statutory  Bar  to  Bight  of  Ac- 

tioil.  While  statutes  of  limitation  are  a  bar  to  a  right  of 
tction  or  recovery  in  the  courts,  they  do  not  act  to  extinguish 
the  claim,  and  hence  notwithstanding  the  time  in  which  suit 
may  be  entered  has  elapsed,  the  right  of  action  may  be  revived 
by  (a)  a  promise  to  pay  the  debt ;  (3)  a  subsequent  acknowl- 
edgment of  the  debt;  or  (c)  a  part  payment  of  the  debt. 
In  other  words,  any  acknowledgment  on  the  part  of  the  debtor 
of  the  existence  and  legitimacy  of  the  claim,  after  the  right  of 
action  has  been  barred  by  the  statute  of  limitations,  serves  to 
revive  the  claim  for  another  like  period.  This  acknowledg- 
ment of  the  existence  of  the  debt,  in  order  to  serve  to  revive  its 
legal  status  is  not  merely  a  recognition  of  the  fact  of  the  debt, 
but  must  consist  in  an  agreement  to  pay  the  debt. 

After  such  a  removal  of  the  bar  to  the  right  of  action,  suit 
may  be  entered  upon  the  original  contract  by  showing  that  the 
claim  has  been  revived  by  the  free  act  of  the  debtor.  In  other 
words,  the  debtor  has  here  waived  his  legal  rights  of  defense, 
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and  such  a  waiving  of  his  rights  does  not  require  a  consideration 

to  support  it,  as  was  shown  in  Art.  ij^ 
5 


PART  II. 


General  Clauses  in  Engineering  Sped 
fications  and  Accompanying 

Documents. 


67.    General  Oonsiderations.    Nearly  all  the  works 

designed  by  engineers  and  archirects  are  executed  by  other 
parties  called  contractors.  The  contractor  usually  buys  all  the 
materials  and  furnishes  all  the  labor  required  in  the  execution 
of  the  work,  as  designed,  and  he  agrees  to  do  this  within  a 
stated  time  and  for  a  fixed  sum.  To  insure  his  doing  this  sat- 
isfactorily certain  written  documents  are  prepared  and  signed 
by  both  parties,  that  is  lo  say,  by  the  man,  company,  or  corpo- 
ration having  the  work  done  nnd  who  is  to  pay  for  the  same, 
and  by  the  contractor,  or  the  man,  company,  or  corporation 
who  does  the  work  and  furnishes  the  materials. 

Standing  between  these  two  parties  to  an  agreement  is  the 
engineer  or  architect  who  has  planned  the  work  and  who 
usually  superintends  its  execution  and  assists  in  the  final  settle- 
ment between  the  parties  to  the  agreement.  Although  paid  by 
the  p  irty  having  the  work  done  he  occupies  a  judicial  and  not  a 
partisan  position  and  he  is  expected  to  act  justly  and  fairly 
towards  both  parties. 

In  order  that  there  shall  be  no  misunderstanding  in  regard 
to  the  intentions  of  the  designer,  plans  are  usually  drawn  show- 
ing the  general  and  detail  features  of  the  work,  and  accom- 
panying these  there  is  a  written  description  of  the  work,  of  the 

materials  to  be  used,  of  the  time  and  manner  of  the  payments, 
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etc.  This  document  is  called  the  specifications.  The  draw* 
in^  and  this  description  are  then  referred  to  as  the  flans  and 
specifications. 

In  order  to  get  open  and  general  competitron  in  doing  the 
work  a  date  is  set  on  which  bids  will  be  received,  and  blank 
forms  of  proposals  are  prepared  by  the  engineer  which  can  be 
filled  out  by  the  bidders^  and  notices  or  advertisements  are 
inserted  in  the  papers  and  in  the  engineering  journals  calling 
the  attention  of  contractors  to  this  public  letting.  These  and 
other  accompanying  documents  will  be  discussed  in  the  order 
ol  their  sequence  in  actual  practice. 


ADVERTISEMENTS. 

68.  The  advertisement  should  be  as  short  as  possible 
to  contain  the  necessary  information,  in  order  to  save  expentie. 
It  should  usually  contain  the  requisite  information  on  the  fol- 
lowing subjects: 

(i)     A  title  indicating  the  kind  of  work  to  be  done. 

(2)  Place,  date,  and  hour  of  opening  the  bids. 

(3)  Person,  company,  or  corporation  letting  the  work. 

(4)  An  adequate  description  of  the  work,  with  especial 
feference  to  the  kind  and  quantity  (or  cost)  of  work  to  be  done. 

(5)  Conditions  of  payment,  if  these  are  peculiar. 

(6)  Instructions  as  to  where  to  obtain  plans,  specifica- 
tions and  blank  forms  of  proposals. 

(7)  Statement  as  to  amount  of  cash  or  of  certified  check 
or  of  bond  to  accompany  the  bid. 

(8)  A  reservation  of  the  right  to  reject  any  or  all  bids. 

(9)  Any  other  peculiar  feature,  as  the  letting  of  the  work 
in  parts  or  as  a  whole ;  bids  to  be  received  only  from  experienced 
contractors,  etc. 
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69.    The  Theory  of  Advertisements.    The  object 

of  the  advertisement  being  to  secure  as  large  a  competition  as 
possible  from  responsible  bidders,  it  follows  that  the  informa- 
tion conveyed  in  it  should  be  such  as  not  only  to  attract  the 
attention  of  such  parties,  but  such  as  would  enable  them  to 
decide  whether  or  not  it  would  be  worth  their  while  to  submit 
a  bid.  A  promment  title  indicating  the  general  character  of 
the  work  would  serve  to  attract  the  attention  of  contractors 
engaged  in  that  line  of  work.  It  is  a  common  practice  to  omit 
this  title,  with  the  result  that  one  is  obliged  to  read  nearly  the 
entire  advertisement,  which  is  usually  printed  in  small  type, 
before  he  can  learn  what  the  nature  of  the  work  is.  It  is  usual 
also  to  announce  that  the  proposals  or  bids  which  are  to  be  sub- 
mitted shall  be  sealed,  with  the  implied  understanding  that  these 
seals  are  not  to  be  broken  until  the  bids  are  opened  at  the  place, 
date,  and  hour  named.  This  is  for  the  purpose  of  preventing  col- 
lusion and  fraud.  In  other  words  the  bids  are  to  remain  secret  and 
unknown  except  to  the  bidders  themselves  until  the  hour  arrives 
for  opening  them.  It  is  also  customary  to  state  that  these  bids 
or  proposals  shall  be  opened  in  the  presence  of  the  bidders,  in 
other  words  at  an  open  meeting  of  the  board,  or  committee,  or 
corporation,  or  council.  To  this  meeting  all  persons  are  free 
to  come  and  see  the  bids  opened,  and  to  hear  them  publicly 
read,  with  the  privilege  of  taking  down  the  prices  named  if 
they  choose. 

The  description  of  the  work  included  in  the  advertisement 
should  be  sufficient  to  enable  the  contractor  to  decide  whether 
or  not  it  was  of  such  a  character  as  he  would  be  willing  to 
undertake,  and  also  sufficient  to  enable  him  to  determine  the 
amount  of  work  to  be  done,  and  the  time  required  to  perform 
it,  as  well  as  the  probable  approximate  cost  of  the  same,  and 
the  amount  of  capital  required  to  successfully  prosecute  it. 
The  advertisement  should  also  indicate  whether  or  not  the 
work  would  be  let  in  parts  or  only  as  a  whole.     If  it  may  be 
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let  In  parts,  the  advertise  men  t  should  indicate  what  the  lines  of 
division  are,  bo  that  one  might  know  what  parts  he  was  at  lib- 
erty to  bid  upon.  It  ia  customary  to  pay  for  contract  work  on 
monthly  estimates  of  the  engineer,  resetting  from  each  montb'i 
estimateof  the  worth  of  materials  furnished  and  work  done  twenty 
or  twenty-live  per  cent,  until  final  completion.  This  enables  the 
coDtracior  to  carry  out  the  work  without  having  the  requisite 
captlut  lo  complete  the  work  "with  his  own  means.  If  the  con- 
ditions o(  psymem  are  to  be  other  than  this,  thus  making  them 
unusual  and  peculiar,  such  conditions  should  be  stated  in  the 
idvcrtiseroent. 

Having  drawn  the  attention  of  contractors  to  the  work 
■nd  given  them  the  necessary  information  to  enable  them  to 
decide  whether  or  not  they  would  wish  to  submit  bids  upon  the 
same,  it  remains  to  give  them  such  information  as  may  be  nec- 
essary to  enable  them  to  procure  promptly  the  necessary  plans 
■nd  specifications,  the  blank  forms  of  proposals,  and  informa- 
tion as  to  the  amount  and  kind  of  guarantee  which  they  must 
aubmit  with  their  bids  to  have  them  considered. 

60.  The  Guarantee.  The  object  of  the  guarantee  is 
always  to  insure  that  the  successful  bidder,  or  ihe  party  who  is 
given  the  contract,  will  sign  the  contract  for  doing  the  work 
and  furnish  the  requisite  bond  for  faithful  performance.  In 
other  words  this  guarantee  is  simply  an  assurance  of  his  good 
failh  and  honest  intentions  in  submitting  his  bid,  and  it  is  cus- 
tomary to  make  it  consist  of  cash  or  the  equivalent  of  cash  in 
tbe  form  of  a  bank  check  duly  certified  by  the  bank  as  being 
receivable  for  the  amount  stated.  This  check  is  to  be  made 
payable  to  the  party  letting  the  work,  or  his  agent,  and  is  to  be 
forfeited  to  such  party  in  case  the  bidder  fails  or  refuses  to 
enter  into  a  contract  for  the  performance  of  the  work  after  the 
•wan)  baa  been  made  to  him.  The  deposits  made  by  the 
unincceuful  bidders  are,  of  course,  immediately  returned  to 
tb«m,  and  that  of  the  successful  bidder  is  held  until  be  boa 
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entered  into  a  contract  as  above  stated,  after  which  it  is  also 
returned  to  the  owner.  Sometimes  it  is  considered  a  hardship 
for  the  bidders  to  have  to  make  this  cash  deposit  in  submitting 
their  bids,  in  which  case  the  bidders  are  asked  to  furnish  a 
bond  or  guarantee  signed  by  parties  known  to  be  responsible, 
binding  themselves  in  a  stated  sum,  which  sum  .they  ag^ee  to 
pay  if  the  bidder  named  therein  fails  to  enter  into  a  contract  for 
the  faithful  performance  of  the  ^4'ork.*  Some  such  guarantee 
as  this  should  always  accompany  every  bid  received  in  open 
competition.  While  this  might  not  be  necessary  for  men  of 
known  business  integrity,  yet  in  an  open  competition  bids  will 

m 

be  received  from  strangers,  and  without  this  kind  of  an  assur- 
ance of  honest  intention  the  successful  bidder  will  often  refuse 
to  enter  into  a  contract  on  the  basis  of  a  bid.  In  this  case  the 
handing  in  of. a  bid  would  involve  no  financial  responsibility, 
and  hence  bidders  might  carelessly  submit  bids  without  having 
taken  due  precautions  to  determine  the  cost  of  the  work,  and 
hence  might  have  made  a  price  altogether  too  low  and  one 
which  would  involve  serious  losses  on  their  part  if  they  would 
undertake  to  carry  out  the  work  for  the  sum  named.  In  case 
such  a  party  should  receive  the  award  and  then  after  more 
careful  investigation  learn  that  the  work  could  not  be  per- 
formed  for  the  price  named  in  the  bid  he  would  decline  to  enter 
into  a  contract  and  the  letting  would  have  to  be  made  over  again. 
This  would  necessitate  readvertising  the  work,  and  a  consider- 
able delay,  in  addition  to  some  cost.  It  is  desirable  therefore 
always  to  require  a  certain  guarantee  of  good  faith  which  shall 
accompany  the  bid  itself,  and  which  shall  involve  considerable 
loss  to  the  bidder  if  he  declines  to  enter  into  a  contract  in  case 
the  work  is  awarded  to  him. 

61.     Bight  of  Rejection.     It  is  well   always   in   the 
advertisement  to  reserve  the  right  to  reject  any  or  all  bids,  for 

H>T  the  agreement  may  be  to  pay  the  difference  between  the  price  named  and  th« 
contract  price  lor  which  t^e  work  may  finally  be  let. 
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ia  not  done  the  fair  inference  ia  that  the  contract  will  be 
lei  to  the  lowest  bidder.  In  some  instances,  when  the  work  ia 
done  under  state  or  city  auspices,  the  law  may  require  that  the 
contract  ahall  he  let  to  the  lowest  bidder  if  let  at  all.  In  this 
case  the  advertisement  should  state  that  "the  right  ia  reserved 
to  reject  all  bids,"  since  if  parties  should  not  choose  to  let  the 
work  to  the  lowest  bidder  their  only  recourse  would  be  to  reject 
til  the  bids  and  advertise  the  work  again.  If  the  parties  letting 
(lie  work  are  not  bound  by  this  legal  requirement,  and  if  they 
have  resened  the  right  "to  reject  any  or  all  bids"  in  the 
adverttsement,  then  they  are  at  liberty  to  let  the  work  to  any 
of  the  bidders  without  subjecting  themselves  to  a  charge  of 
nnfaimess.  ll  must  be  admitted,  however,  that  if  the  work  is 
not  let  to  the  lowest  bidder,  the  parties  letting  the  work  subject 
themt-elvei  to  invidious  criticism,  and  they  should  have  very 
good  and  satisfactory  reasons  which  they  are  willing  to  produce 
in  defense  of  their  action,  in  order  to  clear  themselves  from 
blame  betore  tlie  various  parties  interested  in  the  letting  of  the 
»ork. 

62.  IlluBtratlTe  Examples.  The  following  adver- 
tisements have  been  selected  from  the  current  journals  as  fairly 
embodying  in  suitable  form  the  requirements  as  above  stated. 
The  atudeni  should  note  the  terse  and  condensed  style  of  these 
advertisements  in  which  the  greatest  possible  amount  of  valuable 
and  required  information  is  given  clearly  but  in  the  least  possi- 
ble space: 

Cbltka,  Ohio,  Water-Works — Notice  to  Contrac- 
tors.— Sealed  proposals  will  be  received  by  the  trustees  of  the 
water-works  of  the  village  of  Celina,  Ohio,  up  to  H  o'clock  p. 
W.  of  the  loth  day  of  April,  1S95,  for  furnishing  the  materials 
and  constructing  a  system  of  water-works  for  said  village. 

There  will  be  required  about  773  tons  of  cast  iron  pipe; 
about  iS  tons  of  speci^il  castings;  101  fire  hydrants;  76  valves 
and  boxes;  brick  pumping  station  and  chimney;  3  pumps  of  a 
combined  capacity  of  two  million  gallons  per  day;  2  boilers ; 
'  ttand-pipe  16  feet  in  diameter  and  113  feet  high,  etc 
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Bids  will  be  received  for  furnishing  any  of  the  materials 
above  or  for  constructing  the  works  complete.  Proposals  must 
be  addressed  to  the  Secretary  of  the  Water- Works  Trustees, 
Celina,  Ohio,  and  must  contain  a  certified  check  or  its  equiva- 
lent, made  payable  to  said  secretary  in  an  amount  equal  to  two 
(2)  per  cent,  of  the  amount  of  the  bid. 

Plans  may  be  seen  and  specifications  and  blank  form  of 
proposal  procured  at  the  office  of  the  trustees,  Celina,  Ohio,  or 
at  the  office  of  the  engineers, ,  Buffalo,  N.  Y. 

The  right  is  reserved  to  reject  any. and  all  bids. 

,  Pres., 

— — ,  See*, 


Trustees  of  the  Water- Works,  Celina,  Ohio. 
— ,  Buffalo,  N.  Y.,  Engineers. 


Proposals  for  Iron  Lathing  and  Area  Gratings* — 
Office  of  Building  of  Library  Congress,  145  East  Capitol 
street,  Washington,  D.  C,  November  12,  1894. — Separate 
sealed  proposals  for  furnishing,  delivering,  and  putting  in  place 
complete  the  iron  furring  and  lathing  required  for  the  ceilings, 
partitions,  etc.,  in  the  first,  second,  and  attic  stories,  and  for 
the  iron  gratings  and  tile  lights  required  for  the  areas  of  the 
Building  for  Library  of  Congress  in  this  city,  will  be  received 
at  this  ofiice  unti)  2  o'clock  p.  m.  on  Tuesday,  the  27th  day  of 
November,  1894,  and  opened  immediately  thereafter  in  presence 
of  bidders.  Specifications,  general  instructions  and  conditions, 
and  blank  forms  of  proposal  may  be  obtained  on  application  to 

this  office.  , 

Superintendent  and  Engineer. 


Notice  to  Sbwbr  Contractors. — Sealed  proposals  for 
building  about  four  (4)  miles  of  pipe  sewers  in  sections  7  and 
8  of  the  Med  ford  sewerage  system  will  be  received  by  the  com- 
missioners of  sewers  at  their  office  until  4:45  p.  m.,  Saturday, 
March  30,  1895.  All  proposals  must  be  on  forms  furnished  by 
the  city  and  accompanied  by  a  check  of  five  hundred  (500) 
dollars  drawn  on  some  national  bank,  and  made  payable  to  the 
treasurer  of  the  city  of  Medf  ord.  Some  approximate  quantities 
are  as  follows:  20,477  ^^"*  ^^*  ^^  P^P^  sewer;  18,081  cu.  yds. 
of  earth  excavations  of  all  depths ;  67  manholes  aggregating 
578.2  vert.  ft.  Bricks,  pipe,  cement,  and  iron  work  will  be 
furnished  by  the  city.  Plans  may  be  seen,  specifications  and 
forms  of  contract  and  proposals  may  be  obtained  at  the  office 
of  the  commissioners.  Each  bidder  is  required  to  make  a 
statement  indicating  what  sewer  work  he  has  done,  and  to  give 
reference  that  will  enable  the  board  to  judge  of  his  business 
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ttasding ;  and  no  bid  will  be  received  in  case  the  bidder  has 
not  looked  the  work  over  on  the  ground.  The  commissioners 
reserve  the  right  to  reject  any  or  all  bids,  if  they  deem  it  to  the 
interest  of  the  city  s< 


Cha 


.  Engin 


rman  Commissioners  of  Sewers. 

-,  Medford,  Mass.,  March  t8,   1895. 


The  following  advertisements  are  given  as  examples  of 
extreme  brevity,  but  since  they  appeal  to  a  particular  class  of 
contractors,  accustomed  to  do  such  work,  they  perhaps  convey 
all  the  information  really  necessary  10 give  in  the  advertisement: 

To  Builders. — Office  of  the  Light-House  Engineer, 
Eighth  District,  New  Orleans,  La.,  March  20,  1895.  Pro- 
posals will  be  received  at  this  office  until  Z  o'clock  p.  m.,  Wed- 
nesday, the  ist  d»y  of  May,  1893,  for  furnishing  the  materials 
and  labor  of  all  kinds  necessary  for  the  construction,  erection, 
and  delivery  of  the  buildings  for  the  Brazos  River  Light  Sta- 
tion, Texas.  Plans,  specifications,  forms  of  proposal,  and 
other  information  may  be  obtained  on  application  to  this  office. 
The  right  is  reserved  to  reject  any  or  all  bids,  and  lo  waive  any 

defects. ,  Major,  Corps  of  Engineers,  U.  S.  A., 

Ligbl-House  Engineer. 


I 


Office  of  Engineer,  Ninth  and  Eleventh  Lighthouse 
Districts,  Detroit,  Mich.,  March  35,  1S95. — Sealed  proposals 
will  be  received  at  this  office  until  j  o'clock  p.  m.  of  Monday, 
the  t5th  day  of  April,  1895,  for  furnishing  seven  skeleton  iron 
towers  for  Hay  Lake  Channel,  St.  Mary's  River,  Mich. 
Plans,  speciRcations.  forms  of  proposals,  and  other  information 
may  be  obtained  on  application  to  the  undersigned.  The  right 
ii  reserved  to  reject  any  or  all  bids,  and  to  waive  any  defects. 

,  Major  Corps  of  Engineers,  U.  S.  A.,  Lighthouse 

Engineer. 

Office  of  the  Commcssioners,  D.  C,  Washington,  D. 
C,  March  28,  1895. — Sealed  proposals  will  be  received  at  this 
office  until  II  o'clock  a.  m..  April  5,  1S95,  for  grading  and 
regulating  streets  and  roads.  Blank  forms  of  proposals, 
■peciRcalions  and  all  necessary  information  may  be  obtained  at 


U.S.  Engineer  Office,  537    Congress  street,    Portland, 

I.,  March  4,  1895. — Sealed  proposals  for  dredging  in  Har- 

f  lisaeekit  river.  Me.,  and  Bellamy  river,  N.  H.,  will  be  received 
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here  until  3  p.  m.,  Monday,  April  15,  1895,  and  then  publicly 
opened.     All   information    furnished     on    application. 
,  Major  Engineers. 


Proposals  for  Construction  of  dams  and  shore  protec- 
tions on  Upper  Mississippi  river,  between  Muscatine,  Iowa, 
and  New  Boston,  111.  U.  S.  Engineer  Office,  Rock  Island, 
111.,  March  16,  1895.  Sealed  proposals  will  be  received  here 
until  2  p.  M.,  April  15,  1895,  and  then  publicly  opened.  All 
information  furnished  on  application. 


U.  S.  Enginbbr  Opficb,  Boston,  Mass.,  Feb.  25,  1895. 
Sealed  proposals  for  dredging  in  ''The  Narrows,"  Boston 
Harbor,  Mass.,  will  be  received  here  until  noon,  April  2,  1895, 
and  then  publicly  opened.  All  information  furnished  on  appli- 
cation.      ,  Lt.  Col.  Eng'rs. 


INSTRUCTIONS  TO  BIDDERS. 
63.    Preliminary  Information.    A   description   of 

many  of  the  general  conditions  of  the  work  and  of  the  manner 
of  letting  it  may  well  be  grouped  together  and  printed  in  con- 
nection with  the  blank  forms  of  proposals.  This  information 
is  usually  placed  under  the  title  of  ^^Instructions  to  Bidders." 
A  fair  sample  of  such  preliminary  information  is  given  below. 
All  of  this  information  might  be,  and  often  is,  embodied  in  the 
specifications  themselves,  but  they  are  here  separated  for 
greater  clearness  in  the  analysis  of  the  various  documents 
involved  in  the  letting  of  an  engineering  contract : 

INSTRUCTIONS  TO  BIDDERS. 

FOR  A  WATER- WORKS  SYSTEM  AT  THE  U.   S.  MILITARY  POST   AT 

PORT  RILBY,  KAN. 

I.  No  bids  will  be  received  for  any  part  of  the  work 
herein  described  from  parties  who  can  not  show  a  reasonable 
acquaintance  with,  and  preparation  for,  the  proper  performance 
of  the  class  of  work  for  which  the  bid  is  submitted.  Evidence 
of  such  competency  must  be  furnished  if  desired. 
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2.  •Proposals  must  be  made  on  the  blank  forms  to  be 
obtained  at  diis  office. 

3.  Bids  will  be  received  as  follows: 

First.  On  wells  and  connections  complete  to  the  wall  of 
the  pump  pit.  Bidders  will  state  methods  which  they  propose 
to  use  in  sinking  wells. 

Second.  On  boiler,  coal  and  dwelling  house,  pump  pit 
and  reservoir  with  roof  complete. 

Third.  On  all  machinery  including  boilers,  furnaces, 
stack,  concrete  floor  in  boiler  and  coal  house,  pump,  connec- 
tions, suction  and  discharge  pipes  to  the  outside  of  pump  pit 
wall,  benches,  tools,  etc.  Bidders  must  state  what  kind  of 
pump  they  propose  to  furnish. 

Fourth.  On  the  pipe  system,  complete  with  hydrants 
and  valves,  and  to  include*  the  following  items : 

(a)  Price  per  foot  for  eight  (8)  inch  mains. 

(b)  Price  per  foot  for  six  (6)  inch  mains. 

(c)  Price  per  foot  for  four  (4)  inch  mains. 

These  items  are  introduced  to  cover  any  slight  variations 
in  leng^s  over  or  under  the  amounts  herein  specified,  and  con>- 
tractors  hereby  agree  to  such  extension  or  reduction  at  the 
prices  named. 

Bidders  may  make  in  addition  to  the  above  a  bid  for  the 
entire  work  complete. 

4.  Each  proposal  must  be  accompanied  by  a  written 
guaranty  in  the  sum  of  $2,000  (executed  strictly  in  ac  ordance 
with  the  printed  instructions,  and  upon  the  blank  for  ins  fur- 
nished under  this  circular),  signed  by  two  responsible  persons, 
to  the  effect  that  if  the  proposal  is  accepted  within  sixty  days 
from  the  date  of  the  opening  of  the  proposals,  the  bidder  will, 
within  ten  days  after  being  notified  of  such  acceptance,  enter 
into  a  contract  and  give  bond  with  good  and  sufficient  sureties, 
and  that  in  case  of  failure  of  the  bidder  to  enter  into  contract 
and  g^ve  bond,  they  will  pay  the  difference  between  the  amount 
of  his  bid  and  the  amount  for  which  contract  may  be  made 
with  another  party.* 

5.  The  amount  of  the  penalty  of  the  bond  to  be  furnished 
by  the  contractor  will  not  be  less  than  one  tenth  nor  more  than 
the  full  sum  of  the  consideration  of  the  contract. 

*Ib  place  of  tbU  it  it  more  common  to  require  the  bid  to  be  accompanied  by  a 
certified  cbeck  (or  cash)  for  a  specified  stmi,  to  be  forfeited  In  case  the  bidder  tails  M 
eoter  into  contract  If  the  work  is  awarded  to  him. 
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FORMS  OF  PROPOSALS. 
64.    The  Objeot  of  Blank  Forms  of  Proposals.  In 

order  to  insure  that  all  the  bidders  shall  submit  their  proposals 
on  exactly  the  same  items  and  estimate  prices  in  the  same  unitSi 
it  is  necessary  to  prepare  printed  blank  forms  to  be  used  by  all 
the  bidders,  these  forms  being  complete  in  all  respects  except  the 
prices  and  the  names  of  the  bidders.  So  important  is  it  to  have 
the  bids  exactly  comparable  in  all  respects  that  it  is  customary 
to  reject  all  bids  not  made  out  on  these  printed  forms  as  well 
as  all  bids  which,  though  made  on  the  printed  forms,  have 
changed  the  conditions  of  the  same  in  any  particular,  either  by 
erasures,  interlineations,  or  additional  conditions.  If  the  bid- 
der desires  to  submit  a  proposition  in  a  different  way  or  with 
other  conditions  than  those  stated  in  the  printed  form  he  should 
submit  his  bid  on  the  printed  form  without  correction  or  change 
and  then  append  to  his  bid  an  auxiliary  paper  embodying  such 
changes  as  he  would  wish  to  make,  and  the  price  he  would 
submit  if  these  changes  were  agreed  to.  In  this  way  he  com- 
plies strictly  with  the  requirements  by  submitting  a  bid  which 
is  regular  in  every  respect,  and  in  addition  submits  what  is 
practically  another  bid  on  a  modified  basis.  While  the  modi- 
fied bid  is,  of  course,  irregular,  and  would  not  be  considered  in 
conjunction  with  the  regular  bids,  it  would  give  to  the  parties 
letting  the  contract  the  information  which  he  desires  them  to 
have,  and  states  the  modifications  which  he  would  agree  to  if 
the  bid  were  let  to  him  on  the  basis  of  his  formal  and  regular 
proposal.  The  work  might  then  be  let  to  him  on  the  basis 
of  his  valid  proposal,  with  the  expectation  of  making  the 
terms  in  the  final  contract  in  accordance  with  the  bidder's 
amended  proposition.  If  the  parties  letting  the  contract,  how- 
ever, should  not  choose  to  do  this,  the  bidder  would  still  be 
bound  by  his  formal  or  regular  proposal.  The  importance  of 
making  the  bids  strictly  comparable  in  evexy  respect  is  so  very 
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essential  to  fair  and  intelligent  treatment  of  the  bidders  them-' 
selves,  and  so  necessary  in  order  to  determine  which  is  really 
the  lowest  bid,  that  the  practice  of  preparing  and  supplying 
such  blank  forms  of  proposals  should  always  be  followed. 

65.  Manzierof  Letting  the  Work.  Before  such  forms 

can  be  prepared,  however,  several  questions  must  be  decided, 
among  which  are  the  following : 

1.  Shall  the  work  be  let  as  a  whole,  or  shall  it  be  let  in 
parts. 

2.  Whether  let  as  a  whole  or  in  parts,  shall  bids  be 
received  for  fixed  sums  for  the  whole  or  for  the  several  parts,  or 
shall  they  be  received  on  a  basis  of  certain  suitable  units  of 
measurement.  As,  for  instance,  per  cubic  yard,  as  for  earth 
work,  per  perch  for  masonry,  per  pound  for  iron  work,  per 
square  yard  for  street  paving,  per  mile  for  railroad  rails  and 
ties,  or  per  lineal  foot  for  water  pipe  or  sewers,  etc. 

3.  Shall  the  work  be  let  in  such  a  way  as  to  involve  the 
payment  of  a  bonus  or  additional  sum  for  the  performance 
above  that  required,  and  a  corresponding  reduction  in  price  for 
a  failure  to  meet  the  requirements. 

4.  Shall  the  work  be  let  for  a  certain  price  for  the  origi- 
nal construction,  and  a  certain  price  per  annum  for  maintenance 
for  a  given  period, 

5.  Shall  the  contractor  be  required  to  furnish  all  materi- 
als and  perform  all  the  labor,  or  shall  the  principal  purchase  a 
portion  or  all  of  the  material  and  turn  it  over  to  the  contractor 
for  use  in  the  construction  of  the  work. 

66.  Contract  Let  as  a  Whole  or  in  Parts.    Some 

of  the  considerations  in  favor  of  letting  work  as  a  whole  rather 
than  in  parts  are: 

(a)  By  this  means  one  man  or  company  alone  is  respon- 
sible for  the  faithful  performance  of  the  work  both  as  to  quality 
and  as  to  time.     This   prevents   a   division   of  responsibility 
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which  IB  always  bad,  and  in  the  case  of  carrying  out  contract 
work  ia  often  the  cause  of  failure  to  have  the  work  completed 
within  the  time  specified,  without  being  able  to  locate  the, 
responsibility  for  such  delay.  Where  there  are  several  con- 
tractors upon  the  same  piece  of  work,  each  may  so  stand  in  the 
way  of  another  that  the  work  may  be  greatly  delayed,  and  yet 
each  one  of  the  several  contractors  may  have  a  reasonable 
defense  which  would  shield  him  from  personal  liability. 

(3)  When  there  is  but  a  single  contractor  the  business  ia 
concentrated  so  that  the  work  of  the  engineer  or  of  the  inspec- 
tors is  greatly  lessened  from  having  to  deal  with  one  man 
instead  of  many  separate  contractors. 

(c)  When  several  contractors  are  engaged  upon  the  same 
work  it  is  difficult  for  them  so  to  plan  their  parts,  in  time,  as  to 
avoid  a  certain  amount  of  delay  where  the  work  of  one  is 
dependent  upon  antecedent  work  of  another.  Wheti  the  work 
is  done  by  a  single  contractor  he  can  arrange  to  avoid  such 
delays  as  are  almost  necessarily  incident  to  the  working  of  sev* 
eral  contractors  in  sequence. 

(df)  When  the  work  is  such  as  is  commonly  let  in  a  single 
contract,  or  in  other  words,  when  bids  can  be  received  from 
parties  who  have  been  accustomed  to  carry  out  all  parts  of  such 
a  work,  it  is  usually  more  economical  to  let  the  work  in  a  single 
contract  than  it  is  to  let  it  in  parts.  In  the  former  case  there  is 
but  one  man  to  reap  a  profit  from  the  construction,  whereas  if 
let  in  parts,  each  contractor  must,  of  course,  make  his  estimate 
in  such  a  way  as  to  allow  himself  a  reasonable  profit. 

Some  of  the  arguments  in  favor  oi  letting  the  work  in 
parts  are: 

(a)  The  project  may  involve  constructions  of  such  differ* 
ent  kinds  as  to  make  it  impracticable  for  one  contractor  to 
undertake  the  entire  work.  In  this  case  the  letting  in  parta  ia 
necessary  to  a  skillful  performance. 
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(4)  Where  there  are  local  parties  who  are  competent  to 
tiecute  portions  of  the  work,  but  not  the  whole,  and  who  are 
Anxious  to  bid  upon  such  portion,  it  may  be  wise  to  let  the 
work  in  parts  provided  it  is  reasonably  certain  that  competitive 
bids  can  be  received  on  all  the  parts.  Even  in  this  case  it  is 
desirable  also  to  receive  bids  upon  the  whole  work,  so  thai  when 
the  bida  are  opened  it  will  appear  which  is  the  more  economical 
method  of  letting.  Even  when  it  is  reasonably  certain  in 
advance  that  the  contract  will  be  let  as  a  whole  it  is  often  wise 
to  receive  bids  on  the  parts  in  order  to  satisfy  local  demands, 
and  to  avoid  invidious  criticism  and  public  detraction.  This  is 
especially  true  in  the  case  of  public  works,  if  the  local  bidders 
who  wish  to  submit  proposals  on  parts  of  the  work,  but  who 
would  be  incompetent  to  bid  upon  the  whole,  are  shut  out  by 
receiving  bids  only  upon  the  entire  project. 

67.  Contract  Let  for  a  Fixed  Sam  or  per  Speci- 
fied Units.  When  the  work  to  be  performed  under  a  contract 
is  perfectly  definite  as  to  quantity,  it  is  best  to  let  the  contract 
for  a  fixed  sum.  When  either  the  quantity  of  work  to  be  done 
or  the  quality  or  kind  of  material  to  be  encountered,  as  in  exca- 
vations, is  more  or  less  unknown  and  indeterminate,  it  is 
necessary  to  let  such  parts  of  the  work  at  least,  in  terms  of 
tome  suitable  unit  o£  measurement.  Thus  in  the  case  of  exca- 
vation, the  kind  of  material  which  will  be  encountered  is  always 
more  or  less  uncertain,  and  the  quantities  to  be  moved  are 
usually  undetermined  in  advance.  In  various  other  lines  of 
work,  also,  the  exact  quantities  are  not  measured  or  computed 
m  advance  of  the  construction,  so  that  in  all  such  cases  it  is 
necessary  to  let  the  work  per  unit  of  measure.  It  is  often 
wise,  however,  to  assume  a  certain  definite  amount  of  work  of 
each  kind  to  be  performed,  and  let  the  contract  for  a  fixed  sum 
on  the  basis  of  this  assumption,  providing  for  variations  from 
diese  amounts  in  the  blank  form  of  proposal  by  requiring  the 
bidder  to  state  not  only  a  fixed  sum  for  the  assumed  total,  but 
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also  a  price  per  unit  of  measure,  in  accordance  with  which  the 
quantities  assumed  as  the  basis  of  the  bid  may  be  either 
increased  or  diminished,  it  being  understood,  however,  that  the 
quantity  stated  is  approximately  the  amount  of  work  to  be 
performed.  In  this  way  it  becomes  known  in  advance  about 
what  the  work  is  to  cost,  and  if  the  quantities  are  changed 
somewhat  these  changes  do  not  become  a  source  of  contention 
between  the  parties. 

In  choosing  the  units  of  measure  which  shall  serve  as  the 
items  to  which  prices  are  to  be  affixed  by  the  bidders,  it  is 
necessary  to  select  and  describe  these  units  in  such  a  way  that 
they  can  not  be  misunderstood ;  thus  in  masonry  it  is  better  to 
use  the  cubic  yard  as  a  unit  rather  than  the  perch,  since  this 
latter  has  different  values  in  different  localities.  Also  it  should 
be  clearly  defined  in  the  proposal  itself  in  what  way  these 
measurements  should  be  taken,  as,  for  instance,  in  masonry, 
whether  all  openings  should  be  excluded,  and  in  tunnel  exca- 
vation that  the  measurement  should  include  only  the  material 
excavated  inside  the  given  sectional  boundaries,  and  in  water 
pipe  on  which  bids  are  received  per  foot  in  length  for  the 
various  sizes,  that  the  measurements  should  be  taken  on  the 
center  lines  of  such  pipes,  after  they  are  laid,  etc.  Also  in  the 
case  of  the  furnishing  of  materials,  machinery,  and  appliances, 
the  printed  proposal  should  indicate  where  the  material  is  to  be 
delivered  and  whether  or  not  the  machinery  is  to  be  erected. 
The  failure  to  make  the  proposal  clear  in  these  and  other 
minor  particulars  is  often  the  cause  of  serious  disagreements^ 
provoking  delays,  and  sometimes  of  considerable  expense. 

68.    Contract  Involving  a  Specific  Performance. 

When  machinery  is  purchased  on  the  basis  of  a  specific  per- 
formance, as  in  the  case  of  pumping  engines,  steam  boilers, 
steam  ships,  and  the  like,  where  a  specific  performance  is  made 
the  basis  of  the  contract  price,  it  is  customary  and  proper  to 
provide  for  specific  additional  sums  for  stated  percentages  of 
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excess  of  performance  over  and  above  that  which  forms  the 
basis  of  the  bid,  and  also  for  stated  deductions  from  the  con- 
tract price  for  given  percentages  by  which  the  performance 
fails  to  meet  the  standard.  In  this  way  the  contractor  is  fairly 
paid  for  accomplishing  more  than  he  agreed  to,  and  the  pur-  ' 
chaser  obtains  a  fair  reduction  in  price  for  any  failure  to  reach 
the  agreed  standard.  When  a  specific  performance  is  made 
the  basis  of  a  contract  without  these  agreed  premiums  and  dis- 
counts, the  purchaser  is  at  liberty  to  refuse  to  accept  the  work 
at  any  price,  in  case  of  even  a  partial  failure  to  meet  the  speci- 
fied  requirements;  while,  on  the  other  hand,  if  the  contractor 
has  far  exceeded  the  specifications,  he  gets  no  benefit  whatever 
for  the  enhanced  value  of  the  product.  A  specific  perform- 
ance, therefore,  when  made  the  basis  of  the  acceptance  of  a 
piece  of  contract  work  without  these  provisions  for  premiums 
and  discounts  is  a  very  onesided  and  unfair  contract,  and  its 
use  should  be  discouraged  by  engineers. 

In  all  cases  where  a  specific  performance  is  made  the  basis 
of  a  contract  price,  the  conditions  of  this  performance  should 
be  so  clearly  stated  in  the  specifications,  and  the  nature  of  the 
tests  to  determine  this  performance  so  distinctly  described  that 
DO  misunderstanding  could  arise  when  the  time  comes  for  mak- 
ing these  testSr  These  descriptions  belong  in  the  specifications 
rather  than  to  the  proposals. 

69.  Contract   Including   Maintenance.     In   the 

case  of  street  pavements,  especially  where  the  material  is  new 
or  untried,  it  is  common  to  require  the  contractor  to  maintain 
it  for  a  given  period,  at  a  stated  price  per  annum.  In  this  case 
this  maintenance  price  must  also  be  provided  for  in  the  pro- 
posal, as  well  as  the  price  charged  for  first  cost. 

70.  Contract  for  the  Work  Only.    It  is  often  wise 

for  the  principal  to  purchase  materials  himself  which  shall  be 

e 
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used  by  the  contractor  in  the  carrying  out  of  the  work.  Thus 
the  principal  may  wish  to  use  a  particular  kind  or  quality  of 
material  which  he  does  not  wish  to  describe  specifically  in  the 
specifications,  or  which,  if  described,  he  can  not  well  assure 
himself  that  the  contractor  will  furnish.  Especially  is  this  the 
case  with  such  materials  as  can  not  be  clearly  identified  by 
ordinary  methods  of  inspection ;  as,  for  instance,  various  kinds 
of  paints,  cement,  iron  and  steel,  paving  brick,  besides  a  g^eat 
number  of  specialties  in  the  line  of  manufactured  articles  and 
machines.  Or,  the  contractor  may  not  be  able  to  purchase  this 
material  on  as  favorable  tertns  as  the  principal,  because  of  the 
greater  risk  involved  in  the  sale  of  this  material  when  the  con- 
tractor must  be  looked  to  for  payment.  Thus,  when  the  bid- 
ders are  informed  that  the  principal  will  furnish  materials 
which  would  otherwise  cost  the  contractor  large  sums  of 
money,  many  contractors  of  small  means  would  be  encouraged 
to  bid  upon  the  work,  who  otherwise  would  not  be  able  to 
handle  it.  iPor  these  and  other  reasons,  therefore,  it  is  fre- 
quently wise  for  the  principal  to  purchase  the  material  and  turn 
it  over  to  the  contractor  for  use  in  the  work. 

71.  Proposal  for  Building  a  Dam,  Spillway, 
Levee,  Outlet  Tunnel,  and  Overflow  Ohamber. 

To  THE  First  New  Mexico  Reservoir  and  Irrigation  Co., 
RoswELL,  New  Mexico. 

Gentlemen : — The  undersigned  propose  to  do  all  the  work 
and  furnish  all  of  the  material  in  accordance  with  the  printed  form 
of   contract  and  specifications,    a  copy  of  which  is  herewith 

annexed,  and  bind ,  on  the  acceptance  of  this  proposal, 

to  enter  into  and  execute  a  contract  in  the  form  of  said  enclosed 
specifications  and  contract  for  the  execution  of  said  work  at  the 
prices  named  below,  to  wit: 
Mxcavation  : 

(a)     Earth,  including  all  forms  of  soil,  or  clay,  per  cubic 

yard . 

(3)     Gravel  and  sand,  including  all  forms  and  combina- 
tions of  these  materials,  per  cubic  yard ^. 

(c)     Loose  rock  in  open  cut,  including  all  kinds  of  loose 
rock  not  requiring  blasting,  per  cubic  yard  » 


F0BM8  OF  PBOP08AL8.  83 

(d)  Solid  rock  in  open  cut,  including  all  kinds  of  rock 
requiring  blasting,  per  cubic  yard . 

(e)  Rock  in  tunnel,  including  all  tunnel  work  to  the 
outer  line  of  the  lining  wall,  if  such  be  required,  other- 
wise to  the  lines  of  the  drawings,  per  cubic  yard • 

FW: 

(a)     Earth,  clay,  gravel  or  sand,   not  rolled,  per  cubic 

yard-: . 

{6)     Same  materials  spread  in  courses  and  rolled  dry,  per 

cubic  yard . 

(c)  Same  materials  spread  in  courses,  dampened  and 
rolled,  per  cubic  yard . 

(d)  Same  materials  spread  in  courses,  pulverized,  har- 
rowed, wet  down  and  rolled  thoroughly,  per  cubic 
yard . 

(e)  Clay  and  gravel  mixed  in  layers,  harrowed,  wet 
down  and  rolled  thoroughly  (clay  puddle),  per  cubic 
yard . 

(y)  Loose  rock  dumped  or  thrown  in  as  in  temporary 
dam,  per  cubic  yard . 

(^)     ^^P  ^^P  ^*^^  ^^  ^^^®  ®^  dam,  per  cubic  yard . 

(^)      Facing  rock  laid  dry  with  close  joints  for  distance 

of   4    inches    from   surface   and   rammed,    per  cubic 

yard . 

Masonry : 

(a)     Rubble  masonry  laid  in  Portland  Cement  Mortar,  as 

described,  per  cubic  yard . 

(3)     Masonry   lining   of   tunnel,  as   described,  per  cubic 

yard,  actual  volume . 

(c)     Dimension  stone  masonry,  laid  in  Portland  Cement 

Mortar,  as  described,  per  cubic  yard . 

Enclosed  is  a  certified  check  for  ^ve  hundred  dollars; 
which  sum  is  to  be  forfeited  to  the  First  New  Mexico  Reservoir 
&  Irrigation  Co.  if  the  party  or  parties  making  this  proposal  fail 
to  enter  into  contract,  with  approved  securities,  within  fifteen 
days  after  the  contract  is  awarded  to  said  party  or  parties. 

Respectfully, 
(Signature  and  address  of  oontraotora. ) 


St.  Louis,  Mo., 1890. 


NOTX. — ^Eaeh  bid  shall  be  placed  in  a  sealed  envelope  addressed  to 
— ,  President  First  New  Mexico  Reservoir  &  Irrigation  Co  /'  eare  of 
-,  Consolting  Engineers, ,  St.   Louis,  Mo./'  and  shall  be 


indorsed  "Proposal  for  building  Dam,  etc/' 

The  First  New  Mexioo  Reservoir  &  Irrigation  Co.  reserves  the  right 
to  r^eot  any  or  all  bids. 

J.  &F. 


84  GENERAL   8PEOIFIOATIOK8. 

72.  Proposal  Bond.  In  lieu  of  a  cash  deposit  accom* 
panying  the  bid  as  a  guarantee  of  good  faith  and  of  intention 
to  enter  into  contract,  if  the  same  be  awarded  to  the  party,  a 
bond  may  be  received,  duly  signed  and  certified,  which  will 
insure  either  the  signing  of  the  contract,  or  the  payment  of 
such  damages  as  may  result  from  a  failure  to  sign.  These 
damages  would  usually  be  measured  by  the  difference  between 
the  amount  named  by  the  party  furnishing  the  bond,  and  the 
sum  for  which  the  contract  might  finally  be  let,  and  this  is 
usually  named  as  the  amount  of  the  forfeiture  under  the  bond. 
It  is  the  usual  custom  of  the  United  States  Government  to 
require  a  bond  of  this  sort  rather  than  a  cash  deposit.  It  is 
evidently  a  less  hardship  upon  the  contractor  to  furnish  such  a 
bond.  The  following  is  the  form  of  this  document  as  used  by 
the  United  States  Government: 

Proposal  Bond  or  Guaranty. 

We, ,  of ,  in  the  State 

of  ,  and  ,  of — .    ■  , 

in  the  State  of ,  hereby  guarantee  and  bind 

ourselves  and  each  of  us,  our  and  each  of  our  heirs,  executors 

and  administrators,  to  the  effect  that  if  the  bid  of 

herewith  accompanying,  dated ,  1894,   for  furnishing 

all  materials  and  labor,  and  constructing  the  Power  Houses  and 
OfRce  Building  for  the  800-ft.  Lock  at  St.  Mary's  Falls  Canal, 
shall  be  accepted,  in  whole,  or  in  part,  within  sixty  (60)  days 
from  the  date  of  the  opening  of  proposals,   the  said  bidder-^, 

will,  within  ten  (10)  days  after  being  notified 
of  such  acceptance,  enter  into  a  contract  with  the  United 
States  in  accordance  with  the  term&  and  conditions  of  the 
advertisement,  and  will  give  bond  with  good  and  sufficient 
sureties  for  the  faithful  and  proper  fulfillment  of  the  same. 
And  in  case  the  said  bidder —  shall  fail  to  enter  into  contract 
within  the  said  ten  (10)  days  with  the  proper  officer  of  the 
United  States,  and  furnish  good  and  sufficient  bond  for  the 
faithful  performance  of  the  same  according  to  the  terms  of  said 
bid  and  advertisement,  we  and  each  of  us  hereby  stipulate  and 
guarantee,  and  bind  ourselves  and  each  of  us,  our  and  each  of 
our  heirs,  executors  and  administrators,  to  pay  unto  the  United 
States  the  difference  in  money  between  the  amount  of  the  bid 
of  the  said  bidder — ,  and  the  amount  for  which  the  proper 
officer  of  the  United  States  may  contract  with  another  party  to 
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furnish  said  materials  and  labor  and  construct  the  Power  House 
and  Office  Building  as  specified,  if  the  latter  amount  be  in 
excess  of  the  former,  for  the  whole  work  covered  by  the 
proposal. 

Witnesses  : 

seal] 


Dated ,  1894. 

[Executed  in  triplicate.] 

justification  op   guarantors. 
State  of 


seal] 


>ss. 


County  of 

I, ,  one  of   the  guarantors  named  in  the  within 

guaranty,  do  swear  that  I  am  pecuniarily  worth  the  sum  of 
forty  thousand  dollars,  over  and  above  all  my  debts  and 
liabilities. 

[Signature  of  Guarantor] 

Before  me, 
[Signature  of  Officer  administering  oath,  with  seal,  if  any] 


State  of- 


>S8. 


County  of 

I, ,  one  of  the  guarantors  named  in  the  within 

guaranty,  do  swear  that  I  am  pecuniarily  worth  the  sum  of 
forty  thousand  dollars,  over  and  above  all  my  debts  and 
liabilities. 

[Signature  of  Guarantor] 

Before  me, 
[Signature  of  officer  administering  oath,  with  seal,  if  any.] 


CERTIFICATE. 

I, ,  do  hereby  certify  that  >, 

and ,  the  guarantors  above  named,  are  person- 
ally known  to  me,  and  that,  to  the  best  of  my  knowledge  and 
belief,  each  is  pecuniarily  worth,  over  and  above  all  his  debts 
and  liabilities,  the  sum  stated  in  the  accompanying  affidavit 
•ttbscribed  by  him. 

[Signature  of  certifying  official.] 

Non. — The  certificate  may  be  given  separately  as  to  each  guar- 
aiitor»  and  modified  aocordingly. 

U.  S.  £no.  Corps. 
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ENOINEEBINO   SPEOIFIOATIONS. 

73.  Engineering  ^eciflcations  Defined.  Engi- 
neering specifications  consist  of  a  series  of  specific  provisions 

each  one  of  which  defines  and  fixes  some  one  element  of  the 
contract.     These  clauses  relate,  in  general, 

First:     To  the  work  to  be  done. 

Second:  To  the  business  relations  of  the  two  parties  to 
the  contract. 

In  the  first  sense,  the  specifications  supplement  and  explain 
the  plans  (if  there  be  any)  and  define  the  character  of  the 
materials  and  the  methods  to  be  employed  on  the  work,  or  if 
unaccompanied  by  plans  they  embody  the  principles  and  rules 
in  accordance  with  which  the  plans  must  be  drawn  and  the 
work  executed.  In  this  sense  the  specifications  enable  the 
bidder  to  estimate  the  cost  of  the  proposed  work  and  after  the 
contract  is  let  they  serve  as  the  rules  of  inspection  and  accept- 
ance of  such  work. 

In  the  second  sense  the  specifications  define  the  rights  and 
duties  of  the  two  parties  to  the  contract  to  each  other  and 
embody  proper  provisions  for  changes  in  the  plans,  and  tor  the 
settlement  of  disputes  which  may  arise ;  they  also  describe  the 
conditions  of  payment,  acceptance,  etc.,  etc. 

74.  Glasses  of  Specifications.    There  may  be  said 

to  be  three  general  classes  of  engineering  specifications : 

(a)     Specifications  accompanying  complete  detail  plans: 
(3)     Specifications  accompanying  a  general  plan  only, 
(c)     Specifications  unaccompanied  by  any  plan,  and  com- 
monly known  as  General  Specifications. 

All  of  these  classes  of  specifications  are  in  common  use 
and  each  has  its  own  particular  sphere  of  usefulness. 

(a)  Thus  when  the  design  is  novel,  or  when  the  engineer 
wishes  a  particular  design  carried  out,  he  usually  prepares  full 
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detail  plans,  or  drawings,  showing  how  all  parts  of  the  proposed 
work  shall  be  done* 

In  the  case  of  public  works,  also,  when  the  law  requires  the 
contract  to  be  let  in  open  competition,  and  also  specifies  that  it 
shall  be  let  to  the  lowest  bidder,  it  is  almost  necessary  to  pre- 
pare full  detail  plans  in  order  to  avoid  an  inadequate  or  inferior 
design  being  put  into  competition  with  better  ones,  and,  from 
its  diminished  cost,  receiving  the  contract. 

(^)  If  the  engineer  can  limit  the  bidders  to  a  selected 
class  of  reliable  contractors,  who  have  reputations  to  lose  if 
they  should  do  inferior  work,  he  may  prepare  very  general 
plans  only  and  allow  the  contractor  to  make  the  details  to  suit 
himself,  in  accordance,  however,  with  certain  specific  require- 
ments as  given  in  the  specifications,  and  subject  to  the  approval 
of  the  engineer. 

(r)  If  the  engineer  is  indifferent  as  to  even  the  general 
design,  provided  the  finished  work  inswers  equally  well  certain 
prescribed  demands,  as  g^ven  in  a  set  of  general  specifications, 
he  may  not  prepare  any  plans  whatever,  but  leave  the  contrac- 
tor (who  must  now  also  be  chosen  by  the  engineer  or  only 
responsible  parties  allowed  to  bid)  to  use  any  design  he  may 
choose,  such  designs  to  be  submitted,  however,  with  his  bid, 
and  this,  together  with  the  general  specifications  to  form  the 
basis  of  the  contract. 

76.  Oeneral  and  Specific  Glauses.  Any  specifica- 
tion may  be  said  to  be  composed  of  two  kinds  of  clauses,  gen- 
eral and  specific. 

All  those  clauses  which  relate  to  the  business  portion  of 
the  contract,  or  which  go  to  define  the  relations  of  the  parties 
to  the  civil  contract  as  a  business  proposition,  may  be  said  to 
be  the  general  clauses. 

All  those  clauses  which  are  descriptive  of  the  eng^eering 
or  structural  features  of  the  design,  either  as  explanatory  of  the 
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plans,  or  of  the  materials  to  be  used,   or  of  the   methods  to  be 
employed,  may  be  called  the  specific  clauses. 

Since  the   general    clauses   are   common   to   all  kinds  of 
specifications,  they  will  be  discussed  first. 


THE  OENEBAL  GLAUSES  IN  SPEOIFIOATIONS. 
76.    The  Oeneral  Glauses  in  SpeciflcatioiiB  may 

relate  to  any  or  all  of  the  following  subjects : 

(i)     Time  of  commencement,  rate  of  progress,  and  time 
of  completion  of  the  work. 

(2)  As  to  the  character  of  the  workmen  to  be  employed. 

(3)  Suitable  appliances  to  be  used. 

(4)  Monthly  estimates  of  work  done  and  payments  to  be 
made. 

(5)  Provision  for  inquiring  into  the  correctness  of  the 
monthly  estimates. 

(6)  Reserving  a  certnin  percentage  as  a  repair  fund,  for 
a  stated  period  after  completion. 

(7)  Conditions  of  the  final  estimate. 

(8)  Engineer's   meaburenicnts   and    classifications    final 
and  conclusive. 

(9)  Determination    of  damages  sustained  by   failure  to 
complete  the  work  within  the  time  agreed  upon,  or  as  extended. 

( 10)  The  discharge  of  unpaid  claims  of  work  men  and 
material  men. 

(11)  No  claims  for  damages  on  account  of  suspension  of 
work. 

(12)  No  claims  for  damages  on  account  of  delay. 

(13)  No  claims  on  account  of  unforeseen  difficulties. 

(14)  Protection  of  finished  work. 

(15)  Protection  of  property  and  lives. 

(16)  Protection  against  claims  for  the  use  of  patents. 

(17)  Assignment  of  contract. 
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(i8)  Contra<tor  not  released  by  subcontracts. 

(19)  Abandonment  of  contract. 

(20)  Cancellation  of  contract  for  default  of  contractor. 
(ai)  Workmen's  quarters  and  other  temporary  buildings, 
(33)  Cleaning  up  after  completion. 

(23)  Removal  of  condemned  material. 

(24)  Relations  to  other  contractors. 
(35)     Provision  for  drainage. 

(26)     Provision  for  public  traffic. 

(37)  Contractor  to  keep  foreman  or  head  workman,  and 
also  copy  of  plans  and  specifications  on  the  ground. 

(38)  Cost  of  examination  of  completed  work. 

(29)  Faults   to  be   corrected   at   any  time  before   final 
acceptance. 

(30)  Surveys,  measurements,  and  estimates  of  quantities 
not  guaranteed  to  be  correct. 

(31)  The  contract  subject  to  interpretation  and  change 
by  the  engineer. 

(32)  Settlement  of  disputes. 

(33)  Extra  work. 

(34)  Definition  of  **Engineer"  and  "Contractor. *• 

(35)  Documents  composing  the  contract. 

(36)  Meaning  understood. 

(37)  Provision  for  Arbitration. 

(38)  No  Waiver  of  Legal  Right. 

77.    Explanatory  Note.    In  all  that  follows  on  the 

subject  of  specifications,  after  explaining  and  discussing  a  g^ven 
subject,  one  or  more  illustrations  will  be  given  in  solid  type, 
from  actual  specifications,  together  with  the  initials  of  the 
author.  The  full  name  and  professional  engagement  of  the 
author  can  then  be  found  by  referring  to  the  Key  to  Personal 
Referefices^  P<^i»^  5*  ^^  general  the  latest  practice  only  of  the 
engineers  quoted  in  this  way  will  be  cited.     It  must  also  be 
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understood  that  in  every  case  the  gentlemen  so  quoted  have 
themselves  selected  the  sample  specifications  used  and  have 
consented  to  such  use. 

78.  Time  of  Oommencement,  Rate  of  Progress » 
and  Time  of  Completion  of  the  Work.     It  is  usual  to 

make  the  time  of  commencement  of  the  work  as  soon  after  the 
signing  of  the  contract  as  is  thought  practical,  as,  for  instance, 
ten,  fifteen,  or  thirty  days,  depending  on  the  character  of  the 
work. 

The  rate  of  progress  is  specified  in  order  to  give  the  engi- 
neer authority  for  canceling  the  contract  if  the  rate  of  progress 
is  such  as  to  indicate  that  the  contractor  will  certainly  be  unable 
to  complete  the  work  on  time,  or  at  all.  Thus  he  may  be 
obliged  to  abandon  the  work  altogether,  or  he  may  choose  to 
do  so,  in  which  case,  if  rate  of  progress  is  specified,  the  parties 
of  the  first  part  need  not  wait  for  the  full  time  for  completion 
to  arrive  before  being  able  to  take  the  work  from  the  hands  of 
the  contractor  and  complete  it  by  hiring  the  labor  and  purchas- 
ing the  materials,  or  by  reletting  it  to  another  contractor. 

The  time  of  completion  is  nearly  always  stated,  and 
while  the  time  allowed  should  be  ample  it  should  be  only  such 
as  is  required  when  a  reasonable  degree  of  diligence  is  exer- 
cised on  the  part  of  the  contractor. 

If,  for  any  sufficient  reason,  the  contractor  is  delayed  in 
his  work,  for  reasons  beyond  his  control,  the  time  of  comple- 
tion is  usually  extended  by  the  principal  by  a  corresponding 
length  of  time,  and  then  this  extended  period  fixes  the  required^ 
or  specified  date  of  completion. 

And  the  said  party  of  the  second  part  further  agrees  that 
he  will  commence  the  work  herein  contracted  to  be  done 
within  twenty  days  from  the  date  of  this  contract ;  that  the  rate 
of  prog^ss  of  his  work  shall  be  such  as,  in  the  opinion  of  the 
Engineer,  is  necessary  for  completion  within  the  time  herein 
specified,  and  that  he  will  so  conduct  the  said  work  that  on  or 
before  July  i,  1899,  the  whole  work  covered  by  this  contract 
and  specification  shall  be  entirely  completed.  A.  F. 
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70.    As  to  the  Oharacter  of  the  Workmen  to  be 

Employed.  In  order  to  secure  good  work  it  is  necessary  to 
employ  skilled  workmen.  The  engineer  must  therefore  have 
lome  control  over  the  character  of  the  labor  employed  by  the 
contractor.  This  is  obtained  by  specifying  that  only  skilled 
labor  shall  be  employed  and  giving  to  the  engineer  the  power 
of  discharge  over  any  laborer,  mechanic,  foreman,  or  superin- 
tendent employed  by  the  contractor  on  the  work:  It  is  also 
castomary  to  provide  that  this  power  shall  extend  to  cases  of 
disobedience  of  instructions,  impudence  to  engineer  or  inspect- 
ors, dnii^kenness,  etc. ,  as  shown  in  the  following  illustration : 

And  the  said  party  of  the  second  part  further  agrees  to 
employ  only  competent,  skillful  men  to  do  the  work ;  and  that 
whenever  the  Engineer  shall  inform  said  party  of  the  second 
part  in  writing  that  any  man  on  the  work  is,  in  his  opinion, 
incompetent,  or  unfaithful,  or  disorderly,  such  man  shall  be 
discharged  from  the  work,  and  shall  not  again  be  employed 
on  it.  A.  F. 

80.    Suitable  Appliances  to  be  Used.    If  not  pre- 

• 

vented  by  a  special  clause  in  the  specifications,  contractors  who 
are  unprovided  with  suitable  mechanical  appliances  for  doing 
the  work  properly  will  often  undertake  to  perform  the  work 
with  cheap  and  inadequate  means,  which  would  necessarily 
result  in  faulty  construction,  or  in  delaying  the  work.  It  is 
customary,  therefore,  to  prescribe  that  all  appliances  shall  be 
suitable  and  adequate  to  the  purpose,  and  subject  to  the 
approval  of  the  engineer.  It  is  not  wise,  however,  to  specify 
particular  methods  or  means  of  doing  the  work,  since  if  for 
any  reason  a  partial  failure  should  result,  the  contractor  will 
endeavor  to  obtain  personal  release  by  charging  failure  to  the 
specified  appliances  or  methods.  A  specification  like  the  fol- 
lowing is  therefore  recommended. 

The  contractor  is  to  use  such  methods  and  appliances  for 
the  performance  of  all  the  operations  connected  with  the  work 
embraced  under  this  contract  as  will  secure  a  satisfactory  quality 
of  work  and  a  rate  of  progress  which,  in  the  opinion  of  the 
engineer,  will  secure   the  completion   of  the  work  within   the 
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time  herein  specifiecl.  If,  at  any  time  before  the  commence- 
ment, or  during  the  progress  of  the  work,  such  methods  or 
appliances  appear  to  the  engineer  to  be  inefficient  or  inappro- 
priate for  securing  the  quality  of  the  work  required  or  the  said 
rate  of  progress,  he  may  order  the  contractor  to  increase  their 
efficiency  or  to  improve  their  character,  and  the  contractor 
must  conform  to  such  order ;  but  the  failure  of  the  engineer 
to  demand  such  increase  of  efficiency  or  improvement  shall  not 
relieve  the  contractor  from  his  obligation  to  secure  the  quality 
of  work  and  the  rate  of  progress  established  in  these  specifi- 
cations. A.  F. 

81.  Monthly  Estimates  of  Work  Done  and  Pay- 
ments to  be  made.  It  is  customary,  in  all  kinds  of  engi- 
neering construction,  for  the  engineer  in  charge  to  estimate  at 
the  end  of  each  month  the  quantity  of  material  furnished  on 
the  ground,  and  of  work  done.  These  estimates  are  approxi- 
mate only  and  serve  as  a  basis  for  making  monthly  payments  to 
the  contractor.  It  is  customary  to  reserve  from  ten  to  twenty- 
five  per  cent,  of  these  monthly  estimates  until  the  final  comple- 
tion of  the  work.  By  means  of  these  monthly  payments  the 
contractor  is  enabled  to  carry  on  the  work  to  final  completion 
with  a  much  smaller  capital  than  would  be  required  if  no  pay- 
ments were  made  until  the  work  was  finished.  The  percentage 
reserved  from  the  monthly  payments  is  intended  to  serve  as  a 
guarantee  of  final  completion,  and  as  a  fund  to  draw  upon 
when  the  time  of  final  settlement  arrives,  for  the  payment  of 
damages  resulting  from  the  work  not  having  been  performed 
within  the  specified  time,  or  for  other  purposes  as  indicated 
subsequently  in  these  general  specifications.  In  the  matter  of 
payment  for  materials  furnished,  but  not  incorporated  finally 
into  the  work,  it  is  usually  considered  safe  to  include  in  the 
monthly  estimates  all  materials  delivered,  either  upon  the 
ground,  that  is  to  say  along  the  line  of  the  work,  and  subject  to 
the  inspection  and  control  of  the  engineer,  and  also  to  pay  for 
materials  and  machinery  furnished  and  stored  where  they  are 
under  the  control  and  subject  to  the  inspection  and  approval  of 
the  engineer.     Of  course  no   material   would   be   included   in 
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these  monthly  estimates  which  had  not  been  duly  inspected  and 
accepted**  The  following  is  a  common  form  for  this  speci- 
fication : 

In  order  to  enable  the  said  contractor  to  prosecute  the 
work  advantageously,  the  eng:ineer  shall,  once  a  month,  on  or 
about  the  last  day  of  each  month,  make  an  estimate  in  writing 
of  the  amount  of  work  done,  and  materials  delivered  to  be 
used  in  the  work,*  and  of  the  value  thereof,  according  to  the 
terms  of  this  contract.  The  first  such  estimate  shall  be  of  the 
amount  or  quantity  and  value  of  the  work  done  and  materials 
delivered  since  the  party  of  the  second  part  commenced  the 
performance  of  this  contract  on  -his  part.  And  every  subse- 
quent estimate  (except  the  final  one)  shall  be  of  the  amount  or 
quantity  and  value  of  the  work  done  since  the  last  preceding 
estimate  was  made.  And  such  estimates  of  amount  and  quan- 
tity shall  not  be  required  to  be  made  by  strict  measurement  or 
with  exactness ;  but  they  may,  at  the  option  of  the  engineer,  be 
approximate  only. 

Upon  each  such  estimate  being  made  the  parties  of  the 

first  part  will  pay  to  the  party  of  the  second  part  the  following 

proportions  or  percentages  thereof,  to  wit: 

85  per  cent,  thereof  up  to  and  until  such  time  as  the  total 
estimated  value  of  the  work  done  and  materials  delivered  shall 
amount  to  $1,000,000. 

90  per  cent,  thereof  after  the  total  estimated  value  of 
such  work  and  materials  delivered  shall  have  amounted  to 
$1,000,000,  until  the  party  of  the  first  part  shall  have  fully 
and  completely  performed  this  contract  of  his  part. 

A.  F. 

82.  Provision  for  Inquiring  into  the  Correct- 
nesB  of  the  Monthly  Estimates.    The  monthly  estimates 

made  by  the  engineer  acting  as  the  agent  of  the  party  of  the 
first  part,  may  be  held  to  be  binding  upon  this  party,  in  case 
be  has  either  made  a  mistake  in  the  quantity  of  work  done,  or 
material  furnished,  or  has  entered  into  collusion  with  the 
contractor,  and  rendered  false  returns.  Since  the  engineer  is 
the  agent  of  the  party  of  the  first  part,  his  acts  would  bind  his 
principal,  after  payment  had  been  made  on  the  same,  if  it  were 
not  expressly  provided  that  the  party  of  the  first  part  shall  not 
be  estopped,  or  prevented,  from  determining  by  other  means 

*If  s>a7inent  it  made  upon  materials  furnished   then  it  should  be  specifically 
stated  that  an  aDch  materials  become  the  property  of  the  party  of  the  first  pan  aa  «M»a 
as  delivered  and  accepted. 
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the  amount  of  work  done  and  material  furnished.  In  other 
words  the  party  of  the  first  part  should  not  necessarily  be  bound 
by  either  the  monthly  or  final  estimates  rendered  by  his  agent, 
and  which  are  intended  to  serve  as  the  basis  of  payment.  It  is 
understood,  of  course,  that  the  contractor  also  has  this  privilege 
of  inquiry  and  proof  of  the  correctness  of  the  estimates.* 
In  New  York  City  clauses  like  the  following  are  common. 

And  it  is  hereby  expressly  agreed  and  understood  by  and 
between  the  parties  hereto  that  the  said  parties  of  the  first  part, 
their  successors  and  assigpas,  shall  not,  nor  shall  any  depart- 
ment of  the  City  of  New  York,  be  precluded  or  estopped  by 
any  return  or  certificate  made  or  given  by  any  engineer, 
inspector,  or  other  officer,  agent  or  appointee  of  said  Aqueduct 
Commissioners,  or  of  said  parties  of  the  first  part,  under  or  in 
pursuance  of  anything  in  this  agreement  contained,  from  at  any 
time  showing  the  true  and  correct  amount  and  character  of  the 
>york  which  shall  have  been  done  and  materials  which  shall 
have  been  furnished  by  the  said  party  of  the  second  part,  or 
by  any  other  persons  under  this  agreement. 

A.  F. 

83.  Reserving  a  Oertain  Percentage  as  a  Repair 
Fund,  for  a  Stated  Period  after  Oompletion.     In 

order  to  provide  foi  inherent  defects  in  the  work  which  may 

not  appear  on  the  surface,  or  until  after  the  construction  has 

been  in  service  for  some  time,  it  is  often  desirable  to  retain  a 

portion  of  the  total  cost   of  the  work   for   a  specified  period 

of  time,  on  which  sum  the  party  of  the  first  part  is  authorized 

under    the     specifications    to     draw    for     the     repairing     or 

correcting  of  any  and  all  faults  or  defects  which  may  become 

apparent  by  use  within  the  specified  period.     It  is  usual,  how* 

ever,  to  give  the  contractor  the  privilege  of  making  such  repairs 

under  the  direction,  and  subject  to  the  approval,  of  the  engi* 

neer,  in  place  of  having  the  engineer  make  such  repairs  and 

charge  them  against  the  reserve  fund.     This  clause  may  read 

as  follows. 

The  contractor  hereby  further  agrees  to  make  all  the 
needed  repairs  on  the  said  work  during  a  period  of  '  months 
after  its  final  completion;  and  he  hereby  further  agrees  that  the 

•  If  the  contractor  is  precluded  from  going  bacli  of  the  engineer**  certificate  or 
decision,  then  the  owner  should  also  be  bound  by  the  same,  and  in  this  case  this  clause 
would  probably  not  be  sustained  by  the  courts.  The  enj^rineer  it  now  aa  aibltrator 
as  such  his  decisions  must  bind  both  •«--»i*«  ..  neither. 
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party  of  the  first  part  is  authorized  to  retain  out  of  the  moneys 
payahle,  or  to  become  payable,  to  him,  under  this  agreement, 
the  turn  of  five  per  cent,  on  the  amount  of  the  contract,  and  to 
expend  the  same,  or  so  much  thereof  as  may  be  required,  in 
making  the  aforesaid  repairs  to  the  satisfaction  of  the  engineer, 
if  within  three  days  after  the  delivery  or  mailing  of  a*  notice  in 
writing  to  the  contractor,  or  his  agent  or  attorney,  he  or  they 
shall  neglect  to  make  the  aforesaid  needed  repairs;  and  he 
hereby  further  agrees  to  be  responsible  for  any  accident  that 
may  occur  on  account  of  the  defective  condition  of  the  work. 

E.  A.  F. 

84.    OonditioiiB  of  the  Final  Estimate.     If,  in 

the  opinion  of  the  engineer,  the  contractor  has  completed  his 
work  in  all  respects  in  accordance  with  the  terms  of  the  con- 
tract, he  should  proceed  with  due  diligence  to  make  the  final 
estimate  of  all  quantities  in  the  several  clauses,  and  to  certify  to 
his  principal  the  amount  of  money  due  to  the  contractor,  and 
also  the  amounts  which  should  be  held  in  reserve  under  the 
various  clauses  of  this  character  in  the  specifications.  The 
party  of  the  first  part  thereupon  should  immediately  pay  to  the 
contractor  such  moneys  as  are  legally  due  him,  provided  this 
party  is  satisfied  that  the  final  estimates  submitted  by  the  engi- 
neer are  correct.  If  this  party  should  have  any  doubts  on  this 
point,  he  should  be  at  liberty,  under  the  specifications,  to 
mquire  further  into  the  correctness  of  such  estimates.  This 
portion  of  the  contract  may  be  stated  as  follows. 

It  is  further  mutually  agreed,  that  whenever  this  contract, 
in  the  opinion  of  the  engineer,  shall  be  completely  performed 
on  the  part  of  the  contractor,  the  engineer  shall  proceed  with 
all  reasonable  diligence  to  measure  up  the  work,  and  shall 
make  out  the  final  estimates  for  the  same  and  shall  certify  the 
same.  The  party  of  the  second  part  will  then,  excepting  for 
the  cause  herein  specified,  pay  to  the  contractor,  within  —  days 
after  the  execution  of  said  certificate  the  remainder  which  shall 
be  found  to  be  due,  excepting  therefrom  such  sum  or  sums  as 
may  be  lawfully  retained  under  any  of  the  provisions  of  this 
contract :  Provided  that  nothing  herein  contained  shall  be  con- 
strued to  affect  the  right  hereby  reserved,  to  reject  the  whole  or 
any  portion  of  the  aforesaid  work,  should  the  said  certificate  be 
found  to  be  inconsistent  with  the  terms  of  this  agreement,  or 
otherwise  improperly  given.  E*  A.  F. 
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85.  Engineer's  Mecusorements  and  Olcussiflca- 
tions  Final  and  Oonclusive.    In  order  to  avoid  disputes 

as  to  both  the  quantity  and  the  quality  of  the  work  done,  it  is 
customary  to  specify  that  the  measurements  and  classifications 
of  the  engineer  shall  be  final  and  conclusive,  and  binding  upon 
both  parties.  This  is  a  very  important  provision,  and  places  a 
great  responsibility  upon  the  engineer,  while  it  binds,  at  the 
same  time,  the  two  principals  to  the  contract,  and  forces  them 
to  submit  to  the  engineer's  decisions,  except  as  some  special 
provision  such  as  that  stated  in  article  8i  allows  one  or  both  of 
the  parties  to  examine  into  the  correctness  of  the  engineer's 
estimates.  As  a  matter  of  course  either  party  is  always  at  lib« 
erty  to  examine  questions  of  fact  and,  so  far  as  it  is  practicable, 
to  remeasure  quantities  at  subsequent  times.  Either  party  would 
be  at  liberty  in  case  of  a  suit  at  law  to  have  such  quantities 
remeasured  to  determine  such  question  of  fact,  but  so  far  as  the 
classification  of  the  material  is  a  matter  of  opinion  on  the  part 
of  the  engineer,  and  so  far  as  measurements  of  quantities  have 
become  impracticable  at  a  subsequent  period,  to  this  extent  a 
clause  such  as  is  here  proposed  binds  absolutely  both  parties  to 
the  contract.  Neither  party  now  -has  any  release  from  the 
decision  of  the  engineer,  except  on  one  of  two  grounds : 

JFirst,  Either  party  may  bring  a  suit  in  equity,  in  which 
case  the  terms  of  the  contract  are  not  made  the  basis  of  the 
suit;  or 

Second,  Either  party  may  enter  a  plea  of  fraud  on  the 
part  of  the  engineer,  which,  if  sustained,  would  of  course 
vitiate  the  decisions  of  such  engineer.  Neither  of  these  grounds 
offers  much  encouragement  to  either  party.  A  case  could  not 
be  sustained  in  equity  contrary  to  the  terms  of  an  expressed 
written  agreement,  except  it  could  be  shown  that  g^oss  and 
violent  injustice  had  been  worked  by  a  strict  compliance  with 
its  terms.  Neither  is  it  desirable  in  a  civil  suit  to  enter  a  plea 
of  fraud,  since  this  is  very  difficult  to  maintain,  and  can  only  be 
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maintained  by  proving  the  moral  depravity  of  the  engineer.  A 
clause  such  as  the  following,  therefore,  if  incorported  in  a  con- 
tract and  agreed  to  by  both  parties  places  both  parties  abso- 
lutely at  the  mercy  of  such  engineer,  and  the  contractor  should 
never  submit  to  it,  if  he  has  reason  to  suppose  that  the  engi- 
neer is  likely  to  act  unfairly  toward  him  under  the  authority 
thus  granted  to  him.  As  a  rule,  however,  this  confidence 
which  is  reposed  in  the  engineer  by  both  parties  to  the  contract 
is  not  misplaced.  Although  the  engineer  is  paid  for  his  services 
by  one  of  the  parties  to  the  contract,  he  understands  that  his 
position  is  a  judicial  one,  and  not  that  of  an  advocate  or 
partisan,  and  that  it  is  his  business  to  see  that  justice  is  done 
to  both  of  the  parties.     The  clause  usually  reads  as  follows. 

All  the  work  under  this  contract  shall  be  done  to  the  satis- 
faction of  the  engineer,  who  shall  in  all  cases  determine  the 
amount,  quality,  acceptability  and  fitness  of  the  several  amounts 
of  work  and  materials  which  are  to  be  paid  for  hereunder,  and 
shall  decide  all  questions  which  may  arise  as  to  the  measure- 
ment of  quantities  and  the  fulfillment  of  this  contract  on  the 
part  of  the  contractor,  and  shall  determine  all  questions  respect- 
ing the  true  construction  or  meaning  of  the  plans  and  specifica- 
tions, and  his  determination  and  decision  thereon  shall  be  final 
and  conclusive,  subject  only  to  revision  by  arbitration  as  pro- 
vided under  Art.  .  R.  H. 

86.  Determination  of  Damages  Sustained  by 
Failure  to  Complete  the  Work  within  the  Time 
Agreed  upon,  or  as  Extended.  It  is  seldom  that  a  spe- 
cific performance  of  any  contract  can  be  enforced.  In  other 
words,  either  of  the  parties  to  almost  any  civil  contract  is  at 
liberty  to  break  the  same,  or  fail  to  carry  it  out,  for  which  fail- 
ure, however,  the  law  provides  that  the  party  breaking  the 
contract  shall  pay  a  penalty.  The  amount  of  this  penalty 
usually  remains  to  be  ascertained  after  the  contract  has  been 
broken,  and  when  the  time  of  settlement  arrives.  The  legal 
remedies  for  breach  of  contract  are  ^iven  in   Arts.  49-53.     It 

*  Here  thoiild  b«  ioserted  a  clause  like  the  foUowin);:  '*And  such  estimate  and 
dadaiCMi  shall  b«  a  condition  precedent  to  the  right  of  the  contractor  to  receive  any 
aioocj  or  compensa^on  for  aaythinfj^  done  or  furnished  under  thi»  agreement." 
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is  sufficient  to  remark  here,  that  in  determining  the  amount  of 
the  damages,  the  law  will  only  allow  the  actual  proven  dam- 
ages to  be  collected,  and  always  discourages  any  constructive, 
or  conventional,  or  arbitrary  estimate  of  such  damages.  In 
other  words,  the  damages  are  the  compensation  to  the  injured 
party,  requisite  to  repay  him  for  his  loss,  which  can  be  traced 
directly  to  the' breach  of  contract. 

While  damages  to  the  extent  of  the  actual  injury  sustained 
can  always  be  recovered,  by  a  suit  at  law,  in  the  case  of  a 
breach  of  contract,  it  is  customary  in  the  writing  of  engineering 
specifications  to  insert  one  or  more  clauses  defining  the  amount 
of  the  damages  which  it  is  agreed  by  the  parties  will  be  sus- 
tained in  case  of  certain  specific  failures  to  carry  out  the  con- 
tract ;  and  since  these  failures  are  assumed  co  be  on  the  part  of 
the  contractor,  and  since  money  is  usually  due  him  from  the 
other  party,  it  becomes  possible,  in  this  case,  to  remunerate  the 
injured  party  by  withholding  a  certain  sum  of  money  from  the 
contractor  who  is  guilty  of  the  breach  of  contract.  If  a  specific 
agreement  to  this  effect  be  entered  into  by  the  parties,  in 
advance,  the  compensation  for  the  injury  done  because  of  a 
specific  breach  of  the  contract,  may  be  recovered  by  simply 
withholding  such  a  sum  from  the  contractor,  and  paying  over 
to  him  in  final  settlement  the  remainder.  Because,  therefore, 
of  the  facility  with  which  such  a  settlement  can  be  accom- 
plished, and  also  to  further  provide  against  such  a  contingency 
arising  by  furnishing  to  the  contractor  a  sufficient  motive  to 
prevent  such  specific  breaches,  and  furthermore,  in  order  to 
avoid  a  suit  at  law  for  the  recovery  of  such  compensation,  it 
has  become  customary  to  insert  what  is  commonly  called  a 
''penalty  clause."  * 

While  recovery  can  be  had  by  a  suit  at  law  for  the  actual 
damages  sustained  for  any  breach  of  the  contract,  either  with 
or  without  a  specific  clause  to  this  effect,  the  penalty  or  dam- 

*  The  reader  to  requested  to  refer  to  Arts.  51-53  for  •  dtocuMlon  of  the  legal  fh 
«f  thto  qoestloa. 
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age  clause  in  the  specifications  usually  refers  to  one  or  more 
specific  kinds  of  breach  of  contract,  the  more  common  one 
being  that  of  failure  to  complete  the  work  within  the  time 
agreed  upon.  The  object  of  a  penalty  clause  covering  this 
particular  kind  of  breach  of  contract  is  rather  to  insure  comple- 
tion of  the  contract  within  the  time  specified  than  to  recover 
damages  for  a  failure  to  do  so.  For  this  reason  it  has  been 
commonly  supposed  if  a  heavy  penalty  were  provided  for  a 
failure  of  this  kind,  it  would  serve  as  a  strong  motive  to  the 
contractor  to  hasten  the  work.  This  being  the  object  of  such  a 
clause  it  has  been  common  to  specify  a  penalty  or  damage  of 
80  many  dollars  per  day,  for  each  and  every  day  elapsing  after 
the  date  agreed  upon  for  the  completion,  before  the  work  it 
finally  completed,  the  sum  so  named  being  often  a  very  extrav- 
agant one. 

There  are  several  ways  of  stating  this  clause,  some  of 
which  are  very  much  better  than  others.  The  following  are 
the  more  usual  forms : 

I.  Provision  for  a  sfecifie  ^^fenalty.**  When  a  specific 
"penalty"  is  named  for  either  a  particular  or  for  any  breach  of 
the  contract,  whether  this  sum  named  be  a  per  diem,  or  a  gross 
amount,  the  court  will  usually  construe  it  as  meaning  that  such 
a  sum  is  a  fund  pi  ovided  in  the  specifications  for  the  purpose 
of  meeting  such  damages  as  may  result  from  a  breach  of  the 
contract,  and  that  only  the  actual  damages  sustained  and  proved 
in  a  suit  at  law  can  be  recovered  from  such  fund.  In  other 
words,  a  penalty  clause  so  stated  has  little  or  no  force,  since 
the  law  provides  exactly  the  same  remedy  for  any  breach  of 
contract,  without  a  specific  agreement. 

n.  The  naming  of  a  fer  diem^  or  gross  sum^  as  being 
the  ^'^ascertained  and  liquidated  damages^*  which  will  be  sus- 
tained by  the  injured  party  for  a  specific  breach  of  contract 
therein  naniied,  this  usually  being  for  failure  to  complete  the 
work  within  the  time  specified.     In  this  case  the  word  **penalty'' 


^5^^"iV 


100  QENEBAL  8PE0IFI0ATI0NS. 

is  Dot  used,  and  if  it  can  be  made  to  appear  on  trial  that  both 
parties  to  the  agreement  really  intended  that  the  sum  named 
should  be  forfeited  in  case  of  the  failure  therein  described,  and 
provided  further  this  sum  is  not  too  extravagant  and  unreason- 
able, and  provided  the  fact  of  failure  and  consequent  liability 
be  fully  established,  then  and  in  that  case  the  law  will  sustain 
the  damage  clause,  and  the  injured  party  will  be  allowed  to 
deduct  it  from  any  moneys  due  the  contractor,  or  if  this  fund 
be  insufficient,  he  may  even  sue  the  contractor  and  his  bonds- 
men and  recover  the  remainder.  The  following  is  a  good 
escample  of  this  method  of  stating  such  a  clause : 

And  the  said  party  of  the  second  part  hereby  further 
agrees  that  the  said  parties  of  the  first  part  shall  be  and  they 
are  hereby  authorized  to  deduct  and  retain  out  of  the  moneys 
which  may  be  due  or  become  due  to  the  said  party  of  the  second 
part,  under  this  agreement,  as  damages  for  the  non-completion 
of  the  work  aforesaid  within  the  time  hereinbefore  stipulated 
for  its  completion,  or  within  such  further  time  as  in  accordance 
with  the  provisions  of  this  agreement  shall  be  fixed  or  allowed 
for  such  performance  or  completion,  the  sum  of  one  hundred 
dollars  per  day  for  each  and  every  day  the  time  employed  upon 
said  work  may  exceed  the  time  stipulated  for  its  completion,  or 
such  stipulated  time  as  the  same  may  be  increased,  as  herein- 
before provided,  which  said  sum  of  one  hundred  dollars  per 
day  is  hereby,  in  view  of  the  difficulty  of  estimating  such  dam- 
ages, agreed  upon,  fixed  and  determined  by  the  parties  hereto 
as  the  liquidated  damages  that  the  parties  of  the  first  part  will 
BuUer  by  reason  of  such  default,  and  not  by  way  of  penalty. 

A.  P.  B. 

III.  An  agreement  that  the  engineer  shall  ascertain  and 
make  an  estimate  of  the  actual  damages  sustained  by  a  failure 
to  complete  the  work  within  the  time  specified  (or  for  other 
specific  breach),  and  naming  some  or  all  of  the  items  to  be 
included  in  such  estimate.  In  this  case  no  effort  is  made  in 
advance  to  determine  what  the  actual  damages  are,  and  the 
agreement  simply  consists  in  making  the  engineer  an  arbitrator 
to  act  for  both  the  parties,  in  determining  the  amount  of  the 
damage  as  a  question   of   fact.     This  is  probably  the  strongest 
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method  of  stating  this  clause,  while  it  is  also  the  fairest  to  all 
parties  concerned. 

Because  of  the  difficulty  in  proving  in  a  suit  at  law  the 
actual  damages  sustained  from  the  failure  to  complete  an  engi- 
neering contract  within  the  time  specified,  the  contractor  usually 
pays  very  little  attention  to  a  penalty  clause  stated  as  described 
above  in  form  I.  As  a  rule,  contractors  are  better  informed  at 
to  the  law  of  contracts  than  the  engineers  who  write  the  specifi- 
cations, and  when  this  clause  is  stated  as  first  described  the 
contractor  regards  it  lightly,  well  knowing  that  it  has  no  partic- 
ular significance.  When  stated  in  the  second  manner,  however, 
provided  the  sum  named  be  reasonable,  the  contractor  will  give 
it  much  greater  weight,  and  the  party  paying  for  the  work  can 
withhold  money  under  it  with  much  greater  assurance  of  being 
sustained  by  the  courts.  The  courts,  however,  have  a  repug- 
nance to  any  agreement  made  in  advance  as  to  questions  of 
fact,  which  in  the  nature  of  things  could  only  be  adequately 
determined  after  the  breach  had  transpired.  But  because  of 
the  difficulty  of  fixing  accurately  the  amount  of  such  damages, 
even  after  the  breach,  the  law  consents  to  a  previous  agreement 
upon  a  specific  sum,  provided  this  be  reasonable,  and  provided 
it  be  so  clearly  stated  that  the  parties  signing  the  contract  can 
not  have  misconstrued  it.  Concerning  the  last  method  given 
of  stating  this  clause,  the  law  also  has  a  repugnance  to  dele- 
gating the  authority  of  the  court  to  a  layman  in  the  person  of  an 
arbitrator.  When,  however,  the  question  at  issue  is  a  ^^condi" 
Hon  frecedenV*  to  settlement,  as  in  this  case  of  fixing  the 
amount  of  the  damages,  and  when  this  arbitrator  is  the  engineer 
in  charge  of  the  work,  who  is  evidently  the  most  competent 
person  to  estimate  the  amount  of  such  damage,  the  law  readily 
consents  that  he  should  act  in  such  capacity,  and  if  both  parties 
have  agreed  that  his  decision  should  be  final  and  conclusive  in 
the  premises,  there  would  seem  to  be  no  way  of  evading  his 
Klecision,  except  by  proving  that  it  was  fraudulent     As  fraud 
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invalidates  nearly  all  agreements,  and  nearly  all  obligations,  if 
it  can  be  shown  that  the  engineer,  when  acting  in  the  capacity 
defined  in  this  clause,  has  knowingly  and  willfully  overestimated 
the  amount  of  the  damage ;  in  other  words,  if  it  can  be  shown 
that  he  acted  dishonestly  in  the  matter,  his  verdict  can  be  set 
aside  and  the  matter  can  come  before  the  court.  Otherwise 
the  court  will  rule  that  his  verdict  must  hold,  and  the  question 
can  not  be  opened.  As  it  is  very  difficult  to  establish  a  ques- 
tion of  motive,  and  as  the  burden  of  proof  rests  wholly  upon 
the  contractor,  it  would  seem  that  this  method  of  writing  the 
damage  clause  had  many  advantages.  The  following  is  a  fair 
example  of  such  a  clause. 

In  case  said  contractor  shall  fail  to  fully  and  entirely,  and 
in  conformity  with  the  covenants,  terms  and  agreements  oif  this 
contract,  perform,  and  complete  said  work,  and  each  and  every 
part  and  appurtenance  thereof,  within  the  time  hereinbefore 
limited  lor  such  performance  and  completion,  or  within  such 
further  time  as  may  be  allowed  by  said  Board  for  such  per- 
formance and  completion,  said  chief  engineer  shall  appraise 
the  value  of  the  direct  aud  computable  damages  caused  to  said 
city  by  such  failure,  owing  to  the  disbursements  made  by  said 
city  on  account  of  the  further  employment  of  engineers,  inspect- 
ors and  other  employees,  including  all  disbursements  for  office 
rent,  transportation,  supplies,  and  other  matters  connected  with 
said  employment;  also  the  value  of  such  other  direct  and 
computable  damages  as  shall  be  caused  by  such  failure ;  and 
the  amount  so  appraised,  when  approved  by  said  Board,  shall 
be  deducted  by  said  Board  out  of  such  moneys  as  either  may  be 
due,  or  at  any  time  thereafter  become  due,  to  said  contractor 
under  and  by  virtue  of  this  contract,  or  any  part  thereof ;  and  in 
case  said  appraised  value  shall  exceed  the  amount  of  said 
moneys,  then  said  contractor  will  pay  the  amount  of  such  excess 
to  said  city,  on  notice  from  said  Board  of  the  excess  so  due; 
and  it  is  hereby  a^^reed  that  the  decision  of  said  chief  engineer 
as  to  the  said  appraisal,  when  approved  by  said  Board,*  shall 
be  final  and  bindnig  on  both  parties  to  this  contract. 

E.  K. 

87.  The  Discharge  of  Unpaid  Claims  of  Work- 
men and  Material  men.  The  laws  of  many  states  provide 
that  persons,  who  supply  either  labor  or  material   to   any  con- 

*It  may  or  may  not  be  wise  to  make  the  verdict  of  the  engineer  subject  t«  the 
Approval  of  bia  principal. 
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tractor  or  other  perbon,  to  be  used  in  the  construction  of  any 
building  or  other  permanent  work,  if  not  paid  by  such  party, 
may  file  a  lien  upon  such  completed  or  uncompleted  work,  this 
serving  as  a  kind  of  first  mortgage  upon  the  property,  under 
which  the  property  can  be  sold  and  the  claim  satisfied.  When 
such  a  law  obtains,  the  only  safe  course,  for  the  person  paying 
for  the  work,  is  to  satisfy  himself  before  he  fully  pays  for  the 
work  that  all  such  claims  have  been  liquidated,  or  he  may  if  he 
choose,  require  the  contractor  to  furnish  a  bond  which  may  be 
sued  upon,  either  by  himself,  or  by  such  material  man  or  labor- 
ing  man  as  may  have  such  a  claim.  This  bond  to  be  large 
enough  to  cover  all  such  liabilities. 

When  the  party  paying  for  the  work  desires  to  satisfy  him- 
self that  such  claims  have  all  been  discharged  by  the  con* 
tractor,  the  clause  may  be  written  as  follows: 

Said  contractor  further  agrees  that  he  will  pay  punctually 
the  workmen  who  shall  be  employed  on  the  aforesaid  work, 
and  the  persons  who  shall  furnish  material  (hereunder,  and  will 
furnish  said  Board  with  satisfactory  evidence  that  all  persons 
who  have  done  work  or  furnished  materials  under  this  contract 
and  shall  have  filed  any  account  of  such  claims  with  said  Board, 
have  been  fully  paid,  or  are  not  entitled  to  any  lien  under  the 
laws  of  this  state;  and  in  case  such  evidence  be  not  furnished 
as  aforesaid,  such  amount  as  said  Board  may  consider  neces- 
sary to  meet  the  lawful  claims  of  the  persons  aforesaid,  shall 
be  deducted  from  the  moneys  due  said  contractor  under  this 
contract,  and  shall  not  be  allowed  until  the  liabilities  aforesaid 
shall  have  been  fully  discharged  and  the  evidence  thereof 
furnished  said  Board ;  and  if  such  evidence  is  not  furnished 
before  the  final  payment  under  this  contract  falls  due,  said 
Board  may  pay  such  claims  in  whole  or  in  part  to  the  person 
or  persons,  firm  or  corporation  claiming  the  same,  and  charge 
the  amount  thus  paid  to  said  contractor,  who  shall  accept  the 
same  as  payment  to  the  amount  thereof  upon  this  contract. 

E.K. 

When  the  party  paying  for  the  work  does  not  care  to  put 
himself  to  the  trouble  of  obtaining  the  information  as  to  the 
discharge  of  all  such  claims  by  the  contractor,  he  may  so  frame 
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the  wording  of  the  bond  that  it  will  cover  this  case  satisfactorily. 

In  this  ^ase  this  portion  of  the  bond  may  read  as  follows:* 

The  said as   principal,    and and 

as  securities^  hereby  bind  themselves  and  their  respective  heirs, 
executors  or  administrators,  unto  the  City  of  St.  Louis,  in  the 

penal  sum  of dollars,  lawful  money  of  the  United  States, 

conditioned  that  in  the  event  the  said shall  faithfully 

and  properly  perform  the  foregoing  contract  according  to  all 
the  terms  thereof,  and  shall,  as  soon  as  the  work  contemplated 
by  said  contract  is  completed,  pay  to  the  proper  parties  all 
amounts  due  for  material  and  labor  used  and  employed  in  the 
performance  thereof,  then  this  obligation  to  be  void,  otherwise 
of  full  force  and  effect,  and  the  same  may  be  sued  on  at  the 
instance  of  a  material  man,  laboring  man.  or  mechanic,  for  any 
breach  of  the  condition  hereof;  provided,  that  no  such  suit 
shall  be  instituted  after  the  expiration  of  ninety  days  from  the 
completion  of  the  above  contract. 

88.    No  Olaims  for   Damages    on   Account  of 

Suspension  of  Work.  When  the  work  contracted  for  is  of 
a  public  character,  as  for  a  city,  or  for  the  United  States  Gov- 
ernment, and  when  it  is  expected  to  continue  for  a  considerable 
period,  and  be  paid  for  by  oppropriations  from  time  to  time, 
and  also  in  other  like  contingencies,  it  is  common  to  insert  a 
clause  to  the  effect  that  the  contractor  shall  make  no  claim  for 
damages  for  necessary  delays  he  may  experience  in  carrying 
out  the  work,  when  these  delays  are  caused  by  the  failure  of 
appropriations,  or  by  legal  proceedings,  and  the  like. 

On  ten  days  notice  the  work  under  this  contract  may, 
without  cost  or  claims  against  the  party  of  the  first  part,  be  sus- 
pended by  them  for  want  of  funds,  or  for  other  substantial 
cause.  Upon  receipt  by  the  contractor  of  the  order  for  the 
suspension  of  the  work,  all  the  materials  shall  be  piled  up 
compactly,  so  as  not  to  impede  travel  on  the  sidewalk  or  car* 
riageway,  or  the  use  of  tire  plugs,  gas  or  water  stops,  and 
all  surplus  material  and  rubbish  shall  be  removed  immediately 
from  the  street.  When  the  party  of  the  first  part  shall  order 
the  work  to  be  resumed  the  contractor  shall  complete  the  same 
upon  the  terms  and  conditions  of  this  contract. 

E.  A.  F. 

•This  It  the  form  universally  adopted  in  all  contracts  made  by  the  City  of  St. 
Louis.  If  not  specifically  so  stated  the  material  man,  or  the  laboring  man  could  not 
•ue  on  the  bond. 
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89.  No  Olaims  for  Damages  on  Account  of  De- 
lay.    In  order  that  the  party  of  the  first  part  shall  be  freed 

from  all  claims  which  may  be  set  up  by  the  contractor  for  dam- 
ages on  account  of  various  delays  and  hindrances  which  he  may 
have  experienced  in  carrying  out  the*  work,  and  which  he  may 
make  appear  to  have  been  caused  directly  or  indirectly  by  the 
party  having  the  work  done,  or  by  other  contractors  upon  the 
work,  the  following  clause  is  often  inserted : 

The  contractor  shall  not  be  entitled  to  any  claims  for  dam- 
ages for  any  hindrance  or  delay  from  any  cause  whatever  in  the 
progress  of  the  work,  or  any  portion  thereof,  but  said  hindrance 
may  entitle  said  contractor  to  such  extension  of  time  for  com- 
pleting the  contract  as  may  be  determined  by  the  engineer, 
provided,  he  shall  have  given  notice  in  writing  of  the  cause  of 
the  detention.  £.  A.  F. 

90.  No  Olaims  on  Account  of  Unforeseen  Diffi- 
culties.    In  case  it  is  the  purpose  of  the  contract  to  place 

upon  the  contractor  all  the  responsibility  for  contingencies 
which  may  arise  in  the  prosecution  of  the  work,  for  which 
greater  risk  the  party  having  the  work  done  will,  of  course,  pay 
in  the  increased  price  made  by  the  contractor  to  cover  such 
risk,  the  clause  may  be  written  as  follows: 

The  contractor  agrees  that  he  will  sustain  all  losses  or 
damages  arising  from  the  action  of  the  elements,  the  nature  of 
the  work  to  be  done  under  the  specifications,  or  from  any 
unforeseen  obstructions  or  encumbrances  on  the  line  of  the  work 
which  may  be  encountered  in  the  prosecution  of  the  same. 

E.  A.  F. 

91.  Protection  of  Finished  Work.    It  is  usually 

customary  to  hold  the  contractor  responsible  for  the  protection 
and  care  of  the  work  until  it  is  all  finally  completed  and 
accepted.  Even  such  portions  of  the  work  as  have  been  com- 
pleted and  provisionally  accepted  and  payments  made  upon  the 
same,  should  be  taken  care  of  and  fully  protected  by  the  con- 
tractor, until  the  entire  work  has  been  turned  over.  This  often 
entails  considerable  expense  upon  the  contractor,  and  when  dis- 
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putes  on  this  question  are  liable  to  arise,  it  is  well  to  insert 
such  a  clause  as  the  following: 

Contractors  will  be  held  responsible  for  any  and  all  mate* 
rials  or  work  to  the  full  amount  of  payments  made  thereon,  and 
they  will  be  required  to  make  good,  at  their  own  cost,  any 
injury  or  damage  which  said  materials  or  work  may  sustain  from 
any  source  or  cause  whatever,  before  final  acceptance  thereof. 

O,  M.  P. 

92.    Protection  of   Property  and   Lives.    It   is 

always  understood  that  the  contractor  shall  he  held  responsible 
for  all  damages  to  property  which  may  arise  from  any  fault  of 
his,  or  from  any  accident  which  may  occur  during  the  per- 
formance  of  the  work.  He  is  also  held  responsible  for  all 
losses  of  life  or  limb,  and  for  all  personal  damages  which  may 
be  sustained  either  by  his  own  workmen  or  by  the  public,  by  or 
on  account  of  the  works  he  has  under  construction.  In  other 
words,  it  is  made  his  duty  to  protect  both  life  and  property,  so 
far  as  possible,  from  all  damage,  so  far  as  these  may  be  tracea- 
ble to  the  works  themselves.  If  this  responsibility  were  not 
specifically  placed  upon  the  contractor,  the  party  having  the 
work  done  would  often  be  obliged  to  sustain  the  loss,  since  he 
authorizes  the  execution  of  the  work,  and  the  contractor  is  his 
employee  or  agent.  This  clause  is  often  written  as  two  separate 
clauses,  one  referring  to  the  damage  to  property,  and  the  other 
to  the  damage  to  persons. 

Furthermore  the  wording  of  the  bond  is  usually  so  made 
as  to  cover  both  of  these  items,  so  that  in  case  the  damage  or 
loss  is  greater  than  could  be  repaid  by  the  amount  of  money  at 
any  time  due  the  contractor  when  the  accident  occurs,  suit  may 
be  brought  upon  the  bond  against  the  bondsmen  to  recover  the 
remainder. 

Inasmuch  as  claims  for  damages,  either  to  person  or  prop- 
erty, usually  manifest  themselves  in  the  form  of  suits  at  law 
against  the  party  authorizing  the  work  and  paying  for  the  same, 
and  not  against  the  contractor  himself,  it  is  common  to  assume 
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that  this  will  be  the  case  in  all  claims  for  damages,  and  to  word 

tbe  clause  accordingly.     The  following  clause  covers  all  of  the 

above  contingencies  in  an  acceptable  manner: 

Said  contractor  further  agrees  that  he  will  indemnify  and 
save  harmless  said  City  and  Board,  and  the  officers  and  agents 
thereof,  from  all  claims,*  suits,  actions,  and  proceedings  of  every 
name  and  description,  which  may  be  brought  against  said  City 
or  Board,  or  the  officers  and  agents  thereof,  for  or  on  account 
of  any  injuries  or  damages  to  persons  or  property  received  or 
sustained  by  any  person  or  persons,  firm  or  corporation,  by  or 
from  said  contractor,  or  by  or  in  consequence  of  any  materials 
or  explosives  used  on  said  work,  or  by  or  on  account  of  any 
improper  material  or  workmanship  in  its  construction,  or  by 
or  on  account  of  any  accident,  or  of  any  other  act  or  omission 
of  said  contractor,  or  his  agents,  or  servants,  and  said  con- 
tractor also  agrees  that  so  much  of  the  money  due,  or  to  become 
due,  to  hini  under  this  contract  as  shall  be  considered  necessary 
by  said  Board,  may  be  retained  by  said  Board  until  all  such 
suits  or  claims  for  damages^  or  otherwise,  as  aforesaid,  shall 
have  been  finally  settled  and  determined,  and  evidence  to  that 
effect  furnished  to  the  satisfaction  of  said  Board. 

E.  K. 

The  following  is  a  common  method  of  wording  this  clause, 

which  defines  the  contractor's  responsibility  without  referring 

to  suits  at  law : 

The  contractor  shall  put  up  and  maintain  such  barriers  and 
red  lights  as  will  effectually  prevent  any  accident  in  conse- 
quence of  his  work,  for  which  the  city  might  be  liable,  and  he 
shall  be  liable  for  all  damages  occasioned  in  any  way  by  his 
acts  or  neglect,  or  that  of  his  agents,  employees,  or  workmen. 

E.  A.  F. 

93.    Protection  against  Claims  for  the  Use  of 

Patents.  When  it  is  anticipated  that  patenjted  appliances  or 
methods  may  be  used  either  by  the  contractor  in  prosecuting 
the  work,  or  as  forming  a  part  of  the  completed  work  itself,  in 
order  that  the  party  authorizing  the  work  may  be  able  to  col- 
lect from  the  contractor  such  fees  as  he  may  be  forced  to  pay 
therefor,  a  special  clause  in  the  specifications  may  be  written 
to  cover  this  case.     This  clause  may  be  as  follows: 

All  fees  for  any  patented  invention,  article  or  arrange- 
ments that  may  be  used  upon  or  in  any  manner  connected  with 
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the  constnicticn,  erection,  maintenance  of  the  work,  or  any 
part  thereof  embraced  in  these  specifications,  shall  be  included 
in  the  price  mentioned  in  the  contract,  and  the  contractor  shall 
protect  and  hold  harmless  the  party  of  the  first  part  against  any 
and  all  demands  for  such  fees  or  claims,  and  before  the  final 
payment  or  settlement  is  made  on  account  of  the  contract,  the 
contractor  must  furnish  acceptable  proof  of  a  proper  and  satis- 
factory release  from  all  such  claims. 

E.  A.  F. 

94.  Assignment  of  the  Contract.*    If  it  is  the 

intention  of  the  party  letting  the  work  that  the  person  or  persons 
who  take  the  contract  shall  perform  the  work  themselves, 
without  subletting  it,  it  is  necessary  to  prescribe  that  this  shall 
be  done  in  order  to  insure  that  it  may  not  be  sublet.  One 
great  objection  to  the  subletting  of  contracts  is  that  the  sub- 
contractor can  not  be  held  directly  by  the  principal,  since 
these  two  have  not  entered  into  contract.  The  principal  can 
only  hold  the  original  contractor,  and  all  dealings  with  the  sub- 
contractor  must  be  through  him.  This  gives  rise  to  delays  and 
unsatisfactory  performance,  and  is  usually  prohibited  by  the 
specifications.  The  following  form  is  adequate  to  this  pur- 
pose: 

Said  contractor  further  agrees  that  he  will  give  personal 
attention  constantly  to  the  faithful  prosecution  of  the  work,  and 
will  not  assign  or  sublet  the  work  or  any  part  thereof,  or  any  of 
the  moneys  or  orders  payable  under  the  contract,  without  the 
previous  written  consent  of  said  board  endoised  on  this  con- 
tract, but  will  keep  the  same  under  his  personal  control;  that 
no  right  under  this  contract,  nor  to  any  moneys  or  orders  due 
or  to  become  due  hereunder,  shall  be  asserted  against  said  city 
or  boards  or  any  department,  officer,  or  officers  thereof,  by 
reason  of  any  so-called  assignment,  in  law  or  equity,  of  this 
contract,  or  any  part  thereof,  or  of  any  moneys  or  orders  paya- 
ble thereunder,  unle>s  such  assignment  shall  have  been  author- 
ized by  the  written  consent  of  said  board  endorsed  on  this 
contract;  that  no  person  other  than  said  contractor  now  has  any 
claim  thereunder,  and  that  no  claim  shall  be  made  excepting 
under  this  specific  clause  of  this  contract,  and  under  that  clause 
relating  to  claim  of  workmen  and  materialmen.  £.   K. 

95.  Contractor  not  Released  by  Subcontracts. 

When  it  is  anticipated    that   a    portion    at   least   of  the    work 

*See  Article  80. 
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will  be  sublet  to  other  contractors,  and  when  in  the  nature  of 
things  this  is  advisable,  it  may  be  specified  that  such  subletting 
of  all  or  of  any  portion  uf  the  work  in  no  Wise  releases  the  con- 
tractor from  full  and  faithful  performance.  The  following 
specifications  would  then  hold : 

No  subcontract  shall  under  any  circumstances  relieve  the 
contractor  of  his  liabilities  and  obligations  under  his  contract ; 
should  any  subcontractor  fail  to  perform  the  work  undertaken 
by  him  in  a  satisfactory  manner,  and  should  this  provision  be 
violated,  the  party  of  the  first  part  may  at  their  optiop  end  and 
terminate  such  contract.  £.  A.  F. 

96.  Abandonment  of  Oontract.  In  most  large  engi- 
neering contracts  it  is  wise  to  provide  foV  the  emergency  of 
abandonment.  This  term  is  here  used  to  include  not  only 
deliberate  and  acknowledged  abandonment  of  the  work  on  the 
part  of  the  contractor,  but  also  such  violations  of  the  contract, 
either  in  the  letter  or  in  the  spirit,  or  such  unnecessary  delay  in 
its  execution  as  may  be  construed  as  a  virtual  abandonment  of 
the  contract,  so  far  as  its  express  fulfillment  is  concerned.  In 
soch  cases  it  may  become  necessary  or  desirable  to  take  the  work 
out  of  the  hands  of  the  contractor  altogether,  and  to  hire  the 
necessary  labor  and  purchase  the  necessary  material,  and  com- 
plete the  work  under  the  direct  superintendence  of  the  engi- 
neer, charging  all  such  items  of  expense  against  the  contractor, 
and  providing  for  the  payment  of  the  same,  even  though  they 
should  exceed  all  moneys  due  the  contractor  on  the  completion 
of  the  work.  While  the  common  law  would  warrant  the  party 
paying  for  the  work  in  assuming  the  control  of  it,  and  charging 
the  cost  of  the  same  against  the  contractor,  in  case  of  his 
express  and  acknowledged  abandonment,  it  would  not  authorize 
the  engineer  in  assuming  control  of  the  work  because  of  delay 
or  other  violations  of  the  terms  of  the  contract.  A  provision 
such  as  the  following  may  therefore  be  inserted : 

Said  contractor  further  agrees  that  if  the  work  to  be  done 
under  this  contract  shall  be  abandoned,  or  if 'this  contract  shall 
be  sublet  or  assigned  by  said  contractor,  or  any  of  the  moneys 
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or  orders  payable  thereunder  shall  be  assigned,  otherwise  than 
as  herein  provided,  or  if  at  any  time  said  chief  engineer  shall 
be  of  the  opinion,  and  shall  so  certify  in  writing  to  said  board, 
that  the  said  work  is  unnecessarily  or  unreasonably  delayed,  or 
that  said  contractor  is  willfully  violating  any  of  the  terms,  cove- 
nants and  agreements  of  this  contract,  or  is  not  executing  this 
contract  in  good  faith,  or  is  not  making  such  progress  in  the 
execution  of  said  work  as  to  indicate  its  completion  within  the 
required  time,  said  board  shall  have  the  power  and  right  to 
notify  said  contractor  to  discontinue  all  work  or  any  part  thereof 
under  this  contract,  and  upon  such  notification  said  contractor 
shall  discontinue  said  work,  or  such  parts  thereof  as  said  board 
may  desigpiate ;  and  said  board  shall  thereupon  have  the  power 
to  employ  by  contract,  or  otherwise,  and  in  such  manner  and  at 
such  prices  as  it  may  determine,  any  persons  and  obtain  any 
animals,  carts,  wagons,  appliances,  implements,  tools,  and 
other  means  of  construction,  which  it  may  deem  necessary  to 
work  at  and  be  used  to  complete  the  work  herein  described,  or 
such  part  thereof  as  said  board  may  have  desigpiated;  also,  the 
power  to  use  such  appliances,  implements,  tools,  and  materials 
and  means  of  construction  of  every  description  as  may  be  found 
upon  the  line  of  said  work,  both  such  as  enter  into  the  com- 
pleted work,  and  such  as  are  necessarily  used  in  and  about  the 
same  in  the  course  of  constniction,  and  to  procure  other  proper 
materials  for  the  completion  of  the  same ;  also  to  charge  the 
expense  of  all  of  said  labor,  materials,  animals,  carts,  wagons, 
appliances,  implements,  tools  and  means  of  construction  to  said 
contractor;  and  the  expense  so  charged  shall  be  deducted  and 
paid  by  said  board  out  of  such  moneys  as  may  be  due  or 
become  clue  at  any  time  thereafter,  to  said  contractor  under  this 
contract,  or  any  part  thereof.  In  case  such  expense  is  less  than 
the  sum  which  would  have  been  payable  under  this  contract  if 
the  same  had  been  completed  by  said  contractor,  it  is  agreed 
that  said  contractor  shall  be  entitled  to  receive  the  difference ; 
and  in  case  such  expense  shall  exceed  the  sum  which  would 
have  been  payable  under  this  contract  if  the  same  had  been 
completed  by  said  contractor,  then  said  contractor  shall  pay 
the  amount  of  such  excess  to  said  city,  on  notice  from  said 
board  of  the  excess  so  due.  It  is  further  agreed  that  neither  an 
extension  of  time,  for  any  reason,  beyond  that  fixed  herein  fpr 
the  completion  of  the  work ;  nor  the  performance  and  the  accept- 
ance of  any  part  of  the  work  called  for  by  this  contract,  shall  be 
deemed  to  be  a  waiver  by  said  city  of  the  right  to  assume  qonr 
trol  of  this  contract  for  the  reasons  and  in  the  manner  hereinbe- 
fore provided.  E.  K.    ' 

97.    Oancellation  of  Oontract  for  Default  of  Oon- 

traotor«     In  the  previous  case  it  was  provided  that  under  cer* 
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lainconlingcncies  the  pnrty  of  the  Brst  part  would  be  warranted 
ID  aMuming  entire  control  of  the  work,  and  completing  it  under 
ihe  cotitrsct,  and  for  the  contractor.  His  agency  in  the  matter 
being  tlioplaced  by  that  of  the  engineer,  because  either  of 
(TOM  violation  of  the  contract,  or  for  incompetency  or  unwill- 
inenes*  to  carry  it  out.  That  clause  provided,  therefore,  that 
Ibe  engineer  ihould  under  such  contingencies  be  appointed  to 
nrry  out  the  contract  with  the  party  of  the  second  part,  tn  his 
knead,  the  contract  itself,  bowever,  still  remaining  in  force,  and 
|tbe  finftl  settlement  to  be  made  in  accordance  with  its  terms. 

For  a  similar  set  of  contingencies  as  above  described,  the 
I  patty  of  the  first  part  may  prefer  to  cancel  the  contract  alto- 
Igether,  and  instead  of  completing  the  work  under  the  auper- 
■  Tision  of  tbe  engineer,  he  may  prefer  to  let  a  new  contract  for 
!  carrying  on  of  the  work.  To  do  this,  the  contract  itself 
'  must  be  rescinded  or  canceled,  and  in  order  to  give  the  party 
of  the  first  part  the  legal  authority  for  doing  this,  a  clause  such 
u  tbe  following  may  be  inserted.  Here  all  moneys  due  u])on 
L(be  contract  at  the  time  the  contract  is  canceled  will  be  fur- 
■feited  to  the  first    party.     See  article  49. 

In  lieu  of  the  exercise  of  the  power  hereinbefore  given,  in 
CIM  of  said  contractor*!  default,  to  employ  workmen,  pur- 
chase tools  and  maieriaU,  and  complete  the  work,  said  board 
leserves  the  right  and  option,  instead  thereof,  to  annul  and  can- 
cel tJiis  contract  and  relet  the  work,  or  any  part  thereof,  and 
laid  contractor  shall  not  be  entitled  to  any  claim  for  damages 
00  account  of  sitch  annulment,  nor  shall  such  annulment  affect 
tbe  right  of  said  city  to  recover  damages  which  may  arise  from 

tlucli  failure  on  the  part  of  said  contractor  to  fulfill  the  terms  of 
lis  contract.     And  in  case  of  such   annulment  all   moneys  due 

'tdid  contractor,  or  ret:iined  under  the  terms  of  this  contract, 
shall  be  forfeited  to  said  city,  and  be  p.iid  to  the  credit  of  the 
tuud  for  extending  water  pipe  in  said  city:  but  such  lorfeiture 
ihall,  however,  not  release  said  contractor,  or  bis  sureties  for 
tbe  fullillmcnt  of  this  contract,  and  said  contractor  and  his 
sureties  shall  be  credited  with  the  amount  of  the  moneys  so 
forfeited  towurd  any  greater  sum  that  they  may  become  liable 
(or  to  laid  city  on  account  of  the  default  of  said  contractor. 

E.  K. 
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98.  Workmen's  Quarters  and  Other  Temporary 

Buildings.  It  it  usually  necessary  for  the  contractor  to  erect 
temporary  buildings  for  the  protection  of  his  tools  and  machin- 
ery, or  for  office  purposes,  and  sometimes,  when  the  work  is  at 
a  distance  from  boarding  house  facilities,  it  is  necessary  for 
him  to  provide  temporary  quarters  for  his  labor.  The  loKcation, 
erection,  and  removal  of  such  temporary  structures  should  also 
be  subject  to  the  approval  of  the  engineer  in  charge.  If  tem- 
porary quarters  for  workmen  are  not  really  necessary,  it  is  best 
to  prohibit  them,  at  least  to  prohibit  their  erection  on  the  prop- 
erty belonging  to  the  party  of  the  first  part.  The  following  ia 
an  example  of  such  a  clause: 

The  contractor  may  build  such  sheds,  storehouses,  etc.^ 
as  are  necessary  for  the  work,  but  the  location  of  such  sheds, 
etc.,  must  be  such  as  will  not  interfere  with  the  work  of  other 
contractors,  and  must  be  approved  by  the  water  commissioner. 
No  buildings,  sheds,  or  tents  to  be  used  as  quarters  for  work- 
men or  teams  will  be  allowed  on  the  city  property.* 

M.  L.  H. 

99.  Gleaning  up  after  Completion.    In  nearly  all 

kinds  of  engineering  construction  the  grounds  surrounding  or 
along  the  line  of  the  work  are  necessarily  more  or  less  defaced 
and  encumbered  by  various  disturbances  of  the  surface,  or  by 
refuse  and  waste  material,  temporary  buildings,  etc.,  and  it  is 
usually  made  the  business  of  the  contractor  on  the  completion 
of  the  work  to  clear  up  the  grounds,  and  to  put  them  in  as  pre- 
sentable a  condition  as  practicable.  This  does  not  involve  any 
grading  or  removal  of  earth,  unless  it  be  the  excess  or  waste 
which  remains  on  the  natural  surface  from  his  own  excavations. 
It  does,  however,  include  the  cleaning  up  of  his  own  work, 
whether  it  be  buildings,  foundations,  masonry,  conduits,  pits, 
etc.  The  following  is  such  a  clause  written  to  cover  the  case 
of  waterworks  engine  pits: 

When  the  work  is  completed,  all  pits,  pipes,   chambers, 
conduits,  etc.,  shall  be  carefully  cleaned  out.     The  surround- 


•  To  which  might  b«  added  the  following:    Suitable  privy  coaTanlaaeaa  ahaO  bt 
erected,  as  directed  by  the  enfineer,  for  the  ose  of  the  worlcmea,  and  thair  aaa  la 
obligatoty.    The  committing  of  nuisancaa  la  proliibited  oa  aU  paita  of  the  pnmiaaa- 
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ing  grounds  shall  be  cleared  of  all  rubbish  ca^ised  by  construc- 
tion, all  sheds,  etc.,  and  left  in  a  neat  and  presentable  condi- 
tion. M.  L.  H. 

100.  Bemoval  of  Oondemned  Material.  When- 
ever any  material  which  has  been  brought  upon  the  ground  by 

the  contractor  has  been  inspected  and  rejected  by  the  engineer, 
or  his  assistants,  it  should  at  once  be  removed  from  the  line  of 
the  work,  in  order  to  prevent  its  use  when  the  engineer  or  his 
inspectors  are  not  present.  To  further  insure  against  the  use 
of  condemned  material  by  the  contractor,  it  is  sometimes 
specified  that  all  such  material  shall  be  stored  by  the  contractor 
b  a  specified  place,  where  it  shall  be  kept  under  lock  anc)  key, 
tnd  under  the  control  of  the  engineer  only.  In  case  the  con- 
tractor declines  to  remove  such  material  from  the  line  of  the 
work,  or  declines  to  take  out  any  defective  work,  there  should 
be  a  provision  authorizing  the  engineer  to  do  this  at  the  con- 
tractor's expense.     The  following  clause  may  be  used: 

Defective  work  and  material  may  be  condemned  by  the 
engineer  at  any  time  before  the  final  acceptance  of  the  work, 
and  when  such  work  has  been  condemned  it  shall  be  imme- 
diately taken  down  by  the  contractor,  and  rebuilt  in  accordance 
with  the  plans  and  specifications.  When  defective  material 
has  been  condemned,  it  shall  be  at  once  removed  from  the  line 
of  the  work,  and  stored  as  directed  by  the  engineer,  or  other- 
wise disposed  of  to  his  satisfaction.  In  case  the  contractor 
shall  neglect  or  refuse  to  remove  or  replace  any  rejected  work 
or  material  after  a  written  notice,  within  the  time  designated 
by  the  engineer,  such  work  or  material  shall  be  removed  or 
replaced  by  the  engineer  at  the  contractor's  expense. 

M.  L.  H. 

101.  Relations  to  Other  Oontractors.  Where  more 

than  one  contractor  is  expected  to  be  engaged  simultaneously 

upon  the  same  work,  it  is  well  to  insert  a  clause  in  the  specifi- 

cationa  defining  the  obligation  of  each  of  these  contractors  to 

the  others  in  certain  particulars  as  follows : 

The  contractor  is  required  so  far  as  possible  to  so  arrange 
his  work  and  to  so  dispose  of  his  materials  as  will  not  interfere 
with   the  work  or  storage   of  materials   of  other  contractors 
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engaged  upon  tfae<  work.  He  is  also  required  to  join  his  work 
to  that  of  others  in  a  proper  manner,  and  in  accordance  with 
the  spirit  of  the  plans  and  specifications,  and  to  perform  his 
work  in  the  proper  sequence  in  relation  to  that  of  other  con- 
tractors, and  as  may  be  directed  by  the  engineer. 

M.  L.  H. 

102.  Provision  for  Drainage.  Where  the  natural 
surface  drainage  is  likely  to  be  interfered  with  by. the  work  of 
the  contractor,  it  may  be  specified  that  he  shall  maintain  pro- 
vision for  such  surface  drainage  during  the  progress  of  the 
work,  and  that  he  will  be  held  liable  for  all  damages  from  his 
neglect  to  comply  with  this  provision.  The  clause  may  read  as 
follows : 

If  it  is  necessary  in  the  prosecution  of  the  work  to  inter- 
rupt or  obstruct  the  natural  drainage  of  the  surface,  or  the  flow 
of  artificial  drains,  the  contractor  shall  provide  for  the  same 
during  the  progress  of  the  work  in  such  a  way  that  no  damage 
shall  result  to  either  public  or  private  interests.  For  any 
neglect  to  so  provide  for  either  natural  or  artificial  drainage 
which  he  may  have  interrupted,  he  shall  be  held  liable  for  all 
damages  which  may  result  therefrom  during  the  progress  of  the 
work. 

103.  Provision  for  Public  Traffic.    If  it  becomes 

necessary  in  the  prosecution  of  the  work  to  obstruct  the  public 

streets  or  sidewalks,   and  if  it  is  practicable  to  carry  on  the 

work  without  closing  these  streets  against  all  traffic  it  should  be 

specified  that 

The  contractor  shall  make  suitable  and  adequate  provi- 
sion for  the  safe  and  free  passage  of  persons  and  vehicles  by, 
over,  or  under  the  work,  while  in  progress.  Such  provision  to 
be  made  to  the  satisfaction  of  the  engineer. 

E.  A.  F. 

104.  Oontractor  to  Keep  Foreman  or  Head 
Workman,  and  also  Copy  of  Plans  and  Specifications 

on  the  Ground.  Whenever  work  is  visited  by  the  engineer 
or  his  assistants  or  inspectors,  the  plans  and  specifications 
should  be  available  for  examination  and  if  instructions  are  to 
be  given  for  the  further  prosecution  of  the  work  or  for  any 
changes  or  corrections,  some  responsible  person  should  always 
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be  present  who  is  authorized  to  receive  such  instructions  for  the 
contractor,  as  his  agent.  In  this  case  the  instructions  given  to 
this  agent  have  all  the  leg^al  force  which  they  would  have  if 
given  directly  to  the  contractor.  This  clause  may  read  as  fol- 
lows: 

At  all  times  when  work  is  in  progp'ess,  there  shall  be  a 
foreman  or  head  workman  on  the  grounds,  and  also  copies  of 
the  plans  and  specifications.  Instructions  given  to  such  fore- 
man or  head  workman  shall  be  considered  as  having  been 
given  to  the  contractor. 

E.  A.  F. 

105.  Cost  of  Examination  of  Completed  Work. 

Whenever  the  engineer  desires  to  examine  work  which  has  been 
completed  in  whole  or  in  part,  this  examination  involving  the 
tearing  down  of  some  portion  of  the  work,  and  a  corresponding 
expense  both  in  taking  down  and  in  reconstructing  it,  it  is  only 
fair  to  provide  that  in  case  the  work  should  be  found  to  have 
been  performed  in  accordance  with  the  contract,  the  cost  of 
tearing  down  and  rebuilding  should  be  paid  by  the  party  of  the 
first  part ;  but  if  it  should  be  found  that  the  work  had  not  been 
constructed  according  to  the  contract,  this  cost  should  fall  upon 
the  contractor.     The  following  is  such  a  clause: 

Whenever  required  by  the  water  commissioner,  the  con- 
tractor shall  furnish  all  tools  and  labor  necessary  to  make  an 
examination  of  any  work  completed  or  in  progress  under  this 
contract.  If  the  work  so  examined  is  found  to  be  defective  in 
any  respect,  or  not  in  accordance  with  this  contract  and  specifi- 
cations, the  contractor  shall  bear  all  expenses  of  such  examina- 
tion and  of  satisfactory  reconstruction. 

If  the  work  so  examined  is  found  to  be  in  accordance  with 
the  specifications  and  contract,  the  expense  of  examination  and 
reconstruction  will  be  estimated  to  the  contractor  at  a  fair  price 
to  be  determined  by  the  water  commissioner. 

M.  L.  H. 

106.  Faults  to  be  Oorrected  at  any  Time  before 

Final  Acceptance.  It  should  usually  be  understood  between 
the  parties  that  no  act  of  the  engineer  or  of  the  inspectors  should 
be  construed  as  final  acceptance  of  any  portion  of  the  work, 
unleat  it  is  specifically  so  declared  in   writing  by  the   engineer. 
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Also  that  any  failure  to  detect  faulty  or  incomplete  perform- 
ance before  the  time  of  final  acceptance  should  not  be  con- 
strued as  an  acceptance  of  the  work.  After  the  final  accept- 
ance by  the  engineer,  the  contract  is  no  longer  binding  on  the 
contractor  in  the  way  of  requiring  specific  performance,  but  a 
reservation  may  be  entered  in  the  contract  in  accordance  with 
which,  if  any  defect  or  fault  should  subsequently  appear  which 
was  undetected  before  the  time  of  final  acceptance,  the  party 
of  the  first  part  should  have  the  right  to  recover  damages  for 
such  fault  or  defect  A  clause  to  this  latter  effect  is  not  usu- 
ally inserted,  but  it  is  legitimate  if  the  circumstances  should 
seem  to  require  it.  The  circumstances  might  require  it  when 
the  work  is  of  such  a  character  that  faults  could  not  readily  be 
detected  until  the  works  had  been  put  in  operation.  The  fol* 
lowing  is  an  example  of  such  a  combined  clause : 

Failure  or  neglect  on  the  part  of  the  engineer  or  any  of 
his  authorized  agents  to  condemn  or  reject  bad  or  inferior  work 
or  materials,  shall  not  be  construed  to  imply  an  acceptance  of 
such  work  or  materials  if  it  becomes  evident  at  any  time  prior 
to  the  final  acceptance  of  the  work  and  release  of  the  contrac- 
tor by  the  party  of  the  first  part ;  neither  shall  it  be  construed 
as  barring  the  party  of  the  first  part,  at  any  subsequent  time, 
from  the  recovery  of  damages  or  of  such  a  sum  of  money  as 
may  be  needed  to  build  anew  all  portions  of  the  work  in  which 
fraud  was  practiced  or  improper  material  hidden,  whenever 
found. 

107.  Suryeys,  Measurements,  and  Estimates  of 
Quantities  not  Guaranteed  to  be  Correct.    It  is  not 

usually  possible  to  give  in  advance  complete  measurements, 
dimensions,  and  estimates  for  all  parts  of  the  work.  Especially 
is  this  true  of  the  more  detailed  dimensions.  It  should  always 
be  understood,  therefore,  that  the  contractor  must  be  responsi- 
ble for  the  proper  adjustment  of  the  dimensions  and  details  of 
the  different  parts  of  the  work  to  each  other  and  that  the 
dimensions  and  figures  given  on  the  plans  and  specifications 
are  always  subject  to  changes  during  the  progress  of  the  work. 
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The  following  clause  refers  especially  to  the  constructioa  of  a 
Iteei  viaduct:* 

Coatractora  are  also  required  to  check  all  leading  dimen- 
lions  and  clearances  as  a  whole  and  in  detail,  the  fitting  of  all 
details,  and  to  become  responsible  for  the  exact  position  and 
etcvHtioa  of  all  parts  of  the  work,  which  will  only  primarily  be 
located  by  the  engineer  of  the  department  of  public  parks. 
Tbey  will  maintain  their  own  field  engineering,  that  of  the  city 
being  for  the  purposes  of  original  lay-out,  inspection,  and 
checking.  The  contractor  must  provide  and  maintain  such 
facilities  for  the  engineer  or  his  assistants  as  he  may  require 
for  the  convenient  examination  and  inspection  of  the  work  in 
progress,  fie  will  pav  the  cost  of  testing  all  material  in  labora- 
loriea  or  shops,  and  the  coat  of  such  mill  and  shop  inspection 
■t  he  may  be  called  upon  to  perform  in  addition  to  that  fur- 
nished by  the  engineer,  the  selection  of  such  laboratory  or 
inspectors  being  dictated  by  the  engineer,  to  whom  thej  will 
report.  He  will  furnish  such  monthly  progress  photographs  as 
toay  be  required  to  maintain  the  record.  A.  P.  B. 

108.  The  Contract  Subject  to  Interpretation  and 
Change  by  the  Engineer  in  the  Following  Particu- 
lars :t 

(a)     Where  meaning  is  obscure  and  uncertain. 
(^)     As  to  what  is  implied  beyond  tliat  which  is  spedfic- 
ally  described. 

(c)     la  case  of  discrepancies  between  plans  and  specifica- 
I  lions. 

(^     In  case   changes  of  plans   or  methods  of  work  are 
[  afterwards  decided  upon. 

Since  the  engineer  is  the  author  of  the   specifications,    he 

[  evidently  is  the  proper  party   to   interpret    their    meaning.     It 

goes  without  saying  that  the  specifications   and  plans  should  be 

It  clear  and  definite   as    possible   in   sll   particulars,   but   it   ia 

I  ()uite  Impossible  to  free  language  from  many  inherent  defects, 

I  ueitber  ia  it  practicable  to  describe  minutely  and  in  detail  all 


I 
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parts  of  the  work.  There  will,  therefore,  usually  be  some 
uncertainty  as  to  the  real  meaning  of  the  words  used  in  the 
specifications,  or  even  of  the  drawings  themselves,  and  many 
of  the  details  of  the  work  must  be  understood  by  implication, 
rather  than  described  in  either  the  specifications  or  the  plans. 

Occasionally  also  by  some  oversight  the  plans  and  specifi- 
cations will  not  agree.  This  usually  results  from  changes  of 
plan  after  one  or  the  other  has  been  drawn,  such  changes  being 
made  in  the  one  place  and  not  in  the  other.  As  a  rule  the 
specifications  control,  rather  than  the  plans,  and  the  figures  on 
the  plans  control,  rather  than  the  actual  dimensions  of  the 
drawing^  when  taken  to  scale.  The  engineer  should,  however, 
be  at  liberty  to  determine  what  the  real  meaning  was  intended 
to  be  in  all  casc;^  of  discrepancies. 

Very  few  contracts  for  large  works  are  carried  out  from 
beginning  to  completion  without  changes  being  introduced  in 
both  the  plans  and  in  the  specifications  during  the  progress  of 
the  work.  These  changes  may  arise  from  a  newly  devised 
method  or  plan  which  may  be  considered  superior,  or  from 
unlooked  for  obstacles  met  with  in  the  work,  or  from  sugges- 
tions on  the  part  of  the  contractor  himself.  They  also  are 
frequently  made  in  order  to  reduce  the  cost  of  the  work,  and 
on  the  other  hand  are  sometimes  made  in  order  to  improve  its 
character.  It  should  be  understood,  therefore,  that  the  engineer 
has  the  privilege  of  making  such  changes  in  the  pl^ns  and 
specifications  at  any  time. 

So  far  as  the  engineer  may  add  to  the  plans  or  specifica- 
tions by  way  of  interpretation  of  their  true  meaning,  as  in  (a) 
and  (3),  such  supplementary  and  explanatory  matter  should 
not  involve  any  change  in  the  contract  price. 

In  the  matter  of  discrepancies,  however,  between  plans 
and  specifications,  if  the  contractor  can  show  that  he  based  his 
estimate  on  one  of  these  to  the  exclusion  of  the  other,  and  when 
interpreted  by  the  engineer,  he  finds  he  had  estimated  on  a  plan 
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materially  cheaper  than  that  now  required,  it  would  be  but  just 
and  right  to  allow  him  the  difference  in  the  cost,  since  he  had 
the  right  to  suppose  that  the  plans  and  specifications  were  in 
accord. 

When  changes  are  introduced  in  the  plans  or  specifica- 
tions after  the  contract  is  let,  such  changes  create  a  new  con- 
tract, and  as  a  matter  of  course  there  must  be  a  new  agreement 
u  to  compensation.*  Without  a  special  clause  authorizing  such 
changes  neither  party  could  change  the  terms  of  the  contract 
against  the  will  of  the  other  without  breaking  it.  Furthermore 
without  some  understanding  as  to  hqw  the  compensation  should 
be  determined  for  such  change  in  plans  or  specifications,  the 
party  of  the  first  part  would  be  at  the  mercy  of  the  contractor 
in  this  matter,  and  he  c6uld  charge  an  extravagant  price  for 
iuch  changes,  and  there  would  be  no  remedy.  The  following 
is  a  suitable  clause,  covering  all  these  matters: 

Said  contractor  also  agrees  that  said  chief  engineer  shall 
decide  as  to  the  meaning  and  intent  of  any  portion  of  the  fore- 
going specifications,  or  of  the  plans,  where  the .  same  may  be 
found  obscure  or  in  dispute ;  and  said  chief  engineer  shall  have 
the  right  to  correct  any  errors  or  omissions  therein,  when  such 
corrections  are  necessary  to  the  proper  fulfillment  of  the  inten- 
tion of  said  plans  and  specifications ;  the  action  of  such  cor- 
rection to  date  from  the  time  said  chief  engineer  gives  due 
notice  thereof.  And  it  is  also  agreed  by  said  contractor  that 
said  board  may,  at  any  time,  make  any  changes  in  the  location, 
form,  dimensions,  grades,  and  alignments,  and  may  make  any 
variations  in  the  quantity  of  the  work  to  be  done,  as  exhibited 
in  the  advertisement  or  notice  of  letting  hereto  attached,  or  in 
the  form  of  proposal  or  bid  for  said  work,  and  may  entirely 
exclude  any  of  the  items  of  work  relating  to  said  quantities  at 
any  time,  either  before  the  commencement  of  the  work,  or 
during  its  progress,  without  thereby  altering  or  invalidating 
any  of  the  prices  herein  named,  or  this  contract  in  any  other 
respect ;  should  such  action  diminish  the  amount  of  work  that 
would  otherwise  be  done,  no  claim  shall  be  made  for  damages 
on  the  ground  of  loss  of  anticipated  profits  on  work  so  dis- 
pensed with ;  and  should  such  action  be  taken  after  the  com- 
mencement of  any  particular  piece  of  work,  and  result  thereby 
in  extra  cost  to  said  contractor,  said  chief  engineer  shall  certify 
to  said  board  the  amount  to  be  allowed  therefor,  which  he  shall 

S«e.  as  as  to  the  release  of  the  sureties  by  such  changes,  and  the  provisions  for 
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consider  fair  and  equitable,  as  between  the  parties,  and  his 
decision,  when  approved  by  said  board,*  shall  be  final  and 
conclusive.  '  £.  K. 

109.    Settlement  of  Disputes. t    While  the  contract 

lies  between  the  party  paying  for  the  work,  being  the  party  of 
the  first  part,  and  the  contractor  who  does  the  work,  being  the 
party  of  the  second  part,  the  contract  itself  is  administered  and 
enforced  by  the  engineer,  who  is  usually  employed  by  the  party 
of  the  first  part.     It  is  well  understood  also  that  the .  engineer 
is  supposed  to  act  always  in  a  strictly  professional  and  admin- 
istrative capacity,  that  he  has  no  personal  interest  in  favor  of, 
or  against  either  party,  and  that  his  sole  object  is  to  see  that 
the  contract  is  faithfully  carried  out  in  accordance  with  its 
express  terms  and  real  meaning.     It  is  also  recognized  that  he 
is  the  most  competent  person  to  determine  all  differences  and 
disputes,  where  these  arise  between  the  parties  to  the  contract, 
or  between  two  or  more  contractors  engaged  upon  the  same 
work.     It  is  proper  and  right,   therefore,  that  he  should  be 
made  the  referee  in  all  cases  of  dispute  or  misunderstanding, 
and  that  his  position   as  arbitrator  should  be  made  final  and 
conclusive  in  the  premises.     If  it  be  expressly  agreed  upon 
between  the  parties  themselves  that   the'  engineer  shall  act  in 
this  capacity,  then  his  decision  does  become  binding  and  final 
upon  the  parties,  even  to  the  exclusion  of  the  action  of  the 
courts,  unless  it  can  be  shown  that  the  engmeer  acted  through 
prejudice,  or  ignorance,  or  fraud.     As  it  is  usually  very  diffi- 
cult to  establish  a  case  against  the  engineer  on  either  of  these 
grounds,  a  clause  such  as  the  following  usually  acts  to  settle  all 
disputes  and  to  keep  such  controversies   out   of   the  courts. 
Honesty  and  fairness  is  also   so   common  a  characteristic  of 
engineers  that  a  clause  such  as  the  following  is  nearly  always 
acceptable  to  both  parties,  and  very  seldom  results  in  injustice 
being  done  to  either  party. 

^TUs  decUioB  of  Uie  engineer  is  oeiudly  made  final  and  condotiTe  witkovi 
•yi^val  by  hie  principal. 
fSee  articles  is  and  14. 
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To  prevent  all  disputes  and  litigation,  it  is  further  agreed 
by  ind  between  the  parties  to  this  contract,  that  said  chief 
engineer  shall  be  the  referee,  in  all  cases,  to  determine  the 
amount,  quality,  acceptability,  and  fitness  of  the  several  kinds 
of  work  which  are  to  be  paid  for  under  this  contract,  and  to 
decide  upon  all  questions  which  may  arise  as  to  the  fulfillment 
of  laid  tontract  on  the  part  of  satd  contractor,  and  his  decision 
and  determination,  when  approved  by  said  board'  shall  be 
final  and  conclusive.  Said  contractor  shall  also  afford  all 
reasonable  facilities  for  access  to  his  wurk  to  any  other  parties 
or  contractors  who  may  be  doing  extra  work  or  be  working  on 
a  section  of  the  conduit  adjacent  to  his  own,  and  any  difference 
which  may  arise  between  two  contractors  in  regard  to  their 
idjoining  work  is  to  be  adjusted  by  said  chief  engineer,  whose 
decision  in  the  matter  shall  be  final  and  binding  upon  both  par- 
ties.t  E.  K. 

110.  Elxtra  Work.t  While  all  changes  in  plans  and 
specifications  have  been  provided  for  in  section  loS,  it  is  well  to 
insert  «  special  clause  on  the  subject  of  extra  work.  It  is  com- 
mon for  contractors,  on  the  completion  of  a  piece  of  work,  to 
bring  in  a  bill  of  extras,  which  they  claim  represents  work 
which  they  were  asked  to  perform,  and  which  was  not  included 
in  the  plans  or  specifications,  and  which  was  not  specially  pro- 
vided  for  by  particular  agreement  with  the  engineer  with  the 
corresponding  compensation  to  be  paid  for  it.  What  the  con- 
tractor's ideas  or  intentions  may  be  on  this  subject  does  not 
osually  develop  until  the  work  has  been  fully  completed 
ind  the  time  of  final  settlement  has  arrived.  In  many  instances 
It  is  then  loo  late  to  determine  the  exact  facts  concerning  this 
txtra  work,  either  because  of  the  incompleteness  of  the  records. 
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or  because  of  the  impracticability  of  making  the  necessary 
measurements.  Such  a  bill  of  extras,  therefore,  brought  in  at 
the  time  of  settlement  is  always  the  source  of  a  certain  amount 
of  difficulty  and  irritation,  and  when  the  piece  of  work  extends 
over  a  considerable  length  of  time,  such  a  contingency  as  above 
described  should  be  prevented  by  requiring  all  such  bilk  of 
extras  to  be  presented  from  month  to  month.  .  Furthermore,  it 
is  desirable  also  that  the  contractor  should  reveal  to  the  engi- 
neer his  intentions  in  regard  to  claims  for  extras,  before  such 
extra  work  is  executed.  In  this  case  if  he  will  not  accept  of  the 
price  fixed  by  the  engineer  for  doing  such  work  the  engineer 
should  have  the  privilege  of  letting  this  extra  work  to  another 
party.  In  this  way  extravagant  prices  for  such  work  could  be 
prevented,  and  disputes  avoided,  and  the  following  is  given  as 
a  good  example  of  such  a  clause,  on  a  piece  of  work  which 
extended  over  a  considerable  period  of  time : 

No  claim  for  extra  work  shall  be  considered  or  allowed, 
unless  such  extra  work  shall  have  been  previously  ordered  by 
said  engineer,  in  writing.  The  claims  for  such  extra  work, 
when  so  ordered,  shall  be  presented  to  such  board  on  or  before 
the  15th  day  of  the  month  following  that  in  which  said  extra 
work  was  done,  otherwise  such  claims  during  that  month  will 
be  forfeited  and  waived.  In  case  any  extra  work  shall  be 
required  in  the  proper  performance  of  the  work  contemplated 
to  be  done  under  this  contract,  it  is  understood  that  said  board 
reserves  the  right  to  have  such  extra  work  done  by  any  other 
person,  firm,  or  corporation  than  the  said  contractor,  unless  an 
agreement  upon  the  prices  to  be  paid  for  such  extra  work  can 
promptly  be  reached  between  said  board  and  contractor.  Should 
said  extra  work  be  let  to  any  other  person,  firm,  or  corporation 
than  said  contractor,  said  contractor  further  agrees  that  he  will 
not,  in  any  way,  interfere  with,  or  molest  such  person,  firm,  or 
corporation,  and  that  said  contractor  will  suspend  such  part  of 
the  work  herein  specified,  or  will  carry  on  the  same  in  such  a 
manner  as  he  may  be  ordered  by  said  engineer,  so  as  to  afford 
all  reasonable  facilities  for  aoing  such  extra  work;  but  said 
contractor  agrees  to  make  no  claim  for  damages,  or  for  any 
privileges  or  rights,  other  than  expressed  by  this  contract,  by 
reason  of  the  suspension  and  the  doing  of  such  extra  work, 
except  for  an  extension  of  time  to  perform  this  contract,  as  may 
be  certified  to  said  board  in  writing  by  said  chief  engineer,  and 
approved  by  said  board.  E.  K. 
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111.  Definition  of  ''Engineer"  and  ''Contractor." 

While  it  is  not  at  all  necessary  as  a  rule  to  define  the  terms 
"Engineer,"  ** Contractor,"  **Board,"  etc.,  it  is  usually  well  to 
insert  such  a  definition,  to  prevent  any  legal  quibble  in  case 
suit  is  brought  by  either  of  the  parties  to  the  contract.  In  this 
definition  also  the  agency  of  persons  acting  for  either  of  the 
principals  or  for  the  engineer  is  also  defined. 

Wherever,  the  word  •*engineer"  is  used  herein,  it  shall  be 

and  is  mutually  understood  to  refer  to and  to  his  properly 

authorized  agents,  limited  by  the  particular  duties  entrusted  to 
them. 

Wherever  the  word  •'contractor"  is  used  herein,  it  shall  be 
and  IS  mutually  understood  to  refer  to  the  party  or  parties  con- 
tracting to  perform  the  work  to  be  done  under  this  contract,  or 
the  legal  representatives  of  such  party  or  parties. 

E.  A.  F. 

112.  Documents  Composing  the  Contract.    While 

in  common  law  all  the  documents,  acts,  agreements,  public 
advertisements,  etc.,  which  relate  to  or  serve  to  explain  theiull 
meaning  and  intent  of  the  contract,  are  made  portions  of  such 
contract,  it  is  well  also  to  specify  particularly  what  docu- 
ments combine  to  make  what  is  understood  by  the  parties  as 
**the  contract."  This  clause  is  frequently  inserted  in  the 
enacting  agp'eement,  which  may  or  may  not  precede  the  speci- 
fications proper.  It  is  here  inserted  as  a  clause  in  the  specifi- 
cations, but  perhaps  more  properly  belongs  in  what  is  sometimes 
designated  more  specifically  as  ••the  contract."  The  clause 
may  read  as  follows : 

It  is  understood  by  the  contracting  parties  that  the  follow- 
ing documents  are  essential  portions  of  the  complete  contract : 
The  advertisement,  the  instructions  to  bidders,  the  proposal,  all 
drawings,  maps,  and  plans,  hereto  attached  or  herein  described, 
the  specifications,  specific  contract,  and  the  contractor's  bond. 

113.  Meaning  Understood.    It  is  not  unusual  for 

contractors  to  enter  a  plea,  either  during  construction  or  on 
final  settlement,  that  such  and  such  parts  of  the  specifications 
were  not  understood,  and  that  their  bids  were   made   under  a 
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misapprehension.     To  prevent  the  making  of  sach  a  claim  the 

following  may  be  inserted : 

Said  contractor  hereby  admits  that  he  has  read  each  and 
every  clause  in  this  contract,  and  fully  understands  the  mean- 
ing of  the  same,  and  hereby  agrees  that  he  will  comply  with  all 
the  terms,  covenants  and  agreements  herein  set  forth.    £.  K. 

114.    Provision  for  the  Arbitration  of  Disputes. 

The  following  provision  for  reference  of  disputes  to  arbitrators 
as  a/^condition  precedent"  to  legal  action  is  recommended: 

In  the  event  of  disagreement  between  the  company  and 
the  contractor,  they  shall  submit  the  matter  to  arbitration,  the 
company  choosing  one  arbitrator,  and  the  contractor  one,  and 
the  two  thus  chosen  to  select  a  third. 

The  decision  of  such  arbitrators,  or  a  majority  of  them, 
shall  be  made  in  writing  to  both  parties,  and  when  so  made 
shall  be  binding  on  the  parties  thereto. 

The  entire  expense  of  such  arbitration  shall  be  borne  by 
the  party  against  whom  the  decision  is  rendered,  or  in  event  of 
a  compromise  decision,  shall  be  borne  by  both  parties  in  such 
proportion  as  the  arbitrators  may  decide.  Such  arbitration 
is  intended  to  avoid  litigation  and  a  written  offer  to  submit 
thereto  by  either  party,  followed  by  such  arbitration  (if  said 
offer  is  accepted  and  acted  upon  within  twenty  (20)  days  after 
the  same  is  made)  shall  be  a  condition  precedent  to  any  action 
at  law  by  either  party  under  this  contract.  R.  H. 

114a.    No  Waiver  of  Legal  Rights.    In  large  and 

complicated  work  it  is  well  to  insert  a  kind  of  blanket  clause 
against  a  misconstruction  of  any  act  of  the  engineer,  or  of  his 
assistants,  or  of  the  owner,  by  making  such  act  a  bar  against 
the  final  enforcement  of  the  contract  in  all  its  parts,  not  actually 
prohibited  by  such  antecedent  acts.  The  following  is  a  good 
form  for  such  a  clause: 

Neither  the  inspection  of  the  company,  engineer,  or  any 
of  its  employes,  nor  any  order,  measurement  or  certificate 
by  the  ensjineer,  nor  any  order  by  the  company  for  the  pay- 
ment of  money,  nor  any  payment  for,  nor  acceptance  of,  the 
whole  or  any  part  of  the  work  of  the  engineer  or  company, 
nor  any  extension  of  time,  nor  any  possession  taken  by  the 
company  or  its  employes,  shall  operate  as  a  waiver  of  any 
provision  of  this  contract,  or  of  any  power  herein  reserved  to 
the  company,  or  any  right  to  damages  herein  provided;  nor 
shall  any  waiver  of  any  breach  of  this  contract  be  held  to  be  a 
waiver  of  any  other  or  subsequent  breach.     All  remedies  pro* 
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*Ided  in  this  contract  shall  be  taken  and  construed  as  cutnii- 
Itlivet — that  is,  in  addition  to  each  and  every  other  remedy 
herein  provided;  and  the  company  shall  have  any  and  all 
equitable  and  legal  remedies  which  it  would  in  any  case  have. 

R.  H. 
114b.  The  Use  of  Q-eneral  Glauses  in  Engmeering 
Bpeclflcations.  While  the  general  clauses  here  described 
with  illustrative  examples  may  appear  to  the  reader  unnecee- 
taiily  voluminous,  their  purpose  and  effect  is  to  clearly  define 
the  business  relations  of  the  parties,  and  to  prevent  injustice 
being  done  to  either  party.  They  are  also  calculated  to  prevent 
Ihicfltion  and  delay  in  the  final  settlement,  and  if  they  are  able 
to  effect  these  ends  they  are  well  worth  inserting,  even  where 
the  work  to  be  done  is  relatively  small,  and  unimportant.  The 
enptnecT  should  be  careful,  however,  that  all  such  clauses  are 
consistent  as  between  themselves,  and  it  is  best  also  to  make 
them  mutually  exclusive.  In  other  words,  the  same  thing 
ibould  not  be  described  or  defined  in  more  than  one  clause,  as 
repetitions  only  weaken  the  document.  Furthermore,  no  con- 
iition  or  limitation  should  be  inserted  without  a  full  intention 
»f  strict  compliance.  If  the  engineer  begins  to  relax  in  his 
requirements  in  one  particular,  the  contractor  will  not  be  slow 
to  take  advantage  of  such  precedents,  and  to  claim  similar 
privileves  in  other  directions.  If  the  engineer  could  know  in 
advance  who  the  contractor  was  to  be,  many  of  the  clauses  here 
oifered  might  be  dispensed  with,  in  case  the  contractor  wns 
Icnown  to  be  thoroughly  honest  and  competent.  The  specifi- 
cations are  prepared  in  advance,  however,  and  it  is  vrise  to 
•Mume  that  the  contractor  will  be  a  more  or  less  irresponsible 
party,  without  reputation  to  sustain,  and  whose  sole  object  is 
personal  gain.  It  must  also  be  understood  that  the  clauses 
here  given  are  offered  only  as  illustrative  examples,  and  not  to 
be  blindly  copied.  The  engineer  in  writing  the  specifications 
shoald  have  clearly  in  mind  what  the  business  relations  are 
intended  tn  be.  and  make  his  general  clauses  consistent  with 
that  conception.  He  could  probably  consult  other  specifica- 
tions, or  the  clauses  as  given  above,  as  suggestions  and  to 
enable  him  to  avoid  omitting  some  essential  condition  which  he 
wtsbe*  to  insert.  It  is  believed,  by  the  author,  that  the  clauses 
lere  quoted  have  the  support  of  the  leading  members  of  the 
,)rofesaion  in  this  country,  and  that  they  are  well  adapted  to 
'determine  the  conditions  which  the  engineers  who  use  them 
desired  to  impose.  It  must  not  be  supposed,  however,  that  all 
these  general  clauses  would  ever  be  embodied  in  any  one 
■pecificalion. 


PART  III. 

Specific  Descriptive  or  Technical  Clauses 

in  Specifications. 

115.    Essential  Features  of  Good  Specifications. 

We  now  come  to  consider  that  portion  of  any  given  set  of 
specifications  which  relates  to  and  describes  the  work  itself. 
In  writing  specifications  of  this  kind,  the  following  require- 
ments should  be  complied  with: 

(a)  The  work  should  be  described  first  as  a  whole,  and 
then  in  detail. 

(3)  Every  portion  and  detail  of  the  work  should  be 
described  in  clear  and  simple  language  which  will  be  under- 
stood by  the  contractors  who  are  supposed  to  bid  on  the  work. 
These  descriptions  should  have  reference  to  the  ultimate  end  to 
be  accomplished  rather  than  to  the  means  and  methods  to  be 
employed.  It  is  usually  not  wise  to  specify  methods  unless  in 
the  opinion  of  the  engineer  some  particular  method  is  far 
preferable  to  any  other. 

(c)  The  clauses  in  the  specifications  should  be  made  so 
far  as  possible  mutually  exclusive.  That  is  to  say,  no  part  of 
the  work  should  be  specifically  described  in  more  than  one 
place.  Repetition  of  de^cjjMions  tends  to  weaken  the  docu* 
ment. 

(</)     The  specifications  should  be  clear  in  the  matter  of 

indicating  what  is  absolutely  required  without  any  alternative, 

and  what  is  named  as  indicating  in  general  the  character  of  the 

product,  and  in  which  alternative  materials,  methods,  or  results 

will  be  allowed.     If  the  engineer  anticipates  that  some  clauses 
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in  the  specifications  are  to  be  rigidly  insisted  upon,  while  others 
will  not  be  specifically  enforced,  this  intention  or  state  of  mind 
of  the  engineer  should  be  revealed  in  the  specifications  them- 
selves. In  other  words,  the  contractor  should  know  in  advance 
how  the  specifications  are  to  be  interpreted,  so  far  as  it  is  pos- 
sible to  give  this  information  in  the  specifications. 

(#)  The  last  named  requirement  demands  that  the  engi- 
neer should  be  so  familiar  with  all  the  details  of  the  work 
described,  from  actual  experience,  that  he  is  able  to  know  in 
advance  what  his  decision  will  be  in  the  various  contingencies 
which  may  arise  during  the  progress  of  the  work.  His  fore- 
sight in  this  particular  must  be  complete  and  distinct,  which 
can  only  be  the  case  when  the  engineer  who  writes  the  specifi- 
cations has  had  considerable  experience  in  caiTying  out  practi- 
cally the  same  kind  of  work. 

(y)  In  choosing  units  of  measure,  in  describing  the  work, 
to  be  used  for  determining  compensation,  only  specific  and 
definite  units  should  be  chosen,  or  they  should  be  so  defined 
as  to  admit  of  no 'double  meaning.  For  instance,  to  say  that 
mortar  shall  be  composed  of  one  part  cement  to  two  parts  of 
sand  comes  very  far  from  defining  a  particular  ratio  of  ingre- 
dients. If  the  words  *^by  weight"  be  added,  it  still  fails  to 
define,  inasmuch  as  wet  sand  is  much  heavier  than  dry;  or  if 
the  words  *'by  measure"  be  used,  this  also  fails  to  define,  since 
cement  may  be  measured  in  the  original  package,  where  it  is 
thoroughly  compacted,  or  it  may  be  dumped  and  measured  in 
a  fluffy  condition,  in  which  it  occupies  some  50  per  cent,  more 
volume. 

(^)  The  engineer  should  be  familiar  with  the  ordinary 
methods  employed  by  different  kinds  of  mechanics  and  should 
so  design  his  work  as  to  obtain  satisfactory  results  without 
requiring  a  much  higher  grade  of  work  than  is  customary  by 
the  mechanics  who  will  be  called  upon  to  execute  it.  It  is 
practically  impossible  with  the  most  thorough  supervision  and 
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inspection  to  get  mechanics  to  vary  their  ordinary  practice 
materially.  The  failure  to  recognize  this  fact  often  leads 
engineers  to  specify  methods  or  results  which  are  practically 
unattainable,  and  this  leads  either  to  continual  violation  of  the 
specifications  and  its  accompanying  irritations  and  delays,  or  to 
an  abandonment  on  the  part  of  the  engineer  of  the  strict  inter- 
pretation of  his  own  specifications. 

(^)  In  the  matter  of  materials  it  is  customary  to  specify 
not  the  very  highest  and  best  the  market  affords,  but  such  a 
grade  of  material  as  would  be  satisfactory  in  service,  and  which 
can  be  supplied  by  the  standard  manufacturers  of  that  partic- 
ular product.  In  this  way  the  engineer  gets  the  benefit  of  a 
wide  competition,  and  of  a  correspondingly  low  price.  The 
minimum  requirements  for  materials  which  serves  as  a  criterion 
of  rejection  determines  very  largely  the  cost  of  the  work.  If, 
therefore,  the  engineer  in  preparing  his  design  bases  his  calcu- 
lations upon  what  might  be  commonly  known  as  good  or  first- 
class  materials,  with  a  minimum  limit  fairly  below  this  generally^ 
recognized  first-class  grade,  he  will  usually  obtain  a  material 
practically  as  good  as  the  market  affords,  without  being 
obliged  to  pay  an  extravagant  price  for  it,  and  without  suffer- 
ing from  the  delays  and  troubles  caused  by  the  rejection  of  a 
large  proportion  of  the  material  furnished.  To  base  a  contract 
on  the  very  highest  tests  known  of  a  given  material,  and  to 
require  this  extraordinary  quality  for  all  the  material  furnished 
is  extremely  unwise. 

(>)  If  possible  to  avoid  it,  it  is  best  not  to  specify  a  par- 
ticular manufactured  product  or  proprietary  article  by  name. 
If  this  is  done  at  all,  more  than  one  such  name  should  be  given 
if  possible,  and  others  admitted  if  shown  to  be  as  good  as  these 

■ 

to  the  satisfaction  of  the  engineer.  To  limit  the  materials  or 
articles  specified  to  that  of  a  single  manufacturer  subjects  the 
engineer  to  invidious  criticism  and  suspicion,  and  it  is  always 
wise  to  avoid  even  the  appearance  of  evil. 
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(/)  It  18  not  uncommon  to  specify  that  the  materials  fur- 
nished shall  be  of  well  known  brands,  or  the  products  of 
factories  or  works  of  established  reputation.  Similarly  it  is 
sometimes  specified  that  the  contractor  himself  must  show  a 
familiarity  with  the  work  he  proposes  to  perform.  Also  in  the 
matter  of  stone,  for  instance,  that  it  shall  be  taken  from  quar- 
ries which  have  been  in  long  use,  the  stone  from  which  by 
actual  use  is  known  to  have  good  weathering  qualities. 

(i()  Before  writing  the  specification,  the  engineer  must 
also  have  a  clearly  defined  notion  as  to  the  amount  of  respon- 
sibility which  is  to  be  placed  upon  the  contractor.  If  the  engi- 
neer prescribes  the  plan,  the  materials,  and  the  methods  to  be 
employed,  he,  of  course,  assumes  all  responsibility  so  far  as 
these  are  concerned,  and  he  can  not  in  justice  make  the  con- 
tractor responsible  for  his  own  faults.*  He  should  always  be 
ready  and  willing  to  take  upon  himself  such  responsibilities 
pertaining  to  the  design  as  properly  belong  to  the  desig^ner. 
For  instance,  if  the  contractor  is  held  responsible  for  the 
results,  he  must  be  g^ven  a  considerable  latitude  as  to  methods, 
and  if  the  engineer  prescribes  the  plan,  the  materials,  and  all 
the  methods  to  be  employed,  he  can  not  hold  the  contractor  for 
the  results,  or  for  the  successful  operation  of  the  project,  beyond 
the  simple  faithful  performance  of  the  work  prescribed.  In 
general  the  entire  responsibility  for  the  successful  operation  of 
the  work  should  rest  upon  the  engineer.  It  is  only  in  case  of 
extra-hazardous  undertakings,  which  are  largely  of  the  nature 
of  an  experiment,  in  which  no  well  defined  plan  is  outlined, 
that  the  contractor  is  left  comparatively  free  both  as  to  plan 
and  execution.  It  is  only  in  such  cases  that  the  engineer  is 
warranted  in  relieving  himself  of  all  responsibility,  and  placing 
the  same  wholly  upon  the  contractor.  There  are  cases  in 
which  contractors  have,  by  experience,  acquired  peculiar 
ability  to  perform  certain  kinds  of  hazardous  work,  and  who 
are  willing  to  undertake  the  same  under  a  guarantee  of  sue- 
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cessful  execution,  under  which  circumstancei>,  any  engineer^ 
even  of  high  repute  in  his  profession,  would  be  warranted  in 
letting  a  contract  and  putting  the  entire  responsibility  upon  the 
contractor. 

(/)  A  strong  reason  for  enforcing  specifications  literally 
and  rigidly,  instead  of  accepting  some  other  material  or  method 
which  possibly  may  be  '^just  as  good"  is  to  be  found  in  the 
relation  the  engineer  and  owner  hold  to  other  contractors  who 
bid  upon  the  work.  It  is  to  be  presumed  that  these  other 
parties  have  based  their  estimates  on  a  strict  compliance  with 
the  specifications,  and  it  is  possible  that  the  lowest  bidder  has 
presumed  on  his  being  able  to  substitute  cheaper  materials  or 
methods  for  those  specified.  If  he  is  allowed  to  do  this  after 
the  contract  is  let,  it  is  evident  that  the  other  bidders  have  been 
discriminated  against  to  their  disadvantage  and  under  a  species 
of  fraud,  which  should  not  receive  the  encouragement  of  either 
the  engineer  or  of  the  owner.  It  is  difficult,  therefore,  to  see 
how  a  cheaper  grade  of  work  can  properly  be  accepted  in  lieu 
of  that  specified,  even  though  it  be  ^'just  as  good,"  withoul 
encouraging  this  practice  of  presuming  upon  a  cheaper  fulfill* 
ment,  and  also  without  treating  the  other  bidders  unfairly 
Other  things  being  equal,  therefore,  it  is  best  to  rigidly  enforct 
a  contract,  even  though  a  cheaper  material  or  method  might, 
in  the  opinion  of  the  engineer,  be  employed  with  equally  good 
results.  Or,  if  a  cheaper  compliance  is  allowed,  a  correspond- 
tng  reduction  in  price  should  be  insisted  upon. 

The  above  are  some  of  the  numerous  controlling  ideai 
which  the  engineer  should  have  clearly  in  mind  in  the  writing 
of  a  set  of  engineering  specifications.  He  must  know  in  th« 
first  place  exactly  what  he  wants,  and  then  try  to  so  describe  if 
that  others  can  not  mistake  his  meaning.  The  general  and 
detail  plans  are  usually  made  before  the  specifications  ar« 
written,  and  the  engineer  has  these  before  him  in  writing  the 
specifications,    and  makes  liberal   reference   to   them.     Since 
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tbej  are  also  a  part  of  the  specifications,  he  has  the  advantage 
of  a  double  language  in  which  to  present  his  ideas,  and,  if  he 
does  not  succeed  in  making  clear  to  the  proposed  contractors 
exactly  what  is  to  be  done,  he  should  feel  that  he  alone  is  to 
blame  for  any  misunderstanding. 

116.    Specifications    Accompanying    Complete' 

Detail  Plans.  As  described  in  article  17,  we  have  in  general 
three  classes  of  engineering  specifications,  describing  the  work 
itself,  namely: 

Specifications  accompanying  complete  detail  plans. 

Specifications  accompanying  a  general  plan  only. 

Specifications  unaccompanied  by  any  plan,  and  commonly 
known  as  General  Specifications. 

When  the  specifications  are  accompanied  by  complete 
detail  plans,  these  plans  are  prepared  before  the  specifications 
are  dravm,  and  in  this  case  the  specific  descriptive  specifica- 
tions are  largely  composed  of  descriptions  of  the  materials  to 
be  used,  the  methods  of  manufacture  and  erection,  and  of  the 
results  to  be  accomplished,  or  of  the  tests  to  which  the  finished 
product  is  to  be  subjected.  Such  complete  detail  plans  are 
alwajTS  necessary  when  a  particular  and  definite  plan  is  to  be 
carried  out.  When  the  work  is  to  be  let  in  open  competition, 
and  to* the  lowest  bidder  it  is  also  usually  best  to  prepare  com- 
plete detail  plans  in  order  to  insure  that  the  bidders  will  all 
estimate  on  exactly  the  same  thing,  and  further,  to  insure  that 
the  final  product  will  be  satisfactory.  In  this  case  the  detail 
plans  must  be  duplicated  by  some  of  the  various  methods  of 
copying  drawings,  and  in  very  large  and  important  work 
frequently  by  photo-lithographing,  and  these  copies  of  the 
plana  submitted  along  with  the  specifications  to  the  various 
partiea  wishing  to  bid  upon  the  work.  If  the  bidders  are 
expected  to  be  those  residing  in  the  immediate  vicinity,  it  is 
not  so  necessary  to  duplicate  these  drawings,  all  the  bidders 
beii^  aaked   to   examine  the  drawings   in  the   office  of   the 
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engineer.  In  this  case  the  drawings  usually  are  self-explana- 
tory even  to  the  extent  of  indicating  the  materials  to  be  *used, 
•o  that  the  written  specifications  need  not  describe  the  work  as 
to  its  form  and  dimensions,  but  are  only  descriptive  of  the 
work  in  a  general  way. 

117.  Specifications   Accompanjring   a    General 

Plan  Only.  In  this  case  the  bidder  is  asked  to  submit  detail 
plans  for  the  work  in  submitting  his  bid,  the  specifications 
being  so  framed,  however,  as  to  reduce  all  designs  which  fully 
comply  with  these  requirements  to  a  common  standard  of 
value.  To  accomplish  this  purpose  the  engineer  must  be  able 
to  foresee  practically  all  the  various  designs  which  may  be 
submitted,  and  to  anticipate  all  the  advantages  in  economy 
which  are  likely  to  control  the  preparation  of  these  designs, 
and  to  make  such  requirements  in  the  specifications  as,  when 
complied  with,  will  in  his  opinion  give  products  of  equal  efli- 
pency,  capacity,  and  permanency.  In  this  way  the  engineer 
gets  the  advantage  of  the  experience  and  of  the  inventive  genius 
of  all  the  persons  bidding  upon  the  work,  with  the  chance 
tiiat  he  may  secure  a  better  design  than  he  himself  would 
have  been  able  to  prepare,  and  also  one  which  may  cost  mate- 
rially less  than  his  own  design.  As  an  illustration  of  this 
kind  of  specification,  we  may  have  a  bridge  or  roof  truss  of  a 
particular  general  design,  the  outline  drawing  showing  simply 
the  general  dimensions,  and  the  location  of  the  members,  this 
fixing  the  general  style  of  truss,  which  for  some  particular 
reason  the  engineer  wishes  complied  with.  The  contractor  is 
ttktn  asked  to  build  a  truss  on  these  general  lines  in  compli- 
ance with  the  accompanying  written  specifications. 

118.  Speoifloations  Unaccompanied  by   Plans, 
Elnown   Oommonly   as  Gheneral  Specifications.    In 

this  case  no  plans  whatever  are  prepared,  but  only  the  most 
general  requirements  to  be  satisfied.  As,  for  instance,  in  the 
of  a  bridge,  the  total  span,  the  loads  to  be  cairied,  the 
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character  of  the  stream  to  be  bridged  (this  determining 
the  character  of  false  works  required,  and  often  determining 
the  character  of  the  superstructure  itself),  the  kinds  of 
materials  to  be  used  in  its  construction,  the  maximum  unit 
stress  allowed  in  the  various  parts,  etc.  Or  if  the  contract  is 
for  machinery,  the  specifications  may  define  the  amount  and 
kind  of  work  to  be  done,  which  fixes  the  capacity  of  the 
apparatus.  They  would  also  define  the  efficiency  or  economy 
of  operation  of  the  plant,  and  make  various  requirements  in 
regard  to  the  material  used,  and  methods  of  construction  which 
would  be  supposed  to  govern  its- permanency.  In  this  case,  aa 
in  the  one  preceding,  the  engineer  must  have  constantly  in 
mind  in  writing  the  specifications  the  possibility  of  complying 
with  them  with  some  kind  of  cheap  product  which,  while 
fulfilling  the  letter  of  the  requirements  of  th6  specifications, 
would  not  be  at  all  what  he  hopes  to  obtain,  or  what  would  be 
consistent  with  the  more  standard  forms  of  construction. 


ILLUSTRATIVE  SPEOIPIOATIONS  OP  VARIOUS 

ELEMENTARY  PORTIONS  OP  ENQI- 

NEERINQ  WORK. 

119.  Scope  and  Purpose.  It  is  proposed  in  the  fol- 
lowing articles  to  give  illustrative  examples  of  what  is  consid- 
ered good  practice  in  describing  many  of  the  more  common 
elements  of  engineering  construction.  The  practice  pursued 
in  discussing  the  general  clauses  in  engineering  specificationa, 
of  first  considering  the  purpose  of  the  clause,  and  then  giving 
an  illustrative  example,  will  be  followed  here.  Frequently, 
however,  more  than  one  illustration  will  be  given,  and  the 
sources  from  which  they  are  obtained  will  also  be  indicated. 
It  ia  thought  this  arrangement  will  serve  a  better  purpose  than 


ku. 
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to  give  a  aeries  of  complete  specifications  of  varions  kinds  of 
engineering  work,  without  a  detailed  discussion  of  the  several 
clauses.  By  the  arrangement  here  used  duplication  of  parts  is 
avoided,  and  the  reasons  for  the  particular  descriptions  can  be 
given  in  their  proper  connection.  These  reasons  will  perhaps 
be  more  useful  to  the  young  practitioner  than  the  particular 
specifications  themselves. 


SPEOIFIOATIONS    ON   EZOAVATIONS   AND 

EMBANKMENTS. 

120.    Earth  Work,  Excavation,  and  Grading.  A 

specification  for  excavation,  or  grading,  should  satisfactorily 
cover  the  following  ground : 

(a)     Location  and  general  description  of  the  work. 

(^)  As  full  a  description  of  the  character  of  the  materials 
to  be  excavated  as  can  be  furnished. 

(c)  A  classification  of  the  materials  which  will  be 
employed,  and  the  methods  of  measurement. 

(if)  A  description  of  the  lines  of  limits  of  excavation  and 
fill,  including  borrow  pits,  and  waste  banks. 

(^)     The  disposition  to  be  made  of  the  excavated  materials. 

(y)  The  distance  to  which  the  material  is  to  be  trans- 
ported, commonly  included  under  the  general  head  of  *^Haul.'* 

It  is  always  wise  for  the  engineer  to  determine  in  advance 
approximately  the  character  of  the  material  to  be  encountered 
and  to  give  to  the  contractor  the  benefit  of  such  information. 
It  is  not  wise,  however,  for  him  to  guarantee  the  quality  of  the 
material  to  be  as  indicated,  since  this  furnishes  to  the  contractor 
grounds  for  claims  which  the  engineer  will  find  it  difficult  to 
adjust.  The  character  of  the  material  is  usually  learned 
approximately  by  borings  along  the  line  of  the  work.  In  the 
case  of  railroad  work  it  it  not  customary  to  do  this,  but  from 
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the  general  knowledge  of  the  geologic  formations,  the  various 
kinds  of  materials  can  be  fairly  anticipated. 

The  specifications  should  be  very  explicit  and  clear  beyond 
til  possibility  of  doubt  in  the  matter  of  grades  or  classification 
of  materials  to  be  encountered,  and  the  methods  which  will  be 
used  in  measuring  the  quantities.  Innumerable  difficulties  are 
constantly  arising  in  the  carrying  out  of  engineering  specifications 
from  misunderstandings  on  these  points.  Materials  encountered 
in  excavation  are  not  only  various  as  to  quality,  but  all  grada- 
tions are  found,  so  that  it  is  practically  impossible  to  determine 
where  one  classification  or  kind  of  material  ends  and  another 
begins.  In  fact  two  engineers  will  often  classify  the  same 
materials  differently  under  the  same  specifications,  and  there  is 
ao  possibility  of  determining  such  questions,  except  by  agreeing 
to  abide  by  the  decision  of  the  engineer.  It  is  best  not  to  have 
too  many  classes  of  materials,  and  all  kinds  of  materials  are 
usually  grouped  under  three  general  heads,  namely:  Earthy 
loose  rock^  and  solid  rockJ^ 

121.  Orading.  The  following  specifications  for  railroad 
grading  are  used  by  the  Pennsylvania  Railroad : 

Under  this  head  will  be  included  all  excavations  and 
embankments  required  for  the  formation  of  the  roadbed ;  cut- 
ting all  ditches  or  drains  about  or  contiguous  to  the  road ;  the 
foundations  of  culverts  and  bridges,  or  walls ;  the  excavations 
and  embankments  necessary  for  reconstructing  turnpike  or 
common  roads,  in  cases  where  they  are  destroyed  or  interfered 
with  in  the  formation  of  the  railroad ;  and  all  other  excavations 
or  embankments  connected  with  or  incident  to  the  construction 
of  said  railroad. 

All  cutting^  shall  be  measured  in  the  excavations,  and  esti- 
mated by  the  cubic  yard,  under  the  follow  heads,  viz :  Marth^ 
Loose  Rock^  Solid  Rock, 

Earth — will  include  clay,  sand,  loam,  gravel  and  all  other 
earthy  matter,  or  earth  containing  loose  stone  or  boulders  inter- 
mixed, which  do  not  exceed  in  size  three  cubic  feet. 

*  la  the  •pecifications  ased  on  the  Chicago  Drainage  Canal  bnt  two  classes  of 
■atcrUUa  wcr«  named,  **Solid  rock*' and  **Glacial  drift."  Where  no  solid  rock  was 
anticipated,  bat  one  dmaa  was  named  and  this  was  called  **ExcaTation.**  Sometimes 
■era  than  three  clasaea  are  recognised  and  provided  for  when  the  grades  are  distinct 
and  w«U  marked. 
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Loose  Rock — shall  include  all  stone  and  detached  rock  lying 
in  separate  and  contiguous  masses  containing  not  over  three 
cubic  yards ;  also,  all  slate  or  other  rock  that  can  be  quarried 
without  blasting,  although  blasting  may  be  occasionally 
resorted  to. 

Solid  Rock — Includes  all  rock  occurring  in  masses  exceed- 
ing three  cubic  yards,  which  can  not  be  removed  without  blasting. 

The  roadbed  will  be  graded  twenty  feet  wide  in  earth  cut- 
tings and  fifteen  feet  in  fillings,  except  where  otherwise  directed 
by  the  engineer,  with  side  slopes  of  such  inclination  as  the 
engineer  shall  in  each  case  designate,  and  in  conformity  to  such 
depth  of  cuttings  and  fillings  as  may  have  been  or  may  hereaf- 
ter be  determined  upon  by  said  engineer. 

Earth,  gravel  and  other  materials  taken  from  excavations 
(except  when  otherwise  directed  by  the  engineer),  shall  be 
deposited  in  embankments,  the  cost  of  removing  which  will  be 
included  in  the  price  paid  for  excavation.  All  material  neces- 
sarily procured  from  without  the  road  and  deposited  in  the 
embankments  will  be  paid  for  as  excavation  only.  In  procuring 
materials  for  embankment  from  without  the  line  of  the  road,  the 
place  will  be  designated  by  the  engineer  in  charge  of  the  work; 
and  in  excavating  and  removing  it,  care  must  he  taken  to  injure 
or  disfigure  the  land  as  liitle  as  possible.  The  embankments 
will  be  formed  in  layers  of  such  depth  (generally  one  foot), 
and  the  materials  disposed  and  distributed  in  such  manner  as 
the  engineer  may  direct,  the  required  allowance  for  settling 
being  added. 

No  borrow  pits  will  be  opened  nearer  than  four  feet  from 
base  of  embankment  slope,  and  will  receive  same  slope  as  cor- 
responding embankment.  All  borrow  pits  will  be  excavated  in 
a  regular  manner  and  so  as  to  leave  no  holes  for  standing  water, 
generally  with  a  descent  at  bottom  to  allow  free  passage  of 
water. 

Wherever  the  excavations  furnish  more  material  than  is 
required  for  embankments,  the  surplus  will  be  used  to  increase 
width  of  embankment,  or  deposited  in  spoil  banks  or  waste 
piles,  as  and  where  the  chief  engineer  may  direct 

The  roadbed,  in  cuts  and  on  banks,  to  be  made  in  a  work- 
manlike manner ;  to  be  perfectly  even  and  regular  according  to 
grade  stakes  as  set  from  time  to  time  by  the  engineer  in  charge, 
and  to  be  exactly  of  the  width  directed. 

All  slopes  to  be  formed  even  and  straight,  according  to 
slope  stakes,  and  to  such  incline  as  directed  in  each  case. 

All  ditches  in  cuts  or  along  banks  to  be  made  of  such  width 
and  grade  as  the  engineer  in  charge  muy  direct. 

If  the  contractor  shnll  make  excavations  or  embankments 
in  excess  of  the  directed  width,  Uieo  such  excess  shall  not  be 
paid  for. 
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Over  culverts  and  behind  bridge  abutments  the  embank- 
ments thnll  he  formed  carefully,  so  as  to  avoid  damage  to,  or 
bulging  of.  the  masonry.  Only  the  best  maleriaU  will  be  used 
for  (bis  purpose,  the  same  to  be  deposited  in  layers  of  not  over 
trn  inches  thick.  The  contractor  to  be  responsible  for  any 
damage  to  the  masonry. 

Contractors,  when  directed  by  the  engineer  in  charge  of 
the  work,  will  deposit  on  the  side  of  the  road,  or  at  such  con- 
▼enient  point  aK  may  be  designated,  any  stone  or  rock  that  they 
may  excavate ;  and  if,  in  so  doing,  they  should  deposit  material 
required  for  bimk,  the  additional  cost,  if  any,  of  procuring  other 
materials  from  without  the  road  will  be  allowed.  AH  stone  or 
rock  excavated  and  deposited  as  above  will  be  considered  the 
property  of  the  railroad  company,  and  the  contractors  upon  the 
respective  sections  will  be  responsible  for  its  safe  keeping  until 
removed  by  said  company,  or  until  the  work  is  finished. 

The  line  of  road,  or  the  gradients,  may  be  changed  if  the 
engineer  shall  consider  such  change  necessary  or  expedient; 
and  for  any  considerable  alterations,  the  injury  or  advantage  to 
the  contractor  will  be  estimated,  and  such  allowance  or  deduc- 
tion made  in  the  prices  as  the  engineer  may  deem  just  and 
equitable;  but  no  claim  for  an  increase  in  prices  of  excavation 
or  embankment  on  the  part  of  the  contractor  will  be  allowed  or 
considered,  unless  made  in  writing  before  the  work  in  that  part 
of  the  section  where  the  alteration  has  been  made  shall  have 
been  commenced.  The  engineer  may  also,  on  the  conditions 
last  recited,  increase  or  diminish  the  length  of  any  section  for 
the  piiTpo!^e  of  equali^.ing  or  balancing  the  excavations  and 
embankments. 

Whenever  (he  route  of  the  railroad  is  traversed  by  public 
or  private  roads,  commodious  passing  places  must  be  kept  open 
and  in  safe  condition  for  use;  and  in  passing  through  farms  the 
contmclor  must  also  keep  up  such  temporary  fences  as  will  be 
necessary  for  the  preservation  of  the  crops. 

The  above  specification  makes  no  provision  for  what  is 
commonly  called  "haul."  By  ''haul"  is  meant  an  additional 
compensation  for  carrying  the  excavated  material  beyond  a 
certain  limiting  distance.  Such  a  provision  usually  accom- 
panies a  specification  for  excavation,  and  may  be  given  in  (he 
following  language: 

The  price  paid  for  "excavation"  in  all  the  several  classes 
thereof  will  be  understood  to  cover  and  pay  for  the  entire 
expense  of  its  removal  by  any  method  whatever,  including 
loading,  unloading,  transportation  and  deposit  in  the  manner 
prescribed  in  theiie  specifications,    in  the  places  designated  by 
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the  engineer,  provided  the  haul  of  the  material  so  transported 
does  not  exceed (  )  feet,  and  beyond  that  dis- 
tance  per  cubic  yard  per  one  hundred  (loo)  feet  will 

be  allowed  and  paid,  for  such  extra  haul,  in  addition  to  the 
price  paid  for  excavation. 

122.  Excavations  Under  Water.  Excavations  made 
under  water  are  usually  for  the  purpose  of  securing  a  channel 
for  the  passage  of  boats.  In  many  cases  the  character  of  the 
material  is  quite  various,  and  largely  unknown.  It  is  proper 
for  the  engineer  to  make  such  investigations  as  are  practicable 
to  discover  what  these  materials  are,  and  to  about  what  depth 
the  cutting  will  have  to  be  made,  and  to  give  the  contractor  the 
benefit  of  such  information.  It  would  not  be  well  for  him, 
however,  to  make  positive  statements  as  to  the  character  of  the 
material,  and  he  should  relieve  himself  in  the  specifications  of 
all  responsibility  for  the  information  given.  The  contractor  on 
the  other  hand  should  inform  himself  of  the  nature  of  the  work 
so  far  as  possible,  both  by  personal  examination,  and  by  avail- 
ing himself  of  the  investigations  of  the  engineering  department 
The  following  paragraphs  concerning  excavations  under  water 
are  taken  from  the  standard  specifications  used  by  Col.  O.  M. 
Poe,  of  the  corps  of  engineers,  U.  S.  army. 

All  available  information  in  the  possession  of  the  United 
States  will  be  given  upon  application.  The  United  States  will 
not  guarantee  the  correctness  of  its  information  and  will  not  be 
responsible  for  the  safety  of  the  employees,  plant  or  materials 
used  by  the  contractor,  nor  for  any  damage  done  by  or  to  them 
from  any  source  or  any  cause.  Bidders  are  expected  to  satisfy 
themselves  as  to  the  nature  of  the  work  to  be  done,  and  it  will 
be  assumed  that  proposals  are  based  upon  a  thorough  under- 
standing of  its  character.  Intending  bidders  are  urged  to  visit 
the  localities  of  the  work,  and,  by  personal  inspection  and 
inquiry,  fully  inform  themselves  as  to  the  present  and  probable 
future  conditions.  Navigation  shall  not  be  obstructed,  and  no 
allowance  or  concession  will  be  made  for  any  lack  of  informa- 
tion on  the  part  of  the  contractor  regarding  the  work.  The 
price  bid  shall  be  full  compensation  for  furnishing  all  necessary 
labor,  materials,  and  appliances  of  every  description,  and  for 
doing  all  work  herein  specified  to  the  satisfaction  of  the  engi- 
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Deer  officer  in  charge,  und  shall  i 
whatever  nature  attejidino;  l)ie  exi 

The  work  comprises  rhe  improvement  of  two  shoals  in 
Si.  Mary's  River,  Michigan,  above  ihe  can;.l.  The  upper 
ihoal  lies  northwesterly,  and  the  lower  shoal  northeasterly  from 
old  Round  Island  Light  House. 

The  work  to  be  done  consists  in  excavating  a  channel 
within  the  side  and  end  lines  prescribed  by  the  U,  S.  Agent  in 
charge,  said  channel  to  have  a  bottom  width  of  300  feet,  and  a 
total  length  of  about  3,000  feet,  the  estimated  excavation  being 
90,000  cubic  yards,  bank  measure,  more  or  less.  The  greatest 
distance  to  the  dumping  ground  will  not  exceed  two  miles,  and 
the  average  distance  wilt  not  exceed  one  mile. 

The  material  to  be  removed  consists  of  boulders,  clay, 
tand,  gravel,  and   possibly  hard  pan,    all  in  unknown  proper- 

The  bottom  of  the  completed  cut  shall  be  in  a  plane  25.33 
feet  below  the  upper  surface  of  the  coping  of  the  lock  of  ibSi 
in  St.  Mary's  Falls  Canal,  the  face  of  excavation  probably 
varying  from  scraping  to  5  feet. 

No  payment  will  be  made  for  excavation  below  13  feel 
depth  of  water.  All  excav.itions  within  the  specilied  side  slope- 
and  between  ai  and  22  feet  depth  of  water  will  be  paid  for  at 
half  rates  in  the  final  estimates. 

Proposals  will  be  received  for  b.ink  measure  only.  For 
the  monthly  estimates  30  per  cent,  will  be  deducted  from  scow 
measurements,  but  the  total  of  the  estimates  made  for  the  upper 
shoal  will  never  exceed  the  total  of  the  estimates  made  for  the 
lower  shoal,  until  all  the  required  excavation  has  been  finished 
at  one  of  the  shoals,  and  an  equal  amount  of  excavation  has  been 
done  at  Ibe  other. t  O.  M.  P. 
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123.  Specifications  for  Meaauring  QuantitieB 
EiZcayated  Under  Water  by  Weight  and  Displace- 
ment. The  following  specification  is  taken  from  the  U.  S. 
Engineer  Corps  specifications  for  excavation  in  the  James 
River,  and  they  illustrate  another  method  of  determining 
amount  of  material  excavated.  In  this  case  the  soundings  in 
the  river  are  only  used  for  determining  when  the  excavation 
has  been  completed  to  the  proper  depth,  and  to  prevent  excava- 
tion beyond  a  limit  of  over-depth. 

Classification. — Mud,  sand,  clay,  and  gravel,  under  the 
class  ^^eariA  excavation^'*  will  include  those  materials,  however 
hard  or  compact  they  may  be,  the  gravel  to  include  pebbles  up 
to  three  inches  in  diameter.  ''^Cobble**  will  include  stones  up 
to  three  cubic  feet.  ^^So/i  Rock**  will  include  any  rock  in 
place  which  can  be  removed  by  dredges  without  blasting, 
although,  for  economy  in  removal,  blasting  is  resorted  to,  and 
will  Include  the  disintegrated  rock  found  for  two  or  three  miles 
below  Richmond.  ^^ Solid  Rock**  will  include  rock  which 
rings  under  the  hammer,  boulders  measuring  over  three  cubic 
feet,  and  other  rock  which,  in  the  opinion  of  the  Engineer 
officer  in  charge,  can  not  be  removed  without  blasting.  When 
soft  and  solid  rock  occur  together,  in  strata  or  otherwise,  the 
amount  of  each  will  be  ascertained  by  the  inspector  after  the 
material  is  placed  on  lighters.  Mixed  classes  of  material  must 
be  separated  by  the  contractor,  at  his  expense,  for  measure- 
ment by  displacement  as  the  lighters  are  unloaded  at  the  place 
of  deposit. 

Unclassified  Rock. — In  place  of  bidding  on  soft  and 
solid  rock  separately,  an  alternate  bid  may  be  submitted  for 
unclassified  rock^  which  will  include  all  material  described  in 
these  specifications  as  rock,  whether  soft  or  solid.  The  bid 
will  be  for  the  ton  of  2,000  pounds,  and  the  weight  will  be 
ascertained  by  displacement,  as  hereinafter  described.  The 
bidder  on  this  class  will  specify  a  price  for  extra  haul  per  ton 
of  2^000  pounds. 

Should  the  bid  for  unclassified  rock  be  accepted  on  any 
section,  the  price  per  ton  will  be  stated  in  the  contract  in  lieu 
of  those  for  soft  and  solid  .  rock.  On  such  section  the  con- 
tractor must  begin  the  excavation  of  areas  known  to  be  of  solid 
rock  in  part,  with  other  areas,  as  directed  by  the  Engineer, 
and  continue  their  excavation,  or  accept  an  equivalent  reserva- 
tion in  tons,  according  to  the  relative  cost  of  excavating  soft 
and  solid  rock,  to  be  determined  by  the  Engineer,  until  such 
solid  rock  excavation  is  made. 
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Measurement  of  Excavation. — All  materials  excavated 
in  the  two  and  a  half  miles  below  Richmond  and  at  Drewry 
Bluff  will  be  measured  on  deck  lighters  by  displacement  of 
water  taken  at  62  pounds  per  cubic  foot.  The  basis  of  meas- 
urement for  ^^solid  rock"  will  be  155  pounds  and  of  soft  rock 
120  pounds,  and  of  other  classes  120  pounds  per  cubic  foot, 
until  otherwise  ascertained  at  the  instance  of  either  the  Engineer 
or  tlie  contractor.  These  ^^other  classes"  will  then  be  loaded 
on  deck  lighters  (with  gauges  attached)  whose  cubic  feet  of 
submergence  has  been  ascertained  for  each  tenth  of  a  foot. 
The  load  will  be  put  on  in  shape  suitable  for  accurate  measure- 
ment by  cross  sections,  at  the  expense  of  the  contractor,  and  in 
such  manner  that  the  plane  of  submergence  will  be  parallel  to 
the  deck  of  the  lighter,  as  near  as  may  be.  The  difference  in 
cubic  feet  of  submerged  section,  light  and  loaded,  at  6z  pounds 
to  the  cubic  foot,  will  be  considered  the  weight  of  the  measured 
load.  The  lighters  must  be  kept  bailed  out,  and  will  be  con- 
sidered loaded  with  the  same  weight  when  afterward  sunk  to 
the  same  gauge  readings.  The  proportion  of  a  partial  to  a  full 
load  will  be  determined  by  the  ratio  of  the  displaced  volumes 
of  water. 

The  Engineer  may  measure  the  displacement  of  empty 
lighters  at  his  discretion,  and  the  contractor  must  free  them 
from  water  at  his  own  expense  whenever  requested  by  the 
inspector  for  the  purpose  of  determining  their  loads. 

Dumping  Lighters  will  not  be  allowed  in  transporting 
materials  excavated  at  Drewry  Bluff  or  above,  but  can  be  used 
(or  material  excavated  at  Harrison's  Bar  and  Goose  Hill  Flats. 

Where  dumping  lighters  are  used  measurements  will  be 
made  by  the  capacity  of  the  pockets. 

Decision  as  to  Quantities. — The  duty  of  determining 
die  quantity  of  material  carried  in  or  on  lighters  will  be  per- 
formed by  inspectors  appointed  by  the  Engineer  in  charge,  and 
the  decision  of  such  inspectors,  acting  under  the  orders  of  the 
Engineer,  as  to  the  amount  of  material  excavated  and  removed, 
as  well  as  to  its  place  and  manner  of  deposit,  shall  be  final  and 
without  appeal  on  the  part  of  the  contractor. 

Over-Depth. — No  allowance  will  be  made  for  dredging 
more  than  twelve  inches  below  the  required  depth  or  outside 
the  limits  of  the  channel  as  marked  by  stakes  or  ranges,  unless 
such  additional  depth  is  necessary  to  break  up  strata  of  rock  or 
cemented  earth.  Increased  depth  will  be  allowed  in  such  cases 
if  authorized  by  the  inspector,  acting  under  the  direction  of  the 
Engineer.  If  a  deficiency  in  depth  is  found  the  contractor 
must  re-excavate  the  bottom  until  the  required  depth  is 
obtained. 
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Dumping. — Excavated  material  will  be  the  property  of  the 
United  States  and  be  disposed  of  strictly  in  accordance  with 
instructions  from  the  inspector.  W.  P.  C. 

124.    Specifications  for  an  fiarthen  Dam.     The 

following  specification  for  an  earthen  dam  across  a  stream  for  a 
storage  reservoir  for  irrigation  purposes  is  a  fair  illustration  of  a 
method  of  writing  the  specifications  for  such  a  purpose.  It  is 
sufficiently  elastic  to  allow  the  engineer  great  discretion  in  the 
matter  of  adapting  the  methods  to  the  particular  material 
encountered,  while  at  the  same  time  it  gives  to  the  contractor  a 
fair  idea  as  to  the  amount  of  work  which  will  be  required  of 
him,  and  therefore  as  to  its  approximate  cost.  This  is  really 
all  he  cares  to  know  at  the  time  he  makes  his  bid. 

The  object  in  the  mind  of  the  engineer  in  writing  this 
specification  was  to  make  as  impervious  a  dam  as  possible  with 
the  materials  which  were  known  to  exist  in  the  immediate 
vicinity,  without  making  the  cost  extravagant.  The  earthwork 
was  well  insured  against  overflow  by  having  a  very  long  spill- 
way across  the  dividing  ridge  between  this  and  an  adjacent 
drainage  basin  some  distance  above  the  dam. 

Spbcipication  FOR  AN  Earthrn  Dam: — After  the  work 
has  been  staked  out,  the  top  soil  and  all  vegetable  matter  shall 
be  wholly  removed  from  the  area  of  the  work.  This  area  shall 
be  cleared  to  the  satisfaction  of  the  engineer,  and  no  allowance 
will  be  made  therefor.  The  material  removed,  which  is  suffi* 
ciently  free  from  vegetable  matter,  may  afterwards  be  used  for 
building  the  outer  toe  of  the  dam. 

The  sides  of  the  valley  shall  be  terraced  or  stepped  with 
risers  one  foot  high,  over  the  whole  area  of  contact  with  the 
dam.  These  terraces  shall  also  have  offsets  horizontally  as 
shown  in  the  sketch.  They  shall  be  cut  to  the  depth  indicated 
by  the  engineer,  and  the  material  excavated  will  be  paid  for  as 
excavation. 

A  trench  shall  be  opened  from  the  surface  to  and  into  the 
gravel  stratum,  of  the  dimensions  as  shown  on  the  drawings, 
being  about  i6  feet  wide  at  the  surface,  and  about  6  feet  wide 
at  the  bottom.  This  trench  extends  the  entire  length  of  the 
dam  and  up  to  the  side  slopes ;  it  extends  to  the  rock  after  the 
gravel  stratum  is  passed.  This  work  will  be  paid  for  as  exca- 
vation. 
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A  puddle  core  wall  extends  ihe  whole  length  of  the  dam, 
being  6  feet  wide  at  the  bottom  of  the  trench,  which  averages 
«t>oDt  20  feet  below  the  surface  of  the  ground,  aver.iges  about 
iG  feet  wide  at  the  surface  of  the  ground,  and  is  6  feet  wide  at 
m  point  4  feet  below  the  top  of  the  dam. 

This  puddle  core  is  to  be  a  mixture  of  clay  and  the  grav- 
elly s«nd  such  as  found  in  the  gravel  stratum  (all  of  the  gravel 
to  be  such  as  will  pass  through  a  3  inch  ring),  in  about  equal 
proportions.  These  two  kinds  of  materiiiU  will  be  spread  in 
alternate  courses  about  3  inches  thick.  The  clay  courses  will 
be  harrowed  sufficiently  to  pulverize  the  hurd  clods,  using  a 
disc  harrow,  or  iuch  other  machine  as  may  be  satisfactory  to  the 
engineer.  A  gravel  course  will  then  be  laid  and  this  harrowed 
until  it  is  thoroughly  incorporated  and  mixed  with  the  clay.  It 
■halt  then  be  wet  dov™  and  allowed  to  stand  until  it  is  in  a 
proper  condition  for  compacting,  when  it  shall  be  rolled  thor- 
oughly, to  the  satisfaction  of  the  engineer,  with  a  grooved  roller 
weighing  not  less  than  150  pounds  to  the  lineal  inch  along  the 
axis  of  the  roller. 

Oo  this  shall  then  be  laid  another  3  inch  layer  of  clay, 
which  shall  be  pulverized  by  harrowing,  to  be  followed  by  a  3 
inch  layer  of  gravel,  harrowed,  wet  down  and  rolled,  as  before 
described,  and  so  on.  If,  in  the  opinion  ol  Ihe  engineer,  it  is 
deemed  advisable,  or  desirable,  the  clay  for  the  puddle  shall  be 
pulverized  dry  before  it  is  spread  on  the  dam. 

The  above  describes,  in  a  general  way,  the  amount  of 
work  which  will  be  required  to  be  done  on  the  puddle  core  of 
the  dnm,  but  the  particular  operations  are  made  subject  to  any 
changes  which  the  engineer  may  choose  to  make,  in  the  inter- 
est of  a  more  effectual  mixing  or  compacting  of  the  materials. 
The  general  drawings  show  the  probable  depth  to  which  the 
puddle  Willi  will  be  carried,  but  the  depth  shown  is  not  to  be 
con>idered  as  exact  nor  final,  as  it  may  be  varied  according  to 
character  of  the  ground  developed  by  the  excavation. 

All  that  port  of  the  dam  on  the  up-stream  side  of  the  core 
rsll  shnll  be  made  of  such  clay  material  as  the  engineer  may 
VleL-t  from  (hiit  overlying  the  gravel  stratum  in  the  immediate 
vicinity  below  the  dam.  It  is  thought  that  at  least  half  of  this 
overly)n>;  clay  is  suitable  for  this  purpose.  It  shall  be  thor- 
oughly incorjiorated  with  the  upper  clay  underlying  the  dam  by 
GrU  plowing  up  the  surface,  after  the  top  soil  has  been  removed, 
and  rolling  down  again  as  described  below.  This  plowed 
Upper  surlace,  and  also  the  clay  lill,  shall  be  pulverized  in 
councs  not  over  6  inches  thick,  by  harrowing  or  rolling,  or  both, 
before  wctiinij  down.  It  shall  then  be  wet  down  thoroughly 
uid  allowed  to  il.ind  until  it  is  in  a  proper  condition  for  most 
(Hectual  compacling.  It  shall  then  be  rolled  to  the  satisfaction 
of  the  engineer,  and  in  accordance  with  bis  directions,  with  a 
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grooved  roller  weighing  not  less  than   150  pounds  per  lineal 
inch  of  roller,  measured  along  its  axis. 

All  that  part  of  the  dam  below  the  puddle  core  wall  shall 
be  filled  with  the  surface  clay  in  the  immediate  locality  below 
the  dam.  It  shall  be  laid  in  courses  not  over  6  inches  in 
thickness,  harrowed  and  rolled  dry  to  the  satisfaction  of  the 
engineer.  It  is  the  intention  to  make  as  compact  a  mass  of  this 
portion  as  possible  without  wetting  down. 

J.&F. 

126.    Speoiflcations  for  Ooffer-DamB.    The  follow 

ing  specification  for  the  construction  of  co££er*dams,  and  for 
the  methods  of  paying  for  the  same  is  taken  from  a  recent  U. 
S.  Engineer  Corps  specification  for  the  building  of  a  navigation 
lock  and  dam  on  the  Great  Kanawha  river.  West  Virginia.  .  It 
illustrates  how  such  specifications  may  be  drawn  and  the  work 
paid  for  in  an  equitable  manner,  and  how  bids  may  be  made 
up  upon  such  work  without  assuming  extraordinary  risk,  and 
without  knowing  much  of  the  nature  of  the  material  to  be 
excavated  or  of  the  depths  to  which  the  construction  will 
extend. 

How  Built. — The  coffer-dams  will  be  built  as  shown  gen* 
erally  by  the  drawings  exhibited  and  as  directed  by  the  engi* 
neer.  They  will  be  formed  of  cribs  sunk  to  hard  pan,  sheathed 
with  plank  and  filled  with  heavy-dredged  river-bed  material 
not  liable  to  wash.  They  will  be  thoroughly  banked  on  the 
outside  with  clay  puddling,  or  like  material,  of  quality  and 
quantity  to  make  them  sufficiently  water-tight  to  be  pumped 
out.  The  crib-filling  and  the  banking  outside  will  be  pro- 
tected to  such  an  extent,  as  directed,  by  a  top  layer  of  loose 
stone. 

As  the  work  within  the  different  sections  of  the  coffer- 
dams for  the  dam  is  finished,  the  ends  of  the  next  section  of 
coffer  will,  when  required,  be  made  of  square  sawed  timber, 
rods,  upright  plank  and  puddle,  built  across  and  near  the  end 
of  the  finished  part.  Similar  timber  and  plank  bulkheads  will, 
also,  if  ordered,  be  built  by  the  contractor  between  the  coffer^ 
dam  for  the  lock  and  the  lock  wall,  to  form  part  of  the  first 
section  of  coffer-dam  for  the  navigation  pass  and  elsewhere  in 
making  coffer  connections  as  the  engineer  may  require. 

How  Paid  For, — The  United  States  will  pav  the  con* 
tractor  Cor  the  dredging  and  excavation  for  the  site  of  the  ooSer^ 
dams  his  contract  price  for  ^* Excavation."  For  logs  ^and 
sheathing  used,   he  will  be  paid  his  contract  prices  for  **Crib 
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Logs  in  Coffer-dam"  and  **Sheathing."  For  material  used  to 
fill  the  coffer-dam  cribs,  he  will  be  paid  his  contract  price  for 
^*Coffer-dam  Filling."  The  plank  and  sawed  timber  used  in 
the  coffer-ends  or  bulkheads  will  be  paid  for  as  ** Sheathing," 
and  the  puddle  in  same  as  ** Coffer-dam  Filling."  It  is  under- 
stood that  all  labor,  all  banking,  puddling  and  stone  used  on 
the  outside  of  the  cribs,  the  spikes  and  bolts  and  all  material 
not  mentioned,  required  in  the  construction  of  the  coffer-dams, 
shall  be  furnished  by  the  contractor  without  cost  to  the  United 
States.  The  coffer-dams  must  be  promptly  banked  to  full 
height.  No  payment  will  be  made  for  logs  or  filling  above 
the  level  of  the  top  of  the  lowest  part  of  unfinished  banking. 
No  payment  will  be  made  for  any  coffer-dam  materials  carried 
off  by  the  river  or  lost  in  any  manner  during  construction.  All 
repairs  to  the  coffer-dams  or  their  adjuncts  must  be  borne  by 
the  contractor. 

Removal. — The  contractor  will  be  required  to  remove  the 
coffer*dams  and  their  belongings  at  his  own  cost.  The  time 
and  manner  of  the  removal  of  the  coffer-dams,  or  any  parts  of 
them,  and  the  place  to  deposit  the  materials,  to  be  prescribed 
by  the  engineer. 

Ownership. — It  is  understood  and  agreed  that  the  pay- 
ments for  excavation,  logs,  sheathing  and  filling,  as  provided 
for  above,  shall  cover  the  entire  cost  of  the  cofiFer-dams  to  the 
United  States,  and  by  virtue  thereof  they  shall  become  the 
property  of  the  United  States,  in  case  of  the  failure  or  annul- 
ment of  this  contract. 

Dredges  and  Pumps, — In  building  the  coffer-dams  the 
contractor  will  be  required  to  employ,  at  the  same  time,  not 
less  than  two  suitable  steam  dredges  at  excavating  and  filling : 
and  for  pumping  the  coffer-dams  he  must  keep  at  least  three 
good  sufficient  pumping  outfits,  with  pumps,  engines  and  boats 
complete,  in,  or  always  ready  for,  operation.  The  dredges 
must  be  equipped  to  do  effective  work  to  a  depth  of  28  feet. 

W.  P.  C. 

126.    SpeciflcationB  for  Protective  Work.     It  is 

customary  for  engineers  to  require  the  contractor  to  protect  his 
work  from  all  causes,  such  as  landslides,  rainfall,  floods, 
ground  water,  quicksand,  etc.,  without  any  special  compensa- 
tion therefor.  In  all  such  cases  the  contractor,  of  course,  will 
build  his  temporary  protective  works  as  cheaply  as  possible, 
and  often  will  not  provide  that  degree  of  protection  which  the 
engineer  may  think  is  necessary  and  wise.     A  fair  division  of 

the  responsibility  and  cost  of  such  protective  works  between  the 
10 
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contractor  and  owner  is  therefore  desirable,  and  the  following 
specifications  taken  from  those  used  on  the  new  Croton  Dam  of 
New  York  City,  in  1893,  are  offered  as  a  very  excellent  solu- 
tion of  this  problem. 

It  will  be  noted  that  the  cost  of  such  protective  works  as 
the  engineer  might  consider  necessary  is  to  be  paid  for  by  the 
citv  at  the  standard  prices  per  unit  of  measure  named  in  the 
bid,  and  the  engineer  is  given  control  of  the  design  and  general 
character  of  such  works.  The  responsibility  for  the  efficient 
execution  of  such  works,  however,  is  made  to  rest  upon  the  con* 
tractor  by  holding  him  responsible  for  all  damages  caused  by 
their  inefficiency,  except  in  one  instance  of  an  unprecedented 
flood  in  the  Croton  river.  In  which  particular  case  the  damages 
are  to  be  duly  appraised  and  paid  for  by  the  city. 

It  will  also  be  noted  that  the  taking  care  of  the  ground 
water  by  pumping  rests  wholly  upon  the  contractor  without 
special  compensation. 

The  contractor  shall  do  all  other  work  needed  to  protect 
his  work  from  water ;  he  shall  erect  all  temporary  dams,  coffer- 
dams, sheet  piling-  and  other  devices,  take  care  of  the  river,  and 
shall  be  responsible  for  all  damage  that  may  be  caused  by  the 
action  of  water,  whether  from  negligence  or  any  other  cause. 
Such  damage  is  to  be  repaired,  and  the  work  must  .be  restored 
and  maintained  at  his  cost. 

All  earth  and  rock  excavation,  masonry,  timber  and  other 
work,  temporary  or  permanent,  for  the  purpose  of  protecting 
the  work  from  the  river,  provided  that  they  are  ordered  or 
approved  by  the  engineer,  are  to  be  paid  for  at  the  prices  stip« 
ulated  in  this  contract.  All  work  of  this  character  is  to  be 
removed  by  the  contractor  at  his  own  expense,  if  so  ordered  by 
the  engineer. 

The  responsibility  of  the  contractor  as  to  damage  caused 
by  the  inefficiency  of  the  protective  work  shall  cease,  however, 
if  such  damage  is  caused  by  the  river  at  a  time  when  the  flow 
of  the  river  attains  such  volume  as  will  cause  it  to  rise  to  a 
hei<;ht  of  more  than  eighty-one  inches  above  the  stone  crest  of 
the  present  Croton  dam,  such  height  being  the  greatest  recorded 
by  the  city  authorities. 

Such  damage  as  may  be  caused  under  the  circumstances 
just  stated  shall  be  repaired  by  the  contractor  as  soon  as  practi- 
cable, under  the  direction  of  the  engineer,  who  shall  appraia* 
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the  cost  of  8uch  work  of  r 


,  and   the   amount  of  the 


^ 


repairs, 

thall  be  paid  to  the  contractor  on  the  certificate  of  the  engineer 
that  the  work  has  been  completed  to  his  satisfaction ;  and,  after 
(uch  ceni6cate  shall  have  been  issued,  the  contractor  shall  again 
become  responsible  for  all  damage  that  may  be  caused  by  the 
ictioD  o£  the  water,  in  the  same  manner  as  is  specified  above. 

If  such  appraisal  of  the  engineer  is  not  satisfactory  to  the 
contractor,  the  said  contractor  shall  so  state  in  writing  to  Che 
aqueduct  commissioners,  and,  thereupon,  a  board  of  nrbitrj- 
tion,  composed,  first,  of  the  chief  engineer,  or  of  such  other 
person  that  the  aqueduct  commissioners  may  designate;  second, 
of  a  person  selected  by  the  contractor;  third,  of  another  person 
to  be  designated  by  the  other  two,  shall  proceed  to  appraise  the 
cost  of  Bucb  damage,  and  their  decision  shall  be  final  and  bind- 
ing on  both  parties,  provided  it  is  tlie  unanimous  decision  of  the 
three  members  of  the  said  board ;  but  if  the  said  decision  is  not 
unanimous,  the  appraisal  of  the  chief  engineer  shall  stand  and 
become  final  and  binding  to  both  parties.*  And,  on  the  cir- 
lificate  of  the  aqueduct  commissioners  that  the  said  appraisal 
bu  been  made  in  accordance  with  the  stipulations  of  this 
■grcement,  the  amount  of  said  appraisal  shall  be  paid  to  the 
contractor.  And  the  said  appraisal,  whether  made  by  the  chief 
enfrincct  or  by  the  said  board  of  arbitration,  shall  include  only 
tfae  cost  of  the  actual  work  done  to  repair  the  damage,  and  shall 
not  include  any  alleged  loss  of  profit  or  other  loss  due  to  the 
deUy  caused  by  such  repairs,  but  an  extension  of  time  shall  be 
granted  to  tlie  contractor  for  the  performance  of  his  contract, 
equivalent,  in  the  opinion  of  the  engineer,  to  the  loss  of  time 
due  to  the  interruption  of  the  operations  of  construction  on 
account  of  the  said  work  of  repairs. 

The  conlrnctor  is  to  do  all  the  draining  and  pumping  which 
(halt  be  necessary  for  keeping  the  work  free  from  water,  and  if 
at  «ny  lime  ihc  engmeer  is  of  the  opinion  that,  in  order  to 
maintain  the  slopes  and  sides  of  the  excavations  in  proper 
order,  it  is  necessary  to  remove  the  water  from  the  ground  out- 
side of  the  limits  of  the  excavations,  the  contractor  sh.ill,  at  his 
(eque^t,  sink  the  necessary  pipes  or  wells  to  intercept  the  water, 
and  place,  maintain  and  work  such  pumping  or  other  exhaust- 
ing apparatus  as  shall  be  sufficient  to  properly  maintain  the 
*aiJ  slopes  and  sides. 

The  cost  of  furnishing  the  necessary  appliances  and 
nuchinery,  of  working  them,  and  of  doing  all  the  work  con- 
nected with  draining  and  pumping  operations,  is  to  be  included 
in  (he  prices  bid  for  the  various  kinds  of  work  which  the  drain- 
fag  and  pumping  operations  are  intended  to  protect. 


a  pRKCfldlEtfA,  b 


A.  F. 

It  hu  BUT  AlBI*  M 
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SPEOIFIOATIONS  FOB  OEMENT  MORTAR,  OON- 

ORETE,  AND  MASONRY. 

t 

(For  U.  b.  Eogr.  Corps  Specifications  see  appendix  B.,  p.  gifj 

127.  Oement  Mortar.*  There  are  in  general  two 
kinds  of  cement  in  common  use  in  America,  namly,  Portland 
or  artificial  cement,  and  Natural  cement.  Portland  cement  is 
an  artificial  mixture  of  lime  and  clay  properly  burned  and 
ground.  Natural  cement  is  made  by  burning  the  natural  rock 
which  contains  approximately  the  proper  ingredients,  and 
grinding  the  calcined  product.  Portland  cements  are  known 
by  their  various  manufacturer's  names  or  brands,  and  are  mostly 
imported  from  Germany,  France,  and  England.  Recently  a 
number  of  manufactories  have  been  established  in  America. 
Natural  cements  are  usually  known  under  a  geographical  name, 
indicating  their  place  of  manufacture,  as  Rosendale  cement, 
made  on  the  Hudson  river;  Louisville  cement,  made  on  the  Ohio 
river  in  the  vicinity  of  Louisville ;  Utica  cement,  made  at  Utica 
in  the  northern  part  of  the  state  of  Illinois;  Milwaukee  cement, 
etc.  In  general  the  Portland  cement  costs  about  three  times  as 
much  as  the  natural  cements,  and  it  has  three  or  four  times  the 
strength  of  these.  It  is  common  to  require  a  tensile  strength 
of  from  300  to  400  pounds  per  square  inch  for  Portland 
cements,  which  have  hardened  one  day  in  the  air  and  six  days 
in  water,  and  about  100  pounds  per  square  inch  tensile  strength 
for  natural  cements,  similarly  treated.  The  Louisville  cement 
is  quick  setting,  and  a  very  fair  test  may  be  obtained  of  its 
strength  in  twent}'-four  hours,  in  which  case  a  tensile  strength 
of  from  60  to  So  pounds  per  square  inch  may  be  specified,  the 
•briquettes  being  allowed  to  remain  one  hour  in  the  air,  and 
twcntv-three  hours  in  water. 

•The  reader  Is  referred  to  the  author's  work  on  Tkt  MaterimU  tf  Cmrfrwrttm,  Q, 
WOey  A  Sons,  New  York>,  for  an  extended  description  of  the  methods  of  nannfactvfv 
9i  Uie  different  kinds  of  ceraent,  the  theory  of  their  setting  and  hardening,  tha  wandard 
methods  of  testing  ceraenu  and  monars  in  this  and  in  other  coantrina,  and  TarkMis 
K^P^^d  improvemenu  in  these  methods.  The  manufacture  of  Pnrtlaad  cnwiwi  k» 
Increased  so  rapidly  in  America  within  the  last  few  years  Uiat  it  voold  ii  imi  w«  woaid 
aoo«  be  able  to  make  all  we  reqnire.  The  quality  of  th«  Amarteaa  caancu  to  atoa  faUy 
np  to  tkat  of  Um  beat  foreign  braada. 
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I  The    strength    of  cement    and     cement    mortar   depends 

greatly  on  the  fineness  of  the  cement.  This  is  usually  tested 
hy  passing  it  through  a  sieve  of  from  50  to  100  meslies  per 
lineal  inch,  having  from  3,500  to  10,000  meshes  per  square 
inch.  The  100  mesh  sieve  is  much  to  be  preferred,  and  is 
usually  specified  in  the  case  of  Portland  cement,  since  proba- 
bly only  the  particles  which  would  pass  through  such  a  sieve 
are  really  efficient  or  active  in  the  process  of  hardening,  the 
coarser  parts  being  inert,  or  as  so  much  sand.* 

A  cement  mortar  is  a  thorough  mixture  of  sand  with 
cement,  first  in  a  dry  state,  usually  in  the  proportion  of  one  of 
cement  to  two  of  sand  by  measure,  with  natural  cements,  and 
one  of  cement  to  three  or  four  of  sand  when  Portland  cement 
is  used.  After  these  ingredients  have  been  effectually  mixed, 
sufficient  water  is  added  to  reduce  the  composition  to  the  desired 
consistency.  It  is  important  that  the  sand  should  be  clean,  or 
free  from  all  earthy  ingredients.  It  is  common  also  to  specify 
that  it  shall  be  sharp ;  that  is  to  say,  the  grains  should  not  be  too 
much  rounded.  Ocean  beach  sand  ia  apt  to  be  very  much 
worn,  and  not  sharp  in  this  sense.  River  or  bank  sand  is 
1^^  Dtnally  preferred  on  this  account. 

^^H  In  specifying  the  proportions  of  sand  and  cement  to  be 
^^Kvwd  in  making  up  a  cement  mortar,  it  is  customary  simply  to 
1^^  ttame  so  many  parts  of  sand  to  one  part  of  cement,  by  meas- 
nte.  It  would,  as  a  rule,  be  inconvenient  to  determine  this 
ratio  bj  weight,  but  a  determination  by  measure  is  subject  to 
aerioua  objections.  For  instance,  a  barrel  or  original  package 
of  cement,  when  dumped  or  turned  out  upon  a  mixing  pliitlorm 
ta  ■  loose  and  fluffy  condition  will  have  nearly  50  per  cent,  more 
TClums  tlian  it  ha3  in  the  oriEjinal  package.  //  is  necessary, 
tktrr/pre,  in  order  tliat  the  meaning  of  the  specifications  shall 
it  clear,  to  indicate  mhether  the  proportions  by  volume  shall 
he  taken  with  the  cement  in  the  original  package,  or  in  a  loos4 
tlate,  after  having  6een  empiied from  such  package.     It  is  per- 

■tt  k  nam  known  (IMS)  Ibat  onlr  thoK  mnlcln  of  ccmeni  wtaich  arc  impalpMtla 
dol.  lod  Bner  Ihan  «n  ht  ItUfi  by  any  licve.  are  itac  acllie  portion!  In  Uw  froco*  •! 
taidcDlog.    The  grains  si  ten«lbl<  (lie  (implr  tcrvc  u  »  much  uod. 
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liaps  more  convenient  to  measure  the  cement  after  it  has  been 
emptied  from  the  original  package.  In  any  case  the  engineer 
should  decide  which  method  he  proposes  to  adopt ^^  and  reveal 
this  decision  in  the  specifications  themselves.  It  is  not  suffi- 
cient to  say  that  one  barrel  of  cement  shall  be  used  for  so  many 
barrels  of  sand,  thinking  thus  to  have  the  cement  measured  in 
the  original  package,  since  American  cement  is  commonly  de- 
livered in  sacks,  and  to  get  it  into  a  barrel  it  would  require  the 
measurement  of  the  cement  in  a  loose  condition.  One  barrel  or 
four  bags  of  cement  may  be  taken  as  equal  to  four  cubic  feet 
in  volume.  The  following  specification  for  the  making  of 
cement  mortar  is  satisfactory  in  every  respect,  except  that  it 
does  not  indicate  whether  the  cement  is  to  be  measured  in  the 
original  package,  or  in  a  loose  condition. 

Mortar  shall  be  composed  of  one  measure  of  cement  and 
two  measures  of  sand,  and  shall  be  mixed  on  a  tight  platform 
as  follows :  One  measure  of  sand  shall  be  evenly  distributed 
on  the  platform ;  and  one  measure  of  cement  shall  be  distributed 
on  the  sand,  and  a  second  measure  of  sand  shall  be  distributed 
on  the  cement.  The  sand  and  cement  shall  then  be  thoroughly 
mixed  in  a  dry  state,  being  turned  over  with  shovels  until  this 
is  accomplished.  Water  shall  then  be  added  in  a  sufficient 
quantity  to  convert  the  sand  and  cement  into  a  mortar  which 
will  stand  in  a  pile  and  not  be  fluid  enough  to  flow.  During 
the  application  of  the  water  the  mass  must  be  constantly  turned 
with  shovels,  so  that  the  mortar  will  be  of  uniform  consistency. 

•  O.  B. 

For  determining  proportions  of  cement  and  sand  the  fol- 
lowing specifications  of  the  Boston  Water  Works  is  recom- 
mended : 

In  preparing  mortar  and  concrete,  the  cement,  sand  and 
stone  shall  be  mixed  in  the  proportions  by  volume  herein 
specified.  The  cement  shall  be  measured  when  so  compacted 
that  300  pounds  of  dry  natural  cement  or  3S0  pounds  of  dry 
Portland  cement  have  a  volume  of  3.6  cubic  feet.  The  sand 
and  stone  shall  be  measured  when  not  packed  more  closely 
than. by  throwing  them  in  the  usual  way  into  a  barrel  or  box. 

128.  Oement  Ooncrete-  *  Cement  concrete  is  usually 
composed  of  cement  mortar  as  described  in  the  previous  article, 
mixed  with  broken  stone.  It  may,  however,  be  composed  of 
cement  mortar  mixed  with  gravel.  If  gravel  can  be  procured 
free  from  earthy   matter,  varying  in  size  from  coarse  sand  to 

*For  complete  apecifications  for  a  Concrete  and  Steel  Bridge,  by  Edwin 
Bngtoeerfng  News,  September  SI,  1899,  p.  184. 
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■tonea  not  more  than  about  two  inches  Id  diameter,  it  would 
tervc  *  better  purpose  in  the  manufacture  of  concrete  than  does 
broken  itone.  Experiments  have  ihown  also,  that  when  stone 
it  broken  in  a  Etoue  crusher  and  not  screened,  ho  that  all  the 
(iDCT  parts  remain  in,  including  the  stone  dust,  a  stronger  con- 
crete results  than  with  the  use  of  the  same  quantity  of  screened 


I 


The  ideal  cement  concrete  is  sucfa  a  mixture  of  material  of 
graded  size,  from  the  largest  used  down  to  the  finest  sand,  as 
will  make  a  nearly  solid  mass,  when  properly  mixed.  This 
may  then  be  solidified  by  uniting  with  it  such  an  amount  of 
finely  ground  cement  as  will  serve  to  completely  coat  each  and 
every  particle  of  sand,  gravel,  or  stone,  and  fill  the  small  voids 
remaining  after  the  graded  materials  have  been  thoroughly  and 
nnifocmly  mixed.  Since  crushed  rock  is  always  angular  it  will 
be  often  impossible  to  mnke  as  solid  a  concrete  mass  with  it  as 
can  be  made  by  the  use  of  gravel.  When  gravel  is  used  it  is 
best  to  have  it  screened  to  a  series  of  regularly  graded  sizes, 
tnd  then  such  proportions  of  each  successive  smaller  size  used 
u  will  serve  to  611  the  voids  in  the  larger  size.  The  cement 
finally  fills  the  voids  between  the  small  sand  grains. 

The  sand  and  cement  should  always  be  very  thoroughly 
miwd  dry,  then  the  coarser  material  should  be  thoroughly  wet 
sod  the  excess  of  water  drained  off,  after  which  the  mixed  sand 
md  cement  should  be  incorporated  with  the  moistened  gravel 
or  rock,  and  a  sufficient  amount  of  water  added  while  the  mix- 
ing is  in  progress  as  will  reduce  the  entire  mass  to  the  proper 
consistency.  The  most  effectual  mixing  can  be  done  by 
machinery,  but  it  is  more  commonly  done  by  hand.  Perhaps 
the  best  cement  mixer  is  a  cubical  box  mounted  on  trunions  at 
hs  diagonally  opposite  comers  into  which  the  proper  propor- 
tioaa  of  the  constituent  parts,  including  the  water,  are  placed 
tad  the  whole  given  a  certain  number  of  revolutions.  There 
various  kinds  of  continuous  mixtures  into  which  the  proper 
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proportions  of  th^  several  ingredients  are  thrown  somewhat  at 
random,  and  from  which  the  concrete  is  supposed  to  continu- 
ously fall  upon  the  work  in  a  properly  mixed  condition.  This 
method  is  probably  fully  equal  to  hand  mixing,  but  is  not  as 
satisfactory  as  the  use  of  the  cubical  box  above  described. 

Concrete  should  always  be  laid  in  courses  of  from  six  to 
nine  inches  in  depth,  and  thoroughly  rammed  in  place  in  order 
to  compact  it  effectually.  If  several  courses  are  to  be  laid  in 
order  to  obtain  the  required  depth  of  concrete,  one  course  should 
follow  another  as  rapidly  as  possible^  in  order  that  they  may 
become  effectually   joined,    and   form   finally  one  monolithic 

mass.  7^e  amount  of  water  should  be  just  sufficient  to 
cause  it  to  flush  to  the  surface  by  hard  ramming.  When  the 
work  is  interrupted  at  the  end  ot  a  day,  and  other  courses  of 
concrete  are  to  be  laid  the  following  day,  and  especially  when 
Sunday  intervenes,  the  top  of  the  concrete  should  be  covered 
and  kept  wet,  and  when  the  next  course  is  laid  the  top  surface 
of  the  former  should  be  thoroughly  water  soaked,  and  all 
earthy  matter  removed  from  it. 

Masonry  or  other  heavy  weights  should  not  be  laid  upon 
concrete  until  it  has  been  allowed  to  harden,  usually  as  much 
at  twenty-four  hours.  In  the  case  of  quick  setting  natmral 
cements,  however,  twelve  hours  may  be  suHicient. 

Since  successive  freezing  and  thawing  will  prevent  the 
ultimate  hardening  of  cement  mortar,  it  is  customary  to  pre- 
scribe that  no  masonry  or  concrete  in  which  cement  mortar  is 
employed  shall  be  laid  in  freezing  weather.  It  is  a  well  estab- 
lished fact,  however,  that  Portland  cement  mortar  is  not  injured 
by  freezing  if  it  remains  in  a  frozen  condition  for  a  considerable 
length  of  time.  Again,  when  the  temperature  is  not  too  low, 
but  below  freezing,  freezing  of  the  mortar  may  be  prevented 
by  adding  salt  to  the  water  in  making  the  mortar,  or  the  ingre- 
dients of  concrete  may  be  heated  so  that  the  concrete  will  have 
set  before  freezing  can  take  place. 
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Tlie  following  specification  for  cement  concrete  includes 
»*  a  constituent  part  of  it  the  specification  for  cement  mortar  in 
llie  previous  article.  That  which  is  given  below  is  supposed 
^  follow  directly  tipon  the  previous  quotation,  ihe  whole  con- 
stituting «  specification  for  cement  concrete. 

The  broken  stone  shall  be  wetted  down  and  then  thor- 
oughly  mixed  with  the  mortar  by  turning  it  over  with  shovels; 
no  more  stone  shall  be  used  than  can  be  covered  on  all  surfaces 
with  mortar,  and  the  proportion  of  broken  stone  in  the  concrete 
must  not  exceed  five  measures  of  stone  to  one  measure  of 
cetnenl.      All  material  must  be  actually  measured  In  bulk. 

Concrete  must  be  mixed  in  small  and  convenient  quantities 
nnd  immediately  deposited  in  the  work.  It  must  be  carefully 
placed,  and  not  dropped  from  any  height.  It  shall  be  laid  in 
sections,  and  in  horizontal  layers  not  exceeding  nine  (9)  inches 
Iq  thickness,  and  it  must  be  thoroughly  rammed  until  the  stone 
i>  covered  with  mortar  and  a  film  of  water  appears  on  the 
■urface.  In  no  case  shall  concrete  be  permitted  to  remain  in 
the  work  if  it  has  begun  to  set  before  the  rammii)g  ia  com- 
pleted. When  concrete  is  properly  made  the  whole  mass 
becomes  one  atone  when  it  has  set,  and  it  is  very  important 
(liat  it  shall  be  deposited  continuously  in  the  work.  All  sur- 
faces upon  which  concrete  i<  to  be  laid  must  be  wetted  before 
the  concrete  is  deposited.  Plank  or  timber  forms  must  be 
provided  when  necessary  to  confine  the  concrete  to  the  shape 
Bod  dimensions  shown  on  the  plans. 

Before  any  weight  is  placed  on  concrete  it  shall  have  as 
much  time  to  set  as  can  conveniently  be  allowed,  and  in  no 
case  less  than  twelve  (12)  hours. 

In  cold  weather  material  for  concrete  shall  be  heated  as 
directed  by  the  engineer. 

The  engineer  will  issue  special  instructions  for  concrete 
which  is  to  be  deposited  under  water.  O.  B. 

The  following  method'  of  making  concrete  by  using  sea 
washed  gravel  of  standard  sizes  as  obtained  from  graduated 
screens  has  given  most  excellent  results.  In  this  mixture  there 
ncre  three  grades  of  sand  and  gravel  employed,  namely,  fine 
sind,  coarse  sand,  and  small  gravel  stones  up  to  one  fourth  of 
an  inch  In  diameter,  and  large  gravel  from  one  half  to  two 
inches  in  diameter.  The  proportioos  vrere  one  part  cement, 
two  parts  fine  sand,  four  parts  coarse  sand  and  small  gravel, 
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and  eight  parts  of  the  larger  gravel,  making  in  all  one  part  of 
cement  to  fourteen  parta  of  sand  and  gravel,  by  measure. 
The  cement  and  fine  sand  were  mixed  dry.  The  two  grades 
of  gravel  were  then  thoroughly  mixed  and  saturated  with 
water,  the  surplus  water  being  allowed  to  drain  off.  The  dry 
mixture  of  cement  and  sand  was  then  uniformly  spread  over  the 
wet  gravel  and  thoroughly  mixed  with  it.  The  water  which 
remained  adhering  to  the  gravel  was  found  sufficient  to  moisten 
the  cementy  and  also  to  insure  a  uniform  distribution  of  such 
water  through  the  mass.  The  mixture  was  then  deposited  in 
place  and  thoroughly  rammed,  and  it  was  found  to  give  a  very 
solid  and  strong  concrete.  It  was  found  that  three  and  one 
half  barrels  of  cement  were  used  for  each  four  and  onehalf 
cubic  yards  of  concrete  in  place.  It  is  said  that  the  concrete 
was  equal  in  every  particular  to  that  made  of  one  part  of 
cement,  three  parts  sand,  and  five  parts  broken  lime  stone. 
This  species  of  concrete  was  used  in  the  foundations  of  ^e 
New  York  and  Brooklyn  bridge,  and  also  on  some  of  the  New 
York  City  cable  railways.  This  mixture  comes  very  near 
being  the  ideal  concrete  for  both  solidity  and  economy. 

The  following  specification  for  ^^cyclopean  masonry*'  was 
used  by  the  Jersey  City  Water  Supply  Company  in  1903  for 
the  building  of  a  concrete  masonry  dam.  The  author  regards 
this  as  an  ideal  specification  for  monolithic  construction  in  large 
masses.  The  cement  was  furnished  by  the  owner;  the  prac* 
tice  enables  the  engineer  to  vary  the  mixtures  and  the  pro« 
portions  at  pleasure. 

Cyclopean  Masonry  shall  be  used  for  substantially  the 
whole  of  the  dam  including  the  cut-off  walls  and  the  overflow 
channel  to  the  end  of  the  curve,  but  not  including  the  exposed 
downstream  face  of  the  dan\  and  overflow.  This  masonry  shall 
consist  of  the  largest  rubble  stones  which  can  be  gotten  out  and 
handled  economically  from  the  quarry,  laid  in  cement  mortar 
or  concrete,  the  cement  being  furnished  by  the  company. 
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Large  and  well  shaped  stones  shall  be  selected  for  the  op« 
stream  face  of  the  dam  and  for  the  downstream  face  of  the  dam 
below  grade  344.5.  These  stones  shall  be  laid  in  full  beds  ot 
nther  wet  mortar,  care  being  taken  that  it  fills  all  spaces.  All 
stones  shall  be  jarred  into  position  and  shall  not  be  raised  after 
once  being  placed,  smaller  stones,  or  spauls,  may  be  embedded 
in  the  mortar  to  fill  up  large  spaces  and  to  prepare  the  bed  for 
the  largest  stones.  All  stones  shall  be  well  bonded,  one-third 
being  headers  extending  at  least  four  feet  into  the  wall. 

All  exposed  joints  shall  be  flushed  full  of  mortar  and  after- 
wards  raked  out  to  a  depth  of  two  inches  and  pointed  with  neat 
Portland  cement 

The  interior  portion  of  the  dam  shall  be  laid  with  large 
blocks  of  irregular  shaped  rubble  embedded  in  concrete;  this 
concrete  shall  be  composed  of  cement,  stone  and  ballast  as 
above  specified,  and  of  proportions  to  be  determined.  The 
outside  stones  of  the  dam  shall  be  kept  built  higher  ^than  the 
inside ;  concrete  shall  then  be  mixed  very  wet  and  dumped  in  a 
low  spot ;  large  stones  shall  then  be  lowered  as  close  as  practi- 
cable together  into  this  soft  concrete  and  allowed  to  settle  to 
place,  care  being  taken  to  see  that  all  joints  are  filled.  Light 
rammers  shall  be  used  to  joggle  the  concrete  and  insure  its 
flowiorg  into  all  cracks  and  crevasses  and  making  an  absolutely 
monolithic  mass. 

No  trowel  work  will  be  expected  or  allowed  on  the  interior 
masonry  of  the  dam. 

The  stones  may  be  as  irregular  in  dimensions  and  shape  as 
the  quarry  can  provide,  but  care  shall  be  taken  to  secure  a  good 
bond  and  break  joints  both  vertically  and  horizontally,  and  good 
judgment  shall  be  exercised  in  distributing  the  larger  stones  in 
equal  proportion  to  all  parts,  and  the  longer  stones  as  binders. 
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In  spaces  large  enough  to  admit  a  smaller  stone  being  em- 
bedded in  the  concrete,  this  shall  be  done ;  the  object  being  to 
secure  a  monolithic  mass  of  stone  and  concrete,  with  as  large 
proportions  of  stone  as  it  is  possible  to  secure,  and  a  wall  as 
nearly  impervious  to  water  as  it  is  possible  to  make  it. 

The  price  of  cyclopean  masonry  shall  include  the  furnish- 
ing, loading,  transportation,  and  laying  of  the  stone,  ballast  and 
sand,  the  mixing  of  the  concrete,  the  handling  of  the  cement 
which  will  he  furnished  by  the  company  ^  and  all  labor  and  ma- 
terial necessary  to  complete  the  work  as  above  specified. 

R.H. 

When  concrete  is  used  for  the  purpose  of  making  a  wall 
impervious  to  water,  it  must  be  made  of  small  gravel  or  small 
broken  stone,  and  it  must  be  unusually  rich.  That  is  to  say  a 
large  excess  of  mortar  must  be  employed.  With  these  precau- 
tions, with  proper  care  in  laying,  it  is  possible  to  make  a  prac- 
tically water-tight  wall  of  cement  concrete.  Such  a  wall  or 
partition  may  be  constructed  between  two  rubble  stone  walls, 
the  concrete  core  being  relied  on  to  make  the  wall  practically 
water-tight 

129.  Specifications  for  Stone.  The  following  spec- 
ifications for  stone  to  be  used  for  various  purposes  are  those  in 
use  by  the  Chicago,  Milwaukee  and  St.  Paul  Railway.  While 
certain  qualities  of  stone  are  here  specified,  no  method  is  pre- 
scribed  for  determining  these  qualities.  The  qualities  of  build- 
ing stone  are  often  examined  by  means  of  laboratory  tests  for 
strength,  specific  gravity,  and  for  effect  of  freezing,   and  also 
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bjr  chemic*]  and  microscopic  tests  to  determine  composition 
ini)  (tructure.  While  such  tests  have  considerable  value  In  the 
shitnct  of  any  knowledge  from  experience,  they  do  not  take 
tbe  place  of  th.>[  kind  of  knowledge  which  is  obtained  froai 
having  observed  tbe  strength  and  weathering  qualities  in  actual 
itnictures  which  have  been  long  exposed  to  the  action  of  the 
dements.  It  is  always  desirable,  therefore,  to  have  stone  from 
quarries  of  established  reputation,  the  products  of  which  have 
long  been  upon  the  market.  For  this  reason  where  stone  spec- 
ifimioDS  are  prepared  for  a  given  locality,  tbe  engineer  may 
infomi  himself  of  the  most  available  kind  of  stone  to  be  used 
■t  that  place,  and  may  specify  two  or  three  alternative  varieties, 
hy  naming  the  quarries.  Evidently  this  would  not  be  practica- 
ble where  general  specifications  are  prepared  for  an  entire 
railway  system  of  such  large  extent  as  that  of  the  Chicago, 
Milwaukee  and  St.  Paul.  For  this  system  the  specifi cations 
nad  as  follows: 

Sione. 

Bridge,  block  rubble  and  common  rubble  stone  must  be  of 
sound  and  durable  quality,  free  from  flint  seams,  powder 
cracks,  dry  and  incipient  cracks,  flaws  and  other  imperfections, 
and  of  such  character  as  will  resist  the  action  of  the  weather 
without  injury  to  the  masonry  in  the  climates  traversed  by  the 
railway  company's  lines. 

All  stone,  except  riprap,  shall  have  its  top  and  bottom 
beds  approKimately  parallel  to  each  olber  and  to  the  natural 
quarry  beds,  and  shall  be  approximately  rectangular  in  shape 
whh  sides  perpendicular  to  its  beds. 

Bridge  stone  shall  be  from  14  inches  to  24  inches  thick, 
from  4  feet  to  7  feet  long,  and  from  z  feet  to  5  feet  wide;  but 
in  no  case  shall  its  length  be  Itss  than  two  and  one  half  times 
Its  thickness,  nor  iis  width  be  less  than  one  and  one  half  times 
its  thickness. 

Block  nibble  stone  shall  be  from  8  inches  to  14  inches 
thick,  1  feet  to  3  feet  long,  and  not  less  than  18  inches  wide. 

Common  rubble  stone  shall  not  be  less  thai.  6  inches  thick, 
16  inches  long,  and  10  inches  wide. 

Riprap  must  be  of  sound  stone  of  such  quality  that  wilt 
not  disintegrate  under  the  action  of  the  weather.  It  shall  be 
ol  raodom  size  and  shape,  none  to  be  less  than  20  pounds  in 
weight,  and  tlie  majority  such  as  can  be  bandied  by  one  man, 
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but  no  stone  to  be  larger  than  can  be  handled  by  two  men 
without  the  use  of  a  bar. 

The  engineer  reserves  the  right  to  specify  the  quarry  and 
the  particular  ledge  in  the  quarry  from  which  the  stone  shall 
be  supplied. 

The  stone  may  be  inspected  before  or  after  shipment  from 
die  quarry,  at  the  option  of  the  railway  company,  and  in  the 
former  case  the  contractor  shall  furnish  the  inspector  with  full 
facilities  for  examination  of  the  stone. 

The  engineer  reserves  the  right  to  accept  or  reject  any  or 
all  of  the  stone  for  want  of  conformity  with  these  specifications 
at  any  time  previous  to  its  being  paid  for  in  full  by  the  railway 
*  company,  notwithstanding  that  it  may  have  been  previously 
passed  upon  by  the  inspector,  and  in  case  of  such  rejection  the 
title  to  the  stone  shall  be  in  the  contractor,  and  he  shall  be 
charged  freight  on  the  same  at  regular  tariff  rates.         O.*  B. 

130.  Stone  Masonry.  It  is  not  safe  for  the  engineer 
to  undertake  to  designate  a  particular  class  of  masonry  by  a 
particular  name,  without  entenng  in  the  specifications  a  full 
description  of  the  same.  The  names  of  classes  of  masonry 
are  too  indefinite  and  are  used  in  too  many  senses  to  make  it 
safe  to  pursue  such  a  course.  The  engineer  should,  therefore, 
describe  in  considerable  detail  exactly  the  kind  of  masonry 
construction  he  desires,  and  he  need  not  give  to  such  masonry 
any  particular  class  name.  If  he  does  use  class  names,  he 
should  define  them  clearly  in  the  body  of  the  specifications. 
Specifications  will  be  given  below  for  several  different  kinds  of 
masonry. 

In  laying  masonry  and  in  writing  the  specifications  for 
the  same,  three  particular  ends  should  be  constantly  in  mind. 
These  are:  (a)  evenness  and  equality  of  bearing  in  support* 
ing  the  superimposed  load ;  (3)  so  far  as  possible  an  entire 
absence  of  voids  or  openings  in  the  body  of  the  work ;  and  (c) 
so  effectual  a  bonding  of  the  mass  as  to  cause  it  to  act  so  far 
as  possible  as  a  monolithic  structure.  If  the  masonry  occu- 
pies a  prominent  situation  so  that  its  appearance  is  a  matter  of 
importance,  the  exterior  surfaces  may  be  made  to  conform  to 
any  desired  plan.     The  following  specifications  are  thooght  to 
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be  i«li  cxplsnatoiy.  They  are  the  general  specifications  foi 
bridge  masonry  used  by  the  Chicngo,  Milwaukee  &  St.  Paul 
Railway.  While  these  specifications  do  not  require  a  very 
expensive  grade  of  work,  if  fairly  carried  out  they  will  produce 
permanent  monolithic  structures  of  great  strength,  provided  a 
good  quality  of  slone  and  cement  have  been  employed,  the 
specifications  for  which  are  issued  separately. 
Bridgt  Masonry. 

All  masonry  shall  be  built  according  to  the  plans  and 
instnictioDS  furnished  by  the  engineer,  and  when  built  by  con- 
tract will  be  measured,  estimated,  and  paid  for  by  the  cubic 
yard,  and  only  to  the  amount  of  cubical  contents  of  the  same  aa 
planned  and  laid  out. 

All  masonry  built  by  contract  shall  be  subject  to  tiie  super- 
visioTi  of  an  inspector  whose  duties  it  shall  be  to  see  that  the 
requirements  of  these  specifications  are  complied  with,  but  hit 
presence  shall  in  no  way  or  in  any  degree  lessen  the  responsi- 
bility of  the  contractor  or  his  obligations. 

The  stone  used  in  bridge  masonry  shall  be  of  the  quality 
and  dimensions  described  and  known  as  bridge  stone  in  this 
company's  specilications  for  stone. 

The  stone  shall  be  carefully  cut  and  dressed,  forming 
headers  and  stretchers,  which  must  be  laid  in  regular  horizontal 
courses  in  good  cement  mortar,  with  beds  and  builds  level,  the 
end  and  side  joints  vertical  and  broken  at  least  fifteen  (15) 
inches. 

All  foundation  or  footing  courses  must  be  made  of  select 
large  stones  not  less  than  eighteen  (iS)  inches  in  thickness 
and  having  a  superficial  area  of  at  least  fifteen  (15)  square 
(eeU 

No  course  of  stone  shall  he  less  than  fourteen  (14)  nor 
more  than  twi-nty-four  {24)  inches  in  thickness  and  each  course 
thall  be  continuous  around  and  throui^h  the  wall,  tfae  courses 
decreasing,  when  at  all,  regularly  in  thickness  from  the  bottom 
to  the  top  of  the  wall. 

Face  stones  shall  be  composed  of  headers  and  stretchers, 
and  each  stone  in  any  course  shall  be  of  the  exact  thickness  of 
the  one  adjoining  it.  The  outer  surfaces  are  to  be  rock  face, 
but  ihe  edges  shall  be  brought  to  lines  corresponding  to  tfae 
finished  dimensions  of  the  m.tsonry.  and  there  shall  be  no  pro- 
JDCtJoRs  of  over  four  (4)  inches  beyond  these  lines. 

The  beds  and  joints  of  face  stone  shall  be  dressed  back  at 
least  twelve  (u)  inches  from  the  face  of  the  wall  and  must  be 
brought  to  a  joint  of  not  more  than  one  half  ( }^  )  an  inch  when 


160  ENGINEEBING  SPE0IFI04TI0N8. 

laid.     The  under  bed  must  extend  to  the  extreme  back  of  the 
stone ;  no  overhang  whatever  will  be  allowed. 

Stretchers  shall  not  be  less  in  length  than  two  and  one  half 
(3^)  times  their  height,  and  no  stone  shall  have  a  less  width 
than  one  and  one  half  ( i  ^  )  times  its  thickness. 

Headers  at  least  four  (4)  feet  long,  when  the  thickness  of 
the  wall  will  permit,  shall  be  put  in  frequently  to  bond  the  wall, 
and  they  shall  be  so  arranged  that  the  headers  of  any  course 
shall  fall  between  the  headers  of  the  course  immediately  below 
it.  There  shall  be  one  header  to  every  two  (2)  stretchers,  and 
they  shall,  as  far  as  practicable,  hold  the  size  back  into  the 
heart  of  the  wall  that  they  show  in  the  face. 

When  the  walls  do  not  exceed  four  (4)  feet  in  thickness 
headers  must  run  entirely  through  the  wall,  and  in  pier  work  a 
number  of  them  shall  extend  through,  even  though  the  walls  are 
of  a  greater  thickness  than  this. 

When  walls  exceed  four  (4)  feet  in  thickness,  there  shall 
be  as  many  headers  of  the  same  size  in  the  back  of  the  wall 
as  in  the  face,  and  so  arranged  that  a  header  in  the  rear  of  the 
wall  shall  be  between  two  headers  in  the  front. 

The  backing  and  interior  of  the  walls  shall  be  of  large, 
well  shaped  stone  of  a  thickness  equal  to  that  of  the  corre- 
sponding face  stone.  No  voids  over  six  (6)  inches  in  width 
shall  be  left  between  these  stone,  and  all  such  void  must  be 
filled  with  small  stones  and  spawls  thoroughly  bedded  in  cement 
mortar  or  grouted.  When  the  masonry  is  completed,  it  must 
contain  no  voids,  and  must  be,  as  nearly  as  practicable  imper- 
vious to  water.  When  weep  holes  are  necessary,  they  will  be 
ordered  by  the  engineer. 

All  stones  shall  be  prepared  by  dressing  and  hammering 
before  they  are  brought  on  the  wall,  and  must  be  so  shaped 
that  their  bearing  beds  will  be  parallel  to  their  natural  beds. 
No  heavy  hammering  will  be  allowed  on  the  wall  after  a  course 
is  set,  and,  should  any  irregularities  occur,  they  must  be  carefully 
pointed  oH. 

Each  stone  must  be  laid  on  its  broadest  bed  without  the 
use  of  chips,  pinners  or  level ers,  in  a  full  bed  of  mortar,  so 
that  no  stone  shall  bear  upon  another  stone  at  any  point  without 
a  mortar  joint  intervening. 

Care  must  be  taken  not  to  injure  the  joints  of  stone  already 
laid.  Should  a  stone  be  moved  or  the  joint  be  broken  the  stone 
must  be  taken  out,  the  mortar  thoroughly  cleaned  from  both 
the  stone  and  the  masonry  and  the  stone  then  reset. 

The  stones  in  each  course  shall  be  so  arranged  as  to  form 
a  proper  bond  with  the  stones  of  the  course  immediately 
beneath  it,  and  in  no  case  shall  this  bond  be  less  than  fifteen 
(15)  inches. 
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Both  the  stone  and  the  Tn:i?onry  must  be  kepi  free  from  all 
dirt  that  will  interfere  with  the  adhesion  of  the  mortar  or 
cement  to  the  stone,  and  in  warm  weather  the  stone  and  the 
mtionry  must  be  wet  with  clean  water  just  before  laying. 

When  masonry  is  built  in  freezing  weather,  the  masonry 
ind  stone  must  be  thoroughly  freed  from  ice  or  frost  by  using 
lalt  and  hot  water,  and  where  practicable,  the  stone  must  be 
beld  over  a  lire  just  befon;  being  set. 

The  top  surfaces  of  copino;  stones  of  abutments  and  piers 
are  to  be  rough  cut  to  a  true  plane,  and  the  surfaces  where  the 
bed  plates  of  iron  bridges  rest  shall  be  bush  hammered  and 
made  level.  When  the  track  is  on  a  griide  or  curve,  the  eleva- 
tion both  for  the  curvature  and  grade  will  be  provided  for  in  the 
ironworic.  Under  no  circumstances  will  the  masonry  be  cut  on 
an  incline  for  thia  purpose. 

The  front  face  and  top  of  all  mud  walls  shall  be  rough 
cut  to  M  true  plane. 

Whenever  it  may  be  necessary  to  remove  any  part  of  the 
preaent  masonry  in  extending  abutments  or  piers  for  second 
track  work,  it  sh^itl  be  stepped  back  so  as  to  insure  a  sufficient 
bond  between  the  new  and  the  old  work,  ro  as  to  break  joints 
nowhere  less  than  twelve  (12)    inches.  O.  B. 

The  following  spEcilications  for  different  classes  of  masonry 
are  tlken  from  the  standard  specifications  used  by  the  Penn- 
ijlvanik  Railroad  Company.  In  these  specifications  three 
Kparale  classes  of  masonry  are  recognized,  and  for  any  partic- 
ular piece  of  work,  it  becomes  necessary  to  specify  only  the 
dus  of  masonry  which  shall   be  used  in  these  general  specifi- 


I 


Detailed  plans  will  he  prepared  by  the  engineer  for  each 
ttniclnre,  and  copies  o(  the  same  furnished  to  the  contractor 
before  the  commencement  of  the  work.  All  stone  used  for  the 
(liUerem  classes  of  masonry  must  he  sound,  durable  and  not 
hable  to  be  affected  by  the  weather,  and  shall  be  subject  to  the 
approval  of  the  engineer. 

Masonry  will  he  classified  as  follows; 

/•ifst-clasi  masonry  shall  consist  of  ranged  rock  work  of  the 
best  description.  The  face  stones  shall  he  accurately  squared, 
jointed  and  bedded,  and  laid  in  regular  horizontal  courses,  not 
Icaa  thiui  twelve  inches  in  thickness,  decreasing  regularly  from 
bottom  to  top  of  the  walls.  They  shall  consist  of  headers  and 
Mretchera,  and  there  shall  be  at  least  one  header  to  every  two 
ttretcbert,  and  ihey  shall  be  so  laid  that,  as  nearly  as  practica- 
He,  the  headers  in   each  course  shall  divide  equally,  or  nearly 
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SO,  the  spaces  between  the  headers  in  the  course  immediately 
below.  Stretchers  shall  be  not  less  than  three  feet  long  and 
sixteen  inches  in  width.  Headers  shall  not  be  less  than  three 
feet  in  length  and  eighteen  inches  in  width,  and  shall  hold  the 
size  back  into  the  heart  of  the  wall  that  they  show  in  the  face. 

When  the  walls  do  not  exceed  four  feet  in  thickness  the 
headers  sh^U  run  entirely  through,  and  when  they  exceed  that 
thickness  there  shall  be  as  many  headers  of  the  same  size  in  the 
rear  as  in  the  front  of  the  wall,  so  arranged  that  a  header  in 
the  rear  of  the  wall  shall  be  between  two  headers  in  the  front 

Every  stone  must  be  laid  on  its  natural  bed,  and  al^  stones 
must  have  their  beds  well  dressed  and  made  always  as  large  as 
the  stone  will  admit  of.  Moi'tar  joints  shall  not  exceed  one 
quarter  inch  in  width ;  the  vertical  joints  of  the  face  must  be  in 
contact  at  least  four  inches,  measured  in  from  the  face,  and  as 
much  more  as  the  stone  will  admit  of.  The  stone  will  be  cut 
with  pitched  edges,  but  all  comers,  batir  lines, .  steps  and  cop- 
ings must  be  run  with  a  neat  chisel  draft  of  one  and  one  half 
inches  on  each  corner,  and  the  projections  of  the  rock  face 
must  not  exceed  three  inches  beyond  the  face  of  the  pitch  or 
draft  lines  of  the  stones.  The  stones  of  each  course  shall  be 
so  arranged  as  to  form  a  proper  bond  with  the  stones  of  the 
underlying  course,  and  the  bond  shall  in  no  case  measure  less 
than  one  foot.  Stretchers  shall  in  no  case  have  less  than  six- 
teen  inches  bed  for  a  twelve  inch  course,  and  for  all  courses 
above  sixteen  inches  in  thickness,  at  least  as  much  bed  as  face. 
The  whole  of  the  masonry  shall  be  laid  in  cement  mortar^  each 
stone  being  carefully  cleaned  and  dampened  before  setting  and 
each  course  shall  be  thoroughly  cemented  before  the  succeed- 
ing course  is  laid.  No  hammering  on  the  wall  will  be  allowed 
after  the  course  is  set ;  if  any  irregularities  occur  they  must  be 
carefully  pointed  off.  The  backing  shall  consist  of  stones  with 
beds  dressed  to  one  half  inch,  and  of  a  thickness  equal  to  that 
of  the  corresponding  face  stones;  they  shall  be  laid  in  full 
cement  mortar  beds,  so  as  to  break  joints  and  thoroughly  bond 
the  work  in  all  directions,  and  on  the  completion  of  each  course 
the  space  between  the  large  backing  stones  (none  of  which 
spaces  will  be  over  six  inches  wide)  shall  be  filled  with  small 
stones  and  spalls,  thoroughly  bedded  in  cement  mortar  %x 
grouted. 

All  foundation  courses  must  be  laid  with  select  large 
stones  not  less  than  eighteen  inches  in  thickness,  nor  of  less 
superficial  surface  than  fifteen  square  feet.  All  bridge  seats, 
steps  and  tops  of  walls  should  be  finished  with  a  coping  course 
of  such  dimensions  and  projection  as  may  be  ordered  by  the 
engineer,  dressed  and  cut  to  a  true  surface  on  top  and  on  the 
showing  faces  and  in  conformity  with  diagrams  for  the  tame. 
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which  shall  be  furnished  by  the  engineer.  If  required,  all 
copings  shall  be  fiisteiied  together  with  clamps  of  iron. 

Finl-elass  arch  masonry  shall  be  built  in  all  respects  in 
:iccorilance  n  ith  the  above  specifications  for  first-class  bridge 
masotiry.  Tbe  ring  stones  shull  be  dressed  to  such  size  and 
)liape  SB  the  engineer  may  determine,  and  of  the  thickoess 
shown  on  the  plans.  The  joints  must  be  made  on  true  radial 
Ibes,  end  the  face  of  the  sheeting  stones  must  be  dressed  to 
muke  close  joints.  The  ring  stones  and  arch  sheeting  stones 
shall  break  joints  not  less  than  one  foot.  The  wing  walls  shall 
lie  neatly  stepped  in  accordance  with  the  drawings  furnished, 
with  selected  stones  the  full  width  of  the  wing  and  not  less 
(ban  fourteen  inches  thick,  and  no  stone  shall  be  covered  less 
than  twelve  inches  by  the  one  next  above  it. 

The  parapets  shall  be  finished  with  a  coping  course  of 
full  width  of  parapet,  with  such  projection  as  may  be  directed 
by  the  engineer;  the  coping  to  be  not  less  than  fourteen  inches 
thick  and  to  be  fastened  together  with  wrought  iron  clamps. 

Second-class  bridge  masonry  shall  consist  of  broken  or 
random  range  work  of  the  best  description.  The  face 
stones  shall  be  dressed  to  a  uniform  thickness  throughout  before 
being  laid,  but  not  hammered,  and  shall  be  laid  with,  horizon- 
tal beds  and  vertical  joints  on  the  face.  No  stone  shall  be  less 
than  eight  inches  in  thickness,  unless  otherwise  ordered  by  the 
engiacer.  There  shall  be  at  least  one  header  to  every  three 
stretchers,  and  both  headers  and  stretchers  shall  be  of  similar 
size,  when  the  thickness  of  the  wall  will  admit,  but  neither 
shall  be  less  than  three  feet  in  length  and  fifteen  inches  in 
width.  The  same  arrangement  of  headers  shall  be  required  as 
is  specified  for  first-class  bridge  masonry.  Mortar  joints  shall 
not  exceed  one  half  inch  in  thickne.^s.  All  corners  and  quoins 
ihall  have  hammer  dressed  beds  and  joints.  At!  corners  and 
halir  lines  shall  be  run  with  an  inch  and  a  half  chisel  draft. 
The  vertical  joints  of  the  face  must  be  in  contact  at  least  four 
inches,  measured  from  the  face,  and  as  much  more  as  the  stone 
will  admit  of.  The  work  need  not  be  laid  up  in  regular  courses, 
but  afaall  be  well  bonded.  The  stones  shall  be  cleaned  and 
ilampened  before  setting  and  shall  be  laid  in  cement  mortar. 
The  backing  shall  consist  of  stones  of  the  same  thickness  as  the 
adjacent  face  stone,  laid  in  full  cement  mortar  beds  with  good 
joints  and  bonds,  and  the  spaces  filled  with  spalls,  thoroughly 
twdded  in  cement  mortar,  or  grouted,  as  specified  for  first-clau 
bridge  masonry.  Bridge  seats,  steps  and  tops  of  walls  shall  be 
coped  in  the  same  manner  as  specified  for  first-class  masonry. 
$tone«  in  foundation  courses  shall  be  of  not  less  than  twelve 
inches  thickness  and  ten  square  feet  of  surface. 

Seeond-clast  arch  masonry  shall  be  laid  in  cement  mortar, 
■nd  shall  be  of  the  same  general  character  and  description  u 
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second-class  bridge  masonry,  with  the  exception  of  the  arch 
sheeting,  for  which  proper  stones  shall  be  selected  that  shall 
have  a  good  bearing  throughout  the  thickness  of  the  arch,  and 
shall  be  well  bonded  and  be  of  the  full  depth  of  the  arch.  No 
stone  shall  be  less  than  six  inches  in  thickness  on  the  intrados 
of  the  arch.  The  ring  stones  of  all  arches  shall  conform  to  the 
specifications  for  first-class  arch  masonry. 

TTiird'class  masonry  ^2\\  be  laid  dry,  or  in  lime  or  cement 
mortar  as  may  be  directed  by  the  engineer.  It  slall  be  formed 
of  good  quarry  stones,  laid  upon  their  natural  beds,  and  roughly 
squared  on  the  joints,  beds  and  faces,  the  stones  breaking 
joints  at  least  six  inches,  and  with  at  least  one  header  for 
every  three  stretchers.  No  stone  shall  be  used  in  the  face  of 
the  wall  less  than  six  inches  in  thickness,  or  less  than  twelve 
inches  on  the  least  horizontal  dimen.sions.  Headers  shall  be  at 
least  three  feet  long,  or  extend  entirely  through  the  wall.  The 
ends  of  all  walls  shall  be  dressed  and  finished  in  accordance 
with  the  plans.  The  stones  in  the  foundations  must  not  be  less 
than  ten  inches  in  thickness,  and  shall  contain  not  less  than  ten 
'  square  feet  surface,  and  each  shall  be  firmly,  solidly  and  care- 
fully laid. 

In  box  culverts  the  top  courses  of  the  side  walls  shall 
extend  entirely  across  the  walls,  and  the  covering  stones  shall 
have  a  bearing  of  at  least  one  foot  on  each  wall.  The  thickness 
of  covering  stones  shall  not  be  less  than  ten  inches  for  two  feet 
openings ;  not  less  than  twelve  inches  for  three  feet  openings, 
and  not  less  than  fifteen  inches  for  four  feet  openings.  Unless 
built  on  timber  foundations  reaching  entirely  across  the  open- 
ing, the  space  between  side  walls  of  box  culverts  must  be  paved 
with  stone,  set  on  edge,  not  less  than  eight  inches  deep,  and 
well  secured  at  the  ends  with  deep  curbing.  P.  Ry» 

131.    Specifications   for  Stone   Maaoniy   for  a 

Large  Stone  Dam.  The  following  specifications  for  stone 
masonry  are  those  which  were  used  in  the  construction  of  the 
new  Croton  dam.  New  York  City,  1892.  They  are  com- 
mended especially  for  their  securing  a  most  efficient,  solid,  and 
unpervious  grade  of  work,  at  a  minimum  cost  Thus  the  body 
of  the  dam,  composed  of  rubble  stone  masonry  laid  in  cement 
mortar,  thoroughly  bonded,  and  made  entirely  solid,  cost  from 
$3.40  to  $4.00  per  cubic  yard,  the  cement  mortar  being  one  of 
Rosendale  cement  to  two  of  sand,  the  stone  having  to  be 
hauled  about  one  mile. 
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Another  significant  feature  of  these  specifications  is  the 
pijring  for  the  face  dressing  per  unit  of  surface  in  adilition  to 
Iheitandard  price  per  cubic  yard,  the  matter  of  this  face  dress- 
ing being  left  until  the  work  ia  executed.  In  this  way  such 
mail  details  need  not  be  determined  in  advance  and  indicated 
npoQ  the  drawings. 

Stone  Masonry. 

All  Stone  masonry  is  to  be  built  of  Gound,  clean  quany 
ilone  of  quality  and  si-^e  satisfactory  to  the  engineer;  all  joints 
to  be  full  of  mortar,  unless  otherwise  specified. 

Dry  rubble  masonry  and  paving  are  Co  be  laid  without 
martar,  and  are  to  be  used  for  walls,  for  the  slopes  of  the  dam 
embankments,  and  :it  any  other  place  that  may  be  designated. 

This  class  of  masonry  is  to  be  of  stone  of  suitable  size  and 
quality,  laid  closely  by  hand  with  as  few  spawls  as  practicable, 
in  such  manner  as  to  present  a  smooth  and  true  surface.  The 
work  is  to  be  measured  in  accordance  with  the  lines  shown  on 
the  drawings  or  ordered  during  the  progress  of  the  work.  The 
ttones  used  must  be  rou;4hly  rectangular;  all  irregular  projec- 
tion and  feiilhcr  edges  must  be  hammered  off.  No  stone  « ill 
be  accepted  which  has  less  than  the  depth  represented  on  the 
plans  or  ordered.  Each  stone  used  for  pacing  must  be  set 
solid  on  the  foundation  of  broken  stone  or  earth  and  no  inter- 
«tices  must  be  left. 

In  the  dry  nihble  masonry  walls,  large  stones  must  be 
vied,  especially  for  the  faces,  and  the  walls  must  be  bonded 
with  frequent  headers,  of  such  frequency  and  sizes  as  shall  be 
approved  by  the  engineer. 

Riprap  may  be  used  in  connection  with  the  protective 
work,  and  wherever  the  engineer  may  order  it.  It  shall  be 
made  of  stone  of  such  size  and  quality  and  in  such  manner  as  he 
tball  direct,  and  must  be  laid  by  hand. 

After  the  slopes  which  are  to  receive  the  paving  have  been 
layer  of  broken  stone  is  to  be  spread  as  a  foundation 
(or  the  paving,  wherever  ordered.  The  broken  stones  must  be 
tound  and  hard,  not  exceeding  two  inches  at  their  greatest 
diameter.  Broken  stone,  not  exceeding  one  inch  in  diameter, 
may  be  used  for  forming  roadways;  it  is  to  be  spread  to  such 
thickness  as  ordered  and  heavily  rolled  or  rammed.  Broken 
flottes  may  be  used  also  wherever  the  engineer  may  direct, 
tolled  if  so  directed,  and  paid  for  under  this  head,  except  the 
broken  stone  used  for  making  concrete,  the  cost  of  which  ia 
JDcluded  in  the  price  hereinbefore  stipulated  for  concrete  laid. 
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Rubble  stone  masonry  is  to  be  used  for  the  central  part  of 
the  dam,  for  the  overflow,  for  the  center  walla  of  the  earth 
embankments,  for  most  of  the  structures  and  appurtenances  of 
the  dam,  and  wherever  ordered  by  the  engineer. 

Rubble  stone  masonry  shall  be  made  of  sound,  clean  stone 
of  suitable  size,  quality  and  shape  for  the  work  in  hand,  and 
presenting  good  beds  for  materials  of  that  class.  Especial  care 
must  be  taken  to  have  the  beds  and  joints  full  of  mortar,  and 
no  grouting  or  filling  of  joints  after  the  stones  are  in  place  will 
be  allowed.  The  work  must  be  thoroughly  bonded.  The  faces 
of  the  rubble  stone  masonry,  especially  the  up«stream  face  of 
the  walls,  shall  be  closely  inspected  after  they  are  built,  and  if 
any  mortar  joints  are  not  full  and  flush,  they  shall  be  taken  out 
to  a  depth  of  no  less  than  three  inches  or  more,  if  so  ordered, 
and  repointed  properly. 

A  large  quantity  of  rubble  stone  masonry  in  mortar  is  to 
be  used  in  the  construction  of  the  central  part  of  the  dam  and 
of  the  center  wall  and  overflow. 

The  stones  used  therein  must  be  sound  and  durable ;  they 
must  have  roughly  rectangular  forms,  and  all  irregular  projec- 
tions and  feather  edges  must  be  hammered  off.  Their  beds,* 
especially,  must  be  good  for  materials  of  that  class,  and  present 
such  even  surfaces  that,  when  lowering  a  stone  on  the  level 
surface  prepared  to  receive  it,  there  can  be  no  doubt  that  the 
mortar  will  fill  all  spaces.  After  the  bed  joints  «re  thus  secuted, 
a  moderate  quantity  of  spawls  can  be  used  in  the  preparation 
of  suitable  surfaces  for  receiving  other  stones.  All  other  joints 
must  be  equally  well  filled  with  mortar. 

The  quality  of  the  beds  is  to  regulate,  to  a  large  extent,  the 
size  of  the  stones  used,  as  the  difliculty  of  forming  a  good  bed 
joint  increases  with  the  size  of  the  stones. 

Various  sizes  must  be  used,  and  regular  coursing  must  be 
avoided,  in  order  to  obtain  vertical  as  well  as  horizontal  bonding. 

The  sizes  of  the  stones  used  will  vary  also  with  the  char- 
acter of  the  quarries,  but,  especially  in  the  places  where  the 
thickness  of  masonry  is  great,  a  considerable  proportion  of  large 
stones  is  to  be  used.  If  the  size  and  character  of  the  stones,  in 
the  opinion  of  the  engineer,  shall  admit  of  it,  the  joints  (except 
the  beds),  instead  of  being  filled  with  mortar,  may,  at  his 
request  or  on  his  approval,  be  filled  with  concrete  made  as 
hereinbefore  specified,  with  the  exception  that  the  component 
materials  be  mixed  in  the  proportion  of  one  part  of  cement  to 
three  parts  of  small  stone  or  gravel  of  such  size  as  the  engineer 
shall  direct,  and  thoroughly  rammed,  care  being  taken  to  use 
a  moderate  amount  of  water  only  which  must  be  brought  to 
the  surface  by  ramming,  such  filling  of  joints  with  concrete  to 
leave  no  vacancies  and  to  be  thoroughly  made.     If  concrete  is 
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soused,  the  spaces  left  belweeti  the  stones  should  not  be  less 
ibtn  six  inches,  in  order  that  proper  ramming  can  be  obtained. 

No  extra  compensation  shall  be  paid  to  the  contractor  tor 
the  UK  of  Hitch  concrete,  the  cost  of  which  is  to  be  included  in 
the  price  herein  stipulated  for  the  masonry  in  connection  with 
which  it  is  used. 

The  exposed  (aces  of  the  main  wing  wall,  of  road  culverts, 
of  some  of  the  walls  and  of  any  other  rubble  work  that  the 
engineer  may  designate,  are  to  be  made  of  broken  ashlar  with 
jointa  not  exceeding  one  half  inch  in  thickness;  the  stones  not 
to  be  less  than  24  inches  deep  from  the  face,  and  to  present 
frequent  headers.  This  face  work  to  be  equal  in  quality  and 
appearance  to  ihe  face  of  the  breast  wall  in  front  of  the  new 
gate  house  at  Croton  dam  (Section  1),  and  to  be  well  pointed 
with  Portland  cement.  This  face  work  is  to  be  paid  for  by  the 
s()uare  foot  of  the  superficial  area  for  which  it  is  ordered,  in 
addition  to  the  price  paid  per  cubic  yard  of  rubble  stone 
masonry. 

Block  stone  masonry  is  to  be  composed  mainly  of  larg^e 
hlocka  and  is  to  be  used  for  the  steps  of  the  overfall  or  for 
other  steps,  or  whenever  and  wherever  ordered  by  the  engi- 
neer. It  is  to  be  laid  in  Portland  cement  mortar,  well  pointed, 
or  may  be  ordered  laid  dry  at  the  price  stipulated  in  clause  O, 
itein  (0). 

This  stone,  which  is  to  receive  the  shock  of  water  and  ice, 
is  to  be  especially  sound,  hard  and  compact,  and  of  a  durable 
character;  it  is  to  be  prepared  to  the  dimensions  given  so  that 
DO  joint  will  in  any  place  be  more  than  one  inch  wide.  The 
oatstde  arrises  must  be  pitched  to  a  true  line. 

The  outer  faces  of  the  masonry  dam  and  of  its  gate 
chunbera,  of  the  overflow  (except  steps),  and  of  any  other 
piece  of  masonry  that  may  be  designated,  ure  to  be  made  of 
range  stones,  as  shown  on  the  plans,  the  stone  to  be  of  unobjec- 
tionable quality,  sound  and  durable,  free  from  all  seams,  dis- 
coloration and  other  defects,  and  of  such  kind  as  shall  be 
approved  by  the  engineer. 

All  beds,  builds  and  joints  are  to  be  cut  true  to  a  depth  of 
not  more  than  4  inchi^s,  and  not  less  than  3  inches  from  the 
(aces  to  surfaces  allowing  of  one  half  inch  joints  at  most;  the 
joints  for  the  remaining  part  of  the  stones  not  to  exceed  two 
iDcbes  in  thickness  at  any  point. 

All  cut  arrises  to  he  true,  well  defined  and  sharp. 

Where  this  class  of  masonry  joins  with  granite  dimension 
Stone  masonry  the  courses  must  correspond,  and  the  joining 
with  arches  and  other  dimension  stone  masonry  must  be 
accurate  and  workmanlike. 

Each  course  to  be  composed  of  txvo  stretchers  and  one 
header  elteruately,  the  stretchers  not  to  be  less  tliaii  3  feet  long 
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nor  more  than  7  feet  long,  and  the  headers  of  each  aaccessive 
course  to  alternate  approximately  in  vertical  position. 

The  rise  of  the  courses  may  vary  from  bottom  to  top  from 
30  inches  to  15  inches  in  approximate  vertical  progression,  and 
the  width  of  bed  of  the  stretchers  is  not  to  be  at  any  point  less 
than  28  inches.  The  headers  are  not  to  be  less  than  4  feet  in 
length. 

This  class  of  masonry,  for  the  faces  of  the  dam  and  gate 
chamber,  including  the  headers,  is  to  be  estimated  at  30  inches 
thick  throughout.  At  other  places  that  may  be  designed  by 
the  Engineer,  the  size  of  the  stones  is  to  be  established  by  him, 
and  the  facing  stone  masonry  is  to  be  estimated  according  to 
the  lines  ordered  or  shown  on  the  plans.  In  no  case  are  the 
tails  of  the  headers  to  be  estimated. 

The  work  to  be  equal  in  quality  and  appearance  to  the 
facing  stone  masonry  work  built  by  the  aqueduct  commis- 
sioners for  their  masonry  dam  across  the  east  branch  of  the 
Croton  River  near  Brewster. 

All  copings  that  may  be  ordered  and  the  heads  of  the 
arches  of  the  highway  culverts,  will  be  classed  as  facing  stone 
masonry. 

The  price  herein  stipulated  for  facing  stone  masonry  is  to 
cover  the  cost  of  pointing,  of  cutting  chisel  drafts  at  all  corners 
of  the  gate-house  dam  and  other  comers,  and  of  preparing 
the  rock  faces;  but  if  any  six-cut  or  rough-pointed  work  is 
ordered  in  connection  with  this  class  of  masonry  it  shall  be 
paid  for  at  he  prices  therein  stipulated  for  such  work. 

The  face  bond  must  not  show  less  than  12  inches  lap, 
unless  otherwise  permitted. 

The  pointing  of  the  faces  to  be  thoroughly  made  with  pure 
Portland  cement  after  the  whole  structure  is  completed ;  unless 
otherwise  permitted,  every  joint  to  be  raked  out  therefor  to  a 
depth  of  at  least  two  inches,  and,  if  the  engineer  is  satisfied 
that  the  pointing  at  any  place  is  not  properly  made,  it  must  be 
taken  out  and  made  over  again. 

Granite  dimension  stone  masonry  must  be  made  of  first* 
class  granite  of  uniform  color,  free  from  all  seams,  discolora* 
tion  and  other  defects,  and  satisfactory   to  the    chief  engineer. 

It  is  to  be  used  for  the  gate  opening^  in  the  gate  chamber, 
for  the  coping  of  the  dam,  for  the  gate-house  superstructures 
and  for  the  crest  and  first  step  of  the  overflow,  and  at' any  other 
place  that  may  be  designated  by  the  engineer. 

The  stones  shall  be  cut  to  exact  dimensions,  and  all  angles 
and  arrises  shall  be  true,  well  defined  and  sharp. 

All  beds,  builds  and  joints  are  to  be  dressed,  for  the  full 
depth  of  the  stone,  to  surfaces,  allowing  of  one  quarter  (j^) 
inch  joint  at  most     No  plug  hole  of  more  than  6  inches  across 
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arris  is  to  be  ;illowed. 
a  of   the  plug-hole   in   a 


iy  one 


r  than  3  inches  from  hi 
no  case  must  the  aggregate  ar 
joint  exceed  onequarter  of  its  v 

The  stone  shall  be  laid  with  one  quarter  (j^)  inch  joints, 
ind  all  face  joints  ehnll  be  pointed  with  mortar  made  of  dear 
Ponland  cement,  applied  before  its  first  setting.  All  joints  to 
be  raked  out  to  a  depth  of  two  inches  before  pointing. 

Tbe  pointing  of  all  masonry,  including  the  faces  of  the 
nun  body  of  the  dtim  and  of  ihe  center  walls  which  are  below 
the  ground,  is  to  be  done  thoroughly  with  Portland  cement 
mortar,  mixed  clear  where  used  for  all  exposed  faces  of  brick 
and  cut  stone  masonry  of  all  kinds  (including  the  rubble 
facing)  ;  and  mixed  for  other  work  in  such  proportion  as  the 
engineer  shall  determine.  The  cost  of  all  pointing  ts  to  be 
included  in  the  price  stipulated  for  the  masonry  to  which  it  is 
applied. 

The  exposed  faces  of  the  cut  stone  are  to  be  finished  in 
rertous  ways,  in  accordance  %v)th  the  various  positions  in  which 
Ihcy  are  placed.  They  shall  be  either  left  with  a  rock  or 
tjuarrj'  face,  rough-pointed,  or  fine  hammered  (si:(-cut   work), 

Tbe  various  classes  of  face  dressing  must  be  equal  in 
quality  and  nppenrance  to  those  on  the  sample  in  the  office  of 
rtie  chief  engineer. 

In  rock  face  work  the  arrises  of  the  stones  inclosing  the 
rock  face  must  be  pitched  to  true  lines;  the  face  projections  to 
be  bold,  and  from  3  to  5  inches  beyond  the  arrises.  The 
ingles  of  all  walls  on  structures  having  rock  faces  are  to  be 
deHoed  by  a  chisel  draft  not  less  than  1  >4  inches  wide  on  each 

In  rough-pointed  work,  the  stones  shall  at  all  points  be  full 
to  the  true  plane  of  the  face,  and  at  no  point  shall  project 
tieyond  more  tlnin  J^  inch,  the  arrises  to  be  sharp  and  well 
defined.  Each  stone  to  have  its  arrises  well  defined  by  a  chisel 
draft,  which  is  included  in  the  price  for  rough-pointed  dressing. 

In  fine  hammered  work  the  face  of  the  stones  must  be 
brought  to  a  true  plane  and  fine  dressed,  with  a  hammer  having 
ibe  blades  to  the  inch. 

In  measuring  cut  stone  masonry,  when  the  stones  are  not 
rectangular,  the  dimensions  taken  for  each  stone  will  be  those 
of  a  rectangular,  cubical  form  which  will  just  inclose  the  neat 
lines  of  the  same.  The  price  herein  stipulated  for  granite 
dimension  stone  masonry  is  to  cover  the  cost  of  preparing  the 
rock  faces,  of  making  the  chisel  drafts,  and  of  preparing  all 
boles  and  recesses  and  grooves. 

No  payment  will  he  made  for  cutting  grooves  and  recesses 
Other  than  the  price  paid  for  the  dressing  of  their  surfaces, 
which  are  to  be  fine  hammered. 
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For  rough-pointed  and  fine-hammered  (six-cut)  dressings 
a  price  per  square  foot  of  dressing  will  be  paid  in  addition  ta 
the  price  per  cubic  yard  of  masonry,  viz : 

For  rough-pointed  dressing,  the  price  stipulated  in  clause 
Of  item  (/),  and  for  fine-hammered  (six-cut)  dressing,  the 
price  stipulated  in  clause  O,  item  (5). 

The  exposed  parts  of  the  cut  stone  are  generally  to  be 
prepared  with  rock  face. 

The  inside  surfaces  and  copings  are  generally  to  be 
rough-pointed. 

All  the  gateways,  grooves,  sills,  floors,  and  all  other 
surfaces  designated  by  the  engineer  are  to  be  fine-hammered. 

A.  F. 

132.    Specifications  for  First-class  Bridge   Iffa- 

SOnry.     The   following    specification    for    first-class    bridge 

masonry  represents  the  current  practice  of  one  of  the  leading 

American  engineers: 

The  face  stones  shall  be  laid  in  regular  courses.  Copings 
shall  be  cut  twenty-seven  (27)  inches  thick.  Belting  courses 
shall  be  cut  twenty  and  one-half  (20^)  inches  thick.  Starling 
copings  and  footings  shall  be  cut  thirty  (30)  inches  thick.  No 
course  shall  be  of  less  thickness  than  the  belting  courses;  no 
course  shall  exceed  thirty-six  (36)  inches  in  thickness  and  no 
course  except  the  coping  and  the  course  immediately  over  the 
footings  shall  be  thicker  than  the  course  beneath. 

Face  stones  shall  be  of  drab-colored  stone  from  the  quarries 
near  Bedford,  Indiana,  or  other  stone  of  as  good  quality 
acceptable  to  the  engineer.  Blue  stone  from  the  Bedford  or 
other  Oolitic  limestone  quarries  will  not  be  accepted.  The  up- 
stream cut-water  stone  in  every  course  below  £1.  339  shall  be 
of  granite,  and  also  the  bridge-seat  stones  in  the  copings,  as 
shown  on  the  plans.  The  remaining  coping-stones  and  the 
starling  copings  shall  be  of  limestone  of  the  same  quality  as  the 
face  stones. 

The  entire  masonry  shall  be  built  according  to  detail  plans 
furnished  by  the  engineer. 

The  stones  of  each  class  shall  be  strong,  compact,  of  uni- 
form quality  and  appearance,  and  free  from  any  defects  which 
in  the  judgment  of  the  engineer  might  impair  its  strength  or 
durability. 

All  stones  shall  lie  on  their  natural  beds  in  the  piers. 

Each  bed  of  every  stone  shall  measure  at  least  thirty^six 
(36)  inches  in  each  direction,  except  that  where  the  thickness 
of  the  course  is  less  than  twenty-four  (24)  inches  the  bed  need 


SPEOITIGATIONS  FOB  STONE  MASONBY.  171 

not  exceed  one  and  one-half  ( i  ^ )  times  the  thickness  of  the 
stone. 

The  bottom  bed  shall  always  be  the  full  size  of  stone,  and 
no  stone  shall  have  an  overhanging  top  bed. 

Joints  shall  be  broken  at  least  fifteen  (15)  inches  on  the 
face. 

Stretchers  shall  not  be  less  than  four  (4)  nor  more  than 
teven  (7)  feet  long,  and  stretchers  of  the  same  width  shall  not 
be  placed  together  vertically ;  but  this  shall  not  be  applied  to 
stretchers  where  headers  come  centrally  between  stretchers. 

Headers  shall  be  at  least  five  (5)  feet  long  wherever  the 
thickness  of  the  pier  permits.  They  shall  be  at  least  three- 
quarters  (^)  their  full  width  for  the  whole  length.  There 
^all  be  generally  four  (4)  headers  in  each  side  of  every  course 
between  shoulders  and  never  less  than  three  (3)  and  a  like 
proportion  in  the  curved  ends. 

The  face  lines  of  each  course  shall  be  true,  and  the  rise  as 
fixed  by  the  face  lines  shall  not  vary  anywhere  more  than  one- 
fourth  (^)  inch  from  the  true  rise  of  the  course. 

The  upper  and  lower  beds  shall  be  truly  parallel  planes 
and  cut  to  conform  to  the  requirements  for  the  face  lines. 
Depressions  of  more  than  one-half  (}^)  inch  below  the  plane 
of  the  beds  shall  not  exceed  one-tenth  (i-io)  of  the  area  of  the 
bed  in  limestone,  or  one-eighth  (j^)  of  the  area  of  the  bed  in 
granite.  There  shall  be  no  depressions  of  more  than  two  (2) 
inches  below  the  plane  of  the  beds. 

Joints  shall  be  cut  at  right  angles  to  the  face  and  beds  of 
the  stone  unless  otherwise  shown  on  special  plans.  The  cutting 
for  at  least  twelve  (12)  inches  back  from  the  face  shall  be  the 
same  as  that  required  for  the  beds. 

The  vertical  joints  of  face  stones  shall  not  average  more 
than  one-half  (}^)  inch  and  shall  not  exceed  three-fourths  (^) 
inch. 

The  curved  faces  of  the  up-stream  cut-water  .of  all  piers 
except  Pier  I  shall  be  fine-pointed,  with  no  projections  exceed- 
ing one-half  (  ^  )  inch. 

The  copings,  including  those  over  the  pointed  starlings, 
shall  have  all  exposed  surfaces,  including  the  projecting  portion 
of  the  lower  bed,  bush-hammered  with  true  lines  and  surfaces. 

A  four  (4)  inch  draft  line  shall  be  cut  on  all  vertical  angles 
and  around  the  lower  edge  of  the  face  of  the  belting  course. 
The  projecting  portion  of  the  lower  bed  of  the  belting  course 
shall  be  bush-hammered. 

All  other  portions  of  the  piers  shall  have  a  rough  quarry 
face  with  no  projections  exceeding  three  (3)  inches,  the  quarry 
face  to  average  at  least  one  and  one-half  (i}^)  inches  from  the 
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pitch  lines  of  the  joints  and  never  to  run  back  from  snch  pitch 
lines. 

The  copings  shall  be  cut  with  close  joints  throughout  the 
whole  course,  according  to  special  plans. 

No  grab  holes  shall  be  made  on  the  face  of  the  copings  or 
on  the  pointed  work  of  the  cut-water. 

All  stones  must  be  carefully  cleaned  and  wet  before  setting, 
and  no  mortar  beds  shall  be  laid  until  the  course  below  has 
been  cleaned  and  wet. 

Every  stone  shall  be  laid  in  a  full  bed  of  mortar  and  settled 
to  a  proper  bearing,  no  levelers  being  allowed. 

The  vertical  joints  between  stones  shall  be  filled  with  soft 
mortar  worked  in  with  a  trowel  and  a  long  thin  blade  until  the 
joints  are  completely  filled. 

The  joints,  both  horizontal  and  vertical,  shall  be  cleaned 
out  to  a  depth  of  one  and  one-half  (i^)  inches  and  pointed  in 
mild  weather,  the  mortar  to' be  driven  in  hard  with  a- calking 
iron  and  the  surface  finished  with  a  rounded  tool. 

When  masonry  is  laid  in  freezing  weather  such  precautions 
shall  be  taken  to  prevent  the  freezing  of  tnortar  before  setting 
as  the  engineer  may  direct. 

The  stones  of  the  curved  up-stream  starlings  of  Piers  II, 
III,  IV,  V  and  VI  shall  be  doweled  into  those  of  the  course 
below  with  one  and  one-eighth  (i^)  inch  steel  dowels  extend- 
ing six  (6)  inches  into  each  course,  these  dowels  to  be  placed 
about  ten  (lo)  inches  back  from  the  face  and  seven  (7)  inches 
on  each  side  of  each  joint.  The  stones  of  the  upper  course 
shall  be  drilled  through  before  setting,  after  which  the  holes 
shall  be  extended  six  (6)  inches  into  the  course  beneath  and 
cleaned  out;  a  small  quantity  of  mortar  shall  then  be  put  into 
the  hole,  the  dowel  dropped  in  and  pushed  down  and  the  hole 
filled  with  mortar  and  well  rammed.  The  stones  in  the  up- 
stream end  ot  the  buttress  of  Pier  VI  and  those  in  the  west  face 
of  the  same  for  a  distance  of  twenty  (20)  feet  from  the  down- 
stream end  shall  be  doweled  in  the  same  manner. 

The  joints  of  the  three  courses  below  the  coping  shall  be 
cramped  with  cramps  of  one  (1)  inch  round  steel  sixteen 
inches  long,  the  ends  put  four  (4)  inches  into  each  stone. 

The  backing,  except  for  three  courses  below  the  coping  shall 
be  of  concrete  of  the  proportions  of  one  ( i )  volume  of  cement  to 
two  and  one-half  (2j^)  volumes  of  sand  and  five  (5)  volumes 
of  broken  stone. 

In  the  three  courses  immediately  under  the  coping  the 
backing  shall  be  of  limestone  of  the  same  quality  used  for  face 
stone,  cut  to  the  same  thickness,  and  the  beds  cut  in  the  same 
manner.  The  spaces  not  occupied  by  the  large  stones  shall 
not  be  more  than  one-sixth  (i)  01  the  area  of  the  course  inside 
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of  (he  face  stones.  These  spaces  when  larpe  enough  to  permit 
(hall  he  filled  kvith  concrete  similar  to  that  tised  for  backing  in 
the  courses  below.  Joints  too  small  to  be  Filled  with  concrete 
(ball  he  filled  with  mortar  o(  the  same  composition  as  used  for 
Mttins  face  stone.  The  contractor  shall  submit  to  the  engineer 
for  approval  course  plsins  showing  the  dimensions  of  every 
Iirge  backing  stone  in  these  courses.  In  preparing  these  plans 
ipccinl  ntlenlion  shall  be  given  to  the  bonding;  of  the  stones 
nnder  the  bridge  scat  so  that  the  superstructure  toad  may  be 
*eU  distributed  over  the  top  surface  of  the  concrete  hacking. 

The  cement  will  be  furnished  by  the  bridge  company, 
htii  the  contractor  will  be  held  responsible  for  all  waste  or 
injury  after  it  is  delivered  to  him  from  the  company's 
warehouse. 

Sand  for  mortar  or  concrete  shnll  be  clean,  sharp,  coarse 
river  tand.  or  other  sand  of  equal  quality  in  the  judgment  of 
the  enfrineer. 

Broken  stone  shfill  be  of  hard,  sound,  clean  limestone.  It 
(hull  be  broken  by  mnehine  and  screened  in  a  rotary  screen 
which  shall  remove  all  dust  and  fragments  which  will  pass 
through  holes  three-eights  (i)  inch  in  diameter  and  all  pieces 
exceeding  one  and  one-halt  (I'/i)  inches  in  diameter. 

In  proporlioning  materials  for  mortar  and  concrete,  one 
(t)  volume  of  cement  shnll  be  taken  to  mean  three  hundred 
<Dd  eighty  (380)  pounds  net;  one  volume  of  siind  or  broken 
ttoDc  shall  be  taken  to  mean  three  and  one-balf  (3^)  cubic 
feet  packed  or  shaken  down.  Measurements  of  sand  and 
broken  stone  shall  be  made  in  barrels  or  boxes.  Measurements 
b  wheelbarrows  will  not  be  permitted. 

la  preparing  mortar  the  specified  amounts  of  cement  and 
Mnd  shall  first  be  mixed  dry  to  a  uniform  color.  The  water 
ihall  then  be  added  in  such  a  manner  as  not  to  cause  any  wash- 
ing of  the  cement,  and  the  mixing  proceeded  with  until  the 
mortar  is  thoroughly  mixed  and  uniform  in  appearance. 

Wherever  possible  concrete  shall  be  mixed  with  a  machine 
approved  by  the  cngmeer.  Preference  will  be  given  to  a 
machine  which  will  mix  concrete  in  batches,  the  cement,  sand 
and  broken  stone,  measured  as  specified  in  paragr.iph  — , 
placed  in  the  machine  and  mixed  dry.  the  proper  amount  of 
water  then  added  and  the  mixing  completed. 

When  it  is  impracticable  to  mix  concrete  by  a  machine,  it 
may  be  made  by  hand  with  the  special  permission  of  the 
engineer.  The  mixing  shall  be  done  on  a  platform  of  boards 
>lank  Kcurely  fastened  together.  The  mortar  shall  first  be 
Je  as  above  specified.  The  broken  stone,  previ- 
Ij  wetted,  shall  then  be  added  and  the  mortar  and 
i«  lurntid  over  with  shovels  until  the  mortar  is  uniformly 
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distributed  through  the  mass  and   every  stone  is  coated  with 
mortar^ 

Concrete  shall  be  deposited  in  the  work  in  such  b  manner 
as  not  to  cause  the  partial  separation  of  the  mortar  and  stone. 
It  shall  be  spread  in  horizontal  layers  from  six  (6)  to  twelve 
(12)  inches  in  thickness  and  thoroughly  rammed.  The  ram- 
mers shall  weigh  at  least  twenty  (20)  pounds;  the  end  area 
shall  not  exceed  twenty  (20)  square  inches.  The  consistency 
of  the  concrete  shall  be  as  required  by  the  engineer  from  time 
to  time,  but  will  generally  be  such  that  the  concrete  will  quake 
under  hard  ramming. 

No  mortar  or  concrete  shall  be  used  after  it  has  begun  to 
set;  when  setting  commences  the  material  thus  injuied  shall  be 
immediately  wasted.  If  in  the  opinion  of  the  engineer  the 
contractor  fails  to  take  due  precaution  against  such  injury,  he 
will  charge  to  the  contractor  and  deduct  from  the  estimates 
the  value  of  the  cement  in  the  wasted  material. 

G.  S.  M. 
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AND  MATERIALS. 

133.    Specifications  for  having  Brick  Tests.    The 

essential  properties  of  a  good  paving  brick  are:  (a)  Strength  to 
resist  cross  breaking ;  (^)  strength  to  resist  crushing ;  (c)  tough- 
ness or  strength  to  resist  shocks  and  blows ;  {d)  it  must  be 
comparatively  non-absorbent.  Any  brick  which  possesses  these 
qualities  in  a  high  degree  will  also  resist  abrasion  or  wear 
satisfactorily. 

After  some  twenty  years  experience  in  the  testing  and  use 
of  paving  bricks,  it  has  been  decided  by  the  American  Brick 
Manufacturers'  Association,  and  by  the  committees  of  expert 
engineers  which  have  considered  these  questions: 

Firsts  That  the  various  kinds  of  strength  enumerated 
above  under  (a),  (b),  and  (c)  can  all  be  satisfactorily  shown 
by  the  rattler  test,  as  described  below. 

.  Second^  That  while  the  absorption  test  is  useful  for 
determining  the  thoroughness  of  burning  of  a  given  clay,  it 
cannot  be  used  as  a  fixed  criterion  of  rejection  as  between 
bricks  burned  from  different  clays  without  doing  injustice  to 
some  of  them,  since  a  harmless  percentage  of  absorption  with 
one  clay  would  be  a  dangerous  percentage  with  another. 

The  following  standard  rattler  test  of  paving  brick  has 
been  adopted  by  the  American  Brick  Manufacturers'  Associa- 
tion, in  conjunction  with  an  advisory  board  of  engineers  (of 
which  the  author  was  a  member),  and  this  specification  is  not 
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ilc^ly  to  be  materially  changed.  It  is  the  final  result  of  an 
=  1  ^borate  series  of  investigations,  extending  over  several  years, 
KCK«1  with  various  types  of  apparatus. 

THE    RATTLHR   TBST. 


—The  standard  oiachine  shall 
1  inches  in  length,   measured 


■  Dimensions  of  I  he  MaeAim 

Pb^       iS  inches  in  diameter  and    : 
xnside  the  rattling  chamber. 

Other  machines  may  be  used,  varying  in  diameter  between 
26  end  ,^0  inches,  and  in  length  from  iS  to  24  inches,  but  if 
this  is  done,  a  record  of  it  must  be  attached  to  the  official 
•■CfXirt.  Long  rattlers  must  be  cut  up  into  sections  of  suitable 
length  by  the  insertion  of  an  iron  diaphragm  at  the  proper 
point. 

Construction  of  the  Afachine. — The  barrel  may  be  driven 
y^y  trannions  at  one  or  both  ends,  or  by  rollers  underneath,  but 
in  130  case  shall  ft  shaft  pass  through  the  rattler  chamber.  The 
*^''0»s-section  of  the  barrel  shall  be  a  regular  polygon,  having 
foui-leen  sides.  The  heads  shall  be  composed  of  gray  cast 
'*"c»n,  not  chilled  nor  case-hardened.  The  staves  shall  prefer- 
*^ljbe  composed  of  steel  plates,  as  cast  iron  peans  and  ulti- 
"^^tely  breaks  under  the  wearing  action  on  the  inside.  There 
*n^||l)e  o  space  of  one-fourth  of  an  inch  between  the  staves 
^^r    the  escape  of  the  dust  and  small  pieces  of  waste. 

Other  machines  may  be  used  having  from  twelve  to  sixteen 
*l^ve8,  with  openings  from  one-eighth  to  three-eighths  of  an 
I'lcti  between  staves,  but  if  this  is  done  a  record  of  it  must  be 
««tached  to  the  official  report  of  the  test. 

Composition  of  the  Charge. — All  tests  must  be  exe- 
cuted on  charges  containing  but  one  make  of  paving  material 
**'  «  time.  The  charge  shall  be  composed  of  the  brick  to  be 
tested  and  iron  abrasive  material.  The  brick  charge  shall 
consist  of  that  number  of  whole  bricks  or  blocks  whose  com- 
**in«d  volume  most  nearly  amounts  to  1,000  cubic  inches,  or  8 
P**"  cent  of  the  cubic  contents  of  the  rattling  chamber.  (Nine, 
'*«!  or  eleven  are  the  number  required  for  tiie  ordinary  sizes  on 
"■e  market.)  The  abrasive  charge  shall  consist  of  300  pounds 
*f  Bhot  made  of  ordinary  machinery  cast  iron.  This  shot  shall 
J*  of  two  sizes,  as  described  below,  and  the  shot  charge  shall 
°^  Composed  of  one-fourth  (75  pounds)  of  the  larger  size  and 
«i»-«e-fourth  (325  pounds)  of  the  smaller  size. 

Site  of  the  Shot. — The  larger  size  shall  weigh  about 
^^cn  and  one-half  pounds  and  be  about  two  and  one-half 
"■^^htl  «qi.nre  and  four  and  one-half  inches  long,  with  slightly 
'■^Wnded  edges.  The  smaller  size  shall  be  one  and  one-half  inch 
''**>ei.  weighing  about  seven-eighths  of  a  pound  each,  with  square 
^*^*^ers  and  edges.     The  individual  shot  shall  be  replaced  by 
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new  ones  when  they  have  lost  one-tenth  of  their  original  weight. 

Revolutions  of  the  Charge. — The  number  of  revolutions 
of  the  Standard  test  shall  be  i,8oo,  and  the  speed  of  rotation 
shall  not  fall  below  28  nor  exceed  30  per  minute.  The  belt 
power  shall  be  sufficient  to  rotate  the  rattler  at  the  same  speed 
whether  charged  or  empty. 

Condition  of  the  Charge, — The  bricks  composing  a  charge 
shall  be  thoroughly  dried  before  making  the  test. 

The  Calculation  of  the  Results, — The  loss  shall  be  cal- 
culated in  percentages  of  the  weight  of  the  dry  brick  compos- 
ing the  charge,  and  no  results  shall  be  considered  as  official 
unless  it  is  the  average  of  two  distinct  and  complete  tests, 
made  on  separate  charges  of  brick. 

'  134.  Specifications  for  Brick  Paving.  The  specifi- 
cations in  this  and  the  following  articles  for  various  kinds  of 
wearing  surfaces  of  street  pavements  are  taken  from  the  stand- 
ard specifications  used  in  the  city  of  St.  Loui6.  In  these  speci- 
fications all  the  general  clauses  and  also  all  detailed  description 
of  the  grading,  curb,  gutter,  and  foundation  will  be  omitted, 
since  it  is  the  intention  to  include  in  them  only  that  portion  of 
the  specification  describing  the  wearing  surface. 

In  this  specification  for  brick  pavement,  after  describing 
the  curbing,  preparation  of  the  roadbed,  which  involves  a 
thorough  rolling  with  a  steel  roller,  weighing  not  less  than  ten 
tons,  or  three  hundred  pounds  per  lineal  inch  of  roller;  also 
the  concrete  foundation  of  six  inches  in  depth,  the  following 
specification  is  given  for 

WEARING    SURFACE. 

Upon  the  foundation  of  concrete  shall  be  laid  a  bed  of 
coarse,  screened  sand,  about  two  inches  in  thickness  when 
compacted,  to  serve  as  a  bed  for  the  bricks.  Upon  this  base 
of  sand  a  pavement  of  the  best  quality  of  vitrified  paving  brick 
shall  be  laid.  Great  care  must  be  taken  to  have  the  surface  of 
this  sand  layer  exactly  parallel  to  the  desired  street  surface 
after  completion.  To  accomplish  this  a  wooden  screed  must 
be  used  whose  lower  side  is  cut  out  to  the  proper  curve  by 
computing  a  sufficient  number  of  ordinates.  The  screed  will 
rest  on  one  end  on  top  of  the  curb  and  will  reach  to  the  center 
of  the  street  or  railroad  track,  where  it  will  rest  on  a  carefully 
adjusted  piece  of  scantling  or  on  th.e  top  of  rail  respectively. 
It  shall  then  be  properly  weighted  and  drawn  along  slowly: 
an  almost  perfect  sand  grade  will  thus  be  obtained.  No  hand 
luting  will  be  permitted  except  where  the  use  of  screed  is 
impossible.  The  bricks  shall  not  be  less  than  eight  inches  nor 
more  than  nine  inches  long,  not  less  than  two  and  one-half 
inches  nor  more  than  three  inches  wide,  not  less  than  four  incbea 
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■moiw-  more  than  four  and  one-half  inches  deep,  wilh  rounded 
ed^cg  with  a  radius  of  three-eighths  of  an  inch.  Said  brick 
KbsKll  be  of  the  kind  known  as  "repressed"  brick,  and  shall  be 
repressed  to  produce  a  mass  free  from  internal  flaws,  cracks  or 
Immioationa. 

The  bricks  shall  be  free  from  lime  or  other  impurities  that 
^ill  injuriously  affect  them  when  immersed  in  water,  uniform 
In  sixe  snd  quality,  and  thoroughly  burned  and  annealed. 

AH  bricks  so  distorted  in  burning,  or  with  such  prominent 
kiln  marks  as  to  produce  an  uneven  pavement,  shall  be  rejected. 
Each  bidder  shall  submit  one  hundred  bricks,  which  shall 
»>•  aubjected  to  such  physical  tests  as  may,  in  the  opinion  of 
the  street  commissioner,  be  necessary  to  determine  their 
qntUiiy  and  suitability  for  the  work. 

To  secure  uniformity  in  bricks  of  approved  manufacture, 
delivered  for  use,  the  following  tests  shall  be  made: 

I.  They  shall  show  a  modulus  ot  rupture  in  cross- 
leaking  of  not  leas  than  two  thousand  pounds  per  square  inch. 
I.  Specimen  bricks  shall  be  placed  in  the  machine  known 
■•  •  "Rattler"  twenty-eight  inches  in  diameter,  making  thirty 
'^•■olutions  per  minute.  The  number  of  revolutions  for  a 
"■ndard  test  shall  be  eighteen  hundred,  and  if  the  loss  of 
height  by  abrasion  or  impact  during  such  test  shall  exceed 
^dily-five  per  cent  of  the  original  weight  of  the  bricks,  then 
™ft  bricks  shall  be  rejected.  An  official  teat  to  be  the  average 
W  t^-o  of  the  above  tests. 

3.  They  shall  not  absorb  more  than  two  per  cent  of  their 
Virtt  weight  of  water  nfter  being  immersed  for  forty-eight 
^Urt:  this  test  to  be  made  after  bricks  have  been  broken  and 
PW«ed  through  the  rattler. 

No  bid  contemplating  the  use  of  rejected  brick  shall  be 
"tertained. 

Samples  may  be  submitted  by  manufacturers,  in  which 
^•*  the  bidder  proposing  to  use  brtck  of  such  manufacture 
*1U  not  be  required  to  submit  samples.  The  quality  of  brick 
'"rritshed  must  conform  to  the  sampled  presented  by  the  manu- 
Mciufers  and  kept  in  the  office  of  the  street  commissioner. 
The  mreet  commissioner  reserves  the  right  to  reject  any  and 
'"  bricks,  which,  in  his  opinion,  do  not  conform  to  the  above 
'Pacifications.  Any  hrick  may  have  a  proper  shrinkage,  hut 
•hall  tint  differ  materially  in  sine  from  the  accepted  samples  of 
^'^  same  make,  nor  shall  they  differ  greallv  in  color  from  the 
nituril  color  of  the  well-burned  brick  of  its  class  and  manu- 
l»nufe. 

No  bats  or  broken  bricks  shall  be  used,  except  at  the  curbs 
"  Rutter  as  the  case  may  be,  where  nothing  less  than  a  half 
^)tWk  shall  be   used  to  break  joints.     The  bricks  to  be  laid  in 
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straight  lines  and  all  joints  broken  by  a  lap  of  at  least  two 
inches,  to  be  set  on  edge  on  the  sand  as  closely  and  compactly 
as  possible  and  at  right  angles  with  the  line  of  the  curb  or 
gutter,  as  the  case  may  be,  except  at  street  intersections,  where 
they  are  to  be  laid  as  the  street  commissioner  may  direct. 

The  pavement  to  be  surfaced  up  by  a  thorough  rolling 
with  a  steam  roller  weighing  not  less  than  three  nor  more  than 
six  tons,  and  when  completed  to  conform  to  the  true  grade  and 
cross-sections  of  the  roadway.  Wherever  a  roller  can  not  be 
used,  the  pavement  to  be  thoroughly  rammed  two  or  three 
times  with  a  paver's  rammer  weighing  not  less  than  seventy- 
five  pounds. 

An  expansion  joint  one  inch  in  width  shall  be  placed  on 
each  side  of  the  roadway  against  the  curb  or  outer  edge  of 
gutter,  as  the  case  may  be.  This  joint,  about  four  inches  in 
depth  shall  be  filled  with  pitch,  heated  to  a  temperature  of 
three  hundred  degrees,  Farenheit,  to  within  one-half  inch  of 
surface  of  pavement:  the  remaining  one-half  inch  to  receive  a 
dressing  of  clean,  coarse  sand. 

All  joints  in  the  pavement  shall  be  completely  filled  with 
Portland  cement  grout. 

The  grout  shall  be  mixed  in  portable  boxes  in  the  propor- 
tion of  one  part  cement  to  one  part  sand.  Not  more  than  one 
ordinary  water  bucket  full  of  cement  with  the  same  amount  of 
fine  sand  shall  be  mixed  at  a  time.  The  cement  and  sand  to 
be  thoroughly  mixed  dry  until  no  streaks  appear  in  the  mixture, 
then  sufficient  water  to  be  added  to  make  the  grout  of  proper 
fluidity,  when  properly  stirred.  The  grout  shall  be  trans- 
ferred to  the  pavement  in  scoop  shovels  and  rapidly  swept  into 
the  joints  by  steel  brooms.  During  this  procedure  the  grout 
remaining  in  the  box  must  be  constantly  stirred  in  order  to 
prevent  a  separation  of  the  sand  from  the  cement.  After  the 
grouting  of  the  pavement  has  been  completed  the  newly  finished 
work  must  be  kept  from  traffic  by  putting  up  substantial 
blockades  and  if  deemed  necessary  by  watchmen  stationed  to 
protect  the  barricades.  This  blockade  must  be  kept  up  for  at 
least  seven  days  after  the  grout  is  applied. 

The  surface  of  the  pavement,  when  completed,  shall  be 
covered  with  one-half  inch  of  clean,  coarse  sand  of  approved 
quality,  which,  with  all  dirt,  shall  be  removed  from  the  pave- 
ment and  sewer  inlets  by  or  at  the  expense  of  the  contractor  at 
such  time  before  the  final  acceptance  of  the  work  as  the  street 
commissioner  may  direct.  St.  L. 

Following  the  above  specification  is  a  ^^maintenance 
clause,"  similar  to  that  given  in  the  following  article,  provid* 
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for  the  maintenance  of  the  pavement  in  good  repair  for  m 
iod  of  nine  years.*    The  contract  price  provided  also  for  an 
ual  sum  to  be  paid  for  maintenance,  and  the  bond  given  by 
tfi^   contractor  covered  the  maintenance,  as  well  as  the  original 
ooaastmction. 

The   tests  to  which  the   brick  are   submitted   under  this 
specification  are  the  same  as  those  given  in  Art.  133. 

136.    Specification  for   Asphaltom  Pavement. 

A£ter  describing  the  preparation  of  the  roadbed,  curbing, 
concrete  foundation,  having  a  depth  of  live  inches,  etc.,  the 
following  specifications  of  the  asphaltum  body  and  wearing 
•ux^ace  are  employed. 

BINDER. 

The  second  or  binder  course  will  consist  of  a  fine  bitumin- 

oa«     concrete  composed  of  clean  broken  stone,  slag  or  gravel, 

>>P^    exceeding  one  and  one-half  ( i  ^ )  inches  in  their  largest 

dici^cosions,  thoroughly  screened,  and   asphaltic  cement  made 

^vn  lake  asphalt,  as  below  described.     The   stone,  slag  or 

gr^xrel,  will  be  heated  by   passing  through  revolving  heaters 

and    thoroughly  mixed  by  machinery  with  the  asphaltic  cement 

^^  the  proportion  of  not  less  than  fifteen  gallons  of  the  asphaltic 

^5*^*ntto  one  (i)  cubic  yard  of  stone,  slag  or  gravel.     The 

miscture  will  be  so  made  that  the  resulting  binder  has  life  and 

gloss  without  an  excess  of  cement.     Should  it  appear  dull  from 

ovd-  heating  or  lack  of  cement  it  will  be  rejected.     This  binder 

y^ill  be  hauled  to  the  work  and  spread  on  the  base  with  hot 

'^Ti  rakes,  and  immediately  rammed  and  rolled  with  hand  and 

*^^aisn  rollers  while  in  a  hot  and  plastic  condition,  until  it  has  a 

^>ckncss    of  one    and    one-half    (ij^)    inches.     The   upper 

(uriPace  will  be  made  exactly  parallel  with  surface  of  the  pave- 

meot  to  be  laid. 

WBARINO   SURF  ACS. 

Upon  this  binder  course   Ihus   prepared   shall  be  laid  a 
vremring  surface  or  pavement  proper,  the  basis  of  which  shall 

^^hdante  was  declared  Illegal  under  the  former  charter,  but  is  now  (1002)  enforced 
wA**  a  oew  charter  amendment  which  provides  for  a  '^guarantee*'  and  for  keeping  tiM 
in  repair  for  a  term  of  years. 
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be  composed  of  lake  asphalt  unmixed  with  any  of  the  prodr-^ta 
of  coal  tar,  of  a  nature  and  quality  proved  to  be  duraUe  and 
proper  by  having  been  in  successful  use  in  roadway  pavements 
in  one  or  more  cities  of  the  United  States  for  a  period  of  at 
least  two  years  and  in  an  amount  greater  than  five  thousand 
square  yards  in  each  of  said  cities. 

The  wearing  surface  shall  be  composed  of— 

ist.  Refined  lake  asphaltum* 

ad.  Heavy  petroleum  oil. 

3d.  Clean  sharp  sand. 

4th.  Fine  powder  of  carbonate  of  lime. 

Refined  asphalt  shall  be  smooth  and  free  from  lumps  of 
onmelted  pitch  or  organic  matter  not  bituminous.  It  shall  not 
at  any  time  reach  a  temperature  over  375  degrees  Fahrenheit. 
The  asphaltic  cement  shall  be  prepared  from  such  refined 
asphalt  as  may  be  approved  by  the  street  commissioner,  and 
suitable  heavy  petroleum  oil  or  other  approved  solvent. 

The  heavy  petroleum  oil,  which  may  be  the  residuum  by 
distillation  of  the  petroleum  oils  as  found  in  the  market,  gen* 
erally  contains  water,  light  oils,  coke,  and  a  gummy  substance 
soluble  in  water.  This  petroleum  oil  is  freed  from  all  im* 
purities  and  brought  to  a  specific  gravity  of  from  18  degrees  to 
32  degrees  Beaume,  and  a  fire  test  of  250  degrees  Fahrenheit 

To  the  melted  asphalt,  at  a  temperature  of  not  over  325 
degrees  Fahrenheit,  the  oil,  after  having  been  heated  to  at 
least  150  degrees  Fahrenheit,  is  to  be  added  in  suitable  propor- 
tions to  produce  an  asphalt  cement.  To  accomplish  this,  from 
15  to  21  pounds  of  oil  per  100  of  refined  asphalt  will  be 
required.  As  soon  as  the  oil  has  begun  to  be  added,  suitable 
agitation,  by  means  of  an  air-blast  or  other  acceptable  appli- 
ances, will  commence  and  be  continued  till  a  homogeneous 
cement  is  produced.  The  appliances  for  agitation  shall  be 
such  as  to  accomplish  this  in  at  least  ten  hours,  during  which 
the   temperature  shall  be  kept  at  from  290  degrees  to  325 
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'"^trenheit,  and  no  higher.  If  the  cement  then  appears  homo* 
B^vk^oua  and  free  from  lumps  and  from  inequalities,  as  shown 
by  samples  from  different  parts  of  the  Btill,  it  may  be  used. 
Should   it  not  prove   homogeneous,   such  defictenctes  as  mty 

«^Sst  shall    be  corrected  by  the  addition  of  hot  oil  or  melted 

•»I>halt,  in  the  necessary  proportion. 

They   shall   be   mixed   in   the   following   proportions  hj 
»w^igbt: 


4 

I 


The  asphaltic  cement  being  made  in  the  manner  abora 
l^^cribed,  the  pavement  mixture  shall  be  formed  of  the  follon- 
n^T  materials,  and  in  proportion  stated; 


^lipbal  lie  cement tmmUWII 

^iiH .  fnmSttaTD 

PWterlud  cubouie  oC  lime Iroo  SuU 


Limestone  dujt  shall  be  an  impalpable  powder  of  carbonate 
*f  lime,  the  whole  of  which  will  pass  a  30-mesh  screen,  and  *t 
Ws^St  J5  per  cent  pass  a  lOO-mesh  screen. 

The  sand  and  asphaltic  cement  are  heated  separately  to 
■b^ut  three  hundred  degrees  Fahrenheit.  The  pulverized 
"»"t>onate  of  lime,  while  cold,  is  mixed  with  the  hot  sand  in 
"'^  required  proportions,  and  is  then  mixed  with  the  asphaltic 
'"^kent  at  the  required  temperature,  and  in  the  proper  propor- 
"*** ,  is  a  suitable  apparatus,  which  will  effect  a  perfect  mixture. 

The  pavement  mixture,  prepared  in  the  manner  thai 
'n^icsted,  shall  be  laid  on  the  foundation.  It  shall  then  be 
"^""^fully  spread,  by  means  of  hot  iron  rakes,  in  such  manner 
•*  *ogive  a  uniform  and  regular  grade,  and  to  such  depth  that 
*'^^^  having  received  its  ultimate  compression,  it  shall  have  a 
Ihiclniejs  of  two  inches.  The  surface  shall  then  be  compressed 
by  rollers;  after  which  a  small  amount  of  hydraulic  cement 
»b»ll  be  swept  over  it,  and  it  shall  then  be  thoroughly  com- 
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pressed  by  a  steam  roller,  weighing  not  less  than  ten  (lo)  tons, 
in  order  to  get  a  thoroughly  compressed  wearing  surface,  the 
rolling  being  continued  as  long  as  it  makes  an  impression  on 
the  surface. 

The  powdered  carbonate  of  lime  shall  be  of  such  degree  oi 
fineness  that  5  to  15  per  centum  by  weight  of  the  entire  mix- 
ture for  the  pavement  shall  be  an  impalpable  powder  of  lime- 
stone, and  the  whole  of  it  shall  pass  a  No.  26  screen.  The 
sand  shall  be  of  such  size  that  none  of  it  shall  pass  a  No.  So 
screen,  and  the  whole  of  it  pass  a  No.  10  screen. 

In  order  to  make  the  gutters,  which  are  consolidated  but 
little  by  traffic,  entirely  impervious  to  water,  a  width  of  twelve 
inches  next  the  curb  shall  be  coated  with  hot  pure  asphalt  and 
smoothed  with  hot  smoothing  irons,  in  order  to  saturate  the 
pavement  to  a  certain  depth  with  an  excess  of  asphalt. 

TOOLS  AND  SAMPLES  OP  MATERIALS. 

The  contractor  shall  furnish  and  have  on  the  line  of  work 
at  all  times,  a  complete  and  sufficient  plant  of  tools,  rollers, 
carts,  etc.,  as  may  be  determined  by  the  street  commissioner, 
to  carry  on  the  work  in  an  expeditious  and  workmanlike 
manner,  also  furnish  samples  of  the  crude  lake  asphalt  to  be 
used  in  the  work,  properly  labeled,  also  samples  of  the  wearing 
surfaces  as  prepared  for  use,  and  the  statement  of  the  amount 
of  each  material  used  in  making  up  the  pavement  mixtures, 
when  called  for  by  the  street  commissioner. 

In  order  that  the  asphalt  may  be  fully  tested,  each  bidde' 
must  deposit  with  the  street  commissioner,  at  least  three  dayi 
before  making  his  bid,  samples  of  materials  he  intends  to  use, 
together  with  certificates  and  statements  as  follows: 

I  St.  A  specimen  of  the  crude  asphaltum  not  less  than 
five  (5)  pounds  in  weight  with  a  certificate  stating  the  place 
from  whence  the  asphaltum  was  taken. 

2d.  A  specimen  of  the  asphaltic  cement  not  less  than 
five  (5)  pounds  in  weight  with  a  statement  of  its  composition, 
and  also  a  statement  of  the  composition  of  the  proposed  wear- 
ing surface. 
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3cl.  A  sample  of  the  pavement  surface  showing  the 
Asphalt  after  two  years'  actual  use  in  a  street,  said  sample  to  be 
not  less  than  one  foot  square  and  to  be  accompanied  by  a  cer- 
tificate from  the  proper  city  official  showing  the  time  during 
which  said  pavement  has  been  in  use  on  the  street  on  which  it 
was  laid,  and  the  certificate  shall  further  show  that  the  pave- 
ment from  which  the  sample  is  taken,  or  similar  pavement,  has 
been  in  successful  use  on  one  or  more  roadways  in  said  city  for 
a  period  longer  than  two  years,  and  in  an  amount  greater  than 
five  thousand  (5000)  square  yards. 

4th.  A  statement  of  the  location  and  the  capacity  in 
square  yards  per  day  of  the  works  or  factory  where  the  paving 
material  is  to  be  prepared. 

Specimens  must  be  furnished  to  the  street  department  as 
often  as  may  be  required  during  the  progress  of  the  work* 


MAINTENANCE. 

The  said ,  party  of  the  first  part,  expressly  guaiv 

antees   to  maintain    at  grade    and  surface   in   good  order  the 

aforesaid  work  of  reconstruction  throughout  and  at  the  end  of 

the  full  period  of  nine  years,  commencing  one  year  after  the 

%aid   work  of  reconstruction  is  completed  and  accepted,  and 

binds  himself,  his  heirs  and  assigns  to  make  all  repairs  which 

may  from  any  imperfection  in  said  work  or  materials  or  from 

any   rotting,    crumbling    or    disintegration    of    the   materials, 

become  necessary  within  that  time ;  and  the  party  of  the  first 

part  shall,  whenever  notified  by  the  street  commissioner  that 

X'epairs  are  required,  at  once  make   such   repairs  at  his  own 

Expense,  and  if  they  are  not  made  within  the  proper  time,  the 

atreet  commissioner  shall  have  power  to  cause  such  repairs  to 

be  made,  and  the  cost  thereof  shall  be  paid  out  of  the  fund 

provided  for  the  payment  of  contracts  for  street  maintenance, 

mod  the  amount  shall  be  deducted  from  any  money  then  due 

^nder  the  contract,  or  which  may  thereafter  become  due.     At 

the  end  of  the  nine-year  period  the  street  commissioner  must 

determine  whether  or  not  the  street  is  in  good  order  at  gmde 

and  surface,  and  the  principal  and  his  sureties  under  this  con^ 
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tract  shall  not  be  discharged  from  liability  on  their  maintenance 
bond  hereunder  until  the  street  commissioner  shall  so  determine 
and  certify  thereto  in  writing  to  the  principal  under  this  con- 
tract. And  it  is  further  expressly  agreed,  that  if  at  any  time 
during  the  term  for  which  the  contract  for  the  maintenance  of 
the  above  street  is  in  force,  the  pavement  of  said  street,  or  any 
part  thereof,  has  deteriorated  to  such  an  extent  as  to  require, 
in  the  opinion  of  the  board  of  public  improvements,  reconstruc- 
tion, the  street  commissioner  shall,  with  the  approval  of  the 
board  of  public  improvements  and  of  the  mayor,  notify  the 
contractor  that  reconstruction  is  necessary,  and  the  contractor 
shall,  within  three  months  after  receiving  such  notice,  recon- 
struct the  whole  or  such  part  of  the  pavement  with  the  same 
kind  of  material  as  heretofore  applied,  or  with  some  other 
material  approved  by  the  board  of  public  improvements.  And 
if  the  contractor  fails  to  reconstruct  the  street  within  three 
months  after  having  been  notified,  the  board  of  public 
improvements  may,  with  the  approval  of  the  mayor,  cancel  the 
contract  and  relet  the  work  of  reconstructing  the  pavement, 
and  that  the  cost  of  such  reconstruction  shall  be  paid  by  the 
city  and  the  amount  collected  by  suit  from  the  contractor  or  his 
sureties,  not  to  exceed  fifteen  dollars  per  square  of  pavement, 
included  in  the  contract. 

And  it  is  further  agreed  that  whenever  any  repairs  of  the 
street  are  made  necessary  from  the  construction  of  sewers,  the 
laying  of  pipes  or  telegraph  wires,  or  from  any  other  disturbs 
ance  of  the  pavement  by  parties  acting  under  permits  issued  by 
the  city,  the  contractor  shall,  on  notification  from  the  street  com- 
missioner, immediately  make  all  necessary  repairs  in  conformity 
with  the  specifications  for  this  class  of  work.  The  cost  of  aU 
such  repairs,  exclusive  of  trenching  and  back  filling,  which  shall 
.be  done  by  the  parties  who  hold  the  permits,  and  in  the  same 
manner  as  now  required  by  existing  ordinances,  shall  be  paid 
for  at  the  full  contract  price  for  a  superficial  square  of  new 
pavement  out  of  the  fund  set  apart  for  the  payment  of  con- 
tracts for  the  maintenance  of  streets,  and  the  amount  shall  be 
certified  by  the  street  commissioner  to  the  auditor,  who  shall 
reimburse,  by  transfer,  the  aforesaid  fund  from  the  funds  of  the 
proper  department,  if  the  repairs  were  made  necessary  by  the 
construction  of  any  public  improvement ;  and  out  of  the  funds 
to  be  deposited  by  persons  obtaining  permits  for  opening^ 
streets  before  such  permits  are  granted,  if  the  repairs  are  made 
necessary  by  work  done  under  such  permits.  And  it  is  agreed 
that  the  contractor  shall  have  the  right  to  make  all  repairs 
which  become  necessary  by  the  construction  of  any  public 
improvement  or  work  done  by  pirivate  parties  mider  permiti 
given  by  the  city.  St.  !•• 
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136.  Specification  for  Asphalt  Pavement,  The 
following  specification  for  asphalt  pavement  was  prepared  in 
1S93  lor  the  Department  o£  Public  Parks,  of  New  York  City, 
{and  incorporated  by  Mr.  A.  P.  Boiler)  for  such  a  pavement 
vpon  the  new  Harlem  river  bridge  at  155th  st,.  New  York. 
It  probably  embodies  the  latest  and  most  approved  methods  of 
making  such  a  pavement,  and  bo  far  as  it  is  applicable  to  ordi- 
nary street  pavements,  it  might  be  followed  with  advantage. 

Yhe  sob-surface  must  then  be  brought  to  a  uniform  grade 
and  cross-section  not  to  exceed  a  crown  of  three  inches  ia  width 
of  roadway  by  filling  all  depressions  with  a  line  bituminous 
concrete  or  binder,  to  be  composed  of  clean,  broken  stone  not 
exceeding  one  inch  in  their  largest  dimensions,  thoroughly 
acreened,  and  coal  tar  residuum,  commonly  known  aa  No.  4 
paving  composition. 

If  required  by  the  department  of  public  parks,  clean,  sharp 
and  may  replace  a  portion  of  the  broken  stone. 

The  stone  or  stone  and  sand  must  be  heated  by  passing 
tfarougb  revolving  heaters,  and  thoroughly  mixed  by  machinery 
with  the  paving  composition  in  the  proportion  of  one  (1)  gal- 
lon of  paving  composition  to  one  (i)  cubic  foot  of  atone. 

This  binder  must  be  hauled  to  the  work  and  spread 
vith  hot  iron  rakes  in  all  holes  or  inequalities  and  depressiona 
below  the  true  grade  of  the  pavement,  to  such  thicknesa  that 
after  being  thoroughly  compacted  by  tamping  and  hand  rolling 
the  surface  shall  have  a  uniform  grade  and  cross-section,  and 
the  Uiickness  of  the  binder  at  any  point  shall  be  not  less  than 
three  quarters  of  an  inch. 

The  upper  surface  shall  be  exactly  parallel  with  the  surface 
of  the  pavement  to  be  laid. 

Upon  this  foundation  must  be  laid  the  wearing  surface  or 
pavinv  proper,  the  basis  of  which  or  paving  cement  must  be 
pure  asphaltum,  unmixed  with  any  of  the  products  of  coal  tar. 

The  wearing  surface  must  be  composed  of  :— 

1.     Refined  asphaltum. 

a.     Heavy  petroleum  oil. 

3.  Fine  sand,  containing  not  more  than  one  per  centnm 
«f  hydro- silicate  of  alumina. 

4,  Fine  powder  of  carbonate  of  lime. 

The  asphaltum  must  be  specially  refined  and  brought  to  a 
vniform  standard  of  purity  and  gravity  of  a  quality  to  be 
approved  by  the  engineer. 

The  heavy  petroleum  oil  must  be  freed  from  all  impurities 
'  brought  to  a  specitic  gravity  of   from  eighteen  to   twenty 
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two  degrees  Beaume,  and  a  fire  test  of  two  hundred  and  fifty 
degrees  Fahrenheit. 

From  these  two  hydro-carbons  shall  be  manufactured  an 
asphaltic  cement  which  shall  have  a  fire  test  of  two  hundred 
and  fifty  degrees  Fahrenheit,  and  at  a  temperature  of  sixty 
degrees  Fahrenheit  shall  have  a  specific  gravity  of  1.199  said 
cement  to  be  composed  of  one  hundred  parts  of  pure  asphalt 
and  from  fifteen,  to  twenty   parts  of  heavy  petroleum  oil. 

The  asphaltic  cement  being  made  in  the  manner  above 
described,  the  pavement  mixture  will  be  formed  of  the  follow- 
ing materials,  and  in  the  proportions  stated :  ' 

Asphaltie  eement from  12  to  15 

8«nd     from  83  to  70 

Pulverized  earbonate  of  lime from   5  to  16 

The  sand  and  asphaltic  cement  are  to  be  heated  separately 
to  about  three  hundred  degrees  Fahrenheit.  The  pulverized 
carbonate  of  lime,  while  cold,  shall  be  mixed  with  the  hot  sand 
in  the  required  proportions,  and  then  mixed  With  the  asphaltic 
cement  at  the  required  temperature,  and  in  the  proper  propor- 
tion, in  a  suitable  apparatus,  which  will  effect  a  perfect  mixture. 

The  pavement  mixture  prepared  in  the  manner  thus  indi- 
cated  must  be  brought  to  the  ground  in  carts  at  a  templerature 
of  about  two  hundred  and  fifty  degrees  Fahrenheit,  and  if  the 
temperature  of  the  air  is  less  than  fifty  degrees,  iron  carts,  with 
heating  apparatus,  must  be  used  in  order  to  maintain  the  proper 
temperature  of  the  mixture ;  it  shall  then  be  carefully  spread 
by  means  of  hot  iron  rakes,  in  such  manner  as  to  give  a  uni- 
form  and  regular  grade,  and  to  such  depth  that  after  having 
received  its  ultimate  compression,  it  will  have  a  thickness  of 
two  inches  at  crown  of  roadway,  tapering  off,  if  required,  to 
about  one  inch  at  gutters.  The  surface  shall  then  be  com- 
pressed by  hand  rollers,  after  which  a  small  amount  of 
hydraulic  cement  shall  be  swept  over  it,  and  it  shall  then  be 
thoroughly  compressed  by  a  steam  roller  weighing  not  less  than 
two  hundred  and  fifty  pounds  to  the  inch  run ;  the  rolling  to  be 
continued  for  not  less  than  five  hours  for  every  one  thousand 
yards  of  surface. 

The  powdered  carbonate  of  lime  must  be  of  such  deg^e  of 
fineness  that  five  to  fifteen  per  centum  by  weight  of  the  entire 
mixture  for  the  pavement  shall  be  of  an  impalpable  powder  of 
limestone,  and  the  whole  of  it  shall  pass  a  No.  26  screen.  The 
sand  must  be  of  such  size  that  none  of  it  shall  pass  a  No.  80 
screen,  and  the  whole  of  it  must  pass  a  No.  10  screen. 

In  order  to  make  the  gutters,  which  are  consolidated  but 
little  by  traffic,  entirely  impervious  to  water,  a  width  of  twelve 
inches  next  the  curb  must  be  coated  with  hot,  pure  asphalt 
and  smoothed  with  hot  smoothing  irons  in  order  to  saturate  the 
pavement  to  a  certain  depth  with  an  excess  of  asphalt 
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If  rock  asphalt  be  used,  it  must  be  natural  bituminous 
limestone  rock :  (i)  from  the  Sicilian  mines  at  Ragusa,  equal 
in  quality  and  composition  to  that  mined  by  the  United  Lim- 
mer  and  Ver  Wohic  Rock  Asphalte  Company,  Limited;  (a) 
from  the  Siviss  mines  at  Val  de  Traverg,  equal  in  quality  and 
composition  to  that  mined  by  the  Neuchatcl  Rock  and  Asphalte 
Company,  Limited,  or  (3)  from  the  French  mines  at  Seyssel, 
equal  in  quality  and  composition  to  that  mined  by  the  Com- 
pagnie  Generale  des  Asphaltes  de  France,  and  it  shall  be  pre- 
pared and  laid  as  follows: 

(1)  The  lumps  of  rock  shall  be  finely  crushed  and  pul- 
verized, the  powder  shall  then  be  passed  through  a  fine  sieve. 
Nothing  whatever  shall  be  added  to  or  taken  from  the  powder 
obtained  by  grinding  the  bituminous  rock.  The  poader  shall 
contain  from  nine  to  twelve  per  cent,  natural  bitumen,  eighty 
eight  to  ninety  one  per  cent,  pure  carbonate  of  lime,  and  must 
be  free  from  quartz,  sulphates,  iron  pyrites,  or  aluminum.  (1) 
This  powder  shall  be  heated  in  a  suitable  apparatus  to  two 
hundred  or  two  hundred  and  fifty  degrees  Fahrenheit,  and 
must  be  brought  to  the  ground  at  such  temperature  in  carU 
made  for  the  purpose,  and  then  carefully  spread  on  the  foun- 
dation previously  prepared,  to  such  depth  that,  after  having 
received  its  ultimate  compression,  it  will  have  a  thickness  of 
two  inches,  (3)  It  shall  be  skillfully  compressed  by  heated 
rammers  and  rolled  until  it  shall  have  the  required  thickness 
of  two  inches.  (4)  The  surface  to  be  rendered  perfectly  even 
hy  heated  tmootliers,  and  to  be  rolled  with  a  steam  roller 
weighing  not  less  than  two  hundred  and  fifty  pounds  to  the 
inch  run,  the  rolling  to  continue  for  not  less  than  five  hours  for 
each  one  thousand  yards  of  surface.  A.  P.  B. 

137.  Specification  for  Granite  Pavement.  Thefol- 
lowing  specification  for  granite  pavement  is  that  used  in  the  city 
of  Milwaukee  so  far  as  the  granite  paving  is  concerned.  These 
graoite  blocks  are  laid  upon  a  concrete  foundation  six  inches 
thick,  and  this  latter  upon  a  carefully  prepared  surface  which 
has  been  thoroughly  rolled  with  a  heavy  roller.  The  concrete 
tB  made  of  natural  cement  one  part,  sand  two  parts,  and  broken 
fttone  five  parts.  On  this  is  spread  a  sand  cushion  two  inches 
thick  when  compacted,  on  which  the  granite  blocks  are  laid. 

Granite  Block  Paving.  The  blocks  must  consist  of  a  bard 
grailUe  uniform  in  grain  and  texture,  without  lamination  or 
Mratification  and  free  from  excess  of  mica  or  feldspar.  Neither 
bard  basaltic  stone  that  will  take  a  smooth  polish  under  traffic. 
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nor  soft  or  weather  worn  stones  nor  syenite  will  be  accepted. 
The  blocks  must  by  rectangular  in  form,  of  not  less  than  three 
(3)  nor  more  than  four  and  one  half  (4  ^)  inches  in  thick- 
ness, nor  less  than  six  (6)  or  more  than  seven  (7)  inches  in 
depth,  nor  less  than  eight  (S)  or  more  than  twelve  (12)  inches  in 
leng^,  and  so  split  and  dressed  with  fair  and  true  surfaces  on  top, 
bottom  and  ends  so  that  when  laid  close  together  the  end  joints 
will  (it  close  together,  and  the  side  joints  will  not  exceed  three 
fourths  (1^)  inch  in  width.  The  blocks  will  be  imbedded  in 
the  sand  bed  and  laid  at  right  angles  to  the  line  of  the  street, 
except  at  street  and  alley  intersections,  where  the  same  will  be 
laid  at  an  angle  of  about  45  degrees  with  the  line  of  the  street* 
The  stone  will  be  laid  close  together  with  the  top  surface 
smoothly  conforming  to  the  crown  of  the  street.  Each  course 
is  to  be  of  uniform  width,  with  each  longitudinal  joint  broken 
by  a  lap  of  not  less  than  two  inches.  The  blocks  are  to  be 
immediately  covered  with  sufficient,  clean,  fine,  hot,  screened 
gravel  to  fill  the  joints,  to  not  more  than  3  ^  inches  from  the 
top  after  which  the  blocks  will  be  tamped  with  a  heavy  paver's 
ram  to  a  firm,  unyielding  and  uniform  smooth  surface.  The 
joints  will  then  be  filled  flush  with  top  of  pavement  with  a  hot 
paving  cement  obtained  by  direct  distillation  of  coal  tar,  imme- 
diately after  which  fine,  dry,  hot  gravel  will  be  run  into  the 
i'oints.  Not  less  than  three  (3)  gallons  of  paving  cement  shall 
>e  used  to  each  square  pard  of  pavement.*  M. 

138.  Specification  for  Granitoid  Sidewalks.  Side- 
walks made  after  the  following  specifications  are  now  exclusively 
used  in  St.  Louis,  and  have  been  in  use  in  that  city  for  many 
years.  Where  granite  can  be  obtained  at  a  reasonable  price,  it 
is  thought  this  composition  is  more  durable  and  satisfactory  for 
sidewalks  than  any  other  material  or  mixture  which  has  ever 
been  used.  The  making  of  these  sidewalks  has  grown  to  be  m 
very  large  industry  in  St.  Louis  and  the  price  has  been  gradu- 
ally reduced  because  of  the  great  amount  of  this  kind  of  work 
done,  until  in  1895,  the  total  cost  of  removing  old  pavement, 
regrading,  laying  the  foundation  and  pavement  as  here  described 
in  the  most  approved  manner,  and  strictly  in  accordance  with 
this  specification  is  from  eighteen  to  twenty  cents  per  aquare 
foot  for  the  **ordinary  single  flagging." 

*ThiM  treatment  of  the  Joints  la  especially  satisfactorj.— Authob. 


SPECIFICATIOSS   FOE  STREET  PAVEMENTS,  ETC.      18V 


The  Ei'lewalks  shall  be  of  thre 


md  dis 


ict  thick- 


» 


k 


ticn  tnd  kinds,  and  shall  be  classified  as  follows:  "Ordinary 
SiNai,B  Flagging,"  "Extra  Double  Thick  Flagging,"  and 
"Driveway  or  Ejjtkanck  Flagging,"  and  si. all  be  laid  in 
the  different  localities  within  the  above  described  limits  at  the 
discretion  of  the  street  commissioner,  who  shall  delermine  M'hicb 
of  the  above  named  kinds  shall  be  laid. 

Preparalion  of  Bed.  The  sidewalks  shall  be  excavated 
and  shaped  to  the  proper  depth  and  grade  as  directed  by  the 
street  commissioner,  and  all  the  refuse  material  therefrom  shall 
belong  to  the  contractor  and  shall  be  promptly  removed  from 
the  line  of  work. 

Ordinary  Single  Flagging.  After  the  shaping  is  done  a 
foundation  of  cinders  not  less  than  eight  (S)  inches  thick  shall 
be  placed  upon  the  subgrade,  which  shall  he  well  consolidated 
by  tamrning  to  an  even  surface,  and  which  shall  be  moistened 
just  before  the  concrete  is  placed  thereon. 

After  the  sub-foundntion  has  been  finished  the  artificial 
stone  flagging  shall  be  laid  in  a  good  workmanlike  manner. 

The  same  to  consist  of  two  parts:  ist.  A  bottom  course 
to  be  three  and  one  half  (3}^)  inches  in  depth.  zA.  A  (inisb- 
ing  or  wearing  course,  to  be  one  half  (>^)   inch  in  depth. 

The  bottom  course  shall  be  composed  of  crushed  granite 
and  the  best  Portland  cement,  equal  to  the  Dyckerhoff  brand, 
and. capable  of  withstanding  a  tensile  strain  of  400  pounds  to 
the  square  inch  after  having  been  three  hours  in  nir  and  seven 
days  in  water,  and  shall  be  mixed  in  the  proportion  of  one  part 
cement  to  three  parts  of  crushed  granite. 

Tbe  crushed  granite  shall  consist  of  irregular,  shnrp-edged 
pieces,  so  broken  tliat  each  piece  will  pass  through  a  three 
fourths  (^)  of  an  inch  ring  in  all  its  diameters,  and  which 
aball  be  entirely  free  from  dust  or  dirt. 

The  crushed  granite  and  the  cement  in  the  above  mentioned 
proportions  shall  first  be  mixed  dry,  then  sufficient  clean  water 
aball  be  slowly  added  by  sprinkling,  while  the  material  is  con- 
stantly and  carefully  stirred  and  worked  up,  and  said  stirring 
•n<l  mixing  shall  be  continued  until  the  whole  is  thoroughly 
mixed. 

be  spread  upon  the  sub-foundation  and 
til  all  the  interstices  are  thoroughly  filled 


This  mass  shal 
shall  iie  rammed  un 
with  cement. 

Particular  care 
rammed  and  consol 


lUst  be  taken  that  the  bottom  course  is  well 
ated  along  the  outer  edges. 
After  the  bottom  course  is  completed,  the  finishing  or 
wearing  course  shall  be  added.  This  course  to  consist  of  a 
stiff  morlar  composed  of  equal  parts  of  Portland  cement  and 
the  sharp  screenings  of  the  crushed  granite,  free  from  loamy  or 
earthy  substimces,  and  to  be  laid  to  a  depth  oi  one   half  (|^) 
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of  an  inch  and  to  be  carefully  smoothed  to  an  even  surface, 
which,  after  the  first  setting  takes  place,  must  not  be  disturbed 
by  additional  rubbing. 

When  the  pavement  is  completed  it  must  be  covered  for 
three  days  and  be  kept  moist  by  sprinkling. 

Extra  Double  Thick  flagging.  After  the  grading  and 
shaping  is  done,  a  foundation  of  cinders  not  less  than  six  (6) 
inches  thick  shall  be  placed  upon  the  subgrade,  which  shall  be 
well  consolidated  by  ramming  to  an  even  surface  and  which 
shall  be  moistened  just  before  the  concrete  is  placed  thereon. 
After  the  sub-foundation  has  been  finished  the  artificial  stone 
flaggring  shall  be  laid  in  a  good,  workmanlike  manner. 

The  same  to  consist  of  two  parts:  ist.  A  bottom  course 
to  be  five  (5)  inches  in  depth.  2d.  A  finishing  or  wearing  course 
to  be  one  (i)  inch  in  depth. 

The  bottom  course  shall  be  composed  of  crushed  granite 
and  the  best  Portland  cement  equal  to  the  Dyckerhoff  brand,  and 
capable  of  withstanding  a  tensile  strain  of  400  pounds  to  the 
square  inch  after  having  been  three  hours  in  air  and  seven  days 
in  water,  and  shall  be  mixed  in  the  proportion  of  one  part  of 
cement  to  three  parts  of  crushed  granite. 

The  crushed  granite  shall  consist  of  irregular,  sharp^edg^d 
pieces,  so  broken  that  each  piece  will  pass  through  a  three 
fourths  (^)  of  an  inch  ring  in  all  its  diameters,  and  which 
shall  be  entirely  free  from  dust  or  dirt. 

The  crashed  granite  and  the  cement  in  the  above  mentioned 
proportions  shall  first  be  mixed  dry,  then  sufiicient  clean  water 
shall  be  slowly  added  by  sprinkling,  while  the  material  is  con- 
stantly and  carefully  stirred  and  worked  up,  and  said  stirring 
and  mixing  shall  be  continued  until  the  whole  is  thoroughly 
mixed. 

This  mass  shall  be  spread  upon  the  sub-foundation  and  shall 
be  rammed  until  all  the  interstices  are  thoroughly  filled  with 
cement. 

Particular  care  must  be  taken  that  the  bottom  course  is  well 
rammed  and  consolidated  along  the  outer  edgfes. 

After  the  bottom  course  is  completed  the  finishing  or  wear- 
ing course  shall  be  added.  This  course  to  consist  of  a  stiff 
mortar  composed  of  equal  parts  of  Portland  cement  and  the 
sharp  screenings  of  the  crushed  granite,  free  from  loamy  or 
earthy  substances,  and  to  be  laid  to  a  depth  of  one  (i)  inch  and 
to  be  carefully  smoothed  to  an  even  surface,  which,  after  the 
first  setting  takes  place,  must  not  be  disturbed  by  additional 
rubbing. 

When  the  pavement  is  completed  it  must  be  covered  for 
three  days  and  be  kept  moist  by  sprinkling. 

Driveway  or  Entrance  flagging, — After  the  grading  and 
shaping  is  done,  a  foundation  of  crushed  limestone  and  hydraulic 
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cement  mortar  shall  be  laid  to  a  depth  of  six  (6)  inches  on  the 
subgrade.  The  elone  used  in  this  concrete  shall  be  broken  so 
as  to  pass  through  a  two  (2)  inch  ring  in  its  largest  dimensions. 
The  stoDe  shall  be  cleaned  from  all  dust  and  dirt  and  thoroughly 
wetted  and  then  mixed  with  mortar,  the  general  proportion 
being:  One  part  of  cement,  two  parts  of  sand,  and  five  parts 
of  stone.  It  shall  be  laid  quickly  and  then  rammed  until  the 
mottar  flushes  to  the  surface.  No  walking  or  driving  over  it 
shall  be  permitted  when  it  is  setting,  and  it  shall  be  allowed  to 
set  for  at  least  twelve  hours,  and  such  additional  length  of  time 
as  may  be  directed  by  the  street  commissioner  or  by  his  duly 
authorized  agents,  befoie  the  pavement  is  put  down. 

After  the  subfoundation  has  been  finished,  the  artificial 
stone  flagging  shall  be  laid  in  a  good,  workmanlike  manner. 
The  eame  to  consist  of  two  parts;  ist.  A  bottom  course  to 
be  five  (5)  inches  io  depth.  2d.  A  finishing  or  wearing  court>e 
to  be  one  (i)  inch  in  depth. 

The  bottom  course  shall  be  composed  of  crushed  granite 
and  the  best  Portland  cement,  equal  to  the  Dyckerhoff  brand, 
and  capable  of  withstanding  a  tensile  strain  of  400  pounds  to 
the  square  inch  after  having  been  three  hours  in  air  and  seven 
days  in  water,  and  shall  be  mixed  in  the  proportion  of  one  part 
cement  and  three  parts  of  crushed  granite. 

The  crushed  granite  shall  consist  of  irregular,  sharp-edged 
pieces,  so  broken  that  each  piece  will  pass  through  a  three 
tourths  (J^)  of  an  inch  ring  in  all  its  diameters,  and  which  shall 
be  entirely  free  from  dust  or  dirt. 

The  crushed  granite  and  the  cement  in  the  above  men- 
tioned proportions  shall  first  be  mixed  dry,  then  sufficient  clean 
water  shal  be  slowly  added  by  sprinkling,  while  the  material 
Is  constantly  are  carefully  stirred  and  worked  up.  and  said  stir- 
ring and  mixing  shall  be  continued  until  the  whole  is  thorough* 
ly  mixed. 

This  mass  Kh;ill  be  spread  upon  the  subfoundation  and 
shall  be  rammed  until  all  the  interstices  are  thoroughly  filled 
with  cement. 

Particular  care  must  be  taken  that  the  bottom  course  is 
well  rammed  and  consolidated  along  the  outer  edges. 

After  the  boliom  course  is  completed,  the  finishing  or 
wearing  course  shall  be  added.  This  course  (o  consist  of  a 
BtiH  mortur  composed  of  equal  parts  of  Portland  cement  and 
(be  sharp  screenings  of  the  crushed  granite,  free  from  loamy  01 
earthy  substances,  and  to  be  laid  to  a  depth  of  one  (t)  inch 
and  to  be  carefully  smoothed  to  an  even  surface,  which,  after 
the  first  setting  takes  place,  must  not  be  disturbed  by  additional 
Tubbing. 

When  the  pavement  is  completed,  it  must  be  covered  for 
three  days  and  be  kept  moist  by  sprinkling.  St.  L. 
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SPEOIFIOATIONS  FOB  SEWERS. 
139.    Specifications  for  Brick  and  Tile  Sewers. 

The  following  specifications  for  brick  and  tile  sewers  are  those 
used  in  the  city  of  St.  Louis,  so  far  as  they  relate  to  the  con* 
struction  proper,  except  that  part  relating  to  the  use  of  cement, 
concrete,  and  rubble  masonry.  As  specifications  on  these  sub- 
jects are  g^ven  elsewhere,  they  are  not  included  here : 

Excavation. — All  excavation  shall  be  done  by  open  cut 
from  the  surface,  except  where  tunneling  is  shown  on  the  plans 
or  is  expressly  permitted  or  directed  by  the  sewer  commissioner. 
*  Wherever  the  material  is  of  such  a  nature  as  to  allow  it, 
the  bottom  of  the  excavation  up  to  the  greatest  horizontal 
diameter  of  the  sewer  shall  be  made  with  a  template  so  as  to 
conform  to  the  exact  shape  of  the  brickwork.  Above  this  line 
the  cut  may,  in  all  ordinary  cases,  be  carried  to  the  surface  at 
such  a  slope  as  the  contractor  may  desire,  but  it  will  be  calcu* 

lated  with  a  slope  of  one  horizontal  to 

vertical,  whatever  may  be  the  actual  slope.  Should  the  con* 
tractor  think  it  best  to  keep  the  sides  of  the  excavation  vertical 
by  bracing  or  otherwise,  it  is  expressly  understood  that  it  shall 
be  done  at  his  own  cost  and  risk. 

Rock  shall  be  excavated  so  as  to  conform  as  nearly  as  possi* 
ble  to  the  lower  half  of  the  sewer,  and  all  irregularities  shall  be 
filled  with  masonry  or  concrete  so  as  to  make  a  smooth  bed  for 
the  brick  work.  The  amount  of  the  excavation  in  rock  cuts 
will  be  calculated  with  a  base  at  the  bottom  of  the  brickwork 
equal  to  the  greatest  horizontal  diameter  of  the  sewer,  and 
with  side  slopes  of  the  same  inclinations  as  in  other  excavations. 
All  the  rock  taken  from  the  excavations  shall  belong  to  the 
contractor  for  his  own  use. 

Wherever  the  excavation  can  not  be  adapted  to  the  shape 
of  the  brickwork,  it  shall  be  done  according  to  such  directions 
as  may  be  given  in  each  case. 

The  sides  of  the  excavation  shall,  whenever  it  may  be 
necessary,  be  supported  with  suitable  plank  and  shoring,  but  no 
allowance  will  be  made  therefor  unless  the  same  is  left  in  by 
express  orders   of  the  sewer   commissioner,   when   it  will   be 

paid  for  at dollars  per  thousand  feet,  board 

measure.  In  all  other  cases  it  will  be  drawn  as  the  work 
progresses  and  not  paid  for  by  the  city. 

The  contractor  shall,  at  his  own  cost,  keep  the  trenches 
free  from  water  during  the  progress  of  the  work.  Excavated 
material  must  be  so  placed  as  not  to  interfere   with  travel  on 
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th^  s'^eet  or  to  incommode  occupants  of  adjoining  property. 
Tr^zmches  shall  not  be  opened  more  than  200  feet  in  advance  of 
th^    laying  of  the  sewer. 

Jsack  Filling. — Back  filling  shall  follow  close  after  the 
coK^s^ruction  of  the  sewer,  and  in  no  case  be  more  than  100  feet 
in    ^h«  rear. 

The  filling  of  the  earth  around  and  on  top  of  the  sewers 
shsi.ll    be  done  with  the  utmost  care,  and  in  a  manner  to  obtain 
th^    S^^A^^^^  compactness  and  solidity  possible.     For  that  pur- 
po^^    the  earth  shall  be  laid  and  rammed  in  regular  layers  not 
mor^  than  nine  inches  thick  up  to  the  surface  of  the  street,  or 
thoroughly  soaked  with  water,  as  may  be  directed  by  the  sewer 
comnnissioner.*     The  macadamizing,  if  any  has  been  removed, 
shsi.ll    be  carefully  replaced  on  the  top  of  the  said  filling;  and 
wh^ri  paving  has  been  removed  it  shall  be  replaced  in  the  same 
msLriiner  as  when  originally  constructed,  and  the  street  or  alley 
lef  ^   in  as  g^od  condition  as  it  was  before.     If  any   new  mater- 
rials     are    needed   for  such  repairing,  they  shall  be  of  the  best 
q^sility,  and  shall  be  furnished  and  put  down  by  the  contractor 
at  His  own  cost. 

The  gutter  paving  in  front  of  and  adjoining  sewer  inlets 
shall  be  taken  up  and  replaced  in  proper  shape,  so  as  to  con- 
<^^ct  the  storm  water  into  the  sewer  inlets. 

AM  work  of  restoring  the  surface  of  the  streets  and  alleys 
^all  be  done  to  the  satisfaction  of  the  street  commissioner,  or 
his  duly  authorized  agents,  immediately  after  the  sewer  is  laid. 
^  not  so  done  within  five  days  after  notice,  the  work  may  be 
^^^e  by  the  street  commissioner,  and  the  cost  thereof  shall  be 
P^id  by  the  contractor ;  and  in  default  of  payment,  the  cost 
™*y  be  retained  by  the  city  of  St  Louis,  out  of  any  money  that 
may  \^  due  or  become  due  to  the  contractor  under  this  contract. 

Surplus  Earth, — All  surplus  earth  shall  be  hauled  away 

Promptly  to  such  places,  within  a  distance  of  3,000  feet,  as  the 

*^^^er  commissioner  shall  designate,  and  be  spread  according 

^  his  directions ;    but  if  no  such  place  is  designated,  the  con- 

^^ctor  shall  dispose  of  such  surplus  at  his  own  risk  and  expense. 

^P  surplus  earth  shall   be   deposited   on   private   property,  if 

^''^hin  the  limit  just  named,    it   can    be   used  on  the  streets  or 

si  leys  or  other  public  places.     But  if  no  such  use  can  be  found 

^^^  it,  it  may,  with  the  consent  of  the  sewer  commissioner,  be 

^^Posited  on  private  property ;  but  all  earth  so  deposited  with- 

^^  the  consent  of  said  commissioner,  shall  be  measured,  and 

^^   li mount  thereof  deducted  from   the    measurement  of   the 

«xcsvation. 

The  price  paid  for  earth  and  rock  excavation  shall  cover 
^  Mrhole  cost  of  excavating  the  trenches  and  refilling  the  same 

*  AbMMr  plaa  Is  t«  thoroiighly  ram  tiie  layen  in  nine- Inch  couraea  and  then  to 
•■••^•MHWy  Midi  witk  water  every  four  or  five  feet,  whenever  water  U  available. 
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with  earth,  restoring  the  street  and  hauling  away  die  surplus 
materials,  as  well  as  the  whole  cost  of  pumping,  bailing,  plank- 
ing, and  shoring,  excepting  such  planking  as  may  be  left  in  by 
express  orders  as  hereinbefore  specified. 

Bricks, — All  the  bricks  used  shall  be  of  uniform  texture, 
hard-burned  entirely  through,  free  from  lime  or  other  impuri* 
ties,  that  will  affect  them  in  water,  and  shall  have  straight  edges 
and  square  angles.  Broken  bricks  must  not  be  brought  on  the 
ground,  and  such  as  are  broken  afterwards  in  handling  shall  be 
used  only  in  making  closures,  or  as  shall  be  otherwise  specially 
directed. 

The  bricks  are  to  be  culled  as  they  are  brought  on  the 
ground,  and  all  bricks  of  improper  quality  thrown  out  and 
removed  from  the  ground.  The  culling  to  be  done  at  the 
expense  of  the  contractor,  who  shall  furnish  the  inspector  with 
men  for  this  and  similar  purposes,  when  required. 

Brick  Masonry. — ^In  building  brick  masonry,  none  but 
careful  and  skillful  bricklayers  shall  be  employed. 

The  bricks  shall  be  clean  and  thoroughly  wet  just  before 
being  laid,  unless  otherwise  specially  directed.  Every  brick 
shall  be  laid  with  a  push  joint;  that  is,  by  placing  simcient 
mortar  on  the  bed  and  forcing  the  brick  into  it  in  such  a  manner 
as  to  thoroughly  fill  every  joint,  whether  on  the  bottom,  side  or 
end  of  the  brick  with  mortar.  The  joints  shall  be  made  as 
nearly  as  possible  of  uniform  thickness,  not  exceeding  three 
eighths  of  an  inch,  and  in  the  inside  of  the  invert  or  lower  arch, 
they  shall  not  exceed  one  eighth  of  an  inch. 

The  bricks  in  each  course  shall  be  all  stretchers,  and  to 
break  joints  with  those  in  the  adjoining  courses.  The  bricks  of 
the  inside  course  shall  be  laid  to  a  line  and  to  the  true  cylin- 
drical or  other  form  given  for  each  case.  The  inside  course 
shall  also  be  made  of  the  smoothest  and  hardest  bricks,  care* 
fully  selected  for  this  purpose. 

The  upper  arch  shall  be  built  on  strongly  made  centers, 
which  shall  be  drawn  with  g^eat  care,  so  as  not  to  disturb  the 
brickwork.  The  crown  of  the  arch  shall  be  properly  keyed 
with  stretchers,  and  all  the  joints  be  well  filled  with  the  mortar. 
The  exterior  surface  of  the  upper  arch  shall  be  covered  with  a 
coating  of  mortar,  not  less  than  three  eighths  (^)  of  an  inch 
chick. 

The  mortar  joints  on  the  inside  of  the  sewer  below  the 
center  line  shall  be  carefully  struck  when  laid,  and  those  above 
be  scraped  smooth  with  the  brickwork  immediately  after  the 
centers  are  drawn,  and  the  mortar  scraped  o£E  and  entirely 
removed  from  the  sewer,  which  is  to  be  left  perfectly  clean 
throughout. 

AH  unfinished  brickwork  must  be  racked  back  in  courses, 
except  when   otherwise   specially  directed  or  permitted,  and 
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rbcn  new  work  is  to  be  joined  to  it,  the  s 
must  be  cleaned  and  moistened. 

Openings  for  branch  sewers  shal!  be  made  and  junction 
pieces  inserted  in  the  main  sewers  in  such  manner  and  at  such 
places  u  may  be  directed.  Every  junction  piece  shall  be 
cJoeed  with  a  cover  of  earthenware,  or  with  bricks  and  cement. 

All  brickwork  will  be  measured  and    paid  for  by  the  cubic 

^jird  of  solid  wall. 
TUNNELING. 
In  tunneling,  the  excavation  shall  be  made  so  as  to  con- 
form neatly  to  the  regular  section  of  the  sewer,  and  nothing 
will  be  allowed  for  any  excavation  beyond  this.  All  holes  or 
irregularities  outside  of  the  regular  section  must  be  filled  up 
aolid  with  bricks  and  mortar,  but  no  extra  allowance  will  be 
made  therefor. 

Ail  timbers  used  in  sustaining  the  excavation  must  be 
removed  as  the  brickwork  progresses. 

Points,  by  which  to  get  the  proper  line  of  the  sewer,  will 
be  given  from  time  to  time  as  may  be  needed,  and  from  these 
the  contractor  will  be  required  to  continue  the  line  of  the  exca- 
vation at  his  own  risk  of  its  accuracy,  and  lo  correct  at  once 
aoy  errors  of  alignment  that  may  be  discovered  before  the 
brickwork  is  finished. 

In  tunnels,  the  quantities  paid  for  will  be  the  earth  or  rock 
excavated  in  the  regular  section  of  the  sewer,  and  the  brick  or 
flione  masonry  required  for  this  section,  together  with  any  foun- 
dation work  that  may  have  been  expressly  ordered,  and  the 
amount  paid  for  these  items  shall  be  in  full  for  furnishing  all 
materials,  and  finishing  the  sewer;  the  cost  of  sinking  shafts, 
pumping  water,  shoring,  restoring  falls  and  all  accessory  works 
of  every  kind  being  borne  wholly  by  the  contractor.  Those 
parta  only  of  the  sewer  will  be  paid  for  as  tunnels,  which  are 
so  marked  on  the  plans  exhibited  at  the  time  of  the  letting;  all 
the  rest  wilt  be  paid  for  as  open  cut,  regardless  of  the  manner 
In  which  the  work  is  actually  done. 

PIPB  SKWERS. 

All  pipe  seweri  shall  be  made  of  the  best  quality  of  vitri- 
fied clay  pipe  with  smooth  interior  surface.  Each  piece  shall 
be  straight  or  evenly  curved,  as  may  be  required,  and  in  section 
•hall  not  vary  more  than  half  an  inch  from  a  true  circle.  The 
thickness  of  six-inch  pipes  shall  not  be  less  than  three  quarters 
o(  an  inch;  of  twelve-inch  pipes,  not  less  than  one  and  one 
eighth  inches;  of  fifleen-inch  pipes,  not  less  than  one  and  one 
quarter  inches;  and  of  eighteen-inch  pipes,  not  less  than 
one  half  inches.     Junction  pieces,  for  use    in  brick 
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sewers,  shall  be  smoothly  beveled  off  to  an  angle  of  forty-five 
degrees,  and  be  not  less  than  two  feet  long,  exclusive  of  the 
socket.  For  pipe  sewers  the  junction  piece  shall  be  a  part 
of  the  main  pipe,  and  no  right  angle  junction  shall  ever  be 
used.  ^ 

So  far  as  the  specifications  for  the  excavation  of  trenches, 
shoring  and  pumping,  preparation  of  foundations,  backfilling 
and  restormg  the  street  surface,  already  given  for  brick  sewers, 
can  be  made  to  apply  to  the  construction  of  pipe  sewers,  they 
shall  be  followed. 

Each  pipe  is  to  be  laid  on  a  firm  bed  and  in  perfect  con* 
formity  with  the  lines  and  levels  given.  The  bottom  of  the 
trench  must  be  shaped  so  as  to  fit  the  lower  half  of  the  pipe  as 
nearly  as  possible,  with  places  cut  at  the  joints  for  the  sockets 
to  rest  in,  so  that  the  pipe  shall  have  a  uniform  bearing  on  the 
ground  from  end  to  end. 

The  pipes  shall  be  joined  by  filling  the  socket  with  a  mortar 
of  pure  cement  without  sand,  with  only  water  enough  to  give  it 
a  proper  consistency.  Great  care  must  be  taken  to  make  the 
joint  throughout  the  lower  three  fourths  of  the'  pipe  perfectly 
water  tight.  The  upper  one  fourth  of  joint,  when  so  directed, 
shall  be  left  open. 

The  interior  of  the  pipes  shall  be  carefully  cleaned  from 
all  dirt,  cement  and  superHuous  material  of  every  description, 
and  a  wad  made  of  a  sack  filled  with  hay,  large  enough  to  fill 
the  pipe  and  attached  to  a  rod  or  cord,  shall,  at  all  times  be 
kept  in  the  pipe  and  drawn  forward  as  the  swork  proceed,  care 
being  taken  not  to  loosen  the  joints. 

After  the  pipes  are  properly  laid  and  joined,  any  space 
between  them  and  the  sides  of  the  excavation  must  be  filled  with 
sand,  either  washed  in  or  well  rammed,  up  to  the  middle  of  the 
pipe.  From  this  point  for  at  least  twelve  inches  above  the  top 
of  the  pipe,  the  earth  shall  be  filled  in  so  as  not  to  disturb  the 
pipes,  and  thoroughly  rammed ;  after  which,  up  to  the  surface, 
it  may  be  either  rammed  in  layers  or  thoroughly  soaked  with 
water,  as  may  be  directed  by  the  sewer  commissioner,  so  that 
the  Ieas(  possible  settling  will  take  place  after  the  work  is  com* 
pleted. 

Pipe  sewers  will  be  paid  for  by  the  linear  foot  of  finished 
work,  the  price  so  paid  to  be  in  full  payment  for  furnishing  and 
laying  the  pipe,  including  the  earth  excavation,  shoring  and 
pumping,  backfilling,  restoring  the  street  surface,  hauling  away 
surplus  material,  and  all  other  work  and  material  required  by 
the  specifications  or  necessary  to  give  a  finished  result. 

Where    rock   is   encountered  in   pipe    sewers,  such    rock 
excavation  shall  be  paid  for  at  the  price  named  herein 
'• the  amount  to  be  estimated  with 
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a  base  of  s\x  inches  more  than  the  inside  diameter  of  the  pipe 
and  the  side  slope  of  one  horizontal  to  eight  vertical. 

140.  Specification  for  Sewer  Pipe.  The  follow- 
ing specification  for  sewer  pipe  and  specials  is  probably  the 
most  carefully  worked  out  of  any  found  in  current  American 
practice.  While  these  specifications  are  very  full  and  complete 
in  many  details  which  are  usually  overlooked,  they  are  not 
unreasonably  severe.  They  simply  describe  clearly  what  kinds 
of  faults  will  serve  as  cause  for  rejection,  and  are  as  valuable 
to  the  manufacturer  of  the  pipe  in  enabling  him  to  select  those 
specimens  which  he  feels  will  be  accepted,  as  to  the  inspector 
himself,  who  is  called  upon  to  accept  or  reject  the  material 
when  supplied  upon  the  ground.  This  specification,  therefore, 
baa  the  great  merit  of  extreme  definiteness  of  meaning,  which 
is  the  most  vital  and  necessary  quality  of  all  specifications. 
They  were  prepared  by  an  engineer  who  knew  from  experience 
exactly  what  could  be  furnished  by  the  best  sewer  pipe  manu* 
f  acturers  without  greatly  increasing  the  cost. 

Sewer  Pipe  and  Specials — Pipe  sewers  are  composed  of 
ttraight  sections  which  are  herein  termed  ^ipipe^**  and  of 
branches,  bends,  reducers,  etc.,  which  will  here  be  called 
^^ specials*^  or  ^^ special  pieces,^* 

The  main  sewer,  as  well  as  all  surface  and  lot  lateral 
sewers,  shall  be  constructed  of  the  best  quality  of  salt-glazed, 
vitrified  stoneware  sewer  pipe,  and  all  special  pieces  that  may 
be  required  in  the  work  shall  be  of  the  same  description  and 
quality. 

The  pipes  and  specials  must  be  carefully  selected  and 
examined  by  the  contractor  before  or  while  being  delivered 
upon  the  street,  and  all  such  material  which  may  be  used  in 
the  work  must  conform  to  the  following  requirements  and  con- 
ditions : 

All  hubs  or  sockets  must  be  of  sufficient  diameter  to  receive 
their  full  depth  the  spigot  end  of  the  next  following  pipe  or 
special  without  chipping  whatever  of  either,  and  also  to  leave  a 
space  of  not  less  than  i-8  inch  in  width  all  around  for  the 
cement  mortar  joint.  Pipes  and  specials  which  can  not  be  thus 
freely  fitted  into  each  other  shall  be  rejected. 

in  the  case  of  pipes  and  specials  of  1 2  inches  and  upward 
in  diameter,  at  least  40  per  cent,  of  all  such  that  will  be  used 
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in  the  work  must  be  truly  circular  or  substantially  circular  in 
cross-section,  and  in  the  case  of  pipes  and  specials  less  than  la 
inches  in  diameter,  at  least  60  per  cent,  of  the  whole  number 
required  must  be  truly  circular  or  substantially  circular  in  cross- 
section.  Of  the  remainder,  in  each  case,  the  allowable  diver- 
gence irom  a  truly  circular  cross-section  shall  never  exceed  the 
following  limits :  a.  For  an  elliptical  cross-section,  the  great- 
est internal  diameter  must  not  be  more  than  from  6  to  7  per 
cent,  longer  than  the  least  internal  diameter  in  the  same  cross- 
section,  b.  For  an  oval  or  egg-shaped  cross-section,  the  same 
rule  as  for  eliptical  cross-sections  shall  apply,  c.  Pipes  and 
specials  having  cross-sections  which  exhibit  angles^  sharp 
curves  ox  flat  places  of  appreciable  magnitude  in  the  circumfer- 
ence, will  be  rejected. 

A  single  fire-crack,  which  extends  through  the  entire 
thickness  of  a  pipe  or  special,  must  not  be  over  two  inches 
long  at  the  spigot  end,  nor  more  than  one  inch  long  at  the  hub 
or  socket  end,  measured  in  the  latter  case  from  the  bottom,  or 
shoulder,  of  said  hub  or  socket.  Two  or  more  such  fire-cracks, 
however,  at  either  end  of  said  pipe  or  special  vrill  cause  the 
same  to  be  rejected. 

A  single  fire- crack,  which  extends  through  only  two  thirds 
of  the  thickness  of  a  pipe  or  special,  must  not  be  over  four 
inches  long  at  either  end  thereof,  measured  in  the  direction  of 
its  length.  Two  or  more  such  fire-cracks,  however,  at  either 
end  of  said  pipe  or  special  will  cause  the  same  to  be  rejected. 

A  single  fire-crack,  which  extends  through  only  one  half 
of  this  thickness  of  a  pipe  or  special,  must  not  be  over  six 
inches  long  at  either  end  thereof,  measured  in  the  direction  of 
its  length.  Two  or  more  such  fire-cracks,  however,  at  either 
end  of  said  pipes  or  special  will  cause  the  same  to  be  rejected. 

A  single  fire-crack,  which  extends  through  less  than  one 
half  of  the  thickness  of,  a  pipe  or  special,  must  not  be  over 
eight  mches  long,  measured  in  the  direction  of  the  length  of 
such  pipe.  Two  or  more  such  fire-cracks,  however,  anywhere 
in  the  pipe  will  cause  the  same  to  be  rejected. 

A  transverse  fire-crack  in  a  pipe  or  special  must  not  be 
longer  than  one  sixth  of  the  circumference  of  such  pipe,  nor 
shall  its  depth  be  greater  than  one  third  of  the  thickness 
thereof.  Two  or  more  such  fire-cracks  will  be  cause  for 
rejection. 

No  fire-cracks  of  any  description  shall,  however,  be  more 
than  one  eighth  inch  wide  at  its  widest  point. 

No  combination  of  the  foregoing  six  limitations  will  be 
allowed,  except  with  the  express  consent  of  the  executive  board 
and  the  city  surveyor,  as  the  intent  and  meaning  of  these 
restrictions  or  limitations  is  to  insure  the  furnishing  of  the  best 
marketable  quality  of  pipe  and  specials  by  the  contractor.     la 
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general,  any  pipe  or  special  which  exhibits  more  than  one  fire- 
Ciack  of  the  magnitudes  above  mentioned  shonld  be  rejected  at 
once  by  the  inspector  in  charge  of  the  work  of  laying  the  pipes, 
unless  there  be  time  to  make  a  thorough-  aud  minute  examina- 
tion of  the  other  tire-cracks  which  it  may  display,  and  to 
become  thereby  convinced  that  they  are  of  trifling  significance. 

Any  pipe  or  special  which  is  found  to  be  cracked  through 
its  whole  thickness  from  any  other  cause  except  the  process  of 
burning  in  the  kiln,  shall  be  rejected  at  once,  regardless  of  the 
extent  of  such  crach.  This  refers  particularly  to  damage  done 
by  mn''portation,  by  cooling  or  by  frost. 

Irregular  tumps  or  unbroken  blisters  on  the  interior  surface 
of  ■  pipe  or  special  of  sutlicient  size  and  number  to  form  an 
appreciable  obstruction  to  the  free  floiv  of  the  sewage,  will  be 
cause  for  rejection.  A  few  smalt,  unbroken  blisters,  not 
exceeding  one  fourth  of  an  inch  in  height  and  one  or  two  inches 
in  diameter,  upon  the  inner  surf.ice,  need  not  reject  a  pipe  or 
■pcctal.  If  there  is  a  broken  blister  or  a  Hake  on  the  Interior 
of  B  pipe  or  special  which  is  thicker  than  one  sixth  of  the  nor- 
nasl  thickness  of  said  pipe  or  special,  and  whose  largest  diame- 
ter is  greater  than  one  twelfth  of  the  inner  circumferenc  of  said 
pipe  or  special,  the  latter  shall  be  rejected.  Furthermore,  if 
such  broken  blister  or  flake  is  as  large  or  smaller  than  just 
defined,  then,  unless  said  pipe  or  special  can  be  properly  fitted 
and  laid  so  as  to  bring  such  broken  blister  or  flake  on  the  top 
or  Upper  side  of  the  sewer,  the  said  pipe  or  special  shall  also 
be  rejected. 

Irregular  lumps  and  small,  unbroken  blisters  on  the  out- 
side of  a  pipe  or  special  need  not  reject  it.  A  targe  and 
broken  blister  or  a  flake  on  the  outside  of  a  pipe  or  special, 
which  ia  thicker  than  one  sixth  of  the  normal  thickness  of  said 
pipe,  Mid  whose  largest  diameter  is  greater  than  from  one  ninth 
to  one  twelfth  of  the  outer  circumference  of  said  pipe,  will 
cause  the  same  to  be  rejected.  Should,  however,  the  broken 
blister  or  flake  be  withm  the  limits  of  size  just  defined,  and  . 
sliould  the  pipe  or  special  admit  of  being  properly  laid  so  as  to 
bring  said  blister  or  flake  on  the  upper  part  of  the  sewer,  tnen 
uid  pipe  or  special  may  be  accepted,  if  otherwise  sound  in  alt 
raspects. 

Any  pipe  or  special  which  betrays  in  any  manner  a  want 
of  thorough  vitrification  or  fusion,  or  the  use  of  improper 
materials  and  methods  in  its  manufacture,  shall  be  rejected.  - 
Attention  of  inspectors  is  paiticularty  called  to  the  character  of 
the  material  composing  the  interior  of  a  pipe  or  special  where 
the  same  is  exposed  by  the  breaking  of  a  blister,  the  removal 
of  ■  (lake,  or  the  face  of  the  spigot  end  of  sucb  pipe. 

All   pipe  and   specials  which  are  designed  to  be   straight 
ol  exhibit   any   material  deviation  from  a  straight  li 
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Special  corves  or  bends  shaU  substantially  conform  to  the 
degree  of  curvature  and  general  dimensions  that  may  be 
required. 

If  a  piece  be  broken  out  of  the  rim  forming  the  hub  or 
socket  of  a  pipe  or  special  without  injuring  the  body  of  such 
pipe,  the  latter  shall  be  rejected  if  the  length  of  said  broken 
piece,  or  the  gap  left  thereby,  is  greater  than  one  tenth  of  the 
circumference  of  said  hub.  in  case  that  a  defect  of  this  nature, 
and  within  the  limits  just  defined,  occurs  in  a  pipe  or  special, 
the  latter  shall  also  be  rejected  unless  it  can  be  so  fitted  in  the 
sewer  as  to  bring  said  defect  on  the  upper  part  thereof. 

The  attention  of  the  inspector  in  charge  of  the  work  of 
laying  the  sewer  pipe  is  herewith  particularly  directed  to  the 
foregoing  requirements  as  to  the  quality  of  the  pipe  and  specials 
that  will  be  allowed  in  the  sewer,  and  in  all  cases  of  doubtful 
interpretation  of  said  requirements,  the  necessary  definitions 
will  be  g^ven  by  the  city  surveyor  and  the  executive  board. 
Said  board  also  reserves  the  right  to  add  to  the  foregoing 
requirements,  at  any  time  during  the  progress  of  the  work, 
such  further  restrictions  and  conditions  respecting  the  quality 
of  the  said  pipe  and  specials  as  it  may  deem  for  the  best 
interests  of  the  tax-payers,  in  order  to  secure  the  best  materials 
which  can  practically  be  obtained.  All  such  explanations  or 
definitions  of  said  requirements,  in  cases  of  doubtful  interpre- 
tation, together  with  all  said  further  restrictions  and  conditions 
relating  to  the  quality  of  said  pipe  and  specials,  shall  have  the 
same  force  as  though  a  part  of  this  specification,  and  the  con- 
tractor shall  be  required  to  comply  therewith  without  extra 
compensation  beyond  the  prices  bid  by  him  for  performing  the 
work.  £.  K. 

141.    Specification  for  Laying  Sewer  Pipe.    The 

following  specification  for  the  laying  of  sewer  pipe  and 
specials  has  all  the  merits  ascribed  to  the  specification  for 
sewer  pipe  as  givea  in  the  previous  article,  and  has  been  pre- 
pared by  the  same  engineer.  For  the  purpose  of  removing 
any  cement  mortar  which  may  have  been  forced  through  the 
joints,  and  which  may,  when  hardened,  form  serious  obstruc- 
tions in  the  sewer,  probably  no  specification  will  insure  such 
^'^  excellent  results  as  that  given  in  the  St.  Louis  specifications 

for  pipe  sewers  in  Art.  139,  where  the  contractor  is  requhred 
to  provide  *'A  wad  made  of  a  sack  filled  with  hay,  large 
enough  to  fill  the  pipe  and  attached  to  a  rod  or  cord,  which 


^ 


SPECIFICATIONS  FOR   8EWEE    PIPE. 

iball  ftt  all  limes  be  kept  in  the  pipe,  and  which  shall  be  drawn 
forward  as  the  work  proceeds,  care  being  taken  not  to  loosen 
tbe  joints."  It  is  an  easy  matter  for  the  inspector  to  examine  at 
any  time  to  see  whether  or  not  this  wad  is  bein^  drawn 
forwardi  and  when  drawn  forward  it  must  of  necessity  r 
any  protruding  fins  of  mortar,  and  leave  the  interior  smooth 
and  entirely  free  from  such  obstructions. 

Laying  the  Sewer  Pipe  and  Specials. — Previoua 
to  laying  the  pipe  and  specials  which  have  been  delivered 
upon  tbe  street,  into  the  trench,  they  shall  all  be  subjecled  to  a 
rigid  inspection  by  both  contractor  and  inspector,  and  those 
which  do  not  come  up  to  the  foregoing  requirements  shall  be 
rejected. 

Additional  tests  by  sounding  said  pipe  for  cracks,  and 
exaintniag  closely  all  blisters  and  flakes,  shall  also  be  applied. 
Before  lowering  the  pipes  and  specials  which  have  passed  the 
inspections  into  the  trench,  they  shall  first  be  properly  fitted 
together  upon  the  surface  of  the  street  in  the  order  in  which  they 
are  to  be  used ;  and  lo  facilitate  the  process  of  laying,  the  top 
of  each  pipe  or  special,  after  said  fitting,  shall  be  plainly 
marked  with  chalk  or  paint,  so  that  the  pipe  previously  laid  in 
tbe  bottom  of  the  trench  shall  be  disturbi^d  as  little  as  possible. 

All  pipes  and  specials  in  which  the  spigots  and  sockets 
can  not  be  made  to  fit  together,  while  on  the  surface,  must  be 
rejected,  as  no  chipping  of  either  socket,  hub  or  spigot  will  be 
allowed. 

The  faces  of  all  spigot  ends  and  of  all  shoulders  in  the 
hub*  or  sockets  must  be  true,  and  be  brought  into  fair  contact, 
and  all  lumps  or  excrescences  on  said  faces  shall  be  carefully 
cut  away  before  the  pipes  are  lowered  into  the  trench. 

In  all  cases  where  the  rim  of  any  huh  or  socket  has  been 
broken,  as  aforesaid,  the  pipe  or  special  shall  be  rejected 
uoleta  it  can  be  so  titled  as  to  bring  the  broken  portion  on  the 
top,  or  upper  portion  of  the  sewer.  The  same  condition  shall 
also  be  applied  to  the  chsc  of  broken  blisters  end  flakes,  as 
abore  mentioned,  on  either  inside  or  outside  of  the  pipes  and 
^Mcials.  All  special  pieces  required  in  the  work,  such  as 
branches,  bends,  curves,  reducers,  etc..  shall  likewise  be 
subject  to  the  same  conditions  as  the  straight  pipe. 

The  pipes  and  specials  shall  be  so  laid  in  tbe  trench  that 
after  the  sewer  is  completed  the  interior  surface  thereof  shall 
conform  on  the  boltoin  accurately  to  the  grades  and  alignment 
fixed  and  given  by  the  city  surveyor.     The   main  sewer  will  be 
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g^ade  and  alignment  shall,  under  ordinary  circumstances,  be 
truly  straight.  Changes  of  grade  or  direction,  or  both,  in  said 
main  sewer  will  generally  be  made  at  man-holes  or  lamp  or 
hand-holes,  although  under  special  conditions,  to  be  defined 
only  by  the  executive  board  and  city  surveyor,  such  changes 
may  be  made  at  intermediate  places. 

While  the  pipe  and  specials  are  being  laid  in  each  of  the 
aforesaid  straight  divisions  or  working  sections  of  the  main 
sewer,  a  light  or  a  burning  lamp  must  be  maintained  continu* 
ally  by  the  contractor  at  the  beginning  of  such  section,  and 
each  pipe  and  specials  must  be  so  laid  that  such  light  or  lamp 
shall  remain  constantly  in  plain  view  throughout  the  entire 
length  of  such  section  or  division.  The  same  test  shall  also  be 
applied  during  the  work  of  refilling  the  trench,  so  that  when 
the  sewer  is  in  all  respects  fully  completed  and  accepted  by  the 
executive  board  a  light  which  may  be  applied  at  one  end  of 
such  a  division  of  the  main  sewer  shall  be  clearly  and  plainly 
seen  by  looking  through  said  sewer  from  the  other  end  of  said 
division  or  working  section.  The  length  of  any  such  division 
or  the  distance  between  a  man-hole  and  the  next  following 
lamp  or  hand-hole,  or  between  any  two  consecutive  openings 
of  such  kind  in  the  main  sewer,  will,  in  general,  not  exceed 
300  feet,  although  in  particular  cases  it  may  be  somewhat 
greater. 

The  trenches  must,  in  all  cases,  be  wide  enough  to  admit 
of  the  laying  of  the  pipe  and  specials  as  above  mentioned, 
and  wherever  they  have  not  been  thus  excavated,  all  necessary 
widening  thereof  must  be  done  before  the  pipe  and  specials 
are  lowered  therein.  Ample  room  or  space  must  likewise  be 
left  on  each  side  of  said  pipe  and  specials,  both  to  admit  of 
proper  refilling  underneath  and  also  to  allow  of  free  access  to 
all  parts  of  the  hub  or  socket  while  making  the  cement  joint. 
Wherever  any  additional  excavation  or  enlargement  in  the 
sides  of  the  trench  is  required  for  such  purposes,  it  shall  be 
satisfactorily  performed  before  the  pipe  and  specials  are  laid 
or  put  into  place,  as  no  cutting  away  of  the  banks  will  be  per* 
mitted  after  any  such  pipe  or  special  has  been  set. 

Furthermore,  before  any  pipe  or  special  is  put  into  place, 
a  small  excavation  must  be  made  in  the  bottom  of  the  pre- 
viously graded  trench  to  receive  the  projecting  part  of  the  hub 
or  socket,  so  that  each  pipe  will  have  a  firm  and  uniform  bear- 
ing upon  said  graded  bottom  over  virtually  its  entire  length. 
All  adjustment  of  the  pipes  to  line  and  grade  must  be  done  by 
scraping  away  or  filling  in  the  earth  under  the  body  of  the 
pipe,  and  not  by  blocking  or  wedging  up  the  spigot  or  the  bub 
or  socket.  Special  attention  must  be  paid  to  this  part  of  the 
work,  since  the  stability  and  permanence  of  the  sewer  depend 
largely  upon  the  manner  in  which  the  pipes  are  bedded. 
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The  joints  between  the  Individual  pipes  and  specials  shall, 
in  all  cases,  be  made  water-tight  by  compleiely  fitliog  out  the 
eotire  annular  space  between  the  exterior  of  the  spigot  end  and 
the  interior  of  tlie  hub  or  socket  with  hydraulic  cement  mortar, 
of  8uch  composition  as  is  hereinafter  specified.  To  prevent 
the  mortar  from  reaching  the  interior  of  said  pipe,  the  con- 
tractor may  if  he  desires,  use  a  nanow  gasket  of  oakcim  or 
bemp,  which  shall  be  properly  caulked  into  each  joint,  after 
which  the  mortar  shall  be  introduced  therein;  but  no  extra 
compensation  for  the  use  of  such  gaskets  will  be  allowed. 
Special  care  must  be  taken  to  secure  a  perfect  filling  of  the 
•foresaid  annular  space  at  the  bottom  sides  of  the  pipes,  as 
well  aa  at  the  top;  and  previous  to  the  introduction  of  the 
mortar,  said  space,  together  wiih  the  surfaces  of  the  pipe 
bounding  the  same,  shall  be  thoroughly  free  all  around  from 
dust,  sand,  earth,  dirt,  small  stones  and  water.  After  said 
space  has  been  filled  as  described,  a  neat  and  proper  finish 
shall  be  given  to  the  joint  by  the  further  application  of  similar 
morlar  to  the  face  of  the  hub  or  socket,  so  as  to  form  a  con- 
tinuous and  even  beveled  surface,  from  the  exterior  of  said 
socket  to  the  exterior  of  the  connecting  spigot  all  around. 
The  pipes  must  also  be  thoroughly  cleaned  before  being  bid; 
and  any  mortar,  earth  or  other  material  which  may  have  found 
its  way  through  a  joint  or  otherwise,  into  any  pipe  or  special 
must  be  carefully  removed  before  the  next  succeeding  pipe  is 
laid,  in  order  that  the  interior  of  the  sewer  shall  be  left  smooth 
and  clean. 

As  soon  as  the  cementing  of  any  joint,  whether  in  a  main 
•ewer  or  in  a  lateral  sewer,  has  been  completed,  the  excavation 
previously  made  in  the  bottom  of  the  trench  for  the  reception 
of  the  hub  or  socket  must  be  carefully  and  compactly  filled 
with  sand,  loam  or  fine  earth,  so  as  to  hold  the  external  mortar 
finish  of  said  joint  securely  in  its  place;  and  such  refilling 
shall  also  be  carried  up  around  the  sides  or  circumference  of 
the  socket,  as  far  as  may  be  necessary.  Any  water  which 
may  have  accumulated  in  said  excavations  must  first  be 
recnoved,  or  else  said  excavations  must  be  completely  filled 
out  with  the  cemept  mortar  specified,  in  which  event  no  extra 
compensation  will  be  allowed. 

When  a  pipe  or  special  is  used  in  any  main  or  lateral 
■ewer,  which  is  affected  by  a  broken  hub  or  socket,  or  a  boken 
blister  or  flake,  or  a  fire-crack  on  its  exterior  surface,  as  limited 
and  defined  in  the  foregoing,  such  pipe  or  special  must  be  set 
so  as  to  bring  said  permissible  defect  on  the  top  or  upper  part 
of  the  sewer;  and  said  defect  must  thereupon  be  completely 
■nd  liberally  covered  over  with  a  thick  layer  of  hydraulic 
cement  motlar,  of  the  quality  specified  for  the  Joints,  to  the 
full  satisfaction  of  the  city  surveyor,  and  the  executive  board. 
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As  the  work  proceeds,  all  of  the  required  specials  tliat  are 
indicated  upon  the  plan  of  the  street,  or  that  may  be  required 
during  the  progress  of  the  work,  shall  be  introduced  and  set  in 
their  proper  positions. 

Any  omissions  of  the  required  specials  intended  to  be 
laid,  and  indicated  upon  the  plan  for  the  sewer,  or  that  may 
especially  be  ordered  beforehand  by  the  surveyor,  shall  be 
corrected  by  the  contractor  without  additional  compensation ; 
but  in  case  that  any  special  not  indicated  upon  the  said  plan, 
or  not  distinctly  required  to  be  introduced  beforehand  by  the 
surveyor  is  inserted  into  the  sewer  after  the  latter  has  been 
laid,  the  expense  of  such  insertions  will  be  paid  by  the  execu- 
tive board  upon  proper  certificate  from  said  surveyor. 

Before  leaving  the  work  for  the  night,  or  during  a  storm, 
or  for  any  other  reason,  care  must  be  taken  that  the  unfinished 
end  of  the  main  sewer,  or  of  any  lateral  sewer  is  securely 
closed  with  a  tightly  fitting  iron  or  wooden  plug.  Any  earth, 
or  other  material  that  may  find  entrance  into  said  main  sewer, 
or  into  any  lateral  sewer,  through  any  such  open  end  or 
unplugged  branch,  must  be  removed  at  the  contractor's 
expense.  The  cost  of  all  such  plugs,  and  the  labor  connected 
therewith,  moreover,  must  be  included  in  the  regular  prices 
bid  for  the  sewers.  £.  K. 

142.  Specifications  for  the  Manufaoture  and 
Delivery   of  Oast  Iron   Water  Pipe.    The  following 

specifications  for  the  manufacture  of  cast  iron  water  mains  are 
in  use  in  the  city  of  Rochester,  N.  Y.  Although  water  pipe 
is  now  manufactured  and  sold  as  a  standard  article  of  com- 
merce,  and  is  o£|en  purchased  without  any  test  or  inspection 
whatever,  it  must  be  admitted  to  be  a  poor  practice,  and  if  the 
contract  is  a  large  one,  the  material  should  be  thorougfhljr 
inspected  and  tested  in  all  the  stages  of  manufacture.  Special 
attention  should  be  given  to  the  tests  of  the  strength  and  resil- 
ience of  the  material.  When  cast  iron  water  mains  burst,  it  is 
due  to  a  water  ram  or  shock,  and  the  more  elastic  the  material 
is  of  which  the  pipes  are  composed,  the  less  will  be  the  force  of 
the  ram  the  more  able  the  pipes  will  be  to  withstand  the  shock. 
The  resilience  of  the  iron  is  measured  by  the  product  of  the 
strength  into  the  deflection,  and  in  the  following  specifications 
both   tensile  and  cross-breaking  tests   are   required,   and  ttie 
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equlsile  deflection  in  the  cross-breaking  test  is  also  specified. 
The  deflection  here  named  will  insure  a  very  good  qualify  of 
cast  iron,  go  far  as  its  resilience  is  concerned,  although  the 
Strength  requirement  is  not  particularly  high.  The  author  has 
h«d  a  large  experience  in  testing  the  strength  of  cast  iron,  and 
be  can  approve  of  the  standards  of  strength  and  resilience  here 
named  for  water  pipe  metal. 

Specijitations  for  Waaler  Fife. 
Dimensions  and  WeigAl  of  Pipe.—T'he  pipe  shall  be  of 
the  kind  usually  known  as  "Hub  and  Spigot,"  and  in  general 
each  fitiaight  pipe  shall  be  about  twelve  feet  in  length  from  the 
bottom  of  the  hub  lo  the  end  of  the  spigot.  No  straight  pipes 
will  be  received  that  will  lay  less  than  ii  feel  S  inches:  but  it 
is  understood  that  not  more  than  two  per  cent,  of  the  total 
nnmbcr  of  pipes  required  in  each  class  may  be  lo  feet  or  more 
m  length,  produced  by  properly  cutting  off  in  a  lathe  a  defect- 
ively cast  spigot  end.  The  form  and  dimensions  of  the  bub 
and  spigot  ends  of  all  pipes  and  castings  shall  be  subject  to  the 
approval  of  ihe  Engineer,  when  specific  drawings  therefor  are 
oot  furnisl'cd  by  him.  and  shall  conform  accurately  in  shape 
and  dimensions  to  all  drawings  that  may  be  furnished  by  him 
1  lime  to  ttnsc. 

(See  accompanying  figure  for  these  dimcusious  for  the  St. 
Louis  standard  w^-i-rr  pipe.) 
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The  weights  and  dimensions   of    the    straight    pipes  shall 
conform  lo  the  fig:urei  in  the  following  Table,  it  being  stipa- 
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lated  thst  the  same  may  be  modified  at  any  time  hereafter  by 
the  Engineer: 

TABLE  OP  WEIGHTS  AND  OIMBNStOHS  OP  STBAIOHT  FIFE. 
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The  specified  internal  diameter  of  the  pipe  is  nominal,  but 
no  pipe  or  special  casting  of  any  class  shall  have  a  less  Internal 
diameter  than  the  nominal  diameter.  The  external  diameters 
of  all  classes  of  said  pipe  shall  be  the  same  throughout,  and  all 
variations  in  thickness  of  metal  of  the  shells  or  tnurels  shall  be 
made  by  changing  the  internal  diameter. 

The  thickness  of  the  metal  of  the  pipe  and  castings  will  b« 
measured  after  they  have  been  thoroughly  cleaned,  and  before 
being  coated.  No  pipe  of  any  claaa  will  be  received  when  the 
thickness  of  the  metal  is  over  one  sixteenth  dV)  °^  *"  ■'■^  l^aa 
in  any  part  than  the  thickness  above  specified,  or  hereafter 
required  by  the  engineer. 

No  pipe  of  full  length  will  be  received  whose  weight  ia 
less  than  the  above  specified  minimum  weight,  and  no  excess 
of  weight  in  any  such  pipe,  beyond  the  specified 
weight,  will  be  paid  for.  It  is  also  expressly  understood  tl 
the  average  weights  of  the  straight  pipe  of  Oie  aevMml  c* 
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ihall  not  exceed  the  said  standard  weights  by  more  than  two 
per  cent.  o£  the  latter,  and  thai  nogrealer  over-weigh!  than  this 
percentage  will  be  paid  for  in  the  final  settlement.  The 
btuidard  weight  of  the  straight  pipes  will  depend  upon  the 
laying  length  of  the  pipes  actually  furnished,  and  will  be 
determined  by  the  engineer. 

Quality  of  Aletat. — The  materials,  detailsof  manufacture, 
and  the  testing  of  all  pipe  and  special  castings  herein  referred 
to,  shall  St  all  times  be  subject  to  the  inspection  and  approval 
of  the  engineer.  The  metal,  which  must  be  remelted  in  the 
cupola  or  air  furnace,  shall  be  made  without  admixture  of  cin- 
der-iron or  other  inferior  roetat,  and  shall  be  of  such  character 
as  to  make  a  pipe  strong,  lough,  and  of  sound,  even  grain,  free 
from  uncombined  carbon  when  examined  under  the  microscope, 
arid  such  as  will  satisfactorily  bear  drilling,  chipping  and  cut- 
ling.  Its  tensile  strength  and  resilience,  when  tested  in  proper 
caropIcB,  shall  meet  all  the  requirements  hereinafter  expressed. 

Specimen  rods  of  the  metal  used,  of  ■  size  and  form  suita- 
ble for  a  testing  machine,  shall  be  made  and  carefully  tested  to 
accertain  its  tensile  strength.  Another  set  of  test  bars,  each 
being  twenty-six  (26)  inches  long,  two  (2)  inches  wide,  and 
one  (1)  inch  thick,  shall  also  be  made  as  often  as  the  engineer 
■ball  direct,  and  shall  be  tested  both  for  transverse  strength  and 
deflection  by  placing  them  horizontally  and  flatwise  upon  sup- 
ports twenty-four  (24)  inches  apart,  and  then  applying  a 
steadily  increasing  load  at  the  middle  of  each  bar. 

The  bars  for  testing  the  transverse  strength  or  resilience  of 
the  metal  shall  be  cast  from  regular  patterns  in  dry  or  green 
sand,  and  as  nearly  as  possible  to  the  required  dimensions 
without  being  finished  up;  proper  corrections  will,  however, 
be  made  In  the  results  for  slight  variations  of  width  and  thick- 
ness. The  rods  for  testing  the  tensile  strength  of  the  iron,  on 
tbe  other  hand,  must  be  turned  down  on  a  lathe  in  order  to 
remove  the  rough  exterior  and  enable  the  diameter  to  be  accu- 
rately measured. 

At  least  one  set  of  four  test  bars,  of  each  kind  above  des- 
ignated, shall  be  made  and  tested  as  described  on  each  working 
day  during  the  manufacture  of  the  pipes  and  specials.  These 
test  bars  must  be  poured  from  the  ladle  either  before  or  after 
any  particular  pipes  or  special  casting  are  poured,  and  must 
present  true  samples  of  tbe  iron  used  in  said  pipes  or  castings. 
Records  shall  be  kept  of  the  tests  of  alt  bars  made,  and  a  duly 
certified  copy  of  such  records  shall  be  forwarded  weekly  to  the 
engineer. 

The  quality  of  the  metal  used  for  the  pipe  and  specials 
must  be  such  that  said  bars  for  testing  resilience,  as  aforesaid. 
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shall  each  carry  a  center  load  of  not  less  than  nineteen  hundred 
(1,900)  pounds  before  breaking,  and  exhibit  a  deflection  of  not 
less  than  five  sixteenths  ( ^^ )  of  an  inch ;  also  that  the  tensile 
strength  of  said  metal  shall  be  at  least  17,000  pounds  per 
square  inch,  as  determined  by  the  tests  with  the  first  named  set 
of  rods.  In  estimating  the  suitability  of  the  metal  from  said 
tests,  the  average  of  the  three  highest  results  obtained  from 
each  set  of  four  bars  will  be  considered  as  representing  the 
actual  strength  of  the  iron. 

Manufacture  of  Pipe  and  Special  Castings. — All  the 
straight  pipes  shall  be  cast  in  dry  sand  moulds,  vertically  with 
the  hub  end  down.  Every  pipe  is  to  have  the  initials  of  the 
maker's  name  cast  distinctly  upon  it,  and  also  the  year,  the 
class  letter,  and  a  number  signifying  the  order  of  its  casting,  in 
point  of  date ;  the  several  di£Eerent  classes  of  pipe  each  to  have 
its  own  series  of  numbering ;  the  figures  and  letters  to  be  at 
least  two  inches  in  length,  with  a  proportionate  width;  the 
weight  of  each  pipe  to  be  conspicuously  painted  on  the  outside, 
before  delivery,  with  white  lead  paint  at  the  contractor's 
expense. 

The  branches  and  all  other  special  castings  must  conform 
in  weight  and  thickness  of  iron  to  the  drawings  and  directions 
to  be  furnished  by  the  engineer,  and  no  allowance  will  be  made 
for  making  or  altering  patterns  for  the  pipe  or  any  special  cast* 
ings,  or  for  any  machine  work  in  properly  facing  and  drilling 
flanges,  etc.,  where  bolted  joints  are  to  be  made.  All  required 
machine  work  on  said  castings  shall  be  done  in  the  best  and 
most  workmanlike  manner,  in  accordance  with  said  plans  and 
directions  of  the  engineer,  and  to  his  entire  satisfaction.  Said 
castings  shall  be  subjected  to  the  same  examinations  and  tests 
at  the  foundry,  except  the  water- pressure  proof,  as  the  straight 
pipe,  and  shall  be  marked  in  a  similar  manner.  The  engineer 
may  reject,  without  proving,  any  pipe  or  casting  which  is  not 
in  conformity  with  the  specifications  or  the  drawing^  furnished. 

Pipes  and  special  ca^^tings  shall  not  be  taken  from  the  pit 
and  stripped  while  still  showing  any  color  of  heat,  but  shall  be 
left  in  the  flasks  for  a  sufHcient  length  of  time  to  prevent 
unequal  cooling  and  contraction  by  subsequent  exposure. 

On  being  removed  from  the  flasks,  all  pipes  and  special 
castings  shall  be  subjected  to  a  careful  examination  and  hammer 
test  for  the  purpose  of  detecting  imperfections  of  any  kind. 
They  shall  then  be  thoroughly  dressed  and  made  clear  and  free 
from  earth,  sand  or  dust,  which  adheres  to  the  iron  in  the 
moulds;  iron  wire  brushes  must  be  used,  as  well  as  softer 
brushes  to  remove  the  loose  dust.  No  acid  shall  be  used  in 
cleaning  the  castings.  After  having  been  properly  dressed  and 
cleaned,  they  shall  again  be  subjected  to  a  thorough  inspection 
and  hammer  test     The  contractor  will  be  required  at  the 
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foundry  to  place  all  castings  in  such  positions  as  may  he  deemed 
necessary  by  the  Engineer  (or  convenience  of  inspection. 

The  pipes  and  special  castings  shall  be  free  from  scorim, 
Band-boIeK,  air-buhblesand  other  defects  or  imperfections;  they 
shnll  be  truly  cylindiical  in  the  bore,  straight  in  the  axis  of  the 
Straight  pipes,  and  true  to  the  required  curvature  or  form  io  the 
■ .  of  the  other  pipes ;  they  shall  be  internally  of  the  full  spect- 
nd  outer  surfaces 
I  of  sockets  and  spigota, 
circular  iron  templet  of  the  required  dimensions  shjil  be 
pmssed  to  the  bottom  of  every  socket,  and  a  circular  ring  over 
every  spigot.  Care  shall  also  be  taken  to  avoid  all  excess  in 
diameter  of  the  (.ockets.  No  pipes  or  special  castings  will  be 
accepted  which  are  defective  in  joint  room,  whether  in  conse- 
quence of  eccentricity  of  form  or  otheiwise.  No  lump  or  rough 
places  sh.ilt  he  left  in  the  barrels  or  sockets,  and  no  plugg'ing  or 
filling  will  be  allowed.  All  pipes  and  special  castings  with 
deleclive  hubs  or  flanges  will  be  rejected. 

\\'hen  a  defective  spigot  end  is  to  be  cut  off  from  any 
«tT»igbt  pipe,  such  cuiting  must  in  all  cases  be  done  in  a  lathe, 
and  ■  suitable  hea<\  or  fillet  of  half-oval  wrought  iron,  about 
Ihrte  fourths  (K)  '^'^^  wide  and  five  sixteenths  (-j-^)  inch 
thick  shnll  he  shrunk  upon  the  new  end  of  the  pipe;  and  there 
■hall  be  deducted  from  the  proper  original  weight  of  the  pipe 
an  amount  .is  dtitermined  from  the  rate  specified  in  the  foregoing 
Ubie. 

Coating  the  Pipe  and  Special  Castings. — After  the  above 
described  cleaning  and  inspection,  every  pipe  and  special  cast- 
ing shall  be  heated  in  a  suitable  oven  to  a  temperature  of  about 
330*  F.  and,  while  at  this  temperature,  be  immersed  in  a  bath 
of  hot  coal  tar  pilch  varnish,  prepared  in  general  according  to 
Dr.  R.  Angus  Smith's  process.  Special  care  shall  be  taken  to 
have  the  sui  faces  of  all  pipes  and  castings  entirely  clean  and 
free  from  msl  immediately  before  putting  them  into  said  bath. 
H  any  pipe  or  casting  cannot  he  dipped  in  said  bath  aoon  after 
its  removiil  from  the  mould,  it  sh.ill  at  once  be  thoroughly 
coated  with  pure  linseed  oil  in  order  to  prevent  the  formatioa 
of  any  rust  before  applying  said  varnish. 

The  varnish  above  mentioned  shall  be  made  from  coal  tar, 
dtntilled  until  the  nuptha  is  entirely  removed  and  the  material 
deodorized,  also  until  it  attnins  the  consistency  of  wax  when 
cold.  Pitch  which  becomes  hard  and  brittle  when  cold  will  he 
rejected.  To  this  material  from  five  to  six  per  cent,  of  ita 
weight  of  pure  boiled  linseed  oil  shall  be  added  and  thoroughly 
boiled  therewith.  The  relative  portions  of  pitch  and  oil,  as 
ivcU  as  the  details  of  mixture  and  boiling,  are  to  be  carefully 
detcrmioed  by  experimenL 
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The  coating  must  be  durable,  smooth,  glossy,  hard,  tough^ 
perfectly  water-proof,  not  affected  by  any  salts  or  acids  found 
in  the  soil,  free  from  bubbles  or  blisters,  strongly  adhe; 
the  iron  under  all  circumstances,  and  with  no  tendency  to  be- 
come soft  enough  to  flow  when  exposed  to  the  sun  in  summer, 
or  to  become  so  brittle  as  to  scale  off  in  winter.  Aa  one  test 
of  the  quality  of  the  coating,  a  properly  coated  specimen  casting 
will  be  plunged  into  a  freezing  mixture,  and  kept  therein  until 
the  metal  has  acquired  the  temperature  of  said  mixture,  after 
which  the  casting  shall  be  well  hammered.  If  the  coating 
remains  tough  and  adhering  closely  to  the  metal,  it  will  be  con- 
sidered proper,  provided  that  it  be  satisfactory  in  all  other 
respects. 

After  a  vamtsh  of  the  proper  quality  has  been  obtained,  it 
■ball  be  heated  in  a  suitable  dipping  tank  to  a  temperature  of 
about  300°  F.,  or  such  other  temperature  as  may  be  found  expe- 
dient, and  shall  be  maintained  thereat  uniformly  during  the  time 
of  dipping.  Fresh  materials  must  be  added  from  time  to  time  tn 
the  right  proportions  to  keep  the  mixture  of  the  proper  conai>> 
tency.  The  exact  proportions  will  he  dctermiued  by  the 
Engineer,  and  will  be  varied  also  according  to  the  season  of  the 
year,  as  may  be  directed  by  the  said  Engineer,  or  found  neces- 
sary to  produce  a  coating  of  the  required  quality.  The  tank 
shall  also  be  occasionally  emptied  of  its  contents  and  refilled 
with  fresh  material,  tne  frequency  of  such  operation  depending 
both  on  the  character  of  the  mixture  and  the  manner  of  con- 
ducting the  coating  process. 

Every  pipe  and  special  casting,  after  having  been  inspected, 
cleaned  and  dressed  as  above  described,  shall  he  heated  ia  • 
suitable  oven  to  a  temperature  about  20^  F.  higher  than  that 
which  was  found  most  expedient  for  the  bath  of  coating  male- 
rial  aforesaid,  and  while  at  such  temperature,  shall  be  immersed 
or  dipped  in  said  bath.  All  pipes  or  castings  shall  remain  in 
the  tank  at  least  twenty  (20)  minutes,  or  as  much  longer  mm 
may  be  necessary  to  insure  the  soundness  of  the  coating. 

Whilst  any  pipe  or  casting  remains  in  said  bath,  the  hot 
mixture  must  be  kept  thoroughly  stirred  by  a  frequent  rolling, 
turning  or  churning  motion  of  such  casting,  and  upon  its  re- 
moval from  the  tank,  the  coating  shall  fume  freely  for  a  abort 
time,  and  set  perfectly  hard  within  one  hour  thereafter.  Prop- 
er facilities  for  handling  the  castings  and  allowing  all  aurplua 
material  to  drip  off,  shall  be  provided  by  the  contractor.  The 
co.>t  of  all  labor  and  material  involved  in  the  coating  of  the 
pipes  and  castings  must  be  included  in  the  prices  bid  for  fer- 
oishing  said  pipes  and  castings. 

Testing. — After  the  said  coating  has  become  thoroughly 
set  and  bard,  every  pipe  shall  be  subjected  to  a  proof  by  water> 
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pmrare  of  from  zoo  to  300  pounds  per  square  inch,  according 
to  its  class  and  diameter,  and  as  will  be  determined  by  the 
Engineer.  Each  pipe  while  under  the  required  pressure,  shall 
be  sharply  rapped  from  end  to  end  with  a  hand  hammer,  to 
ascertain  whether  any  defects  have  been  overlooked;  and  any 
pipes  which  may  exhibit  any  defects  by  leaking,  sweating  or 
otJieiwise,  shall  be  rejected. 

All  the  above  inspections,  manipulation  and  tests  of  the 
pipe  Mid  test  bars  shall  be  made  at  the  expense  of  the  contract- 
or for  the  pipe,  said  expense,  however,  not  to  include  salary  of 
■  nv  inspector  who  maybe  appointed  by  the  Executive  Board. 
If  required  by  the  said  Board,  the  affidavit  of  the  superintend- 
ent of  the  foundry,  or  that  of  the  foreman  employed  by  him  to 
perfonn  the  above  described  testing,  shall  also  be  furnished  to 
the  Engineer  from  time  to  time  ;  said  affidavits  to  be  recorded 
upon  the  pipe  inspector's  sheets,  and  stating  in  detail  that  the 
pipes  or  castings  therein  described  have  been  carefully  tested 
at  the  foundry  in  accordance  with  these  specifications,  and  that 
00  defects  were  discovered  or  discoverable. 

Weighing  ^or  Payment. — The  pipes  and  castings  will  be 
weighed  for  payment  after  all  cleaning,  dressing  and  machine 
work  has  been  done  and  the  coating  has  been  applied,  and  the 
contractor  must  furnisK,  at  hit  own  expense,  accurate  and 
properly  sealed  scales,  together  with  the  necessary  labor  for  the 
purpose.  The  Executive  Board  also  reserves  the  right  to  re- 
weigh  on  similar  scales,  any  pipe  or  casting  upon  or  after  its 
arrival  at  the  designated  point  of  delivery  ;  and  if  any  discrep- 
ency  be  discovered  between  the  weight  marked  upon  said  pipe 
or  casting  and  that  which  was  found  on  such  re-weighing,  the 
latter  weight  will  be  adopted  in  the  final  settlement.  Payment 
for  all  material  furnished  in  accordance  with  these  specifica- 
tions will  be  made  at  the  prices  bid  per  net  ton  (2,000  Ibi.) 
for  atraight  pipe  and  special  castings. 

Transportation  of  Pipes  and  Castings. — All  pipes  and 
castings  must  be  delivered  in  all  respects  sound  and  in  conform- 
ity with  these  specifications.  Upon  their  delivery  at  the  point 
designated,  the  Executive  Board  reserves  the  right  to  subject 
the  said  pipe  and  castings  to  the  same  water- pressure  proof  and 
hammer  tests  as  are  above  specitied  to  be  applied  at  the 
foaodryi  and  all  defective  pipes  or  castings  which  may  bave 
passed  the  i  spector  at  the  foundry,  or  which  may  have  been 
orokcn  in  transportation  from  the  foundry  to  said  point  of  de- 
livery, will  be  rejected  when  there  discovered,  unless  the  same 
may  be  cut  aa  hereinafter  provided.     Cace  must  also  be  taken 
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in  handliag  the  pipes  and  castings  not  to  injure  the  coatiug, 
and  no  material  of  any  kind  shall  be  placed  in  said  pipes  and 
castings  during  transportation,  or  any  time  after  being  coated. 
If,  upon  its  arrival  at  the  designated  point  of  delivery,  the 
spigot  end  of  any  straight  pipe  should  be  found  cracked  or 
broken,  during  transportation  from  the  foundry  to  the  said 
point  or  otherwise,  such  defective  portion  will  be  cut  off  at  the 
contractor's  expense,  provided  that  the  same  does  not  exceed 
a  length  of  four  (4)  feet,  and  a  suitable  fillet  or  bead  shall  then 
be  shrunk  on  the  new  spigot  end,  as  above  specified.  A  deduc- 
tion from  the  proper  original  weight  of  such  pipe  shall  also  be 
made  in  each  such  case  at  the  rate  specified  in  the  above  table 
for  every  inch  of  length  so  cut  off.  No  pipe  or  special  casting 
in  which  the  hub  is  found  to  be  cracked  or  defective  in  any 
respect,  will  be  accepted  at  said  point  of  delivery  or  elsewhere ; 
nor  will  any  special  casting  with  a  defective  spigot  end  be 
received,  or  permitted  to  be  cut  off,  without  the  written  order 
of  the  Engineer.  E.  K. 


143.    Speoiflcations  for  Laying  Water  Pipe.  The 

following   clauses   referring  to   the    methods   of  laying  water 

pipe,  and  making  the  joints,  are  taken  from  the  complete  speci* 

fications  on  this  subject  used  by  the  water  commissioner  of  St. 

Louis.     All  that  portion  of  the  specification   referring  to  the 

trenching,    protection,    tools,   alignment,   grades,  connections, 

back-filling,  etc.,  together  with  the  general  clauses  are  here 
omitted. 

The  reducers,  bends,  caps  and  such  other  parts  as  are 
liable  to  draw,  shall  be  firmly  secured  by  straps  and  bolts,  and 
in  addition  to  this  a  firm  blocking  shall  be  set  behind  all  caps, 
curves,  fire  hydrants  and  three  way  branches,  said  blocking  to 
have  a  large  surface  bearing  against  the  undisturbed  earth,  and 
to  be  wedged  up  tight.  All  applications  necessary  to  the  per- 
fect working  of  the  distribution,  when  the  water  is  let  on,  shall 
be  made  and  completed. 

The  straps  and  bolts  used  shall  be  made  from  the  best 
American  refined  iron,  and  the  size  and  workmanship,  as  well 
as  the  material,  shall  be  in  all  respects  satisfactory  to  the  water 
commissioner. 
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Any  omission  of  branches,  slop-cocks,  or  other  appurte- 
nances intended  to  be  laid,  shall  be  corrected  when  rirquired,  by 
re-opening  the  trench,  if  it  has  been  filled  up,  and  introducing 
what  may  have  been  omitted. 

At  the  time  when  laid,  the  spigots  of  the  pipe  shall  be  so 
adjusted  in  the  sockets  as  to  give  a  uniform  space  nil  around, 
■nd  if  any  pipe  does  not  allow  sufficient  space,  it  shall  be 
replaced  by  one  of  proper  dimensions.  The  joint  shull,  at  all 
points,  be  at  least  6ve  sixteenths  of  an  inch  in  thickness,  la 
the  lead  and  gasket  joints,  'the  depth  of  lead  shall  not  be  leas 
than  three  and  one  quarter  inches  for  the  lifteen  inch  pipes  and 
over,  nor  less  than  two  and  three  quarler  inches  for  Gmnller 
pipes,  Ga&kets  of  clean,  sound  hemp  yarn,  braided  or  t»isted, 
sad  tightly  driven,  shall  be  used  to  pack  these  joints,  when 
required,  a  space  of  one  quarter  inch  shall  be  left  between  the 
contiguous  pipes. 

The  lead  used  shall  be  of  the  best  quality  of  pure  and  soft 
lead,  and  suitable  for  caulking  and  securing  a  tight  and  perma- 
nent joint. 

Before  running  the  lead,  the  joints  shall  be  carefully  wiped 
out  to  make  them  clean  and  dry ;  the  joint  shall  be  run  full  at 
one  pouring,  and  the  melting;  pot  shsll  always  be  kept  within 
fifty  feet  of  the  joint  about  to  be  poured. 

The  joint  shall  hs  caulked  by  competent  mechanics.  The 
caulking  to  be  faithfully  executed,  and  in  such  a  manner  as  to 
secure  a  tight  joint  without  overstraining  the  iron  of  the  bell. 
Id  all  cases  the  caulking  shall  be  done  toviards  t)ie  place  of  the 
gate  and  other  points  where  ihe  lead  is  likely  to  be  porous,  so  as 
to  drive  it  together  at  these  points.  The  lead,  after  being 
driven,  shall  be  flush  with  the  face  of  the  socket. 

The  pipes  and  all  other  castings  shall  be  carefully  swept 
and  cleaned,  as  they  are  laid,  of  any  earth  or  rubbish  which 
may  have  found  place  inside,  during  or  before  the  op  ration  of 
laying.  Every  open  end  of  a  pipe  shall  be  plugged  or  other- 
wise closed  before  leaving  the  work  for  the  night. 

In  refilling  the  trenches,  the  earth  filled  into  the  bottom  of 
tiie  Dench,  under  and  to  the  top  of  the  pipes  and  otiier  cast- 
ings, shall  be  carefully  packed  and  well  rammed  with  proper 
tools  for  the  purpose. 

Whenever  written  directions  so  to  do  are  given,  the  con- 
tractor shall  fill  the  trench  with  river  sand,  said  filling  to  be 
done  in  exact  Rccoidance  with  the  orders  and  directions  of  the 
Water  commissioner.  For  all  sand  filling  done  as  above,  the  sum 
of  $  per  cubic  yard  will  be  paid,  which  sum  shall  include 
all  expense  of  materiaU,  tools  and  labor  (or  tlie  sand  filling, 
■nd  rcmoti'g  the  surplus  earth  from  the  work. 

Care  shall  he  taken  to  give  the  pipe  a  solid  bearing  through- 
fiat  its  entire  length.     The   earth   filling  above  the  pipes  shall 
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also  be  safiiciently  packed  and  rammed  to  prevent  after  settle- 
ment, and  the  material  used  shall  be  free  from  stones  or  rock 
fragments.  The  trenches  shall,  in  all  cases ;  be  refilled  with 
the  material  furnished  by  their  excavation,  provided  that  it  be 
of  a  proper  quality,  and  the  necessary  haul  be  not  more  than 
500  feet.  Earth  borrowed  or  hauled  over  500  feet,  to  refill  the 
trenches  (excepting  trenches  where  rock  has  been  excavated), 
will  be  paid  for  as  embankment,  at  the  price  given  onder  item 
of  section  seven. 

In  streets  and  roads,  the  class  of  surface  before  existing, 
shall  be  replaced,  so  as  to  be  in  every  way  equal  to  that  surface  in 
materials  and  workmanship,  and  satisfactory  to  the  water 
commissioner. 

Whenever  trenches  are  excavated  in  or  across  atreeti 
paved  with  granite  or  wood  blocks,  or  with  asphalt,  the  con- 
tractor will  be  required  to  have  the  back-fill  of  trench  thoroughly 
rammed  (not  less  than  three  men  ramming  to  each  man  filling 
the  trench),  and  to  replace  the  paving  temporarily,  so  as  to 
make  the  street  passible  for  traffic ;  the  permanent  laying  of  the 
pavement  in  these  cases,  will  be  assumed  by  the  city. 

A  wooden  box  or  vault  shall  be  furnished  and  set  over  each 
of  the  stop  cocks,  air  cocks,  and  fire  hydrants,  and  the  iron 
frames  and  covers  shall  be  properly  fastened  to  them.  These 
boxes  are  to  be  made  of  the  form  and  dimensions  shown  by 
samples  furnished  and  approved  by  the  water  commissioner; 
they  shall  be  made  from  sound,  well  seasoned  oak  lumber; 
the  comer  posts  shall  be  of  four-inch  scantling,  and  the  sides 
shall  be  formed  from  two-inch  plank,  set  close,  and  securely 
nailed.  M.  L.  H. 

144.    Specifloations  for  Stop  Valves.    The  follow^ 

in^  specifications  for  stop  valves  for  water  mains  are  thought  to 
be  particularly  strong  in  the  requirements  governing  the  strength 
of  the  material  used  in  the  different  parts.  These  require- 
ments are  followed  up  very  carefully  by  numerous  tests  of  the 
strength  of  the  material,  and  in  this  way  the  character  of  the 
composition  metal  used  has  come  to  be  very  superior  to  that 
formerly  employed,  and  much  superior  to  that  which  would  be 
obtained  without  such  rigid  specifications  and  tests.  They  are 
the  standard  specifications  used  in  the  St.  Louis  water  depart- 
mt-nt. 

All  the  iron  castings  shall  be  made  from  a  superior  quality 
of  iron,  remelted  in  the  cupola  or  air  furnace,  totighandof  even 
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grain,  and  sball  possess  a  tensile  strength  of  not  less  than  18,000 
pounds  per  square  inch. 

Test  bars  of  the  metal  3  inches  by  Ji  inch  when  broken 
transversely,  18  inches  between  supports  and  landed  in  the  cen- 
ter shall  have  a  breaking  load  of  not  less  than  1,000  pounds, 
and  shall  have  a  total  deflection  of  not  less  than  ^  of  an  inch 
before  breaking.  Said  bars  to  be  cast  as  near  as  possible  to  the 
above  dimensions  without  finishing,  but  correction  will  be  made 
by  the  water  commissioner  for  variations  in  thickness  and  width, 
and  the  corrected  result  must  conform  to  above  requirements. 

Specimen  bars  of  the  metal  used,  of  a  size  and  form  suit- 
able for  testing,  shall  be  prepared  when  required. 

These  specimen  bars  sball  be  poured  from  the  ladle  at  any 
lime,  either  before  or  after  the  casting  has  been  poured,  as  may 
he  required,  and  shall  present  a  true  specimen  of  the  iron  used 
for  making  the  castings. 

If  any  two  test  bars  cast  the  same  day  do  not  show  the 
required  cross  breaking  load  and  dellection,  all  the  casting! 
made  from  the  same  mixture  to  be  rejected. 

Each  valve  shall  have  the  maker's  initials,  the  numbers 
■bowing  point  in  time  of  casting,  and  the  year  cast  upon  it. 
The  year  above  and  the  number  below,  thus:  -*-*,*J^,  M,^,  etc. 

The  figures  and  tetters  will  be  from  a  to  3  >i  inches  long, 
tnd  shall  have  at  least  ^  inch  relief. 

All  the  wrought  iron  used  shall  be  of  the  firat  quality  of 
American  refined  iron. 

All  the  composition  metal  used,  except  the  valve  stem, 
(hall  be  composed  of  the  following  proportions,  viz:  $5  per 
cent,  copper,  10  per  cent,  tin,  and  3  per  cent,  spelter;  and 
shall  have  a  tensile  strength  of  not  less  than  22,000  pounds  per 
square  inch,  with  3  per  cent,  elongation  in  8  diameters,  and  5 
per  cent,  reduction  of  area  at  breaking  point. 

All  castings  must  conform  in  shape  and  dimensions  to  the 
drawings.  The  custings  must  be  clciin  and  perfect,  without 
blow  or  sand  holes,  or  defects  of  any  kind.  No  plugging  or 
other  stopping  of  holes  will  be  allowed. 

The  valve  guides  must  be  straight  and  smooth.  Irregular- 
iliea,  if  any,  must  be  planed  or  chipped  off  smooth.  All  face 
joints  must  be  planed  true  and  smooth,  in  the  most  workman- 
like manner,  so  as  to  make  a  perfectly  water-tight  joint,  with  a 
very  lit n  layer  of  strictly  pure  lead  cement. 

All  bolt  holes  must  be  accurately  drilled  from  templates. 
The  upper  part  of  valve  to  be  finished  to  receive  the  valve 
■tern,  collar  and  stulfing  box,  and  the  fitting  at  this  point  must 
be  sQch  as  to  secure  a  perfect  working  joint. 

The  valve  to  be  a  two-faced  wedge  valve;  the  castings  for 
same  to  be  as  shown  on  drawing.     Tl'     raised  rims  to  be  turned 
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true  with  dovetailed  channel  to  hold  the  composition  rings. 
The  faces  must  be  brought  to  the  exact  angle  before  the  rings 
are  put  on.  The  face  rings  are  to  be  of  composition  metal, 
of  quality  hereinbefore  speci6ed,  and  are  to  be  turned  to  fit  the 
dovetail  in  the  iron  wedge.  The  composition  rings  of  valves 
must  be  shrunk  on,  and  also  fastened  by  copper  studs,  placed 
not  over  three  inches  apart — the  whole  to  be  dien  brought  to  a 
true  plane  surface. 

The  upper  portion  of  the  wedge  to  be  arranged  to  receive 
the  composition  nut  as  shown.  Care  shall  be  taken  to  give  the 
composition  nut  a  perfect  bearing  surface — both  top  and  bottom. 

On  the  36  inch  and  30  inch  valves,  the  brass  bearings  of 
side  guides  shall  be  of  the  full  dimensions,  and  have  the  exact 
clearance  shown  on  drawings,  and  be  secured  in  place  by  coun- 
tersunk copper  studs,  placed  not  over  three  inches  apart,  after 
which  the  guides  shall  be  brought  to  a  true  and  smooth  surface. 

The  seats  for  rings  in  body  of  valve  shall  be  turned  true 
and  smooth,  and  to  the  required  angle  as  shown  on  drawings. 

The  seat  rings  shall  be  of  form  and  dimensions  as  shown 
on  drawings,  and  faced  true  and  smooth.  Seat  rings  to  be 
forced  into  position  and  thoroughly  and  securely  fastened  in 
place,  and  a  perfectly  water-tight  joint  secured. 

All  valves  of  10  inch  diameter  and  upwards  to  be  provided 
with  indicator  as  shown  on  drawings. 

All  wrought  iron  bolts  and  nuts  to  be  made  from  the  best 
quality  of  American  refined  iron.  The  nuts  to  be  hexagonal 
and  the  heads  square.  Heads,  nuts  and  threads  to  be  standard 
size. 

Valve  stem  shall  be  made  of  phosphor  bronze,  quality  B ; 
or  Crescent  bronze,  quality  No.  2  ;  or  of  first  quality  of  **Stuck- 
stede*'  bronze,  and  shall  be  free  from  flaws  or  defects  of  any 
kind,  and  have  a  tensile  strength  of  not  less  than  30,000  pounds 
per  square  inch.  Screw  threads  on  the  stems  and  nuts  to  be 
cut  in  most  perfect  manner,  and  of  the  exact  pitch  shown  on  the 
drawings,  and  so  as  to  work  true  and  smooth,  and  in  perfect 
line  throughout  entire  lift  of  valve. 

There  shall  be  two  dowel  pins,  made  of  composition,  set 
in  the  flanges  connecting  the  dome  and  main  casting,  as  shown 
on  drawings,  for  the  purpose  oi  centering  and  bringing  into 
perfect  alignment  these  castings.  Holes  for  dowel  pins  to  be 
drilled  and  reamed  tapering,  and  pins  turned  to  perfect  fit. 
Pins  for  the  36  inch  and  30  inch  to  be  i  inch  in  diameter ;  for 
the  20  and  15  inch,  ^  inch  diameter;  for  the  12  and  10  inch, 
fi  inch  diameter;    and  for  the  8  and  6  inch,    ^  inch  diameter. 

Gearing  to  be  extra  strong,  and  of  the  form  and  dimen- 
sions shown.  Pinion  post  to  be  of  a  good  quality  of  steel; 
key  seats  shall  be  truly  cut,  and  keys  made  of  Steel,  and  of  the 
full  dimensions. 
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Cap  nuts  for  valve  wrench  to  be  of  the  following  outside 
dimensions:  for  all  6  to  15  inch  valves  (inclusive),  to  be  a 
inches  square;  for  the  20  inch,  to  be  2^  inches  square;  and  for 
the  30  and  36  inch,  to  be  3ji(  inches  square. 

All  iron  work,  after  being  thoroughly  cleaned,  to  be 
painted  with  three  good  coats  of  paraffine  varnish,  applied  hot. 
The  valves  shall  be  tested  by  hydraulic  pressure,  as  follows: 

First.  Heads  shall  be  secured  at  each  end  of  casting, 
the  valve  opened,  and  a  pressure  of  200  pounds  per  square 
inch  applied. 

Second,  Each  face  joint  of  valve  shall  be  tested  by  clos- 
ing the  valve,  leaving  one  end  of  the  casting  open,  and  apply- 
ing a  pressure  of  100  pounds  per  square  inch  to  the  other — this 
operation  to  be  reversed  to  test  the  other  face. 

Any  and  all  defects  developed  in  testing  shall  be  thor- 
oughly corrected  to  the  satisfaction  of  the  water  commissioner. 
After  testing  all  valves  to  be  thoroughly  drained. 

All  parts  of  valves  of  the  same  size  to  be  perfectly 
interchangeable. 

The  water  commissioner  may  take  at  random  any  wrought 
iron  bolt  or  nut,  and  have  it  broken  in  a  testing  machine.  If 
bolt  shall  not  fulfill  the  requirements  of  table  below,  the  whole 
lot  of  that  size  and  make  to  be  rejected : 


811B  OF  Bolt. 

TXNSILB   BrBAKINO 

RBDUCTioif  or  Arba  at 

Strbnotu. 

Brbakino  Point. 

5-8inelL 

9,000  lbs. 

20  per  eent. 

S-4    '' 

13,000    " 

20  per  cent 

7-8    " 

19,000   '< 

20  per  cent. 

1          " 

25,000   " 

20  per  cent. 

11-8    " 

31,000   " 

20  per  eent. 

11^    •' 

40.000   " 

20  per  eent. 

11-2    " 

68,000  " 

20  per  cent. 

The  Water  Commissioner  may  take  at  random  any  valve 
stem  with  nut,  either  finished  or  unfinished,  for  6,  8,  10  or  12 
inch  valves,  and  have  it  broken  in  a  testing  machine. 

If  any  stem  or  nut  shall  not  fulfill  the  requirements  of  the 
table  below,  the  whole  lot  of  that  make  and  size  to  be 
rejected. 


8ISB  OF  Valtb. 


6  inoh. 

8  " 
10  " 
12    «• 


Tbnsilb  Brbaking 

Strbngth  or  Stbm. 

(Including  Nut  and  ColUr.) 


84,000  lbs. 
84,000     " 
84.000    •* 
42,000    •^ 


Ductility  in 
8  Diameter. 


8  per  cent. 
8        " 
8        " 
8        •• 
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All  valve  stems  for  15  inch  and  larger  valves  to  be  cast 
with  a  coupon  on  one  end,  15  inches  long  hy  i}i  inches 
diameter.  Any  one  or  all  of  these  coupons  may  be  taken  by 
the  Water  Commissioner  and  broken  in  a  testing  machine.  H 
any  coupon  shall  show  a  breaking  strength  of  less  than  30,000 
lbs.  per  square  inch,  or  shall  have  a  ductility  of  less  than  8  per 
cent,  in  8  diameters,  the  stem  from  which  it  was  cut  shall  be 
rejected. 

For  all  materials  taken  by  the  Water  Commissioner  for 
testing  which  are  found  to  conform  to  the  above  requrements, 
there  shall  be  added  to  the  final  estimate : 

For  all  wrought  iron. 7  cents  per  pound. 

For  all  Phosphor  bronze 25  cents  per  ponnd. 

For  all  Cresoent  bronze 25  cents  per  pound. 

For  all  Staokstede  bronze 25  cents  per  ponnd. 

The  broken  material  to  belong  to  the  party  of  the  second  part. 
For  all  materials  taken  for  testing  which  do  not  come  up  to 
requirements  there  shall  be  no  allowance,  and  tiie  broken 
material  shall  be  returned  to  party  of  the  first  part.* 

The  whole  to  be  put  together  in  a  thorough  and  workman- 
like manner,  and  delivered,  packed,  ready  for  use.  The  wolf- 
ing parts  to  be  perfectly  fitted  together  and  working  true  in 
line.  The  joint  between  the  face  rings,  when  the  valve  is 
closed,  must  be  absolutely  water-tight.  The  whole  to  be  in 
material,  workmanship  and  finish,  to  the  satisfaction  and 
acceptance  of  the  water  commissioner.  M.  L.  H. 


LUMBER  OBADINO  AND  OLASSIFIOATION. 

145.  Rules  of  the  Southern  Lumber  Maaufao- 
turers'  Association.  The  rules  given  in  the  following 
articles  were  adopted  by  the  Southern  Lumber  Manufacturers' 
Association  at  Memphis,  Tennessee,  February  21,  1895.  They 
are  given  here  entire  to  assist  the  engineer  to  use  descriptive 
terms  in  the  same  sense  in  which  they  are  used  by  the  lumber 
manufacturers  and  dealers.  While  they  are  intended  to  apply 
only  to  southern  yellow  pine,  they  can  be  understood  to  apply 
in  a  general  way  to  all  merchantable  lumber.  Since  lumber  is 
always  sold  under  certain  grade  names,  and  since  in  die  large 

*  la  the  St.  Louis  tpecificaUont  the  contractor  Is  tke  pvty  of  tlio  int  port. 
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markets  the  lumber  is  officially  graded,  it  is  sufficient  for  the 
engineer  and  architect  to  use  these  technical  terms  in  bis  speci- 
fications, provided  he  knows  that  he  is  using  it  in  the  same 
sense  in  which  it  is  used  by  lumber  dealers  in  that  market.  If 
he  does  not  feel  safe  in  limiting  his  description  to  the  use  of 
such  technical  cisss  terms,  he  will  still  find  considerable  infor- 
mation in  the  following  official  rules,  which  will  enable  hina 
"better  to  describe  the  kind  of  lumber  wh'ch  he  wishes  to  have 
mpplied. 

14  .    General   Rules   for   Olasslfyltig    Lumber. 

The  following  general  rules  are  intended  to  serve  as  a  guide  to 
lumber  inspectors  in  enabling  them  to  classify  the  lumber  in 
^accordance  with  the  grades  named  below  in  subsequent 
«rticJca. 

I.  Yellow  pine  lumber  ahati  be  graded  and  classified 
according  to  the  following  rules  and  speciBcations  as  to  quality; 
and  dressed  slock  shall  conform  to  the  subjoined  table  of  stand- 
ard sizes,  except  where  otherwise  expressly  stipulated  between 
"buyer  and  seller. 

>.  '  Recognized  defects  in  yellow  pine  are  knots  (pin, 
Tonnd,  spike,  black,  encased,  loose  or  rotten),  knot  holes, 
nilits  (eitlier  from  seasoning,  ring-heart  or  rough  handling), 
wake,  wane,  crooks,  warp,  rotten  streaks,  dote,  rot,  worm 
holes,  pitch  pockets,  seasoning  or  kiln  checks,  blue  sap  and 
pitch  streaks. 

«tUT*ct  klaat  ibi  plue  af  u  uiniitl  ring,  oauillj  about  btll  wmj  between  the  pith 
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3.  Bright  sap  shall  not  be  considered  a  defect  in  any  ot 
the  grades  provided  for  and  described  in  these  rules.  The 
restriction  or  exclusion  of  bright  sap  constitutes  a  special  class 
of  material  which  can  be  secured  only  by  specific  contract. 

4.  Firm  red  heart  shall  not  be  considered  a  defect  in 
common  grades. 

5.  Defects  in  rough  stock,  caused  by  improper  manufac- 
ture or  drying,  will  reduce  grade,  unless  they  can  be  removed 
in  working  such  stock  to  standard  sizes. 

6.  Imperfect  manufacture  in  dressed  stock,  such  bm 
chipped,  grain  splintered  or  torn  places,  broken  knots  on  edg^ 
of  shiplap,  insufficient  tongue  on  flooring,  etc.,  shall  be  con- 
sidered defects,  and  reduce  grade  accordingly. 

7.  A  standard  knot  is  sound,  and  not  over  i}{  inches  in 
diameter.  A  pin  knot  is  sound,  and  not  over  half  an  inch  in 
diameter. 

8.  Any  piece  that  will  not  work  one  half  its  size  shall  be 
classed  as  a  dead  cull. 

9.  The  grade  of  all  regular  stock  shall  be  determined  by 
the  number  and  position  of  the  defects  visible  in  any  piece. 
The  enumerated  defects  admissible  in  any  g^ven  g^ade  are 
intended  to  be  descriptive  of  the  coarsest  pieces  such  grade  may 
contain.  The  average  quality  of  the  grade  should  be  midway 
between  such  pieces  and  the  defects  allowed  in  the  next  higher 
grade. 

10.  Lumber  or  timber  sawed  for  specific  purposes,  such 
as  wagon  tongues,  bridge  timbers,  car  sills,  etc.,  must  be 
inspected  with  a  view  to  the  adaptability  of  the  piece  for  the 
use  intended. 

11.  In  finishing,  flooring,  etc.,  the  enumerated  defects 
admissible  in  a  given  g^ade  apply  only  to  the  face  side  of  the 
piece,  but  reverse  face  should  not  admit  defects  that  would 
render  the  piece  unsuitable  for  the  purpose  intended. 

1 2.  Standard  lengths  are  multiples  of  2  feet  from  10  to  20 
feet,  inclusive,  for  boards  and  strips,  and  from  10  to  24  feet, 
inclusive,  for  dimension,  joists  and  timbers.  Longer  or  shorter 
lengths  than  those  herein  specified  are  special.  Odd  lengths, 
if  below  24  feet,  shall  be  counted  as  of  the  next  higher  even 
length. 

13.  On  stock  width  shipments  of  S-inch  and  under  no 
board  shall  be  admissible  that  is  more  than  }{  inch  scant ;  on 
ID-inch  not  more  than  ^  inch,  and  on  12-inch  not  more  than 
yi  inch  scant  of  specified  width. 

14.  Yellow  pine  of  better  grade  than  No.  i  common  np 
to  4  inches  in  width  is  classified  according  to  grain  as  edge 
grain  and  flat  gprain.  Edg^  grain  yellow  pine  has  been  vari- 
ously designated  as  rift-sawn,  straight  grain,  vertical  grain  and 
qoarter-aawed.   aU    bein£r    commercially    synonymooa    terms. 
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Eilge  grain  stock  is  specially  desirable  for  flo< 

mto  piece  in   which  the   angle   of  the  grain    exceeils    f<>ri\'live 

degreei  from  vertical,  thus  excluding  all  pieces  that  will  sliver 

or  ehell  from  wear.     Such  stock  »  will  not  meet  these  require- 

■aaenls  i>  known  as  flat  grain. 

15.  All  dressed  and  matched  stock  ihall  be  fne;isure<] 
SKnd  sold  "strip  count,"  i.  «.,  full  size  of  rough  strip  from 
-^vhich  such  slock  is  made — 3,  4,  5  and  6  inches  wide. 

16.  The  foregoing  general  observations  shall  applv  to  and 
^.uvern  the  following  detailed  descriptive  enumeiutii'H  of 
■-^cognized  grades. 

147.  Rules  for  Grading  Finishing  Lumber.  The 
following  rules  for  grading  upply  to  all  kinds  of  finishing  stock, 
^'vbetbcT  for  interior  or  out-door  work.  In  these  ^u1e^  vuch 
Expressions  as  "S.  1  S."or  "S.  zS."  mean  "surfaced  one  side," 
Or  "surfaced  two  sides,"  respectively.  Also  "S.  i  S.  i  E."  will 
l>e  understood  to  mean  "surfaced  one  side  and  one  edge."  By 
Stirfxcing  is  meant  planing  or  running  it  through  a  planing 
Knachine.  It  may  still  require  band  dressing  for  the  best  work, 
^^carly  all  saw  mills  now  dry  their  lumber  and  run  it  dirougb 
ft^e  planer,  in  order  to  save  the  extra  freight  on  the  rough 
*i)cl  green  lumber. 

(Grades:  First  and  second  clear;  third  clear;  bam  and 
roofing  stocks). 

17.  J^irtt  and  Second   Clear  I^inisA,  i  inch.  S. 


I  or  3 

le  face 

nt  of  II  or 

idard  knot, 


S.,  up  to  and  including  10  inches  wide,  must 
dear  from  all  defects;  33^  per  cent,  of  anyshipi 
«4  inches  wide  will  admit  two  pin  knots  or  one  si 
Alight  pitch  streak,  or  small  pitch  pocket,  or  sap  stain  not  over 
xyi  inches  wide  running  across  the  face,  or  small  kiln  or 
•cMOcing  checks,  but  no  two  of  these  defects  shall  appear  in  a 
Kingle  piece  ;  16  inches  wide  will  admit  of  two  defects  allowed  tn 
l3-inchor  their  equiviilcnt.  Wider  than  16-incb  will  admit 
proportionately  more  defects.  Pieces  otherwise  admissible  in 
\vbich  the  point  of  the  grain  has  been  loosened  or  slivered  in 
dressing  on  the  face  side  should  he  put  in  lower  grade.  Defec- 
tive dressing  or  reverse  face  of  finishing  is  admissible.  In  case 
both  f;ices  are  desired  clear  special  contract  must  be  made. 

18.  Third  Clear  Finish,  i  inch,  S.  i  S.  or  a  S..  up  to 
•nd  including  10  inches  in  width,  may  have  not  more  than  two, 
of  the  following  defects  on  best  or  face  side:  Three  pin  knots 
one  standard  knot ;  three  sap  stains  1  inches  wide  running  across 
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the  face  or  their  equivalent;  two  pitch  pockets;  alight  pitch 
atreaks,  kiln  or  seasoning  checks ;  torn  places,  and  wane  which 
does  not  enter  more  than  i  inch,  nor  extend  more  than  2  feet; 
la-inch  will  admit  three  of  the  above  defects,  or  their  equiva^ 
lent.     This  grade  is  suitable  for  paint  finish. 

19.  ij^y  i}i  and  2  inch,  S.  i  or  a  S.,  shall  take  i  inch 
inspection,  and  unless  otherwise  agreed  between  buyer  and 
seller,  shall  be  subject  to  inspection  on  face  or  best  side  only. 

20.  Bam  and  novelty  siding,  shiplap  and  grooved  roofing 
shall  be  8,  10  and  12  inches  wide,  and  consist  of  boards  falling 
below  third  clear  which  are  sound  and  water-tight,  free  from 
coarse  knots  and  wane  over  i  inch  wide  extending  more  than  3 
feet  in  any  piece.  Pitch,  except  in  narrow  streaks,  should  be 
excluded. , 

21.  Edge*Grain  Flooring.  (Grades:  First  clear,  second 
clear).  First  clear  edge-grain  flooring  must  be  well  manufac- 
tured, and  free  from  all  defects  on  face  side  of  strip. 

22.  Second  clear  edge-grain  flooring  will  admit  of  diree 
pin  knots  or  one  standard  knot,  or  small  pitch  pocket,  or  blue 
sap  stain  not  to  exceed  10  per  cent,  of  the  face. 

23.  Flat-Grain  Flooring.  (Grades:  A  flat,  B  flat). 
A  flat  flooring  may  contain  two  pin  knots  or  one  small 
pitch  pocket,  but  shall  be  free  from  other  defects,  and  must 
be  well  manufactured.  Pieces  in  which  the  point  of  the 
grain  has  been  loosened  in  dressing  should  be  put  in  lower 
grade. 

24.  B  flat  flooring  may  have  any  two  of  the  following 
defects:  Three  pin  knots  or  one  standard  knot,  slight  sap  stains, 
small  pitch  pockets,  slight  torn  places  and  defects  in  manufac- 
ture, narrow  pitch  streaks  and  seasoning  checks.  When  all 
other  defects  are  absent,  blue  sap  stain  in  any  quantity  shall  be 
admitted. 

25.  Common  Flooring.  (Grades:  No.  i  common.  No. 
2  common).  No.  i  common  flooring  must  be  manufactured 
from  sound  stock.  In  addition  to  the  defects  described  in  B 
flat,  also  admits  of  sound  knots,  blue  sap  and  firm  red  heart  in 
any  quantity,  pitch  and  slight  shake,  but  must  lay  without 
waste.     No  division  as  to  grain  is  made  in  this  grade. 

26.  No.  2  common  flooring  includes  all  pieces  that  will 
not  grade  No.  i  common  which  can  be  laid  without  waating 
more  than  one  fourth  the  length  of  any  piece.  This  grade  vriU 
admit  imperfections  which  do  not  render  the  piece  unfit  for  use 
in  cheap  floors  and  roof  sheathing. 

27.  Center-matched  flooring  shall  be  required  to  come  up 
to  grade  on  one  face  only. 

28.  Ceiling.  (Grades:  A,  B,  C).  A  ceUmg  shall  be 
free  from  all  defects  on  face  side  and  well  manufactured* 


■><»1     "pacified  Jlf  «"*«,  bul  »    ■  ^  ""I*  C)      p    .. 
•*>>s-^  .  ""'sh,    .nH  '*  suitable  fn,  "* 
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Lumber.  ™««  Oonua„„  Soarda  and 
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holes  and  straight  splits  one  fourth  of  the  length  of  the  piece 
are  admissible. 

PBNCINO   8.   I  8. 

38.  No.  I  common  fencing  must  be  manufactured  from 
sound  stock.  May  contain  sound  knots  equal  in  diameter  to 
not  over  one  third  the  width  of  piece  at  any  given  point 
throughout  its  length,  but  must  be  free  from  spike  knots  the 
length  of  which  is  over  one  half  the  width  of  piece.  Also,  free 
from  wane  over  one  half  inch  deep  on  edge  and  one  half  the 
length  of  any  piece  measured  on  one  side.  This  grade  must 
work  its  full  leng^  without  waste. 

39.  No.  a  comudon  fencing  shall  admit  of  pieces  that  fall 
below  No.-  I  common  which  are  free  from  through  rotten 
streaks. 

40.  Miscut  I  inch  stock  in  boards  and  fencing  which  does 
not  fall  below  J^  inch  thick  shall  be  admitted  in  No.  a  com* 
mon,  provided  that  the  grade  of  such  thin  stock  is  in  all  other 
respects  as  good  as  No.  i  common. 

DIMENSION   S.     I    8.    I  B. 

41.  No.  I  Common  Dimension  shall  be  manufactured 
from  sound  stock,  and  be  free  from  loose  and  unsound  knots, 
and  large  knots  so  located  as  to  materially  impair  the  strength 
of  the  piece ;  will  admit  of  seasoning  checks  and  heart  ahakes 
that  do  not  go  through,  of  slight  wane  and  such  other  defects 
as  do  not  prevent  its  use  as  substantial  structural  material. 

4a.  No,  2  Common  Dimension  admits  all  pieces  falling 
below  No.  I  common  which  are  free  from  through  rotten 
streaks,  and  sound  enough  to  be  used  without  waste. 

43.  Miscut  a  inch  stock  which  does  not  fall  below  ijj 
inch  shall  be  admitted  in  No.  a  common,  provided  that  the 
grade  of  such  thin  stock  is  in  all  other  respects  as  good  as  No. 
I  common. 

44.  In  boards,  fencing  and  dimension,  stock  falling  below 
No.  a  g^ade  and  excluding  dead  culls  shall  be  classed  as  No.  3. 

45.  Dressed  timbers  shall  conform  in  grade  to  the  speci- 
fications applying  to  rough  timbers  of  similar  size. 

ROUGH   YBLLOW  PINB — ^FLOORING   STRIPS    AND   FINISHING. 

46.  Flooring  strips  are  3  inches,  4  inches,  5  inches. and 
6  inches  wide  when  green ;  square-edged  and  evenly  maniH 
factured. 

47*  Finish  must  be  evenly  manufactured,  and  shall 
embrace  all  sizes  from  i  inch  to  a  inches  thick  by  six  inches 
and  over  in  width. 

48.  No  finishing  lumber,  unless  otherwise  ordered,  abooM 
measure  when  diy  and  rough  less  than  ^  inch  scant  in  diick- 
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oesB,  No  piece  in  any  shipment  of  boards  and  strips  shall  be 
iQoro  than  ^  inch  scant  on  6  and  8  inch  stock,  ^  inch  scant 
00  xo  and  yi  inches  scant  on  12  inch  and  wider  stock. 

^9.  Wane  and  seasoning  checks  that  will  dress  out  in 
working  to  standard  thicknesses  and  widths  are  admissible. 

50.  Subject  to  the  foregoing  provisions  rough  finishing 
shall  be  graded  according  to  the  specifications  applying  to  dress 
finisbing.  When  like  grade  of  both  faces  is  required  special 
conCxract  should  be  made. 

COBfMON   BOARDS,    FENCING    AND    DIMENSION. 

51.     Rough    Common    Boards   and    Fencing    must    be 
jr  manufactured,  and  should  not  be  less  than  ^  inch  thick 
Mrhev^  dry,  nor  more  than  %  inch  scant  of  specified  width. 

5a.  Rough  2  inch  Common  shall  be  evenly  manufactured 
Md  not  less  than  I  ^  inches  thick  when  green,  or  i^  inches 
thiclc  when  dry.  The  several  widths  must  not  be  less  than  ^ 
indi  over  the  standard  dressing  width  for  such  stock. 

53.  The  defects  admissible  in  rough  rock  shall  be  the 
•am«  as  those  applying  to  dressed  stock  of  like  kind  and  grade, 
btit  such  further  defects  as  would  disappear  in  dressing  to 
(taa<iard  size  of  such  material  shall  be  allowed. 

54.  Rough  timbers  6\6  and  larger  shall  not  be  more  than 
H  inch  scant  when  green  and  be  evenly  manufactured  from 
*^tiiic]  stock  with  not  less  than  three  square  edges,  and  must  be 
"^^  £rom  knots  that  will  materially  weaken  the  piece. 

55.  Timbers  10x10  in  size  may  have  a  2  inch  wane  on 
9*^^  comer,  or  its  equivalent  on  two  or  more  corners,  one  fourth 
^^  length  of  the  piece.     Other  sizes  may  have  proportionate 

1. 

6.     Seasoning  checks,  and  shakes  extending  not  over  one 
the  length  of  the  piece,  are  admissible. 


«»Rh5l 


149.    Standard    Dimensions    of  the    Southern 
^^^^^ber  Manufacturers'  Association.* 

2«       J^looring.     The   standard   of    1x4   and   6   inch   shall    be 
»«^33^  and   5Jf  inches;  1%    inch   flooring,    1^  inches. 
.        ^Ceiling.     ^    inch  ceiling,    ^    inch;     }i    inch    ceiling, 
^      inch;  ^  inch  ceiling,  ^  inch;  ^  inch  ceiling,    \\  inch; 


width  as  flooring.  . 
^         J^inishing.     1   inch,  S  i  S  or  S  2  S,  to  ^;   1^    inch, 
1  ^     S  or  S  a  S,  to   i^  inch;   ij4  inch,  S  i  S  or  S  a  S,  to 
*^  a   inches;  a  inch,  S  1  S  or  S  2  S,  to  1^  inches. 

'Boards  and  Fencing,    i  inch,  S  i  S  or  S  2  S,  to  13-16. 

particular  dlmeniloat  can  not  be  aMumed  to  hold  for  all  parta  of  the 


16 


224  ENGINEEBINQ  8PEOIFIOATION8. 

Dimension.  2Xii,  S  i  S  i  £,  to  ifix3fi  inches;  2x6y 
S  I  S  I  £,  to  ifix5^  inches;  2x8,  S  i  S  1  £,  i^xj}i  inches; 
2ZIO,  S  I  S  I  E,  to  i^xgyi  inches;  2x12,  S  i  S  i  B,  to 
ifixii^  inches;  4x4,  ^  inch  off  side  and  edge;  4x4,  S  4  Sy 
}j^  inch  off  each  side. 

149a.  Rules  Governing  the  Inspection  and 
Measurement  of  Lumber  in  the  St.  Louis  Market. 

Rule  i.  Standard  grades  of  lumber  shall  be  firsts  and 
seconds,  common,  and  cull.  In  the  grade  of  firsts  and  seconds 
the  purchaser  is  entitled  to  a  fair  proportion  of  clear  lumber, 
which  must  not  be  less  than  33^  per  cent.  First  and  clear  are 
interchangeable  terms  meaning  that  the  lumber  must  be  6 
inches  wide  and  over,  except  poplar,  yellow  pine  and  cypress, 
which  must  be  8  inches  wide  and  over,  and  free  from  all  defects. 

Rule  2.  Standard  lengths  shall  be  10,  12,  14,  and  16 
feet.  The  first  and  second  grade  will  admit  nothing  under  10 
feet  and  not  to  exceed  10  per  cent  of  10  feet  in  any  lot;  f.  e., 
ID  per  cent  of  all  lo-foot  lumber  in  any  lot  may  be  graded  as 
firsts  and  seconds.  In  black  walnut,  cherry,  and  hickory  an  ex- 
ception is  made,  and  the  total  amount  of  lo-foot  lumber  may 
be  graded  as  firsts  and  seconds.  An  exception  is  also  made  in 
ash,  in  which  18  feet  or  longer,  and  in  quarter-sawed  lumber 
ID  per  cent  of  the  entire  lot  may  be  graded  as  firsts  and  sec- 
onds. Shorter  and  longer  than  standard  lengths  in  all  varieties 
of  hardwood  lumber  are  to  be  reduced  in  grade  unless  other- 
wise agreed  between  buyer  and  seller,  in  which  case  it  shall  be 
so  stated  in  the  certificate  of  inspection. 

Rule  3.  Standard  thicknesses  shall  be  i,  i^^,  1^,2, 
zjij  3,  3}^  and  4  inches,  except  poplar,  which  will  allow  yi^ 
^  and  ^  inches  in  car  lots. 

Rule  4.  Standard  knots  shall  not  exceed  i}^  inches  in 
diameter  and  must  be  of  sound  character. 

Rule  5.  Lumber  must  be  sawed  into  plump  and  even 
thicknesses.  Scant-sawed  lumber  must  be  reduced  to  the  next 
standard  thickness,  and  in  case  of  i-inch  lumber  to  one  grade 
lower.  All  badly  sawn,  miscut,  and  uneven  lumber  shall  be 
classed  as  cull,  except  when  such  will  dress  to  its  full  length 
and  width  in  the  next  standard  thickness,  in  which  case  the 
piece  shall  not  be  reduced  in  grade. 
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Rule  6.  Splits  are  always  more  or  less  damage  to  a  piece 
of  lumber.  An  allowance  must  be  made  in  determining  the 
quality  or  quantity,  according  to  the  nature  of  the  split.  A 
straight  split  extending  not  to  exceed  the  width  of  the  board  in 
length  shall  be  admitted  into  the  grade  of  firsts  and  seconds. 

Rule  7.  A  cull  which  will  not  work  one  half  its  size 
without  waste  is  a  mill  cull  of  no  recognized  value. 

RuLB  8.  Lumber  sawed  for  specific  purposes,  such  m 
axles,  bolsters,  tongues,  reaches,  newels,  balusters,  squares, 
etc.,  must  be  inspected  with  a  view  to  the  adaptability  of  the 
piece  for  the  intended  use,  as  in  many  cases  it  can  not  be  used 
for  other  purposes. 

RuLB  9.  Merchantable  lumber  is  lumber  measured  for 
what  it  will  work. 

RuLB  10.  Log  run  is  the  entire  cut  of  the  log,  mill  culls 
out. 

RuLB  II.  It  is  important  that  all  lumber  shall  be  parallel 
in  width,  square-edged,  and  with  square  ends. 

Tapering  lumber  shall  be  measured  one  third  the  length 
from  the  small  end. 

RuLB  12.  Ordinary  season  checks  are  not  considered  de- 
fects. Black  stain,  heart  shakes,  rots,  wormholes,  and  dote  are 
considered  serious  defects,  reducing  to  a  grade  lower  than  firsts 
and  seconds. 

RuLB  13.  The  inspection  grades  of  wagon  stock,  newels, 
balusters,  and  table-legs  shall  be  good  and  cull. 

Rule  14.  Newels  from  all  kinds  of  timber  must  be  clear 
and  free  from  heart,  to  square  5,  6,  7,  8,  9,  and  10  inches 
plamp.     The  lengths  must  be  4  feet  full,  or  multiples  thereof. 

Rule  15.  Balusters  and  table-legs  shall  be  clear  and 
square   2x2,  2)^x2}^,  3x3,  and  4x4,    30   and  32  inches  long. 

Rule  16.  Bolsters  must  be  4  feet  and  4  feet  6  inches  in 
length,  and  the  size  must  be  3x4,  3j^x4J^,  4x5,  45^x55^,  and 
5x6. 

Rule  17.  Reaches  must  be  2x4,  8,  9,  and  10  feet,  or 
3ji^x4}^,  12,  and  16  feet  long. 

Rule  18.  Hickory  axles  shall  be  6  feet  for  3x4,  i^i^nj^j 
3^x4}^,  and  4x5  inches,  and  6}4  feet  long,  for  5x6  and  5x7. 

RuLB  19.  Wagon  tongues  must  be  straight  and  2x4  at  the 
small  end,  and  3x4,  3>^x4,  or  4x4  at  butt  end,  12  feet  long. 
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POPLAR. 

The  inspection  grades  shall  consist  of  firsts  and  seconds^ 
common^  and  culL 

Firsts  and  Seconds  shall  be  8  wide  inches  and  over;  at  8 
inches  will  admit  of  i  inch  of  bright  sap,  but  no  other  defects ; 
at  lo  to  12  inches  will  admit  of  3  inches  of  bright  sap,  or  two 
standard  knots;  at  12  to  15  inches  will  admit  of  4  inches  of 
bright  sap  and  two  standard  knots,  or  three  standard  knots  if 
there  is  no  sap. 

Boards  and  plank  free  from  other  defects  may  be  one  half 
bright  sap  if  over  12  inches  wide. 

Common  shall  include  any  width  not  less  than  6  inches, 
and  will  allow  of  bright  or  discolored  sap  and  knots  beyond 
those  described  in  firsts  and  seconds.  Two  unsound  standard 
knots  will  be  allowed  in  this  grade  if  over  12  inches  wide,  and 
splits  shall  not  be  considered  a  defect.  Otherwise  the  lumber 
must  be  sound. 

Culls  shall  comprise  all  widths  and  sizes  having  more  de- 
fects than  described  in  common,  whether  in  the  number  or  in 
the  character  of  the  knots,  badly  checked,  and  generally  such 
lumber  as  is  unfit  for  ordinary  purposes. 

Box  boards  shall  be  12,  14  and  16  feet  long,  from  13  to  17 
inches  wide,  free  from  all  defects  except  bright  sap. 

Poplar  strips  shall  be  full  6  inches  wide,  i ,  i  J^ ,  and  i  yi 
inches  thick,  12,  14,  and  16  feet  long.  Clear  shall  be  free  from 
all  defects.  Second  clear  may  be  one  half  bright  sap  on  one 
side  and  have  one  sound  knot  not  over  ^  of  an  inch  in  diame- 
ter. Common  shall  embrace  all  sound  strips  with  more  defects 
than  second  clear.  Cull  shall  contain  all  unsound  strips  that 
will  work  one  half  its  contents,  and  all  tapering  strips. 

Poplar  squares  shall  be  graded  No.  i,  No.  2,  and  culls. 

No.  I.  Lengths  may  be  8,  9,  10,  12,  14,  16,  and  18  feet* 
4x4  will  admit  one  half  inch  bright  sap,  or  two  standard  knots. 
5x5,  6x6^  and  7x7  will  admit  one  third  bright  sap  or  two  stand- 
ard knots.  8x8,  10x10,  and  12x12  will  admit  one  half  bright 
sap  and  three  statidard  knots. 

No.  2  will  admit  colored  sap  knots  of  a  sound  character, 
wane,  ordinary  season  checks,  and  splits  not  to  exceed  la 
inches  in  length. 

Cull  shall  comprise  all  squares  below  the  grade  of  No.  a* 
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ASH. 

I^trsts  and  Seconds  must  be  6  inches  wide  and  over.  At  8 
inches  one  and  at  lO  inches  two  standard  knots,  or  their  equiv- 
alent in  other  defects  may  be  allowed.  An  allowance  for  more 
defects  of  this  character  may  be  made  in  proportion  to  increased 
width.    Eighteen  feet  or  longer  must  be  5  inches  or  over  wide. 

Common  shall  include  5  inches  and  over  wide.  At  6 
inches  one,  and  at  8  inches  two  standard  knots,  or  their  equiv- 
alent in  other  defects,  may  be  allowed.  An  allowance  for  more 
defects  of  this  character  may  be  made  in  proportion  to  increased 
width. 

Cull  shall  comprise  all  widths  and  sizes  below  the  descrip- 
tion of  common. 

OAK. 

F'irsts  and  Seconds  must  be  6  inches  wide  and  over.  At  8 
inches  one,  and  at  10  inches  two  standard  knots,  or  their  equiv- 
alent in  other  defects,  may  be  allowed.  An  allowance  for  more 
defects  of  this  character  may  be  made  in  proportion  to  increased 
width. 

Common  shall  include  5  inches  and  over  wide.  At  6 
inches  one,  and  at  8  inches  two  standard  knots,  or  their  equiv- 
alent in  other  defects,  may  be  allowed.  An  allowance  for  more 
defects  of  this  character  may  be  made  in  proportion  to  increased 
width. 

Dimensions  may  contain  sound  hearts  if  well  boxed.  Heart 
shakes,  rot,  and  dote  are  not  admissible. 

Cull  shall  comprise  all  widths  and  sizes  below  the  descrip- 
tion of  common. 

YELLOW    PINB. 

Finishing  i  to  2  inches. 

The  inspection  grades  shall  consist  of  firsts  and  seconds 
common  and  cully  and  shall  be  inspected  on  best  face. 

Firsts  and  Seconds  must  be  8  inches  wide  and  over ;  up  to 
and  including  10  inches  wide  will  admit  two  sound  knots  not 
over  ^  of  an  inch  in  diameter;  at  12  inches  will  admit  three 
sound  knots  not  over  ^  of  an  inch  in  diameter,  or  one  standard 
knot.  An  allowance  for  more  defects  of  this  character  may  be 
made  for  increased  widths.  Bright  sap  is  not  considered  a 
defect* 
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Common  shall  include  all  lumber  not  up  to  the  g^ade  of 
firsts  and  seconds,  but  free  from  shakes,  large  knots  or  unsound 
lumber. 

Culls  shall  comprise  all  lumber  below  the  description  of 
common. 

Strips  shall  be  4  inches  and  6  inches  wide. 

Firsts  and  Seconds  must  be  free  from  all  defects  on  one 
side.     Bright  sap  Is  no  defect. 

Common  may  have  three  small  knots  not  more  than  f^  of 
an  inch  in  diameter,  or  one  standard  knot,  blued  sap  or  small 
wane  on  one  ^^^^  which  will  not  injure  it  for  working  to  its 
full  size. 

Culls  shall  comprise  all  lumber  below  the  description  of 
common. 

QUARTER-5AWKD     HARDWOOD    LUMBER OAK,  SYCAMORE,  ETC. 

Firsts  and  Seconds  must  be  6  inches  wide  and  over.     At 

7  inches  one,  and  at  9  mches  or  wider  two  standard   knots  will 
be  allowed. 

Common  shall  be  3  inches  and  over  wide.  At  6  inches 
one,  and  at  8  inches  two  standard  knots,  or  their  equivalent  in 
other  defects,  will  be  allowed.  An  allowance  for  more  defects 
of  this  character  may  be  made  in  proportion  to  increased  width. 

Culls  shall  comprise  all  lumber  below  the  description  of 
common. 

QUARTER-SAWKD  OAK  STRIPS. 

Quarter-sawed  oak  strips  shall  be  3,  4,  and  5  inches  wide, 
and  the  inspection  grades  shall  hejirsts  and  seconds  and    culL 

Firsts  and  Seconds  shall  have  one  face  clear  of  all  defects. 
Cull  shall  include  all  lumber  not  up  to  the  grades  of  firsts  and 
seconds. 

BLACK  WALNUT,  CHERRY,  BUTTERNUT  AND  CHESTNUT. 

Firsts  and  Seconds  must  be  6  inches  and  over  wide.     At 

8  inches  one  inch  of  sap  or  one  standard  knot,  and  at  10  inches 
two  inches  of  sap  or  two  standard  knots  may  be  allowed.  An 
allowance  for  more  defects  of  this  character  may  be  made  in 
proportion  to  increased  width. 

Common  shall  be  5  inches  and  over  wide  and  shall  include 
all  lumber  not  up  to  the  grades  of  firsts  and  seconds,  but  avail* 
able  fully  ^  its  size  without  waste,  free  from  hearts  and  un«- 
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sound  lumber.     Heart  shakes,  rot,  dote,  or  worm-holes  are  not 
AcimiJssible. 

Culls  shall  comprise  all  lumber  below  the  description  of 
common. 

NoTB.— Gum  tpois  are  cootidered  a  terious  defect,  and  when  their  damage  ex. 
ceed.^  one-sixth  of  the  tixe  of  the  piece,  thall  reduce  the  grade  to  common.  When  thdr 
da.iEB^Ljfe  exceeds  one-third  the  size  of  the  piece,  it  shall  be  reduced  to  cull. 

CYPRESS. 

Firsts  and  Seconds  must  be  S  inches  and  over  wide,  and 
cle'SK.Tup  to  lo  inche:^;  at  lo  to  12  inches  may  have  two  stand- 
ai'd  knots  and  3  inches  of  brig^ht  sap.  An  allowance  for  more 
d^^^cts  of  this  character  may  be  made  in  proportion  to  increased 
vvici-th.  Free  from  other  defects  maybe  one  half  bright  sap. 
1—cara.gths  of  18  feet  and  over  are  allowed  in  this  grade. 

Common  will  contain  all  lumber  under  second  class,  and 
1      ^baky  lumber  that  is  available  three-fourths. 

Culls  shall  comprise  all   lumber  below  the  description  of 

mon. 

GUM. 

Firsts  and  Seconds  must  be  6  inches  wide  and  over.     At 

kcbes  may  have  one  standard   knot,  and    at   10  inches  two 

^^^  ^'idard  knots;  10  to  12  inches  may  have  three  standard  knots. 

allowance  may  be  made  for  more  defects  of  this  character 

Toportion  to  increased  width.  Sap  not  admitted  in  this  gp'ade. 

^  Common  shall  include  all  lumber   available  for   use  full 

^'"^c-fourths  its  size  without  waste,  free  from   hearts  and   un- 

Yid  lumber.  Bright  or  slightly  discolored  sap  may  be  included 

lis  grade. 

Culls  shall  comprise  all  widths  and  sizes  below  the  descrip- 
*^  *>  of  common. 

BIRCH. 

Firsts  and  Seconds  must  be  6  inches  wide  and  over.     At  8 

^^^^Vics  one,  and  at  10  inches  two  standard  knots,  or  their  equiv- 

^*^rit  in  other  defects,  may  be  allowed.     An  allowance  for  other 

^^f  ects  of  this  character  may  be  made  in  proportion  to  increased 

^^dths.     Seventy-five  per  cent  of  the  face  must  be  red. 

Common  shall  be  sound  5  inches  and  over  in  width,  and 
*^ay  have  defects  not  injuring  it  for  ordinary  use  without  waste. 
^t  6  inches  one,  and  at  8  inches  two  standard  knots,  or  their 
^<^uivalent  in  other  defects,  may  be  allowed.  An  allowance 
^f>r  more  defects  of  this  character  may  be  made  in  proportion 
^^  increased  width. 

Culls  shall  comprise  all  widths  and  sizes  below  the  descrip- 
tion of  common. 

HICKORY,  PBCAN,  HARD    AND  SOFT    MAPLB,    ELM,  BEECH 

AND     SYCAMORE. 

To  these  the  standard  rules  governing  Ash  are  applicable. 


m. 
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RULE  FOR  MEASURING  LOGS. 

All  logs  measured  by  the  authority  of  this  Exchange  shall 
be  measured  by  Scribner-Doyle's  Rule,  as  published  in  Scrib- 
net's  Lumber  and  Log  Book. 

160.    Specification    for    Thoroughly    Seasoned 

Lumber.  There  is  no  difference  between  * 'seasoned**  lum- 
ber and  "dried"  lumber.  "Thoroughly  seasoned"  or  **thor- 
oughly  dried"  lumber  is  lumber  which  has  been  dried,  either  in 
the  open  air  or  in  a  dry  kiln,  until  it  has  reached  that  state  of 
dryness  which  is  relatively  permanent.  It  then  contains  water 
equal  to  about  ten  per  cent,  of  its  weight.  This  is  ^hat  might 
be  called  the  atmospheric  moisture.  This  will  remain  in  the 
wood  unless  driven  off  by  evaporation  at  a  temperature  of  2^ia 
degrees  Fahrenheit  or  more.  The  word  "thoroughly"  when 
used  in  this  connection,  means  "uniformly"  as  well  as  "effect- 
ually." That  is,  "thoroughly  dried"  lumber  is  dried  uniformly 
throughout  its  entire  cross-section  and  throughout  its  entiie 
length. 

To  determine  the  percentage  of  moisture  of  lumber  it  is 
only  necessary  to  cut  a  section  from  a  board  or  stick  and  weigh 
it ;  then  dry  in  an  ordinary  stove  oven  with  a  slow  fire  for  an 
hour  or  two  and  then  weigh  again ;  the  difference  in  weight 
divided  by  the  dry  weight  is  the  percentage  of  moisture.  As 
determined  by  this  test,  "thoroughly  dry  lumber"  should  not 
contain  more  than  ten  or  twelve  per  cent,  of  water,  and  the 
interior  should  be  as  dry  as  the  exterior. 

The  necessity  for  using  thoroughly  dried  lumber  where 
shrinkage  is  to  be  avoided,  arises  from  the  fact  that  Maw  about 
JO  per  cent,  moisture  lumber  shrinks  nearly  as  muck  as  it 
dries.  That  is  to  say,  when  lumber  dries  down  from  30  per 
cent,  moisture  to  10  per  cent  moisture  it  dries  out^  or  loses 
in  weight,  20  per  cent,  of  its  dry  weight.  It  also  loses  about  so 
per  cent,  of  its  dry  volume,  or  say  15  per  cent,  of  its  volume  at 
30  per  cent,  moisture.  The  shrinkage  lengthwise  is  very  slight, 
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e  it  has  lost  about  15  per  cent,  of  its  cross-section,  or  say 

JT  seven  per  cent,  of  each  of  its  lateral  dimensions.  That 
is  ^o  say  a  board  one  foot  wide  at  30  per  cent,  moisture  is  only 
aboia.-^  11^  inches  wide  at  10  per  cent,  moisture;  or  a  floor- 
ing^ lx>ard  4  inches  wide  at  20  per  cent,  moisture  is  only  about 
3  9^  mnches  wide  at  10  per  cent,  moisture/  On  account  of  the 
large  radial  fibres  (medullary  rays)  in  oak  wood,  this 
of  lumber  shrinks  mostly  in  a  circumferential  direction, 

all  timber  shrinks  more  circumferentially  than  radially 
siK^^:^  all  woods  have  these  medullary  ra3rs  to  a  greater  or  less 
^^^tL^r^t.  It  is  for  this  reason  that  **quartcr  sawed"  (radial 
^^'^^^^cJ)  lumber  is  more  satisfactory  than  "flat  sawed"  for  all 
^^v^ds  of  furniture  and  house  trimmings.  For  flooring  quarter 
^^'^'v-^cJ,  or  **rift  sawed"  boards,  presenting  an  *'edge-grain" 
^^x^&ce,  is  far  preferable  to  "flat-grain"  because  it  wears  evenly 
^nd   does  not  sliver  on  the  surface. 

The  specification  may  read  as  follows: 

^11  the  lumber  delivered  under  this  contract,  to  be  used 
™^     purposes  of  ,  shall   be  thoroughly  seasoned  or 

^ried^  either  in  the  open  air  or  in  a  kiln  or  both.  By  "thor- 
^^Srbly  seasoned"  as  here  used  is  meant  a  seasoning  or  drying 
^i^UEormly  throughout  the  entire  sections  of  the  various  sizes 
^^^iv-^red,  and  the  average  percentage  of  moisture  contained  in 
^^  lumber  when  delivered  shall  not  be  more  than  ten  per  cent. 
^^  ^^M  weighty  as  determined  by  actual  experiment. 


X51.    Speciflcation  for  Oast  Iron.*  There  is  prob- 

*     y      no   material  in  engineering  structures  which  can  more 

P'^^^^ably  be  governed  by  specifications  involving  tests  than 

^^^^   i]:on.     Since  cast  iron  usually  breaks  under  some  kind  of 

•  ^^^^  or  blow,  it  is  more  necesskry  to  test  tlie  iron  for  resilience 

^^  for  strength.     The  most  convenient  test  for  resilience  is 

^*«  tlM  •mhoi's  MmUrimts  0f  C^mstrmetion  ior  a  full  description  ot  methodt  mt 
^^J'^^ctnre.  mtihodt  of  testing,  and  physical  properties  of  all  the  metals  commonly 
•••*  *ft  engineering  works. 
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the  cross-bending  test,  in  which  deflection  is  measured.  The 
half  product  of  the  deflection  multiplied  by  the  breaking  load 
is  the  mathematical  measure  of  the  resilience  in  inch  pounds. 
This  can  be  reduced  to  an  absolute  unit  by  dividing  by  either 
the  weight  or  the  volume  of  the  bar,  and  if  all  the  bars  tested 
in  this  way  are  rectangular  in  cross-section  and  of  uniform  size 
from  end  to  end,  the  unit  obtained  in  the  above  manner  will 
be  comparable,  notwithstanding  great  variations  in  the  dimen- 
sions. It  is  best,  however,  to  have  the  test  specimens  always 
made  from  the  same  pattern,  using  the  thickness  of  metal 
which  corresponds  closely  to  the  average  thickness  of  web  of 
the  castings  required.  li  uniform  test  specimens  be  employed, 
there  is  no  necessity  of  dividing  the  half  product  of  deflection 
and  breaking  load  by  the  volume  or  by  the  weight,  since  this 
volume  or  weight  remains  a  constant.  In  this  case  the  relative 
resilience  of  the  material  will  be  indicated  by  the  product  of 
the  breaking  load  into  the  maximum  deflection.  The  strength 
of  the  material  will  be  indicated  by  the  breaking  load  alone. 

The  following  specification  is  the  one  commonly  employed 
for  all  castings  made  for  the  water  department  of  St.  Louis, 
and  is  designed  to  answer  the  above  requirements. 

Cast  Iron. 

All  of  the  iron  castings  shall  be  made  from  a  superior 
quality  of  iron,  remelted  in  the  cupola  or  air  furnace,  tough 
and  of  even  grain,  and-  shall  possess  a  tensile  strength  of  not 
less  than  18,000  pounds  per  square  inch. 

Test  bars  of  the  metal  3  inches  by  ^  inch,  when  broken 
transversely.  18  inches  between  supports,  and  loaded  in  the 
center,  shall  have  a  breaking  load  of  not  less  than  1,000  pounds 
and  shall  have  a  total  deflection  of  not  less  than  3-10  of  an 
inch  before  breaking.*  Said  bars  to  be  cast  as  near  as  possi- 
ble to  the  above  dimensions  without  finishing;  but  correction 
will  be  made  by  the  water  commissioner  for  variations  in  thick- 
ness and  width,  and  the  corrected  result  must  conform  to  above  • 
requirements. 

*The  tensile  strength  may  be  raised  to  20,000  or  even  to  ss,90o  pounds  per  sqamrt 
inch,  while  the  deflection  may  be  made  H  ^"c^  'o'  ordinary  good  cast  iron  and  5(  inch 
for  a  better  quality.  For  a  superior  quality  it  may  be  made  H  inch,  with  •  brvalcinf 
load  of  1^50  pounds. 
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Specimen  bars  of  the  metal  used,  of  a  size  and  form  suit- 
able for  testing,  shall  be  prepared  when  required. 

These  specimen   bars  shall  be  poured  from  the  ladle  at 
any  time,  either  before  or  after  the  casting  has   been  poured, 
^s  may  be  required,  and  shall  present  a  true  specimen  of  the 
iron   used  for  making  the  castings. 

If  any  two  test  bars  cast  the  same  day  show  a  breaking 
strength  of  less  than  £S,cxx)  pounds  per  square  inch,  or  do  not 
sho\^  the  required  cross-breaking  load  and  deflection,  all  the 
ings  made  from  the  same  mixture  to  be  rejected. 

All  castings  shall  conform  to  the  shape  and  dimensions 
a  ired  by  the  drawings,  and  shall  be  clean  and  perfect,  with- 
^*^t  IdIow  or  sand  holes,  or  defects  of  any  kind.  No  plugging 
^^  otter  stopping  of  holes  will  be  allowed. 

Particular  care  shall  be  taken  to  secure  perfect  lugs,  where 
^^^1:^  are  required  by  the  drawings.  Whenever  any  doubt 
^^*sts  of  the  exact  interpretation  as  to  the  shape  or  dimensions 
sric>  wu  on  the  drawings,  the  contractor  must  consult  with  the 
^^^^r  commissioner,  or  his  duly  authorized  agent,  in  regard 
rac^r^to.  M.  L.  II. 

152.    Speciflcation   for   Cast-iron  Water  Pipe. 

'*'  *^^   following  specifications  for  cast-iron  water  pipe  were  used 

''^    ^lie  contract  of  the  new  water  works  system  of  Cincinnati 

V  ^  &Cio-i902).     Special  attention  is  called    to  provisions  Nos. 

^^    ^nd  15.     It  is  well  known  that  the  coal-tar  coated  cast-iron 

^^^^^r  pipe  will  rust  more  or  less  on  the  outside  and  will  form 

'^^•■^r^erous  '*tubercles"  of  iron  rust   upon    the    interior.     This 

"^^^ing  action  is  certainly  due  to  imperfect  coating  and  this  in 

^**^>    is  doubtless  due  to  the  iron  scale  and  other  foreign  matter 

*^^    ^n  the  outside  of  the  casting  when  dipped  into  the  bath  of 

^^^l-tar  varnish.     It  is  now  well  known  that  no  perfect  protec- 

^^*>     of  iron   by   painting   when    exposed   to    the    weather,    is 

"^^c^tive  unless  the  iron  has  first  been  entirely  freed  from  rust 


the  ordinary  oxide  coating    which  it   has  when  it  comes 

^^  ^Vi  the  rolls.     The  sand  blast  is  the  only  perfect  means  of 

^**. fling  the  iron  from  this  oxidized  coating.     This  sand  blast 

^^^ttod  of  cleaning  water  pipes  is  provided  as  an  alternative  by 

^^'^Vision  14  below,  and  was,  with  much  difficulty,  forced  upon 
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the  contractors.  The  author  believes  this  to  be  the  onl 
absolute  assurance  against  exterior  rusting  and  the  forming  < 
tubercles  upon  the  interior  of  cast-iron  water  pipe.  M'etho< 
can  be  devised  for  applying  this  method  of  cleaning  to  tl 
interior  as  well  as  to  the  exterior  of  such  pipes.  This  wool 
not  only  greatly  extend  the  life  of  the  pipe  but  it  would  pr 
serve  its  original  efficiency  as  a  water  carrier.  The  cost  of  th 
method  of  cleaning  the  pipes  would  be  a  very  small  percental 
of  the  total  cost  of  the  works  but  would  add  largely  to  the  li: 
and  efficiency  of  that  part  of  the  system  which  represen 
three-fourths  of  the  total  cost. 

1.  The  iron  shall  be  of  pig  metal,  properly  selected  an 
compounded  to  obtain  the  desired  quality.  It  shall  be  a  tougl 
gray  metal;  close,  even  grained;  uniform  in  quality;  so 
enough  to  permit  drilling  and  cutting,  and  capable  of  showin 
indentations  from  a  sharp  blow  of  a  hammer  without  flakini 
When  tested  in  specimens  one  inch  in  diameter,  from  whic 
the  skin  has  been  removed  by  turning,  all  metal  used  sha 
stand,  without  breaking,  a  tensile  stress  of  not  less  than  30,oc 
pounds  per  square  inch.  Cast  bars,  one  inch  square,  restin 
horizontally  on  supports  four  feet  six  inches  apart,  shall  stani 
without  breaking,  a  weight  of  550  pounds  suspended  at  tl: 
center.*  In  casting  pipe  30  inches  and  above  in  diameter  tl 
metal  shall  be  poured  twice  in  order  to  secure  a  thoroug 
mixture. 

2.  All  straight  pipes  shall  be  cast  vertically,  in  dry  sar 
molds  and  loam  cores,  with  socket-end  down. 

3.  All  pipes  and  special  castings  shall  be  cooled  gradual! 
to  avoid  chilling  or  unequal  contraction  in  any  part. 

4.  All  pipes  and  special  castings  shall  be  cast  wil 
sockets  and  spigots,  or  with  flanges,  as  specified  or  ordere< 

5.  All  socket-and-spigot  pipes  and  special  castings  sha 
be  square  at  the  ends  and  at  the  inner  edge  of  sockets,  and  < 
the  exact  internal  diameter  and  dimensions  specified.  The 
sections  shall  be  truly  circular  and  concentric,  and  their  thicl 
ness  uniform  throughout  their  length  between  socket  and  spigo 
They  shall  be  free  from  cracks,  cinders,  scoria,  blisters,  air  ar 
sand  holes,  cold-shuts,  and  all  other  imperfections.  They  sha 
have  a  smooth  surface  inside  and  outside.     All  inside  projei 


*The  deflection  of  this  bar  should  also  be  specifled  as  not  less  than  one  indi,  in  ord 
to  obtain  a  measure  of  iu  resilience.    See  Art.  151.  I.  B.  J, 
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tlons  must  be  carefully  removed  and  made  even  and  smooth 
throughout.     No  plugging  of  holes  or  flaws  vsrill  be  allowed. 
A.11  spigot-ends  shall  fit  well  into  sockets  to  the  bottom,  without 
requiring  chipping  in  the  field. 

6.     The  weight  of  the  straight  pipes,  their  joint  room, 
length  and  thickness  shall  be  as  follows: 


jumiof 

Hyd.  Teat 

X>iameter, 

Wdghtin 

Pressure  in 

iBfhCT 

Pounds. 

lbs.  per 
sq.  in. 

4 

MS 

800 

6 

480 

800 

8 

606 

800 

12 

1.011 

800 

M 

2,758 

880 

80 

8,706 

860 

86 

6«018 

880 

48 

8,876 

SOO 

18 

18,768 

800 

n 

17,0» 

800 

Thickness  of 
Joint  Room. 


H 


Total  Length. 


12*  4" 
12'  4" 
12'  4" 
18'  4" 
12'  4" 
12'  4W' 
12*  4U" 
12' 6'^ 
12'  6" 
12*  6" 


Thickness  In 
Inches. 


7.  The  joint  rooms  shall  not  vary  more  than  one-sixteenth 
an  inch,  and  the  lengths  shall  not  differ  from  the    above 

^3ccept  by  written  consent  of  the  chief  engineer,  in  which  case 
^be  weights  as  above  given  shall  be  modified  in  accordance 
^herewith. 

8.  No  pipe  whose  thickness  of  metal  is  more  than  one- 
sixteenth  of  an  inch  less  than  above  specified  shall  be  received. 

9.  Straight  pipes  weighing  less  than  97  J^  per  cent  of  the 
^Ijovc  specified  weights  shall  be  rejected.  Any  excess  of 
^^eight  of  more  than  2^  per  cent  in  individual  pipes  shall  not 
^e  paid  for.  Special  castings  weighing  less  than  97  per  cent 
^>f  the  standard  calculated  weight  shall  be  rejected.  Any 
Excess  of  weight  of  special  castings  of  more  than  4  per  cent 
sball  not  be  paid  for.  / 

10.  The  sockets  and  spigots  shall  conform  in  shape  and 
size ;  and  the  curved  pipes,  branches,  crosses,  and  other  special 
pasting^  shall  be  made  in  conformity  with  the  drawings  furn- 
ished and  approved  by  the  chief  engineer. 

11.  Lugs  shall  be  cast  on  all  such  pipes  and  special 
Hastings  as  mav  be  directed  by  the  chief  engineer.  The  sockets 
a.nd  spigots  shall  be  tested  by  suitable  gauges,  and  the  thickness 
of  the  metal  shall  be  tested  by  calipers. 

12.  Flanged    pipes  shall  be  cast  vertically  in  dry  sand 

molds  and  loam  cores  in  a  manner  similar  to  the  socket-and- 

^pigot  pipe.     All  flanges  shall  be   smooth,    sound,    and   free 

from  all  imperfections;  to  accomplish  which  the  upper  flange 

shall  be  cast  with  a  suitable   sinking  head    thereupon,  which 

shall    afterwards   be   cut   off.     Before   coating   the  pipes   the 
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flanges  shall  be  faced  in  the  lathe  at  right  angles  with  the  axis 
of  the  pipes  and  drilled  by  template  for  bolt  connections^  as 
shown  on  the  drawings. 

13.  Every  pipe  and  special  casting  shall  have  cast  upon 
it,  in  letters  and  figures  two  inches  long  and  }i  inch  in  relief: 

(i)     The  maker's  name  or  initial. 

(3)     The  year  in  which  the  casting  was  made. 

(3)  The  running  number  of  each  successive  casting  made 
of  the  different  kinds  and  sizes  required.  The  serial  number  of 
rejeeted  pipes  or  specials  shall  not  be  duplicated. 

14.  The  pipes  and  special  castings  shall  be  free  from 
rust,  and  shall  be  carefully  cleaned  with  both  hard  and  soft 
brushes,  to  remove  all  adhering  sand,  clay,  and  dust,  or  the 
exterior  and  interior  surface  of  the  pipes  and  special  castings 
shall  be  thoroughly  cleaned  by  the  use  of  the  sand  blast  if 
elected  by  the  trustees.  Both  the  inside  and  outside  surfaces 
of  the  pipes  must  be  smooth  before  and  after  dipping. 

15.  After  the  pipes  and  special  castings  have  been 
cleaned  to  the  satisfaction  of  the  chief  engineer,  they  shall  be 
subjected  to  a  careful  and  thorough  hammer  inspection,  after 
which  they  shall  be  thoroughly  dried  and  uniformly  heated  in 
suitable  ovens  to  a  temperature  of  300  degrees  Fahr.,  and 
then  dipped  vertically  in  a  bath  of  coal-tar  varnish  composed 
of  5  per  cent  of  resin  and  95  per  cent  of  the  best  coal  tar,  dis- 
tilled at  a  temperature  of  440  degrees  Fahr.,  evaporating  all 
the  lighter  oils  and  retaining  the  heavy  oils.  Each  pipe  shall 
be  heated  to  a  temperature  of  300  degrees  Fahr.,  and  shall  at 
that  temperature  be  dipped  into  the  coal-tar  varnish,  which 
shall  be  maintained  at  a  uniform  temperature  of  280  degrees 
Fahr.,  while  the  pipe  is  immersed.  The  pipe  shall  remain  in 
the  varnish  at  least  ten  minutes;  then  withdrawn,  drained, 
and  quickly  dipped  a  second  time  to  insure  the  coating  of  all 
parts  which  may  have  remained  uncoated.  The  dipping 
material  must  be  kept  free  from  sand,  grit,  or  other  foreign 
material.  The  uniformity  of  the  composition  must  be  main- 
tained by  adding  fresh  materials;  and  as  often  as  may  be 
necessary,  in  the  opinion  of  the  chief  engineer,  the  tank  shall 
be  emptied  and  refilled  with  clean  and  pure  material.  The 
coating  must  be  adhesive,  continuous,  smooth,  hard,  yet  tough, 
tenacious,  and  durable.  It  must  be  free  from  blisters  and 
bubbles. 

16.  After  being  coated,  every  pipe  and  casting  shall  be 
drained  of  the  surplus  varnish,  and  when  dry  shall  be  tested, 
at  the  expense  of  the  contractor,  under  such  hydrostatic  pressure 
as  is  specified  for  each  size  of  pipe  in  paragraph  6  of  these 
specifications. 
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17.  After  having  been  coated  and  tested,  every  pipe  and 
special  casting  shall  be  carefully  weighed  under  the  super- 
vision of  the  chief  engineer,  and  the  weight  and  class  thereof, 
as  well  as  the  inspector's  initials,  shall  be  marked  thereon  in 
plain,  legible  letters  and  figures,  in  white  paint,  inside  and 
outside. 

18.  An  inspector  appointed  by  the  board  of  trustees, 
**  commissioners  of  waterworks,"  shall,  under  instructions 
and  direction  of  the  chief  engineer,  inspect  and  supervise  the 
work  and  material,  and  see  that  all  the  stipulations  of  the 
specifications  are  faithfully  carried  out.  He  shall  have  unre- 
stricted access  to  all  parts  of  the  works.  All  tests  and  weigh- 
ing shall  be  made  under  his  personal  supervision,  and  the 
contractor  shall  furnish  him  with  all  facilities,  and  with  all 
tools,  specimens,  appliances,  and  labor  necessary  for  this  work 
without  charge. 

19.  A  final  inspection  may  be  made  after  the  pipes  or 
special  castings  have  been  delivered,  and  any  pipe  or  casting 
found  defective  at  any  time  after  acceptance  by  the  inspector, 
and  at  the  time  of  unloading  on  the  waterworks  grounds,  shall 
be  rejected,  and  the  contractor  shall  replace  them  with  good 
pipes  and  special  castings  acceptable  to  the  chief  engineer,  free 
of  cost  to  the  board  of  trustees,  ^^commissioners  of  waterworks." 

20.  All  scales  used  for  weighing  and  all  gauges  used  in 
testing  shall,  whenever  required  by  the  inspector,  be  tested  by 
proper  authorities  with  standard  United  States  weights  and 
gauges. 

21.  All  pipes  and  castings  shall  be  delivered  on  board 
cars  on  the  side  track  to  be  built  on  the  waterworks  grounds 
near  California,  Ohio,  and  connecting  with  the  Cincinnati, 
Georgetown  &  Portsmouth  Railroad. 

22.  All  pipes  and  special  castings  shall  be  delivered  in 
all  respects  sound  and  comformably  with  the  specifications. 
In  handling  or  transporting  the  pipes  or  special  castings,  care 
must  be  taken  not  to  injure  the  coating  in  any  manner,  nor 
shall  any  pipes  or  other  material  be  placed  inside  of  any  pipes 
or  special  castings  after  they  have  been  coated. 

23.  The  prices  paid  for  the  pipes  and  special  castings 
shall  include  all  the  materials,  patterns,  labor,  freight  charges, 
the  cost  of  testing,  facing,  drilling,  coating,  weighing  and 
marking,  and  other  expenses  necessary  or  incidental  to  the 
manufacture  and  delivery  of  said  pipes  and  castings  on  board 
cars  on  the  waterworks  grounds  near  California,  Ohio,  except- 
ing the  salary  of  the  inspectors  appointed  by  the  trustees. 
The  ton  shall  be  the  net  ton  of  2,000  pounds. 

24.  The    prices   paid    for   straight    pipe    shall    include 
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straight  pipes  of  all  lengths  not  exceeding  12  feet  and  not  less 
than  6  feet.  Straight  pipes  with  socket  or  spigot  at  one  end 
and  flange  at  the  other  end  shall  be  paid  for  as  flanged  pipes. 
25.  Special  castings  with  socket  or  spigot  at  one  end  and 
with  flange  at  the  other  end  shall  be  paid  for  as  flanged  specials. 

G.  H.  B. 


153.    Speciflcations   for  Riveted    Steel    Water 

Pipe. — The  following  specifications  were  used  for  the  riveted 
steel  conduit  of  the  city  water  supply  of  Cambridge,  Massa- 
chusetts.* There  is  no  question  but  that  rivet  heads  and  the 
lapping  of  the  sheets  at  the  ti  ansverse  joints  greatly  retard  the 
flow  of  the  water  and  consume  a  large  portion  of  the  hydraulic 
head.  This  might  be  avoided  by  counter-sinking  the  rivets 
(if  the  metal  be  thick  enough)  and  by  using  an  outside  butt- 
stfap  connection  at  the  transverse  joints.  The  author  suggests 
these  changes  in  the  following  specification : 

Metal, — The  steel  for  the  plates  used  in  the  manufacture 
of  the  pipe  to  be  of  class  termed  >soft,  and  shall  be  made  by 
the  open  hearth  process.  It  shall  contain  not  more  than  0.06 
per  cent  of  phosporus,  0.06  per  cent  of  sulphur,  and  0,60  per 
cent  of  mangane'se. 

The  steel  must  also  stand  the  following  physical  tests: 

Tensile  strength  to  be  not  less  than  55,000  pounds  nor 
more  than  65,000  pounds  per  square  inch. 

Elastic  limit  to  be  not  less  than  30,000  pounds  per  square 
inch. 

Elongation  to  be  not  less  than  22^  percent  longitudinally 
and  20  per  cent  transversely  of  the  plates. 

Tensile  test  specimens  to  be  8  inches  long  and  1%  inches 
wide  between  measuring  points. 

Bending  test  specimens  cut  lengthwise  or  crosswise  from 
the  sheet  to  be  six  (6)  inches  long  and  one  (i)  inch  wide,  to 
be  bent  180  degrees  upon  itself  when  cold,  and  hammered 
down  flat,  without  sign  of  fracture  on  the  outside  of  the  bent 
portion. 

Punching  test  specimens  to  be  one  and  three-fourths  (i^) 
inches  wide  and  not  less  than  ten  (10)  inches  long,  in  the 
middle  of  which  a  row  of  not  less  than  eight  (8)  holes  three- 

*See  a  paper  by  the  author  of  these  specifications  on  The  Use  of  Stcd  for  Water 
Mains  in  Jour,  N.  E.  IVaier  Works  Association,  Vol.  XIII. 
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fomjxrths(^)  inch   diameter   spaced  one   and  one-fourth   (ij^) 
inc=  lies  between  centers  Ehal!  be  punched  without  causing  any 

Drifting  test  specimens  to  be  three  (3)  inches  wide  and  not 
le^^tban  Gve  (5)  inches  long,  in  which  not  less  than  two  (j) 
boX  «s  tbree-foiirths  (J^)  inch  diameter,  spaced  two  (3)  inches 
t>^  t -ween  center  and  one  and  one-half  (iji)  inches  from  the 
ctri  ^^TH,  shall  be  punched  and  then  enlarged  by  blows  from  a 
b1  et«z3ge  hammer  upon  a  drifting  pin  until  said  holes  are  at  least 
oi~k  ^^  and  one-fourth  (15^)  inches  in  diameter,  without  cauaiog 
nrx^^  cracks;  such  enlargement  to  be  done  cold. 

The  plaies  shall  be  free  from  lamination  and  surface 
d^f  «ct«,  and  be  fully  up  to  the  required  gauge  for  thickness  on 
tln^  edges.  Any  plate  whose  thickness  at  any  point  may  be 
to-^^  jid  less  than  ninety-five  (95)  per  cent  of  the  required 
tfaicikness,  shall  be  rejected  without  appeal;  furthermore,  at 
l^^^t  ninety  (90)  per  cent  of  the  plates  must  be  of  the  required 
*l*i<=knes8  at  all  points. 

Rivet  steel  shall  be  soft  and  have  a  tensile  strength  between 
'^^  limits  of  50,000  and  58,000  pounds  per  square  inch,  with 
*"  elastic  limit  of  not  less  than  30,000  pounds  per  square  inch, 
*5*<:?  with  an  elongation  of  not  less  than  28  per  cent  in  a  lest  bar 
*'St»l  inches  long  between  measuring  points  and  full  diameter 
***  r-ivet,  and  with  a  reduction  of  cross  sectional  area  at  the  point 
•**    f  lacture  of  not  less  than  50  per  cent. 

The  material  shall  also  be  of  such  quality  as  will  stand 
^^■t-jriing  double  and  flat  before  and  after  heating  to  a  light 
y ^  1 1  ow  heat,  and  quenching  in  cold  water,  without  sign  of  frac- 
*"■■«;  on  the  convex  surface  of  the  bend.  The  quality  of  ma- 
^^•"■al  of  rivet  rods  and  subsequent  manufacture  into  rivets  shall 
*^C!  isuch  that  the  edges  of  heads  of  properly  heated  and  driven 
'■^^tJ  shall  be  free  from  checks  or  cracks.  All  steel  rivets  not 
^*>**  forming  to  the  above  requirements  will  be  rejected. 

All  plates  and  rivets  must  be  free  from  rust  and  be  kept 
*V><3«r  cover,  from  the  time  of  manufacture  of  the  plates  until 
"1^  completed  pipe  is  dipped  or  coated.  In  case  of  accidental 
'^*tSng,  the  rust  must  be  removed  from  the  plates  in  the  manner 
"^^^inafter  specified  before  proceeding  with  the  manufacture 
««»3.pfpe. 

Afanufaclure  of  Pipe. — The  sheets  or  plates  must  be  of 
"'*^*^  dimensions  as  to  admit  of  being  roiled  into  true  cylinders 
not  less  than  seven  (7)  feet  in  length  and  of  the  required 
mt^jiial  diameters,  with  ample  allowance  tor  the  necessary 
Qvcrlip  at  the  single  longitudinal  seam  of  each  such  cylinder, 
0***-h«lf  of  the  whole  number  of  sheets  will  be  formed  into 
'***^*ide  courses,"  or  cylinders,   having  the  specified   internal 
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diameter  of  the  conduit  pipe,  and  the  remaining  half  into 
**out8ide  courses/'  or  cylinders,  whose  internal  diameter  shall 
be  exactly  equal  to  the  external  diameter  of  the  inside  couraeSt 
said  courses  alternating  and  forming  a  tight  fit  with  each  other 
before  any  protective  coating  is  applied  to  the  metal. 

The  conduit  pipe  shall  be  forty  (40)  inches  in  internal 
diameter  of  the  said  inside  courses.  The  thickness  of  the  steel 
plates  for  the  pipe  with  flanged  ends  to  be  placed  within  the 
reservoir  is  to  be  %  inch.  The  thickness  of  the  plates  for  the 
pipe  at  the  crossings  over  the  roadway  and  at  the  railroad  will 
be  ^  inches.  The  thickness  of  the  plates  for  all  the  rest  of 
the  pipe  will  be  5-16  inches. 

The  edges  of  each  plate  must  be  properly  planed  or  cut  to 
true  lines  and  beveled  for  caulking  all  around ;  and  at  the  end 
of  each  course,  where  the  lap  of  the  longitudinal  seam  occurs, 
the  plate  must  be  reduced  by  cold  hammering  or  planing,  or 
both,  to  a  fine  edge,  through  which  one  of  the  rivets  of  the 
round  seam  must  be  driven  to  insure  tightness.  *  In  addition  to 
this  rivet,  still  another  rivet  must  be  driven  through  the  three 
thicknesses  of  plate  at  such  joints.  Each  plate  must  be  rolled 
to  a  perfect  cylinder  of  the  required  diameter. 

All  rivet  holes  must  be  spaced  with  precision,  and  in 
punching  the  same,  the  punch  shall  be  applied  to  the  side  of  the 
plate  which  is  to  be  placed  in  contact  with  another.  In  punch- 
ing said  holes,  the  best  and  sharpest  dies  and  punches  are  to  be 
used,  and  all  burrs  caused  by  the  punch  on  the  lower  side  of 
the  plate  shall  be  removed  by  counter-sinking. 

All  rivet  holes  are  not  to  exceed  the  specified  size  of  rivet 
by  more  than  1-16  of  an  inch,  and  are  to  be  so  punched  that  in 
assembling  the  several  parts  of  a  member  together  a  rivet  1-16 
inch  less  in  diameter  than  the  hole,  can  be  entered  hot  into  any 
hole  without  ^^drifting."  Occasional  variations  must  be  cor- 
rected by  reaming. 

Whenever  possible,  rivets  must  be  driven  by  machines 
capable  of  retaining  the  applied  pressure  after  the  upsetting  is 
completed.  Rivets  when  driven  must  completely  fill  the  hole 
and  have  full  round  heads,  concentric  to  the  rivet  hole,  and 
thoroughly  pinch  the  connected  members  together. 

All  loose  or  imperfectly  driven  rivets  must  be  replaced  by 
sound  and  perfect  fitting  ones. 

At  each  junction  of  the  straight  seam  and  the  round  seam 
where  three  thicknesses  of  plate  come  together,  and  in  all  places 
where  castings  of  any  description  are  to  be  attached  to  the  pipe, 
special  rivets  of  extra  length  must  be  provided  and  driven.     . 

The  rivets  used  for  attaching  castings  of  any  description  to 
the  pipes  and  connecting  together  plates  or  courses  in  the  field. 
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or  by  hand-work  in  the  shop,  shall  in  all  cases  be  of  the  best 
quality  of  wrought  iron,  and  be  driven  in  the  best  and  most 
workmanlike  manner  in*  every  respect.  All  provisions  herein 
contained,  relating  to  riveting  done  in  the  shop,  shall  also 
apply,  as  far  as  practicable,  to  rivets  driven  in  the  field,  or  along 
the  line  of  the  conduit. 

All  circular  seams  to  be  single  riveted,  and  the  longitudinal 
aeams  to  be  double  riveted,  except  where  shown  otherwise  on 
detail  plans. 

The  pipe  is  to  be  manufactured  in  lengths  of  four  or  more 
courses  each,  the  outside  and  inside  courses  alternating  with 
each  other,  so  that  each  length  will  have  an  outside  course  on 
one  end  and  an  inside  course  6n  the  other  end ;  also  in  such 
manner  that  the  longitudinal  seams  will  alternate  to  the  right 
and  left  not  more  than  one  foot  from  the  centre  line  of  the  pipe. 

Where  angles  or  curves  occur  in  either  the  alignment  or  the 
grade  of  the  conduit,  the  plates  must  be  cut  and  punched  to  the 
required  lines  for  forming  a  small  oblique  angle  at  the  round 
seams  of  as  many  courses  as  may  be  needed  to  produce  the 
given  total  deflection  or  curvature  in  each  locality,  and  the 
courses  must  be  put  together  with  the  longitudinal  seams 
alternating  as  aforesaid.  In  general,  the  deflection  angle 
formed  by  two  consecutive  courses  may  range  from  one  (i)  to 
five  (5)  degrees  in  horizontal  or  vertical  projection,  according 
to  the  locality ;  but  greater  deflection  angles  may  be  made  if 
ordered  by  the  engineer. 

Where  ordered  by  the  engineer  the  ends  of  the  pipe  to  be 
provided  with  suitable  flanged  rings  or  collars  of  steel  or  iron, 
riveted  to  the  pipe  and  drilled  for  bolting  as  shown  on  detail 
drawings. 

Stiffening  rings  of  suitable  steel  or  iron   shall  be  placed 

about  the  pipes  and  securely  riveted  to  the  same  where  ordered 

by  the  engineer.     The    price  for  furnishing  and   placing  the 

flanges  and  rings  to  be  paid  for  by  the  pound    at  the    price 

'stipulated  in  item  (q).  Plan  B. 

Openings  for  the  manholes,  branches,  blow-offs,  air  valves, 
etc.,  will  be  cut,  and  the  cast  iron  fittings  riveted  on  in  the  shop 
before  the  coating  is  applied. 

All  riveted  seams  and  joints  of  every  description  shall  be 
thoroughly  caulked,  both  on  the  inside  and  the  outside  of  the 
pipe,  in  the  best  and  most  workmanlike  manner  for  first-class 
boiler  work,  while  for  the  necessary  distance  from  all  laps  the 
aeams  shall  be  both  chipped  and  caulked.  The  caulking  of  all 
seams  made  in  the  shop  must  be  done  before  the  coating  is 
applied  to  the  pipe,'  and  every  precaution  must  be  taken,  both 
in  the  shop  work  and  in  the  field  work,  to  insure  the  utmost 
strength  and  tightness. 
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the  castings  and  special  fittings,  must  be  included  in  the  pnce 
bid  per  lineal  foot  for  the  conduit  pipe  laid  in  place  complete, 
said  price  also  to  include  the  cost  of  riveting  such  castings  Mad 
fittings  to  the  pipe,  the  cost  of  making  connection  with  the  ends 
of  the  special  sections  and  ends  of  the  cast  iron  pipe  at  the 
engine  house  and  at  the  reservoir,  and  all  incidental  work. 

During  its  manufacture,  sample  lengths  of  pipe,  to  be 
■elected  by  the  engineer  as  frequently  as  he  may  deem  neces- 
sary, shall  be  tested  before  or  after  coaling  under  a  water 
pressure  equal  to  at  least  too  pounds  per  square  inch.  All 
such  tests  will  be  made  at  the  contractor's  expense,  and  he 
shall  furnish  all  the  necessacy  appliances  and  labor  for  their 
performance  to  the  engineer's  satisfaction. 

Coating. — After  the  pipes  are  manufactured  and  the  open- 
ings required  for  connections,  manholes,  air  valves,  etc.,  cnt  in 
the  appropriate  sections,  and  the  stiffening  rings,  collars,  and 
fittings,  riveted  in  place,  they  are  to  be  covered  with  a  pro- 
tective coating  of  the  material  and  in  the  manner  recommended 
by  Prof.  A.  H.  Sabin  of  Long  Island  City  of  New  York,  or 
by  some  process  equally  satisfactory  to  the  engineer. 

If  the  process  of  Prof.  Sabin  is  used,  the  pipe  will  be 
heated  to  above  212  deg.  Farenheit.  It  will  then  be  dipped  in 
the  coating  compound  manufactured  by  E.  Smith  &  Co.  of  New 
York,  which  must  be  heated  to  above  250  deg.  Farenheit. 
After  draining,  the  pipe  will  then  be  placed  and  kept  vertically 
in  a  suijable  baking  oven  with  a  pan  under  each  pipe  to  catch 
the  drip. 

The  pipes  must  be  kept  in  the  oven  at  a  beat  of  not  lees 
than  500  deg.  Farenheit,  for  about  four  hours,  until  the  coaling 
has  become  hard;  when  cold,  the  pipes  may  then  be  reraovetl 
from  the  oven  and  transported  to  the  work. 

The  heads  of  all  rivets  driven  after  tlie  coating  has  been 
applied,  or  any  parts  of  the  coating  injured  in  .--hipment,  muit 
be  thoroughly  covered  with  "black  bridge  paint,"  manufactured 
by  E.  Smith  &  Co.  of  New  York,  and  allowed  to  become 
sufficiently  hard  before  being  handled  or  covered  up. 

Manholes. — When  directed  by  the  engineer,  the  contractor 
shall  furnish  and  put  in  place  in  the  steel  pipe  conduit,  man- 
holes, with  covers,  gaskets  and  bolts  complete.  The  opening 
for  said  manholes  shall  be  elliptical,  with  clear  major  and 
minor  diameters  of  not  less  than  16  and  14  inches  respectively  : 
and  the  joint  between  the  frame  and  cover  must  in  all  cases  he 
made  by  truly  facing  or  milling  the  abuttmg  surfaces  and  inter- 
posing  a  suitable  gasket  of  sheet  copper  or  lead.  No  portion 
of  the  frame  or  cover  shall  project  within  the  cylindrical  cro«»«. 
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section  of  the  pipe,  nnd  Ihe  design  of  the  manhole  in  all  its 
details  shall  be  subject  to  the  approval  of  the  engineer. 

Payments  for  all  manholes  ordered  and  put  in  place  in 
conformity  with  the  engineer's  directions,  will  be  made  at  the 
price  stipulated  in  item  ip),  plan  6,  but  any  manhole  not  so 
ordered  and  which  is  put  in  place  by  tiie  contractor  at  any  time 
for  his  own  convenience  during  the  construction  of  the  conduit 
or  for  making  any  repairs  thereto,  and  the  replacement  o£ 
gaskets  in  any  manhole  opened  for  any  purpose  by  him,  will  be 
■t  the  said  contractor's  expense. 

Transportation  and  Delivery. — After  the  steel  pipe  is 
manufactured  and  coated  as  specified  above,  it  is  to  be  trans- 
ported and  delivered  along  the  route  of  the  pipe  line,  or  on 
adjacent  land,  as  directed  by  the  engineer.  Great  care  must 
be  taken  by  the  contractor  in  the  transportation  and  delivery  to 
prevent  injury  to  the  coating  of  the  pipe  and  special  fittings 
and  castings,  or  deformation  and  damage  to  the  pipe  itself. 
All  damage  to  the  coatii.g  must  be  made  good  by  the  contractor 
by  re-coatiDg  the  damaged  portions  in  a  manner  satisfactory  to 
the  engineer. 

Any  section  of  the  pipe  showing  appreciable  indentation 
or  deformation  may  be  rejected  by  the  engineer. 

The  pipe  is  to  be  placed  by  the  contractor  in  the  trenches 
•a  prepared  by  the  city,  upon  wooden  blocks  set  by  said  city, 
and  the  sections  of  the  pipe  carefully  riveted  together.  Rivets 
to  be  of  same  quality  as  those  specified  for  shop  riveting,  and 
will  be  well  and  thoroughly  driven  by  hand.  After  riveting, 
the  joints  must  be  thoroughly  caulked. 

The  sections  of  the  pipe  shall  be  so  laid  as  to  have  the 
longitudinal  seams  on  top.  Rivet  beads  and  all  portions  of  the 
pipe  coating  injured  in  the  laying  shall  be  coated  while  In  the 
Uench  with  the  "black  bridge  paint,"  manufactured  by  E. 
Smith  &  Co.  of  New  York,  in  a  manner  satisfactory  to  the 
engineer. 

Setting  Valves. — The  city  will  furnish  and  deliver  at  the 
work  the  four  sets  of  30-in,  valves  and  the  cast  iron  connec- 
tions; and  the  contractor  is  to  connect  the  same  with  the 
flanged  ends  of  the  pipes,  furnishing  therefor  all  bolts,  lead, 
labor,  etc.  The  foundation  and  rests  for  the  valves  and  special 
connecting  pipes  will  be  furnished  and  set  by  the  city. 

The  sum  to  be  paid  for  placing  each  set  of  30-in.  valves 
■nd  connecting  pipes,  also  placing  the  30-in  valve  and  special 
cnMings  at  the  cross-over  near  the  Watertown  Branch  Railroad, 
and  connecting  with  the  ends  of  the  40-in.  riveted  steel  pipe  is 
specified  in  item  (n),  plan  B. 

Excavation  of  the  trench,  for  the  pipe-laying  and  making 
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^    o.MCS  shall  be   carefully   examined  and  leaky 

,  ..    ..'v-    nade  tight  in  a  manner  satisfactory  to  the 

-V     -vuicr actor   to    supply    all    needed    water   and 

>    ^     i^tti-^  at  his  own  expense. 

-^  .  'c  :cT!t,  any  pipe,  special  fitting  or  casting  sup- 

■v'lKtor.  should  burst  or  be  found  defective  in 

.*,     1:1  \    cause,  the  same  shall  be  removed  and  be 

xvv:nd  piece,  and   any  damage  to  the   trench  or 

.,   •■    s;   '.'.om  said  defect  or  failure   must   be   made 

•■:^'.ictor  without  extra  compensation. 

,  ■  i.*  ction  of  the  work  the  entire  pipe  line  as  laid 
.  ^.  vx  ■Msidc,  and  any  material  found  therein  must 
.     •.   .  K"  contractor. 

.     .     'v    isMvlcrstood    that   all   the    necessary    materials, 

,  •     vi».    derricks,    labor,  etc.,  necessary   for  manu- 

,     .  ^-  *  .4nd  placing  of  the  pipes,  and  setting  the  gates 

.    ^,    .       .^.  :»::'*.  i"  the  trench  complete  and  ready  for  use, 

X  -vJ  i»v  the  contractor. 

,  ^v  '.v»  be  paid  per  each  lineal   foot  of  40-in.  riveted 

.:     »;"K'  furnished,  manufactured,  coated  and  placed 

^.  ^,»  4  ui  accepted  by  the  engineer  is  specified  in   item 

i'.-.^w  .'>**4'  «'«VA  Flanged  Ends. — The  40-in.  riveted 
.  ^  v%.t^  f1.iiti;ed  ends  will  be  made  of  sheets  }A  inch  in 
\j^    »    J. .Mansions  as  shown  in  detail  drawings,  and  made 


.V  .\^C)Cv»>»i;  general  specifications. 
rn.»  .'i^v  ^*»^^  "®*  ^®  P^^^^^  in  the  reservoir  by  the  con- 
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tractor,  but  will  be  delivered  on  adjacent  grounds  as  directed 
by  the  engineer. 

The  price  to  be  paid  for  each  lineal  foot  of  4o-in.  riveted 
iteel  pipe  with  flanged  ends  delivered  on  the  ground,  is  specified 
in  item  (i),  plan  B. 

The  sum  to  be  paid  for  each  pound  of  wrought  iron  or 
steel  collars,  stiffening  rings,  etc.,  classed  as  ^^special  fittings/' 
furnished,  and  riveted  to  the  pipe,  as  directed,  is  specified  in 
item  (q),  plan  B.  L.  M.  H. 


164.    Specification  for  Wooden  Stave  Pipe.— The 

following  specification  was  prepared  and  used  in  California  by 
one  of  the  most  experienced  engineers  in  this  kind  of  con- 
struction : 

Dimensions. — The  stave  pipe  built  under  these  specifica- 
tions shall  have  inside  diameter  as  near  as  may  be  of  24  inches 
for  the  reservoir  inlet  pipe,  and  18  inches  for  the  independent 
connection  between  the  outlet  pipes  and  the  Vermont  avenue 
line ;  and  shall  consist  of  wooden  staves,  steel  bolts,  malleable 
cast  saddles  and  metallic  tongue. 

Staves. — The  staves  shall  be  made  of  clear  redwood,  free 
from  sap,  which  shall  have  been  on  sticks  at  least  thirty  days 
before  being  milled.  The  finished  thickness  shall  not  be  less 
in  either  case  than  if^  inches.  The  broad  sides  shall  be 
dressed  to  conform  to  the  outside  and  inside  radii  of  the  pipe. 
The  edges  shall  be  dressed  to  the  radial  planes,  except  that  a 
slight  bead  shall  run  along  on  edge  of  each  stave.  The  ends 
of  the  staves  shall  be  accurately  squared  and  shall  be  slotted 
for  insertion  of  a  No.  14  metallic  tongue,  so  as  to  secure  the 
same  position  for  all  staves.  The  staves  may  vary  in  length 
from  10  to  34  feet,  but  not  more  than  10  per  cent  shall  be  less 
than  13  feet,  and  not  more  than  40  per  cent  shall  be  less  than 
14  feet. 

Bands. — The  bands  shall  be  homogeneous  mild  steel, 
haTing  a  tensile  strength  of  from  58,000  to  6^,000  pounds  to 
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the  square  inch,  and  the  elastic  limit  shall  not  be  less  than  60 
per  cent  of  the  tensile  strength.  The  elongation  shall  not  be 
less  than  24  per  cent  in  a  test  piece  8  inches  long,  and  shall 
bend  back  upon  itself  cold  without  fracture.  The  section  of 
the  band  shall  be  ^  inch  round.  The  thread  shall  be  cold 
rolled,  and  shall  be  as  strong  as  the  body  of  the  bolt.  The 
washers  shall  be  0.11  inches  thick,  and  the  nuts  shall  run 
easily  but  not  loosely  on  the  thread. 

Saddles. — The  saddles  shall  be  of  best  malleable  cast  iron 
of  such  shape  as  shall  leave  the  entire  band  in  a  plane  per- 
pendicular to  the  axis  of  the  pipe.  The  strength  shall  be  in 
excess  of  the  bands.  They  shall  be  free  from  defects  and 
shall  fit  closely  upon  the  outside  of  the  pipe. 

Tongues. — The  tongues  shall  be  i^  inches  wide,  and 
long  enough  to  extend  into  the  adjacent  side  staves  when  in 
place. 

Construction. — The  pipe  when  laid  shall  conform  accur- 
ately to  the  stakes  of  the  engineer.  The  staves  shall  break 
joints,  and  no  joints  in  adjacent  staves  shall  be  nearer  than  24 
inches.  The  pipe  when  finished  shall  be  round  and  smooth, 
both  outside  and  in. 

The  bands  shall  be  put  on  at  right  angles  to  the  staves. 
The  seam  joints  shall  be  made  tight  by  frequent  and  thorough 
cinching  of  the  bands.  The  butt  joints  shall  be  made  tight  by 
longitudinal  driving  of  the  staves,  using  wooden  driving  bars. 

Coating. — The  steel  rods  shall  be  coated  with  Asphalt 
after  the  manner  specified  for  the  iron  pipe.  Any  spots  where 
the  coating  has  become  damaged,  after  the  bands  are  placed 
in  the  pipe,  shall  be  thoroughly  painted  over.  The  nuts, 
washers  and  shoes  shall  be  similarly  treated. 

Spacing. — The  band  spacing  shall  be  as  given  in  the 
following  table: 
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(The  pressure  to  be  the  diHereiice  between  the  elevation 
of  tile  bottom  of  pipe  and  493.5  feet.) 


EHimnerof  npe. 

Pronre  in  Feet  HemJ. 

DlsunceCwCofBiiMta. 

18  Inch*. 

NlncIiM 
Olncbc* 

IB  to  SO 

ft)  loss 

10  ID  4$ 
SO  taS) 
»10  35 

S  ]ni.ba 
7X  Indlt. 

Backfilling. — The  contractor  supplying  the  pipe  shall 
«!»<»  backfill  the  same  to  a  depth  of  six  inches  over  the  top  of 
^^  pipe;  the  material  to  be  carefully  tamped  under  and  about 
**>«    Bftmc. 

Connections. — The  pipe  shall  be  connected  up  with  the 
^*^^ou8  specials  as  shown  on  the  plan  with  oakum  and  lead 
|oi«»ti.  A.  L.  A. 


156.    Specifications  for  Wrought  Iron  Ohains. 

■*^t*^  following  specificalions  for  wrought  iron  chains  arc  in  use 
C  >  ^>«i)  by  the  Pennsylvania  Railroad  Company.  It  will  be 
'****^  that  there  ts  no  specification  concerning  the  material 
**'<»«ao  which  (he  chains  are  made,  the  tests  of  the  completed 
^**^ins  being  regarded  as  sufficient.  Presumably  to  satisfy 
^^^^e  requirements  an  excellent  quality  of  wrought  iron  would 
^     »^quired. 

All  chain  will  be  ordered  subject  to  inspection  and  test  by 
company's    inspectors    before     shipment.      Manufacturers 


So 


»Kig  orders  will, 


1  they  have  a  shipment  of  chain 


,.dy. 


advise  the  general  superintendent  of  motive  power.      They 

**l  be  required  to  furnish  suitable  testing  machines,  and  such 

*^S«tance  as  will  enable  the  inspectors  to  properly  determine 

**  ^ther  the  chain  meets  the  requirements,  and  must  be  pre- 

"**"«d  to  ship  in  the  presence  of  the  inspectors. 

All  chain  will  be  proof  tested  to  the  strains  shown  in  the 
•^le  below,  which  it  must  stand  without  deformation,  and  in 
*^*^  (tion  one  short  length  of  not  less  than  two  (2)  feet  for  each  - 
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two  hundred  (200)  feet  presented,  shall  be  tested  to  destmc* 
tion,  and  the  two  hundred  (200)  feet  will  be  rejected  if  the  test 
length  falls  below  the  figures  given  for  breaking  weight  and 
elongation.  On  orders  calling  for  less  than  two  hundred  (200) 
feet,  one  length  will  be  tested  to  destruction.  When  chain  is 
ordered  in  lengths  completCi  with  links,  hooks,  Qtc.,.  welded 
on,  as  used  on  cars  or  for  cranes,  the  long  links,  hooks  and  eye 
bolts  must  be  included  in  the  proof  test,  such  lengths  may  be 
chained  together  by  temporary  shackles  during  the  test*  One 
per  cent  of  the  chain  thus  presented  for  test  must  be  measured 
and  weighed  to  determine  the  weight  per  foot  of  chain,  not 
including  long  links  and  hooks.  If  it  should  be  impossible  to 
determine  weight  of  chain  with  long  links  and  hooks  attached, 
the  long  links  must  be  cut  and  afterwards  replaced  in  the 
presence  of  the  inspector  before  shipment,  but  with  care  this 
cutting  may  generally  be  avoided. 

All  chain  must  be  smooth,  free  from  the  appearance  of 
burnt  welds,  cracks  or  overlaps^  and  must  have  a  workmanlike 
finish.  Any  chain  defective  in  these  respects  will  be  rejected. 
Chain  must  not  be  less  than  the  nominal  size  in  the  body  or 
welds.  Any  chain  found  defective  after  shipment,  will  be 
returned  without  freight  charges.  Chain  weighing  in  excess  of 
the  limits  of  weight  shown  in  the  table  below,  will  be  paid  for 
at  that  weight. 

The  company's  drawing  of  ^'Standard  Chain  Links"  No. 
13 1 24  and  detail  drawings  of  ^^Standard  Chains'*  will  form 
part  of  these  specifications.  Drawing  No.  13 124  gives  the 
desired  dimensions  of  links,  and  if  the  length  of  100  links  in 
any  of  the  crane  chains  is  greater  than  shown,  by  as  much  as 
one  per  cent.,  the  same  will  be  rejected.  In  the  case  of  the 
^  inch  and  ^^  inch  chains,  as  much  as  ten  per  cent  excess 
length  of  link  will  be  allowed.  For  the  remaining  chains  this 
limit  will  be  two  per  cent.  To  determine  the  length,  a  piece 
of  chain  containing  100  links  whenever  practicable  will  be 
selected,,  and  the  distance  from  inside  end  to  inside  end  of  end 
links  measured,  this  measurement  will  be  taken  while  the  chain 
is  in  test  machine  for  proof  test,  with  no  more  than  ten  (10) 
per  cent  of  the  proof  load  on  to  take   up  the  slack.     If  the 
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length  of  chaina  ordered  will  not  contain  loo  links,  then  50,  35 
DT  10  links  noty  be  measured.  The  highest  practicable  number 
■lioald  however  always'  be  selected. 

The  main  requirements  of  the  specifications  are  giveo  in 
Ae  following  table  t 


2 

i 

s. 

DcKriptlou. 

SpeciGcaiJaas. 

s 

I 

1. 

ill 
1= 

1. 

h1 

1 

-a 

D. 

t.«. 



PerfecEJOD  Twilled  Chain. 

...     . 

-^ 

Slruif-ht  Linli  Chain. 

lus 

£, 

0,70 

3.000 

10 

-J — 

H 

Siralgbt  Link  Chain. 

~^u" 

■y- 

■~~B>oo"i      r.oo6" 

% 

I    1       1.50 

SiraiEbi  Link  Chain. 

F-^w- 

— 1211 

i(|!noo" 

m 

Siraiehl  Link  Chain. 

H 

% 

Slraiehl  Link  Chain. 

H 

Crane  Chain. 

4. DO 

« 

10  _ 

■an 

H     1                 four  Chain. 

Bsas  1    7.« 

sioaa      40.DOO 

-IT 

11*     1                 Cr.ne  Chain. 

JT7.T 
.TOB.O 

H 

ffi,noo 

\H     r                 Crane  Clii in. 

8.M.B    1    IS. TO 

(10,«)D 

■to     M«     1                 tr.n.Cb,in. 

.,5.«   i   !,.00 

ro.oooi    118.00B 

_JlL 

167.  Speolflcafion  for  the  Material  and  Work- 
maaship  of  a  Steel  Stand-Pipe. — The  following  specifica- 
tion for  the  material  and  workmanship  suitable  for  a  steel 
water  tower  or  stand-pipe  have  been  prepared  by  Mr.  Wm. 
D.  Pence,  after  a  very  long  and  careful  investigation  of  the 
Bamerons  failures  which  have  occurred  in  such  structures  and 
ibo  of  the  materials  and  workmanship  suitable  and  necessary 
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for  this  kind  of  work.  The  specification  includes  a  phosphonia 
limit  of  0.06  of  one.  per  cent.,  whereas  those  given  in  articles 
154  and  156  allowed  an  upper  limit  of  0.08  of  one  per  cent. 
There  is  no  question  but  that  a  limit  of  from  0.06  to  0.08  of 
one  per  cent. ,  is  necessary  -in  order  to  exclude  high  phosphorus 
steels  which  are  of  necessity  brittle.  The  author  heartily  com- 
mends these  specifications,  not  only  for  the  purpose  named, 
but  for  all  similar  kinds  of  work. 

Material,  The  metal  composing  the  stand-pipe  shall 
be  soft,  open-hearth  steel,  containing  not  more  than  0.06  per 
cent,  phosphorus,  and  having  an  ultimate  tensile  strength  of 
not  less  than  54,000  nor  more  than  62,000  pounds  per  square 
inch,  an  elastic  limit  not  less  than  one  half  the  ultimate 
strength,  an  elongation  of  not  less  than  26  per  cent.  in.  eight 
inches  and  a  reduction  of  area  of  not  less  than  50  per  cent*  at 
fracture,  which  shall  be  silky  in  character.  Before  or  after 
being  heated  to  a  cherry  red  and  quenched  in  water  at  80^  F*, 
the  steel  shall  admit  of  bending  while  cold,  flat  upon  itself, 
without  sign  of  fracture  on  the  outside  of  the  bent  portion. 

Test  Pieces.  All  test  samples  shall  be  cut  from  finished 
material.  Tensile  test  pieces  to  be  at  least  16  inches  long,  and 
to  have  for  a  leng^  of  8  inches  a  uniform  planed-edged  sec- 
tional area  of  at  least  ^  square  inch,  the  width  in  no  case  to  be 
less  than  the  thickness  of  the  piece.  Bending  test  piecea  to  be 
1 2  inches  long,  and  to  have  a  width  of  not  less  than  four  times 
the  thickness,  with  edges  filed  smooth. 

Number  of  Tests.  For  the  purpose  of  identification  die 
number  of  the  melt  or  heat  of  steel  shall  be  stamped  on  each 
plate  produced  therefrom.  At  least  one  full  series  of  tests, 
both  chemical  and  physical,  as  above  specified,  shall  be  made 
of  each  melt,  and  such  additional  tests  may  be  made  as,  in  the 
judgment  of  the  inspector,  seem  essential  for  corroborative  pur- 
poses under  varying  conditions  or  methods  of  treatment  of  the 
metal. 

JP'inisA  of  Material,  All  plates  must  be  free  from  lami- 
nations and  surface  defects,  and  shall  be  rolled  tmly  to  the 
specified  thicknesses. 

Facilities  for  Testing,  Complete  facilities  for  the  tests 
and  inspections  shall  be  provided  by  the  contractor,  as  required. 

Inspector,  Material  will  be  inspected  at  the  mill  by 
(name  of  a  trustworthy  testing  concern  equipped  to  make  bou 
chemical  and  physical  tests)  or  such  other  party  as  may  be 
approved  by  the  engineer. 

Additional  Test  Pieces,  If  required  by  the  engineer,  die 
contractor  will  provide  four  certified  samples  of  each  thicknesa 
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of  plate  used  in  the  work,  these  samples  to  be  z  inches  wide 
and  i6  inches  long. 

Workmanship,  All  workmanship  must  be  firGt^cluss  in 
every  particular. 

Working  Steel.  The  plates  and  angles  shnll  be  shaped  to 
the  proper  curvature  by  cold  rolling.  No  heating  and  hammering 
(hall  be  allowed  for  straightening  or  curving,  or  for  other 
purposes," 

Punching.  The  work  shall  be  carefully  and  accurately  laid 
out  in  the  shop,  and  the  rivet  holes  punched  vtith  a  centerpuncb, 
sharp  and  in  perfect  order,  from  the  surface  to  be  in  contact. 
The  diameter  of  the  punch  shall  not  exceed  that  of  the  rivet  by 
more  than  1-16  inch,  and  the  diameter  of  the  die  shall  in  no  case 
exceed  that  of  the  punch  by  more  than  i-i6  inch.  Rivet  holes 
in  plates  having  a  thiclcness  of  ^  inch,  and  over  shall  either  be 
drilled  or  if  punched,  shall  be  reamed  not  less  than  >i  inch  larger 
than  the  die  sides  of  the  holes,  and  sharp  edges  shall  be  trimmed. 

Beveling,  etc.  All  calking  edges  shall  be  planed  to  a 
proper  bevel.  All  parts  must  be  adjusted  to  a  perfect  tit,  and 
properly  marked  before  leaving  the  shop. 

Erection.  In  assembling  the  work,  the  rivet  holes  shall 
match  80  that  hot  rivets  may  be  inserted  without  the  use  of  a 
hammer.  Drifting  is  prohibited.  Eccentric  holes,  if  any, 
must  be  renmed,  and  if  required,  larger-sized  rivets  shall  be 
used  in  such  holes. 

Rivets  and  Riveting.  The  best  grade  of  soft  charcoal  iron 
rivets  to  be  had  in  the  market  shull  be  used.  Sulficient  stock 
must  be  provided  in  the  rivets  to  completely  fill  the  holes  and 
make  a  full  head.  The  rivets  shall  he  driven  at  such  a  heat  as 
will  admit  of  their  being  finished  in  yood  torm  with  a  button  set 
before  the  rivet  has  cooled  to  a  critical  point.  As  often  as  may 
be  deemed  advisable  for  the  purpose  of  testing  the  work,  rivets 
thall  be  cut  out  at  the  direction  of  the  inspector.  The  quality 
of  the  rivet  metal  and  of  the  workmanship  shall  be  such  that  the 
fracture  of  the  rivet  so  removed  at  random  shall  show  a  good, 
tough,  fibrous  structure  without  any  crystalline  appearance,  and 
there  shall  be  no  evidence  of  brittleness.  Loose  rivets  must  be 
promptly  replaced,  no  rivet  calking  being  permitted. 

Calking,  All  scams  must  be  calked  thoroughly  tight  with 
■  round- no^ed  calking  tool  by  workmen  of  acceptable  skill. 
Great  care  mutit  be  taken  not  to  injure  the  under  plate. 

Rejections.  Defective  material  and  workmanship  may  be 
rejected  at  any  stage  of  the  work,  and  must  be  properly  replaced 
hy  the  contractor  as  directed. 


I 
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Final  Tests,  After  completion  the  work  shall  be  tested 
by  filliag  the  stand-pipe  with  water,  and  the  leaks,  if  anyy 
shall  be  promptly  and  thoroughly  calked.  The  stand-pipe 
must  be  water-tight  before  acceptance. 

Superintendence.  All  inspections  shall  be  made  under 
the  direction  of  the  engineer  who  shall  have  general  supervi- 
sion of  the  work.  W.  D.  P* 


MISOELLANEOUS  SPEOIFIOATIONS. 
168.  Specifications  for  Pile  and  Trestle  Bridging. 

The  following  specifications  for  pile  foundations  and  timber 
trestles  are  those  used  by  the  Union  Pacific  Railway  Co.  These 
specifications  may,  however,  serve  as  a  standard  for  all  kinds 
of  pile  foundations,  and  for  the  selection  of  large  timbers  for 
engineering  structures.  The  formula  for  obtaining  the  safe 
bearing  resistance  of  pile  foundations  is  that  generally  known 
as  the  ^^Engineering  News  formula.'* 

All  piles  to  be  made  from  straight,  sound,  live  timber,  free 
from  cracks,  shakes  and  rotten  knots,  cut  from  the  following 
kinds  of  timber:  White  Oak,  Burr  Oak,  Red  or  Yellow 
Oregon  Fir.  They  must  be  so  straight  that  a  straight  line 
taken  in  any  direction  from  the  center  of  each  end  of  die  pile, 
and  run  the  length  of  it,  shall  show  that  the  pile  is  at  no  point 
over  one-eighth  of  its  diameter  at  such  point  out  of  a  straight 
line.  They  must  show  an  even,  gradual  taper  from  end  to 
end.  Ends  must  be  cut  square,  all  bark  taken  off,  branches 
and  knots  trimmed  off  smooth,  finishing  the  pile  in  a  workman- 
like manner.  They  must  not  be  less  than  fourteen  (14)  inches 
in  diameter  at  the  narrowest  point  of  measurement  of  butt  or 
large  end,  nor  less  than  ten  (10)  inches  in  diameter  at  narrow- 
est point  of  measurement  of  point  or  small  end,  and  at  no  part 
more  than  seventeen  (17)  inches  in  diameter. 

All  piles  must  be  properly  sharpened  before  driving.  They 
must  be  driven  until  they  will  carry  a  safe  working  load  of- 
pounds,  computed  by  the  following:  formula: 

2wh 

In  which  L^^Safe  load  in  pounds. 

w«s Weight  of  hammer  in  poundar 
h^sFall  of  hammer  in  feet. 
Sa-Last  penetration  in  inches- 
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They  will  be  estimated  and  paid  for  by  the  lineal  foot.  i. 
,^  delivered  at  the  site  of  the  structure,  according  to  bills 
famished  by  the  engineer.  2.  For  driving,  straightening  and 
cutting  off  ready  for  the  caps,  and  only  the  length  actually  left 
standing  in  the  structure  to  be  paid  for. 

All  timbers  must  be  df  the  exact  dimensions  given  and 
£gared  on  the  plans,  to  be  cut  from  sound,  live  timber,  free 
from  loose  or  rotten  knots,  worm  holes,  wind  shakes  or  splits ; 
reasonably  well  seasoned,  straight  grained,  square  edged,  and 
free  from  any  and  every  defect  calculated  to  impair  its  strength 
and  durability.  It  will  be  estimated  and  paid  for  in  the  work  by 
the  thousand  feet,  board  measure.  The  following  kinds  of 
timber  will  be  accepted': 

All  bridge  ties  will  be  White  or  Burr  Oak,  Oregon  Red  or 
Yellow  Fir,  Tamarack,  or  Yellow  Fine. 

All  track  stringers  and  guard  timbers  will  be  Oregon  Fir 
or  Yellow  Pine,  of  the  long  leaved,  southern  hard  pine  variety. 

All  posts,  caps,  sills,  bracing  and  end  plank  will  be  White 
or  Burr  Oak,  Red  or  Yellow  Oregon  Fir,  White  or  Yellow 
Pine,  or  Tamarack. 

All  wrought  iron  must  be  of  the  best  quality  of  refined 
iron,  tough,  ductile,  and  capable  of  standing  a  tensile  strain  of 
fifty  thousand  (50,000)  pounds  per  square  inch  of  sectional 
area.  The  manufacture  of  the  bolts  must  be  perfect  in  every 
respect,  and  have  nuts  and  screws  of  the  United  States  standard 
dimensions,  length  of  thread  to  be  not  less  than  three  inches. 

All  washers  and  spacing  blocks,  etc.,  must  be  well  manu- 
factured of  good  g^ay  iron  and  to  the  exact  dimensions  shown 
on  the  drawing.  The  cost  of  placing  all  bolts,  spikes,  and 
washers  in  the  structure  will  be  included  in  the  price  paid  for 
framing  and  erecting  the  timber. 

All  bridge  ties  will  be  furnished  and  placed  in  the  bridges 
by  the  contractor. 

The  surface  of  the  ties  must  be  brought  to  a  true  plane  under 
the  rail,  so  that  the  rail  will  get  a  full  bearing  on  every  tie. 

All  of  the  track  stringers  shall  be  brought  to  a  true  plane, 
so  that  ties  will  get  an  even  bearing  on  all  the  stringers. 

Where  any  timber  or  pile  trestle  bridge  is  built  on  a  curve, 
the  blocking  for  elevating  the  outer  rail,  or  other  means  for 
elevating  it,  will  be  as  per  drawings  for  the  same,  a  copy  of 
which  will  be  furnished    from  the   office  of  the  chief  engineer. 

The  culverts  will  be  put  in  place  and  finished  ahead  of  the 
grading,  so  that  it  will  not  interfere  with  or  detain  the  grading, 
in  any  way. 

Bridging  shall  begin  when  directed  by  the  engineer, 
and  progress  at  a  rate  sufficiently  rapid  to  keep  out  of  the  way 
of  the  tracklayers.  * 


J.- 
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When  directed  by  the  engineer  drain  pipes  will  be  used 
instead  of  culverts ;  they  will  be  of  cast  iron  or  vitrified  terra 
cotta ;  this  will  be  carefully  bedded  and  jointed  and  of  such  size 
as  may  be  directed  by  the  engineer. 

All  framing  shall  be  accurately  fitted ;  no  blocking  or  shim- 
ming will  be  allowed  in  making  joints;  the  holes  for  the  bolts 
shall  be  bored  with  an  auger  of  the  exact  size  of  the  bolts.  The 
nuts  on  all  bolts  shall  be  screwed  so  the  washers  shall  pinch 
hard  upon  the  wood  and  bring  all  the  parts  of  the  structure 
close  together. 

On  completion  pick  up  and  remove  all  rubbish  from  the 
premises. 

All  material  will  be  inspected  on  the  above  specifications, 
at  points  of  shipment  or  destination  as  agreed,  and  the  ownen 
required  to  remove  all  rejected  material  from  the  company'! 
premises  within  thirty  (30)  days  from  the  date  of  notice  to  do 
so.  The  company  after  that  time  will  not  be  responsible  foi 
the  return  or  safe  keeping  of  the  same. 

When  from  any  cause  bridge  materials  are  unloaded  from 
cars  at  material  yards  or  end  of  track,  it  shall  be  reloaded  by 
the  contractor  at  his  own  expense.  U.  P.  R'y* 

159.  Specifications  for  the  Steam  Plant  of  a 
Small  Electric  Light  Station.    The  following  specifica« 

tion  for  the  steam  plant  of  a  small  electric  light  station  includes 
specifications  for  the  engine  and  its  attachments,  feed  watei 
heater,  boiler  feed-pumps,  boilers,  furnace,  stack  and  pipe  con- 
nections. While  not  especially  elaborate,  they  have  been  pre* 
pared  by  a  mechanical  engineer  of  large  experience  in  thii 
field  of  practice.  They  are  given  here,  however,  not  for  the 
purpose  of  being  copied,  but  simply  as  an  illustration  of  such  1 
specification.  The  reader  will  note  that  three  kinds  of  enginet 
have  been  provided  for,  and  that  large  liberty  is  retained  by  the 
engineer  in  the  selection  of  the  engine  from  those  submitted  foi 
competition  in  the  bids.  A  particular  feed  water  heater  wai 
here  specified,  because  it  was  thought  to  be  best  suited  for  the 
kind   of  water  which  was  to  be  used,  the  advantage  of  tfaii 
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Iienter  being  that  it  largely 
before  U  enters  the  boiler; 


7yp^:  There  will  be  one  engine,  of  the  High  Speed  Auto- 
matic pnttern;  cylinders  ioj4  inches  or  it  inches  diameter; 
ca,pab]e  of  operating  continuously  at  600  feet  piston  speed  per 
naixsute,  without  undue  heating. 

Regulation:  The  automatic  governor  must  permit  a  cut- 
oCF  u  late  as  ^  ;  and  must  be  so  adjusted,  that  the  difference  in 
•r>^ed,  when  running  with  too  putmcls  initial  pressure  and  no 
lo^«j,  as  compared  with  75  pounds  initial  pressure  and  cut-off  J^, 
Bli  ^11  not  exceed  V  guaranteed  amount  to  be  stated  by  bidder; 
^^  i  tJi  ■  correspondingly  less  variation  inside  of  the  limits  named. 
"^fa*  regulator  must  be  so  constructed,  as  to  permit  this  guar- 
■^*>  *.«<d  regulation  to  be  easily  maintained,  without  racing. 

Fixtures  and  Fittings:  Standard  cast  iron  sub-base,  and 
'^*'«>  heavy  driving  pulleys,  of  such  diameter  and  face  as  may  be 
•"•=<^^ired  to  suit  dynamo  pulleys;  a  full  set  of  foundation  bolts, 
•^•-"te,  and  plates;  template  for  foundation;  throttle  and  drain 
^'^I'X'ei;  cylinder  lubricators,  automatic  oil  cups,  wrenches,  indi- 
*^^-'t«3r  motion,  etc.;  and  two  one-inch  relief  valves  set  at  no 
F»«>xands  pressure. 

Dimensions;  Slate  diameter  and  material  of  shaft  and 
^.•"^^^Ic  pin,  and  submit  drawing  or  blue  prilit  indicating  clearly 
**^^  of  cylinders,  speed,  diameter  of  pipe  openings,  Bp;ice  occU' 
^*^<j,  and  dimensions  of  foundations. 

Corliss  Engine:     Bids  will  alao  be  considered  under  the 
***"*»e  conditions  on   a  Corliss    engine;    11   inches  diameter  of 
^y^imder,  shaft  6  inches;  flywheel  and  frame  extra  heavy ;  speed 
***^-     Regulation  to  be  guaranteed. 

Direct  Connected-  Engines:     This  type  will  also  be  con- 
*'**^  red,  together  with  suitable  dynamo.      High  speed.   Vertical 
*"  i»«riKonlal.     Compound   or  single   expansion.     Full    details 
'*'**^l  accompany  proposals. 

Belting:  Double  thickness,  even  and  pliable,  equivalent 
ttCcength  and  adhesiveness  to  the  Shiiltz  Leather  Belting.  Of 
"=<:led  stock,  stretched  twice  before  being  made  into  belts. 
shoulders  or  flank  leather  to  be  used.  Its  tensile  strength 
^^'^t  not  be  leas  than  3200  lbs.  per  square  inch  of  section,  and 
?*"sinot  be  worked  beyond  65  lbs.  per  inch  of  width.  The 
..*.'*   will  be  thoroughly  stretched  again  after  making,  and  before 
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FEED    WATEH     HEATER. 

One  No.  5  Hoppes  exhaust  stenm  feed  water  heater  and 
j'J^*"»fier  capable  of  heating  3,000  pounds  of  water  per  hour  to 
~     "     '  ......  1  -.1       .    |jg(.|j    pressure    on    the 


I  ***     ^I'ghcst    point    attainable, 
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engine.  To  have  steel  shell,  oil  extractor  and  trap ;  crane  for 
removing  head;  automatic  water  regulator  and  openings  for 
water  and  steam  as  required. 

BOILER    PSBD    PUMPS. 

One  Worthington  Duplex  pump,  5^x3^x5,  water  ends  to 
have  packed  pist  ons.  Piston  rods,  water  cylinder  linings  and 
water  pistons  to  be  of  gun  metal.  Valves  suitable  for  hot 
water ;  complete  with  a  full  set  of  oil  cups  and  wrenches. 

BOILBRS. 

To  be  two  in  number  as  follows: 

Dimensions:  Fifty-four  inches  diameter,  eighteen  feet 
long ;  thickness  of  shells,  five  sixteenths ;  heads,  seven  six- 
teenths, to  have  half  smoke-box  extension,  bolted  on,  sixteen 
inches  in  length. 

Material:  Park  Bros.'  Open  Hearth  Homogenous  flange 
steel  of  60,000  pounds  tensile  strength.  All  plates  to  be  stamped 
with  name  of  maker,  quality  and  tensile  strength. 

Construction:  The  heads  are  to  be  machine  flang^,  to 
have  an  easy  radius ;  and  amply  braced,  with  braces  of  best 
refined  iron,  uniformly  distributed,  so  that  each  brace  will  carry 
its  full  share  of  strain.  Before  beginning  construction  a  plan  of 
the  bracing  proposed  must  be  submitted  to  the  eng^ne^r  for 
approval. 

Tubes:  Thirty-eight — 4  inches  in  diameter,  18  feet  long, 
of  lap  welded,  charcoal  iron ;  carefully  and  properly  expanded 
and  beaded  over. 

Dome:  Thirty  inches  diameter,  thirty  inches  high.  To 
be  of  same  material  as  shell ;  well  braced  and  double  riveted. 

Seams:  There  will  be  one  longitudinal,  double  riveted 
seam,  in  each  sheet,  well  removed  from  the  fire.  Other  riveting 
single.  The  make,  size  and  spacing  of  rivets  shall  be  in 
accordance  with  the  best  modem  engineering  practice. 

Supports:  There  will  be  two  extra  heavy  cast  iron  lugs 
for  each  side;  each  4^  feet  from  end  of  the  boiler.  The  for- 
ward lugs  to  rest  directly  on  cast  iron  plates  12  inches  square, 
supported  by  the  masonry.  The  rear  lugs  will  rest  upon  9  one- 
inch  rollers,  which  in  turn  will  rest  upon  12x12  plates. 

Stack:     Of  sheet  steel,  No.  12  gauge  in  thickness,  diame- 
ter 32  inches,  height  50  feet.     Lower  end  Y  shaped  to  fit  stacks- 
plates.     Furnish  sufi[icient  ^  inch  galvanized  iron  guy  wire  tx^ 
make  two  complete  sets  of  guys.     Support  stack  underneath  Y^ 
to  brick  work  or  floor. 

Fittings:     One  5-inch  chime  whistle;  one  soot  sncker, 
complete,  with  hose  and  handle;  one  flue  scraper;  one  steeL^ 
barrow ;  complete  set  of  firing  tools,  consisting  of  shovel  hoe^ 
slice-bar,  and  poker ;  2  eight-inch  steam  gauges ;  a  one  and 
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quarter  inch  combination  water  columns,  with  gauge  cocka,  and 
water  glasses;  two  4-inch  safety  valves,  with  levers  marked  to 
150  pounds  pressure;  2-inch  check,  stop  and  blow-off  valves. 

Castings:  Two  square  top,  full  Hush  fronts  of  approved 
ornamental  design,  with  tight  fitting  doors,  and  anchor  rods 
extending  the  entire  length  of  brick  work ;  six  9-foot  binding  bar* 
with  cross  and  archor  rods;  soot  door  and  frame;  stack  plate 
and  damper.  Cast  iron  skeleton  frames  suitable  for  standard 
(iie«  of  fire  brick,  to  be  used  m  place  of  back  plates.  Rocking 
grates  will  be  furnished  and  erected  by  the  city. 

Openings.  The  man  hole  in  front  head  under  tubes,  and 
one  in  shell  back  of  dome,  both  properly  reinforced,  and  pro- 
vided with  heads,  arches  and  bolts  complete;  two  ij^  inch 
openings  for  water  column;  one  z-inch  for  feed  and  blow  o£E 
pipe;  one  4-inch  main  steam  outlet,  and  one  4-inch  for  safety 
valve;  all  to  be  properly  reinforced  and  located  as  directed  by 
the  engineer. 

Inspection  and  Insurance.  Before  shipment  the  boilers 
will  be  tested  and  made  tight  under  a  water  pressure  of  150 
pounds.  Certificate  of  inspection  and  insurance  policy  in  the 
Hartford  Steam  Boiler  Inspection  and  Insurance  Company,  for 
the  sum  of  $500,  for  one  year  must  be  furnished,  for  each 
boiler. 

FOUNDATIONS  AND  BRICK  WORK. 

(See  Drawing.) 

The  dimensions  of  foundations  for  engine,  boilers,  heaters, 
pumps,  and  brick  work  for  furnaces,  will  be  clearly  shown  in 
drawings,  which  must  he  accurately  followed. 

Foundations:  All  are  to  be  of  concrete  composed  of  one 
part  best  domestic  cement,  three  parts  of  clean,  sharp  sand,  and 
five  parts  clean,  broken  stone  of  sizes  that  will  pass  through  a 
i}j  inch  ting;  all  to  be  thoroughly  mixed,  laid  quickly,  and 
nmrned  down  solid. 

Excavations:  As  per  drawing.  Remove  promptly  all 
eardi  and  other  debris.  Bottom  to  be  level,  and  rammed  if 
necessary. 

Iron  Work:  All  bolts  and  plates  for  engines  and  dynamoa 
inuBt  be  put  thoroughly  and  permanently  into  position  by  the 
contractor.  Outside  of  each  bolt  place  a  piece  of  2-incb  iron 
pipe,  so  as  to  permit  some  adjustment  of  the  bolts. 

Cap  Stones:  Foundations  for  heater,  and  boiler  feed 
pomps  will  project  somewhat  above  floor  line.  Each  of  these 
^»iU  be  surmounted  by  a  neatly  cut  cap  stone,  S  inches  thick 
•nd  of  proper  dimensions. 

Boiler  Purnaces:  To  be  of  well  burned  red  brick,  thoi^ 
«agbljrwettedbefore  laying;  all  joints  flushed  solid ;  all  courses 
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level  and  straight.  Every  sixth  course  both  inside  and  outside 
to  be  a  header.  Brick  to  be  laid  in  mortar  composed  of  one 
part  lime  to  five  parts  of  sharp  sand.  Build  into  side  and  rear 
walls  a  I -inch  air  space,  which  shall  be  air  tight ;  except  imme- 
diately under .  the  supporting  lugs  of  boilers,  where  the  walls 
shall  be  carried  up  solid. 

Fire  Brick  Lining:  The  entire  inside  of  the  furnace 
where  exposed  to  flame,  will  be  lined  with  A  No.  i  hard  burned 
fire  brick,  laid  in  dry  milled  fire  clay,  with  very  thin  joints, 
flushed  full;  headers  every  sixth  course.  Use  the  folloiving 
special  fire  brick  ^* Angle  B,"  to  form  the  top  and  front  comer 
of  same,  use  the  *'4^  to  give  the  batter  on  front  of  bridge  wall: 
at  top  and  bottom,  Jamb/'  also  for  the  inner  comers  of  clean- 
ing out  doors  openings.     Front  of  bridge  all  headers. 

Closing  In  Tile :  For  the  sides  of  furnace,  use  fire  brick 
tile  6x12x2  }i  ;  and  for  the  rear  above  tubes  lay  ordinary  fire 
brick  special  skeleton  arch  frame. 

Iron  Work:  Place  in  position  all  cleaning  out  doors,  cast 
iron  plates  and  anchor  rods. 

PIPE  CONNECTIONS. 

To  be  as  per  drawing,  which  will  be  furnished. 

Steam :  Four  inches  from  boiler  to  6-inch  header  leading 
to  engine  room,  where  it  will  reduce  to  size  required  by  engine, 
thence  to  engine  proper  size,  through  a  Hine  separator  suitably 
drained.  Leave  Tee  having  plugged  outlets  for  additional 
engine  and  water  works  pump. 

Exhaust:  Four  inches  from  engine  to  main  line ;  thence 
6  inches  through  heater  to  5  feet  above  roof.  Leave  plugged 
inlet  Tee  for  additional  engine  and  pump. 

Drains:  Both  the  steam  and  exhaust  pipes  are  to  have 
suitable  drains  of  ample  size  wherever  there  is  any  possibility 
of  water  accumulating.     Run  these  drains  outside  of  building. 

Small  Piping:  Feed,  blow-off  and  steam  and  exhaust 
pipes  for  boiler  feed  pumps  to  be  as  per  details  shown  in  draw- 
ing. 

Fittings:  Of  the  best  construction,  with  threads  true  and 
clean.  Use  in  all  cases  what  is  known  as  ''water"  or  *'sweep" 
ells  and  fittings,  having  extra  long  radii  for  curves. 

Valves:  Of  the  Jenkin  Brothers,  or  asbestos  disk  pat- 
tern. Use  gate  and  angle  valves  in  preference  to  globe.  When 
globe  valves  are  used  they  must  be  so  placed  as  not  to  form 
water  pockets. 

Supports:  All  pipe  work  to  be  well  supported  in  such  a 
way  as  to  bring  no  unusual  strain  on  the  pipe  or  fittings ;  either 
from  their  weight,  or  from  expansion  or  contraction. 

Covering:  All  live  steam  pipes,  domes  and  top  of  boilers 
to  be  covered  with  a  high  grade  non-conducting  material|  such 
ms  magnesia  ectional. 
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In  General:     The 


i;cment  of  the  pipe  work  must  be 
b  M  to  provide  for  all  differential  strains  arising  from  expan- 
lion  and  contractioD.  The  worft  to  be  of  the  best  and  most 
thorough  possible.  The  sleam  pipe  will  be  tested  to  150 
poUDdB.  W.  H.  B. 

160.     Specifications  for  Leather  Driving  Belts. 

The  following  apeciiications  for  large  leather  belts  were 
prepared  for  the  large  water  power  electric  plant  at  Austin, 
Texas,  in  1894.  It  is  thought  they  conform  to  the  latest  and  best 
practice  in  the  manufacture  of   leather  belting. 

There  arc  to  be  six  main  driving  belts  and  seven  belts  to 
drive  dynamos,  of  dimensions  as  hereinafter  schedultd. 

These  belts  art;  to  be  of  leather  made  from  the  best  selected, 
lafge  ateer  hides,  of  pure  oak-bark  tannage.  The  cuts  are  to 
be  taken  from  the  centre  solid  portions  of  the  hides,  and  are 
not  to  include  shoulders,  flank  or  soft  parts  of  the  hides.  Each 
piece  is  to  be  of  fine,  close  fibres  and  all  pieces  are  to  be  scarf- 
ed to  a  unilorm  thickness.  No  piece  taken  from  one  hide  is  to 
exceed  a  net  length  of  fifty  inches. 

'I'he  individual  pieces  of  the  leather  are  to  be  thoroughly 
stretched  after  currying  and  again  machine  tested  and  the  utmost 
Mretch.  within  elastic  limits,  given  to  the  belts  when  they  have 
been  made  up  complete. 

The  transverse  lap  joints  are  not  to  exceed  four  inches  in 
longitudinal  length,  are  to  be  scarfed  in  the  best  mitnner,  thor- 
oughly cemented  and  are  to  be  made  fast  and  durable  without 
the  use  of  pegs  or  rivets.  All  belt  edges  are  to  be  properly 
rounded. 

All  belts  are  to  be  thoroughly  water-proofed. 

The  complete  belts  are  to  be  soft,  pliable,  and  finished  with 
smooth  polished  surfaces. 

The  belU  of  thirty-eight  inch  width  are  to  be  of  double 
thickness.  The  outer  face  pieces  are  each  to  be  in  a  single 
width,  with  centre  conforming  to  the  back-hone  centre  of  the 
hide.  The  inner,  or  running  face  pieces  of  the  thirty-eight 
inch  belts  are  to  be  nneteen  inches  in  net  width  and  to  have 
one  and  one-half  inch  ficarfed  and  lapped  longitudinal  joints. 
One  edge  of  each  half-width  will  be  cut  along  the  back-bone 
centre  of  the  hide  and  in  the  makeup  of  the  belt,  these  inside 
half  widths  are  to  be  placed  with  the  back-bone  ed^^es  at  the 
outer  edges  of  the  bell.  These  seam  sides  of  liie  thirty-eight 
inch  belts  are  to  be  run  next  the  pulleys. 

All  the  remaining  belts  are  to  be  of  double  thickness  in 
•ingle  widtli  pieces,  with  centres  of  each  piece  conforming  to 
c  centres  of  the  hide.     The  belts  are  to  be  finished 
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with   uniform   thicknesses  respectively  not  less  than  as  follows 
for  each  stated  width :  ^ 

88  inches  widt)i  of  not  less  than  ^  Inohes  thicknasi. 
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The  speeds  of  the  belts  will  be  at  rates  of  about  5,000 
lineal  feet  per  minute. 

All  these  belts  are  to  be  transported  to  the  power  house 
now  i  eing  constructed  by  the  Board  of  Public  Works  of  Aus- 
tin, Te\as,  in  Austin,  and  are  to  be  placed  upon  the  pulleys  in 
the  power  house  and  spliced  and  cemented  in  place. 

The  hides  and  manufacture,  finish  and  fitting  of  the  belts 
are  to  be  first-class  in  every  respect  and  the  belts  are  to  be 
guaranteed  to  run  smoothly  and  straight  upon  the  pulleys  and 
to  work  successfully  for  the  space  of  one  year  from  the  time  of 
the  starting  up  of  the  power  house  for  regular  work. 

If  any  defect  tending  to  impair  the  usefulness  or  life  of  any 
belt  supplied  under  this  specification,  shall  develop  within  one 
year  that  belt  shall  at  once  be  made  eood  by  the  manufacturer 
or  replaced  by  a  belt  conforming  with  this  specification. 

Proposals  for  these  belts,  as  fitted  in  place  ready  for  the 
starting  of  the  machines,  are  to  be  delivered  to  the  Hon.  John 
McDonald,  Mayor,  and  President  of  the  Board  of  Public  Works, 
Austin,  Texas,  on  or  before  the  8th  day  of  December,  1894, 
and  all  belts  are  to  be  delivered  and  fitted  in  place  ready  for 
use  within  six  weeks  of  the  date  of  the  order  for  their  manufa^ 
ture  and  delivery. 

The  Board  of  Public  Works  reserves  the  right  to  reject  any 
and  all  proposals  as  may  be  for  the  best  interest  of  the  City  ctf 
Austin.  « 

Blue-prints  showing  relative  positions  of  the  pulleys  and 
inclinations  of  the  belts  are  submitted  herewith. 
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J.T.  F, 

16 1 .    Speciflcations  for  Pumps  to  be  Operated  by 

^ter  Power,  The  following  specification  was  prepared 
the  city  of  Austin,  Texas,  in  189a,  for  the  construction  of 
^***  pumps  for  a  city  water  supply  to  be  driven  by  water  power 
"Machinery. 

Pumps. — There  ore  to  be  two  pairs  of  horizontfll,  double- 
*^^iig,  plunger  pumps,  having  two  pump  cylinders  to  each 
P***".  Each  pair  of  pumps  is  to  have  capacity  to  deliver  four 
'^'illion  gallons  of  water  per  2^  hours. 

The  dimensions  of  plunger  will  be  approximately  as 
f*^'lows:  ij4  foot  diameter,  3j^  foot  stroke,  with  35  revo- 
''^ions  per  minute;  the  plunger  speed  not  to  exceed  a  mean 
'^'e  of  1375^  feel  per  minute  when  pumping  water  at  the 
'*'«    of  four  million  gallons  per  twenty-four  hours. 

These  pumps  are  to  be  adapted  for  pumping  to  a  reservoir 
"^•^  also  for  pumping  directly  into  the  city  distribution  pipes 
*'»th  direct  pressure,  the  pump  house  being  located  between  the 
J^*«»-voir  and  the  city.  The  static  head  of  the  reservoir  is  245 
^*t  amd  the  dynamic  head  approximately  265  feet  and  the  force 
'^"•o  to  the  reservoir  is  7,600  feet  in  length,  of  34  inch  pipe. 

These  pumps  are  to  receive  motion  from  vertical  turbine 

™*fts  having  beveled  gears  which  drive  a  jack  shaft.     On  the 

)*"=**     shaft    is  to    be  a  spur    pinion,  which    will    drive  a  spur 

™**^~ti»e  gear  on  the  main  pump  shaft.      On  each  end  of    the 

^*in  shafts  are    to  be  balanced  crank  disks,  which  will  drive 

**"«  pumps. 
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The  receiving  and  delivery  chambers  are  to  be  ample  in 
dimensions,  and  are  to  have  nests  of  valves  of  the  best  bronze 
composition  of  approximately  3  inches  diameter,  and  sufficient 
in  number  so  that  the  valves  shall  not  lift  more  than  |^  inches 
each  when  the  rate  of  delivery  of  the  pumps  is  at  four  million 
gallons  per  day.  The  pump  chambers  will  be  well  provided 
with  hand-holes  that  will  give  easy  access  to  each  of  the  valves. 

The  water  supply  for  each  pair  of  pumps  is  to  be  taken 
from  a  30  inch  branch  in  the  horizontal  penstock  in  the  base- 
ment beneath  the  pump  room  floor.  The  necessary  admission 
and  discharge  pipes,  of  ample  size  and  easy  curves,  and  a  tall 
air  vessel  for  each  pair  of  pumps  are  to  be  provided.  The 
force  mains  will  be  connected  with  the  force  mains  leading  to 
the  reservoir,  on  the  outside  of  the  pump  house  wall,  and  not 
exceeding  10  feet  distance  from  the  face  of  the  wall. 

The  pump  cylinders  will  be  connected  with  the  main  and 
jack  shaft  pillow  blocks  by  continuous,  heavy  cast-iron  girders,- 
adapted  to  carry  the  bearings  and  the  strains  of  the  connecting 
rods  without  tremble  or  elasticity. 

The  main  and  jack  shafts  are  to  be  of  the  best  wrought 
iron  forgings  turned  to  the  diameters  indicated  upon  the  draw- 
ings, and  bossed  up  to  receive  the  gears.  The  large  gears,  of 
both  the  spur  and  bevel  pairs,  will  be  mortise  gears  with  their 
mortises  planed,  and  having  thoroughly  seasoned,  machine  cut> 
smooth  maple  cogs,  fltted  and  keyed  in  the  most  rigid  manner. 
The  cogs  are  to  be  thoroughly  boiled  in  oil. 

Each  spur  pinion  is  to  be  machine  moulded,  with  teettft 
planed   on  both  sides  to   match  and  run  with   mortise  gears* 
Both  gears  and  pinions  are  to  be  bored  to  fit  their  respective 
shafts  and  to  be  keyed  in  place.     The  pinions  are  to  be  feather* 
keyed  on  the  jack  shaft  and  fitted  with  approved  screw  motiois- 
to  move  them  out  or  into  gear  and  to  hold  them  where  placed^ 

The  jack  shafts  are  to  be  not  less  than  6j4  inches,  and  th^ 
main  shafts  not  less  than  nine  inches  diameter  in  the  bearings^ 

The  two  jack  shafts  are  to  have  their  axes  precisely  in  lin^: 
and  are  to  have  a  connecting  shaft  fitted  with  couplings,  bear— - 
ings  and  distance  plates  as  directed. 

All  bearings  are  to  be  babbeted  and  bored  out,'  of  ampl^ 
lenght  to  insure  moderate  wear  and  easy  lubrication,  and  are  tc^ 
be  fitted  with  oil  cups. 

The  cranks  will  be  in  balanced  disk  forms  and  fitted  witlM 
mild  steel  pins.  The  connecting  rods  will  be  of  the  bests' 
wrought  iron,  and  fitted  with  brasses,  steel  straps  and  adjustin 
keys  and  babbeted  friction  bearings.  The  cross  heads  will 
of  forged  iron  approved  model  with  steel  wrist  pins.  Th 
guides  will  be  rigidly  bolted  to  the  girders  and  adjustable 
wear.  The  plunger  rod  and  plunger  stufling  box  glands, 
valves  and  all  interior  bolts  and  nuts  will  be  of  the  best  aoi 
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■ttndard  bronze  metal.  The  plunger  stuffing  bos  will  be 
packed  with  the  best  quality  of  "Seldon"  or  other  approved 
packing.  The  crank  disks,  connecting  rods,  straps  and  cross- 
iicails  are  to  have  polished  surfaces. 

All  bearings  and  wrist  pin  br.-isses  are  to  be  fitted  with  the 
test  oil  cups  and  with  proper  drip  pockets,  and  drip  pipes  are 
to  be  provided  where  required. 

There  is  to  be  furnished  and  connected  with  each  pair  of 
pumps  one  8  inch  water  pressure  gauge,  indicating  the  column 
of  water  in  both  feet  head  and  pounds  pressure.  There  will  be 
m  good  approved  revolution  counter  fitted  to  each  pair  of 
pamps  as  directed  by  the  engineer.  There  will  be  a  long 
Scotch  tube  waterglass  with  proper  cocks  on  each  air  vessel. 

The  general  plan  of  the  power  house  shows  tlie  position  of 
these  pumps,  the  method  of  connecting  their  power,  and  the 
positions  of  their  suction  and  delivery  pipes. 

Full  detail  drawings  of  the  pumps  and  their  appendagea 
are  to  be  delivered  to  the  consulting  engineer  and  are  to  ba 
subject,  in  all  respects  to  his  approval.  J.  T.  F. 

162.  Specification  for  a  Pump  Well.  The  following 
specification  describes  a  good  method  of  sinking  a  well  from  20 

^to  50  feet  in  diameter  and  to  a  depth  not  usually  exceeding  50 
to  60  feet.  Such  wells  are  usually  sunk  through  water-bearing 
ttrata,  where  an  open  cut  would  have  to  be  supported  by  some 

'kind  of  curbing  and  this  curbing  may  as  well  be  the  masonry 
well  curb  itself.  In  this  case  it  is  necessary  to  rest  this  masonry 
upoD  a  shoe  which  may  be  made  either  of  wood  or  iron.  In 
the  former  case  an  iron  cutting  edge  should  be  provided.  It  is 
also  best  to  reduce  the  external  diameter  of  the  masonry  curb  a 
short  distance  above  the  shoe  in  order  to  prevent  the  whole 
man  from  sticking  in  the  process  of  sinking  by  its   becoming 

-tightly  bound  by  the  surrounding  earth.  It  is  necessary  to 
anchor  the  lower  portion  of  the  masonry  curb  to  the  shoe  by 
means  of  iron  bolts,  ns  indicated  in  these  specifications. 

Pump  tp'eU. — Tiic  pump  well  shall  be  constructed  within 
lines  to  be  given  by  the  Engineer,  and  will  consist  of  a  brick 
curb,  laid  in  cement  mortar,  on  an  oak  shoe  provided  with  an 
angle  iron  ring  bolted  to  the  under  side  of  shoe  flush  with  it! 
-outer  periphery. 

SAoe. — The  shoe  shall  be  in  three  rings  of  unseasoned  oak, 
three  inchea  thick,  made  up  in  segments,  the  segments  to  be  ■ 
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true  arc  upon  the  outer  periphery  and  bolted  together  witl\ 
seven  eigths  (^)  inch  bolts  and  wrought  iron  washers  to  break 
joint  as  shown  in  drawing  marked  ''Section  and  Details  Pump 
Well/'  on  file  in  the  office  of  the  Water  Works  Committee. 
The  width  of  the  shoe  shall  be  twenty-two  (22)  inches,  and 
when  bolted  up  shall  measure  nine  (9)  inches  in  depUi  or 
thickness.  The  ring  shall  be  of  4x4  inch  angle  iron  five  eighths 
(^)  inch  thick  weighing  16.3  pounds  per  foot,  twenty-one 
(ai)  feet  external  diameter,  with  two  fishplates  eighteen  (18) 
inches  long  at  each  joint,  riveted  on  hot,  with  four  (4)  three 
quarter  (^)  rivets  staggered,  each  side  of  joint;  the  heads  of 
rivets  to  be  countersunk  and  finished  flush  on  outside  of  angle 
iron  ring  and  shall  be  attached  to  the  oak  shoe  with  sixty  (60) 
seven  eighths  (^)  bolts,  placed  about  one  (i)  foot  and  one 
(i)  inch,  center  to  center,  on  a  circle  twenty  (20)  feet,  seven 
and  one  half  (7}^)  inches  diameter.  These  bolts  shall  have 
forged  square  heads  and  nuts  and  wrought  iron  washers.  The 
oak  shoe  shall  have  a  diameter  of  twenty-one  (21)  feet. 

Curb. — The  curb  shall  be  of  select  hard  burned  front  or 
paving  brick,  straight,  sound  and  solid,  when  broken.  No 
over  burned  or  salmon  brick  will  be  accepted,  and  the  brick 
shall  be  laid  on  the  oak  shoe  in  courses ;  in  full  beds  of  cement 
mortar,  consisting  of  one  part  Louisville  [fresh  burned]  cement 
to  2  parts  of  clean  sharp  sand  which  shall  be  mixed  only  as  fast 
as  used  by  the  masons.  No  cement  mortar  which  has  had  an 
over  dose  of  water  or  sand,  or  which  has  be^un  to  set  in  the 
mortar  box  shall  be  used,  but  all  such  must  be  thrown  aside. 
The  bricks  shall  be  free  from  dust  and  wet  with  a  sprinkling 
hose  or  can,  or  be  dipped  by  the  mason  in  clean  water  before 
being  placed  in  the  curb  and  all  joints  shall  be  slushed  with 
mortar  pressed  in  with  the  trowel,  as  rapidly  as  the  courses  of 
brick  work  are  laid  up.     No  grouting  will  be  allowed.* 

The  outer  and  inner  faces  of  the  curb  shall  be  laid  in  true 
circles  of  the  dimensions  shown  by  the  drawing  above  men- 
tioned, and  shall  have  at  the  bottom  (or  on  the  shoe)  an  exter- 
nal diameter  of  twenty  (20)  feet  ten  (10)  inches,  and  an 
internal  diameter  of  seventeen  (17)  feet  four  (4)  inches,  these 
dimensions  for  a  height  of  two  (2)  feet  six  (6)  inches,  when 
the  internal  diameter  shall  be  contracted  by  a  gradual  racking 
inward  of  the  courses  to  a  height  of  four  (4)  feet  above  the 
shoe,  where  the  internal  diameter  shall  be  sixteen  (16)  feet 
eight  (8)  inches. 

From  a  depth  or  height  of  four  (4)  feet  above  the  shoe  to 
the  top  of  well  the  internal  diameter  shall  be  eighteen  (18) 
feet,  and  the  external  diameter  shall  be  twenty  (20)  feet  ten 
(10)  inches  from  the  shoe  to  the  top  of  well,  the  thickness  of 
wall  at  the  bottom  or  on  the  shoe,  and  for  two  and  one  half 

*  The  author  would  prefer  the  grouting  to  the  tluahing  with  mortmr,  m  btttar  cal* 
culated  to  obtain  perfecUy  solid  joints. 


SPECIFICATIONB   FOB  A   WELL   AND   CDR8.  257 

fa  5-5)  feet  above,  shall  be  twenty-one  (zi)  inches,  four  (4) 
feec  above  the  shoe  the  thickness  shall  be  twenty-five  (25) 
inc  l-»  es,  and  for  the  remainder  of  heighth  or  depth,  the  thickness 
sbsk-II  be  seventeen  (17)  inches. 

The  bricks  shall  be  )aid  stretchers  and  headers  or  with 
hoop  iron  bond,  as  may  be  directed  by  the  engineer.  The 
cor:«  tractor  to  state  in  his  proposal  the  difference  in  price  (if 
a«»y  5i  should  all  bricks  be  laid  asstretchers  and  the  curb  bonded 
froaoa  inside  to  outside  with  hoop  iron. 

Should  hoop  iron  bond  be  used  this  will  be  of  charcoal  iron, 
N"o_  16,  B.  G.,  one  and  one  half  (i  1-3)  inches  wide  cut  four 
(-4  ^  inches  longer  than  thickness  of  wall,  with  each  end  turned 
at  »-ight  angles  for  a  length  of  two  (a)  inches,  and  shall  be 
pla.«=^ed  eighteen  (iS)  inches  apart  around  the  wall,  and  shall 
o*:<=xj»r  at  every  fifth  horrizontal  joint. 

The  curb  of  the  well  shall  be  truly  cylindrical  for  all 
d^j^tbs,  and  shall  be  carried  down  plumb.  The  outer  surface 
*>*  *^iie  brick  work  must  be  true  to  the  arcs  and  smooth,  to  pre- 
'^^^^^  sticking  as  the  material  is  undermined  from  the  shoe,  and 
*^«^  inside  joints  shall  be  neady  struck  as  the  courses  of  brick 
"^e=      laid. 

Anchor  Bo/ts.  The  lower  or  first  eight  (8)  feet  of  the 
^V»«"t»  shall  be  attached  to  the  shoe  by  ten  (10)  anchor  bolts, 
^■Sl:»t  (8)  feet  long,  of  seven  eighths  (7-8)  inch  round  iron, 
'^'tt*  square  nuts  and  wrought  iron  washers  at  the  bottom  and 
J'*!'^  ^re  nuts  and  plate  iron  washers  of  one  quarter  (1-4)  inch 
•***»l  er  iron  eight  (8)  inches  square  at  the  top,  the  bolts  shall  be 
^*^<=ed  pbout  six  (6)  feet  apart,  and  built  in  as  shown  by  the 
**"'^^^ing  herein  mentioned,  and  after  the  course  of  brick  next 
"■^<a«r  the  washers  (at  top)  has  been  laid,  the  nuts  shall  be  all 
*^«~^  vied  down  on  the  washers,  and  the  excess  of  thread  00  the 
|t^'*«  carefully  cut  off  with  a  hack  saw,  to  avoid  disturbance  of 
"*«=     "fcrick  work  just  set. 

Coping,     The  well  shall  be  finished  with  a  coping  of  sand 

*^**«  ten  (lo)  inches  thick,  twenty-one  (21)  inches  wide,  with 

*"^     imternal  diameter  of  seventeen  (17)  feet  eight  (8)  inches,  to 

^*"*^J  ect  two  (2)  inches  inside  and  outside  brick  work  at  top  of 

i^*"t».     The  inner  and  outer  edges  of  coping  on  top  shall  bavea 

***^«led  wash  one  and  one  half  (i^)  inches  '-in"  on  the  bed 

J^«»     one  (I)  inch   "down"' on   the  face.     The  coping  shall  be 

^^^ieup  in  ten  (10)  segments  of  uniform  length  of  arc,  and 

'*>^lJbe   dressed    lo  lay  with   less  than  one  quarter  (J^)  inch 

'^*'^t.     Theioints  shall  be  filled  with  mortar  worked  in  with  the 

■  '*>*vel  and  the  several  segments  shall  be  cramped  together  with 

^****    cramps  of  best   "J4x2ji   i.h.    iron   with  legs  2 J^  inches 

J?.^%,  and  width  of  cramps  between  legs  fifteen  (15)  inches. 

*^y*cse  cramps  shall  be  "let"  into  the  beds  of  stones  at  the  mid- 

^**ilb,  flush   with  the   surface  of  coping,  and  the  leg  pockets 


258  ENGINEEBING  SPECIFICATIONS. 

ihall  be  cut  slightly  dovetail  with  a  flare  downwards,  and  after 
the  cramps  are  set  shall  be  run  with  hot  lead  caulked  in  place. 
The  lower  bed  shall  be  chisel  dressed  to  make  a  joint  on  a  full 
bed  of  mortar  with  the  last  course  of  brick,  and  the  faces  and 
upper  beds  shall  be  finely  chiseled  to  a  smooth  even  surface. 

Excavation.  The  well  will  be  constructed  by  the  under- 
mining method,  a  circular  hole,  twenty-one  (21)  feet  diameter 
will  be  sunk  in  the  clay  eight  (8)  or  ten  (10)  or  more  feet, 
depending  upon  the  capacity  of  the  material  to  stand  vertical, 
and  at  the  option  of  the  contractor  and  upon  approval  of  the 
engineer.  The  shoe  will  then  be  placed  in  the  hole  and  care- 
fully leveled,  the  anchor  bolts  being  in  place,  the  brick  curb 
will  be  laid  as  herein  provided  until  the  brick  work  reaches  a 
heigh th  of  three  (3)  feet  above  the  level  of  ground,  when  fur- 
ther excavation  will  be  had  by  removing  the  material  within 
the  curb  and  under  the  shoe  and  allowing  the  shoe  to  settle 
from  the  superimposed  weight  of  the  curb.  The  excavation 
under  the  shoe  to  be  carried  down  uniformly  all  around  to 
maintain  a  true  level  of  the  last  course  of  brick  on  the  curb. 
The  level  shall  be  taken  for  each  course  of  brick  laid,  and 
when  found  *^out"  the  curb  shall  be  truly  leveled  by  additional 
excavation  under  the  higher  side.  J.  W.  H. 

163.    Specification  for  Turbine  Water  Wheels. 

The  following  specifications  for  both  horizontal  and  vertical 
turbine  water  wheels  was  used  in  the  construction  of  the  large 
water  power  system  of  Austin,  Texas,  of  1892. 

Horizontal  Turbines.  There  are  to  be  four  pairs  of  hori« 
zontal  turbines  of  506  horse  power  each,  under  54  feet  head. 
Each  pair  of  these  turbines  will  discharge  into  one  common 
draft  tube.  On  the  shaft  of  each  pair  of  turbines  there  will  be 
two  pulleys,  each  to  be  adapted  to  transmit  the  full  power  of 
the  pair  of  turbines,  and  on  the  same  shaft  there  will  be  a  heavy 
balance  wheel.  The  pulleys  are  to  be  for  belt  or  rope  driving 
as  directed.  The  turbine  shafts  are  to  have  ample  bearing 
surfa9es,  and  each  exterior  bearing  is  to  be  fitted  with  oil  cups 
and  proper  drip  pockets. 

Each  turbine  case  is  to  have  a  man-hole  of  10x15  inches 
clear  opening.  Erich  of  the  turbine  quarter-turns  u  to  be  of 
cast-iron  and  is  to  be  fitted  with  a  good  stuffing  box  and  b  to 
be  flanged,  fitted  and  bolted  to  its  5^  feet  diameter  stop  valve. 
The  draft  tube  is  to  be  flared  at  its^  mouth.  A  cast-iron  plate 
is  to  be  fitted  on  the  floor  of  each  tail  race  under  each  draft 
tube,  which  plate  is  to  be  6%  feet  diameter  and  raised  coni- 
cally  in  the  center  to  a  point.  The  floor  plates  are  each  to  be 
secured  with  twelve  ^  inch  lag  bolts. 
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The  turbine  cases,  quarter-turns  and  feeder  pipes  are  to 
fcave  proper  lugs  upon  them  to  rest  upon  the  iron  beams  and 
snasonry,  which  are  to  be  their  supports. 

A  strong  and  rigid  frame  of  iron  beams  is  to  be  furnished 
^trith  each  pair  of  turbines.  Each  frame  is  to  be  supplied  with 
proper  strong  hold-down  bolts  and  anchor  plates, 
rods,  plates,  lugs  and  brace: 
necessary  to  secure  the  lur 
ieedcr  pipes  securely  in  place,  so 
snents  or  vibration. 

Verticai  Turbines.  There  ; 
■^ivitb  vertical  shafts,  each  of  iS;_ 
licad.  These  vertical  turbines  will  have  draft  tubes 
those  above  described  for  the  horizontal  turbines.  The  draft 
Cubes  are  10  be  quarter  inch  plate  iron  with  seams  riveted  so  as 
«o  be  air  tight  and  with  seams  caulked  in  a  workmanship  man- 
ner. The  shaft  of  each  vertical  turbine  is  to  extend  up  to  a 
level  proper  to  receive  the  beveled  pinion  at  the  pump  room 
fioor.  A  pair  of  bevel  wheels  is  to  be  furnished  with  each  of 
the  vertical  turbines  of  ratios  as  directed,  approximately  2  and 
75-100  to  I.  The  larger  bevel  will  be  a  mortise  gear  wheel 
-with  planed  mortises  and  fitted  with  the  best  maple  cogs  which 
lave  been  thoroughly  seasoned  and  boiled  in  oil  and  substanti- 
ally keyed  in  place.  The  small  bevel  gear  will  be  machine 
molded  and  have  planed  teeth.  ' 

The  vertical  feeder  pipe  with  each  vertical  turbine  and  its 
«]Utrter-turn  will  be  supplied  with  each  wheel  case.  Within 
this  vertical  feeder  pipe  are  10  be  a  sufficient  number  of  bearings 
to  keep  the  shaft  tndy  iu  line.  These  feeder  pipes  are  to  be 
anade  of  quarter  inch  plate  iron  of  good  ductile  stock,  of  no) 
]ess  tbsn  4O.(X)0  pounds  tensile  resistance  per  square  inch,  and 
mte  lo  he  well  riveted  with  hot  rivets  and  are  to  be  calked  water 
tight  in  a  workmanlike  manner. 

The  quarter-turns  will  be  flanged  and  fitted  with  bolts  to 
connect  them  to  the  vertical  and  horizontal  feeder  penstock 
pipes  or  valves.  Each  vertical  turbine  is  to  have  ample  capacity 
"when  working  under  54  feet  head  to  start  its  pair  of  pumps 
when  pumping  at  a  rate  of  four  million  gallons  in  24  hours 
against  a  pressure  of  265  feel  of  water  and  to  bring  the  speed 
of  the  pumps  quickly  and  easily  up  to  a  rate  of  25  revolutions 
per  minute. 

The  turbines  wilt  have  bronze  buckets,  approved  gates  and 
gate  gears,  and  composition  stuffing  box  glands.  Approved 
cait>iron,  bright  standard  and  hand  wheels  will  be  set  on  the 
main  floors  of  the  bouse,  where  directed,  and  connected  with 
tiia  gate  gears.  Approved,  sensitive  regulators  will  be  con- 
Dccted  with  the  horizontal  turbines.  Substantial  pedestals  will 
be  provided  for  the  bearings  of  the  horizontal  shafts. 
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The  turbines  are  each  to  be  guaranteed  to  give  a  duty  of 
not  less  than  80  per  cent,  by  dynamometrical  test,  in  a  testing 
flume,  or  by  similar  test  when  driving  their  pumps  at  a  rate  to 
deliver  four  million  gallons  of  water  per  34  hours  into  the 
reservoir.  • 

The  turbine  cases,  turbine  and  draft  tubes,  also  the  vertical 
feeder  pipes  of  the  vertical  wheels  and  all  the  quarter-turns, 
are  to  be  set  in  place  in  the  power  house  being  constructed 
in  Austin,  Texas,  by  the  Board  of  Public  Works  of  the  city, 
and  their  materials  and  workmanship,  and  their  trimmings  and 
anchorages  are  to  be  of  the  best  of  Uieir  respective  classes,  to 
the  full  approval  of  the  Engineer,  and  are  to  be  guaranteed  and 
maintained  in  perfect  condition  for  the  term  of  one  year  after 
their  test  and  acceptance. 

A  general  plan  accompanying  this  specification  shows  the 
wheel  pits,  penstocks,  feeder  pipes  and  draft  tubes,  the  floors 
of  the  power  house  and  method  of  using  the  power.  Full  detail 
drawings  of  the  turbines  and  their  appendages  are  to  be  deliv 
ered  to  the  Consulting  Engineer  and  are  to  be  subject  to  his 
approval  in  all  respects.  J.  T.  F. 

164.  Specification  for  the  Installation  of  an 
Electric  Lighting  Station  in  a  Small  Oity.  The  fol- 
lowing specification  for  an  electric  lighting  station  were  pre- 
pared in  the  year  1S94,  for  a  small  city  which  required  an 
economical  installation.  They  are  given  here,  not  for  the  pur- 
pose of  being  copied,  but  as  an  illustration  of  what  was  con- 
sidered good  practice  at  the  time  they  were  drawn.  The 
gentleman  who  prepared  these  specifications  has  had  a  large 
experience  in  Electric  Light  installation,  having  been  at  one 
time  manager  of  an  Electric  Works,  while  at  the  same  time 
being  a  mechanical  engineer  of  thorough  training  and  wide 
experience.  The  work  was  to  be  erected  under  his  own 
supervision  and  inspection,  so  that  it  was  only  necessary 
to  make  such  a  specification  as  would  warrant  him  in  demand- 
ing first-class  materials  and  workmanship  in  the  execution. 

STATION  PLANT. 

Dynamo:  The  dynamo  shall  be  of  constant  potential 
alternating  incandescent  type,  and  to  have  a  nominal  or  rated 
capacity  of  thirty  to  thirty-five  kilo-watts,  at  one  thousand  to 

*The  author  recommend*  that  a  boom  and  forfeiture  condition  ahouM  aecompa^f 
tQCh  a  duty  clause  aa  thia. 
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«iic  thousand  and  one  hundred  volt  at  station.  State  number 
of  alterations  per  minute.  Exciter  to  be  belt  driven  from 
alternator  abaft.  By  "nominal"  or  "rated"  capacity  is  meant 
that  load  at  wbicb  the  dynamo  will  run  conlinuously,  without 
vindue  beating.  Proposals  will  state  the  capacity,  and  the 
■moDnl  of  overload  the  machine  will  snfely  stand  for  three 
Iwurs  run  in  hot  weather.  Bids  are  also  desired  on  direct 
counected  generators,  with  bigb  speed  engine  of  approved  de- 
sign. Bids  must  give  full  details,  and  be  accompanied  by 
drawings. 

Attachments:  Machine  to  have  insulated  base  frame, 
"fcelt  tightener,  self-oiling  bearings,  automatic  regulator,  and  all 
necessary  station  and  switch-board  apparatus,  including  light- 
mtng  arri^sters.  Submit  a  list  of  station  equipment  intended  to 
%>e  furnished. 

Hegulators:  Must  automatically  control  the  current  over 
^e  entire  range  of  the  capacity  of  the  machine,  without  undue  ' 
S>eating,  or  sparking;  so  that  the  power  required  is  at  all  tim 
jiTOportionate  to  the  number  of  lamps  burning.  It  must  pro- 
'vide  ■  steady  and  uniform  light,  with  variations  in  the  engine 
vpeed  not  exceeding  three  per  cent.  The  regulators  must  pro- 
Vect  the  dynamos  in  case  of  short  circuiting  on  the  line. 

Erection:  Contractors  will  deliver  machine,  and  all  sta- 
tion apparatus,  and  erect  same  in  position,  including  substantial 
:<oundations  of  concrete.  They  will  run  wires  in  station 
t>etween  outlet  where  external  construction  begins,  and  switch- 
l>oard,  machines,  arresters,  exciter,  grounds,  etc.  Wire  to 
Olconite.  Furnish  and  place  switch-board,  and  erect  all  appa- 
ratus thereon.  Furnish  expert  to  erect,  adjust,  and  run  appa- 
vatUB  ten  days,  instructing  the  city's  attendants  in  its  care  and 
operation.  Contractor  must  keep  informed  as  to  the  progress 
of  the  work,  and  arrange  the  time  of  his  experts  accordingly, 
aoA  Ibere  will  be  no  allowance  for  extra  time  or  traveling 
■vspenses,  not  specially  ordered.  State  charge  per  day  (or  the 
time  of  expert  longer  than  ten  days. 

Acceptance:  Before  leaving,  the  expert  must  aatisfacto- 
vily  make  the  capacity  test,  and  such  other  tests  as  the  city  may 
vequire  to  satisfy  itself  that  the  provisions  of  the  contract  have 
IjeeQ  fully  carried  out.  At  the  end  of  the  ten  days'  run,  the 
apparatus  will  be  accepted,  providing  the  requirements  of  the 
«oatract  have  been  fully  met. 

Switch  Board:  Furnish  and  *rect  a  switch-board,  com- 
plete, of  good,  hard,  well  seasoned  wood,  providing  for  one 
dynamo  and  two  mains  for  commercial,  and  for  street  lights  aa 
Iiereinafter  provided.  Arrange  for  easy  access  to  rear  of  board. 
Sjabmit  list  of  apparatus  to  be  placed  on  switchboard. 
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Lightning  Arresters:  Include 
arresters  of  approved  form  for  use  ' 
the  city. 

MISCELLANEOUS  APPARATUS    AND    SUPPLIES. 

Converters:  From  one  thousand  to  one  hundred  volts. 
Number  and  capacity  to  be  as  per  the  accompanying  list. 
Each  must  be  provided  with  fuse  box  and  eye  bolts,  or  wrought 
iron  straps;  with  hooks  on  upper  ends  to  hang  directly  from 
cross  arm  or  cleats.  The  regulation  must  be  within  two  nod 
one  half  per  cent,  for  the  smallest  size,  and  two  per  cent,  for 
the  largest,  besides  which,  the  leakage  losses  must  not  exceed 
live  per  cent,  on  the  smalf,  and  one  per  cent,  on  the  large,  and 
the  regulation  and  leakage  must  be  uniform  for  all  conveners 
of  the  same  size.  Each  converter  must  be  ample  to  carry,  in 
emergencies  for  three  hours  continuously,  without  dangerous 
overheating,  twice  its  rated  capacity,  but,  of  course,  with 
reduced  efficiency. 

Shunt  Coils:  Fifty  in  number;  one  to  be  used  with  e«ch 
street  lamp,  of  which  there  are  five  groups,  of  ten  each.  The 
shunt  coils  to  take  care  of  the  current  in  the  event  of  a  lunp 
burning  out.     Furnish  two  extra  coils  for  reserve. 

Meiers:  Will  read  ampere  or  watts  hours,  and  must  bo 
carefully  adjusted  and  tested  before  shipment.  See  list 
appended.     Furnish    one    extra  meter  of    each    of  the   three 

Lamps:  To  be  of  approved  make,  and  furnished  with 
such  base  as  may  be  selected  later.  Efhciency  fifty*five  watts 
per  sixteen  candle  power  lamp.  Furnish,  now,  i,Ooo  sixteen 
candle  power,  and  loo  thirty-two  candle  power.  All  for  q 
hundred  volt  current. 

Sockets:     One  thousand   of  first-class   construction, ' 
porcelain  base  to  fit  such    lamp  as  may  be  selected  later. 

Delivery  and  Erection  :  The  converters,  meters,  1 
and  sockets  shown  on  accompanying  lists  and  maps,  are  to  be 
erected  in  position.  The  rest  of  the  quantities  above  named 
are  to  be  delivered  to  tlie  city  for  future  use. 

Future  Orders:  The  quantities  hereinbefore  mentioned 
are  to  be  included  in  original  proposal  price,  but  a  price  must 
also  be  named  at  which  additional  orders  may  be  placed  withia 
one  year  from  signing  contract. 

EXTBRNAL  CONSTRUCTION. 

Pole  Line. — Furnish  and  erect   in  position  til  pola 
cross-arms  for  the  complete  distribution  system  shown  on  I 
print.     All  poles  to  be  live  peeled  white  cedar,  30  feet  long,  S* 
inches  diameter  at  top,  housed  and  gained  for  two  croaft-axi 
Set  4^  feet  in  ground  and  tamp  well.     Poles  must  be  strsl 
and  sound.     Any  poles  crooking  more  than  one  inch  ii 
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soft  moisture  proof  material  between  the  iron  screw  and  the 
insulator.  Erect  on  incandescent  mains  where  directed,  the 
six  lightning  arresters. 

SECONDARY    INDOOR   WIRING. 

Capacity, — All  secondary  wiring  must  be  sufficiently  large 
to  carry  at  one  time  25  per  cent,  more  lamps  than  the  number 
shown  on  the  accompanying  map,  without  undue  heating,  and 
at  100  volts.  The  drop  from  house  inlet  to  the  most  distant 
lamp  with  the  above  maximum  load  must  not  exceed  zyi  per 
cent. 

Erection. — All  inlets  to  be  in  front  of  houses,  except 
where  some  other  place  may  be  designated,  as  more  conven- 
ient. Converters,  meters,  sockets,  and  lamps  are  to  be  famished 
by  this  contractor,  placed  by  him  and  connected  permanently 
in  position,  complete.  All  other  necessary  material,  such  as 
fuse  boxes,  switches,  cut-outs,  etc.,  to  be  furnished  and  erected 
by  this  contractor. 

Plans, — Name  a  lump  sum  for  the  complete  installation  of 
the  lamps  located  on  the  blue  print  in  accordance  with  these 
specifications.     State  also: 

I  St.  Price  per  lamp  at  which  this  schedule  may  be  added 
to  or  deducted  from. 

2d.  Price  per  lamp  which  will  be  charged  additional  for 
concealed  work. 

Character  of  Work. — Except  where  otherwise  arranged, 
all  interior  wiring  will  be  open  cleat  work,  using  white  doable 
braided  painted  fire-proof  wire.  The  details  of  all  indoor  wir- 
ing will  be  in  accordance  with  the  rules  of  the  St.  Louis  Board  of 
Fire  Underwriters.  The  city  will  have  the  work  inspected  from 
time  to  time  at  its  own  expense,  and  any  work  which  may  be 
found,  at  any  time  previous  to  the  acceptance  of  the  plants  not 
in  accordance  with  those  rules,  must  be  put  into  satisfactory 
shape  by  this  contractor  at  once.  Drops  to  be  No.  16  cotton 
flexible  cable,  with  adjusting  ball  and  fibre  socket  bushing. 

Special  Work. — The  city  grants  the  contractor  the  right 
to  sell  shades,  fixtures,  etc.,  and  to  do  concealed  and  fixture 
wiring,  for  which  extra  work  the  customers  will  pay  him 
direct,  such  work  to  be  done  under  the  supervision  of  the  engi- 
neer, and  to  his  satisfaction.  W.  H.  B* 

166.  Specifications  for  Electrical  Distributioa 
OircuitB  for  Light  and  Power.    The  following  is  the 

descriptive  portion  of  a  set  of  specifications  for  electrical  di»^ 
tribution  for  light  and  power  prepared  for  the  city  of  Ausdn, 
Texas,  in  1894.     They  are  thought  to  be  a  good  example  o^ 
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scificatione  and  sre  here  inserted  exactly  as  used  in  the 
lelting  of  the  contract. 

P<rv;er  Station:  The  power  station  is  located  at  the  new 
dam  in  the  Colorailo  river  and  is  about  three  miles  noitherly  of 
ihe  corner  ol  Congress  avenue  and  Pecan  streets  in  said  city  of 
Autlin.  There  wiil  be  in  the  power  ilation  one  iSo  kilo-watt 
irt-phase  generator  adapted  to  generate  alternating  currents  of 
1,700  volts  potential,  two  100  kilo-watt  generators  adapted  to 
geuerate  direct  currents  of  550  volts  potential,  four  alter- 
nators of  3.000  light  capacity,  and  two  alternators  of  1,500  light 
<apiicity  ad:ipted  to  generate  alternating  currents  of  3, zoo  volts 
potential  and  two  arc  machines  each  of  capacity  to  supply  cur- 
rents for  100  arc  lamps  of  450  watts  each. 

The  wires  for  power  currents  will  he  led  out  of  the  station 
for  grouping  on  one  set  of  poles  and  the  wires  for  lighting  cur- 
rents for  grouping  on  another  set  of  poles.  The  currents  of  the 
three  power  generators  will  be  transmitted  by  three-wire  com- 
plete circuits. 

All  the  wire  circuits  are  to  be  connected  with  the  switch- 
board and  station  apparatus  so  as  to  give  the  most  complete 
twitching,  testing  and  regulating  facilities  with  the  leas.tdrop  of 
potential  cftn^istent  therewith.  The  lettding  wires  are  to  be 
ttrung  from  the  switch-board  to  the  cupola  of  the  power  house 
and  out  throui^h  the  panels  of  the  cupola  and  are  to  be  iiisu- 
laled  from  the  building  and  panels  in  the  best  manner. 

All  the  wires  within  the  buildings  will  be  covered  with  a 
firm  water  proof  insulating  m.^ltrial,  such  as  shall  be  approved 
by  the  engineer,  and  to  the  aafe  insulation  of  currents  with 
Standard  potentials  of  2,500  volts. 

Pole  Lines:  Theline  poles  will  be  of  peeled,  white  northern 
cedar.  The  poles  are  lo  be  straight,  sound,  smooth  and  free 
from  large  or  loose  knots  that  might  weaken  them. 

The  dimensions  of  poles  shall  not  be  less  than  those  stated 
in  the  following  schedule  and  poles  of  each  representative  class 
are  to  be  set  at  depths  not  less  thun  those  stated  in  the  schedule, 
it  Mt  in  earth,  and  six  inches  less  if  set  in  solid  rock. 

Poles  will  not  be  less  than  Che  schedule  thickness  at  one 
baU  foot  below  their  tops,  and  will  be  made  roofed  at  their  tops 
lod  their  roofs  will  be  painted  with  the  best  quality  of  mineral 
pkint.  Their  lowest  cross  arms  shall  be  at  least  iS  feet  and  3 
itiebes  at  center  above  the  center  of  the  street  opposite  the  pole. 

On  the  main  two-feeder  lines,  between  the  power  house 
and  Congress  avenue,  the  poles  are  to  be  spaced  not  exceeding 
100  feet  between  centers,  and  on  the  sub-feeder  and  distribution 
lines  poles  are  to  be  spaced  not  exceeding  133  feet  between  cen- 
.,  and  if  lengths  of  blocks  are  such  tliat  three  poles  per  block 
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exceed  this  limit,  four  poles  per  block  are  to  be  used.  Poles 
will  be  placed  in  the  curb  line  or  in  a  line  parallel  with  the  curb 
line  if  on  streets  and,  if  in  the  alleys,  as  directed  by  the  engi- 
neer. 

Comer  and  terminal  poles  and  all  other  poles  subject  to 
extra  unbalanced  strains  shall  be  securely  guyed  with  No.  6  gal- 
vanized steel  wire.  Guys  shall  be  so  placed  and  secured  as  not 
to  be  obstructions  or  nuisances. 

SCHBDULB  OP  MINIMUM  DIMENSIONS  OP  POLBfi. 


Class. 


B. 
C. 

D 

E 

P 

G..      .. 


••    .•••••• 


Namber 

of  cross 

arms. 


One. 

Two. 

Three. 

Four. 

Five 

Six. 

Seven. 


Minimum 

length  of 

poles. 


25  ft.  0  in. 
25  ft.  0  in. 
27  ft.  0  in. 
29  ft.  6  in. 
31  ft.  6  in. 
33  ft.  6  in. 
35  ft.  0  in. 


Depth 
set  in 
earth. 


4  ft.  0  in. 
4  ft.  8  in. 

4  ft.  6  in. 

5  ft.  0  in. 
5  ft.  6  in. 

5  ft.  9  in. 

6  ft.  0  in. 


Height  of 
lowest 
arms. 


Dia.  at 
top  of 
poles. 


18  ft.  3  in. 
18  ft.  4  in. 
18  ft.  5  in. 
18  ft.  9  in. 
18  ft.  7  in. 
18  ft.  8  in. 
18  ft.  3  in. 


5 

6 

7 
7« 


Gains  shall  be  out  in  the  poles  so  that  the  cross  arms  will 
fit  snugly  and  rest  at  right  angles  to  the  axis  of  the  poles. 
Proper  gains  are  to  be  made  to  receive  lightning  arresters,  trans- 
formers and  other  apparatus  to  be  attached  to  the  poles. 

The  contractor  shall  secure  all  necessary  permissions  for 
the  trimming  of  private  trees  and  shall  do  all  trimming,  and  he 
shall  secure  the  necessary  permission  for  attaching  any  guy 
wires  to  private  property. 

Cross  Arms. — The  six-pin  cross  arms  will  be  four  and 
one  quarter  by  five  and  one  fourth  inches  section,  and  other 
cross  arms  of  three  and  one  quarter  by  four  and  one  quarter 
inch  section,  and  all  are  to  be  of  sound,  clear  and  smooth 
seasoned  white  oak.  The  two-pin  cross  arms  will  be  of  clear, 
hard  Michigan  white  pine. 

Each  will  be  rounded  on  its  top  and  each  will  be  fastened 
with  three  and  one  half  by  seven  inch  lag  screws  with  washers. 
The  six-pin  arms  will  be  not  less  than  five  feet  and  ten  inches 
long  and  four-pin  cross  arms  not  less  than  four  feet  ten  inches 
long.  All  cross  arms  will  have  one  good  coat  of  the  best  ^*P. 
and  B."  paint  compound  for  the  purpose  before  being  fastened 
to  the  poles. 

The  vertical  distances  between  centers  of  cross  anna  shall 
not  be  less  than  twenty  inches. 

All  four  and  six-pin  cross  arms  will  be  stayed  with  one 
quarter  by  one  and  one  half  inch  rolled  iron  japanned  braces, 
not  less  than  twenty-six  inches  long  on  the  six-pin  arms  and 
twenty  inches  long  on  the  shorter  arms. 
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Each  pair  of  braces  will  be  secured  with  two  lag  screws, 
two  by  five-sixteenth  inches,  and  one  lag  screw  three  by  five- 
sixteenth  inches  dimensions  each,  with  washers  complete. 

Pins. — All  cross  arms  carrying  No.  i  or  larger  wire  wiil 
be  furnished  with  the  best  quality  of  locust  pins  and  for  smaller 
wires  with  the  best  quality  of  white  oak  pins  all  with  one  and 
and  one  half  inch  diameter  tenons.  The  interior  pins  shall  be 
eight  inches  from  centers  of  cross  arms  and  other  spacings  of 
pins  12  inches  between  centers. 

The  pins  shall  be  covered  with  '*P.  &  B."  paint  com- 
pound, shall  fit  closely  in  the  cross  arm  mortises,  and  shall  be 
secured  with  steel  nails. 

Insulators. — Each  pin  shall  have  one  of  the  best  deep 
groove  glass  insulators  of  double  petticoat  pattern. 

Pole  Steps. — Screw  pole  steps  of  five  eighths  by  eight  inch 
wrought  iron,  galvanized,  shall  be  placed  on  each  pole  on 
which  there  is  a  lightning  arrester,  transformer  or  cut-out. 
The  lowest  step  shall  be  at  ei^ht  feet  from  the  ground  and 
other  steps  at  eighteen  inches  between  centers  vertically,  but 
alternately  on  the  opposite  side  of  the  poles. 

Wire  Circuits. — All  of  the  circuits  are  to  be  of  pure 
copper,  of  at  least  95  per  cent,  conductivity,  drawn  true  to 
gauge  and  of  the  best  quality  in  every  respect  as  electrical  con- 
<iuctor  wires. 

The  diameters  of  the  circuit  wires  as  herein  described  are 
stated  in  the  dimensions  of  the  Brown  &  Sharp  gauge.  The 
^^ires  in  the  power  house  will  have  the  best  water  proof  insula- 
tion. The  wires  in  all  alternating  current  feeders  and  circuits 
are  to  have  the  best  weather  proof  insulation  of  standard 
double  braided  and  compounded  coverings. 

The  arrangements  of  the  power  circuits  on  the  poles  from 
the  power  station  to  West  Avenue  are  shown  on  an  accompany- 
ing plan  and  the  arrangements  of  the  main  alternating  circuits 
«md  arc  circuits  are  similarly  shown  on  another  plan. 

On  the  top  of  the  two  main  pole  lines  above  described 
there  will  be  one  guard  or  protection  galvanized  iron  standard 
l>arbed  double  fence  wire  to  be  strung  on  pony  insulators,  and 
effectively  grounded  at  distances  not  exceeding  500  feet. 

All  joints  in  wires  must  have  full  and  durable  contact  and 
l>e  soldered  in  the  best  manner  so  that  the  joints  shall  hold  and 
Tnaintain  a  degree  of  conductivity  at  least  equal  to  that  of  the 
Vrirea  connected.  All  joints  so  made  shall  be  thoroughly 
\^'ashed  in  an  acid  neutralizing  solution  and  well  wrapped  with 
insulating  tape,  and  the  finishing  end  of  the  tape  shall  be 
Wrapped  with  copper  wire.  I'he  insulation  resistance  of  tha 
joint  is  to  be  equal  to  the  insulation  resistance  on  other  parts 
^f  the  line. 
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The  power,  arc  and  alternating  circuits  within  the  city  will 
be  arranged,  as  nearly  as  possible,  as  shown  on  the  accom- 
panying maps  of  the  distribution  system. 

The  commercial  and  domestic  lighting  by  alternating  cui- 
renta  will  be  divided  into  eight  districts,  as  shown  on  the  wiring 
map,  tod  the  wires  will  be  proportioned  for  i6  candle  power, 
aitemating  lamp  transformers  in  each  district  as  follows: 
IHsttiot  No.   1,  1500  Lamps  and  1200  Lamp  oapacitj  of  transformara. 

"         "     2,  3000      "         "     2400 •' 

"  "      8,  3000       "  "      2400      "  "  "  " 

«  "      1,  1500       "  "      1200      "  "  "  " 

"  "      6,  1500       "  "      1200      "  "  "  " 

"  "      6,  1500       "  "      1200      "  "  "  " 

"  "      7,  1500       "  "      1200      "  "  "  " 

"      8,  1500       "  "      1200      "  "  "  " 

The  power  generators  will  have  their  currents  wired  from 
the  power  house  into  the  city  by  the  Boulevard  and  Pecan 
street,  to  Red  River  street,  and  a  branch  current  wire  will 
extend  along  the  alley  between  Congress  avenue  and  Colorado 
street  from  3rd  to  lOth  streets.  The  transmission  will  be  by 
three-wire  circuits  with  complete  returns,  and  the  drop  in 
potential  in  full  power  of  the  generators  shall  not  exceed  ten 
per  cent. 

Towers. — Thirty  iron  "Star'*  lighting  towers  of  the 
Detroit  pattern,  150  feet  each  in  height  to  top  of  mast,  arc  to  be 
located  in  various  parts  of  the  city  as  shown  in  (he  accompany- 
ing maps  of  lighting  towers.  These  towers  are  to  be  of  the 
most  sulistantinl  construction,  substantially  guyed,  and  equip- 
ped with  six  450  watt  arc  lamps  each. 

Each  of  the  two  circuit  systems  of  wires  for  lighting  these 
tower  arc  lamps  is  to  be-  oi  No.  6,  weather  proof,  insulated 
copper  wire,  connected  with  the  switch  board  in  the  power 
house. 

Potentials. — In  the  wires  for  commercial  and  domestic 
lighting  by  alternating  currents,  the  loss  by  drop  in  potential 
in  the  mains  between  the  power  house  and  West  avenue  shall 
not  exceed  twelve  and  one  half  per  cent.,  and  in  the  sub-feeders 
and  branches  shall  not  exceed  an  additional  five  per  cent. 

Transformers. — The  schedule  of  transformers  or  convert- 
en  as  herein  contemplated  is  as  follows : 

Tweaty-oae  of. 12  Lamp  Csirai^i'y,  SO  watts  p«r  lamp. 

Ninety-nine  of 25  LumpCupacily   50  watts  p«r  lamp. 

Fortyot  60  Lamp 'lapaaity   50  watts  p«r  lamp. 

Fifteen  of 70  Lamf)  Ctipucity   SO  watta  per  lamp. 

Fifteen  of 00  Lamp  CupaciCj   50  watts  per  lamp. 

Eleven  ot 12.^  Lamp  Capacity   50  watts  per  lamp. 

Twelve  of 250  Lamp  Oapacity   50  watt*  per  tamp. 

One  of 500  Lamp  Cupaoit;   SO  natta  per  lamp. 

The  said  party  of  the  first  part  hereby  reserves  the  right  to 
exchange  converters  by  sizes,  taking  an  equal  capacity  in  amallei 
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converters  as  the  interest  of  its  patrons  shall  require.  The  con- 
verters, as  located  by  the  engineer,  are  to  be  fully  connected  in 
the  wiring  circuits  ready  for  attaching  the  domestic  and  com- 
mercial wires. 

Grounds. — Effective  grounds  are  to  be  prepared  for  each 
of  the  lightning  arresters  and  for  the  ground  connections  of  the 
£uard  wires.  When  no  good  ground  connection  is  available 
one  is  to  be  prepared  by  placing  two  bushels  of  good  coke  or 
charcoal  near  the  base  of  a  pole  and  placing  therein  a  copper 
plate,  one  eighth  by  four  inches  in  section  and  three  feet  in 
length,  and  the  ground  wires  are  to  be  soldered  thereto. 

Apparatus. — All  the  circuits  will  be  fully  equipped  with 
the  requisite  installation  apparatus  required  for  the  safe  and 
easy  operation  of  the  lines  and  for  their  testing,  inspection  and 
maintenance,  such  as  feeder  boxes,  primary  switch  and  fuse 
boxes,  cut-outs,  transformers,  etc. ,  each  marked  with  their  safe 
ampere  carrying  capacity,  and  all  lines  will  be  fully  equipped 
^with  lightning  arresters. 

Each  piece  of  this  apparatus  is  to  be  located  as  directed,  is 
to  be  of  the  best  material  and  workmanship  for  the  purpose  and 
is  to  be  set  and  secured  in  the  best  manner,  and  each  is  to  be 
subject  to  the  r'gid  inspection  and  test,  and  to  the  approval  and 
rejection  of  the  engineer. 

Guarantees. — All  apparatus,  materials, -and  workmanship 
lierein  specified  and  contracted  for  are,  by  the  said  party  of  the 
second  part,  hereby  guaranteed  against  all  electrical  and 
mechanical  defects,  and  defective  workmanship  for  the  space  of 
one  year  from  and.  after  their  completion  and  acceptance.  The 
party  of  the  second  part  also  hereby  guarantees  that  any  of  the 
lighting  towers  herein  contracted  for,  when  provided  with  six 
direct  current  arc  lamps  of  450  watts  capacity  each  (2,000  nom- 
inal candle  power)  will  illuminate  any  portion  of  a  circle  3,000 
feet  in  diameter,  of  which  the  tower  is  the  center,  sufficiently 
so  that  any  ordinary  watch  may  be  read  on  the  darkest  night 
^ben  the  aaid  towers  are  illuminated.  .  J.  T.  F. 


PART  IV. 

Illustrative  Examples  of  Complete  Con- 
tracts and  Specifications. 

EXAMPLES    OP    COMPLETE     ENGINEERING     SPECIPICATIONS,    SO 

FRAMED  AS  TO    INCLUDE    THE    CONTRACT    AND     BOND, 

TOGETHER  WITH  ALL  T^HE  GENERAL  CLAUSES, 

SO  DRAWN  AS    TO    BE    DISTINCT  AND 

SEPARATE      PROM      THE 

SPECIFICATIONS. 

166.  Oontract  ajid  Bond  Oombined  in  One  Doc- 
ument with  the  Speciflcations.  It  is  often  customary 
for  corporations  doing  a  great  deal  of  work  by  contract  to  have 
a  standard  form  of  combined  contract,  specification,  and  bond, 
in  which  the  contracting  and  surety  clauses  remain  the  same, 
and  in  which  a  large  proportion  of  the  general  clauses  remain 
unchanged,  while  the  specifications  proper  vary  in  accordance 
with  the  different  classes  of  work  to  be  done.  Of  such  an  ex- 
ample is  that  given  in  the  following  article,  this  being  the 
standard  form  used  by  the  city  of  St.  Louis.  It  will  be  noted 
that  in  this  contract,  the  contractor  is  represented  as  the  party 
of  the  first  part,  and  the  city  of  St.  Louis  as  the  party  of  the 
Recond  part.  In  Part  II  of  this  work,  wherein  the  general 
clauses  of  specifications  were  discussed,  the  party  of  the  first 
part  was  supposed  to  indicate  the  employer,  and  the  party  of 
the  second  part,  the  contractor.  It  is,  of  course,  a  matter  of 
indifference  as  to  which  custom  is  followed,  so  long  as  the  doc- 
ument clearly  defines  the  meaning  of  tliese  terms. 

270 
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In  all  the  examples  given  in  this  portion  of  the  work,  the 
subjects  of  the  clauses  will  be  indicated  by  marginal  titles. 
This  is  the  common  practice  in  all  specifications,  but  it  has  not 
been  followed  in  the  previous  portions  of  the  work,  since  the 
examples  chosen  were  fragmentary  in  their  character,  and  did 
not  seem  to  require  this  kind  of  indexing.  In  actual  practice, 
however,  it  is  advisable  to  use  these  marginal  titles  for  conven- 
ience of  reference.  So  also  should  the  clauses  be  all  numbered, 
as  is  done  in  the  examples  which  follow,  these  numbers  also 
having  been  omitted  in  the  previous  portions  of  this  work, 
because  of  their  fragmentary  character. 

167.  Contract  and  General  Specifications  for 
Large  Pumping  Engines.  The  following  complete  con- 
tract and  specifications  was  used  in  1S94  by  the  Water  Com- 
missioner of  the  city  of  St.  Louis,  in  the  letting  of  contracts  for 
two  large  high  service  pumping  engines.  They  are  what  is 
known  as  general  specifications,  since  they  do  not  indicate  any 
particular  style  of  engine,  and  since  no  plans  were  drawn  for 
the  work.  It  should  be  understood  also  that  the  city  of  St. 
Louis  is  obliged  to  let  all  public  work  by  contract  and  always 
to  accept  the  lowest  bid  or  to  reject  all  bids.  It  has  hitherto 
been  customary  for  this  city  to  prepare  detail  plans  for  all  pub- 
lic work  because  of  this  provision  requiring  them  to  accept  the 
lowest  bid.  These  specifications  have  therefore  been  drawn 
with  the  greatest  care,  and  in  such  a  way  that  the  city  may  be 
able  to  accept  the  lowest  bid  without  danger  of  obtaining  an 
inferior  product.  The  gentleman  who  prepared  these  specifi- 
cations is  a  thorough  civil  and  mechanical  engineer  of  about 
twenty  years.experience  in  the  designing  and  operation  of  pump- 
ing engines,  and  therefore  the  requirements  here  embodied  are 
likely  to  represent  the  latest  and  best  practice.  They  are  given 
here,  however,  not  for  the  purpose  of  being  copied,  but  for  the 
purpose  of  illustrating  the  care  and  foresight  required  in  the 
letting  of.  contracts  under  general   specifications,  in  order  that 
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ail  the  bidders  may  be  placed  on  an  even  footing,  and  that  even 
the  lowest  bid  shall  of  necessity  correspond  to  a  first-class  and 
ill  every  way  satisfactory  result.  In  general,  where  it  is  obliga- 
tory to  accept  the  lowest  bid,  it  is  advisable  to  have  detail  plans 
prepared.  The  privilege  had  been  specially  reserved,  however, 
in  the  advertisement  of  this  work,  to  reject  all  the  bids,  if  none 
of  them  proved  satisfactory,  but  the  city  is  not  allowed,  under 
its  charter,  to  reject  a  lower  bid,  and  accept  a  higher. 

Referring  to  clause  D  in  these  specifications  and  to  the  last 
portion  of  that  clause,  the  wording  here  is  evidently  too  inclu- 
sive. That  is  to  say,  the  Water  Commissioner  would  not  be 
allowed  by  law  to  ^ ^decide  all  questions  which  may  arise  rela- 
tive to  the  execution  of  this  contract  on  the  part  of  the  contrac- 
tor/' with  the  condition  that  *^his  estimates  and  decisions  shall 
be  final  and  conclusive.*'  See  articles  12  and  13,  part  I,  and  article 
109,  part  II,  for  a  discussion  of  this  question. 

168.    Contract  and  SpeciflcationB  for 

designings  furnishing  and  erecting  at  High  Service 
Pumping  Station  I^o.  j,  St,  Louis^  Mo,^  Pumping 
Engines  Nos.  7  and  8,  with  Pixtures  and  all  Ap- 
purtenances Complete. 

A  Agueement  made  and  entered  into  this 

day  of ,  18 — ,  by  and  between 

,  part        of  the  first 

part,  and  the  City  of  St.  Louis,  party  of  the  second 
part,  wiincsscth : 

Whereas,  The  Board  of  Public  Improvements 
of  the  said  City  of  St.  Louis,  under  the  provisions  of 
Ordinance  No.  17006,  approved  December  30,  1892, 
and  by  virtue  of  the  authority  vested  in  the  said 
Board  by  the  Charter  and  general  ordinances  of  the 

city,  did  let  out  unto  the  said 

the  work  of  designing,  fumishin«f  and  erecting,  at 
High  Service  Pumping  Station  No.  3,  St.  Louis, 
Mo.,  Pumping  Engines  Nos.  7  anJ  8. 


B  Now^    therefore^   in   consideration  of  the  pay- 

ments and   covenants  hereinafter   mentioned   to  be 
made  and  performed  by  said  second  party,  the  said 


SPECIFliJATIONS  l'0&  POMPING  ENGINES. 


hereby  covenant    ani! 

>grec  to  furnish  and  erect  in  the  pump  pils  at  High 
Service  Pumping  Station  No.  3,  two  pumping 
engines,  each  of  a  capacity  of  ten  million  U.  S. 
gallons  of  water  in  twenty-four  consecutive  hours, 
with  all  fixtures  and  appurtenances  complete,  and  in 
conformity  to  the  requirements  and  conditions  here- 
inafter specified. 

Wherever  the  words  ■■Water  Commissioner" 
are  used  herein,  they  shall  be  understood  to  refer  to 
the  Water  Commissioner  of  the  City  of  St.  Louis, 
and  to  his  properly  authorizL-d  agents,  limited  by  the 
psriicular  duties  entrusted  to  them. 

Wherever  the  word  "Contractor"  is  used  hereto. 
it  shall  be  understood  to  refer  to  the  part  who 
ha  entered  into  the  contract  to  perform  the 
work  to  be  done  under  this  contract  and  these 
specifications,  or  the  legal  representative  of  such 
part 

To  prevent  ail  disputes  and  litigation,  it  is 
agreed  by  and  between  the  parties  to  this  contract 
that  the  Water  Commissioner  shall,  in  all  cases, 
determine  tin  quantity  and  quality  of  the  several 
kinds  of  material  to  be  furnished  and  work  to  be 
done,  the  duty  and  capacity  of  the  engines,  and  the 
amount  to  be  paid  under  this  contract;  and  he  shall 
decide  all  questions  which  may  arise  relative  to  tbe 
execution  of  this  contract  on  tiie  part  of  the  Contrac- 
tor, and  his  estimates  and  decisions  shall  be  final  and 
conclusive.* 

The  said  part  of  the  first  part  hereby  agree 
that  all  materials  and  workmanship,  of  whatever 
description,  shall  be  subject  to  inspection  and  rejec- 
tion by  the  Water  Commissioner,  and  that  the  entire 
work  shall  be  done  to  his  satisfaction.  The  said 
part  of  the  iirst  part  further  agree  that  the  Water 
Commissioner  may  appoint  such  assistants  as  he 
may  deem  necessary  to  inspect  the  materials  to  be 
be  furnished  and  the  work  to  be  done  under  this 
iRfecment.  and  see  that  the  same  strictly  correspond 
with  the  specifications  hereinnfter  set  forth;  and 
that  said  Water  Commissioner  shall  at  all  times  have 
the  right  to  enter  the  works,  shops,  etc.,  wliere  the 
machinery  is  being  constructed,  for  the  purpose  of 
inspection  and  examination  of  the  materials  furnished 
and  work  being  done,  and  shall  be  afforded  such 
auistaoce  as  may  be  required  to  determine  whether 
tbe  quality  of  the  roateiiala  and  tbe  character  of  the 
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work  'are  in   accordance  with  the  requirements  and 
intentions  of  this  contract. 

The  part  of  the  first  part  further  ag^ee  that 
the  materials  used  throughout  the  eng^ines  and  ap- 
purtenances shall  be  of  the  qualities  specified,  and 
new  and  unused  when  put  into  the  work,  and  that 
the  engines  and  appurtenances  shall  be  constructed 
and  erected  in  the  most  workmanlike  and  substantial 
manner,  and  everything  done  and  furnished  neces- 
sary to  complete  and  perfect  the  engines  and  appur- 
tenances according  to  the  designs  and  intentions  of 
this  contract,  whether  particularly  specified  or  not, 
but  which  may  be  inferred  from  the  drawings  and 
from  this  contract  and  the  following  specifications: 

SPECIFICATIONS. 

1.  The  work  to  be  done  consists  in  making 
the  design,  furnishing  general  and  detkil  drawing;s, 
constructing  and  erecting  complete  in  place  ready 
for  service  at  High  Service  Pumping  Station  No.  3, 
St.  Louis,  Mo.,  two  vertical  triple  expansion  con- 
densing pumping  engines.  Each  engine  shall  pump 
ten  millions  U.  S.  gallons  of  water  in  twenty-four 
hours. 

GENERAL  DATA. 

Water  Pressure 125  poands. 

Steam  Pressure 125  pounda. 

Elevation  Bottom  Pump  Pit  (City  Datum  100).  90  feet. 

Elevation  Engine  Room  Floor 118  feet. 

Elevation  Water  in  Wet  Well  (Approximate).  110  feet. 
Dimensions  of  Pump  Pit 56x57  feet. 

PLANS. 

2.  A  complete  set  of  accurate  and  distinct 
detail  working  tracings,  made  in  accordance  with 
the  general  plans  submitted  by  the  Contractor  with 
his  proposal  and  approved  by  the  Board  of  Public 
Improvements,  shall  be  furnished  by  the  Contractor 
and  submitted  to  the  Water  Commissioner  w^ithin 
four  months  after  the  award  of  the  contract. 

3.  The  tracings  shall  be  of  uniform  size — 25  J^ 
X39  inches — and  shall  have  a  clear  margin  of  at 
least  }i  of  an  inch. 

4.  The  kind  of  material  to  be  used  in  each 
and  every  part  of  the  construction  shall  be  clearly 
denoted  in  the  tracings  by  different  section  lining  or 
by  distinct  lettering. 

5.  The  tracings  shall  show  complete  sectional 
outline  and  plan  views,  giving  all  necessary  dimen* 
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and  thickness  of  metal,  radii  of  fillets  and 
roundings  in  the  various  parts  of  the  construction  in 
plain  and  intelligible  figures,  and  shall  definitely 
state  in  printed  letters,  at  all  surfaces  and  details, 
the  nnnie  of  the  parts  and  the  kind  of  machine  work 
and  finish  to  be  put  upon  them,  thu;  enabling  the 
machinery  to  be  built  and  completed  exclusively 
from  blue  prints  taken  from  the  tracings. 

6.  There  shall  be  separate  tracings  showing 
the  valve  motion,  as  put  together  in  working  con- 
dition. 

7.  The  tracings  will  be  examined  by  the  water "'"' 
commissioner,  and  if  found  in  accord  with  this  coo- 
tract  and  specifications,  will  be  approved ;  any 
change  found  necessary  shall  be  at  ouce  made  by 
the  contractor  to  the  satisfaction  of  the  Water  Com- 
misBtoner. 

8.  The  contractor  shnU  also,  within  twomonths"' 
■iter  the  award  of  the  contract,  furnish  accurate  and 
workmanlike  general  tracings,  made  in  accordance 
with  the  drawings  submitted  by  the  contractor  with 
bb  proposal,  and  filed  in  the  otTice  of  the  board  of 
public  improvements,  and  with  the  detail  drawings 
approved  by  the  Water  Commissioner. 

9.  These  general  tracings  shall  show  the  posi- 
tion of  the  engines  in  the  pits,  with  all  required 
foundation  piers  and  bolts,  and  all  floors,  girders, 
platforms,  stairs,  galleries,  railing,  pipes,  atop  valves 
and  all  appliances 'complete,  givmg  all  general 
dimensions  required  in  the  erection  of  the  machinery. 

10.  If,  during  the  construction,  it  be  found  "^J 
expedient  or  necessary  to  change  or  modify  the 
design  of  any  of  the  details  of  the  engines,  working 
drawings  showing  the  proposed  changes  8h:ill  be 
submitted  to  and  approved  by  the  Water  Commis- 
lioner  before  any  change  is  made. 

11.  All  drawings  rendered  in  any  way  incor- 
rect through  changes  or  modifications,  must  be  com- 
pletely replaced  by  new  tracings. 

13.     Before  the  final  payment  for  the  engines    " 
the  contractor  must  furnish  and  deliver  to  the  watei    < 
commissioner  a  book  of  complete  general  and  detail 
drawings  of  all   parts  of  the  engines   and    appurte- 
nances, as  built  and  erected. 

The  detail  drawings  shall  show  all  details  enter- 
ing into  the  construction    in    sectional,    outline  and 
'■'       "    dimensto         ■  ■   ■ 
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ewerj  detaiiL,  die  kind  of  nutcral  Qted  snd  the  finish 
of  the  TJtrioQS  parts  snd  smfsces. 

The  general  diawii^m  dial!  shoir  die  et^iines  in 
position  in  die  pomp  pits  in  at  least  four  di&rent 
views,  Tiz. :  Sectional  side  eleration,  sectional  end 
elevation,  contour  or  outline  end  elevatioo  and  plan, 
and  shall  give  necessary  main  dimensions,  thickness 
and  kind  of  metals,  location  of  foondation  bolts,  and 
all  important  sizes  of  die  machinery  as  erected. 

These  general  and  detailed  diawii^s  shall  be 
made  on  mounted  double  Elephant  paper  of  a  size  of 
35^x39  inches  inside  the  margin  lines,  strongly 
and  substantially  bound  in  book  form,  widi  the  name 
and  date  of  the  engines  printed  in  gilt  letters  on  the 
covers  of  the  book. 

All  dra\^ings  shall  be  accurately  and  neatly 
executed  in  ink  in  a  workmanlike  maimer  and  to  an 
appropriate  scale.  All  sheets  shall  be  uniformly 
lettered  and  consecutively  numbered  and  provided 
with  proper  tides  and  headings. 

DESIGN. 

General  Features. 

13.  The  two  engines  shall  be  designed  to  be 
erected  and  operated  independendy  in  the  south  pit 
of  the  engine  house,  which  will  be  built  by  the  city 
of  St.  Louis,  substantially  as  shown  by  the  plans  on 
file  in  the  office  of  the  water  commissioner. 

Especial  attention  must  be  paid  to  the  fact  that 
the  engines  will  be  used  for  direct  pressure  service. 

14.  Engines  shall  have  ample  space  around  all 
their  various  parts  for  access  and  maintenance. 

15.  The  height  of  the  water  in  the  wet  well 
will  depend  upon  height  of  water  in  conduit,  which 
will  be  approximately  constant. 

'•«•"•  16.     The    engines    shall   be   designed    for   an 

initial  steam  pressure  of  125  pounds  per  square  inch 
and    a    water   pressure  of    125  pounds    per  square 
inch, 
r.  17.     The  pumps   shall    be  designed  and  con- 

structed to  deliver  the  stipulated  quantity  of  water 
at  a  plunger  speed  which  will  insure  a  smooth  and 
effective  action  of  the  pump  valves,  and  all  working 
parts  of  the  machinery,  but  in  no  case  shall  the 
diameter  of  any  pump  plunger  exceed  40  per  cent, 
of  its  stroke,  or  the  plunger  speed  exceed  180  feet 
per  minute. 
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l8.     The  Jirrangement  and   conElruction   of  the   i 
tngines  shall  he  such  that  they  will  give  equal  steam 
isrdi  on  line  up  and  down  strokes. 

rg.  The  engines  shall  be  designed  and  pro-i 
portioned  to  have  great  working  strength.  jitaLilily 
ni-.d  klilfness,  «nd  ample  space  around  all  parts  for 
erection,  repairs,  lulirkation,  iiispection  and  adjust* 
raent. 

lo.     The  steam  cylinders  and    the   plungers  of  v»..,c.!. 
the  engines  shall  be  vertical. 

at.     The    steam    cylinders  and   the  regulating  "' f" 
mechanism  of  the  cut-ofi  and  valve  motion  shall  be 
pltced  entirely  above  an  elevation  of   120  feet  above 
datum. 

22       The  pump  chambers  and  steam  cylinders   F..n.t. 
»ball   be  rigidly   connected    and    supported  through 
ihe    intervening    frames  and    columiis    to  make  tiic 
whole  construction  of  ample   stability,   strength  and 
stiffness. 

33.  Each  engine  shall  have  vertical,  single  pi;"«'"- 
■cting  outside  packed  plungers,  and  no  construction 
will  be  allowed  requiring  intcnial  stuffing  boxes, 
glands  or  wnter  packings  in  the  pufnps.  All  stufling 
boxes  shall  be  readily  accessible  for  inspection  and 
tightening  up,  while  the  engine  is  running. 

J4.  The  machinery  shnll  be  so  constructed,  '',f"^"'  ' 
lupported  and  arranged  that  the  putup  chambers  or 
iny  imporlant  part  or  piece  of  the  substructure  can 
be  easily  removed  to  such  position  that  it  can  be 
hoisted  out  ol  the  pump  pit  \\  ithout  necessitating  the 
frame  and  fixed  parts  of  the  superstructure  of  the 
machinery  being  taken  apart,  disturbed  or  removed. 

25,  The  two  engines  shall  each  be  providtd  '  ""a""* 
with  a  surface  condenser,  of  sppropriale  size  and 
construction  to  mnintain  a  steady  vacuum,  and 
designed  to  directly  utilize  the  water  discharged  by 
the  main  pumps  for  condensation  of  the  exhaust 
iteun. 

a6.     The  contractor  shall    furnish  and   put  "P^^,'f5i'^" 
■II    pipes,  valves,    oil    cups,  drip    pans,  fittings  and   M'lncu. 
fixtures  required  to  make  the  construction   complete 
ioAidd    the    engine  room    and    pump   pit,  and    shall 
furnish    flanges    drilled    for    connection    on  end  of 
pipes  near  wall. 

17.      The  various  parts  of  the  machinery   shall    '^pp'"" 
be  of   plain    shapes  and    forme,  adapted    to    their 
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specific  purposes,  insuring  great  strength  and  relia- 
bility with  good  mechanical  effects. 

Frame  and  Fixed  Paris. 

28.  The  frame  and  foundation  of  the  engines 
shall  be  so  designed  that  changes  of  temperature 
can  not  alter  the  distribution  of  the  loads  on,  or  affect 
the  alignment  of  the  members  of,  the  frame,  and, 
where  necessary,  expansion  joints  shall  be  used. 

29.  The  frame  of  the  engine  shall  be  designed 
to  have  g^eat  stiffness  and  weight,  so  that  it  shall 
withstand  all  working  stresses  with  the  minimum 
vibration.  All  bed  plates  or  sole  plates  resting  on 
masonry  shall  have  ample  bearing  surfaces  to  safely 
distribute  the  working  pressures. 

30.  the  machinery  shall  be  substantially  and 
securely  anchored  and  held  in  place  with  a  sufficiecTt 
number  of  foundation  bolts. 

31.  All  castings  shall  be  desio^ned  to  avoid 
sudden  changes  of  section  and  of  such  forms  as  will 
cool  uniformly  without  shrinkage  strains. 

32.  At  all  flanges  of  castings  there  shall  be  a 
reinforcement,  or  addition  of  metal,  of  at  least  30 per 
cent,  of  the  regular  thickness,  which  shall  extend  in 
length  or  height  at  least  twice  the  total  thickness  of 
the  metal  at  the  reinforcement.  All  flanges  to  be  of 
not  less  thickness  than  the  total  metal  at  the  rein- 
forcement. 

33.  All  castings  must  faave  good  sized  fillets  at 
all  corners;  no  small  brackets  will  be  allowed. 

34.  If  reheaters  are  used  they  shall  be  designed 
and  constructed  to  be  absolutely  steam  tight  under 
all  working  conditions  to  which  they  will  be  sub- 
jected, and  must  have  proper  heating  area  and  space 
and  facilites  for  examination,  repairs  and  renewals. 

35.  If  steam  jackets  are  used  they  must  be 
secured  to  the  steam  cylinder  in  such  a  manner  as  to 
allow  free  and  easy  expansion  and  contraction,  with- 
out causing  internal  leakage  of  joints  or  derangement 
of  any  description  to  jackets  or  cylinders,  or  undue 
strains  in  any  part;  and  must  be  arranged  to  insure 
proper  circulation  of  steam  and  ready  removal  of  the 
jacket  water. 

36.  All  flat  plates  and  surfaces  acted  upon  by 
water  pressure  must  be  substantially  proportioned 
and  strengthened  with  a  sufficient  number  of  heavy 
ribs,  to  make  them  of  ample  stiffness  and  strength  ta 
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sirfely  carry  the  loads  to  which  they  will  be  subjected. 

37.  All  handholes  and  manholes  shall  be  of 
ample  size,  well  fitted,  and  so  constructed  as  to  be 
readily  opened  and  closed. 

38.  Priming  and  draining  pipes  and  valves 
shall  be  provided  for  filling  and  emptying  the  pump 
chambers. 

39.  The  condensers  must  safely  stand  all  work-  condwwer. 
ing  stresses  to  which  they  may  be  subjected,  without 
leaicage  or  weakness  of  any  description. 

40.  The   condensers    shall   be   constructed  ^o  ^^^^^*^j^^* 
give  ample  facilities  and  space  for  the  examination, 
insertion  and  withdrawal  of  tubes  and  packing  of 

joints.'  The  tubes  must  be  provided  with  perfectly 
tight  and  easily  removable  packings,  allowing  for 
expansion  and  contraction,  without  injury  or  leakage.  • 

41.  The  condensers  shall  be  so  arranged  that 
the  amount  of  water  passing  through,  or  condensing 
surface,  can  be  adjusted  to  suit  varying  temperatures. 

42.  Arrangement  must  be  made  for  proper 
distribution  and  circulation  of  the  exhaust  steam  and 
condensing  water  on  the  cooling  surfaces  of  the  con- 
denser, without  injurious  impingement  of  the  steam 
or  condensing  water. 

43.  All  glands  and  washers  used  in  the  con- 
densers shall  be  made  of  composition ;  all  bolts  and 
nuts  (except  stay  bolts)  used  inside  the  condensers 
shall  be  made  of  Tobin  bronze. 

44.  The  condensers  must  be  provided  with  all 
necessary  auxiliary  pipes,  valves  and  tanks. 

4J.     The  hot  well  shall  be  set  at  the  highest  "°« Weii. 
elevation  in  the  pit  which  the  design  of  the  engines 
will  permit. 

46.  There  shall  be  effectual  means  and  appa- 
tus  provided  for  the  separation  of  grease  and  oil  from 
the  condensed  water  before  it  is  fed  to  the  boilers. 

47.  The  suction  and  discharge  pipes  shall  be  ^i)*is°ha"e 
thirty  inches  in  diameter.  Pipes. 

48.  For  each  engine  there  shall  be  a  single 
suction  or  inlet  pipe,  which  shall  be  attached  to  the 
^te  valve,  furnished  by  the  City  of  St.  Louis, 
shown  in  the  plans  of  the  pump  pits. 

49.  The  discharge  pipe  for  each  engine  shall 
be  carried  up  to  an  elevation  of  113.6,  and  then  hor- 
izontally through  and  to  a  distance  of  two  feet  from 
the  outside  of  the  pump  pit  wall,  and  shall  be  pro- 
vided with  a  drilled  flange  for  connection  to  pump 
main. 

19 
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Air  Chambers.         jq.     Each   engine   shall  be  provided  with  air 
vessels  of  sufficient  capacity  to  insure  smooth,  easy 
and  equal  action  of  the  pumps. 
By-p«M.  J  I,     Each  engine  shall  be  provided  with  a  by- 

pass pipe,  arranged  to  facilitate  draining  the  pump 
mains  and  starting  the  engines. 

Relief  VaiTcs.  j2.     Each    engine    shall   be   provided   with  a 

pressure  relief  valve  designed  and  arranged  to  by- 
pass the  discharge  of  its  pumps  when  the  pressure 
on  the  pump  mains  exceeds  125  pounds  per  square 
inch. 

53.  The  pressure  relief  to  be  of  sufficient 
capacity  to  by-pass  total  discharge  of  the  engine. 

54.  There  shall  be  platforms  or  galleries  of 
c^fit  iron  plates  or  wrought  iron  open  work  at  con- 
venient locations  upon  the  pump  and  steam  ends, 
which  will  allow  all  of  the  operations  necessary  in 
running  and  maintaining  the  engines  to  be  per- 
formed with  the  greatest  safety  and  ease. 

55.  The  Contractor  shall  design,  furnish  and 
erect  iron  stairways,  landings  and  galleries  leading 
from  the  top  gallery  down  to  the  bottom  of  the  pump 
pit,  with  all  intermediate  galleries  and  supporting 
girders,  beams,  and  composition  railings  required  to 
make  them  complete  and  satisfactory  in  all  respects. 
All  of  the  above  to  be  made  of  neat  and  harmonious 
proportions,  and  arranged  to  leave  sufficient  space 
for  hoisting  and  removing  die  pump  chambers  and 
other  parts  of  the  machinery  without  disturbing  any 
beams,  bed-plates  or  other  stationary  parts,  or  neces- 
sitating the  removal  of  stairways,  landings  or  gfalleries 
to  any  g^eat  extent. 

^'s^^  56.    The  galleries,  stairs  and  platforms  shall  be 

arranged  to  secure  as  good  diffusion  of  light  down 
the  pump  pit  as  possible. 

57.  The  stairs  to  be  made  without  risers. 
Tread  plates  and  all  gallery  plates  to  be  made  of  a 
suitable  open-work  pattern. 

All  parts  of  stairs,  galleries  and  platforms  shall 
be  accessible  for  inspection  and  painting. 

Mechanism  and  Wearing  Paris. 

^'str^L*"**         58.     All  moving  parts  shall  be  of  ample  strength 
and  of  sufficient  stiffness  to  prevent  undue  vibrations 
in  operation, 
^^face^'  ^"'  S9*     ^^^  journals  and  wearing  surfaces  shall  be 

of  sufficient  size  and  of  proper  proportion  to  avoid 
excessive  pressure  and  heating. 
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6o,     When  practicable,  provision  shall  be  made   Coon"! 
0  prevent  the  wearing  of  shoulders  on  either  station-        ' 
uy  or  moving  parts  at  their  extreme  travel. 

6i.     All  stationary  journals  shall  have  suitable  J""'"* 
boxes,  babbitt  lined  when  necessary,  and  all  journals 
above  four  inches  in  diameter  shall  have  provisions 
for  horizontal  and  vertical  adjustment. 

63,     All    glands    and    guide    rings    of    stuffing  Bnihmi 
boxes  shall  be    provided    with    composition    linings 
forced  in  and  securely  held  in  place,  and  the  glands 
shall  be  cupped  out  to  make  proper  receptacles  for 
lubricants,  leakage  water,  etc. 

63.  The  bodies  of  all  valves,  three  inches  in  v«t.e«, 
diameter  and  smaller,  shall  be  entirely  of  composi- 
tion,   but    the    bodies   of   valves    larger    than    three 
inches,  may  be  of  cast  iron,  with  composition  valve 

and  valve  seats. 

64.  Ail  valves,  fittings,  fixtures  and  appurte- 
nonces  used,  shall  be  of  nn  approved  design. 

65.  The  valve    motions    and  starting  arrange-  StMm 
meats  of  the  engines  shall  be  such  that  each  engine 

can  be  promptly  and  safely  started  and  operated  by 
one  engineer- 

66.  The  steam  distribution  valves  shall  be  of   vtira. 
a  known  reliable  type.    They  shall  be  well  balanced 

and  so  designed  as  to  work  with  the  minimum  fric- 
tion, to  wear  even  and  steam-tight,  and  to  have 
proper  facilities  for  refitting  and  .idjustment. 

67.  The  sleam    valve    mechanism  shall  be  of  v»ive  11 
ample  strength  and  durability,   and  must  be  reliable 

in  all  its  motions  and  entirely  free   from  any  danger 
«f  failure,  derangement  or  rebounding.     The  engme    ReguU 
and  valve  mechanism  to  be  provided   with  an  auto- 
matic device  to  prevent  racing  in  case  of  a  broken 
pump  main. 

68.  The  engines  shall  be  fitted  with  a  variable  caioa. 
cut-off  mechanism  so   arranged  as  to  be  easily  and 
quickly  adjusted  while  the  engines  are  in  operation. 

69.  The  running  throttle  valves  of  the  engines  Throw, 
shall  be  of  a  well-balanced  type  and  operate  quickly 

and  easily  under  full  steam  pressure. 

70.  The  steam  pistons   of  the   cylinders  shall    pi»'ob« 
be  provided  with  Babbitt  and  Harris  piston  packing, 
packing  which,  in  the  opinion  of  the  Water  Com- 
missioner, is  equally  efficient. 

71.  Steam  valves  above  six  inches  in  diameter 
ihall  have  steel  stems  provided  with  Phospho  bronze 
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72.  The  area  of  the  suction  and  discharge 
valves  shall  be  sufficient  to  insure  proper  filling  and 
discharging  of  the  pumps  under  all  conditions,  but 
in  no  case  shall  the  total  suction  valve  area,  or  the 
total  discharge  valve  area  of  each  engine  be  less  than 
6  square  feet. 

73.  The  valves  shall  be  designed  and  con- 
structed to  open  and  close  promptly  and  quietly, 
shall  be  tight  and  of  ample  strength,  and  shall  be 
especially  designed  for  facility  of  repairs  and  re- 
newals. 

74.  All  valve  stems  of  stop  and  gate  water 
valves  shall  be  made  of  Tobin  bronze. 

75.  All  connecting,  piston,  plunger  and  dis* 
tance  rods,  and  all  movable  parts  must  be  of  ample 
strength  and  stiffness  to  withstand  all  working 
stresses. 

76.  The  piston  rods,  plunger  and  plunger 
rods,  and  all  reciprocation  parts  have  properly 
designed  guides  and  crossheads.  The  crossheads 
shall  have  shoes  adjustable  for  wear. 

77.  All  journals  and  pins  of  connecting  and 
valve  rods,  and  of  all  reciprocating  and  oscillat- 
ing rods,  shall  have  well  proportioned  strap  or  box 
ends  having  easily  removable  composition  boxes, 
Babbitt  lined  where  required,  and  provided  with 
wedges,  keys  or  bolts  for  adjustment  of  wear.  Each 
link  or  connecting  rod  shall  at  the  different  ends, 
have  provisions  for  compensation  of  wear  in  the 
same  direction 

78.  All  strap  or  box  ends  shall  be  of  a  shape 
having  great  strength  and  stiffness,  holding  the  com- 
position boxes  securely,  and  giving  a  neat  and  work- 
manlike appearance. 

79.  All  nuts  of  pillow  block  caps  bolts  and 
follower  bolts  of  pistons,  all  screw  joints  of  moving 
parts  and  all  keys  shall  be  provided  with  a  secure 
locking  device. 

80.  If  a  fly-wheel  is  used,  the  shafts  shall  rest 
in  pillow  blocks  very  securely  and  rigidly  supported 
at  ample  distances  apart. 

81.  The  construction  of  the  air  pumps  must  be 
such  that  they  will  at  all  times  perform  their  work 
promptly  without  noise  or  injurious  shocks. 

82.  The  air  pump  and  all  accessory  pumps 
required  to  run  the  engine,  except  the  boiler  feed 
pump,  shall  be  driven  from  the  main  engine. 


8PEOIFICATION8  FOB  PUMPING  ENGINES.  283 

MATERIALS. 

83.  All  materials  used  throughout  this  con- 
struction must  be  of  the  special  class  and  grade 
called  for  in  the  specifications  and  designated  in 
drawings,  and  shall  in  each  case  fully  stand  the 
specified  tests. 

84.  All  castingrs  shall  be  free  from  blow  holes,   cutinga. 
flaws,  scabs  and  defects  of  any  description,  and  shall 

be  smooth,  close  grained,  sound,  tough,  and  of  true 
forms  and  dimensions. 

85.  All  casting  must  be  done  in  accordance 
with  the  best  modem  foundry  practice  to  obtain 
castings  of  the  very  best  quality.  Castings  above 
500  pounds  in  weight  shall  be  moulded  in  dry  sand 
or  loam.  Great  care  must  be  taken  to  make  all 
castings  as  nearly  as  practicable  of  uniform  thick- 
ness throughout. 

86.  No  plugging  or  other  stopping  of  holes  or 
defects  of  castings  will  be  allowed. 

87.  The  cast  iron  used  in  the  steam  cylinders,   <^*«<  <">a. 
the   steam   distribution   valves,    the   barrels   of    air 
pumps  and  the  water  plungers  shall  be  close,  fine 
grained,  hard  and  uniform  in  character  and  of  good 
wearing  qualities.     The  cast  iron  used  in  all  other 

parts  of  this  construction  shall  be  of  superior  quality, 
tough  and  of  even  grain,  and  shall  possess  a  tensile 
strength  of  not  less  than  22,000  pounds  per  square 
inch.  Test  bars  of  the  metal  2  inches  by  i  inch. 
When  broken  transversely,  24  inches  between  sup- 
ports and  loaded  in  the.  center,  shall  have  a  breaking 
load  of  not  less  than  2,200  pounds,  and  shall  have  a 
total  deflection  of  not  less  than  0.35  of  an  inch 
before  breaking. 

88.  The  test  bars  shall  be  cast  as  nearly  as  pos-  '^*"  °*^ 
sible  to  the  above  dimensions  without  finishing,  but 
corrections  will  be  made  by  the  Water  Commissioner 

for  variations  in  thickness  and  width,  and  the  cor- 
rected results  must  conform  to  the  above  require- 
ments. 

89.  If  any  two  test  bars,  cast  the  same  day, 
show  a  tensile  strength  less  than  22,000  pounds  per 
square  inch,  or  do  not  show  the  required  cross 
breaking  load  or  deflection,  all  the  castings  made 
from  the  melting  from  which  the  samples  were  taken 
may  be  rejected. 

90.  All  steel  castings  used  in  the  construction  ^**^ 
shall  be  thoroughly  annealed  and  possess  a  tensile 


^^ 
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strength  of  65,000  to   75,000  pounds,  and    15   per 
cent,  elongation  in  two  inches. 

91.  All  steel  forg^ngs  used  in  this  construction 
shall  be  equal  to  forgings  manufactured  by  the  Otis 
Steel  Company,  Cleveland,  Ohio,  and  have  a  tensile 
strength  of  not  less  than  75,000  pounds  per  square 
inch  of  section,  and  show  an  elongation  of  20  per 
cent,  in  eight  diameters. 
Wrought  Iron.  ^2.  All  of  the  wrought  iron  used  shall  be 
tough,  fibrous  and  uniform  in  character,  and  speci- 
mens broken  in  the  testing  machine  shall  show  a 
tensile  strength  of  not  less  than  50,000  pounds  per 
square  inch,  with  an  elongation  of  18  per  cent,  in 
eight  diameters. 

93.  If  any  specimen  of  steel  or  wrought  iron 
shall  not  conform  to  the  above  requirements,  all 
material  of  the  lot  from  which  the  specimen  was 
taken,  will  be  rejected. 

94.  The  Water  Commissioner  may  take  at  ran- 
dom any  wrought  iron  bolt  and  nut,  and  have  it 
broken  in  a  testing  machine.  If  any  two  bolts  shall 
not  fill  the  above  stipulated  requirements  for  wrought 
iron,  the  whole  lot  of  that  size  and  make  may  be 
rejected;  the  effective  area  used  in  computing  the 
breaking  strength,  will  be  the  area  corresponding  to 
the  smallest  diameter  at  the  bottom  of  the  threads, 
when  cut  in  accordance  with  the  U.  S.  standard. 

95.  Rivets  shall  be  made  from  the  best  refined 
iron,  and  must  be  capable  of  being  bent  cold  until 
until  the  sides  are  in  close  contact  without  sign  of 
fracture  on  the  convex  side. 

96.  All  rolled  wrought  iron  shapes  shall  be 
free  from  twists,  bends,  seams,  blisters,  buckles, 
cinder  spots  or  imperfect  edges.  All  sheet  and  plate 
iron  must  be  capable  of  being  worked  at  a  proper 
heat  without  injury. 

97.  All  rods  shall  be  formed  in  one  continuous 
rolled  or  forged  piece  without  weld. 

98.  All  the  composition  metal  used  [excepting 
for  Tobin  bronze  and  hand  railing]  shall  consist  of 
the  best  quality,  new  material  only,  of  mixtures 
specially  adapted  for  the  work  in  each  case,  and 
approved  by  the  Water  Commissioner. 

99.  All  Phosphor  bronze  used  must  be  homo- 
geneous and  uniform  in  character,  and  shall  have  a 
tensile  strength  of  not  less  than  30,000  pounds  per 
square  inch,  with  an  elongation  of  15  per  cent  in 
eight  diameters. 
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lOO.  All  Tobin  bronze  used  must  be  homo- "^0^*°  ^~°*^ 
geneous  and  uniform  in  character,  and  specimens 
broken  in  a  testing  machine  shall  show  a  tensile 
strength  of  not  less  than  60,000  pounds  per  square 
inch,  and  an  elongation  of  20  per  cent,  in  eight 
diameters. 

10:.  Finished  bolts  and  nuts  of  Tobin  or 
Phosphor  bronze  may  be  tested  in  the  same  manner 
as  specified  for  wrought  iron,  and  if  any  two  bolts 
shall  not  fulfill  the  requirements,  the  whole  lot  of 
that  size  and  make  will  be  rejected. 

102.  Test  specimens  and  samples  of  castings, '^***  8"»' 
forgings,  composition  or  any  other  material  used  in 

this  construction,  shall  be  prepared  ready  for  testing 
and  supplied  in  the  number,  shape,  finish  and  sizes 
required  by  the  water  commissioner,  and  shall  be 
prepared  as  may  be  directed  at  any  time  during  the 
pouring  or  working  of  the  materials. 

For  all  material  taken  by  the  water  commis- 
sioner for  testing,  the  following  prices  will  be  paid, 
which  shall  include  the  cost  of  preparing  and  finish- 
ing the  test  specimens,  viz. : 

For  all  wrought  iron  or  steel,  the  sum  of  tea 
cents  per  pound. 

For  all  composition,  the  sum  of  thirty  cents  per 
pound. 

For  all  cast  iron,  the  sum  of  three  cents  per 
pound. 

All  broken  material  to  belong  to  the  city  of  St. 
Louis. 

103.  The  Babbitt  metal  used  throughout  the  Babbitt  Mcibl 
construction  must  be  of  the  following  approximate 
proportions  by   analysis:     88   per   cent,    pure   tin, 

eight  per  cent,  antimony,  and  four  per  cent.  Lake 
Superior  copper. 

104.  All  rubber  for  valves  and  gaskets  must  Rubber, 
be   of   a   suitable   quality,  approved  by  the  Water 
Commissioner  before  it  is  used. 

105.  All  other  material   used   in   the   engines  other  aater. 
and  not  mentioned  in  these  specifications  will   be      **'*' 
subject  to  inspection,  test  and  approval  by  the  Water 
Commissioner  before  it  is  used. 

CONSTRUCTION. 

106.  The     workmanship    and    finish    of    the  Workaauhi^ 
pumping  engines  throughout  shall  be  equal  to  the 

uest  American  practice,  and  in  every  respect  satis- 
factory to  the  Water  Commissioner. 
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107.  All  surfaces  worked  in  machine  tools 
must  be  true  and  smooth,  and  accurately  conform  to 
the  drawings  in  shape,  size  and  alignment. 

io8.  The  bearing  surfaces  of  all  sole  and  bed 
plates  and  parts  resting  on  masonry  shall  be  planed. 

109.  If  fly-wheels  are  used,  the  parts  shall  be 
fitted  and  fastened  together  in  the  most  careful  and 
workmanlike  manner  and  the  outer  circumferences 
and  the  sides  of  the  rim  shall  be  turned  smooth  and 
true. 

no.  All  joints  of  bed  plate  and  frame  to  be 
planed  or  faced  and  carefully  fitted. 

111.  The  steam  cylinders  shall  be  bored  in  a 
vertical  position,  perfectly  smooth  and  truly  cylin- 
drical, with  a  boring  bar  of  proper  diameter. 

112.  All  circular  flanges  shall  be  faced  on  the 
outer  circumference. 

113.  All  centers  of  lathe  work  must  be  made 
of  ample  size  and  carefully  preserved. 

1 14.  All  comers  in  journals  and  elsewhere  in 
turned  work  shall  be  rounded  to  proper  radii. 

115.  All  steam  joints  shall  be  made  in  an 
approved  manner,  with  a  very  thin  gasket  of  Jenkins' 
Usidurian  packing. 

116.  All  water  joints  to  be  made  with  rubber 
or  paper  gaskets,  arranged  with  special  care  to  pre- 
vent blowing  out. 

117.  All  seats  of  steam  and  water  gates  must 
be  scraped  and  ground  tight. 

118.  All  journals  to  be  turned  straight,  cylin- 
drical and  smooth.  Particular  attention  and  cafe 
shall  be  paid  to  the  proper  fitting  and  scraping  of 
all  journal  boxes,  to  make  the  same  of  an  extraor- 
dinarily good  bearing  surface,  and  accurate  flt  to 
their  housings  or  carrying  members. 

119.  Straps,  gibs,  keys,  reamed  bolts  and 
boxes  of  all  connecting  rods  must  be  fltted  with  the 
utmost  care  and  accuracy,  and  flnished  in  a  thorough 
and  workmanlike  manner. 

120.  The  flnal  fltting  marks  shall,  for  all 
parts,  be  preserved  for  examination  and  must  in  all 
cases  be  satisfactory  to  the  Water  Commissioner. 

121.  All  journal  boxes,  pins,  keys  and  other 
details  of  the  machinery  shall  be  taken  apart  at  any 
time  during  the  process  of  fltting  or  erecting,  when 
the  Water  Commissioner  so  directs,  to  allow  a  thor- 
ough examination  of  flt  and  workmanship. 
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122.  If  gear  wheels   are   used   in   the   valve  ^^*'' 
motion   of  the   engines,  they  shall  be  properly  de- 
signed and  accurately  cut  in  gear  cutting  machines. 

123.  The  treads  of  cams  and  other  parts  of  the  ^*™  Treads, 
valve  motion  subject  to  intermittent  or  sudden  motion 

suid  heavy  wear  shall  be  of  tempered  steel  or  case 
laardened  iron. 

124.  The  tempering  or  hardening  processes  Tempering  •? 
niust  be  so  conducted  that  parts  will  retain  their  *'  *"  °'' 
proper  size  and  shapes  and  have  the  requisite  hard- 


125.  All  parts  of  the   engines   must  be  well  c«»*«»*^ 
secured  and  correctly  centered  with  accurately  fitted 
^cSo^rel  pins,  reamed  bolts  or  male  and  female  joints. 

126.  All  flanges  must  be  cast  solid,    and   all     °*°'* 
Ib^olt  holes  shall  be  drilled  with  perfectly  sharpened 
suid    centered   twist-drills   to  insure  accurate  round 
l^ioles. 

127.  All  dowel  pins  must  be  of  proper  taper,  °<>^«'  >••■•• 
»^nd   well  fitted ;    and  where  necessary,  shall  have 
fsroper  facilities  for  removal. 

128.  All   holes   intended   to  receive  tapering  "t*?*** 
fDarts  shall  be  carefully  reamed  and  ground  and  the 
Capering  parts  driven  or  forced  into  place. 

129.  Nuts  and  bolts  and  all  thr^ds  shall  be  of  Thre«da. 
U.  S.  standard,  except  where  special  threads  are 

lecessary. 

130.  The  threads  and  shanks  of  all  bolts  above 
inch  in  diameter  shall  be  cut  and  turned  in  the 

^  athe,  and  the  ends  of  all  bolts  shall  be  finished  to  a 
"S^eat  conical  or  hemispherical  point. 

131.  The  resting  surface  for  nuts  and  heads  of 
--^11  bolts  shall  be  faced  to  present  a  smooth,  plane 

^nirface,  square  to  the  axis  of  the  bolt. 

132.  Case  hardened,  finished  and  polished  nuts  PinishedNoii. 
^hall  be  used  in  all  exposed  work  above  the  upper 

^oor  level,  and  also  for  all  parts  requiring  frequent 
^^emoval  and  adjusting.  All  other  nuts  and  bolt- 
Iseads  above  the  upper  floor  level,  and  nuts  for  all 
stuffing  boxes,  and  at  such  other  places  as  may  be 

shall  be  finished. 

133.  Finished  Phosphor  bronze  nuts  and 
'olled  Tobin  bronze  studs  and  bolts  to  be  used  for 
M  fastenings  inside  the  pump  chambers,  and  for  all 
glands  of  stuffing  boxes  of  the  pump  end. 

134.  Cold  pressed  nuts  shall  be  used  for   all  ^^f^^ 
-stationary  parts  of  the  pump  chambers,  and  in  all 

where  not  otherwise  specified. 
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135.  All  nuts  and  bolt  heads  shall  be  hexagonal 
in  shape  and  mast  be  faced  on  top  and  bottom. 
The  sides  shall  fit  their  wrenches  accurately. 

136.  All  key- ways  and  keys  must'be  accurately 
fitted  and  properly  driven  or  forced  into  place,  and 
must  be  of  appropriate  size  and  taper. 

137.  All  riveted  work  shall  be  specially 
desigpied  for  its  particular  uses,  and  executed  in  a 
thorough  and  workmanlike  manner. 

138.  All  riveted  joints  subject  to  pressure  shall 
be  thoroughly  and  neaUy  calked  with  a  round-nosed 
tool. 

139.  All  connecting  rods,  links  and  valve  rods 
shall  be  draw-file  finished. 

140.  All  bright  and  specially  finished  work 
must  be  of  the  highest  g^ade  and  entirely  free  from 
scratches,  specks  and  flaws. 

141.  All  visible  composition  work  shall  have  a 
bright  finish. 

142.  All  exposed  machine  worked  surfaces  of 
all  parts  above  the  upper  floor  level  and  of  all  mov- 
ing parts,  except  fly-wheels,  shall  have  a  bright 
finish. 

143.  The  steam  cylinders,  steam  chests, 
reheaters,  steam  and  distribution  pipe  and  other 
heated  surfaces  of  the  machinery,  when  necessary, 
shall  be  protected  by  neat  mahogany  or  walnut  lag- 
ging, securely  fastened  and  held  in  place  by  brass 
bands  and  button-headed  brass  screws,  or  by  bright 
finished- false  covers. 

144.  All  steam  pipes  and  heated  surfaces  shall 
be  protected  with  approved  non-conductors  to  the 
depth  of  flanges. 

145.  The  material  to  be  used  in  covering 
steam  pipes,  cylinders,  reheaters  and  all  protected 
parts,  and  the  method  of  its  application,  shall  be 
subject  to  approval  by  the  Water  Commissioner. 

146.  No  non-conductors,  lagging  or  false 
covers  shall  be  applied  until  the  construction  has 
been  thoroughly  tested  by  working  steam  pressure 
and  all  leakages  and  defects  developed  have  been 
thoroughly  remedied. 


ERECTION* 


itoAo^  147*     The   Contractor   shall   erect  in  the  shop 

such  parts  of  the  steam  and  water  ends  of  the  engines 
M  may  be  necessary,  in  order  that  the  final  erection 
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can  be  carried  od  with  despatch  in  a  thorough  iind 
workmanlike  manner. 

148.  The  Contractor,  shall,  athta  own  expense.-    riiini|KiniB|[. 
ind  risk,  transport  all  parts  of  the  machinery  to  the 
pumping  station,  but  will  be  allowed  the  use  o£  the 

power  traveling  ciane  in  the  engine  house  for  erect- 
ing. 

149.  All  foundations  and  piers  required   for  muodtt. 
the  support  and  anchorage  of  the  engines,  in  addi- 
tion to  that  shown   in   the   city's  drawings,  will  be 

built  by  the  city  of  St.  Louis,  to  drawings  furnished 
by  the  contractor.  All  foundation  ptera  will  be 
built  of  first-class  coursed  cut  stouc  masonry  aaO 
provided  with  granite  capstones  of  appropriate  sizes, 
tnd  charged  to  the  contractor  at  $20  per  cubic  yard. 

150.  The  contractor  shall  deliver  at  the  pump-    w«ii  Bc»», 
ing  station    all   bolts,   washers,    wall  boxes,  girders,      "^ 
etc.,  intended  to  be  inserted  in  the  masonry,  in  ample 

lime  to  prevent  delay  during  the  building  of  the 
foundation  walls  and  piers. 

151.  The  contractor  shall  be  responsible  for 
the  proper  and  exact  location  of  all  parts,  when 
placed  in  accordance  with  his  drawings  and  templets. 

153.     The  contractor  shall  do   all  work  neces-    [qpu. 
i«ry  to  erect,  fit  and  secure  the  engines  in  the  pump 
pit  upon  the  foundation  piers  as  completed  and  built 
by  the  city  of  St.  Louis. 

153.  Every  sole  plate,  girder,  bed  plate  and   r„,  joim. 
caatitig  resting  on  or  secured  to  masonry,   shall    be 
provided  with   a  rust    joint    of  sufficient   thickness, 
carefully  driven  and  packed  and  consisting  of  ingre- 
dients satisfactory  to  the  Water  Commissioner. 

154.  Great  care  shall  be  taken  in  the  erection   b«uIss>. 
of  the  engines  to  place  and  secure   the   various  sole 

Hnd  bed  plates  upon  solid,  plane  and  smooth  bear- 
ings. All  joints  between  stationary  details  must  be 
made  with  the  utmost  accuracy  and  precision,  insur- 
ing perfect  and  permanent  alignment.  None  of  the 
parts  shall  be  unduly  strained  in  lining  up. 

155.  The  contractor  shall  so  conduct  his  oper-    oihei  Work, 
■lions  as  not  to   interfere   with  the  work  of  other 
contractors,  and  the  disposal  of  his  tools  and    mate- 
rials during  storage  and  erection   will    be  subject  to 

the  approval  of  the  Water  Commissioner. 

156.  The  parly  of  the  second  part  will  furnish    w.im. 
and  set  the  gate  valves  of  the  suction  pipes,  but  the 
contractor  ahall  pump  out  all  accumulated  water  in 
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the  pump  pit  before  commencing  erection,  and  do 
all  necessary  pumping  during  erection  of  engines. 

Protection  ie7.     All  finished  parts  must  be  wcll  protected 

'  in  shops  and  during  transportation  to  prevent  injury 
and  abrasion. 

Damtige.  1$^'     -^^^  injured  parts  must  be  replaced,  when 

in  the  judgment  of  the  Water  Commissioner,  refit- 
ting will  not  suffice. 

aeaning  up.  i^p.  The  coutractor  shall  remove  all  staging 
used  in  erecting  the  engines,  and  leave  the  pump 
pit,  engine  room  and  premises  neat  and  clean. 

'^SimSSo^  ^^'     '^^^  contractor  shall,    at   his   own   cost, 

•tc  '  make  good  all  damages  to  masonry,  buildings,  or 
other  property  of  the  city  of  St.  Louis,  occasioned 
by  the  contractor  or  his  employes  in  the  transporta- 
tion and  erection  of  the  machinery. 

stormgcoff  i6i.     The  city  of  St.  Louis  will  furnish  space 

plui'"*'^^  within  its  premises  for  the  reception  of  the  various 

parts  of  the  machinery,  but  shall  not  be  responsible 

for  the  safe  keeping  of  these  parts,  nor  for  damage 

caused  to  them  from  exposure  or  other  cause. 

PAINTING. 

162.  All  castings  and  details  must  be  inspected 
and  approved  before  painting,  and  in  no  case  shall 
the  paint  or  pitch  be  applied  until  all  surfaces  are 
trimmed  and  thoroughly  cleaned. 

''vilnSth.  '^3*     ^^^  unfinished  iron  work  not  visible  from 

the  engine  room  fioor  (except  where  otherwise 
required)  and  that  above  the  fioor  intended  to  be 
encased,  shall  be  thoroughly  painted  inside  and  out 
with  three  coats  of  No.  i  parafiine  varnish,  applied 
hot.  The  first  coat  shall  be  put  on  at  the  shop,  and 
the  others  after  erection,  excepting  for  inside  surfaces 
of  pumps,  pipes,  etc.,  which  shall  receive  two  coats 
at  the  shop  and  one  after  erection. 

ou  paint.  16^^,     All  unfinished  iron  work  visible  from  the 

engine  room  fioor,  shall  be  thoroughly  cleaned, 
rubbed  down  and  painted  with  four  coats  of  a  good 
quality  of  paint  and  strictly  pure  linseed  oil.  The 
first  coat  shall  be  put  on  at  the  shop  and  the  others 
after  erection. 

165.  The  paint  shall  be  of  a  grade  and  color 
approved  by  the  Water  Commissioner,  and  shall  be 
applied,  striped  and  varnished  to  his  satisfaction. 

166.  All  parts  to  be  covered  by  non-conduc- 
tors must  be  thoroughly  cleaned  and  heed  from 
rust,  and  painted  with  three  coats  of  paint  of  a  kind. 
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color  and  quality  to  be  determined  by  the  Water 
Commissioner  before  application  of  the  non-con- 
ductors. 

167.  All  finished  and  polished  surfaces  must   P'i°^^«d 
be  kept  entirely  free   from   rust   until   erected   and 
finally  accepted. 

TESTING. 

168.  After  erection  has  been  completed,  and  PreMar«. 
before  the  final  painting,    a  blank  flange  shall  be 
bolted  on  the  out-door  end   of  the  discharge  pipe, 

and  the  whole  construction  tested  with  hydraulic 
pressure.  A  force  pump  shall  be  connected  to  the 
discharge  pipe,  and  a  pressure  of  200  pounds  per 
square  inch  applied  in  such  manner  as  to  test  the 
pumps,  pump  valves,  air  vessels,  discharge  pipes, 
pump  rods  and  the  frames  of  the  engines.  After 
this  test  the  engine  is  to  be  run  to  full  capacity,  dis- 
charging through  the  pressure  relief  valves  for  the 
purpose  of  testing  same ;  a  further  test  to  be  made 
by  suddenly  opening  gate  on  pump  main  to  test 
speed  controlling  device  mentioned  in  section  67. 

These  tests  must  be  conducted  by  the  contrac- 
tor with  great  care  and  in  a  manner  satisfactory  to 
the  Water  Commissioner.^ 

The  contractor  shall  furnish  all  labor  necessary, 
and  all  piping,  cocks,  valves,  gauges,  force  pumps, 
flanges  and  appliances  required  in  the  tests. 

169.  For  the  purpose  of  determining  the  duty  i)^^  ^esiu 
of  the  engines  furnished  under  this  contract,   there 

shall  be  an  expert  duty  test  of  twenty-four  hours 
continuous  run  for  each  engine.  These  tests  shall 
be  conducted  by  three  experts,  one  to  be  selected  by 
the  Water  Commissioner,  one  by  the  contractor,  and 
the  two  thus  named  to  select  the  third. 

The  duty  tests  shall  be  conducted  for  one  engine 
at  a  time,  unless  otherwise  ordered  by  the  Water 
Commissioner. 

170.  The  water  of  condensation  from  all 
steam  jackets  and  reheaters  shall  be  gathered  and 
its  weight  carefully  determined,  and  it  shall  be 
charged  against  the  engines  during  all  of  the  duty 
tests. 

171.  The  total  weight  of  water  fed  to  the 
boilers  during  the  tests,  shall  be  considered  the 
amount  of  steam  used  when  corrected  for  entrain-^ 
ment  exceeding  two  per  cent. 
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173.  Steam  used  for  running  the  bofler  feed 
pumps  during  the  duty  tests  will  not  be  charged 
against  the  engines. 

Expert  Ten.  1 73.     The  twenty-four  hours  duty  test  ahall  be 

made  with  the  water  in  the  wet  well  at  an  approxi- 
mate elevation  of  1 10,  and  shall  be  conducted  by 
the  experts  selected  in  accordance  with  section  169 
of  this  contract. 

Speed.  174.     If,  in  the  opinion  of  the  Water  Commia- 

sioner,  the  speed  of  the  engines  at  any  time  during 
the  twenty-four  hours  test  is  such  as  to  jeopardize 
their  safety,  he  shall  have  the  right  to  order  them 
run  at  such  reduced  speed  as  will  give  a  smooth  and 
quiet  action. 

Heed(h).  1 75.     The  head  (h)  to  be   inserted   into  tfie 

formula  for  computing  the  duty  of  the  engines  dor- 
ing  the  running  test,  shall  be  ascertained  by  attach* 
ing  a  gauge  to  the  discharge  pipe  close  to  where  it 
turns  into  and  runs  through  the  foundation  walls  of 
the  pit,  and  by  the  elevation  of  the  water  in  the  wet 
well. 

176.  Any  part  or  detail  of  the  engines  show« 
ing  undue  strain  or  weakness  of  any  description, 
must  be  replaced,  and  all  defects  developed  in  these 
tests  shall  be  corrected  by  the  contractor  to  the 
entire  satisfaction  of  the  water  commissioner. 

ADDITIONAL   APPLIANCES. 

Wrenches.  1 77*     '^^^  contractor  shall  furnish  for  all  sizes 

of  bolts  a  complete  set  of  wrenches  for  each  engine, 
accurately  fitted  to  the  respective  sizes  of  nuts.  The 
wrenches  for  all  finished  nuts  about  the  engines  shall 
have  a  bright  finish  and  shall  be  marked  with  their 
respective  sizes. 

178.  Each  engine  shall  be  provided  with  one 
steam  gauge,  graduated  from  o  to  250  pounds,  one 
vacuum  gauge,  one  suitable  steam  gauge  on  each 
receiver  (if  such  be  employed  in  the  construction), 
and  one  engine  revolution  counter;  all  of  them  to 
have  brass  cases,  triple  silver  plated,  and  placed 
convenient  for  observation.  The  dials  of  gauges  to 
be  ten  (10)  inches  in  diameter. 

179.  Each  of  the  air  vessels  of  the  pumps  shall 
be  provided  with  one  glass  water  gauge  of  satisfac- 
tory design.  The  hot  well  for  each  engine  shall  be 
provided  with  a  suitable,  permanently  attached 
thermometer  of  appropriate  design. 
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iSo.     The  contractor  shall   furnish  one  steam   ind 
indicator  for  each  steam  cylinder  and  three  indicators 
for  the  main  pumps,  and  one  indicator  for  the  ail 
pumps.     The   indicators   shall   be   the   Thompson, 
CrOBby  or  Tabor. 

tSi.  Each  steam  cylinder,  main  and  air  pumps 
of  the  two  engines  shall  be  provided  with  permanent 
piping,  fixtures  and  motion  appliances  for  attaching 


^ 

» 
» 


ind 

pipes  and  applianc 
caton  to  the  steai 
made  of  compositii 
every  respect. 

tSs.     All  joui 


indicators.     All    v.nlves,    cocks, 

p  for  the  attachment  of  the  indi- 

cylinders  and  pumps  shall  be 

I,  of  ample  size  and  complete  in 


lis  must  be  provided  with  sight-  < 
feed  oil  cups.     There  shall  also  be  brass  drip  pans 
or  pockets  at  all  journals  and  oiling  places  to  catch 
labricants. 

183.  The  steam  cylinders  shall  be  fitted  with 
light -feed  lubricators. 

184.  There  shall  be  valves,  pipes  and  drip 
patw  at  all  places  where  necessary,  for  receiving  and 
conveying  water  from  stuffing  boxes,  etc. 

18^.  The  contractor  shall  furnish  an  extra  «ct 
of  tuclion  valves  and  an  extra  set  o(  discharge  valvea 
wltli  all  parts  complete. 

RHPAUtS. 

186.  Near  the  end  of  the  year  of  probation, 
the  Water  Commissioner  will  make  an  examination  of 
the  engines,  and  any  p»rt  or  detail  found  to  be  de- 
fective or  injured  through  excessive  wear,  overstrain, 
had  materia)  or  faulty  design,  shall  be  replaced  by 
the  contractor,  at  his  own  cost  and  expense,  to  ihe 
tatisfaciion  of  (he  water  commissioner. 

The  said  part  of  the  first  pait  further  agree 
that  ftlt  the  work  contemplated  and  described  in  thit 
contract  and  the  foregoing  spccificalions,  shall  be 
done  in  accordance  with  llie  general  drawings 
approved  by,  and  on  file  in  the  office  of,  the  board 
of  public  improvements,  and  with  the  detail  work- 
iog  drawings  sobmilted  lo  and  approved  by  the 
Water  Commisnioner.  U  is  further  agreed  that  the 
drawings  and  specifications  form  a  part  of  this  con- 
tract, and  that,  if  any  discrepancies  appear  between 
any  of  the  drawings  and  the  specification*,  or  between 
any  of  ibe  several  drawings  in  ihemsclTcs,  such  dis- 
oepancies  shall  be  adjusted  by  the  contractor  to  the 
Mtitfaction  of  tiie  Water  Commiuioncr.     And  Jt  is 
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further  expressly  agreed  that  the  approval  of  the 
general  and  working  drawings  shall  not  in  any  case 
relieve  the  contractor  from  any  of  his  responsihilities 
under  this  contract. 

H  The  said  part    of  the  first  part  herehy  expressly 

agree  that  the  inspection  of  materials  and  work- 
manship shall  not  relieve  of  any 

of obligations    to   perform    sound 

and  reliable  work,  as  herein  described.  And  the 
said  part  of  the  first  part  further  agree  to  repair 
or  replace  any  defective  part  or  piece  of  the  pump- 
ing engines  during  one  year  from  the  end  of  the  24 
hours  running  test,  at  his  own  cost  and  expense. 

And  it  is  further  agreed  that  during  the  afore- 
said year,  the  Water  Commissioner  may  make  all 
necessary  repairs  requiring  prompt  attention,  and 
that  the  cost  of  such  repairs  shall  be  borne  by  the 
contractor. 

I  And   it  is  further  agreed  that   any   work   not 

herein  specified  which  may  be  fairly  implied  as 
included  in  this  contract,  of  which  the  Water  Com- 
missioner shall  judge,  shall  be  done  by  the  con- 
tractor without  extra  charge.  The  contractor  shall 
also  do  such  extra  work  in  connection  with  this  con- 
tract as  the  Water  Commissioner  may  in  writing 
specially  direct,  and  the  price  for  such  extra  work 
shall  be  fixed  by  the  water  commissioner,  but  no 
claim  for  extra  work  shall  be  allowed,  unless  the 
same  was  done  in  pursuance  of  a  written  order,  as 
aforesaid. 

J  The    said    part       of     the     first     part    further 

agree  that  the  work  embraced  in  this  contract  shall 
be  begun  within  one  week  after  written  notice  so  to 
do  shall  have  been  given  to  the  contractor  by  the 
Water  Commissioner,  and  continued  (unless  the  said 
commissioner  shall  otherwise  in  writing  specially 
direct),  with  such  force  and  in  such  manner  as  to 
secure  its  completion  within  twenty-six  months 
thereafter,  the  time  of  beginning,  rate  of  progress, 
and  time  of  completion  being  essential  conditions  of 
this  contract.  And  the  part  of  the  first  part  fur- 
ther agree  that  if  the  pumping  engines  to  be 
furnished  under  this  contract  are  not  completed  at 
the  time  above  specified,  then  there  shall  be  retained 
by  said  second  party,  as  ascertained  and  liquidated 
damages,  the  sum  of  fifty  ($50.00)  dollars  per  day 
for  every  day  thereafter  until  said  engines  are  ready 
for  service. 
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The  party  of  the  second  part  agrees  to  have  the 
pump  pits  ready  for  the  commencement  of  the 
etectioD  of  the  engines  within  twenty  months,  and 
Co  have  the  steam  ready  for  testing  and  running  the 
engtneG  twenty-three  months  after  the  date  of  the 
above  notice  to  begin  work. 

And  the  part  of  the  Rrat  part  further  sgree 
that  shall  not  be  entitled  to  any  claim  (or  any  hind- 
rance or  delay  from  any  cause  whatever  in  the 
progress  of  the  work,  or  any  portion  thereof;  but 
any  hindrance  or  delay  occasioned  by  the  party  of 
Cite  second  part  shall  entitle  said  part  of  the  first 
part  to  an  extension  of  the  time  for  completing  this 
contract,  sufficient  to  compensate  for  the  detention, 
the  same  to  be  determined  by  the  Water  Commis- 
aioner. 

The  said  part  of  the  first  part  further  agree 
that  will  not  sublet  the  work  to  be  done  under  this 
contract,  but  will  keep  the  same  under  control,  and 
that  will  not  assign  the  same  by  power  of  attorney 
or  otherwise,  and  that  will  at  all  times  have  s  rep- 
resentative present  where  any  work  is  in  progress 
under  this  contract.  Whenever  it  may  be  desired  to 
^ive  directions,  orders  will  be  given  by  the  Water 
Commissioner  and  obeyed  by  the  contractor's  repre- 
fientative  who  may  have  ch.irge  of  the  particular 
^-ork  In  reference  to  which  orders  are  given.  If  any 
person  employed  by  the  contractor  on  the  work 
should  appear  to  the  Water  Commissioner  to  be 
incompetent  ordisorderly,  he  shall,  upon  the  requisi- 
tion of  the  Water  Commissioner,  be  at  once  dis- 
charged and  not  again  employed. 

It  is  further  agreed  that  if  the  part  of  the  first 
part  shall  assign  this  contract,  or  abandon  the  work 
to  be  done  under  this  agreement,  or  shall  neglect  or 
refuse  to  comply  with  the  specifications  or  stipula- 
lions  herein  contained,  the  board  of  public  improve- 
ments shall  have  the  right,  with  the  consent  of  the 
mayor,  to  snnul  and  cancel  this  contract,  and  to 
relet  the  work  or  any  part  thereof ;  and  such  annul- 
ment shall  not  entitle  the  contractor  to  recover 
damages  on  account  thereof;  nor  shall  it  affect  the 
right  of  the  City  of  St.  Louis  to  recover  damages 
which  may  arise  from  such  fjilure. 

And  the  said  first  part  hereby  agree  to  pro- 
tect and  defend  and  save  harmless  the  said  city  of 
St.  Louis  against  any  demand  for  patent  fees  on  any 
patented  invention,  article  or  arrangement  that  may 
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be  used  by  said  first  part  in  the  pumping  engines 
furnished  under  this  contract. 

P  The  said  part     of  the  first  part  further  agree 

to  indemnify  and  save  harmless  the  City  of  St.  Louis 
from  all  suits  or  actions  brought  against  the  said  city 
on  account  of  injuries  or  damages  received  or  sus- 
"  tained  by  any  party  or  parties  during  the  construc- 
tion of  the  pumping  engines,  or  by  or  in  consequence 
of  any  negligence  in  guarding  the  same,  or  any 
fmproper  materials  used  in  the  construction,  or  by 
or  on  account  of  any  act  or  omission  of  the  said 
part     of  the  first  part  or         agents. 

Q  The  part      of  the  first  part  further  agree     that 

each  engine  furnished  under  this  contract  shall  have 
a  pumping  capacity  of  ten'  million  U.  S.  gallons  in 
twenty-four  hours,  ^he  capacity  to  be  at  a  speed 
that  will  insure  smooth  and  quiet  action,  and  to  be 
determined  by  the  experts  during  the  duty  test. 

R  The  part       of  the  first  part  hereby  agrees    that 

the  pumping  engines  furnished  under  this  contract 
shall  perform,  during  a  running  test  of  twenty-four 
hours,  a  duty  of  one  hundred  and  twenty-five  million 
foot-pounds  per  thousand  pounds  of  commercially 
dry  steam. 

The  part       of  the  first  part  further  agree      that 

•    in  case  either  engine  fails  to  perform  a  duty  of  one 

hundred    and    twenty-five    million   foot-pounds    per 

thousand  pounds  of  steam,  during  the  working  test 

of  twenty- four  hours, will  pay  to  the  party  of 

the  second  part,  as  an  agreed  measure  of  damages 
for  lack  of  efficiency  of  the  engine,  in  the  ratio  of 
$2,500.00  for  each  one  million  foot-pounds  which 
the  duty  falls  below  one  hundred  and  twenty-five 
million. 

In  case  either  -engine  exceeds,  during  the 
twenty-four  hours  working  test,  an  average  duty  of 
one  hundred  and  twenty-five  million  foot-power  per 
thousand  pounds  of  steam,  the  party  of  the  second 
part  agrees  to  pay  to  the  pRvt  of  the  first  part,  as 
a  reward  for  the  superior  efficiency  of  the  engine, 
an  amount  to  be  in  the  ratio  of  $1,000.00  for  each 
one  million  foot-pounds  which  the  duty  comes  above 
one  hundred  and  twenty- five  million. 

S  On  condition  of  the  true  and  faithful  perform- 
ance of  all  the  conditions  of  this  agreement  and 
specifications,  the  said  party  of  the  second  part 
agrees  to  pay  to  said  part  of  the  first  part  the  sum 
of  dollars,    subject   to   such  additions  or 
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deductions  as  are  authorized  by  the  provisions  and 
conditions  of  this  contract,  in  full  payment  for  all 
the  work  and  materials,  designs  and  drawings 
required  by  this  contract,  embracing  the  satisfactory 
construction  and  erection  of  such  pumping  engines 
and  appurtenances  as  are  herein  defined  and 
described  in  all  their  parts  and  requirements. 

Payments  on  account  will  be  made  as  follows, 
-viz.: 

a.  On  or  about  the  first  of  each  month,  the  T 
Water  Commissioner  shall  cause  an  approximate  esti- 
mate to  be  made  of  the  value  of  the  materials  and 
i^ord  done,  based  on  the  total  amount  to  be  paid  for 
the  engines;  from  the  amount  so  found  he  shall 
deduct  20  per  cent,  and  all  sums  previously  paid  or 
retained  under  this  contract,  and  certify  the  remain- 
<ler  as  then  due.  Provided,  however,  that  nothing 
lierein  contained  shall  be  construed  to  affect  the 
xight  of  the  City  of  St.  Louis,  hereby  reserved,  to 
reject  the  whole  or  any  portion  of  the  work  afore- 
said, should  the  said  certificates  be  found  or  known 
^o  be  inconsistent  with  the  terms  of  this  agreement, 
or  otherwise  improperly  given. 

i.  When  the  twenty-four  hours  running  test 
shall  have  been  satisfactorily  completed,  the  Water 
Commissioner  shall  make  an  estimate  for  the  amount 
of  the  contract  price,  less  10  per  cent.,  and  all  sums 
retained  under  this  contract. 

It  is  further  agreed  that  the  water  commissioner 
^all  have  charge  of  and  operate  the  engines  furnished 
^nder  this  contract,  during  the  twenty-four  hours 
^uty  test,  and  the  year  following,  and  that  the 
j>art       of   the   first   part   shall   not   be   relieved  or 

released  thereby  from  any  of obligations  under 

%his  contract. 

At  the  end  of  said  year,  the  pumping  engines 
«ind  appurtenances,  if  found  to  be  in  good  working 
c:ondition,  shall  be  finally  accepted,  and  the  Water 
Commissioner  shall  make  and  certify  a  final  estimate 
in  favor  of  the  first  part  and  the  responsibility  of 
^aid  first  part      shall  then  cease. 

The  said  part  of  the  first  part  further  agree  U 
tiiat  — — —  shall  not  be  entitled  to  demand  or  receive 
payment  for  any  portion  of  the  aforesaid  work  or 
materials,  except  in  the  manner  set  forth  in  this 
agpreement ;  nor  until  each  and  all  of  the  stipulations 
hereinbefore  mentioned  are  complied  with,  and  the 
Water  Commissioner  shall  have  given  his  certificate 
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to  that  effect.  The  party  of  the  second  part  hereby 
agrees  and  binds  itself  to  pay  the  said  part  of  the 
first  part  in  cash,  the  whole  amount  of  money  accru- 
ing to  the  said  part  of  the  first  part  under  this 
contract,  excepting  such  sum  or  sums  as  may  be 
lawfully  retained  under  any  of  the  provisions  of  this 
contract  hereinbefore  set  forth,  upon  the  giving  by 
the  said  part  of  the  first  part  to  the  party  of  the 
second  part  a  release  from  all  claims  and  demands 
whatsoever  growing  out  of  this  agreement. 
▼  This  agreement  is  entered  into  subject  to  the 

city  charter  and  ordinances  in  general,  and  in  partic- 
ular to  the  following  provisions  of  Article  VI.,  sec- 
tion 28,  of  said  charter,  to  wit: 

*'a."  The  aggregate  payments  under  this  con- 
tract shall  be  limited  by  the  appropriations  made 
therefor. 

"^."  On  ten  day's  notice  the  work,  under  this 
.  agreement,  may,  without  cost  or  claim  against  the 
city,  be  suspended  by  the  board  of  public  improve- 
ments, with  the  approval  of  the  mayor,  for  want  of 
means  or  other  substantial  cause.  Provided,  that  on 
the  complaint  of  any  citizen  and  tax  payer,  that  any 
public  work  is  being  done  contrary-  to  contract,  or 
the  work  or  material  used  is  imperfect  or  different 
from  what  was  stipulated  to  be  furnished  or  done, 
the  said. board  shall  examine  into  the  complaint  and 
may  appoint  two  or  more  competent  commissioners 
to  examine  and  report  on  said  work,  and  after  such 
examination,  or  after  considering  the  report  of  said 
commissioners,  they  shall  make  such  order  in  the 
premises  as  shall  be  just  and  reasonable,  and  what 
the  public  interests  seem  to  demand,  and  such  decis- 
ion shall  be  binding  on  all  parties.  The  cost  of  such 
examination  shall  be  borne  by  the  contractor,  if  such 
complaint  is  decided  to  be  well  founded,  and  by  the 
complainant  if  found  to  be  groundless. 
W  Ordinance    16,514,    approved    December    22d, 

189 1,  is  hereby  made  part  of  this  contract,  and  must 
be  observed  in  all  its  provisions,  namely : 

Section  i.  All  contracts  hereafter  entered 
into  wherein  the  City  of  St.  Louis  is  a-  party,  for  the 
doing  of  any  kind  of  work  or  labor  for  the  City  of 
St.  Louis,  including  work  on  all  public  buildings, 
works  and  enterprises,  shall  contain  the  following 
terms  and  conditions:  (a)  That  the  men,  persons 
or  laborers  who  may  be  employed  in  the  doing, 
prosecuting,  or  accomplishment  of  such  work  done 
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by  the  conlractor  wUh  tbe  City  of  St.  Louis,  or 
one  under  bim,  or  any  person  controlling  the  said 
men,  persons  or  laborers,  shall  not  be  required  to 
work  more  than  eight  hours  a  day ;  (i)  That  in  case 
of  the  violation  of  such  provisions  of  such  contracts, 
the  mayor  shall  immediately  declare  such  contracts 
canceled  and  forfeited,  and  the  work  being  done 
under  such  contracts  shall  be  relet  in 
provided  for  the  letting  of  such  work,  and  such  con- 
tractor shall  thereafter  be  ineligible  to  bid  upon  such 
work  under  such  reletting,  and  the  difference  in  the 
<OSl  of  doing  such  work  under  such  contract  so  can- 
celed and  forfeited,  and  under  such  reletting,  shall 
be  sued  for  on  the  bond  of  such  contractor  so  violat- 
ing such  contract. 

J^br  the  Jaitkful  ferformanee  of  all  and  singu- 
lar the    terms    and    stipulations    of    this  contract,  in 

«very  particulnr,  the  said part      of  the  first 

part,  as    principal,  and as  securities,  hereby 

bind  themselves  and  their  respective  heirs,  executors 
and  administrators,  unto  the  said  City  of  St.    Louis, 

in  tbe  penal  sum  of dollars,  lawful  money  of  the 

tjnited  States,  conditioned  that  in  the  event  the  said 

• shall  faithfully    and    properly  perfor 

foregoing  contract  according  to  all  tbe  terms  thereof, 
«nd  shall  as  soon  as  the  work  contemplated  by  said 
contract  is  completed,  pay  to  the  proper  parties  all 
amounts  due  for  material  and  labor  used  and  em- 
ployed in  the  performance  thereof,  then  this  obliga- 
tion to  be  void,  otherwise  of  full  force  and  effect,  and 
the  same  may  be  sued  on  at  the  instance  of  any 
material  man,  laboring  man  or  mechanic,  in  the  name 
of  the  City  of  St.  Louis,  to  the  use  of  sucb  malerial 
man,  laboring  man  or  mechanic,  for  any  breach  of 
the  condition  heteof;  provided,  that  no  such  suit 
iholl  be  instituted  after  the  expiration  of  ninety  days 
trom  the  completion  of  said  contract. 

tn    witness   whereof,  the  said part     of 

the  first  part,   as  principal,  and securities, 

parties  of  the  first  part,  have  hereunto  set  their  hands 
»nd  seals  respectively,  and  the  City  of  St.  Loi 
puty  of  the  second  part,  acting  by  and  through  the 
board  of  public  improvements  aforesaid,  have  sub- 
•cribed  these  presents  the  day  and  year  first  above 
written . 

WITNESS: 

[seal ' 

[seal' 

«ar 
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The  City  ot  St.  Louis  by 

President  Board  of  Public  Improvements' 

Countersigned :  

^  Comptroller. 

City  Counsblor's  Office. 
St.  Louis,- 


The  foregoing  Agreement  and  Bond  are  in  due 
form  according  to  law. 

City  Counselor. 

Mayor's  Office. 
St.  Louis,- 


I  hereby  approve  of  the  Securities   to  the  fore- 
going  Contract  and  Bond. 

Mayor. 
M.  L.  H. 

169.  Complete  General  Specifications  for  Water 
Tubulal*  Boilers  and  Settings.    The  following  complete 

general  specifications  for  horizontal  water  tubular  boilers  were 
used  in  connection  with  the  engine  specifications  gfiven  in  the 
previous  article,  and  the  contract  was  let  under  similar  contract- 
ing, general,  and  surety  clauses.  These  portiona  are  omitted 
from  these  specifications  for  the  sake  of  brevity.     They  were 

prepared  by  the  same  gentleman  who  prepared  the  specifica- 
tions  in  the  last  article,  and  are  thought  to  represent  an  equally 

good  practice. 

1 .  The  work  to  be  done  consists  in  furnishing 
designs  and  plans,  material,  tools  and  labor,  and 
building,  transporting  and  erecting  complete  in 
place,  ready  for  firing,  in  the  boiler-house  at  Bissell's 
Point,  eight  horizontal  water  tube  boilers,  the 
boilers  to  be  provided  with  all  necessary  valves, 
gauges,  breechings  and  connection  to  underground 
smoke  flue. 

DESIGN. 

2.  The  boilers  to  be  of  the  type  designated  as 
horizontal  water  tube  boilers,  designed  and  built 
with  special  reference  to  easy  access  for  cleaning 
and  repairing  of  both  internal  and  external  surfaces. 
The  boilers  to  be  designed  for  natural  draft  of  pres- 
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cnt  smoke  stack.     No  stays  or  obstructions  of  any 
Icind  shall  be  placed  inside  of  the  water  tubes. 

3.  The  boilers  to  be  designed  for  a  working 
steam  pressure  of  140  pounds  per  square  incji,  with 
a  factor  of  safety  of  six  on  minimum  sections. 

4.  Each  boiler  shall  .have  a  total  tube  heating 
surface  of  not  less  than  3,000  square  feet,  and  a 
^ate  area  equivalent  to  75  square  feet  of  straight 


5.  The  boilers  to  be  provided  with  smoke  pre* 
^venting  furnaces,  which  shall  effectually  stop  smoke 
'while  burning  southern  Illinois  coal  at  a  rate  of  from 
twenty  (20)  to  twenty-five  (25)  pounds  per  square 
^oot  of  g^ate  per  hour.  The  furnace  shall  be  some 
^^^ell  tested  and  approved  device  for  prevention  of 
smoke,  which  does  not  use  a  steam  jet  or  a  system 
of  brick  arches  in  the  fire  box.  ' 

6.  The  boilers  to  be  set  in  four  independent 
batteries,  as  shown  on  drawing,  each  boiler  to  be 
provided  with  walls,  settings,  valves,  gauges,  smoke 
l>reeching  and  dampers  necessary  for  operating  or 
repairing  independently  of  other  boilers. 

7.  The  fire  fronts  shall  be  designed  to  facili- 
'^ate  firing  and  removing  ashes.  The  fire  doors  to  be 
of  suitable  design  to  secure  the  regulation  of  air 
admitted  to  the  fire,  and  prevent  radiation  through 
trhe  fire  door  openings  during  regular  service.  The 
'boiler  dampers  to  be  arranged  to  regulate  from  front 
of  boiler. 

8.  Each  boiler  to  have  an  eight-inch  stop  valve,    Fittinr* 
admitting  of  independent  connection  to  main  steam 
pipe; 

To  each  boiler  there  shall  also  be  attached, 
besides  the  eight-inch  stop  valve,  two  three  and  a 
balf  inch  improved  pop  safety  valves,  placed  in  such 
positions  that  their  escape  pipes  will  not  interfere 
Virith  the  roof  trusses  or  sky-lights  of  the  boiler 
bouse. 

9*  All  steam  drums  to  be  made  of  steel  plates 
of  the  quality  hereinafter  specified. 

10.  The  boilers  to  be  set  and  supported  in  a 
manner  admitting  of  expansion  and  contraction  of 
the  same,  without  injury  to  the  brick  work  or  boilers 
in  any  way. 

All  beams  required  to  support  or  carry  the 
boilers  to  be  of  ample  strength,  and  must  be  either 
wrought  iron  or  steel. 
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There  shall  be  central  air  spaces  in  all  walls 
enclosing  the  boilers. 

FITTINGS   AND    APPURTENANCES. 

II.  The  contractor  shall  furnish  and  put  in 
place  all  necessary  valve»,  steam  gauges,  water  glass 
gauges,  safety  valve  escape  pipes,  and  all  appurte- 
nances, and  make  connection  to  steam  main,  feed 
and  blow-off  pipes  and  underg^round  smoke  flue. 

wrrnche*.  12.     For  all  nuts  on  the  boilers  and    fittings, 

there  must  be  furnished  well*fltted  wrenches. 

Steam  Gaoget  ^S*     '^^^  Steam  gauges  shall  be  attached  to  the 

and  Plugs,  boiler  fronts  with  nickel-plated  brass  siphon  pipe 
and  cocks,  in  a  neat  manner,  admitting  of  easy 
removal. 

Tiie  feed-water  valve  of  each  boiler  to  be  pro- 
vided with  a  suitable  arrangement  for  its  regulation 
from  the  front  of  the  boilers. 

Steam  gauges  to  be  brass  case,  nickel-plated, 
fourteen  inches  in  diameter,  maximum  pressure  250 
pounds,  flve-pound  divisions. 

14.  Each  boiler  to  be  provided  with  three 
Bailey's  safety  copper  cap  fusible  plugs,  or  other 
safety  plugs  of  equally  good  manufacture  and  satis- 
factory fusibility. 

Dr&iiu.  15*     There  shall  be  suitable  copper  spouts  and 

polished  brass  piping  wherever  visible,  to  catch  the 
steam  and  water  from  the  gauge  cocks  and  glass 
water  gauges,  and  they  shall  be  piped  and  connected 
to  the  ash  box  in  an  acceptable  manner. 

vaivea.  1 6.     Steam  valves  above  six  inches  in  diameter 

shall  have  steel  stems,  provided  with  phosphor 
bronze  nuts,  and  the  glands  of  all  stuffing  boxes  shall 
be  of  composition. 

17.  All  valves,  fittings,  fixtures  and  appurte- 
nances used  shall  be  of  the  best  desig^. 

18.  The  steam  drums  and  all  parts  of  the 
boilers  and  pipes  not  covered  by  brick  work,  and 
the  breechings  to  be  covered  with  magnesia  cover- 
ing, not  less  than  one  and  a  half  inches  in  thickness, 
thoroughly  secured  in  place. 

19.  Hand  hole  plates  must  be  secured  in  an 
approved  manner,  to  insure  the  greatest  possible 
safety  against  accidents  from  breaking  of  fastenings. 

MATERIALS. 

20.  All  material  used  throughout  this  con- 
ttniction  must  be  of  the  special  class  and  grade  called 


SPECIFICATIONS  FOR  BOn.ERS.  303 

>or  in  the  specifications,  and  shall  in  each  case  fully 
^Ktand  the  specified  tests. 

21.     All  plates  in  the   boilers  to  be  made  of  s«eei  piaie*. 
-^teel. 

The  steel  plates  used  in  these  boilers  must  be 
^^tamped  with  the  maker's  name  and  the  tensile 
strength ;  to  be  homogeneous  and  of  uniform  qual- 
%.  ty,  to  have  a  tensile  strength  of  not  less  than  55,000 
;]pounds,  nor  more  than  62.000  pounds  per  square 
m  nchy  an  elastic  limit  of  at  least  30,000  pounds  per 
square  inch,  and  an  elongation  of  at  least  twenty- 
!'our  (24)  per  cent,  in  eight  inches. 

Specimens  must  stand  the  following  bending 
lesty  viz. : 

To  bend  double,  closing  up  completely  without 
ihowing  sign  of  fracture  when  bent  cold,  or  after 
laving  been  heated  to  a  cherry  red  and  plunged  into 
*^^'ater  at  70  degrees  Fahrenheit. 

The  water  commissioner  shall  have  the  right  to 
»rder  test  specimens  2x14  inches,  to  be  cut  out  of 
my  of  the  plates  to  be  used  in  the  boilers. 

32.  All  wrought  iron  for  bolts,  nuts  or  other  ^vroughl  iron. 
purposes  shall  be  double  refined,  and  have  an  ulti- 

late  tensile  strength  of  at  least  52,000  pounds  per 
inch,  an  elastic  limit  of  26,000  pounds  per 
inch,  andan  elongation  of  eighteen  (iS)  per 

;nt.  in  eig^ht  inches. 

33.  Rivets  to  be  Burden's  best,  and  must  be 
capable  of  bending  cold  until   the  sides  are  in  close 

»ntact,  without  sign  of  fracture ;  and  iron  used  for 
^^crew  stays,  stay  bolts  and  braces  to  be  of  best 
^zjuality  of  American  manufacture. 

24.  Tubes  to  be  lap-welded  of  the  best  quality  Tabes. 
if    American   manufacture,    of   a   diameter  of   ^^ 
nches  or  4  inches,  and  must  stand   a  satisfactory 
mmmer  test. 

25.  All  castings  shall  be  free  from  blow  holes,  C"""**- 
scabs,  and   defects  of  any  description,  and 

ihall  be  smooth,  close-grained,  sound,  tough,  and  of 
rue  forms  and  dimensions. 

Great  care  must  be  taken  to  make  all  castings, 
nearly    as    practicable,     of    uniform    thickness 
'Uiroughout,  when  not  otherwise  required. 

26.  All  cast  iron  used  under  steam  pressure  ''^"  cajnui^ 
^ball  be  of  good  quality,  tough  and  of  even  grain, 
mnd  shall  possess  a  tensile  strength  of  not  less  than 

a2,ooo  powids  per  square  inch. 
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Test  bars  of  the  metal,  two  inches  by  one  inch, 
when  broken  transversely,  twenty-four  inches  be- 
tween supports  and  loaded  in  the  center,  shall  have 
a  breaking  load  of  not  less  than  2,200  pounds,  and 
shall  have  a  total  deflection  of  not  less  than  ^^  of 
an  inch  before  breaking. 

The  test  bars  shall  be  cast  as  nearly  as  possible 
to  the  above  dimensions,  without  finishing,  but  cor- 
rections will  be  made  by  the  water  commissioner  for 
variations  in  thickness  and  width,  and  the  corrected 
results  must  conform  to  the  above  requirements. 

27.  If  any  two  test  bars,  cast  the  same  day, 
show  a  tensile  strength  less  than  is  required  in  these 
specifications,  or  do  not  show  the  required  cross 
breaking  load  or  deflection,  all  casting^  made  from 
the  melting  from  which  the.  samples  were  taken  may 
be  rejected. 
Specimens.  28.     Test  Specimens  and  samples  of  castings 

and  forg^ngs,  or  any  other  kind  of  material  used  in 
this  construction,  shall  be  prepared  ready  for  testing 
and  supplied  in  the  number,  shape,  finish  and  sizes 
required  by  the  water  commissioner,  and  shall  be 
prepared  as  may  be  directed  at  any  time  during  the 
pouring  or  working  of  materials. 

29.  The  stamps  put  upon  the  steel  sheets  by 
the  manufacturer  must  at  all  times  be  preserved  for 
identification,  and  so  placed  as  to  be  visible  on  the 
outside  of  boilers ;  if  any  stamp  is  cut  out  in  process 
of  manufacture,  the  water  commissioner  shall  first 
replace  it  by  a  duplicate  stamp. 

WORKMANSHIP. 

30.  The  best  workmanship  on  these  boilers 
will  be  exacted,  and  it  must  be  equal  in  all  respects 
to  that  executed  in  the  best  boiler  works  in  this 
country. 

31.  All  holes  for  bolts,  studs  and  rivets  in 
castings  must  be  drilled.  No  cored  bolt  holes  will 
be  allowed. 

No  plugging  or  other  stopping  of  holes  or 
defects  of  castings  will  be  allowed. 

32.  Any  rivet  which  is  deformed,  cracked, 
burnt,  improperly  driven,  leaky,  or  in  any  way 
injured,  must  be  cut  out  and  properly  replaced. 

33.  All  surfaces  of  sheets,  and  other  parts  to 
be  riveted,  must  be  brought  together  to  close  con- 
tact and   accurately  fitted,    with   bearing    surfaces 
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smooth  and  clean,  and  while  being  riveted  to  be 
Xield  firmly  in  position  and  alignment  without  exert- 
ang  injurious  strains  upon  any  portion  or  detail  of 
the  boiler. 

34.  The  use  of  drift  pens,  to  bring  rivet  holes 
^o  match,  or  come  true  and  central,  will  not  be 
flowed  in  the  process  of  riveting,  and  must  be  dis- 
pensed with  entirely.  The  utmost  accuracy  in 
punching  the  rivet  holes  will  be  exacted.  Rivet 
^oles  failing  to  fit,  or  come  fair  and  true,  must  be 
»med  out  accurately,   and  rivets  of  suitable  size 


35.  All  sheets  of  the  boilers  must  be  satisfac-  sheettw 
'Gorily  straightened  before  being  planed,  bent,  flanged, 
thrilled,  fitted,  etc. 

36.  All  scarfing  to  be  done  in  a  neat  and 
^■^vorkmanlike  manner.  Sufficient  allowance  of 
^material  must  be  made  at  all  places  where  scarfs  are 
^required. 

37.  The  edges  of  all  sheets  to  be  planed  to  a 
suitable  bevel. 

38.  All  seams  to  be  caulked   on  both   sides  Caaikinf. 
^^^here  accessible. 

All  caulking  to  be  done  in  the  best  manner, 
^^rith  round-nosed  caulking  tools ;  great  care  to  be 
itaken  not  to  mar  the  sheet  or  rivets. 

39.  The   threads   of   all   studs,    bolts,    screw  Threads. 
JBtays,  stay  bolts  and  nuts,   to  be  chased  with  great 
^are   and   skill,  to   insure   uniformity  in   pitch  and 
^accuracy  in  fit 

All  holes  which  are  to  receive  bolts,  screw 
jstavs,  studs  or  stay  bolts,  to  be  accurately  centered, 
^Iriiled  and  tapped,  to  give  a  desirable  fit  and  tight* 
^less  of  the  threads. 

The  stay  bolts,  screw  stays  and  studs  to  be 
entered,  screwed  in  and  riveted  in  a  careful  and 
^i¥orkmanlike  manner,  to  insure  true  and  parallel 
asurfacea  and  an  equitable  distribution  of  the  stress 
^pon  all  of  the  sustaining  members. 

40.  All  expanding  of  tubes  and  nipples  shall 
T>e  done  in  a  careful  and  workmanlike  manner,  and 
ahall  be  absolutely  water-tight  under  the  test  pres- 


41.     The  fire,  ash  and   cleaning  doors  to  be  ooon. 
£tted  air-tight  to  their  seating  or  bearing  surfaces. 

All  holes  in  the  lugs  for  hinges  of  the  doors 
used  in  the  construction  to  be  drilled  and  reamed,  to 
accurately  fit  the  turned  pins  for  same. 
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42.  The  brick  work  must  be  executed  in  a 
thorough  and  workmanlike  manner,  the  brick  used 
to  be  strictly  first-class  in  every  respect.  Outside  of 
setting  to  be  laid  with  stock  brick  in  white  mortar; 
inside,  where  exposed  to  heat,  to  be  lined  with  best 
quality  fire  brick. 

43.  All  red  bricks  to  be  laid  in  mortar  of 
approved  quality,  and  all  fire  brick  to  be  laid  in 
ground  fire  clay. 

FOUNDATIONS. 

FMudAtioor  44.     The  city  will  furnish  complete  foundations 

for  the  boilers,  the  position  in  the  house  to  be  as 
shown  on  plans  on  file  in  the  office  of  the  water 
commissioner,  and  the  space  occupied  by  each  bat- 
tery of  boilers  to  be  not  greater  than  that  shown. 

GENERAL    CLAUSES. 

FrevmTett.  45.  The  boilers  shall  be  tested  by  the  con* 
tractor  with  a  water  pressure  of  210  pounds  per 
square  inch,  under  which  they  must  be  water-tight. 

f*ftiat.  46.     When  the  boilers  shall  have  been  tested  to 

the  satisfaction  of  the  water  commissioner,  they 
shall  be  thoroughly  scraped,  cleaned,  dried  and 
painted  outside  with  one  coat  of  linseed  oil. 

47.  The  fire  front,  fire  and  ash  doors,  and 
other  cast  and  sheet  iron  parts,  except  grate  bars, 
after  approval  shall  be  painted  in  the  shop  with  one 
coat  of  parafHne  varnish,  and  after  erection  they 
shall  receive  another  coat  of  the  same. 
KrcctioA.  48.     The  contractor  shall,  at  his  own  expense 

and  risk,  transport  the  boilers  and  appurtenances  to 
Bissell's  Point,  furnish  all  necessary  labor,  tools  and 
appliances,  and  erect  the  same  complete,  as  above 
specified. 

Every  possible  and  necessary  care  must  be  taken 
in  handling  and  transporting  the  boilers,  to  prevent 
injury  of  any  description  to  the  same. 

49.  The  contractor  shall  so  conduct  his  work 
as  not  to  interfere  with  the  operation  of  any  boilers 
under  fire,  and  the  disposal  of  his  tools  and  materi- 
als, during  storage  and  erection,  will  be  subject  to 
the  approval  of  the  water  commissioner. 

50.  The  contractor  shall,  at  his  own  cost,  make 
good  all  damages  to  masonry,  buildings  or  other 
property  of  the  city  of  St.  Louis,  occasioned  by  the 
contractor  or  his  employees  in  the  transportation  and 
erection  of  the  machinery. 


SPECIFICATIONS   FOB   ENGINE    HODSE. 


:  for  the  safe 

Lused  to  them 


I 


.     The  city  of  St.    Louis  will    furnish    space   ' 
'vrtthia  ils  premises  for  the   reception   of  the   boilers 
4Uid  details,  but  shall  not  be  res|)oiisibl 
Xceeping  of  the  same,  nor  for  dnoiage  c 
from  exposure  or  other  causes. 

5i.  The  city  will  remove  the  old  boilers  and 
prepare  foundations  below  the  floor  line  for  new 
~k>oi1ers,  contractors  to  furnish  castings  to  be  set  in 
vjiider^round  flue  for  smoke  connections. 

53.  The  contractor  shall  get  all  finished  mate- 
trials  on  the  ground  at  the  earliest  possible  moment, 
^md  proceed  with  the  erection  of  the  same  as  soon  aa 
notified  by  the  water  commissioner. 

The  work  of  erection  in  place,  ready  for  firing, 
^hall  be  carried  on  continuously,  night  and  day,  and 
Vhe  contractor  shall  provide  for  that  purpose  three 
c^omplete  erecting  gangs. 

If  at  any  time  during  the  erection  the  water 
vzommissioner  shall  be  of  th=  opinion  that  the  work 
«=an  be  expedited  by  the  employment  of  additional 
*  abor  or  tools,  he  shall  order  the  contractor  to  make 
uch  increase  in  his  working  force  or  appliances  as 
ie  may  deem  necessary  to  secure  the  most  rapid 
progress  possible:  and  it  is  especially  understood 
^nd  agreed  that  if  the  contractor  fails  to  pal  the 
»"equired  force  at  work  promptly,  that  the  water 
«=oinmissioner  shall  employ  such  labor  as  he  may 
vjeem  necessary,  and  charge  the  cost  of  the  snme  to 
*be  contractor. 

54.  The  contractor  shall  bear  the  cost  of  mak- 
ing all  repairs  necessitated  by  defective  materials, 
^workmanship  or  design  of  the  boilers  and  furnaces 
Xor  ibe  space  of  one  year  after  the  boilers  are  put 
into  regular  operation.  ,M.  L.  H, 

170.    SpeciflcatioDB  for  an  Engine  House.    The 

following  specifications  for  an  engine  house  differ  from  those 
in  the  two  previous  articles  inasmuch  as  they  were  accompan- 
ied by  complete  detail  drawings.  The  contracting  and  surety 
clauses  are  here  omitted,  since  they  would  be  the  same  as  those 
given  in  article  t6S.  This  engine  house  covers  three  large  pump 
pita,  designed  for  three  sets  of  low  service  pumping  engines, 
and  it  is  entirely  without  a  floor,  nearly  the  entire  space  being 
occupied  by  the  pits.  The  walls  rest  directly  upon  the  natural 
rock,  and  an  electric  traveling  crane  is  carried  by  a  track  near 
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the  top  of  the  two  side  walls,  this  crane  spanning  the  entire 
opening  and  running  the  entire  length  of  the  building.  The 
side  walls,  therefore,  were  made  very  strong  and  substantial. 

Work^obe  |^     The  work  to  be  done  consists  in  building 

and  finishing  complete  Low  Service  Engine  House 
at  Chain  of  Rocks,  St.  Louis  City  Water  Works 
Extension.  The  foundation  on  which  the  structure 
will  rest  is  now  completed.  The  work  is  shown  in 
detail  on  the  following  drawings : 
No.  1.    Elevation  of  side  walls. 

'*   3.  ''  end  walls. 

'/    3.    Longitudinal  section. 

''    4.    Transverse  sections. 

"   5.    Plan  below  traveler. 

"    6.        '•    above        " 

"    7.    Gallery  plan. 

"    8.    Boofplan. 

'*   9.    Boof  plan  for  iron  trasses. 

"10.    Cat  stone  conrses. 

"  11.    Details  of  stone  faced  door  and  window 
openings,  torra  cotta  details. 

"  12.    Details  of  cat  stone  in  eomioe,  fire  walls 
and  brick  arches. 

"  13.    Details  of  windows,  doors,  ceiling  and  east 
iron  door  sill. 

**  14.    Details  of  large  sliding  doors  and  hangars. 

"  15.    Details  of  door  and  window  frames. 

"  16.    Details  of  sky  lights . 

"  17.    Details  of  galleries,  stairs,  ladders,  baleoay 
and  door  sills. 

"  18.    Details  of  iron  trasses. 

"  19.     Strain  sheet. 

"  20.    Details  of  brick  cornice,  fire  walls,  eta. 

MORTAR. 

sani.  2.     All  sand  for  mortar  shall  be  clean,  aharp, 

coarse,  Mississippi  river  channel  sand. 

c«mcBt.  3.     All  cement  used  in  the  masonry  shall  be  H. 

H.  Meier's  Puzzolan  cement,  put  up  in  well-made 
barrels. 

4.  It  shall  be  subject  to  such  tests  as  may  be 
necessary  to  fully  determine  its  character,  and  any 
cement  which,  in  the  opinion  of  the  water  commis- 
sioner, is  unfit  for  the  work  herein  specified  will  be 
rejected. 

5.  All  short  weight  or  damaged  barrels  of 
cement,  or  cement  without  the  maker's  brand,  will 
be  rejected  without  test.  Samples  for  testing  shall 
be  furnished  at  such  times  and  in  such  manner  as 
may  be  required.  On  all  barrels  accepted  inspection 
marks  will  be  placed,  and  the  contractor  shall  care* 
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fully  preserve  these  marks  and  not  allow  them  to  be 
imitated. 

6.  All  cement  for  use  on  the  works  shall  be 
Icept  under  cover,  thoroughly  protected  from  moist- 
ure, raised  from  the  ground — ^by  blocking  or  other- 
^se — and  dry  until  used.  The  contractor  shall 
Iceep  in  storage  a  quantity  of  accepted  cement  suffi- 
cient to  insure  the  uninterrupted  progress  oi  the 
-work. 

7.  Cement  may  be  reinspected  at  any  time, 
Mnd,  if  found  to  be  damaged  or  of  improper  quality, 
^^vill  be  rejected.  All  rejected  cement  shall  at  once 
le  removed  from  the  line  of  work. 

8*     All  mortar  used  in  the  masonry  shall  be  Monmr. 

<:ement  mortar,  and  shall  be  made  of  three  parts  of 

4Band  and  one  part  of  cement,  each  of   the  quality 

above  specified.     All   mortar  shall  be  made  fresh 

^or   the   work  in  hand,   and  any  mortar  which  has 

l>egun  to  set  shall  not  be  used. 

9.  All  brick  in  outer  face  of  walls  shall  be  laid  Colored 
in  mortar,  colored  with  a  red  mortar  stain  that  is        ^"^ 

«ven    in   color  and  durable,  and  approved  by  the 
^^ater  commissioner. 

STONE   MASONRY. 

10.  The  base,  ashler  and  water  table  courses  ^'"'••« 
^hall  be  of  Missouri  red  granite,  sound,  free  from 
^iscolorations,  and  of  even  color.  All  visible  rock 
^ace  shall  be  free  from  drill-holes  or  tool-marks. 
Sase  course  and  water  table  shall  be  six-cut  work, 
ashler  course,  rock  face. 

11.  Base  course  shall  be  12  inches  high.  Sc- 
inch bond,  with  4-inch  by  4-inch  chamfer  on  top. 
JVshler  course  shall  be  i  foot  4^  inches  high, '13- 
inch  bond  on  the  setting  bed  and  8^  inch  bond  on 
the  top  bed,  and  cut  for  iron  anchors.  Water  table 
«hall  be  Jji  inches  high,  6-inch  bond,  cut  for  iron 
anchors  and  chamfered  on  top  as  shown.  The 
ashler  and  water  table  course  shall  be  anchored  to 
the  brick  backing  with  tarred  wrought  iron  anchors. 

12.  All  of  the  granite  work  shall  be  laid  in  the 
most  workmanlike  and  substantial  manner,  with  even 
and  equal  joints,  j{  inch  thick.  Each  stone  must 
have  perfect  and  level  beds.  All  joints  shall  be 
pointed  well  and  neatly  with  pointing  mortar,  col- 
ored red.  Pointing  joints  must  show  equal  size 
throughout,  and  be  struck  with  pointing  tool  and 
•traigfat  edge. 
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Siadstone. 


Limestone. 


Brick. 


13.  Eight  Stones,  2  feet  o  inches  by  15  inches 
by  18  inches,  and  ten  stones,  2  feet  o  inches  by  14 
inches  by  15  inches,  shall  be  furnished  and  set  as 
directed,  to  be  used  as  bed  stones  for  roof  trusses; 
said  stones  shall  be  of  granite,  sound-  in  all  respects, 
top  and  bottom  beds  dressed  true  and  level. 

14.  Window  sills,  sill  courses,  belt  course, 
coping,  pediments,  range  work  around  door  and 
window  openings,  and  all  cut  stone  work  above  the 
water  table,  shall  be  of  Lake  Superior  red  sand- 
stone ;  fine  Crandall  finish,  laid  with  equal  and  even 
5^ -inch  joints  in  full  beds  of  mortar.  All  joints 
shall  be  without  chipping  and  beds  of  stone  level 
and  perfect.  Spalls  shall  not  be  used  in  leveling 
any  portion  of  the  work.  Window  sills  shall  be  cut 
with  drips  and  seats,  the  seats  not  being  cut  to  exact 
size  until  after  the  frames  are  set. 

15.  All  the  sand  stone  work  shall  be  cut  and 
set  in  the  very  best  manner,  and  the  whole  cleaned 
down  perfectly,  and  pointed  with  red  pointing  mor- 
tar, with  concave  joints,  and  backed  up  as  soon  as 
set. 

16.  The  stone  must  be  perfect  in  all  respects, 
even  color,  free  from  all  defects  or  pockets. 

17.  In  cleaning  down  the  work,  care  must  be 
taken  that  the  joints  are  rubbed  to  a  level  surface. 

18.  The  stone  bed  course  for  the  track  of  the 
crane  shall  be  made  of  lime  stone  from  approved 
quarries,  dressed  smooth  on  top  bed,  bush-hammered 
on  face,  and  with  true  and  parallel  beds.  This 
course  shall  extend  the  entire  length  of  the  building 
on  each  side,  and  it  shall  be  14  inches  wide  and  S 
inches  high,  set  in  a  swimming  bed  of  cement  mor- 
tar. When  set  same  must  be  leveled  /^r/2;c//)^,  the 
entire  length  of  the  building,  taking  each  side  out  of 
wind  with  the  other.  Special  care  must  be  exer- 
cised in  cutting  and  setting  this  course.  See  detail 
sheet  No.  20. 

BRICK    WORK. 

19.  All  the  exterior  faces  of  the  walls,  jambs, 
etc.,  shall  be  executed  with  even-colored  dark  red 
and  hard  brick.  All  other  portions  of  the  brick  work 
executed  with  strictly  red  and  hard  quality.  Light 
red  brick  shall  not  be  used  in  any  portion  of  the 
building,  nor  will  salmon  or  defective  brick  be 
allowed  in  any  part  of  the  walls  or  on  the  premises. 
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20.     Brick  in  exterior  of  walls  shall  be  laid  in   Face  Waiu. 
red  mortar,  with  even  and  full  bed  and  end  joints, 
struck  with  a  concave  tool,  as  the  work  progresses. 

ai.  Ttie  standard  height  for  laying  all  brick  Height  of 
shall  be  a  courses  to  5  inches,  unless  otherwise  ^®"*^^ 
ordered  by  the  water  commissioner. 

32.  Figured  thickness  of  walls  will  govern.      ^vvai?^  ** 

33.  The  brick  in  every  fifth  course  shall  be   Bond.' 
headers,  and  face  work  shall  be  laid  to  bond  with 
Flemish  bond  headers,   as  directed  by   the    water 
commissioner,   during  the    progress  of  the   work. 

The  different  courses  shall  be  slushed,  and  all 
joints  thoroughly  filled  with  cement  mortar. 

All  courses  shall  be  laid  to  a  line,  front  and 
rear;  plumb,  true,  straight  and  level. 

34.  All  arches  shall  be  turned  with  arch-brick,  ^rick  Arche* 
Sjound  to  proper  radiating  lines,   and  the  face  of 

«ame  shall  be  laid,  alternately,  8j4  inches  and  4^ 
inches,  and  backed  up  with  row  locks  laid  with  shove 
joint.  All  jambs  shall  be  returned  and  neatly 
pointed.  All  arches  shall  be  full  depth  of  wall.  Turn 
l>nck  arches  over  seats  of  each  truss,  as  shown  on 
^heet  No.  18. 

35.  Brick  must  be  thoroughly  wet  before  lay-  ^®^  ^*'^ 
mag,  if  required.     Stone  walls   shall  be  well  swept 

off  and  sprinkled  with  water  before  any  brick  is  laid 
^m  them. 

36.  Cu^  a  sufficient  number  of  recesses  through  Notches  lo 
%he  stone  foundation  walls  for  passage  through  same    ^^**°^^'*^° 
of  the  copper  down-spouts,  and  build  them  in  with 

^tone  work,  as  shown  on  sheet  No.  i. 

37.  All  frames,  anchors,   wood,   bricks,  etc.,  setting  Cnt 
^hat  are  necessary  shall  be  built  in.  wa!t^TiS>ie 

38.  All  cut  stone  above  the  water  table  shall 
be  set,  and  the  walls  carefully  leveled  for  the  recep- 
^on  of  the  iron  trusses.  After  the  walls  are  built  all 
%ill8  shall  be  under-pinned  with  red  mortar. 

3o.  All  necessary  wood  plates  for  the  fasten- 
ing of  tin  flashing  shall  be  built  in. 

30.  All  terra  cotta  shall  be  bonded  firmly  to  the  ^co!t°/  ^*"^' 
Wick  work  and  neatly  pointed  with  red  mortar  at 
completion. 

31.  Two  iron  I  beams  shall  be  built  in  and  *'°° '  ^**"» 
Covered  with  a  f^-inch  plate,  where  shown  on  sheet 

No.  3,  in  the  side  wall  over  the  traveler  off-set  and 
above  the  circle  head  windows,  leaving  the  wall  open 
on  the  under  Aide,  so  that  the  traveler  can  be  carried 
through  this  opening.     After  traveler  has  been  set 
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Clean  iof 
Down. 


in  position  the  opening  shall  be  closed  up  with  brick 
work,  leaving  the  I  beams  in  the  walls,  but  not 
exposed. 

3a.     All  exterior  brick  walls  shall  be  cleaned  of 
all  dirt  and  mortar  stains  at  completion. 


nm 


QuaUtj. 


Mooias. 


Plttlay. 


HowS«t. 


DowD-Spovts 


Oottcn,  etc 


TERRA   COTTA. 

33.  All  the  terra  cotta  letters  and  border  around 
same,  on  east  and  west  walls,  to  be  hard  buhied, 
best  quality  red,  even  in  color,  and  of  designs  and 
dimensions  shown,  free  from*  * 'flashing"  or  warp- 
ing. 

34.  The  letters  shall  be  first  modeled  and  a 
plaster  mould  made,  and  from  the  mould  the  letters 
shall  be  pressed. 

35.  After  terra  cotta  has  been  burned  it  shall 
be  laid  out  and  carefully  fitted  and  shaded  and 
trimmed  if  necessary,  after  which  each  piece  shall  be 
lettered  to  correspond  with  a  setting  plan  which 
shall  accompany  the  delivery  of  all  terra  cotta.  The 
details  for  the  terra  cotta  will  be  found  on  sheet  No. 
II. 

36.  All  terra  cotta  to  be  set  in  putty,  colored 
to  match,  and  properly  bonded  to  the  brick  backing. 
The  bricklayers  shall  set  all  terra  cotta. 

COPPER     WORK. 

37.  Four  lo-inch  square  down-pipes,  r6-ounce 
copper,  to  lead  water  from  roof  and  connect  same 
with  sewer,  shall  be  furnished  in  place.  Each  down- 
pipe  shall  have  square  copper  head  of  20-ounce 
copper,  and  moulded  copper  bands  of  double  thick- 
ness of  i6-ounce  copper  placed  not  more  than  4  feet 
apart,  and  secured  with  3-inch  copper  holdfasts, 
with  rosette  heads. 

38.  Gutters  shall  be  formed  with  roofing  tin 
of  form  and  size  shown  on  drawings  for  same,  and 
constitute  a  part  of  the  roof-covering,  and  graded  so 
as  to  carry  the  water  from  the  center  to  the  four 
comers  of  the  building  and  open  into  the  copper 
down-spouts.  Tin  gutters  shall  be  carefully  flashed 
and  counterflashed  into  the  brick  fire-walls,  and 
nailed  to  wood  strips  provided  for  said  flashing,  as 
provided  for  in  clause  No.  44. 

39.  The  copper  finials  for  the  skylights  shal) 
be  furnished  and  secured  in  place. 
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40.  Copper   drip   strips,    i  J^   inches   wide,   i    ^'*p* 
Inch  to  project  into  the  mortar  joint,  and  ^  inch  to 

be  exposed  and  bent  to  an  angle  of  30^,  as  shown 
on  detail  sheet  No.  12,  shall  be  furnished  the  brick* 
layen  on  the  scaffold. 

TIN. 

41.  The  roof  shall  be  covered  with  roofing 
plates,  standing  seam,  with  joints  well  tacked, 
anchored  and  soldered,  using  rosin  as  a  flux,  and 
8-pound  soldering  coppers,  and  tin  well  and  closely 
cleated  to  roof. 

42.  The  rooflng  plate  used  shall  be  Scott^s  IX  tu  Plate, 
extra  coated  American  roofing  tin  plate,  and  must 

bear  a  coating  of  not  less  than  36  pounds  to  the  box, 
and  must  be  fully  guaranteed,  with  the  maker's 
name  stamped  in  each  sheet,  and  each  sheet  must 
be  coated  in  perfect  uniformity  and  free  from 
"wasters." 

43.  The  gutters  shall  be  lined  with  Scott's  IX  Gutten  and 
roofing  tin,    flat  seam,    and    shall    conform   to   the      ^*"'»'"t- 
gutter  plan  as  shown  on  sheet  No.  8,  and  shall  be 
carefully  flashed  against  the  brick  fire-walls,  and  be 

firmly  nailed  to  the  wood  flashing  strips,  after  which 
all  of  this  gutter  flashing  must  be  well  and  carefully 
connterflashed. 

44.  The  wood  flashing  strips  shall  be  built 
into  the  brick  flre-walls  8  inches  above  the  wall 
edge  of  gutter  at  center  of  roof  and  24  inches  above 
at  each  of  the  four  corners. 

4J.     The   flashing  around    the   skylights  shall   ^Vufhin 
^xtendf  against  and  8   inches  up  the  wood  skylight        *^  °'' 
^ame,  and  shall  be  flnished    before   the  carpenter 
lays  the  base. 

46.  Tin  shall  be  painted,  before  being  laid,  p«*»*  »»<• 
^with  two  *coats   of  the   best   quality  of  iron  oxide,       ****'* 
^ound  in  pure  linseed  oil,  on  the  under  side,  and 

must  be  perfectly  dry  before  laying ;  and  that  part 
^£  the  roof  covered  with  tin  shall  have  two  layers  of 
heavy  straw  building  paper  laid  over  sheathing 
boards  before  putting  down  the  said  tin.  Each 
layer  of  paper  to  overlap  and  be  fastened  down 
smooth  and  flat,  and  to  be  kept  free  from  moisture. 
(See  clause  No.  51.) 

LUMBER. 

47.  All  the  lumber  used  in  the  construction  of 
the  building  shall  be  graded  as  follows : 
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Purlins — 4-inch  by  lo-inch,  yellow  pine,  long 
leaf,  surfaced  three  sides  and  stub  moulded. 

Lower  Roof  Sheathing — i  ^  inches  by  4  inches, 
tongued,  grooved  and  beaded  on  under  side,  '*B" 
select,  surfaced  one  side. 

Upper  Roof  Sheathing — J<  inch  by  8  to  10 
or  1 2  inches  No.  i  ship  lap,  surfaced  one  side. 

Skylight  Frame — Posts  and  plates,  5>^  in.  z  5>i  in.  yellow 

pine  No.  1. 
Rafters,  4  in.  x  4  in.  yellow  pine  No.  1. 
Nailing  girths,  2  in.  x  6  in.  white  pine  No.  1. 
Outside  easing,  %  in.  "B"  select. 

"       base,  IK  in-  "B"  select. 
Inside  casing,  %  in.  "B"  select. 
"     lining,  J{  in.  x  4  in.  beaded  white 
pine,  "C"  select. 
Plinth  and  base  blocks,  114  u^-  ''B"  select. 
Flashing  strips — 2  in.  x  4  in..  No.  1  white  pine. 
1st  gallery  floor  girders. — 3  in.  x  8  in.  and  2  in.  x  6  in.  No.  1 

long  California  yellow  pine,  surfaced  three  sides. 
Ist  gallery  floor. — \%  in.  x  3  in.,  first  and  second  yellow 

pine,  tongued  and  grooved.* 
Tread  board — 2  in.  x  12  in.  white  oak. 
Window  frames — "B'*  select. 
Sash— <'A"  select. 
Doors— "B"  select. 

48.  All  lumber  must  stand  strictly  on  g^ade, 
kiln  dried,  free  from  large  loose  knots,  sap,  shakes, 
rot,  stain  or  any  other  defects  foreign  to  their 
respective  grades. 

CARPENTER  WORK. 

49.  The  roof  shall  be  covered  with  two  courses 
of  sheathing.  The  lower  sheathing  shall  be  white 
pine,  tongued,  grooved  and  beaded,  and  shall  be 
I  ^  inches  thick  by  4  inches  wide ;  under  side 
dressed  and  smoothed  at  the  bench  to  a  perfect 
smooth  surface,  and  fastened  to  place  and  left  free 
from  hammer-marks  or  other  defects.  Upper 
sheathing  shall  be  -|-  inch  by  8,  10  or  la  inches  wide. 
No.  I  ship  lap,  laid  diagonally,  and  nailed  to  the 
lower  sheathing.  Care  must  be  taken  that  nails 
shall  not  go  through  the  lower  sheathing ;  the  nailing 
to  be  in  the  purlins. 

50.  All  purlins  shall  be  4  inch  by  10  inch  long 
leaf  yellow  pine,  surfaced  three  sides,  stub  moulded, 
dry,  sound  and  straight  grained.  They  shall  be 
spaced  on  centers,  as  shown  on  detail  sheets  Nos. 
18  and  9,  and  sectired  to  upper  cord  of  truss  by 
angles  and  bolts,  as  detailed. - 

*  There  Is  no'  floor  proper  in  the  building — only  %  narrow  gaUcfy 
mronnd  the  sides.  Avtbok. 


BPEOIFICATIONS  FOB  ENGINE  HOUSE.  315 

51,  Cover  the  entire  roof  with  two  (2)  layers 
of  heavy  straw  building  paper,  laid  over  the  ship  lap 
sheathing  before  putting  down  the  tin.  Each  layer 
of  paper  to  'overlap  and  be  fastened  down  smooth 
and  flat,  and  to  be  kept  free  from  moisture.  This 
work  shall  be  performed  by  the  carpenter,  under  the 
direction  of  the  tinner,  and  laid  in  such  sections  only 
as  required  to  keep  in  advance  of  the  tinners.  The 
upper  sheathing,  paper  and  tin  shall  be  laid  as  fast 
as  the  lower  sheathing  is  nailed  in  place,  so  as  to 
protect  the  ceiling  at  all  times  from  the  weather. 

^3.  Skylights  shall  be  three  (3)  in  number,  Skyiighu. 
and  framed  in  accordance  with  details  for  same,  as 
shown  on  sheet  No.  16  (this  sheet  shows  details  for 
the  two  end  lights  only ;  the  center  light  shall  be  of 
same  construction,  but  of  sufficient  length  to  reach 
the  distance  of  two  truss  centers,  as  per  longitudinal 
elevation  and  roof  plan).  The  principal  posts  shall 
be  of  55^  inch  by  5^  inch  yellow  pine,  and  shall  be 
fastened  jto  purlins  with  wrought  iron  anchor  straps 
firmly  bolted  to  both  purlins  and  posts.  The  upper 
end  of  all  posts  shall  be  tenoned. 

53.  Wall  plates  shall  he  ^}i  inch  by  5^  inch 
yellow  pine,  and  mortised  to  fit  the  post  tenons, 
and  all  fastened  together  with  strap  iron  anchors 
and  bolts. 

54.  The  hip  rafters  shall  be  made  of  4  inch  by 
4  inch  yellow  pine  and  dressed  four  (4)  sides,  and 
shall  be  backed  same  as  for  wood  sheathing,  and 
upon  the  top  of  plates  between  heels  of  rafters 
spike  a  triangular  strip  of  wood  secured  rigidly  to 
the  plate  to  receive  the  thrust  of  the  skylight  bars. 
The  center  cage  shall   have  the   necessary   rafters 

shown  on  sheet  No.  S,  and  be  firmly  bolted  at  apex 
through  a  ridge  piece  of  2  inch  yellow  pine,  top  edge 
of  ridge  beveled. 

55.  Nailing  girths  shall  be  2  inch  by  6  inch 
nvhite  pine.  No.  i,  and  be  firmly  spiked  to  ,the 
iraming. 

56.  The  outside  shall  be  cased  up  with  ^  inch  V 
««B"  select,  to  form  the  finish  above  the  base.     A 
baseboard  of  ij^  inches  thick,  *'B"  select,  beveled 

on  top  edge,  shall  run  around  the  entire  frame  and 
be  firmly  nailed  to  the  casing.     See  clause  No.  45. 

57.  The  inside  shall  be  trimmed  by  casing  up 
the  posts  with  ^  inch  thick  ^*B"  select,  fluted  and 
nailing  on  plinth  and  base  blocks  as  shown.  The 
inside  below  the  window  stool  shall  be  ceiled  with 
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Kraaes. 


J^  inch  X  4  inch  beaded  '*B"  ceiling,  nailed  on  diag^ 
onally,  with  the  nails  countersunk  and  finished  at  the 
bottom  with  a  3-inch  band  mould. 

58.  (For  specifications  of  skylight  roof,  tee 
clause  No.  112.) 

59.  The.  roof  ceiling  shall  be  finished  by  run- 
ning a  mould  along  the  truss  and  purlins,  forming 
the  different  panels,  as  per  detail  sheet  No.  13. 

60.  The  floor  of.  lower  gallery  shall  be  made 
oi  i}i  inch  by  3  inch  toughed  and  grooved  first  and 
second  yellow  pine  in  continuous  lengths.  It  shall 
be  blind  nailed  to  girders  and  the  nailing  joist. 

61.  The  nailing  joist  shall  be  2  inch  by  6  inch 
No.  I  long  leaf  yellow  pine,  and  in  continuous 
lengths  from  bracket  to  bracket  and  bolted  to  chan- 
nel bar. 

62.  The  floor  girders  shall  be  3  inch  by  8  inch 
No.  I  long  leaf  yellow  pine,  surfaced  three  sides, 
notched  on  brackets.  All  joints  shall  rest  on 
brackets. 

63.  The  carpenters  shall  furnish  all  centers 
and  templets,  and  shall  put  up  and  take  down  same. 
The  centers  and  templets  shall  be  made  in  a  proper 
manner,  strong  and  well  braced. 

64.  The  carpenter  shall  set  all  frames,  and 
verify  their  plumb  after  the  brick  arches  are  turned. 


window 
Premei. 


MILL  WORK. 

65.  Window  frames  below  the  traveler  shall 
be  solid  frames  for  top  and  bottom  pivoted  sash,  and 
shall  be  made  of  form  and  dimensions  called  for  by 
the  drawings.  The  lumber  used  in  their  construction 
shall  be  clear,  dry,  and  sound  Wisconsin  white  pine, 
*'B"  select,  free  from  knots  or  sap.  Faces  of  all 
frames  shall  be  moulded  as  per  detail. 

66,  All  frames  shall  be  given  a  heavy  coat  oi 
paint  all  around,  including  back  of  jambs,  and  shall 
be  set  perfectly  plumb ;  and  the  sill  shall  rest  on  a 
bed  of  cement  mortar,  }^  inch  higher  on  the  inside, 
so  as  to  make  a  water  tight  joint.  Casing^,  mul- 
lions,  transoms,  etc.,  shall  be  moulded  as  shown  on 
details.  The  frames  shall  be  put  together  in  a 
strong  manner,  well  and  closely  nailed,  and  the 
stop-beads  fastened  with  i^-inch  blued  round- 
headed  screws.  All  the  lumber  in  frames  shall  be 
Wisconsin  white  pine,  **B*'  selectf  as  above 
specified. 
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67.  The  frames  shall  be  provided  with  moulded 
stool,  terminating  with  mould  against  plaster. 
Mullions  and  jambs  shall  be  cut  down  square  on 
stone  seats. 

68.  Stiles,  heads,  mullions  and  transoms  shall 
be  solid.  All  circular  portions  of  frames  shall  be 
worked  in  the  solid  and  put  together  with  white 
lead,  so  as  to  break  joints  throughout,  and  firmly 
spiked.  A  2  inch  by  4  inch  bond  strip  shall  be 
spiked  to  all  frames  (except  the  two  door  and  the 
two  large  window  frames),  extending  from  sill  to 
spring  of  arch  for  anchoring  same  to  brick  backing. 
The  heads  of  frames  shall  have  wood  blocks  of  2 
inch  by  4  inch  by  8  inche  nailed  to  same  and  spaced 
a  distance  of  iS  inches  on  centers. 

69.  The  two  door  and  window  frames  above 
mentioned  shall  be  anchored  to  the  brick  backing 
with  wood  blocks  of  bone  dry  white  pine  4  inch  by 
13  inch  by  12  inch,  built  in  the  brick  work,  and 
spaced  as  shown  on  detail  sheet  No.  11.  The 
frames  shall  be  bolted  to  same  with  ^  inch  by  8 
inch  lag  screws.  The  frames  shall  fit  in  a  recess  of 
one  inch  in  the  brick  work. 

70.  Inside  mould  and  stools  will  not  be  nailed 
in  place  until  plastering  is  perfectly  dry. 

71.  Two  iron  dowels  shall  be  placed  in  the 
bottom  of  each  jamb  and  mullion.  The  dowels 
shall  be  of  i-inch  round  wrought  iron,  and  sunk  i  ^ 
inches  in  stone  sill. 

72.  All  frames  above  the  traveler  shall  be 
solid  frames  for  side  pivoted  sash  and  for  13-inch 
walls,  and  shall  be  made  of  ''B''  select. 

73.  All  window   sashes  shall  be  of  the  form   ^""^ 
and  dimensions  called   for  by  the  drawings.     The 
lumber  used  in  their  construction  shall  be  clear,  dry 
and  sound  Wisconsin  white  pine  (*'A"  select),  free 
from  knots  or  sap. 

74.  All  sash  shall  be  moulded  and  rebated  2}£ 
inches  thick,  and  divided  into  lights  as  shown. 
£ach  sash  shall  be  neatly  fitted  and  properly  hung 
"with  Wollensak's  plain  bronze  sash  centers,  No.  144, 
and  shall  be  secured  with  bronze  cupboard  tums, 
and  provided  with  casement  rods  or  shutter  holders. 
No.  8020,  p.  1876,  * 'Simmons." 

75.  All  transom  sash  that  are  fixed  shall  be 
closely  fitted  and  secured  in  place  with  heavy  coat 
of  white  l^ad  in  the  stop  joints,  so  that  all  joints 
shdl  be  water  tight. 
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76.  Skylight  sash  shall  be  2j{  inches  thick, 
and  divided  as  shown  on  sheet  No.  16,  center  piv- 
oted and  made  water  tight. 

77.  The  door  frames  at  each  end  of  tibe  build- 
ing shall  have  rebated  solid  plank  frames,  beaded 
and  moulded  on  outer  face  to  match  window  frames. 
They  shall  be  built  in  same  manner  as  specified  for 
window  frames,  using  ^*B"  select,  and  shall  be 
secured  to  brick  work  in  the  same  manner  as  speci- 
fied for  other  frames.  The  frame  for  the  double 
door,  south  end,  shall  be  rebated  for  2^  inch  doors, 
and  shall  have  a  transom  bar  3^  inches  thick.  The 
single  door  at  north  end  shall  be  made  witibout  tran- 
soms and  shall  have  i^  inch  rebate. 

78.  The  doors  at  the  south  end  shall  be  double, 
and  each  door  shall  be  hung  with  four  6  inch  by  6 
inch  real  bronze  butts,  rebated  at  center  joint  and 
beaded. 

79.  The  doors  shall  be  a^  inches  thick  and 
made  of  dry  *'B"  select,  with  stationary  sash  divided 
in  lights  as  shown ;  lower  portions  of  the  doors  shall 
be  paneled  and  moulded  as  sho>\'n  by  detail  sheet 
No.  13;  the  panels  shall  be  made  of  tongued  and 
grooved  ^  inch  **B"  select,  a  inches  wide,  with  all 
joints  beaded  and  driven  up  in  white  lead. 

80.  The  single  door  in  the  north  end  shall  be 
made  of  '*B"  select,  i^  inches  thick.  It  shall  have 
stationary  sash  panels,  and  be  built  as  specified  for 
south  door. 

81.  Doors  shall  be  secured  with  mortise  locks, 
rebated  for  double  doors,  bronze  knobs,  plates  and 
trimmings,  and  flush  spring  bolts,  top  and  bottom  of 
real  bronze. 

82.  The  sash  in  all  doors  and  transoms  for 
same  shall  be  as  specified  for  the  window  sash, 
and  the  transom  sash  pivoted  and  hung  with  the 
same  kind  and  quality  of  hardware. 

83.  The  large  sliding  doors  shall  be  made  of 
the  same  quality  of  lumber  as  specified  for  the  small 
doors,  and  in  two  thicknesses  of  i  ^  inches  each,  mak- 
ing a  total  of  35^  inches,  framed  separately,  and  put 
together  with  white  lead,  and  firmly  screwed  up 
with  3  inch  screws,  countersunk ;  they  shall  have 
tenoned  stiles,  rails  and  muntins ;  all  tenons  shall  be 
double  pinned  with  }i  inch  white  oak  pins,  and  all 
shall  be  bolted  together  with  iron  rods,  as  shown  by 
dot  lines  on  detail  sheet  No.   14.     The  panels  shall 
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be  made  of  tongued  andgrooyed  *'B"  select,  a  inches 
wide  and  beaded  both  sides. 

84.  Small  swing  doors  shall  be  framed  into 
each  large  door,  making  four  in  all.  They  shall  bo 
hung  with  three  (3)  4  inch  by  4  inch  real  bronze 
butts,  and  fitted  with  Yale  mortise  locks,  with  keys 
to  pass. 

85.  Each  pair  of  the  large  sliding  doors  shall 
have  wrought  iron  drop  bars,  made  of  2  inch  x  ^ 
inch  iron,  bolted  at  one  end  and  made  to  drop  into 
a  hook  at  the  other ;  with  a  turned  iron  hand  lift  as 
shown  on  detail  sheet  No.  14. 

86.  An  oak  brace  frame  for  each  door  opening,   ^FrJni?(ot 
having  form,    size   and   radius  as  shown  on  detail     k^^^ 
sheet  No.  14,  rounded  on  each  edge,  shall  be  secured 

to  the  brick  work  with  expansion  bolts,  in  the  most 
substantial  manner,  and  ^amed  into  a  girder  made 
of  i^  inch  by  7j^  inch  oak,  of  length  equal  to  the 
run  of  both  doors,  and  firmly  bolted  to  the  wall  with 
bracketed  bolts,  as  detailed.  All  to  be  put  in  posi- 
tion before  plastering,  in  the  most  careful  and  sub- 
stantial manner. 

HARDWARE. 

87.  The  numbers  and  pages  given  for  hard-  Wn* 
ware  refer  to  Simmons'  Catalogue. 

88.  All  pivoted  windows  shall  be  hung  with 
Wollensak's  plain  bronze  sash  centers.  No.  144, 
and  secured  with  plain  bronze  cupboard  turns.  No. 
8^35,  page  1650,  and  real  bronze  casement  stays, 
^^o.  8o3o,  page  1876.  Pivoted  transoms  shall  be 
fitted  with  similar  sash  centers,  and  with  Payson's 
solid  grip  transom  lifts,  real  bronze,  j^  inch  by  6 
feet,  No.  0336. 

89.  All  doors,  except  large  sliding  doors,  shall   Doon. 
be  hong  with  butts,    and   fitted  with  Yale  mortise 
locks  and  keys  to  pass,  and  top  and  bottom  bolts  for 
the  double  doors. 

go.  The  two  double  doors  in  south  end 
shall  each  be  hung  with  four  6-inch  by  6-inch  real 
bronze  butts,  and  fitted  with  rebated  mortise  Yale 
lock,  plain  bronze,  for  2^  inch  door,  with  keys  to 
pass,  and  real  bronze  esctension  flush  bolts,  plain, 
same  as  Yale  pattern  No.  788E.,  B.  34,  page  1675. 

.91.  The  single  door  in  nordi  end  shall  be  hung 
with  four  6-inch  by  6-inch  real  plain  bronze  butts, 
and  fitted  with  lock  for  i^  inch  door  of  same  kind 
as  specified  for  double  door. 
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9^.     The  four  small  swing  doors  that  are  built 

IB  the  large  sliding  doors  shall  each  he  hung  with 

three  (3)  4  inch  by  4  inch  real  plain  bronze  butts, 

and  Qtted  with  lock  as  specified  for  the  north  door. 

<^n.«ft.  93.     The  finish  of  all  hardware  shall  be  real 

plain  bronze  throughout,  and  all  locks  shall  be  Yale, 

with  keys  to  pass. 

r«M  wo.«  ^.     Construct  for  the  two  sets  of  large  sliding 

^^».  **  doon>  a  hanger  and  track  as  per  detail  sheet  No.  14. 

The  hanger  shall  be  made  of  wrought  iron  11  inches 

wide  and  ^   inch  thick,   bent   to   correspond  with 

pruHIe  shown,  and  fitted  with  a  steel  track-wheel, 

turned  with  a  groove,  and  necessary  bearings.     The 

banger  shall   be   firmly  bolted   to  the   doors  with 

heavy  screw-bolts,  as  shown. 

95.  The  track  for  above  hanger  shall  be  made 
oi  steel  Z  bars,  4.72  pounds  per  foot  (Carnegie 
catalogue  No.  295),  with  the  short  flange  ground  to 
fit  groove  in  wheel,  and  the  large  flange  finnJy 
bolted  to  oak  girder.  The  track  shall  be  equal  to 
the  run  of  both  doors.  These  doors  must  be  made 
to>  run  easy  and  work  perfectly. 

PLASTER. 

5^.  The  side  and  end  walls  from  the  stone 
foundation  to  the  top  of  the  brick  walls  in  the  inside 
ox  the  building,  including  window-jambs  and  stools, 
shall  be  plastered  with  Acme  plaster,  and  given  a 
granulated  finish  with  white  sand,  applied  according 
to  the  directions  of  agent.  All  walls  shall  have 
straight,  tnie  surfaces,  angles  plumb,  jambs  and 
stOi>Is  plastered.  Walls  shall  be  laid  otf  to  repre- 
sent stone  courses,  as  directed.  Joints  shall  be 
marked  off  when  plaster  is  green,  and  shall  be  }£ 
inch  throughout,  and  cut  with  clean  edges,  the  joint* 
t\>  continue  around  window-jambs  and  to  be  stnic] 
to  represent  arch  stones  over  openings. 

97.     A    plaster   base   and  wainscot  mouIdinj_ 
shall  be  made  around  the  building  of  height  ahown^ 
ba^^e  I J  inches  by  i  inch,  chamfered  on  top ;    wmin- 
•i^vt  cap,  5  inches  by    i   inch,   moulded  and  cham- 
i«red  top  and  bottom,  as  shown  on  sheets  Noa.  3  and 

PAINTING    AND    GLAZING. 

q8.     The  contractor  shall  furnish  all  materi 
«as(  (Mrrform  all  labor  necessary  for  the  proper  paint 
u^  of  the  building.     All   sap^    knots,    etc.,  of  thi 
wvoJ«work  shall   be   covered   with   a  good  coat 
tlivis^  shellac  before  priming. 
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99.  Alt  wood-work  to  be  painted  shall  be  ' 
primed  with  French  ochre  and  boiled  linseed  oil, 
and  all  iron-work  shall  be  primed  with  oxide  of  iron 
■ad  boiled  linseed  oil.  All  holes  and  cracks  in  the 
nood-work  shall  be  puttied  and  stopped  on  the 
priming  coat,  and  again  before  applying  the  last 
naishing  coat. 

100.  All  outside  wood-work,  usually  painted, 
■ball  have  four  (4)  coats  of  pure  white  lead,  ground 
in  linseed  oil.  and  mixed  with  pure  boiled  linseed 
oil.  The  exterior  of  all  frames,  doors,  sashes,  sky- 
lights, etc.,  shall  have  the  last  two  (2)  coats  in 
colors,  as  directed  by  the  water  commiEsioner. 

101.  All  tin  and  galvanized  iron  shall  have, 
ifter  completion,  three  (3)  coats  of  Dixon's  Silica 
Graphite  paint,  thinned  with  pure  boiled  linseed  oil ; 
each  coat  shall  be  allowed  to  dry  thoroughly  before 
the  next  is  applied.  Each  coat  of  paint  on  the  tin 
roof  must  be  of  a  different  shade,  and  each  shade 
tball  be  approved  by  the  water  commissioner. 

loj.  All  of  the  inside  wood-work,  including 
■ash,  doors  and  frames,  etc.,  shall  be  painted  four 
(4)  coats  of  pure  white  lead,  ground  in  oil,  and 
mixed  with  puie  boiled  linseed  oil,  biushed  on 
smooth  and  even,  and  grained  a  perfect  oak  on  the 
last  coat,  after  which  it  shall  receive  a  heavy  coat  of 
coach  varnish,  evenly  flowed  en  and  left  in  the 
gloss. 

103.  The  ceiling,  including  purlins,  skylights,  *' 
etc.,  shall  be  painted  with  four  (4)  coats  of  paint  of 
quality  Bpecilied  above,  and  of  such  colors  as  the 
water  commissioner  may  direct,  and  each  suc- 
ceeding coat  must  be  of  a  different  shade,  as  per 
direction  of  the  water  commissioner. 

(04.     The  first  gallery  floor  shall  receive  four   ' 
(4)  coals  of  pure  boiled    linseed    oil,  and    the  floor 
^fders  shall   be  painted  to  match   the  iron  channel 
bar  and  brackets. 

105.  All  iron   and   steel  work  before  leaving  ' 
the  shop  shall  be  thoroughly   cleaned  from  all  loose 
scale  and   rust,   and    after    inspection  be   given  one 
good  priming  coating  of  pure,  raw  linseed  oil  and  iron 
oxide,  well  worked  into  all  joints  and   open  spaces. 

106.  In  riveted  work  the  surfaces  coming  in 
contact  shall  be  painted  before  being  riveted  together. 
Sottoms  of  bed-plates,  bearing- pi  ales,  and  any  parta 
which  are  not  accessible  for  painting  after  erectioa, 
*hall  h;ive  two  coats  of  paiuL 
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Baft. 
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the  iron 
Lgbt  mad  cut.  thall  be  tfaoroaghly 
and  erenlj  painted  with  diree  additional  coats  of 
paint,  of  qoalitj  specified  for  tbe  wood-work,  mixed 
with  strictiT  pore  linseed  oO,  and  each  socceeding 
coat  shall  be  of  a  di&rent  shade,  and  each  shade 
must  be    determined  and  approTed  bj  the  water 


loS.  The  painter  most  see  diat  all  wood-work 
is  |>erfectlv  clean  before  priming  or  painting,  and 
pntty  np  all  nail  heads  and  other  defects,  and  sand- 
paper smooth  and  perfectly  prepare  all  wood  before 
ai^lving  a  second  coat.  The  whole  of  die  painting 
work  throoghoat  to  be  done  in  the  best  and  most 
workmanlike  manner,  and  all  paint  and  varnish  spots 
most  be  cleaned  o£E  the  glass,  walls  and  galleries  at 
the  completion  of  the  work,  and  all  left  clean  and 
perfect,  without  exception. 

109.  All  paint  must  be  mixed  at  the  boildingt 
and  ander  the  direction  of  die  water  commiasioner, 
except  the  priming  for  the  iron  work. 

no.  All  of  the  glass  throughout  aball  be 
American,  double  thick,  perfectly  free  from  any 
blemish,  flaw  or  defect.  All  shall  be  set  in  oU 
putty,  carefully  tacked  with  dn  glazing  tacks,  and 
back  puttied. 

III.  All  glass  to  be  cleaned  after  glazing,  and 
again  after  painting  sash. 

SKYLIGHT   ROOPS. 

113.  The  skylight  roof s  used  on  this  building 
shall  be  of  the  Vaile  &  Young  patent,  and  shall  be 
adapted  to  the  wood  cage  construction,  as  detailed 
on  sheet  No.   16. 

113.  The  bars  shall  be  of  galvanized  iron, 
except  the  parts  exposed  to  the  weather,  which  shall 
be  of  20-ounce  copper,  and  the  said  bars  must  be 
rigid  enough  to  support  the  glass  without  deflection. 
The  apex  shall  not  be  finished  to  a  point,  but  shall 
be  fitted  to  the  square  of  the  size  of  the  copper  finial, 
and  said  finial  shall  fit  over  the  apex  and  cover  all 
joints.  This  finial  shall  be  made  of  i8-ounce  cop- 
per and  furnished  with  the  skylights. 

1 14.  All  bars  not  resting  on  rafters  shall  be 
wrought  iron,  encased  with  galvanized  iron. 

115.  All  skylights  shall  have  hanging  gutters 
of  ao-ounce  copper,  with  a  fall  to  one  comer,  and 
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^rom  this  comer  the  water  shall  be  conveyed  to  the 
main  roof  by  means  of  a  copper  down-spout,  which 
sball  be  famished  with  the  skylight. 

Ii6.     All  glass  used  in  the  skylights  shall  be  }i   Gitta. 
inch  thick  and  ribbed.     It  shall  be  furnished  by  the 
manufacturers  of  the  skylights,  and  it  shall  be  set 
with  special  care,  and  under  rigid  inspection,  and 
shall  be  of  a  continuous  length. 

ROOF    TRUSSES. 

117.  The    casting^    shall    be    made    from   a  Ca«t  iroa. 
superior  quality  of  iron,  tough  and  of  even  grain,  and 

must  conform  in  shape  and  dimensions  to  the  draw- 
ings. Castings  must  be  cleaYi  and  perfect,  without 
flaw  or  sand  holes  or  defects  of  any  kind. 

1 18.  With  the  exception  of  the  bearing  plates,  soft  steei. 
the  roof  trussing  shall  be  of  soft  steel  throughout. 

119.  The  steel  must  be  uniform  in  character. 
The  finished  parts  must  be  free  from  cracks  on  the 
faces,  or  comers,  and  have  a  clean,  smooth  finish. 
No  work  shall  be  put  upon  any  steel  at  or  near  the 
blue  temperature,  or  between  that  of  boiling  water 
and  of  ignition  of  hardwood  saw-dust. 

120.  All  tests  shall  be  made  by  samples  cut 
from  the  finished  material  after  rolling.  All  broken 
samples  must  show  uniform  fine  grain  fractures  of  a 
blue,  steel  grey  color,  entirely  free  from  a  fieiy  luster  or 
blackish  cast.  Soft  steel  shall  have  an  ultimate 
strength  of  ^4,000  to  62,000  pounds  per  square  inch ; 
an  elastic  limit  not  less  than  30,000  pounds  per 
aquare  inch,  and  a  minimum  elongation  of  25  per 
cent,  in  8  inches. 

Before  or  after  heating  to  a  light  yellow  heat 
and  quenching  in  cold  water,  this  steel  must  stand 
l>ending  180  degrees  to  a  curve,  whose  inner  radius 
is  equal  to  the  thickness  of  the  sample,  without  sign 
«f  fracture. 

121.  Specimen  pieces  of  a  size  and  form  suit- 
able for  the  testing  machine  shall  be  cut  frogn  any 
])late,  angle  or  bar,  when  directed  by  the  water 
commissioner. 

122.  If  any  specimen  shall  not  conform  to 
^ibove  requirements,  all  the  material  of  the  same 
^orm  and  manufacture  as  the  piece  from  which  this 
specimen  was  taken  will  be  rejected. 

123.  All  rivets  shall  be  made  of  soft  steel,  and 
'Uie  steel  for  rivets  must,  under  the  above  bending 
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Pialtb. 


Planed. 


Pooching. 


Rivet  Holes. 


test,  Stand  closing  solidly  together  witbout  sign  of 
fracture. 
SpeciBCB  Bark  134.     For   all    material    taken   by    the    water 

commissioner  for  testing  there  will  be  added  to  the 
(inal  estimate  the  following  prices,  viz. : 

For  all  steel,  the  sum  of  five  cents  per  pound. 

For  all  cast  iron,  the  sum  of  three  cents  per 
pound. 

All  broken  material  to  belong  to  the  party  of 
the  second  part. 

125.  The  workmanship  and  finish  throughout 
shall  be  thorough  and  of  the  very  best,  and  any  piece 
or  part,  however  perfect  it  may  be  in  other  respects, 
if  defective  in  workmanship,  will  be  rejected. 

126.  That  part  of  the  bed  plate  on  which  rests 
the  three  eighth  inch  bottom  plate  of  the  truss  shall 
be  planed  or  faced  to  a  true  plane  surface.  All 
abutting  joints  in  top  and'  lower  chord  shall  be 
planed  or  faced., 

1 27.  In  punching  rivet  holes,  the  diameter  of 
the  die  shall  in  no  case  exceed  the  diameter  of  the 
punch  more  than  one  sixteenth  inch,  and  all  holes 
must  be  clean  cut,  without  torn  or  ragged  edges. 

128.  All  rivet  holes  shall  be  so  accurately 
spaced  and  drilled  or  punched  that  when  the  several 
parts  are  assembled  a  rivet  one-sixteenth  inch  less  in 
diameter  than  the  hole  can  be  entered  hot  into  any 
hole  without  straining  the  iron  by  drifting.  Occa- 
sional variations  shall  be  corrected  by  reaming. 

129.  Whenever  possible,  all  rivets  must  be 
machine  driven.  The  rivets,  when  driven,  ahall 
completely  fill  the  holes.  The  rivet  heads  shall  be 
round  and  of  a  uniform  size  throughout  the  work. 
They  shall  be  full  and  neatly  made,  and  be  concen- 
trie  with  the  rivet  holes,  and  thoroughly  pinch  the 
connected  pieces  together.  The  several  pieces  form- 
ing one  built  member  must  fit  closely  together,  and 
when  riveted  shall  be  free  from  twists,  bends  or 
open  joints.  The  angle  irons  forming  the  top  chord 
must  be  bent  at  the  different  panel  points  to  the 
proper  angle.  The  lower  chord  shall  have  sufficient 
camber  to  allow  for  the  deflection  of  the  loaded 
truss. 

130.  All  bolts  and  nuts  to  be  made  from  the 
best  quality  of  soft  steel.  The  nuts  to  be  hexagonal 
and  the  heads  square.  Heads,  nuts  and  threads  to 
be  standard  size.  All  bolts  shall  have  a  washer 
under  the  heads  or  nuts,  where  in  contact  with  wood. 


Rivei  Work. 


•olts  and 
Nutt. 
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131.     All  rods  with  screw  ends  shall  be  upset  ' 
I  It  the  ends  so  that  the  diameter  at  the  bottoui  of  the 
k  threads  shall  he  one  sixteenth  inch  larger  than  sny 
E||»flrt  of  the  body  of  the  bar. 


131.     All  the  angles,  filling  and   splice  plates  a 
must  Bt  at  their  ends  to  the  flange  angles  lufticJently 
[close  to  be  sealed,  when  painted,  against  the  admis- 
a  of  water,  but  need  not  be  boat  finished. 

133.  To  support  and  hold  purlins  in  place,  short  ''. 
f  pieces  of  angle  iron  ^]4  inches  by  6  inches  by  jjj  inch    i 

shall  be  riveted  to  principals  with  two  J^-incb  rivets, 
and  purlins  shall  be  fastened  to  them  by  ^-inch 
bolts.  The  contractor  shall  furnish  oil  bolts,  each 
^with  one  cast  iron  washer. 

134.  All  the  bed  plates  under  fixed  and  sliding  ■' 
must    be    fox-bolted  to  the  masonry  with    t}^    e 

■Dch  bolts.     The  contractor  must  furnish  all  bolts, 
fdriU  all  holes  and  set  bolts  to  place  with  cement. 

IRON  GALUKRY,  LADnERS,    ETC. 

•  35-  The  galleries  shall  consist  of  three  difiet^ 
I  Cnt  sections,  as  follows: 

lat.     A  lower  or  Brat  gallerj.     (Sheet  No.  7. ) 
2d.     An  upper  or  seooad  gallerf.     (Sheet  No.  7.) 
3d.    A  baluoD7  gallery.     (Sheet  No.  4.) 
Details  for  above  galleries    will    be    found    on 
Sheet  No.  17. 

136.  The  first    gallery  shall  extend  around  the  ''' 
'  entire  building  on  3  level  with  grade  (El.  1 15},  and 

•ball  consist  of    brackets,  railing,  chains,   posts,   and 
^ood  door. 

137.  The  wood  floor  shall  be  4  feet  and  1 
inches  wide  and  made  of  I'/i  inch  thick  by  3  inch 
"wide  yellow  pine  flooring,  and  shall  rest  upon  two 
girders  and  one  channel  bar,  and  both  girders  and 
channel  bar  shall  be  supported  by  cast  iron  brackets. 
The  channel  bar  shall  be  6  inches  high,  weighing  9J4 
pounds  per  lineal  fool,  and  to  this  channel  shall  be 
lolled  yellow  pine  nailing  joists  i  inch  by  6  inch; 
%be  bolts  shall  be  Ji  inch,  with  round  head,  nuts 
sind  washers,  and  shall  be  spaced  three  10  each 
^iinel.  The  t^o  yellow  pine  girders  sh.ill  be  3  inch 
X->y  8  inch  and  notched  so  as  to  seat  on  the  top  of 
k  .rackets. 

135.  Oracketsshall  be  cast,  according  to  detail, 
showed  on  sheet  No.  17,  and  shall  be  Hrmly  bolted 
^o  the  stone-mason  work  with  i  inch  by  10  inch  ex- 
pansion bolts,  at  top   and  bottom  of  each   hrackeL 
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The  stone  walls  must  be  recessed  sufficiently  to  give 
an  even  bearing  for  the  backs  of  all  brackets. 

139.  Railing  shall  be  made  of  gas  pipe  and 
suitable  fittings  connecting  same,  made  in  accord- 
ance with  details.  Top  and  bottom  rails  shall  be  i  }^ 
inch  and  a  inch  gas  pipe;  intermediate  rails,  i}{ 
inch  gas  pipe;  principal  posts  2}^  inch,  and  inter- 
mediate posts  2  inch  diameter  cast  iron. 

140.  At  the  angle  where  the  stairs  commence 
this  first  gallery  shall  be  constructed,  on  a  radius,  as 
shown  on  gallery  plan,  sheet  No.  7,  to  make  room 
for  said  stairway.  A  round  hole  must  be  made  in 
this  floor  to  suit  stair  column. 

141.  Suitable  chain  fastening  gates  shall  be 
provided  at  all  openings  in  gallery  with  suitable 
hooks,  etc.,  chain  to  be  of  wrought  iron  }4  inch  in 
diameter.  There  shall  be  two  chains  at  each  open- 
ing.   See  sheet  No.  7. 

^fodcViie?/.'  '4^'     ^^®  second  gallery  shall  extend  across 

'  south  end  of  building,  and  terminate  at  one  end 
with  a  spiral  staircase,  and  shall  consist  of  brackets, 
channels,  railings,  post  and  floor.  The  brackets 
shall  be  cast  as  per  detail,  shown  on  sheet  No.  17, 
(scale,  ^  inch),  and  fastened  to  brick  work  by  an 
expansion  bolt  at  the  foot  and  a  bearing  plate  at  the 
head.  Upon  these  brackets  shall  rest  a  six  inch 
channel  bar  weighing  ^}i  lbs.  per  lineal  foot,  and 
another  bar  of  same  size  and  weight  shall  be  fastened 
to  the  brick  work  by  expansion  bolts.  Upon  these 
two  channels  the  cast  floor  plates  shall  take  their 
bearing.  The  railing,  posts,  etc. ,  shall  be  made  the 
same  as  specified  for  the  first  gallery.  For  a  plan 
of  this  second  or  upper  gallery,  refer  to  sheet  No. 
7.  The  floor  plates  shall  each  be  cast  with  three 
ribs ;  said  ribs  shall  be  spaced  on  centers,  according 
to  the  length  of  the  floor  plates,  and  shall  be  located, 
one  on  each  extreme  edge  and  one  in  the  center;  all 
3  inches  deep  and  i  inch  thick. 

gt^if,  143.     Winding  stairs  shall  consist  of  cast  iron 

center  column,  treads,  rail  and  newels. 

144.  The  center  column  shall  be  cast  Ji  inch 
metal  and  be  7  inches  in  diameter,  terminating  at 
upper  end  with  a  newel,  as  shown  on  sheet  No.  17. 

145.  The  center  column  shall  be  supported  by 
two  13  inch  steel  I  beams,  4a  pounds  per  foot, 
located  diagonally  across  one  comer  of  the  stone 
foundation,  with  bolts  and  separators,  and  set  in 
place  before  commencing  the  brick  work.     The  col- 
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mnn  shall  have  a  square  iron  flange  on  the  lower 
^nd  of  I  inch  metal,  and  said  flange  must  be  firmly 
"bolted  to  the  steel  I  beams. 

146.  Steps  or  treads  shall  be  cast  without 
risers,  but  shall  have  thimble  height  of  step,  cast  on 
each  step,  with  tread  nosing  continued  around. 

147.  These  thimbles  shall  have  freedom  fig- 
ured on  drawing,  and  the  vacant  space  shall  be  well 
and  thoroughly  calked  with  sulphur. 

148.  Steps  shall  be  cast  of  ^  iiy:h  metal,  dia- 
mond pattern  tread.  Each  step-thimble,  bracket 
and  flange  shall  be  cast  in  one  piece,  each  step 
being  bolted  to  the  next  at  connections.  The  first 
risers  shall  be  housed  into  the  wood  floor,  if  neces- 
sary. 

149.  Stair  rail  shall  be  made  of  a  inch  gas 
pipe,  bient  to  proper  sweep  and  curve,  terminating 
top  and  bottom  at  newels.  Newels  shall  be  cast 
iron  $i  inch  metal.  All  shall  be  executed  according 
to  drawings,  each  and  every  portion  put  up,  bolted 
and  secured  in  the  strongest  and  most  workmanlike 
manner,  and  to  the  satisfaction  of  the  water  commia- 
skmer. 

150.  The  third  or  balcony  gallery  shall  be  con-  B«Jco«y<w. 
strocted  of  wrought  iron  brackets,  made  of  }^  inch    '^' 

by  a  inch  metal,  and  fastened  to  the  brick  work  with 
expansion  bolts.  It  shall  be  provided  with  an  oak 
tread  board.  This  tread  board  shall  be  furnished 
by  the  carpenter  and  put  in  place  by  the  gallery 
contractor. 

ici.     This  balcony    shall  extend  across  north     - 
end  of  building,  as  shown  on  section  plan  No.  4.  * 

153.  Two  wrought  iron  lad'!ers  with  }i  inch  LaJdtm 
by  a  mch  sides  and  ^  inch  round  rungs,  passing 
through  side  pieces  and  riveted,  shall  be  furnished, 
pat  in  place  and  properly  secured.  One  ladder  to 
start  00  the  first  or  lower  gallery  and  extend  up 
and  through  the  balcony  gallery  as  per  drawings. 
One  ladder  shall  be  located  on  the  exterior  of  the 
building  and  commence  about  10  feet  from  the 
ground  and  extend  upwards  to  and  be  anchored  into 
tlie  fire-wall  coping,  as  shown  on  elevation  fih^et 
No.  I.  The  details  for  these  iron  ladders  will  he 
found  on  abeet  No.  17. 

153.     There  shall  be  cast  and  <et  in  place  can  t**^«J»»«- 
ifoo  mot  tnlla  for  the  doors  in  the  north  and  south 
ends  and  the  two  large  doors  in  each  side. 


154-  Sn  £ar  the  sosch  door  dudl  be  5  feet  8 
ioclics  kin^  and  5  feet  4|ii(  indies  wide,  ^  inches 
thidLr  and  csst  in  diamorid  pottent,  widi  door  saddle 
and  leati  for  wood  trame  «iriDcd  £ar  j4  inch  expan- 
MHiboha. 

155.  Sm   for  die  aor^  door  dudl  be  3  fec%  6 
lon^  and  5  feci  ^^  incbes  wide,  cast  same  as 

specified  for  fontfa  door. 

156.  Sills  icr  tbe  laiipe  doors  shall  be  cast  dia* 
nood  pattery.  i  inch  tiiick«  and  shali  have  a  square 
flange  on  ootside  and  inside  edge  as  shown.  These 
sills  shall  be  cast  in  three  separate  sectkms,  as  shown 
and  figured  in  sheet  No.  17. 

157.  A  hand  rafl  made  of  i]^  inch  gas  pipe 
shall  be  proTided  and  pat  in  place  and  continued 
along  both  sides  of  tbe  building  its  entire  length,  3 
feet  6  inches  above  the  traveler  I  beam.  This  rail- 
ing shall  project  from  the  wall  6  inches,  and  be  firmlj 
bracketed  to  the  wall  at  soificient  intervals  to  insmre 
ample  stiffness.  The  ends  shall  be  seciuced  to  the 
wood  window  frames.     See  sheet  No.  3. 

Trsvcf er  g  ^g.     The  traveler  track  shall  con«st  of  an  iron 

'^  '  I  beam,  8  inches  in  height,  and  weighing  34  pounds 
per  lineal  foot,  Carnegie  catalogue.  No.  8  C,  page 
22,  extending  the  entire  length  of  building  on  each 
side.  It  shall  be  firmly  bolted  to  the  stone  sill  course 
with  ^  inch  expansion  bolts,  and  the  space  between 
the  web  of  beam  and  sandstone  sill  shall  be  filled 
with  hard  burned  brick,  laid  in  the  best  of  cement 
mortar. 

159.  Upon  the  top  flange  of  this  8  inch  I  beam  a 
flat  top  steel  rail,  weighing  52  pounds  per  lineal  yard, 
shall  be  bolted,  extending  the  entire  length  on  both 
sides  of  the  building.  This  rail  must  be  drilled  in 
each  flange,  and  these  flanges  bolted  with  ^  inch 
bolts  into  the  flanges  of  the  I  beam.  The  rail  shall 
be  connected  at  joints  with  fishplates  and  bolts. 

160.  Two  S-inch  I  beams,  weighing  34  pounds 
*  SSiTwaiii.   pcf  iooty  with  bolts    and    separators,  shall  be  built 

in  brick  work,  as  shown  on  plan  and  specified  in 
clause  No.  31,  and  covered  with  a  fi-inch  iron  plate. 

GENERAL     CLAUSES. 

Pirish  161.     All  of  the  materials  and   work   required 

Complete.  £^^  ^j^^  ^,j  completion  of  the  buildine  herein    ^o^c- 

fied,  to  the  entire  satisfactio**  7r  titc  water  commis* 
sioner,  shall  be  furnished  and  done  by  the  contractor, 
and  should  anything  not  mentioned  within  thu  spec- 
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ification  be  necessary  to  fully  complete  the  work, 
the  same  shall  be  furnished  and  done  without  extra 
charge. 

1 6a.     No  masonry  work  of  any     description  '»•«• 
shall  be  laid  in  freezing  weather,  except  with  special 
permission  of  the  water  commissioner. 

163.  All  unfinished  work  shall  be  properly 
protected  from  injury  by  frost. 

164.  Any  masonry  work  found  damaged  by 
frost  shall  be  taken  down  and  rebuilt  at  the  cost  of 
the  contractor. 

165.  When  the  work  is  completed,  the  build-  aemnineo^ 
ing,  substructure  and  surrounding  grounds  shall  be 

cleared  of  all  rubbish  caused  by  construction,  and 
left  in  a  neat  and  presentable  condition  for  imme- 
diate use. 

166.  Measures  shall  be   taken  by  the  contract-  Pubuc  safetf. 
or,  whether  required  by  city  ordinance  or  not,  to  in- 
sure the  safety  of  the  public,  by  such   precautions  of 
fencing,  watching,  lights,  etc.,  as  the  exigencies  of 

the  case  may  call  for. 

167.  The  contractor  shall  furnish,  at  his   own   Krecflo^ 
cost  and  expense,  all  necessary  centering    and    scaf- 
folding, and   remove  same  at  the  completion  of  the 

work. 

168.  Due  facilities  must  be  afforded  the  water 
commissioner  for  giving  the  lines,  grades  and  points, 
and  all  stakes  or  marks  given  by  him  must  be  pre- 
served undisturbed. 

169.  The  contractor  shall  keep  on  the  work, 
accessible  at  all  times,  the  plans  furnished  him  by 
the  water  commissioner,  and  a  copy  of  these  spec- 
ifications. 

170.  At  all  times,  when  work  is  in  progress, 
there  shall  be  a  foreman  or  head  workman  on  the 
grounds. 

171.  Necessary  conveniences  shall  be  construct- 
ed for  the  use  of  the  contractor's  employees,  and  dur- 
ing the  progress  of  the  work  herein  specified  the 
contractor  shall  not  use  or  interfere  in  any  manner 
with  the  present  buildings,  pipes  or  appurtenances 
of  the  waterworks. 

172.  The  use  of  the  railroad  tracks  and  switch- 
es belonging  to  the  waterworks  will  be  permitted 
to  the  contractor  for  the  wcrrk  herein  specified  at 
such  times  only  as  will  not  interfere  with  the  deliv- 
ery, switching  and  handling  of  coal  cars. 
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173.  Particular  care  must  be  exercised  in  the 
protection  of  all  finished  work  as  the  buflding  pro* 
gresses,  such  as  exterior  projections,  cut  stone,  iron 
stairs  and  galleries,  etc.,  which  must  be  fully  pro- 
tected from  injury  or  defacement  during  the  erection 
and  completion  of  the  building. 

174.  The  erection  shall  be  carried  on  in  such 
manner  as  will  in  no  way  interfere  with  the  erection, 
completion  and  operation  of  the  pimiping  engines  or 
machinery.  The  extra  cost  of  handling  the  erection 
in  this  manner  must  be  included  in  the  sum  bid  for 
the  work. 

175.  The  directions  of  the  water  commissioner 
as  to  the  disposition  of  building  materials  and  loca- 
tion of  sheds,  temporary  buildings,  etc.,  must  be 
strictly  observed. 

Bxamination  1 76.    Whenever  required  by  the  water  com- 

missioner, the  contractor  shall  furnish  all  fadlitieft' 
and  labor  to  make  an  examination  of  any  work,  com« 
plete  or  in  progress,  under  this  contract  If  the 
work  so  examined  is  found  defective  in  any  respect, 
or  not  in  accordance  with  this  contract  and  specifica- 
tions, the  contractor  shall  bear  all  expenses  of  such 
examination  and  of  satisfactory  reconstruction.  If 
the  work  so  examined  is  found  to  be  in  accordance 
with  the  contract  and  specifications,  the  expense  of 
the  examination  and  reconstruction  will  be  estimated 
to  contractor  at  a  fair  price,  to  be  determined  by  the 
water  commissioner.  M.  L.  H. 


of  work. 


171.  Oeneral  Specifications  for  Railroad 
Work.  Cement  concrete  masonry,  either  with  or  without 
inforcement  with  steel  bars,  is  coming  into  such  general  use 
that  a  stone  masonry  specification  in  former  editions  of  this 
work  is  here  replaced  by  a  general  specification  for  railway 
concrete  construction  (not  reinforced  by  steel  rods),  these  being- 
now  in  use  (1902)  by  the  Illinois  Central  Railway  Company. 

FOUNDATIONS  AND  EXCAVATION. 

I.  Cofferdams,  where  necessary  as  a  protection  against:: 
water  in  adjacent  streams,  etc.,  shall  generally  be  built  in  ac- 
cordance with  detailed  plans  to  be  furnished  in  connection  witl» 
each  piece  of  work.  Such  coflFerdams  may  consist  of  substan- 
tial or  lighter  structures  in  accordance  with  the  amount  of  pro- 
tection required  or  the  risk  to  be  incurred. 
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A — The  more  substantial  cofferdams  shall  be  built  by  driv- 
j  rows  of  piles,  spaced  from  three  to  five  feet  apart,  centers; 
nose  lo  be  securely  connected  together  by  lines  of  horizontal 
Waling  bolted  on  the  outside,  and  sheet  piling  to  be  driven 
^^utside  of  these  waling  pieces  and  spiked  or  bolted  to  them  as 
•riay  be  necessary.  The  sheet  piHng  may  consist  of  two  rows 
^f  plank,  the  outer  covering  tlie  joints  between  tlie  inner  planks 
each  row  driven  separate— or  they  may  consist  of  a  combina- 
Wn  pile,  made  up  of  three  pieces  of  plank,  so  buih  together  as 
3  make  a  tongucd  and  grooved  structure.  In  extreme  cases, 
Wo  rows  of  piles  and  two  rows  of  sheeting  would  be  used  and 
"puddling"  of  clay,  or  other  suitable  material,  filled  in  5e- 
:Ween  the  two  rows  of  tlie  cofferdams, 

B — Except  in  exposed  situations  piles  may  be  omitted,  and 
rows  of  sheet  piles  secured  lo  waling  timbers  and  properly 
raced,  may  serve  the  purpose  of  the  cofferdam.  In  all  cases 
I  material  for  the  cofferdam  shall  be  furnished  by  Uie  con- 
ractor,  and  shall  be  paid  for  by  the  lineal  foot  of  pile  furnished 
md  driven,  and  thousand  feet  B.  M.  of  timber,  boards  and 
Jdanking  used  in  the  work ;  these  prices  to  include  bolts,  spikes 
md  all  iron  work  required  to  hold  same  in  place. 

C — Generally  such  portions  of  cofferdams  as  do  not  ob- 

btruct  the  free  flow  of  the  water  and  are  below  ordinary  low 

rater  may  be  left  in  the  work.     Portions  of  cofferdams  extend- 

j  above  this  level  will  generally  be  removed,  and  the  cost  of 

puch  removal  is  to  be  included  in  the  prices  named  by  the  con- 

ractor  for  this  work. 

^        It  must  not  be  inferred  by  the  contractors  that  cofferdams 

sare  not  deemed  necessary  because  not  shown  on  the  general  or 

detailed  plans.     The  contractor  shall  take  up  tlie  question  of 

their  construction  with  the  proper  engineering  authority,  who 

^^ahall  determine  the  extent  of  cofferdam  (or  sheeting),  bracing, 

^Kbc.,  required,  the  work  being  constructed  and  paid  for  as  de- 

^^Hnibed  in  other  portions  of  the  specifications. 

^^f      2.     Excavation — Either  inside  of  cofferdams  or  in  open 

^^3)ils,  shall  be  taken  down  to  such  depth  as  may  be  specified  by 

the  engineer  in  charge.     The  contractor  shall  be  prepared  to 

«liect  the  sides  of  such  excavation  where  cofferdams  are  not 

ised,  and  to  put  in  proper  bracing  to  protect  the  same  from 

laving:  all  timber  and  plank  used  for  such  sheeting  to  be  paid 

pr  at  the  rates  named  for  cofferdam  material. 

A — AH  excavated  material  shall  be  placed  where  it  is  avail- 
[ble  for  filling,  either  in  adjacent  embankments,  or  around  the 
lasonry  when  completed ;  and  such  back  filling  as  may  be  re- 
tnired  against  abutments,  arches,  etc.,  and  which  can  be  done 
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with  the  excavated  material,  shall  be  done  by  the  contractor, 
and  shall  be  covered  by  the  price  paid  for  excavation. 

B — No  allowance  shall  be  made  on  account  of  slope  to 
^ides  of  excavations  where  the  same  are  made  in  material  al- 
ready compacted,  the  contractor  being  expected,  as  above  speci- 
fied, to  carry  down  the  excavation  to  the  proper  depth,  and  to 
protect  the  same  by  sheetiijg  and  bracing.  Where  excavations 
are  required  to  be  made  in  loose  or  uncompacted  material  (in- 
cluding sand  or  sandy  soil),  the  engineer  in  charge  shall  make 
a  proper  allowance  for  slope  in  such  material,  and  shall  measure 
all  material  removed  in  making  such  slope,  as  a  portion  of  the 
excavation.  The  price  paid  for  sheeting,  bracing,  etc.,  is  to 
include  the  whole  value  of  the  material,  the  same  being  left  in 
the  work,  if  necessary,  either  as  a  mold  for  the  concrete  founda- 
tion, or  as  a  protection  against  caving,  during  the  process  of 
excavation  or  of  putting  in  the  concrete. 

C — If  the  contractor  deposits  any  excavated  material  where 
it  will  obstruct  the  water-way  or  ditches  adjacent  to  railroad 
embankments,  or  in  any  place  not  fully  approved  by  the  engi- 
neer in  charge,  he  shall,  at  his  own  expense,  remove  the  same 
before  the  completion  of  the  work,  and  place  it  as  may  be  di- 
rected by  the  engineer,  or  if  the  same  is  not  done  promptly  upon 
the  request  of  the  engineer  or  inspector  in  charge  of  the  work, 
it  may  be  done  by  the  railroad  company's  employees,  and 
charged  to  the  contractor  and  deducted  from  his  estimates. 

D — Excavation  shall  be  classified  as  follows: 

a.  Dry  excavation,  including  all  materials  which  can  be 
handled  without  pumping,  and  with  which  no  water  is  mixed. 

b.  Wet  excavation,  including  all  material  removed  from 
cofferdams  or  pits,  where  pumping  is  required,  or  where  water 
accumulates,  either  by  seepage  or  from  floods  occurring  during' 
the  progress  of  the  work.  The  price  paid  for  wet  excavation 
is  intended  to  cover  the  cost  of  all  pumping  which  may  be  re- 
quired, and  shall  include  furnishing  such  pumping  machinery 
as  may  be  necessary  for  the  work. 

Where  there  is  a  rock  foundation  within  reasonable  dis- 
tance below  the  surface  of  the  ground,  the  excavation  shall  b 
carried  down  to  the  rock,  and  the  surface  of  the  same  shall 
roughly  leveled  either  throughout  the  whole  area  of  the  founda- 
tion, or  by  making  steps  or  benches  at  different  elevations 
separated  by  vertical  risers ;  all  loose  rock,  shale,  clay,  mud,  etc. 
being   removed   before   putting   in    the    foundation    concrete 
Should  water  enter  freely  along  the  surface  of  the  rock,  the 
foundation  may  be  prepared  in  sections,  the  concrete  being  fill 
in  upon  the  rock  surface,  as  each  section  is  prepared  for  th*- 
same. 
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Care  shall  be  taken  that  no  clay,  mud  or  earthy  matter 

^.<Iheres  to  the  rock  or  to  the  vertical  joints  between  separate 

crcncrcte  sections,  the  object  being  to  make  a  monolithic  mass 

f  the  whole  foundation,  and  to  have  the  same  cemented  firmly 

the  rock. 

c.  Rock  excavation,  which  shall  include  all  solid  rock, 
lz>lasted  or  otherwise  removed  from  the  foundation,  or  all  bould- 
ers or  pieces  of  loose  rock,  weighing  over  fifty  (50)  pounds 
ach. 

CONCRETE    MATERIALS. 

3.    Concrete  Materials  may  be  classified  as  follows: 
A — Crushed  Limestone,  which  shall  be  made  by  crushing 
lugh,  hard,  clean  limestone  and  screening  same  through  two- 

5-xich  meshes  or  holes. 

The  Engineer  or  Inspector  in  charge  shall  reject  crushed 

Immestone  which  may  have  any  of  the  following  defects: 

a.  Containing  more  than  one  ( i )  per  cent,  of  earthy  of 
cirlayey  matter. 

b.  Containing  more  than  twenty   (20)  per  cent,  of  fine 
^tone  or  stone  dust,  less  than  one-half  (1-2)  inch  in  size. 

c.  Containing  more  than  five   (5)   per  cent,  of  soft  or 
"otten  limestone  which  can  be  crushed  or  powdered  up  in  the 


rf.     Containing  more  than  ten  (10)  per  cent,  of  flat  stone 

\Y  than  two  (2)  inches  in  greatest  dimension. 

e.  Containing  more  than  fifteen  (15)  per  cent,  of  crushed 
stone  larger  than  specified  (passing  through  a  two  (2)  inch 
rnesh),  unless  there  be  an  equal  amount  of  fine  material  less 
tlian  one-half  (1-2)  inch  size. 

/.  If  any  of  the  five  classes  of  defective  stone  above  named 
Oan  be  modified  by  mixture  with  additional  material  or  by 
breaking  large  stone  by  hand,  its  use  may  be  permitted  under 
the  direction  of  the  Engineer  or  Inspector  in  charge. 

g.  The  use  of  clean  gravel  in  place  of  not  more  than  one- 
half  ( 1-2)  of  the  specified  anyjunt  of  crushed  limestone  may  be, 
permitted  at  the  option  of  the  Chief  Engineer,  or  his  authorized 
representative;  but  the  work  shall  be  done  under  such  special 
instructions  as  shall  be  given  in  each  individual  case,  depending 
on  the  quality  of  the  gravel  used  and  other  existing  conditions. 

B — Crashed  Granite,  This  shall  generally  be  used  of  two 
sizes :  a  fine  crushed  granite,  to  be  used  as  a  substitute  for  sand, 
and  a  coarser  size,  particles  of  which  are  not  larger  than  three? 
fourths  inches  in  greatest  dimensions,  and  to  be  used  as  a 
Substitute  for  crushed  limestone  in  making  bridge  seats,  pedes- 
tal stones,  etc.  All  crushed  granite  shall  be  clean,  entirely  fre^ 
from  dust  and  earthy  or  clayey  matter,  and  each  grade  shall 
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be  of  practically  uniform  size.  This  material  shall  always  be 
handled  on  platforms  or  plank,  or  in  some  way  kept  entirely 
free  from  admixture  of  earth,  sand,  etc. 

Cr-^and  for  concrete  shall  consist  of  clean,  sharp  sand 
("pit"  or  "bank"  sand  being  preferred),  and  sand  shall  not  be 
rejected  if  containing  occasionally  pieces  of  small  gravel.  A 
sand  is  preferred  which  will  not  pass  through  a  sieve  having 
thirty  meshes  to  the  inch.  Sand  shall  be  free  from  earth  or 
alluvial  matter;  and,  when  tested  by  stirring  with  water  or  by 
rubbing  in  the  hands,  shall  not  show  the  existence  of  more  than 
one-half  of  one  per  cent,  of  loam,  clay  or  earth.  No  sand  shall 
be  used  for  the  outside  finish  of  any  concrete  which  contains 
jiniall  particles  of  coal  or  of  lignite,  although  sand  of  this  char- 
acter may  be  accepted  for  foundation  concrete,  or  for  the  in- 
terior portion  of  any  heavy  piece  of  concrete  work. 

Xy— Cement  shall  in  all  cases  be  approved  by  the  Engineer 
of  nridges.  and  the  Inspector  in  charge  of  the  work  shall  re- 
crivc  a  written  approval  before  permitting  concrete  to  be  made 
fronj  any  cement  delivered.  Where  possible,  cement  shall  be 
clcUverc(i  in  time  to  have  samples  properly  taken  and  sent  to 
til©  office  of  the  Engineer  of  Bridges,  for  making  the  usual 
one-day  and  seven-day  tests  of  neat  cement.  Contractors  shall 
pnjvitlc  storehouses  at  the  site  of  the  several  pieces  df  work  in 
which  to  unhand  and  store  cement.  Cement  which  is  delivered 
<»n  luvard  cars  must  be  unloaded  promptly  and  stored  in  such 
wttreliouHcs,  and  the  cars  returned  to  the  compan/s  service. 
In  no  case  will  it  be  permitted  to  retain  box  cars  on  the  work 
for  the  sti^rajje  of  cement.  Cars  which  may  be  so  held  shall 
he  oharijed  to  the  contractors  at  tlie  rate  of  one  dollar  ($i.oo) 
per  day  for  oadi  ilay  after  the  second  day  so  held  unloaded. 
Tontraotors  slunll  be  responsible  for  the  proper  care  of  this 
rtMuent  after  it  lias  been  received  and  stored,  and  any  cement 
injured  through  carelessness  or  neglect  shall  be  rejected 
promptly  by  the  Inspector  in  charge.  No  brand  of  cement 
shall  be  used  in  any  concrete  work  which  has  not  been  ac- 
cepted in  writing  by  the  Engineer  of  Bridges,  such  acceptance 
to  be  based  upon  n\trular  tests,  where  possible.  The  Inspector 
shall,  from  time  to  time,  make  small  pats  of  pure  cement,  and 
of  cement  mixed  with  sand,  to  satisfy  himself  that  the  cement 
actually  used  is  of  uniform  character,  and  has  not  been  in- 
jured by  exposure  to  weather  or  in  any  other  way,  and  may 
reject  any  cement  which  is  wet  or  lumpy,  or  which  fails  to  set 
properly  in  sample  pats,  and  the  contractor  shall  remove  the 
same  promptly  from  the  work. 

4.  Natural  Cement  Concrete  may  be  used  where  founda- 
tions are  entirely  submerged  below  low  water  mark  or  where 
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there  is  no  risk  of  the  same  being  exposed  to  "the  action  of  the 
weather  by  cutting  away  the  surrounding  earth.  Natural 
cement  concrete,  however,  shall  be  used  only  where  a  firm  and 
uniform  foundation  is  found  to  exist  after  excavations  are  com- 
pleted. In  all  cases  where  foundations  are  liable  to  be  exposed 
to  the  action  of  the  water,  or  where  the  material  in  the  bottom 
of  excavations  is  soft  or  of  unequal  firmness,  Portland  cement 
concrete  must  be  employed  for  foundation  work. 

(See  specification  for  using  railroad  iron  in  foundation.) 
(Par.  No.  i6.) 

5.  Natural  Cement  Concrete  shall  usually  be  made  in  the 
proportions  (by  measure)  of  one  part  of  approved  cement  to 
two  parts  of  sand  and  five  parts  of  crushed  stone,  all  of  char- 
acter as  above  specified.  For  Portland  cement  concrete  foun- 
dations one  part  of  approved  cement,  three  parts  of  sand  and 
six  parts  of  crushed  stone  may  be  used.  Wherever  in  the  judg- 
ment of  the  Engineer  or  Inspector  in  charge  of  the  work,  a 
stronger  concrete  is  required  than  is  above  specified,  the  pro- 
portions of  sand  and  crushed  stone  employed  may  be  reduced, 
a  natural  cement  concrete  of  one,  two  and  four,  and  a  Portland 
cement  concrete  of  one,  two  and  five  being  substituted  for  those 
above  specified. 

6.  Portland  Cement  Concrete  for  the  bodies  of  piers  and 
abutments,  for  all  wing-walls  for  same,  and  for  the  bench  walls 
of  arch  culverts  shall  generally  be  made  in  the  proportions  (by 
measure)  of  one  part  of  cement,  two  and  one-half  parts  of  sand 
and  six  parts  of  crushed  stone.  Where  special  strength  may 
be  required  for  any  of  this  work,  concrete  in  the  proportions 
of  one,  two  and  five  may  be  used;  but  all  such  cases  shall  be 
submitted  to  the  judgment  of  the  Engineer  of  Bridges,  before 
any  change  from  the  usual  specification  is  to  be  allowed. 

7.  For  Arch  Rings  of  arch  culverts  and  for  parapet  head 
walls  and  copings  to  same,  Portland  cement  concrete^  in  pro- 
portions of  one,  two  and  five,  shall  generally  be  use3.  Con- 
crete of  these  proportions  shall  also  generally  be  used  for  para- 
pet walls  behind  bridge  seats  of  piers  or  abutments,  and  for  the 
finished  copings  (if  used)  on  wing  walls  of  concrete  abutments, 
also  for  arch  work  in  combination  with  I-beams  or  in  combi- 
nation with  iron  work  for  transverse  loading. 

8.  Bridge  Seats  of  piers  and  abutments  and  copings  of 
concrete  masonry  which  are  to  carry  pedestals  for  girders  or 
longer  spans  of  iron  "work,  shall  generally  be  made  of  crushed 
granite  and  Portland  cement,  in  the  proportion  (by  measure) 
of  one  part  of  approved  cement,  two  parts  of  fine  granite  screen- 
ingSy  and  three  parts  of  coarser  granite  screenings,  the  larger 
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8a.  Jackrting  Work  dsall  cxxisist  of  concrete  in  propor-. 
tiocs  of  one  (i)  part  of  fnimit,  two  (2)  parts  of  sand  and 
diher  fonr  (4)  or  five  (5)  parts  of  fine  crashed  stone  (selected, 
if  necessary,  so  that  the  largest  pieces  shall  not  be  over  one  and 
one-half  (i|)  inches  in  greatest  dimension).  This  material 
shall  be  n^sed  as  a  coating  over  masonry  which  is  in  bad  con- 
dition^ the  thickness  to  be  nsed  varying  from  a  minimmn  of 
fonr  (^)  inches  to  a  maximmn  of.  say,  ten  (10)  inches,  and 
generally  averaging  at  least  six  (6)  inches  in  thickness.  It 
shall  also  be  used  for  linings  of  tunnels  or  culverts  in  which 
the  masonry  is  defective,  or  where  added  strength  is  required. 
This  material  shall  be  placed  in  molds  which  shall  generally 
be  built  slightly  in  advance  of  the  work.  Special  pains  shall 
be  taken  in  placing  and  ramming  this  material,  so  as  to  produce 
a  smooth  exterior  finish,  and  to  fill  completely  all  crevices 
either  small  or  large  in  the  old  masonry.  No  facing  mortar 
win  be  required  in  this  work,  but  a  finished  face  shall  be  pro- 
duced by  spading  and  working  the  fine  material  of  the  concrete 
next  to  the  mold.  Material  of  this  character  shall  be  paid  for 
by  the  cubic  }'ard-at  a  special  price  to  be  named  in  the  proposal. 

MIXING  CONCRETE. 

9.  All  concrete  must  be  mixed  on  substantial  platforms 
of  plank  or  boards  securely  fastened  together,  so  that  the  var- 
ious materials  of  the  concrete  can  be  kept  entirely  free  from 
admixture  of  foreign  matter.  Hand-mixed  concrete  shall  not 
be  made  in  batches  of  more  than  one  yard  in  each  batch.  The 
proper  amount  of  the  several  kinds  of  material  shall  be  meas- 
ured in  some  way  which  is  entirely  satisfactory  to  the  Engineer 
or  inspector  in  charge  of  the  work,  so  that  they  may  be  satisfied 
that  the  requisite  proportions  of  each  kind  of  material  are  de- 
livered for  each  batch  of  concrete.  Satisfactory  methods  of 
measurement  will  be  the  use  of  headless  and  bottomless  barrels 
for  measuring  sand  and  broken  stone;  the  use  of  boxes  into 
which  the  sand  and  stone  may  be  cast  and  leveled  oflF  (the 
boxes  then  being  removed),  or  the  use  of  square  and  uniform 
sized  wheelbarrows,  expressly  designed  for  this  purpose.  The 
measurement  of  sand  and  broken  stone  in  the  ordinary  shallow, 
round  bottom  wheelbarrow  will  not  be  considered  satisfactory, 
and  shall  not  be  permitted. 

TO.  The  detail  of  mixing  concrete  by  hand  shall  be  gener- 
ally as  follows :  the  proper  amount  of  sand  shalL  be  measured 
out  and  spread  upon  the  concrete  platform,  and  the  proper 
amount  of  cement  shall  be  delivered  and  spread  upon  the  same; 
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the  sand  and  cement  shall  be  turned  over  dr>%  either  by  means 
of  shovels  or  hoes,  until  they  are  evenly  mixed.  They  shall 
then  be  wet  and  made  into  a  rather  thin  mortar,  and  shall  then 
again  be  spread  into  a  uniform  and  thin  layer  upon  the  con- 
crete platform.  The  proper  amount  of  concrete  stone  (the 
same  having  been  previously  drenched  with  water)  shall  be 
spread  upon  the  mortar,  and  the  whole  shall  be  turned  over  at 
least  twice,  either  by  shovels  or  hoes,  before  it  is  loaded  into 
wheel-barrows,  or  in  any  other  way  taken  to  be  placed  in  tlic 
work.  In  wetting  the  mixture  of  sand  and  cement  to  make  the 
mortar,  and  in  wetting  the  subsequent  mixture  of  stone,  sand 
and  cement  (if  necessary),  a  spray  or  sprinkler  shall  be  used. 
The  water  must  not  be  dashed  upon  the  mass  in  buckets  or  large 
quantities,  or  by  means  of  a  jet.  The  inspector  shall  insist  that 
the  resultant  mixture  of  sand,  cement  and  stone,  is  as  nearly  as 
possible  uniform  in  character,  the  mortar  being  equally  distri- 
.  buted  throughout  the  mass  of  the  stone.  The  inspector  shall 
also  see  that  the  mixture  is  neither  too  wet  nor  too  dry.  It 
should  be  of  such  a  consistency  that,  when  thoroughly  rammed, 
it  will  quake  slightly,  but  it  should  not  be  thin  enough  to  quake 
in  the  barrow,  or  before  ramming.  The  inspector  shall  satisfy 
himself  that  the  proper  proportions  of  cement,  sand  and  stone 
are  used,  checking  from  day  to  day  op  from  time  to  time  with 
the  total  amount  of  each  which  is  received  and  used. 

11.  Machine-mixed  concrete  shall  be^  made  of  the  same 
^general  consistency  as  the  hand-mixed  concrete  above  specified. 

Proper  precautions  shall  be  taken  to  see  that  the  requisite  pro- 
3)ortions  of  the  different  ingredients  are  used.  If  machines  are 
Tised  which  are  not  provided  with  devices  to  deliver  each  of 
^em,  the  process  of  making  the  concrete  shall  generally  be  as 
follows:  The  proper  amount  of  sand,  cement  and  stone  for  a 
Ibatch  not  t<5  exceed  one  yard  of  concrete  shall  be  delivered  on  the 
3)latfonn,  and  roughly  mixed  together  so  that  when  the  dry  mass 
is  cut  down  and  delivered  to  the  mixer  by  means  of  shovels, 
proper  amounts  of  each  of  the  ingredients  are  handled  in  each 
shovelful. 

It  will  not  be  regarded  as  a  satisfactory  process  to  deliver 
crushed  stone,  sand  and  cement  at  random  to  the  mixer,  with- 
out taking  some  special  means,  as  above  described,  to  insure 
the  delivery  of  the  proper  quantities  of  each  ingredient  as  nearly 
as  may  be  simultaneously. 

MOLDS. 

12.  Molds  of  substantial  character  shall  be  made  in  which 
to  construct  all  concrete  work.  The  material  for  these  molds 
shall  be  furnished  by  the  contractor,  and  the  expense  of  furnish- 
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cyis  of  ±i2se  r-isriis  shiZ  :e  r«i:Ij  betid  against  each  odier, 
an-^  die  h=*r  s-^  face  cf  ±e  i3:!d  shal!  be  as  ncarhr  as  possible 
pcrfecriT  smocdi,  wr^jrr:  crerices  or  offsets  betuceu  the  sides 
or  ends  cf  adjacent  planks.  W'Tiere  planks  are  used  a  second 
time,  tbcv  sha!!  be  thcrcTrghlj  deancd.  and,  if  necessary,  the 
sides  and  ends  shall  be  freshly  jointed  so  as  to  make  a  perfectly 
smooth  finish  to  the  concrete. 

13.  The  molds  for  projecting  copings,  bridge  seats,  para* 
pet  walls,  and  all  finished  work  shall  be  constructed  in  a  first- 
dass,  workmanlike  manner,  and  shall  be  thoroughly  braced  and 
tied  together,  dressed  surfaces  only  being  exposed  to  the  con- 
tact of  concrete,  and  these  surfaces  shall  be  soaped  or  oiled  if 
necessary,  so  as  to  make  a  smoothly  finished  piece  of  work. 
The  top  surfaces  of  all  bridge  seats,  parapets,  etc.,  shall  be  made 
perfectly  level,  unless  otherwise  provided  in  the  plans,  and  shall 
be  finished  with  long,  straight  edges,  and  all  bevded  sur&ces 
or  washes  shall  be  constructed  in  a  true  and  uniform  manner. 
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Special  care  shall  be  taken  in  tlie  construction  of  the  vertical 
angles  of  die  masonry,  and  where  I-beams  or  other  iron  work 

.^re  not  used  in  tlie  same,  small  wooden  strips  shall  be  set  in  the 

profilers  of  the  mold,  so  as  to  cut  off  the  comers  at  an  angle  of 
:iorty-live  (45)  degrees,  leaving  a  beveled  face  about  one  and 

^ne-half   (i^)    to   two    (2)    inches  wide,   instead   of   a   right 

wangled  comer. 

14.  Where  wing  walls  are  called  for  which  have  slopes 
■«»iTesponding  to  ihe  angle  of  repose  of  earth  embankments, 
'Chese  slopes  shall  be  finished  tn  straight  lines  and  surfaces,  the 
Arnold  for  such  wing  walls  and  slopes  being  constructed  with 
its  lop  at  the  proper  slope,  so  that  the  concrete  work  on  the  slope 
^aay  be  finished  in  short  sections,  say  from  three  to  four  feet 
in  length,  and  bonded  into  the  concrete  of  the  horizontal  sec- 
•«dons  before  the  same  shall  be  set,  each  short  section  of  sloped 
surface  being  grooved  with  a  cross  line  separating  it  from  adja- 
^rent  sections.  It  will  not  be  permitted  to  finish  the  top  surface 
^Df  such  sloped  wing  walls  by  plastering  fresh  concrete  upon 
"•rhe  top  of  concrete  which  has  already  set,  but  the  finished  work 
^must  be  made  each  day  as  the  horizontal  layers  are  carried  up, 
to  accomplish  which  the  "mold  must  be  constructed  complete 
^^t  the  outset;  or,  if  the  wing  wall  is  very  high,  short  sections  of 
the  mold,  including  the  form  for  the  slopes,  must  be  completed 
^as  the  horizontal  planking  is  put  in  place. 

15.  Foundation  concrete  may  be  put  into  excavations 
^«vithout  the  use  of  molds,  provided  the  sides  of  the  excavation 
^*re  reasonably  true  and  the  material  is  sufficiently  firm,  so  that 
tlie  concrete  may  be  rammed  thoroughly  without  yielding  of 
*Iie  adjacent  earth.  Where  a  cheaper  kind  of  concrete  is  used 
J'or  foundation  work,  the  top  of  the  same  shall  be  finished 
Smooth  and  level,  the  corners  and  edges  being  thoroughly  ram- 
x-Kied  and  compacted,  and  the  whole  surface  filled  full  of  mortar. 
i!t  will  not  be  satisfactory  to  leave  a  honey-combed  surface  or 
^i^ne  on  which  a  lot  of  loose  concrete  stone  is  left  scattered  about 

It  is  not  expected  that  the  surface  of  such  foundation  work 
^hall  be  accurately  leveled  unless  cut  stone  masonry  is  to  be 
V>uilt  i!iK)n  it.  but  the  Inspector  must  insist  that  that  portion  of 
^■ucli  foundation  concrete  which  projects  outside  of  the  masonry 
"XiVhich  is  to  be  built  upon  the  foundation  must  be  thoroughly 
»-animed  and  compacted,  and  must  have  a  finished  surface.  If 
tJiis  cannot  he  accomplished  without  constructing  a  mold  for 
tlie  upper  portion  of  such  foundation,  the  contractor  shall  fur- 
»»ish  material  and  construct  such  mold,  and  the  cost  of  the  same 
^liall  be  included  in  the  price  of  the  foundaiion  concrete. 

16.  Iron  Rails  to  be  furnished  by  the  Railroad  Company 
■^fcad  be  laid  and  imbedded  in  such  manner  as  may  be  specifif" 
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in  3icfL  immfsncn  -jiiL^eac  :s  in  die  apiiiioa  of  the  engineer 
if  '3ni^5  ji?  Lhr  ^jirfr  atir^i^Minnng;;  aid  no  extra,  charge,  ex- 
r-3c  ±e  2i=nsi  rsc:  xc  ^grrrffftr^  isKt  sme.  ^xaH  he  made  by  the 
zrjwr.iiri-.r  5zr  asnfi  -vcxk.  3iz£:  ±c  ^cinme  of  sndi  iron  shall  be 


:T-  "Ajes  I-oeans  ire  it  x  jtacsd  ai  the  angles  of  con- 
oiers  IS  a  Tnssrcn  ig;aiiT?«.  xs.  <xriEu  etc>  these  shall  be 
3o  2nd  iezsreLY  Ti»ftff  3i  gcstfcn  as  -frar  ther  will  extend  one 
5>x  IT  iTiiTT  Tffr?  zic  riiiii!:ii-V!tT  cjncrece.  The  planking  of 
sadda  stsU  le.  tt?*:  earrfiiTv  ai  rre  aroreetrng  angles  of  these 
Z-besms  ind  snail  TiTt»*^  rf  -vccii  sxaH  be  otied  tn  between  the 
inner  sees  zz  rie  tmiif  Hid  :fie  rcraiued  edg<es  of  the  I-beam 
fangs  ac  ±ar  3C  srarp  grrfecrfng^  angle  of  concrete  will  be 
fcrsLCff  as  rre  wcrk  is  cjcaiuijbL 

TTiese  laler?  3127  be  ^rraiV  fn  snort  pieces  and  fastened 
aeadj  intc  ±e  aacic  as  rte  jrrers  cf  concrete  are  carried  up. 
Scaci  I-bcans  w-ZI  ggasnUy  be  famLsced  of  saffident  lengdi 
to  errend  ar  josc  six  incres  abcve  ±e  top  of  tfie  battered  ma- 
icnrv  rnto  ±e  cimrerg  cronrgs^  and  spedal  pains  shall  be  taken 
to  rarrp  ±e  cctxrece  tfarnmgMy  arrund  ^  I-beams,  and  to 
fcish  rhe  cr:pr::g  abcve  aad  arcaid  cie  ends  of  the  same,  so  as 
to  niake  a  ccp.'.L^acr  and  seed  bearing  against  the  iron  work. 

r8.  Where  arxfuor  bcits  fer  bridge  seat  castings  are  re- 
q-riirer!.  thej  shall  be  sec  tn  place  and  held  firmly  as  to  position 
and  eievatf-n,  bj  tgrnpcets.  secnreiy  tistened  to  the  mold  and 
framfng.  Such  I-beams  and  anchor  belts  shall  be  embedded  in 
the  concrete  work  withcat  ai»i:t:oca!  expense  be^-ond  the  price 
to  be  paid  per  yard  tcr  the  several  dasses  of  concrete  in  which 
stich  iron  is  placed  the  volrtme  of  iron  being  estimated  as 
concrete. 

19.  After  the  work  is  finished  and  thoroughly  set,  all 
molds  shall  be  removed  by  the  contractor.  They  shall  gener- 
ally be  allowed  to  stand  not  less  than  forty-eight  hours  after 
the  last  concrete  work  shall  have  been  done.  In  cold  weather, 
molds  shall  be  allowed  to  stand  a  longer  period  before  being 
removed,  depending  upon  the  degree  of  cold.  No  molds  shall 
be  removed  in  freezing  weather,  nor  until  after  the  concrete 
shall  have  had  at  least  forty-eight  hours,  with  the  thermometer 
at  or  above  40  degrees  F.,  in  which  to  set 

PLACING  CONCRETE. 

20.  Concrete  shall  generally  be  placed  in  the  work  in 
layers  not  exceeding  six  inches  in  thickness,  and,  in  general, 
one  layer  shall  be  entirely  completed  before  another  one  is  com- 
mcnced.  If  delivered  by  wheel-barrows  it  shall  be  dumped  as 
closely  as  possible  where  required,  so  as  to  avoid  as  much  as 


SPECIFICATIONS  FOB  BAILBOAD  CONCBETE  WOBK.    341 

possible  the  handling  or  turning  over  the  same  by  means  of 
shovels  within  the  excavation  or  mold.  Where  it  is  not  practi- 
cable entirely  to  complete  one  layer  before  commencing  a  second 
one,  a  plank,  six  inches  wide  or  more,  shall  be  securely  fastened 
into  the  excavation  or  mold,  against  which  the  end  of  the  layer 
of  concrete  shall  be  rammed,  thus  providing  for  a  vertical  joint 
in  this  layer  of  concrete,  and  if  a  second  layer  has  to  be  stopped 
short  of  the  full  length  of  the  work,  a  second  cross  plank,  placed 
at  least  one  foot  back  from  the  end  of  the  first  layer,  shall  be 
secured  to  the  excavation  or  to  the  mold,  against  which  to  ram 
the*  second  layer  of  concrete.  Layers  of  concrete  masonry  must 
not  be  tapered  off  in  wedge-shaped  slopes,  but  must  be  built 
with  square  ends  in  the  method  above  described,  and  the  sur- 
face of  each  projection  shall  be  finished  hard  and  smooth,  and 
flushed  full  of  mortar,  no  porosities  or  loose  stone  being  left 
thereon.  Layers  must  not  be  made  of  greater  thickness  than 
six  inches,  unless  specially  permitted,  and  each  layer  must  be 
thoroughly  rammed,  and  the  concrete  must  be  of  such  consist- 
ency that  heavy  ramming  will  produce  a  slight  quaking  action. 
In  other  words,  the  concrete  must  be  so  thoroughly  compacted 
that  there  will  be  no  pores  or  open  spaces  between  the  stone 
of  which  it  consists,  which  are  not  thoroughly  filled  with  mortar. 

The  inspector  shall  insist  upon  the  thorpugh  compacting 
and  ramming  of  all  concrete,  and  shall  see  that  a  sufficient 
number  of  men,  furnished  with  suitable  rammers,  are  assigned 
to  this  work.  Enough  men  shall  be  employed  ramming,  so 
that  each  batch  may  be  spread  and  rammed  before  another  batch 
is  dimiped  within  the  mold.  The  ramming  must  be  completed 
as  the  work  progresses. 

21.  Foundation  concrete,  if  put  into  excavations  which 
are  not  protected  by  molds,  need  not  have  any  special  atten- 
tion given  to  the  finish  of  the  concrete  against  the  earth  around 
it  Where  it  is  necessary  to  use  molds  in  the  construction  of 
foundation  work,  the  finer  material  of  the  concrete  shall  be 
worked  to  the  outer  portion  of  the  mass  against  the  molds,  so 
as  to  insure  the  filling  with  mortar  of  all  pores  or  open  spaces 
between  the  concrete  stone.  As  before  described,  the  top  sur- 
face of  all  foundation  concrete  shall  be  finished,  so  that  no 
loose  stone  or  open  and  porous  places  are  left  upon  the  same, 
especially  in  the  portions  of  the  foundation  which  project  out- 
side the  upper  portion  of  the  work.  If  necessary,  the  Inspector 
shall  have  the  contractor  make  batches  of  mortar,  consisting  of 
one  part  of  cement  to  three  parts  of  sand,  the  same  being 
thoroughly  mixed,  and  shall  cover  the  whole  surface  of  the 
foundati(Hi  concrete  with  enough  of  this  mortar  to  flush  full 
all  such  open,  porous  places. 
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22.  A  Facing  of  Mortar,  consisring  of  one  part  of  cement 
(by  roeasnre)  to  two  parts  of  sand,  shall  be  put  in  next  to  the 
molds,  for  all  Portland  cement  concrete  work  for  piers,  abut- 
ments, arches,  wing  walls,  parapet  walls,  and  any  other  places 
where  directed  by  the  engineer  in  charge,  to  form  a  finish  for 
an  such  parts  of  die  above  classes  of  woric  as  are  to  be  exposed 
to  the  weather,  or  which  are  liable  to  become  so  exposed.  A 
similar  &cing  shall  be  used  for  the  top  surface  of  all  concrete 
masonry  not  finished  with  granitoid  work,  and  such  surfaces 
shall  be  finished  in  the  style  of  sidewalk  work. 

It  is  not  intended  to  use  such  a  facing  on  the  backs  of  abut- 
ments or  wing  walls,  against  which  earth  filling  is  to  be  placed, 
and  where  the  same  must  necessarily  be  maintained,  but  the 
same  shall  be  used  for  the  faces  and  for  the  upper  twelve  inches 
on  the  backs  of  all  wing  walls,  for  the  backs  of  parapet  walls, 
for  the  intrados  of  all  arch  work,  and  as  a  plastering  on  the  out- 
side of  the  same,  and  in  all  such  places  where  the  washing  away 
of  earth  may  expose  concrete  work  to  the  action  of  the  weather. 
It  is  not  intended  to  use  such  facing  for  any  copings,  bridge- 
seats,  parapets,  etc.,  which  are  to  be  of  granitoid  construction. 
The  exact  thickness  of  one  and  one-half  inch  for  this  facing 
shall  be  secured  in  the  following  manner:  A  piece  of  sheet 
iron  six  inches  in  width  (the  height  of  one  course  of  concrete), 
and  of  any  convenient  length,  say  from  six  feet  upwards,  hav- 
ing small  angle  irons,  the  projecting  leg  of  which  shall  be  one 
and  one-half  inches  in  width  riveted  to  its  face,  at  intervals  of 
about  two  feet,  and  provided  with  handles  standing  above  the 
upper  edge  at  or  near  each  end,  shall  be  furnished  by  the  con- 
tractor for  use  at  each  piece  of  work  where  necessary.  This 
piece  of  iron  plate,  if  placed  with  the  projecting  angles  against 
the  face  of  the  mold,  will  leave  a  space  of  one  and  one-half 
inches  between  it  and  the  mold.  This  space  shall  be  filled  with 
the  mortar  required  for  the  facing,  which  mortar  shall  be  mixed 
in  small  batches  from  time  to  time  as  needed  for  the  work. 
When  the  space  between  the  iron  plate  and  the  mold  is  filled 
and  tamped  with  a  shovel  or  other  tool  to  insure  complete  filling 
of  the  whole  space  between  the  iron  plate  and  the  face  of  the 
mold,  and  when  the  layer  of  ordinary  concrete  is  backed  up 
against  this  iron  plate,  it  is  to  be  withdrawn  by  means  of  the 
handles  and  the  whole  mass  of  concrete  rammed  in  one  uniform 
layer.  The  Inspector  shall  see  that  the  space  of  one  and  one 
half  inches  is  entirely  filled  with  the  mortar,  which  should  be 
of  a  consistency  so  that  it  will  flow  somewhat  freely.  At  the 
same  time  this  mortar  must  not  be  made  so  thin  that  the  crushed 
stone  may  be  forced  through  it  in  the  process  of  ramming.  By 
using  the  mold  in  the  manner  above  described,  the  face  of  eacts 
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layer  may  be  made  of  exactly  the  right  amount  of  mortar,  and 
the  proper  thickness  of  the  layer  may  be  accurately  determined. 
The  intention  is  that  the  facing  and  the  backing  shall  be  ram- 
med and  set  together.  In  no  case  is  one  to  be  put  in  advance 
of  the  other,  or  so  that  either  may  set  before  the  other.  In  no 
case  shall  the  Inspector  or  Engineer  in  charge  permit  any  work 
to  be  finished  by  plastering  mortar  on  concrete  which  has  set, 
but  should  it  become  necessary  at  any  time  to  refinish  a  sur- 
face which  has  set,  it  shall  be  picked  off  so  that  at  least  three 
(3)  inches  of  mortar  can  be  added,  and  the  surface  of  the  old 
concrete  shall  be  roughened  and  thoroughly  wet  before  new 
material  is  added,  such  new  material  being  mortar  as  specified 
for  facing. 

23.  Layers  of  concrete  shall  be  kept  truly  horizontal,  and 
if,  for  any  reason,  it  is  necessary  to  stop  work  for  an  indefinite 
period,  it  shall  be  the  duty  of  the  Inspector  and  of  the  con- 
tractor to  see  that  the  top  surface  of  the  concrete,  is  properly 
finished,  so  that  nothing  but  a  horizontal  line  shall  show  on  the 
face  of  the  concrete,  as  the  joint  between  portions  of  the  work 
constructed  before  and  after  such  period  of  delay.  If,  for  any 
reason,  it  is  impossible  to  complete  an  entire  layer,  the  end  of 
the  layer  shall  be  made  square  and  true  by  the  use  of  a  tem- 
porary plank  partition,  as  specified  in  paragraph  twenty  (20). 
No  irregular,  wavy  or  slopipg  lines  shall  be  permitted  to  show 
on  the  face  of  the  concrete  work  as  the  result  of  constructing 
different  portions  of  the  work  at  different  periods,  and  none  bu*: 
horizontal  or  vertical  lines  shall  be  permitted  in  such  cases. 

24.  Where  concrete  is  to  be  put  into  a  foundation  below 
water  level,  all  water  shall  as  far  as  possible  be  removed  from 
the  excavation.  If  it  is  impossible  by  means  of  the  ordinary 
pumping  facilities  to  control  the  flow  of  water,  the  excavation 
may  be  taken  out  in  sections,  and  the  concrete  may  be  placed 
in  the  foundation,  section  by  section.  Special  care  should  be 
taken  to  ram  thoroughly  the  bottom  layer  of  concrete,  and  to 
remove  all  mud  and  clay  from  the  vertical  face  of  each  section 
of  concrete,  as  additional  sections  are  excavated  and  prepared 
for  addition  of  concrete  work.  Where  the  foundation  is  soft, 
as,  for  example,  where  piles  are  used,  either  fine  or  coarse 
broken  stone  may  be  spread  over  the  bottom  of  the  excavation 
and  thoroughly  rammed  into  the  earth  before  putting  in  any 
concrete.  In  no  case  shall  a  dry  mixture  of  sand,  cement  and 
crushed  stone  be  put  into  a  foundation.  The  concrete  may  be 
mixed  with  a  less  proportion  of  water,  but  should  not  be  placed 
in  the  foundation  without  thorough  mixing.  Where  strata  of 
gravel  and  sand  permit  the  entrance  of  water  into  the  founda- 
tion with  such  freedom  that  small  sections  of  the  same  cannot  be 
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excavated  and  pumped  out  for  concreting,  a  grout  of  pure 
cement  or  of  a  mixture  of  cement  and  one  or  two  parts  of  sand 
may  be  injected  through  a  pipe  into  the  loose  gravel  and  sand 
in  the  bottom  of  the  foundation ;  this  work  being  done  while  the 
excavation  is  filled  with  water.  The  pipe  through  which  this 
grout  is  passed  should  be  pushed  a  few  inches  below  the  sur- 
face of  the  gravel,  and  a  bucketful  or  more  of  grout  should  be 
poured  down  through  the  pipe,  the  pipe  being  then  moved  one 
or  two  feet,  and  the  operation  repeated,  distributing  the  grout 
over  the  whole  area  of  the  bottom  to  be  thus  cemented,  and  the 
work  then  should  be  allowed  to  stand  for  twenty-four  to  thirty 
six  hours.  It  will  generally  be  found  that  the  sand  and  gravel 
will  be  converted  into  a  water-tight  concrete,  permitting  the 
pumping  out  of  the  excavation. 

25.  Where  it  is  impossible  to  complete  parapet  walls,  cop^ 
ings,  etc.,  on  account  of  stringers  or  other  wood  or  iron  work 
necessary  to  maintain  structures  over  which  tracks  are  in  use, 
all  work  shall  be  finished  to  horizontal  and  vertical  lines,  and 
with  surfaces  filled  with  mortar,  so  that  when  possible  to  com- 
plete the  concrete  work,  the  joint  between  the  new  and  the  old 
work  shall  show  nothing  but  straight,  level  and  vertical  lines. 

26.  Expansion  Joints, — ^Where  masonry  structures  are 
more  than  one  hundred  feet  in  length,  such  provision  for  expan- 
sion joints  shall  be  made  as  may  be  specified  by  the  Engineer  of 
Bridges  or  his  assistants.  Generally  in  the  construction  of 
large  arches,  or  of  smaller,  long  concrete  arches,  the  work  shall 
be  subdivided  into  sections  of  approximately  twenty-five  feet 
in  length,  each  section  being  separated  from  the  adjacent  one 
by  a  vertical  joint  extending  entirely  through  the  bench  walls, 
arch  rings,  etc.;  but  the  foundation  work  shall  be  stepped  as 
previously  explained,  and  made  in  one  continuous  monolithic 
mass.  Temporary  vertical  partitions  shall  be  put  into  the 
molds,  against  which  the  concrete  shall  be  thoroughly  rammed, 
where  arch  culverts  are  subdivided  into  short  lengths,  as  above 
specified,  these  partitions  being  removed  as  each  section  is  com- 
pleted, and  the  next  adjacent  section  being  rammed  against  the 
concrete  already  constructed  and  set.  The  joints  thus  made 
shall  not  be  flushed  with  mortar,  nor  shall  any  attempt  be  tnade 
to  make  the  fresh  concrete  adhere  to  the  older  work,  but  a  small 
beveled  strip  of  wood  shall  be  set  in  the  angle  next  to  the 
temporary  partition  so  as  to  make  a  "V"  groove,  defining  the 
joint  and  leaving  a  depth  of,  say,  three-fourths  (})  of  an 
inch  on  the  finished  face  of  the  work,  it  being  the  intention  thai 
any  contraction  shall  open  or  that  settlement  shall  eflFect  a  slid- 
ing action  at  such  vertical  joints,  rather  than  to  break  up  the 
concrete  in  the  separate  sections. 
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27.  After  tlie  molds  are  removed,  if  there  should  be  found 
any  small  pits  or  openings  on  the  exposed  faces  of  the  concrete 
(or  if  bolts  are  used  for  securing  the  molds  the  ends  of  which 
arc  removed,  leaving  small  holes),  all  such  holes,  pits  or  porous 
places  shall  be  neatly  stopped  with  pointing  mortar,  made  of 
<qual  parts  of  cement  and  sand  and  mixed  in  small  quantities 
to  be  used  before  the  same  shall  set.  Although  it  has  not  been 
specified  lo  use  a  facing  of  mortar  for  such  masonry  as  is  to  be 
permanently  buried  or  covered  by  earthwork,  such  masonry 
shall  not  be  constructed  and  left  with  pores  and  honey-combed 
surfaces.  All  such  pores  and  openings  shall  be  stopped  with  a 
jMinting  mortar,  composed  of  one  part  of  cement  and  two  parts 
«f  sand,  the  same  to  be  neatly  filled  into  all  openings  and 
smoothly  finished,  in  advance  of  any  filling  against  such  work. 

KAUE  PLATE   AND   DATE. 

28.  A  name  plate  and  date  shall  be  furnished  by  the  con- 
tractor and  put  upon  one  piece  of  masonry  at  each  bridge  or 
job  constnicted  by  him,  such  plate  to  be  of  brass  or  copper  or 
^Dther  durable  metal,  furnished  with  bolts  or  projections  on  the 
"fcadt  to  be  buried  in  the  concrete  and  to  secure  it  firmly  to  the 
^ame,  and  having  on  it  the  contractor's  name  and  the  date  of 
tJie  year  in  which  the  concrete  work  is  constructed.  These 
X^lates  should  be  placed  upon  the  parapet  walls  of  abutments, 
^=oDcrete  arches  and  pipe  culverts,  and  upon  the  ends  of  the 
^aridge  seats  of  piers,  where  they  can  be  plainly  seen  and  easily 
■~ead.  These  should  be  set  as  the  concrete  work  is  finished  and 
Should  be  level  with  the  surface  of  the  same,  ^J 

EXTRA    WORK.  ^H 

29.  It  is  the  intention  of  the  foregoing  specifications  tflft  ' 
^^■ork  of  all  kinds  shall  be  done  by  unit  prices.  It  shall  be  paiJ 
*'or  at  rates  per  unit  of  measure  of  the  several  kinds  of  work 
*"«qiiired.  Wherever,  in  the  judgment  of  tlie  Engineer  in 
^Aarge,  such  prices  are  unfair  to  the  contractor,  the  condition! 
*>iall  be  fully  explained  to  the  Engineer  of  Bridges,  whose  per- 
■"Hission  shall  be  obtained  in  writing  for  all  extra  work  to  be 
<i«nc.  Generally  such  work  shall  be  done  at  the  actual  cost, 
^«d  the  contractor  shall  be  allowed  ten  (10)  per  cent,  in  addi- 
*Son,  to  cover  superintendence,  the  use  of  tools,  etc.  No  other 
■■^te  will  be  allowed,  unless  specially  provided  when  the  work 

5  s  ordered. 

30.  A  daily  report  of  forces  employed  and  material  used 
'  i-»  all  extra  worlc  shall  be  made  by  the  Foreman  on  the  work 
*<i  the  Assistant  Engineer  or  Inspector  in  charge  of  the  wvl^  1 
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who  shaD  check  the  same  from  day  to  day  and  settle  all  dis- 
puted questions  as  to  labor  and  material  used.  A  return  of  alt 
such  extra  work  shall  be  made  by  the  contractor  (or  by  his 
foreman)  at  the  end  of  each  month,  which  shall  be  given  to 
the  Engineer  or  Inspector  on  the  work  for  certification,  and 
shall  be  sent  to  the  Engineer  of  Bridges,  with  the  estimate  of 
work  done  at  contract  prices,  so  that  the  monthly  estimate  may 
cover  all  work  done  during  the  month.  In  general,  all  bills 
for  extra  work  claimed  to  have  been  done  by  the  contractors 
shall  be  rendered  monthly  arid  shall  be  certified  to  by  the  Engi- 
neer or  Inspector  in  charge  of  the  work. 

CLASSIFICATION   OF   PROPOSALS. 

31.  Contractors  will  be  requested  to  name  prices  for  the 
following  materials  and  kinds  of  work: 

o.  A  price  per  lineal  foot  for  piles  furnished  and  driven 
in  cofferdams  and  foundations. 

b.  A  price  per  M.  ft.  B.  M.  for  timber,  plank,  boards,  etc., 
used  in  cofferdams,  sheeting,  etc. 

c.  A  price  per  cubic  yard  for  dry  excavation. 

d.  A  price  per  cubic  yard  for  wet  excavation. 

e.  A  price  per  cubic  yard  for  rock  excavation. 

/.  A  price  per  cubic  yard  for  foundation  concrete  of  nat- 
ural cement,  proportions  of  one,  two  and  five. 

g.  A  price  per  cubic  yard  for  foundation  concrete  of  nat- 
ural cement,  proportions  of  one.  two  and  four. 

A.  A  price  per  cubic  yard  for  foundation  concrete  of  Port- 
land cement,  proportions  of  one,  three  and  six. 

».  A  price  per  cubic  yard  for  foundation  concrete  of  Port- 
land cement,  proportions  of  one,  two  and  five. 

/.  A  price  per  cubic  yard  for  Portland  cement  concrete  in 
piers,  abutments,  bench  walls  of  arch  culverts  and  wing  walls, 
including  mortar  facing,  proportions  of  one,  two  and  one-half 
and  six. 

k.  A  price  per  cubic  yard  for  Portland  cement  concrete  in 
arch  rings  of  arch  culverts,  parapet  walls,  copings,  etc.,  propor- 
tions of  one,  two  and  five  (including  mortar  facing  for  same). 

/.  A  price  per  cubic  yard  for  granitoid  concrete  as  speci- 
fied for  bridge  seats  and  copings,  proportions  of  one,  two  and 
three. 

32.  The  prices  for  all  kinds  of  concrete  (except  founda- 
tion concrete)  are  to  include  all  molds,  framing,  tie  rods,  braces, 
etc.,  required  in  constructing  concrete,  in  accordance  with  the 
detailed  plans. 

March,  1900. 
ACCEPTED Contractor. 
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172.  Specifications  for  Railway  Road-bed.  The  fol- 
lowing spediications  cover  lall  the  work  of  building  a  road-bed 
of  a  railroad  including  clearing,  grading,  and  all  fixed  struct- 
ures which  make  a  part  of  the  road-way  with  the  exception  of 
span  bridges.  It  is  the  latest  form  (1902)  used  by  one  of  the 
leading  and  most  careful  railroad  consulting  engineers  in  the 
country  and  a  past  President  of  the  American  Society  of  Civil 
Engineers.    The  general  stipulations  are  not  included  here. 

CLEARING  AND  GRUBBINQ. 

The  whole  width  of  the  right-of-way  shall  be  cleared  of  all 
trees,  stumps,  logs,  brush  and  other  perishable  matter,  and  all 
fences  and  buildings  which  come  within  the  limits  of  the  right- 
of-way  shall  be  removed  to  or  beyond  these  limits. 

Under  embankments  less  than  three  feet  in  height,  and 
wherever  there  is  an  excavation  of  any  depth,  all  trees,  stumps 
and  brush  shall  be  grubbed  out,  and  under  embankments  three 
feet  or  more  in  height  they  must  be  cut  off  close  to  the  ground. 
All  timber  on  the  right-of-way  is  the  property  of  the  Rail- 
way Company  or  of  the  owners  of  the  land,  and  in  the  latter 
<ase  may  be  removed  by  them  within  a  reasonable  time.  All 
timber  not  so  removed  shall  be  cut  by  the  Contractor  into  such 
lengths  and  piled  in  such  manner  as  may  be  directed  by  the 
Engineer.  All  stumps,  brush  and  worthless  timber  are  to  be 
lumt  up  when  it  can  be  done  with  safety;  but  in  no  case  are 
"tree  tops  or  other  rubbish  to  be  thrown  onto  adjoining  land, 
^except  with  the  consent  of  the  land  owner. 

Qearing  shall  be  paid  for  by  the  lump  sum  or  by  the  acre, 
'^c  price  paid  therefor  being  understood  to  include  all  neces- 
grubbing. 

The  removal  of  fences  excepting  hedges  shall  be  done  with- 
^tmt  charge,  and  that  of  buildings  at  such  price  as  may  be  agreed 
"Upon  or  may  be  fixed  by  the  Engineer  in  the  absence  of  an 
^^igreement. 

Hedge  fences  must  be  grubbed  out  within  the  limits  of 
"ttc  right-of-way  and  completely  burned  up,  for  which  a  price 
^^f per  himdred  feet  will  be  paid. 

ORADINO. 

General  Requirements. — ^Under  the  head  of  grading  will 
"9>e  included  all  excavations  and  embankments  needed  for  the 
'Iformation  of  the  road  bed  and  for  all  accessory  works,  such  as 

pits,  new  channels  for  streams,  road  crossings  and 
roads  which  may  be  directed  by  the  Engineer. 
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As  a  rule  the  following  side  slopes  and  widths  at  grade 
will  be  used :  In  earth  excavations  22  feet  at  g^de,  with  side 
slopes  of  one  horizontal  to  one  vertical.  In  rock  excavations 
18  feet  at  grade,  with  side  slopes  of  one-fourth  horizontal  to 
one  vertical. 

In  embankments  the  side  slopes  shall  be  one  and  one-half 
horizontal  to  one  vertical,  and  the  width  at  g^de  shall  be  for 
banks  less  than  six  feet  in  height,  sixteen  feet;  for  banks  six 
feet  in  height  and  up  to  sixteen  feet  in  height,  eighteen  feet; 
and  in  banks  over  sixteen  feet  in  height,  twenty  feet;  but  these 
widths  and  slopes  may  be  varied  at  the  discretion  of  the  En- 
gineer. 

The  road  bed  and  the  slopes  of  all  excavations  and  embank- 
ments must  be  neatly  and  truly  finished  tp  the  stakes  and  di- 
rections given,  and  no  wheel  tracks  or  other  depressions  left 
which  will  lead  the  water  along  the  road.  After  finishing  the 
work  the  contractor  must  build  such  fences  or  other  obstruc- 
tions as  will  prevent  teams  from  driving  along  the  road  and 
maintain  them  until  the  final  acceptance  of  his  work,  and  he 
must  repair  any  damage  resulting  from  neglect  of  this  pre- 
caution. 

In  rock  cuts  the  Contractor  will,  as  a  rule,  be  required  to 
carry  excavations  six  inches  below  the  ordinary  sub-grade,  in 
order  to  allow  for  ballasting.  If  of  suitable  quality,  the  rock 
thus  excavated  shall  be  broken  up  so  that  it  will  all  pass 
through  a  two-inch  ring  and  be  left  in  good  surface  to  receive 
the  track.  For  this  breaking  and  surfacing  an  additional  al- 
lowance of  25  cents  per  yard  measured  in  excavation  will  be 
allowed. 

Excavation  and  Ditching. — All  material  taken  from  exca- 
vations, whether  for  the  road  bed  or  for  ditches,  new  channels, 
or  other  accessory  works,  shall  be  used  as  the  Engineer  shall 
in  each  case  direct.  Where  there  is  any  surplus  beyond  what 
is  needed  for  the  embankments,  which  for  this  purpose  may 
be  widened  to  any  extent,  it  shall  be  deposited  in  spoil  banks. 
All  spoil  banks  shall  be  sloped  on  the  side  next  the  road  with 
a  slope  not  steeper  than  one  and  one-half  to  one,  and  be  kept 
at  least  six  feet  from  the  edge  of  the  excavation. 

The  Contractor  when  so  directed  by  the  Engineer^  shall 
deposit  at  such  convenient  points  as  he  may  designate,  any  stone 
or  other  valuable  material  which  may  be  found  in  the  excava- 
tions. All  material  so  deposited  shall  be  the  property  of  the 
Railway  Company,  and  the  Contractor  will  be  held  responsible 
for  its  safe  keeping  until  removed  by  said  Company,  or  until 
this  contract  is  closed. 

All  falls  or  slides  from  the  sides  of  the  excavations  shall 
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be  taken  out  by  the  Contractor,  and,  except  when  due  to  his 
carelessness  or  neglect,  will  be  paid  for  at  the  same  price  as 
other  excavation. 

Side  ditches  along  the  road  bed  in  excavations  shall  be  cut 
of  such  widths  and  depths  as  the  Engineer  may  direct.  Drain- 
age ditches  outside  of  the  excavations  as  well  as  new  channels 
for  streams  shall  be  made  whenever  directed  by  the  Engineer. 
Excavation  for  foundation  pits  under  water  or  for  deepen- 
ing new  channels  in  running  water  will  be  paid  for  at  such 
price  as  may  be  agreed  upon,  or  as  may  be  fixed  by  the  Engi- 
neer in  the  absence  of  an  agreement.  But  in  either  case  the 
price  paid  shall  cover  the  cost  of  all  pumping,  bailing  and  all 
labor  and  materials  used  in  such  excavation. 

Embankments. — ^As  a  rule  earth  embankments,  except  as 
herein  otherwise  specified  for  filling  over  culverts,  must  be 
built  with  wagons  or  scrapers.  The  Engineer,  however,  may 
permit  the  use  of  cars  where  such  use  will  materially  expedite 
the  work  or  reduce  its  cost. 

All  embankments  must  be  commenced  and  carried  up  to 
the  top  at  full  width,  the  sides  being  kept  at  all  times  as  high 
as  the  center,  and  be  built  up  in  layers  not  exceeding  four  feet 
in  thickness,  in  such  manner  as  to  make  the  bank  as  compact 
as  possible.  They  shall  also  be  carried  to  such  height  above 
the  final  grade  line  as  the  Engineer  may  deem  necessary  to  pro- 
vide for  shrinkage,  washing  and  settlement,  and  be  maintained 
at  their  proper  height  and  width  until  accepted  by  the  Chief 
Engineer,  but  the  computation  of  quantities  shall  be  made  from 
the  true  cross  sections  to  which  it  is  presumed  the  embankments 
will  finally  settle. 

In  filling  over  masonry  culverts  care  must  be  taken  to  avoid 
injury  or  distortion  to  the  masonry,  and  if  directed  by  the  Engi- 
neer, the  earth  shall  be  wheeled  or  placed  with  shovels  over  and 
around  the  culverts  and  be  carefully  rammed  in  thin  layers. 
For  such  wheeling  and  tamping  such  allowance  will  be  made  as 
the  Engineer  shall  deem  just. 

No  logs,  stumps,  brush  or  other  perishable  materials  will 
be  allowed  in  any  embankments. 

Borrowing. — In  case  sufficient  material  cannot  be  obtained 
"by  hauling  from  the  excavations,  the  deficiency  may  be  made 
mp  by  borrowing,  subject,  however,  to  the  direction  of  the  En- 
fpnetr,  in  each  case  as  to  the  place  from  which  to  borrow. 
—  Borrow  pits  alongside  the  railroad  shall  not  be  brought 
nearer  to  the  toe  of  the  embankment  than  six  feet,  nor  nearer 
^  the  right-of-way  line  than  two  feet,  and  shall  have  a  slope 
Titxt  the  railroad  not  steeper  than  one  and  one-half  to  one. 
borrow  pits  must  be  excavated  neatly,  irregular  edges  and  deep 
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holes  being  avoided,  and  they  must  be  so  connected  together 
as  to  give  efficient  drainage  along  the  railroad. 

Classification  of  Materials. — ^The  materials  found  in  exca- 
vations will  be  classed  as  Solid  Rock,  Loose  Rock  and  Elarth, 
the  Chief  Engineer  being  in  every  case  the  final  judge  as  to  the 
class  to  which  any  material  belongs. 

Solid  Rock  will  include  all  loose  boulders  containing  one 
cubic  yard  or  more,  and  all  hard  rock  in  compact  strata  or 
ledges  exceeding  six  inches  in  thickness,  which,  in  the  judg- 
ment of  the  Engineer,  cannot  be  loosened  except  by  blasting. 

Loose  Rock  will  include  all  loose  boulders  containing  more 
than  two  cubic  feet,  and  less  than  one  cubic  yard,  and  all  mater- 
ials requiring  the  use  of  pick  and  bar,  or  which  cannot  be 
plowed  with  a  strong  ten-inch  grading  plow,  well  handled, 
drawn  by  a  good  six-horse  team. 

Earth  will  include  all  materials  of  whatever  kind  which 
do  not  clearly  belong  to  one  or  the  other  of  the  foregoing 
classes. 

Whenever  material  of  any  kind  other  than  Earth  is  found 
in  an  excavation,  the  Contractor  shall  at  once  notify  the  Engi- 
neer in  charge,  so  that  he  may  make  the  necessary  measure- 
ments to  determine  its  quantity.  If  the  Contractor  shall  fail 
to  give  such  notice,  the  Engineer  may  presume  that  the  meas- 
urements taken  at  the  time  he  first  sees  the  material  in  question 
will  give  the  true  quantity. 

Solid  or  Loose  ^ock  excavation  will  be  paid  for  by  adding 
to  the  price  of  Earth  excavation  an  extra  price  named  in  the 
contract,  which  shall  cover  the  additional  cost  of  loosening  and 
loading  the  material. 

RULES    FOR    MEASUREMENTS. 

For  payment,  earth  work  will  be  divided  into  three  classes, 
as  follows: 

All  material  taken  from  excavations  of  every  kind,  ex- 
cepting borrow  pits,  will  be  classed  and  paid  for  as  excavation. 

Earth  taken  from  borrow  pits  opened  to  furnish  material 
not  obtainable  from  other  sources  and  delivered  in  embank- 
ment, will  be  classed  and  paid  for  as  earth  borrowed.  So  much 
of  the  material  from  excavations  or  borrow  pits  as  is  neces- 
sarily hauled  more  than  three  hundred  feet,  will  be  classed  as 
material  overhauled,  and  a  price  in  addition  to  that  for  earth 
excavated  or  earth  l3orrowed  will  be  paid  for  the  hauling,  said 
price  to  be  a  price  per  cubic  yard  for  each  one  hundred  feet 
of  haul  in  excess  of  three  hundred  feet. 

Earth  excavated  will  be  measured  in  excavation;  earth 
borrowed,  where  the  whole  embankment  is  made  of  earth,  will 
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l)e  measured  in  embankment.  Where  the  bank  is  made  partly 
of  rock  and  partly  of  earth,  the  amount  of  earth  borrowed  may 
1)C  determined  either  by  measuring  the  borrow  pit  or  by  meas- 
xiring  the  embankment,  as  in  the  judgment  of  the  Engineer, 
"vrill  give  the  greater  certainty. 

Solid  rock  and  loose  rock  will  be  measured  in  excavation, 
and  in  computing  overhaul,  the  number  of  yards  hauled  will 
T)e  determined  by  the  measurement  in  excavation  and  the  dis- 
^mce  hauled  determined  by  the  volume  of  the  embankment  act- 
^ually  made  from  it 

MASONRY. 

General  Conditions. — All  masonry  must  be  built  in  ac- 
cordance with  the  plans  and  dimensions  furnished  by  the  Engi- 
xieer,  and  be  subject  also  to  the  directions  of  any  Superintendent 
or  Inspector  of  Masonry  appointed  by  him. 

All  masonry  will  be  paid  for  by  the  cubic  yard,  measured 
in  the  finished  work,  and  the  amount  so  paid  shall  be  in  full 
:ior  all  labor  and  materials  used  in  the  work,  including  cost  of 
scaffolding  and  centering,  and  the  repairing  of  all  damages  to 
^c  unfinished  work  from  floods  or  other  causes. 

Materials. — All  stone  used  in  masonry  must  be  sound  and 
durable  stone,  approved  by  the  Engineer,  and  be  used  in  blocks 
S5  larg^  as  the  quarries  will  furnish,  or  as  may  be  necessary  to 
comply  with  these  specifications  or  the  plans  of  the  particular 
structure. 

For  brick  masonry  only  the  best  quality  of  strictly  hard 
^ark  red  bricks  shall  be  used,  all  to  be  of  uniform  texture 
•^roughout  and  free  from  lime  or  other  impurities.  No  soft 
Ibricks  will  be  allowed  in  any  part  of  the  work,  nor  shall  any 
clinkers  or  any  broken  bricks  be  brought  upon  the  ground. 
bricks  broken  afterwards  in  handling  shall  be  used  in  such 
^manner  only  as  the  Engineer  or  the  Inspector  may  direct.  If 
mo  required,  the  Contractor  shall  furnish  men  at  his  own  ex- 
1>ense  to  cull  the  bricks  under  the  direction  of  the  Inspector, 
^nd  all  rejected  bricks  must  be  at  once  removed  from  the  line 
of  the  work. 

Unless  otherwise  agreed,  cement  for  use  in  all  ^masonry 
'ymB.  be  furnished  by  the  Railway  Company  to  the  Contractor, 

^md  be  delivered  at 

IFor  each  barrel  of  cement  so  delivered  the  Contractor  will  be 

^charg^ dollars  to  be  deducted  out  of  any 

moneys  due  under  this  contract.  Cement,  after  it  is  received 
^qr  the  Contractor,  must  be  kept  under  cover  and  dry  until 
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used.    If  allowed  to  become  wet  or  damaged  from  any  cause. 
It  will  be  rejected  and  must  not  be  used  in  the  work. 

Mortar  for  use  in  the  masonry,  except  when  otherwise 
specified,  shall  be  composed  of  one  part  cement  to  three  parts 
clean,  sharp  silidous  sand,  from  which  all  sticks  and  gravel 
have  been  removed  by  screening.  The  proportions  of  cement 
and  sand  shall  be  determined  by  measurement,  and  shall  be 
thoroughly  mixed  dry,  in  a  suitable  box.  Enough  water  shall 
then  be  added  to  give  the  mortar  the  proper  consistency,  care 
being  taken  to  avoid  an  excess  of  water.  All  mortar  shall  be 
made  fresh  for  the  work  in  hand,  and  no  mortar  used  which 
has  begun  to  set. 

Concrete  will  be  made  of  clean,  hard,  angular  broken 
stones,  of  not  more  than  two  inches  in  the  greatest  dimension, 
mixed  with  smaller  stones  not  less  than  one-fourth  of  an  inch 
in  the  greatest  dimension,  and  with  mortar  in  such  quantity  as 
to  be  from  five  to  ten  per  cent  in  excess  of  the  volume  neces- 
sary to  fill  the  void  spaces  of  the  stone,  the  amount  of  mortar 
required  for  this  purpose  to  be  in  every  case  determined  by  the 
Engineer.  When  mixed  by  hand,  concrete  must  be  mixed  on 
tight-jointed  plank  platforms.  The  mortar  will  first  be  made 
as  directed  in  the  preceding  paragraph,  and  the  stone  having 
been  washed  clean  will  then  be  added  while  wet,  and  the  whole 
mass  turned  over  twice  with  shovels.  Concrete  may  also  be 
mixed  by  machine,  provided  that  in  the  judgment  of  the  Engi- 
neer the  mixture  is  as  complete  and  the  result  in  all  respects 
as  good  as  if  done  by  hand  in  the  manner  just  described. 

Forms. — ^The  forms  for  shaping  concrete  work  shall  be 
made  of  pine  planks  twelve  inches  wide  and  not  less  than  two 
inches  thick,  dressed  to  a  smooth  surface  on  one  side  and  both 
edges.  The  dressed  face  shall  be  on  the  side  next  the  concrete. 
The  forms  shall  be  framed  and  braced  in  accordance  with  plans 
furnished,  or  approved,  by  the  Engineer. 

Depositing  and  Ramming  Concrete. — All  concrete  shall  be 
deposited  in  layers  not  exceeding  nine  inches  thick,  and  be 
rammed  until  the  mortar  flushes  to  the  surface.  If,  when  tWs 
is  done,  the  mass  quakes,  the  amount  of  water  shall  be  reduced 
until  this  is  avoided. 

In  placing  concrete  upon  the  foundation  already  built,  the 
foundation  shall  be  swept  clean  and  then  covered  with  a  wet 
layer  of  mortar  not  less  than  one  inch  thick  to  make  a  close 
joint  between  the  wall  and  the  foundation. 

In  filling  a  form  the  work  shall  be  carried  on  continuously 
so  that  it  shall  be  a  monolithic  mass  without  horizontal  joints. 
The  part  next  the  outer  side  or  showing  face  of  the  wall  shall 
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be  filled  with  facing  mortar,  made  of  one  part  Portland  cement 
and  two  parts  sand.  The  thickness  of  the  facing  shall  not  ex- 
ceed one  and  one-half  inches,  nor  be  less  than  three-fourths  of 
an  inch.  The  facing  and  backing  must  go  on  simultaneously  in 
the  same  horizontal  layers.  In  order  to  guage  the  thickness 
of  the  facing  accurately,  a  light  board  or  diaphragm  of  thin 
metal  and  with  convenient  handles  shall  be  set  on  edge  parallel 
to,  and  one  and  one-half  inches  from  the  front  wall  of  the  form. 
Facing  material  shall  be  deposited  in  the  space  between  this 
board  and'  the  form.  Concrete  for  the  backing  shall  then  be 
deposited  and  spread  against  the  back  of  the  board,  which  shall 
then  be  withdrawn  and  the  whole  mass  thoroughly  rammed  so 
as  to  bond  the  facing  and  backing  by  destroying  the  surface 
of  demarkation  between  them,  but  no  stone  must  be  forced 
nearer  to  the  front  wall  of  the  form  than  three-fourths  of  an 
inch. 

Qjncrete  or  mortar  shall'  not  be  made  when  the  tempera- 
ture is  lower  than  35  degrees  Fahrenheit  in  the  shade,  or  when 
rain  is  falling  on  it.  Forms  and  molds  must  be  left  in  position 
for  not  less  than  four  days  after  the  concrete  is  deposited. 
Freshly  deposited  concrete  shall  be  protected  from  the  direct 
rays  of  the  sun  and  from  wind  by  boards  or  tarpaulins,  and 
as  soon  as  a  section  of  wall  is  completed  the  top  must  be 
covered,  with  a  layer  of  damp  sand  not  less  than  two  inches 
thick,  which  shall  be  kept  moist  until  the  concrete  has  set. 

The  walls  of  the  wooden  forms  shall  be  kept  well  wet  dur- 
ing the  progress  of  the  concrete  work. 

Brick  Masonry. — In  laying  brick  masonry  every  brick  must 
be  cleaned  and  thoroughly  wet  just  before  being  laid.  Every 
brick  shall  be  laid  with  a  "push  joint,"  that  is,  by  placing  suffi- 
cient mortar  on  the  wall  and  forcing  the  bricks  into  it  in  such 
t  manner  as  to  completely  fill  every  joint  with  mortar,  whether 
at  the  bottom,  side  or  end  of  the  brick.  The  joints  shall  be 
made  as  nearly  as  possible  of  uniform  thickness,  not  exceeding 
half  an  inch.  The  face  joints  shall  be  left  full  and  be  neatly 
struck.  All  unfinished  work  must  be  racked  back  in  courses, 
unless  otherwise  directed,  and  when  new  work  is  to  be  joined 
to  it  the  surface  of  the  unfinished  work  must  be  cleaned  and 
wetted. 

For  the  inside  of  arches  and  for  the  exposed  face  of  all 
walls  only  the  smoothest  and  hardest  bricks,  carefully  selected 
for  that  purpose,  shall  be  used,  great  care  being  taken  to  lay 
them  to  true  cylindrical  and  plane  surfaces. 

In  arches  the  bricks  shall  be  stretchers  so  laid  as  to  break 
joints  with  those  in  adjoining  courses.    All  other  walls  shall 
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be  laid  in  English  bond,  that  is,  with  alternate  courses  of 
headers  and  stretchers,  each  course  breaking  joints  with  the 
course  below.  No  broken  bricks  shall  be  used  in  the  face  of 
any  wall,  except  when  necessary  to  make  closures  or  to  break 
jpints. 

Foundations, — ^Unless  otherwise  specially  agreed  or  di- 
rected, the  foundations  for  all  masonry  shall  be  prepared  by  the 
Masonry  Contractor,  and  in  case  a  natural  bed  sufficiently  firm 
is  not  found  at  a  reasonable  depth,  he  shall  prepare  such  artifi- 
cial foundation  of  timber,  concrete  or  other  material  as  the  En- 
gineer may  direct. 

Where  a  price  is  named  in  this  contract  for  timber  or 
other  materials  used  in  foundations,  it  is  intended  to  cover 
every  expense  of  furnishing  the  material  and  putting  the  same 
in  place,  the  amounts  paid  for  being  those  found  in  ttie  finished 
structure.  And  where  a  price  is  named  for  excavation  in  foun- 
dation pits  below  water,  it  is  intended  to  cover  the  cost  of  pump- 
ing, bailing  and  shoring,  and  every  other  expense  incident  to 
the  removal  of  the  material. 

Paving  and  Slope  Walls. — Paving,  wherever  required, 
will  be  laid  of  flat  stones  set  on  edge  and  well  rammed,  so  as 
to  make  a  good,  smooth  and  close  pavement  one  foot  thick,  con- 
fined at  the  ends  and  sides  by  deep  curb  stones.  Each  paving 
stone  shall  have  a  depth  of  not  less  than  twelve  inches. 

Wherever  required  to  protect  an  embankment  from  the 
action  of  water,  a  pavement  or  slope  wall  similar  to  the  fore- 
going shall  be  laid  on  the  slope  of  the  embankment,  said  wall 
being  beg^n  at  such  depth  below  the  surface  of  the  ground  as 
the  Engineer  may  direct. 

Pipe  Culverts, — Pipe  culverts  shall  be  made  of  the  best 
quality  double  strength  vitrified  clay  pipe.  Each  pipe  must 
be  sound  and  straight,  and  shall  not  vary  more  than  half  an 
inch  from  a  true  circle.  The  thickness  of  twelve-inch  pipes 
shall  not  be  less  than  one  and  one-eighth  inches ;  of  fifteen-inch 
pipes  not  less  than  one  and  one-quarter  inches;  of  eighteen- 
inch  pipes  not  less  than  one  and  one-half  inches ;  and  of  twenty- 
four-inch  pipes  not  less  than  two  inches. 

In  laying  pipes  the  trench  must  be  made  true  to  line  and 
grade,  the  bottom  being  shaped  to  exactly  fit  the  lower  half  of 
the  pipe,  with  cross  trenches  to  receive  the  sockets  so  that  each 
pipe  may  have  a  uniform  bearing  from  end  to  end. 

The  pipes  shall  be  joined  by  filing  the  space  between  the 
socket  and  spigot  with  a  mortar  of  pure  cement  without  sand. 
Particular  attention  must  be  given  to  the  lower  half  of  the  joint 
where  the  cement  should  be  pressed  into  it  with  the  fingers  or 
some  tool  specially  fitted  for  the  purpose.    As  each  joint  is 
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^ed,  all  surplus  cement  must  be  carefully  removed  from  the 
inside  of  the  pipe. 

After  the  pipes  are  properly  laid  they  must  be  carefully 
covered  with  earth,  well  rammed,  both  on  the  sides  and  top  of 
"the  pipe  for  at  least  twelve  inches  in  depth. 

At  the  ends  of  pipes  culverts,  such  parapet  or  protection 
^walls  of  brick,  stone  or  concrete  shall  be  built  as  the  Engineer 
may  direct,  said  walls  to  be  laid  in  accordance  with  the  fore- 
^ing  specifications,  and  paid  for  by  the  cubic  yard  measured  in 
^e  wall. 

Pipe  culverts  will  be  paid  for  by  the  linear  foot  measured 
-from  end  to  end  of  the  pipes  when  laid,  the  price  so  paid  to 
cover  the  whole  cost  of  materials  and  labor  of  every  kind  inci- 
dent to  the  completion  of  the  work. 

TIMBER   TRESTLINO. 

General  Requirements, — All  timber  structures,  includinjof 
pile  and  frame  trestles,  wooden  abutments  and  piers,  must  be 
luilt  according  to  the  plans  and  instructions  furnished  by  the 
^Engineer.  The  drawings  will  be  to  scale,  but  in  all  cases  di- 
xnensions  are  to  be  taken  from  the  figures  and  not  by  scale.  In 
case  any  dimensions  are  omitted,  the  matter  shall  be  referred  to 
the  Engineer.  Timber,  iron  and  piles  will  be  paid  for  in  the 
£nished  structure,  and  the  prices  paid  are  to  cover  the  cost  of 
materials,  tools,  scaffolding,  excavation,  watching  and  all  other 
items  of  expense  necessary  for  the  execution  and  maintenance 
cf  the  work  until  its  final  acceptance.  No  waste  of  any  kind 
'will  be  paid  for  except  "piles  cut  off,"  which  will  be  paid  for  at 
the  contract  price. 

The  Contractor  shall  render  the  Inspector  or  Pile  Recorder 
stny  assistance  that  may  be  required  in  the  performance  of  his 
'work. 

Piles. — Piles  shall  be  sound  and  straight  sticks  of  white 
^)ak  or  red  cypress,  cut  from  living  trees,  and  shall  have  all  the 
lark  peeled  off.  Each  pile  must  have  at  least  twelve  inches  of 
lieart  where  cut  off  to  receive  the  cap,  and  at  the  smaller  end 
inust  be  not  less  than  nine  inches  in  diameter. 

All  piles  must  be  properly  pointed,  or  if  required,  shod  with 
iron  shoes,  and  then  driven  until  they  sink  not  more  than  five 
inches  under  the  last  five  blows  of  a  2,000  pound  hammer,  fall- 
ing twenty-five  feet,  but  a  heavier  hammer  with  a  shorter  fall, 
equivalent  in  effect  to  the  foregoing,  will  be  preferred.  In 
driving,  the  piles  must  be  capped  with  wrought  iron  rings,  or 
preferably,  with  a  cup-shaped  iron  follower,  to  prevent  splitting. 
"Where  iron  shoes  are  required,  they  must  be  of  a  kind  directed 
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or  approved  by  the  Engineer,  and  they  will  be  paid  for  at  actual 
cost  to  the  contractor.  All  piles  injured  in  driving  or  driven 
out  of  place  shall  be  either  cut  off  or  withdrawn,  as  the  En- 
gineer will  direct,  and  another  one  driven  in  its  stead.  The 
pile  thus  replaced  will  not  be  paid  for. 

•  Such  grubbing  as  may  be  necessary  to  insure  the  correct 
driving  of  the  piles  shall  be  done  by  the  Contractor  for  the 
trestling,  and  will  be  paid  for  at  a  price  to  be  fixed  by  the 
Engineer  in  each  case. 

The  piles  under  the  track  stringers  must  be  accurately 
spaced  and  driven  vertically.  The  outer  piles  shall  be  driven 
vertically  or  with  a  batter,  as  may  be  shown  by  the  drawings  or 
directed  in  each  case. 

Piles  remaining  in  the  structure  will  be  measured  and  paid 
for  by  the  linear  foot  after  they  are  driven  ancj  cut  off  as  "Piles 
Driven,"  the  parts  cut  off  will  be  measured  and  paid  for  by  tne 
linear  foot  as  "Piles  Cut  Off,"  and  the  amounts  paid  for  these 
two  items  are  to  cover  every  expense  for  labor  and  materials 
required  in  the  performance  of  the  work.  The  pile  ends,  after 
they  are  cut  off,  are  to  be  the  property  of  the  Railway  Company, 
and  shall  not  be  removed  or  used  without  consent  of  the  En- 
gineer, and  then  only  upon  repayment  of  the  contract  price. 

Parts  of  the  pile  heads  projecting  beyond  the  caps  must  be 
adzed  off  to  a  slope  of  forty-five  degrees. 

Iron, — ^The  iron  bolts  used  in  trestling  shall  be  of  the  best 
refined  wrought  iron,  with  an  ultimate  strength  of  not  less  than 
45,000  pounds  per  square  inch,  and  an  elastic  limit  of  not  less 
than  26,000  pounds. 

All  bolts  shall  be  perfect  in  every  respect  with  nuts,  heads 
and  screws  of  the  full  standard  sizes  due  to  their  diameters. 
The  thickness  of  the  nut  shall  not  be  less  than  the  diameter  of 
the  bolt,  and  the  size  of  its  square  not  less  than  twice  the  diam- 
eter of  the  bolt. 

Washers  and  separators  shall  be  of  cast  iron.  They  must 
be  smooth,  well  shaped,  free  from  air  holes,  cracks,  cinders  or 
other  imperfections. 

Timber  and  Framing. — All  framing  timber  shall  be  of 
white  or  burr  oak,  or  of  white  Arkansas  or  long  leaf  yellow  pine, 
as  shown  by  the  plans  and  bills  of  materials.  All  the  timber 
must  be  cut  from  living  trees  and  be  free  from  wanes,  black* 
loose  or  unsound  knots,  worm  holes,  or  any  kind  of  decay,  as 
well  as  from  large  knots  or  wind  shakes,  which  impair  the 
strength  of  the  timber,  and  must  be  sawed  true  and  of  full  size. 
When  so  indicated  on  the  plans,  the  timber  shall  be  surfaced. 

Sap  will  be  allowed  in  pine  timber  as  follows:  All 
stringers  must  show  not  more  than  one  and  one-half  inches  of 
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sap  on  two  comers  of  one  of  the  eight-inch  faces.  Posts,  caps, 
aOls  and  other  large  timbers  must  show  not  more  than  one  and 
one-half  inches  of  sap  on  any  one  of  the  four  comers.  Guardt 
rails  must  not  show  more  than  one  inch  of  sap  on  one  comer 
only.  Sway  braces  and  floor  plank  must  show  heart  on  both 
Uces,  and  in  any  cross  section  be  not  less  than  three-fourths 
heart 

All  framing  must  be  done  to  a  dose  fit  and  in  a  thorough 
and  workmanlike  manner.  No  shins  or  blocking  of  any  kind 
will  be  allowed  in  making  joints.  Ties  and  guard  rails  must  be 
scribed  and  dapped  in  place. 

Tops  and  ends  of  stringers  and  the  bearing  surfaces  of  ties 
shall  be  thoroughly  painted  with  a  thick  coat  of  pure  white  lead 
ground  in  and  mixed  with  pure  linseed  oil.  This  paint  shall 
also  be  used  on  both  surfaces  of  the  bearing  between  stringers 
and  caps,  caps  and  posts,  posts  and  sills,  sills  and  piles,  or  any 
other  joints  which  may  be  indicated  on  the  drawings. 

Cleaning  Up. — ^After  the  work  is  completed  the  Contractor 
most  remove  all  staging  used  in  erection,  and  clean  up  and  bum 
all  shavings,  chips  and  mbbish,  and  remove  all  pieces  of  timber 
to  a  sufficient  distance  from  die  stmcture  to  insure  its  safety 
zroQi  fire* 
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Word  Emginrer  Deihud, — ^Thc  word  ''Engineer,"  where- 
ever  used  in  dxis  instrumcat,  means  the  Chief  Engineer  of  the 
Soudiem  Missoori  Saihray  Company  for  the  time  being,  or  his 
dnhr  antfaorized  Assistants,  or  In^)ector5,  limited  by  the  par- 
tkiilar  duties  entmsted  to  them.  R.  M. 

172a.  Speciflcations  for  Building  Levees  to  Oon- 

flne  Flood  'Waters.  The  following  specification  is  used 
(190a)  by  the  State  oi.  Loaisiana  for  the  building  of  levees  on 
the  banks  of  the  Missisnppi  river. 

The  kvee  shall  be  built  of  snch  material,  and  disposed  and 
distributed  in  snch  manner  as  the  Elngineer  in  charge  may 
direct,  nnder  the  requirements  of  the  Board  of  State  Engineers. 
The  required  allowance  for  settling  shall  be  added  to  the  heignt 
of  the  levee;  this  allowance  to  be  at  the  discretion  of  the  En- 
gineer in  charge,  np  to  one-fifth  in  excess  of  the  net  height  of 
die  levee;  it  being  understood  that  a  cubic  yard  of  embankment 
under  this  agreonent  is  a  net  cubic  yard  of  settled  earth,  and 
•equal  to  five-sixths  of  a  gross  cubic  yard  of  loose  earth. 

The  Qmtractor  shall  remove  all  trees,  sttmips,  log^,  roots, 
stalks,  weeds,  grass,  trash  and  perishable  matter  of  every  kind 
not  specially  exempted  from  this  requirement  by  instructions 
from  the  Engineer  in  charge,  and  plow  or  spade  up  the  ground 
over  the  entire  surface  to  be  covered  by  the  embankment.  He 
shall  cut  muck  ditches  of  such  depth  and  size  and  in  such  places 
as  may  be  prescribed  by  the  Engineer  in  charge.  He  shall  grub 
up  by  the  roots  all  trees  and  stumps  coming  within  the  base  of 
the  levee,  and  three  feet  on  either  side  of  the  base.  He  shall 
remove  all  buried  logs,  brick  or  walls  and  other  material  con- 
sidered unsuitable  by  the  Engineer  in  charge.  He  shall  refill 
all  holes  made  by  grubbing  or  by  the  removal  of  unsuitable  ma- 
terials, as  aforesaid,  with  solid  earth  up  to  the  level  of  the 
natural  surface;  and  the  filling  of  such  holes  shall  not  be  paid 
for  by  the  cubic  yard  (except  in  special  cases,  when  so  directed 
by  the  Engineer  in  charge),  but  shall  be  a  part  gf  the  clearing 
and  grubbing  to  be  done  as  incidental  or  auxiliary  work,  the 
price  of  which  is  included  in  the  price  per  cubic  yard  hereinafter 
stipulated.  He  shall  carefully  clean  all  ditches  crossing  the  line 
of  levees,  and  fill  them  with  solid  earth  up  to  the  levd  of  the 
natural  surface  to  a  distance  of  twenty  feet  from  the  base  of  tne 
levee  on  the  land  side,  where  there  are  no  "banquettes,"  and  to 
the  width  of  the  berme  on  the  river  side.    If  required  by  the 
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Engineer  in  charge,  the  clearing,  grubbing,  preparation  of  base 
and  cutting  of  muck  ditch,  as  above,  shall  be  completed,  and  the 
muck  ditch  refilled  throughout  the  whole  length  of  levee,  or  any 
part  thereof,  before  the  embankment  is  begun.  He  shall  cut  all 
trees  and  stumps  within  twenty-five  feet  of  the  base  of  the  levee 
on  the  land  side,  down  to  the  level  of  the  ground,  unless  other- 
wise directed  by  the  Engineer  in  charge  (but  shall  not  disturb 
or  destroy  the  Engineer's  bench  marks  or  other  reference 
points),  and  shall  leave  the  ground  clear  of  all  fallen  timber, 
brush  and  other  debris  or  material  obstructing  free  passage 
along  the  base  of  the  levee  on  the  land  side  for  a  width  of 
twenty-five  feet.  He  shall  cut  down  all  trees,  bushes  and  sap- 
lings for  a  width  of  one  hundred  feet  on  each  side  of  the  levee 
where  it  runs  through  woods,  and  in  open  land,  shall  cut  down 
such  trees  within  one  hundred  feet  of  the  levee  as  the  Engineer 
in  charge  may  direct.  In  the  construction  of  the  levee  he  shall 
use  earfii  only,  except  where  other  material  may  be  ordered  by 
the  Engineer  in  charge,  and  shall  place  it  in  layers  of  such  thick- 
ness as  may  be  directed  by  the  Engineer  in  charge,  and  extend- 
ing the  full  width  of  the  embankment.  He  shall  obtain  all 
earth  from  the  river  side  of  the  embankment,  except  by  written 
permission  of  the  Engineer  in  charge,  leaving  a  berme  of  the 

natural  surface feet  wide  between  the  barrow  pits  and 

the  base  of  the  levee.  Unless  otherwise  directed  by  the  En- 
gineer in  charge,  all  barrow  pits  shall  be  sloped  on  the  side 
nearest  the  embankment,  not  steeper  than  three  horizontal  to  one 
vertical,  and  on  that  side  shall  not  be  deeper  than  three  feet ;  and 
their  bottoms  shall  slope  thence  uniformly  to  the  side  furthest 
from  the  embankment,  where  the  depth  of  the  pits  shall  not 
exceed  six  feet.  At  intervals  not  greater  than  three  hundred 
feet  "traverses"  of  the  natural  surface,  not  less  than  twenty  feet 
wide,  shall  be  left  undisturbed,  extending  entirely  across  the 
pits,  except  that  a  ditch  of  such  width  as  may  be  directed  by  the 
Engineer  in  charge  shall  be  cut  through  the  traverses  to  allow 
drainage  from  one  part  of  the  pit  to  another.  All  existing 
levees,  or  parts  of  old  levee,  must  be  left  undisturbed  except  by 
special  permission  of  the  Engineer  in  charge.  He  shall  cut 
such  openings  through  the  old  levee  as  may  be  required  by  the 
Engineer  in  charge.  He  shall  dig  a  drainage  ditch  on  the  land 
side  of  the  levee,  if  required  by  the  Engineer  in  charge,  of  such 
dimensions  and  at  such  distance  from  the  base  as  may  be  pre- 
scribed, but  may  not  otherwise  break  up  the  surface  of  the 
ground  on  the  land  side  of  the  levee,  except  by  written  permis- 
sion of  the  Engineer  in  charge.  The  earth  taken  from  such 
openings  through  the  old  levee  and  from  drainage  ditches  shall, 
when  required  by  the  Engineer  in  charge,  be  deposited  in  the 
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om>»nfcincnt»  in  whkh  case  it  shall  be  paid  for  as  enibankrar^  <nt 
joiy.  but  othen^'tse  it  shall  be  measured  and  paid  for  in  cxc^a.  -va* 
:ion.  He  shall  plant  the  entire  surface  of  the  completed  1c 
with  living  roots  or  sods  of  Bermuda  grass  not  more  than 
foot  apart,  and  to  the  satisfaction  of  the  Engineer  in  chat: 
He  shall  take  care  to  preserve  the  Engineer's  stakes  and  be: 
:iidrks>  and  shaQ  at  all  times  keep  the  station  stakes  at  or 
<ite  their  proper  stations. 
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173.  Complete  Specifications  and  Contract  for 
Dam  No.  5,  Southborough,  of  the  Boston  Water- 
works, July,  1893. 

ADVERTISEMENT. 


TO  CONTRACTORS. 


Sealed  proposals  addressed  to  the  Boston  Water  Board, 
and  endorsed  ^^Proposals  for  building  Dam  No.  5  in  the  Town 
of  Southborough,"  will  be  received  by  the  Boston  Water  Board, 
at  their  office,  City  Hall,  Boston,  Mass.,  until  12  o'clock  M., 
of  Monday  the  seventeenth  day  of  July,  1893,  and  at  that  time 
"will  be  publicly  opened  and  read. 

Each  bidder  must  make  a  personal  examination  of  the  loca- 
tion of  the  dam. 

All  bids  must  be  made  upon  blank  forms,  to  be  obtained 
^)f  the  City  Engineer,  Boston,  must  give  the  prices  proposed, 
loth  in  writing  and  in  figures,  and  be  signed  by  the  bidder, 
^vith  his  address. 

Each  bid  is  to  be  accompanied  by  a  certified  ch^ck  for  two 
thousand  dollars  ($2,000),  payable  to  the  City  of  Boston,  said 
^leck  to  be  returned  to  the  bidder  unless  he  fail  to  execute  the 
^:ontract,  should  it  be  awarded  to  him. 

A  bond  for  one  hundred  thousand  dollars  ($100,000)  will  be 
Required  for  the  faithful  performance  of  the  contract,  th^  sure- 
ties to  be  residents  of  Massachusetts,  and  satisfactory  to  said 
Soston  Water  Board. 

The  person  or  persons  to  whom  the  contract  may  be  award- 
ed will  be  required  to  appear  at  this  office  with  the  sureties 
offered  by  him  or  them,  and  execute  the  contract  within  six 
days  (not  including  Sunday)  from  the  date  of  notification  of 
^uch  award,  and  the  preparation  and  readiness  for  signature  of 
the  contract;  and  in  case  of  failure  or  neglect  so  to  do,  he  or 
ttey  will  be  considered  as  having  abandoned  it,  and  the  check 
^iccompanying  the  proposal  shall  be  forfeited  to  the  City  of 
lioston. 

All  bids  will  be  compared  on  the  basis  of  the  Engineer's 
estimate  of  quantities  of  work  to  be  done,  which  is  as  follows: — 
^0)  14,000  cubic  yards  soil  excavated  and  placed  in   spoil- 

banks. 
^aa")        13,900  cubic  yards  soil  excavated  from  spoil-banks  and 

placed  on  dam. 
(3)  1,610  square  yards  sodding. 

^^3)  5  acres  seeding. 

C^)       230,000  cubic  yards  earth  excavation  (trenches,  embank- 
ments, and  backfilling). 

(cc)       10,000  cubic  yards  rebandling  of  excavated  materiaia. 


3G2  OOMFLETE   SPEGIFIOATIONS. 

(i/)        139400  cubic  yards  rock  excavation. 

(r)  2,000  feet  board  measure  timber  work. 

(m)  2,000  feet  board  measure  timber  work  (tongued   and  ' 

grooved). 
(y)  800  barrels  Portland  cement. 

(^)  14,000  cubic  yards  concrete  masonry. 

(^^)  800  cubic  yards  concrete  masonry* 

(^)  9*270  square  yards  plastering. 

(f)  256  cubic  yards  brick  masonry. 

O)  75^^  cubic  yards  paving.  ♦ 

(%)         10,100  cubic  yards  riprap. 
(/)  5t4oo  cubic  yards  broken  stone,  t 

(m)        22,200  cubic  yards  rubble-stone  masonry. 
(^)        139300  square  feet  facing  stone  masonry  (broken  ashlar  "^ 

work). 
(^)  3*^50  cubic  yards  facing  stone  masonry  (range  work).  —  1 

(^)  320  linear  feet  coping. 

(^)  290  cubic  yards  dimension  stone  masonry, 

(r)  4ti  10  square  feet  hammered  work. 

(5)  1,000  cubic  yards  masonry  laid  in   American   cement  ^  j 

mortar  i  to  i,  an  additional  price  per  cubic  :z>( 

yard. 
(/)  1,000  cubic  yards  masonry  laid   in   Portland   cement  ^Mi 

mortar  i  to  i ,  an  additional  price  per  cubic  ^  c 

yard. 
(»)  1,000  cubic  yards   masonry  laid    in    Portland    cement         ^mt 

mortar  i  to  2,  an  additional  price  per   cubic        .^>^c 

yard. 
(v)  1,000  cubic  yards  masonry   laid   in    Portland    cement      ^  Mit 

mortar  i  to  3,  an  additional  price   per  cubic     ^>  Jc 

yard. 
(w)  '»575  linear  feet  of  walk. 

These  quantities  are  approximate  only,  and  the  Boston  .fzon 
Water  Board  expressly  reserves  the  right  of  increasing  or  dimin-  —  .«rji- 
ishing  the  same,  as  may  be  deemed  necessary  by    its  Engineer.    «.  'irtx. 

Plans  can  be  seen,  and  specifications  and  forms  of  proposal  f  .as  «al 
and  contract  obtained,  at  the  office  of  the  City  Engineer,  City^^i^:^  ity 
Hall,  Boston. 

The  Boston  Water  Board  reserves  the  right  to  reject  any^^-«^ny 
or  all  bids,  should  it  deem  it  to  be  for  the  interest  of  the  City^^c^-'^^y 
of  Boston  so  to  do.  ROBERT  GRANT, 

JOHN  W.  LEIGHTON, 
THOMAS  F.  DOHERTY, 

Boston  Water  Board,  — 

Office  of  Boston  Water  Board, 
City  Hall,  Boston,  July  i,  1S93. 

*  1,^00  cubic  yards  if  riprap  i«  used.  f  a,Soo  cubic  yards  It  fl|^p  Is 
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TO  THH  BOSTON  WATER  BOARD  FOR  BUILDING  DAM  NO.  5  IN  THK 


^ 
^ 

^ 


The  undersigned  hereby  declares  that  he  has  carefully  ex- 
amined the  annexed  form  of  contract  and  specifications  and  the 
drawings  therein  referred  to,  and  made  an  inspection  of  the 
site  of  the  proposed  dam,  and  will  provide  all  necessary  ma- 
chinery, tools,  appar:itus,  and  other  means  of  construction,  and 
do  all  the  work  and  furnish  all  the  materials  called  for  by  said 
contract  and  specifications  and  the  requirements  under  them  of 
the  Engineer,  for  the  following  sums,  to  wit: 

(a)     For  the   removal   of   soil   excavated    and    placed    in 

cpoU  banks,  including  all  incidental  work,   the  sum    of 

($ )  per  cubic  yard. 

(_aa)  For  the  removal  of  soil  taken  from  spoil  banks  or 
from  other  places  and   placing   on  the    slopes  of    the    embank* 

tnent,  including  all  incidental  work,  the  sura  of ($ ) 

per  cubic  yard. 

(^)  For  sodding,  including  alt  incidental  work,  the  sum 
■^ ($ )per  superficial  square  yard. 

(W)  For  seeding,  including  all  incidental  work,  the  sum 
-of C$ )  per  acre. 

(«)  For  earth  excavation,  including  its  disposal  in  em- 
1»nkments    and  refilling,  or    as  otherwise  ordered  by  the  engi- 

necT.  and  all  incidental  work,  the  sum    of ($ )    per 

«ubic  yard. 

(cc)  For  rehandling  of  excavated  materials  from  spoil 
1>anka  and  placing,  including  all  incidental  work,  the  sum  of 
($ )  per  cubic  yard. 

((/)  For  rock  excavation,  including  its  disposal  and  all 
incidental  work,  the  sum  of ($ )  per  cubic  yard. 

(e)  For  permanent  timber  work,  except  tongued  and 
^ooved  timber,  placed,  including  alt  incidental  work,  the  sum 
«f ($ )  per  thousand  feet  B.  M. 

(m)     For  permanent  timber  work,  tongued   and  grooved, 

placed,  including  all  incidental  work,  the  sum  of ($ ) 

per  thousand  feet  B.  M. 

{_/■)  For  Portland  cement  ordered  by  the  engineer, 
«Icn%'ered  where  ordered  on  the  work,  in  barrels  contaming400 

pounds,  including    all    incidental     work,    the    sum    of 

^^       )  per  barrel. 

(£")  For  concrete  masonry,  in  place,  formed  of  five  parts 
of  broken  stom 


vith  Americai 
one  part  of  cement  t< 
MFork,  the  sum  of — 


:d  gravel,  to  one  part  of  cement,  aad 
mortar  mixed  in  the  proportion  of 
vo  parts  of  sand,  including  all  incideaUl 
■  ($ )  per  cubic  yard. 


J()2                      COlIlT.i     .     -•••  • 

•  Tace,  formed  of  three 

(rf)         13,400  cuI-k:  >.s.i^  .  -  _..  jg  o„g         t  of  cement, 

(«)             2.000  fcLt  boai..  ::.  _    -.,    .^,  ^j^^j  ;„    j^^   propor- 

(«)          3,000  fcc-t  »».:.•..  IP-  .    :,rs  of  sand,  including   all 

';ru  ■...-.  _   ^ )  per  cubic  yard. 

(/)             Soobarr.i-r   .:  •  ,.g    ^^j,,,,   ^^^^^    portbiul 

Csr)  14,000  en   ,c  v..  ...  .   ■  ,.  ^^^^^  oj ^^ J 

CfiT) 


13,400  CuMc  }.!!»!■   r 
2,000  feet  boai.s  iii 
2,000  feet  bo.'i!. :  jp 

'in.;-.  •%  •-.;  • 
800  bar?'  1-^  i'   .! 

14,000  ciilic  ;.\»  .... 
800  cnl    .;  '.    .  .• 

9,270    S«j"!''l.'        .-.. 

256  cn"  :     . .     . 
7500  cr.'  ..            .. 
10,100  Cl«' 

5,4ori  ri* 
22,20r)  cr.' 

13,300  vr^  ■ 

(^)  9,270  s.p-u  ...                ^c  n  Portland   cement  mortar 

(*?               ?^    ^"i  '  '  :    aft  of  cement  to  two  parts   ol 

O)            75001'..    ..  .-ntering,  etc.,  and  removiii;: 

(^)  10,100  nr  ^.r^.  the  8um  of ($ ) 

(w)        22,200  r.r  •  ^  including  all  incidental  work, 

(i»)         13,300-  ^  .^-icyard. 

,  .  .  -     ncluding  all  incidental  work, 

(0)  3,6^0  rv  -^  .^.bicyard. 

^^)  ^'      .  -•    :  place  (other  than  that  used  in 

y\  290  u:  ^/including  all  incidental  work, 

('')  "^V^'     ...  ,^  cubic  yard, 

(j)  i,oo(ji!-  ^  ^  3jsonry,  laid  in  American  cement 

,^.-:cn  of  one  part  of  cement  to  two 
acidental  work,  the  sum  of 

«  .*!  broken  ashlar,  in  addition  to  the 
.  .A-  s*  rjbble,  including  pointing  in  neat 
^^^  * ''  *^    •J  dental  work,  the  sum  of 

^  ..L-e  foot. 

•tf  -nasonry  of  range  stones  laid  in 
:;  :r.ixed    in   the    proportion    of    one 

.'Arts  of  sand  and  pointing  in  neat 
V-  ill  incidental  work,  the  sum  of 


(^) 


-    * 


:i 


*  '  •  ^    .iKi    in    place,    and   pointed     in    neat:3 

Water!  *   ^.,.^2  all    incidental   work,   the  sum   of  1^  «<^ zd 

isnini;  ?.  .—ir  or  running:  foot. 
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CITY   OF   BOSTON. 

BOSTON  WATER  WORKS. 

CONTRACT  AND  SPECIFICATIONS    FOR    BUILDING    DAM 
NO.  5,  IN  THE  TOWN  OF    SOUTHBOROUOH. 

This  Agreement^    made    and    concluded   this 
■day  of in  the  year  one  thousand  eight 


hundred  and  ninety-three,  between  the  City  of  Bos* 
ton,  by  its  Boston  Water  Board,  of  the  first  part, 

and in  the   State   of 

of  the  second  part: 
Commence.  ^^  Witnesseth^  That  for  and  in  consideration  of 
woVk.  the  payments  and  agreements  hereinafter  mentioned, 
to  be  made  and  performed  by  the  said  party  of  the 
first  part,  and  under  the  penalty  expressed  in  a  bond 
bearing  even  date  with  these  presents  and  hereunto 
annexed,  the  said  party  of  the  second  part  agrees 
with  the  said  party  of  the  first  part  to  commence  the 
work  herein  required  to  be  done,  within  fourteen 
days  after  the  signing  of  this  contract  and  to  proceed 
with  the  work  in  such  order  and  at  such  times, 
points,  and  seasons,  and  with  such  force  as  may, 
from  time  to  time,  be  directed  by  the  engineer,  and 
at  his  own  proper  cost  and  expense,  to  do  all  the 
work  and  furnish  all  the  materials  called  for  by  this 
agreement,  in  the  manner  and  under  the  conditions 
hereinafter  specified. 
Completion  of  And  the  said  party  of   the  second  part  hereby 

*"^*^  agrees  to  complete  all  the  work  called  for  under  this 
agpreement,  in  all  parts  and  requirements  and  in  full 
conformity  with  the  plans  and  specifications  on  or 
before  November  i,  1896;  provided,  however,  that 
the  water  board  shall  have  the  right  at  their  discre- 
tion to  extend  the  time  for  said  completion  of  the 
work.  It  is  further  agreed  that^  the  permitting  of 
said  party  of  the  second  part  to  go  on  and  finish 
said  work  after  the  time  specified  for  its  completion 
shall  not  operate  as  a  waiver  of  any  of  the  rights  of 
said  city  under  this  contract. 
Referee.  B-  To  prevent  all  disputes  and  litigation  it  is  fur- 
ther agreed,  by  and  between  the  parties  to  this  con* 
tract,  that  the  city  engineer  of  Boston  (meaning 
thereby  the  individual  at  any  time  holding  the  posi- 
tion or  acting  in  the  capacity  of  the  engineer  of  the 
Boston  Water  Board)  shall  be  referee  in  all  cases  to 
determine  the  amount  or  the  quantity  of  the  work 
which  is  to  be  paid  for  under  this  contract,  and  to 
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decide  all  quest'ions'Ahtch  may  arise  relative  to  the 
(ulfillment  of  this  contract  on  the  port  of  the  con- 
tractor,  snd  his  estimates  and  decisions  shall  be  final 
and  conclusive;  also  that  said  engineer,  by  himself, 
tit  by  assistants  and  inspectors,  acting  for  bim,  shall 
inspect  the  work  to  be  done  under  this  agreement  to 
see  that  the  same  is  done  strictly  in  accordance  with 
the  requirements  of  the  specifications  hereinafter  set 
forth. 

0,  The  parties  further  agree  that  wherever  in  this 
contract  the  words  defined  below  are  used,  they  shall 
be  understood  to  have  the  meimings  herein  given: 

The  term   "water  board"  shall  mean  the  Ros-  «" 
ton  Water  Board,  or  any  board  or  committee  duly 
authorized  to  represent    the   city  of  Boston  in    the 
execution  of  the  work  covered  i^y  this  contract. 

The  word    "engineer"  when  not  further  quali-  E 
fled,  shall  mean  the  said   city  engineer  or  his  prop- 
erly  authorized    agents.    limited    by    the    particular 
duties  entrusted  to  them. 

The  word  "contractor"  shall  mean  the  person  ■- 
or  persons,  co-partnership  or  corporation,  who  have 
entered  into  this  contract  as  party  of  the  second  part, 
■or  his  or  their  legal  representatives. 
H.  It  is  further  agreed  that  the  quantities  of  work 
Tn  be  done  and  materials  to  be  furnished,  as  given 
in  the  accompanying  notice  to  contractors  are  only 
ior  the  purpose  of  comparing  the  bids  offered  for  the 
^-ork  under  the  contract  on  a  uniform  basis  ;  and  it 
is  hereby  agreed  that  the  Boston  Water  Board 
expressly  reserves  the  right  to  increase  or  diminish 
«he  above  mentioned  quantities,  or  any  of  them,  aa 
wiay  be  deemed  necessary  by  the  engineer. 
U,  The  plans  and  specifications  are  intended  to  be  I 
■explanatory  of  each  other;  but  should  any  discrep- 
ancy appear,  or  any  misunderstanding  arise  as  to  the 
import  of  anything  contained  in  cither,  the  parties 
liereto  further  agree  that  the  explanation  and  deci- 
sion of  the  city  engineer  shall  be  final  and  binding  on 
*he  contractor;  and  all  directions  and  explanation! 
*^quired,  alluded  to,  or  necessary  to  complete  any 
^f  the  provisions  of  this  contrnct  and  specifications 
and  give  them  due  effect,  sh:ill  bu  given  by  the  said 
engineer.  Corrections  of  errors  or  omissions  in 
drawings  or  specifications  may  be  made  by  the  said 
Engineer,  when  such  corrections  are  necessary  for 
the  proper  fulfillment  of  the  intention  of  such  draw- 
tngB  or  specifications,  the  effect  of  such   correctioni 
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to  date  from  the  tiitie  that  the  said  engineer  gives 
due  notice  thereof  to  said  contractor. 
F.  It  is  further  agreed  that  the  city  engineer  may 
make  alterations  in  the  line,  grade,  plan,  form,  posi- 
tion, dimensions,  or  material  of  the  work  herein 
contemplated,  or  of  any  part  thereof,  either  before 
or  after  the  commencement  of  construction.  If  such 
alterations  diminish  the  quantity  of  work  to  be  done, 
they  shall  not  constitute  a  claim  for  damages,  or  for 
anticipated  profits  on  the  work  that  may  be  dis- 
pensed with ;  if  they  increase  the  amount  of  work, 
such  increase  shall  be  paid  for  according  to  the 
quantity  actually  done,  and  at  the  price  established 
for  such  work  under  this  contract ;  or  in  case  there 
is  no  price  established,  it  shall  be  paid  for  at  its 
actual  reasonable  cost  as  determined  by  the  city 
engineer,  plus  fifteen  per  cent,  of  said  cost. 

SPECIFICATIONS    FOR    BUILDING    DAM   NO.    5   OF   THE 

SUDBURY  RIVER  WORKS. 

O.  I  •  The  contractor  is  to  furnish  all  the  material 
and  do  all  the  work  necessary  to  build  a  dam  on  the 
Stony  Brook  branch  of  the  Sudbury  river  near  the  site 
of  Nichol's  Mill,  so  called,  in  the  town  of  South- 
borough,  Mass.  The  dam  to  be  in  accordance  with 
plans  marked  Dam  No.  5,  dated  June  16,  1893, 
signed  by  William  Jackson,  city  engineer,  and  filed 
in  the  office  of  the  city  engineer.  City  Hall,  Boston. 
The  work  will  also  be  built  in  conformity  with  these 
specifications. 

These  plans  show  only  the  general  character  of 
the  work,  and  during  its  progress  such  working  plans 
will  be  furnished  from  time  to  time  by  tlie  engineer 
as  he  may  deem  necessary. 

Borings.  The  character  of  the  materials  to  be  met  with, 

as  shown  on  said  plans,  is  the  result  of  such  exami- 
nations as  the  city  of  Boston  has  been  able  to  make; 
but  no  guarantee  is  made  as  to  the  accuracy  of  the 
borings  or  test  pits  or  the  representations  on  the 
plans. 

®2?^i^*"  2.     The  dam  is  to  be  built  partly  of  masonry 

and  partly  of  earth,  approximately  on  the  lines  shown ; 
but  if  the  character  of  the  materials  or  circumstances 
ari5;e  which  render  it  advisable  to  change  the  location 
of  the  dam  or  to  change  the  plans  of  the  dam  the 
city  of  Boston  expressly  reserves  the  right  so  to  do 
without  payment  of  damages  to  the  contractor,  but 
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all  uork  actually  completed  will  be  paid  for  aa  per 
pTin-s  t'id  for  the  whole  work. 

The  earth  embankments  will  contain  plastered 
Water-tight   material   will  be 


placid    next 

ol  riprap  or  p 
of  the  dam.  a 
■with 


ese  walls  on  the  water  side.  The 
'ill  be  protected  from  wash  by  linings 
ing.  A  walk  will  be  built  on  ihe  top 
other  slopes  and  surfaces  covered 
irected.  The  embankments  will  he 
separated  from  the  masonry  overfall  by  heavy  wing 
wmIIs.  a  gate-house  with  wells  and  appurtenances 
(IS  shown  will  be  built  next  to  the  north  wing  wall. 
The  "masonry  portion"  of  the  dam  will  be  about 
3cx>  feet  in  length  and  will  be  a  solid  mass  of  rubble 
maGonry  faced  with  range  stones  laid  in  courses. 

Where  the  rock  is  of  poor  quality  or  for  other 
reosons,  it  may  seem  to  the  engineer  to  be  desirable, 
the  core  whUs  both  in  the  center  of  theemhankmenta 
and  under  the  masonry  section  may  be  carried  down 
deep  into  the  rock. 

3,  The  work  to  be  done  in  a  general  way  con-  ^ 
aists  m  stripping  the  site  of  the  dam;  building  up 
the  embankments  in  layers,  and  in  paving  or  other- 
Wise  protecting  their  surfaces;  doing  all  blasting, 
rock  and  timber  work;  constructing  all  masonry; 
building  in  all  iron  work  in  connection  with  brick  or 
other  masonry ;  laying  pipes  through  the  dam  ;  doing 
all  pumping  or  other  temporary  work  in  connection 
with  the  permanent  work,  and  delivering  over  to  said 
city  of  Hoston  the  whole  structure  in  a  complete  con- 
dition with  the  masonry  ail  pointed  and  with  the 
dam  ready  to  be  put  into  service  in  accordance  with 
the  plans  and  these  specifications. 

All  work  during  its  progress  and  on  its  comple-  ^ 
(ion  must  conform  truly  to  the  lines,  grades,  and 
levels  to  he  determined  :md  given  hereafter  by  the 
engineer,  mid  due  facilities  and  such  assistance  and 
materials  as  he  may  require  must  he  furnished  by  the 
contractor  without  extra  charge,  and  the  engineer's 
marks  must  be  carefully  preserved.  The  work  must 
also  he  built  in  accordance  with  the  plans  and  direc- 
tions which  shall  be  given  by  him  fiom  time  to  time, 
subject  to  such  modifications  and  additions  as  said 
engineer  shall  deem  necessary  during  the  prosecution 
ot  the  work,  and  in  no  case  will  any  work  which  may 
be  pcrCoimed.  or  any  materials  furnished  in  excess 
Nils  of  this  contract  or  of  the  plans  or 
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of  the  specifications,  be  estimated  and  paid  for, 
unless  such  excess  shall  have  been  ordered  by  the 
water  board  as  hereinafter  set  forth. 

^**^*iemenu  ^^^    Contractor  is    to    furnish    all    temporary 

flumes,  all  materials  and  all  tools,  implements, 
machinery,  and  labor  necessary  or  convenient  for 
doing  all  the  work  herein  contracted  for,  with  safety 
to  life  and  property  in  accordance  with  this  contract, 
and  within  the  time  specified  herein;  he  will  be 
required  to  construct  and  put  in  complete  working 
order  the  work  herein  specified,  and  is  to  perform 
and  construct  all  the  work  covered  by  this  agree- 
ment; the  whole  to  be  done  in  conformity  with  the 
plans  and  these  specifications ;  and  all  parts  to  be 
done  to  the  satisfaction  of  the  city  engineer. 

^^^  4.     The  soil  is  to  be  removed  from  the  grounds 

where  the  dam,  embankments,  and  other  works  are 
to  stand.  Wherever  directed  by  the  engineer  said  soil 
to  be  hauled  and  put  in  spoil  banks,  to  remain  until 
required  to  be  placed  over  the  finished  surfaces  of 
slopes  or  embankments.  The  quantities  of  soil 
removed  will  be  measured  in  the  spoil  banks  and 
paid  for  as  stipulated  in  article  Q.  item  (0). 

The  slopes  of  the  embankment  are  to  be  covered 
with  soil  taken  from  the  spoil  banks ;  if  any  addi- 
tional soil  is  needed  for  the  work,  it  shall  be 
obtained  and  taken  from  such  grounds  as  may  be 
designated  by  the  engineer,  and  deposited  wherever 
ordered  by  him ;  all  soil  removed  from  the  spoil 
banks,  or  from  such  grounds  as  the  engineer  may 
designate,  shall  be  measured  in  excavation.  It  will 
be  rolled  or  otherwise  compacted,  and  paid  for  as 
stipulated  in  article  Q,  item  (aa). 

All  surfaces  which  are  required  to  be  afterwards 
sodded  or  seeded  are  to  be  covered  with  soil  at  least 
twenty-four  inches  in  thickness. 

^^^^Scefin""^  5*     ^^®  embankments  of  the   dam,   and  such 

other  surfaces  as  may  be  designated  by  the  engineer, 
are  to  be  sodded  or  seeded  with  grass  seed. 

All  the  surfaces  to  be  sodded  or  seeded  are  to 
be  carefully  graded  and  particular  care  taken  to 
make  a  true  and  even  bearing  for  the  sods  to  rest  on. 

*><»<*^  The  sods  to  be  of  good  quality  of  earth  covered 

with  heavy  g^ass,  sound  and  healthy,  and  not  less 
than  one  foot  square,  and  generally  of  a  uniform 
thickness  of  three  inches.  These  sizes  may 
altered  by  the  engineer  during  the  progress  of  th< 
work.     The  sods  will  be  cut  with  a  beyel  on 


I 
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tides,  so  that  when  laid  they  will  lap  at  the  edges; 
to  be  proptrly  set  so  as  to  ha\e  a  lull  bearing  oa 
their  whole  lower  surf  ace ;  to  be  padded  down  firm  with 
aspade  or  wooden  bat  made  suitable  for  the  purpose; 
each  sod  is  to  be  pinned  with  one  wooden  pin,  not 
less  than  fifteen  inches  long,  so  a&  to  be  secured  to 
the  ground  beneath  it,  and  to  be  so  laid  that  the 
upper  surface  shall  conform  to  the  true  slope  of  the 
bank  or  ground  and  to  the  lines  given  by  (be 
engineer.  No  lean,  poor,  or  broken  sods  will  be 
allowed  in  the  work,  but  on  the  outside  edges  of  the 
bank  sods  may  be  cut  to  such  size  and  shape  as  will 
make  a  proper  finish  lo  the  same.  The  engineer 
may  alter  all  the  above  sizes  during  the  progress  of 
the  work. 

The  sodding  that  shall  have  been  laid  shall  be 
well  and  carefully  spricikled  with  water  as  often  as 
the  engineer  shall  deem  necessary. 

6.     The  engineer  may  specify  the  kind,  quality,   s««di 
and    amount    of  seed   to    be   used    on    all    surfaces 
ordered  to  be  seeded,    and   he   may  also  direct  the 
manner  of  seeding,  including  rolling  and  watering. 

EARTH  EXCAVATION  AND  KMBAMKMENT. 

7-  Earth  excavation  is  to  be  made  for  the 
'Xoundations,  center  walls,  etc.,  and  for  any  gradtng 
•bat  may  be  required  either  above  or  below  the  dam, 
^n  for  any  other  work  in  connection  with  the  dam, 
structures,  or  appurtenances  which  the  engineer  may 
carder,  but  no  payment  will  be  made  for  earth  or 
*>ther  excavation  unless  specifically  staked  out  and 
ordered  by  the  engineer.  The  price  bid  for  excava- 
tion will  cover  all  excavations  by  the  contractor  for 
ftiis  own  convenience  or  for  tempomry  or  protecting 
Avork,  none  of  which  will  be  measured  or  estimated 
fcy  the  engineer. 

S.  Earth  excavation  is  to  be  made  in  accord-  Sio. 
«nce  with  the  lines  established  by  the  engineer,  and 
Uie  pr^ce  herein  stipulated  for  eartli  excavation — 
article^  Q,  item  (c) — ia  to  include  the  work  of  clear- 
ing and  grubbing  the  ground  of  all  trees,  stumps, 
busbea,  and  roots,  and  burning  or  otherwise  dispos- 
ing of  the  snme ;  of  sheeting  and  bracing  and  sup- 
porting and  maintaining  all  trenches  and  pits  during 
■nd  after  excavation  ;  of  all  pumping,  ditching  aud 
draining:  of  clearing  the  excavation  of  all  wood  or 
Other  objectionable  materials,  of  selecting  the  mate* 
jid  of  hauling  and   of  disposing  of  the  exca- 
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vated  materials  in  making  embankments,  in  filling, 
refilling,  and  wasting;  of  rolling  and  watering,  and 
all  other  labor  and  expenses  incidental  to  the  hand* 
ling  of  the  excavated  materials. 

9.  Whenever,  in  the  opinion  of  the  engineer, 
the  material  excavated  from  the  pits  and  trenches 
can  not  properly  be  disposed  of  in  embankment  or 
for  other  work  at  one  hauling,  it  shall  be  deposited 
in  spoil  banks,  and  paid  for  under  article  Q,  item 
(c),  and  if  subsequently  ordered  to  be  used  in  the 
work,  it  shall  be  paid  for  a  second  time  under  article 
Q,  item  (cc). 

10.  All  earth  work  paid  for  under  article  Q, 
items  (c)  and  (cc),  shall  be  measured  in  excavation. 

1 1 .  The  embankments  for  the  dam  shall  start 
from  a  well  prepared  base,  stepped  on  sloping 
gpround,  and  shall  be  carried  up  in  horizontal  layers 
not  exceeding  four  inches  in  thickness;  every  layer 
to  be  carefully  rolled,  either  with  heavy  grooved 
rollers,  or  steam  rollers,  and  to  be  well  watered. 
The  earth  to  be  well  rammed  with  heavy  rammers 
at  such  points  as  can  not  be  reached  by  the  rollers. 
Special  care  shall  be  required  in  rantmiing  the  earth 
close  to  the  center  wall,  which  shall  always  be  kept 
at  least  two  feet  higher  than  the  adjoining  embank- 
ment, unless  otherwise  permitted.  The  embank- 
ments of  the  dam  shall  be  kept  at  an  uniform  height 
on  both  sides  of  the  masonry  during  construction, 
and  at  no  time  will  the  down-stream  half  of  the  dam 
be  allowed  to  be  higher  than  the  up-stream  portion. 

At  all  times  the  earth  embankment  must  be 
kept  three  feet  above  the  ''masonry  portion"  of  the 
dam. 

12.  Ample  means  shall  be  provided  for  water- 
ing the  banks,  and  any  portion  of  the  embankment 
to  which  a  layer  is  being  applied  shall  be  so  wet, 
when  required,  that  water  will  stand  on  the  surface. 

The  contractor  shall  furnish  at  his  own  cost  the 
necessary  steam  pumping  plant  and  force-main  for 
forcing  water  into  a  tank  situated  on  the  side  hill,  at 
least  fifty  feet  above  the  top  of  the  dam  when  com* 
pleted.  From  this  tank  a  three- inch  distribution 
pipe,  fitted  with  gates  and  hose  connections,  will 
lead  lengthwise  over  the  dam  to  supply  water  wher- 
ever it  may  be  needed.  If  the  engineer  approves, 
aome  other  method  of  equal  efficiency  for  the  fur- 
fiiishing  of  water  may  be  substituted  for  the  above 
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plant.  Tbts  work  is  included  in  the  price  to  l>e 
pRJd  for  earth  excavation. 

13.  All  the  grounds  covered  by  the  dam  anri  '^ 
by  the  borrow  pits  shall  be  cleared  of  all  soil,  slones, 
trees,  stumps,  or  other  organic  or  perishable  matier, 
which  shall  be  deposited  st  such  points  as  shall  he 
designated.  I(  the  borrow  pits  are,  in  the  opi.jion 
of  the  engineer,  sufficiently  near  the  dam,  the  boil 
or  other  useful  materials  may  be  removed  to  the 
ipoil  banks  and  measured,  otherwise  they  will  not 
be  measured.  Stumps  and  other  vegetable  substances 
ihall  be  burned. 

14.  The  surfaces  of  embankments  shall  be 
dressed  smoothly  to  line  and  grade  to  receive  the 
loil  or  broken  stones  supporting  the  paving  or  riprap. 

15.  The  earth  used  for  the  embankments  shall    t 
be  free  from  perishable  m^ttcrial   of  nil    kinds,  and 
from  atones  larger  than  three  inches  in  diameter,  .md 

it  thai  I  be  of  a  quality  approved  by  ihe  en>;innr. 
The  portion  of  the  embankment  next  to  the  coii-- 
wall  on  the  up-stream  side  of  the  dam  and  thi;  refill- 
ing of  all  trenches  will  be  composed  of  hard-pan  or 
other  line,  compHcC,  or  selected  material!  approved 
by  the  engineer,  who  shall  decide  upon  the  quality 
and  character  of  tiie  earth  to  be  used  at  varioiia 
places,  and  it  mtist  be  selected  and  placed  in  accord- 
ince  with  his  orders. 

16.  All  excavation    and  disposal    in  embank-    ( 
ments  and  refilling    of    earth,    hard-pan,   and    other 
materials,  shall  be  classified  and  estimated  as  eath 
excavation,    and    paid  for    at  the    price    hereinaliL-i 
Itipulated,  article  Q,  item  (■;). 

ROCK    EXCAVATION. 

17.  Rock  excavBiion  is  to  include  the  excava- 
tion of  all  solid  rock  which  can  not.  in  the  opinion 
of  the  engineer,  be  removed  by  picking,  and  of 
bowlders  of  one  cubic  yard  or  more  in  siiie :  ihe  price 
hereinafter  specified — article  Q,  item  (<^) — to  be 
paid  for  rock  excavation  shall  include  the  work  of 
baullng  and  disposing  of  the  same  in  spoil  bunks  or 
other  places. 

iS.      Rock    excavation    shall    be    measured     in 
excavation,  and  estimated  for  payment  in  accordant!.-    i 
with  the  lines  given  by  the  engineer.     Noexcavnfnn 
outside  of  these  lines  will  be  estimated. 

19,  Rock  is  to  be  excavated  for  the  foun.luiions 
ol  tlie  dam.  corc<walls.  and  gate-house,  and  w  hcrever 
thv  «ngtDeer  may  order. 
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Steps.  20.     In  the  wall  and  pipe  trenches  and  in  the 

foundation  for  the  gate-house  or  other  structures, 
the  rock  is  to  be  shaped  roughly  in  steps  or  other 
form  that  may  be  ordered  by  the  engineer. 

The  price  bid  for  rock  excavation  is  to  include 
the  cost  of  supporting  and  maintaining  the  excava- 
tions, of  pumping  and  draining,  of  disposing  of  the 
excavated  materials  as  ordered  by  the  engineer,  and 
all  other  incidental  expenses. 

szpiMivet  21.     All  rock  excavation  in  the  wall  trenches 

and  at  any  other  place  designated  by  the  engineer  is 
to  be  made  with  explosives  of  a  moderate  power, 
under  his  directions,  and  not  with  high  explosives. 
Black  powder  may  be  ordered  by  him  to  be  used  in 
special  cases. 

22.  All  rock  surface  intended  for  masonry 
foundation  must  be  freed  from  all  loose  pieces,  and 
be  firm  and  solid,  and  prepared  as  directed  by  the 
engineer. 

POUNDATION  WORK. 

23.  The  foundation  work  for  the  centre  walls 
of  the  dam  and  for  other  structures  is  to  be  extended 
to  such  depth  and  in  such  a  manner  as  shall  be 
ordered  by  the  engineer.  In  bad  bottom,  sheet 
piling,  tonged  and  grooved,  may  be  ordered  to  be 
driven  or  placed  on  one  or  more  sides  of  the  work. 
If  the  material  of  excavation  is  such,  in  the  opinion 
of  the  engineer,  as  to  require  especial  precaution, 
the  trenches  for  the  centre  wall  and  for  other  struc- 
tures tnay  be  ordered  extended  to  a  great  depth, 
beyond  the  indications  of  the  plans.  The  position 
of  the  bed  rock  being  uncertain,  it  is  impossible  to 
indicate  the  bottom  of  the  core-wall  with  accuracy, 
and  it  is  distinctly  understood  that  the  lines  for  the 
foundation  sboWn  on  the  plans  are  not  guaranteed 
by  the  city  to  be  correct. 

PROTECTIVE     WORK. 

24.  The  contractor  will  be  required  at  his  own 
expense  to  take  care  of  all  water  which  may  come 
down  the  stream  during  the  progress  of  the  work, 
and  to  make  good  any  damage  done  to  the  dam 
from  freshets  or  other  action  of  the  water  or  the 
elements. 

TIMBER. 

25.  Timber  may  be  ordered  used  for  platforms, 
for  permanent  sheet-piling,  and  for  other  permanent 
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uses.     It  shall   be  of   the  sizes   and  placed    in  the 
manner  ordered  by  the  engineer. 

26.  All  timber  and  lumber  so  used  shall  be 
spruce,  sound,  straight  grained,  and  free  from  all 
shakes,  loose  knots,  and  other  defects  that  may 
impair  its  strength  and  durability.  The  price  bid 
for  timber  shall  cover  all  incidenta^l  expenses  incurred 
for  labor,  or  for  tools  or  materials  used  in  placing, 
securing,  and  fastening  it. 

27.  No  payment  shall  be  made  to  the  con- 
tractor for  lumber  used  for  bracing,  sheeting,  scaf- 
folding, and  other  temporary  purposes. 

20.  All  sheeting  and  other  timber  work  in  the 
trenches  and  pits  shall  be  removed  unless  it  is 
ordered  left  in,  in  which  case  such  timber  shall  be 
paid  for  as  herein  stipulated — article  Q,  item  (0*~ 
for  permanent  timber  work. 

29.  The  timber  to   be  used  for  sheet-piling  in   Tongn«d  and 
the   foundations   and   other   places  may  be  ordered      tISS!^ 
tongued   and  grooved.     Such   timber  shall   be  fur- 
nished and  placed  as  ordered,  and  the   price  herein- 
after stipulated — article  Q,  item  (^ee) — for  tongued 

and  grooved  timber  is  to  cover  the   cost   of  placing, 
driving,  securing,  and  fastening  the  same. 

MASONRY. 

30.  All  masonry,  except  where  otherwise  spec- 
ified, shall  be  laid  in  hydraulic  cement  mortar,  and 
shall  be  built  of  the  forms  and  dimensions  shown  on 
the  plans,  as  directed  by  the  engineer  from  time  to 
time,  and  the  system  of  bonding  ordered  by  the  engU 
neer  shall  be  strictly  followed. 

31.  All  beds  and  joints  must  be  entirely  filled 
with  mortar,  and  the  work  in  all  cases  shall  be  well 
and  thoroughly  bonded. 

32.  Care  must  be  taken  that  no  water  shall 
interfere  with  the  proper  laying  of  masonry  in  any 
of  its  parts. 

33.  All  means  used  to  prevent  water  from 
interfering  with  the  work,  even  to  the  extent  of  fur- 
nishing and  placing  pipes  for  conducting  the  water 
away  from  points  where  it  might  cause  injury  to  the 
work,  must  be  provided  by  the  contractor  at  his  own 
expense. 

34.  Under  no  circumstances  will  masonry  be 
allowed  to  be  laid  in  water. 

35.  All  iron- work,  except  the  sluice-gates,  is   iron 
to  be  built  in  the  masonry  without  other  compensa- 
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tion  than  the  price  herein  stipulated  to  be  paid  per 
cubic  yard  of  masonry.  The  pipes,  special  castings 
and  other  iron  work  will  be  furnished  and  deliverd 
by  the  city  on  the  site  of  the  dam,  and  must  then  be 
carefully  protected,  handled  and  laid  by  the  con- 
tractor in  a  thorough  manner  as  directed  by  the  engi- 
neer. 

'^Welufer  3^'     ^^  masonry  is  to  be  built  between  the 

15th  of  November  and  the  15th  of  April,  or  in  freez- 
ing weather,  except  by  permission  of  the  engineer. 

All  masonry  to  be  amply  protected  from  the 
action  of  frost  during  the  winter.     The  contractor 
will  be  required  to  make  good  any  damage  resulting 
from  frost  on  any  portion  of  the  work. 
Spviakiinc.  ^y      ^ji  £j.ggjj  masonry,  if  allowed  to  be  built 

in  freezing  weather,  must  be  covered  and  protected 
in  a  manner  satisfactory  to  the  engineer,  and  during 
hot  weather  all  newly-built  masonry  shall  be  kept 
wet  by  sprinkling  water  on  it  with  a  sprinkling  pot 
until  it  shall  have  become  hard  enough  to  prevent 
its  drying  and  cracking,  and  if  necessary  canvass 
coverings  must  be  provided. 

Cca«i.  3^*     American   cement   and   Portland  cement 

are  to  be  used.     The  American  cement  must  be  in 

food  condition  and  must  be  equal  in  quality  to  the  best 
Losendale  cement.  It  must  be  made  by  manufac- 
turers of  established  reputation,  must  be  fresh  and 
very  fine  ground,  and  in  well-made  casks.  The 
Portland  cement  must  be  of  a  brand  equal  in  quality 
to  the  best  English  Portland  cement.  To  insure  its 
good  quality,  all  the  cement  furnished  by  the  con- 
tractor will  be  subject  to  inspection  and  rigorous 
tests ;  and  if  found  to  be  of  improper  quality,  will 
be  branded  and  must  be  immediately  removed  from 
the  work ;  the  character  of  the  tests  to  be  determined 
by  the  engineer.  The  contractor  shall,  at  all  times, 
keep  in  store  at  some  convenient  point  in  the  vicinity 
of  the  work,  a  sufficient  quantity  of  cement  to  allow 
ample  time  for  the  tests  to  be  made  without  delay 
to  the  work  of  construction.  The  engineer  shall  be 
notified  at  once  of  each  delivery  of  cement.  It  shall 
be  stored  in  a  tight  building,  each  cask  must  be 
raised  several  inches  above  the  ground,  by  blocking 
.  or  otherwise. 

39.  Cement  is  generally  to  be  used  in  the  form 
of  mortar  with  an  admixture  of  sand,  and  when  so 
nsed,  its  use  is  included  in  the  price  herein  stipulated 
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for  the  various  kinds  of  masonry.  For  the  founda- 
tion work,  however,  Portland  cement  may  be 
ordered  by  the  engineer  in  exceptionally  wet  and 
difficult  places,  to  be  used  with  or  without  any 
admixture  of  sand  for  grouting  seams  or  for  such 
other  purposes  as  he  may  direct.  The  cost  of  plac- 
ing said  cement  will  be  paid  by  the  city,  the  price  to 
be  paid  to  be  estimated  by  the  engineer  unless  others 
wise  stipulated.  Such  cement  is  to  be  paid  for  per 
barrel  of  four  hundred  pounds,  furnished  and  deliv* 
ered  by  the  contractor  at  the  place  where  it  must  be 
used.     See  article  Q,  item  (/"). 

40.  All  mortar  shall  be  prepared  from  cement  n^^^^ 
of  the  quality  before  described,  and  clean,  sharp 
sand.  These  ingredients  shall  be  thoroughly  mixed 
dry,  as  follows :  The  proportion  of  cement  ordered, 
by  measure,  with  the  ordered  proportion  of  sand, 
also  by  measure ;  and  a  moderate  dose  of  water  is  to 
be  afterwards  added  to  produce  a  paste  of  proper 
consistency;  the  whole  to  be  thoroughly  worked 
with  hoes  or  other  tools.  In  measuring  cement  it 
shall  be  packed  as  received  in  casks  from  the  manu- 
facturer. The  mortar  shall  be  freshly  mixed  for  the 
work  in  hand,  in  proper  boxes  made  for  the  purpose ; 
no  mortar  to  be  used  that  has  become  hard  or  set 
If  the  mortar  ingredients  are  mixed  at  some  distance 
from  the  work,  water  shall  not  be  added  until  the 
mortar  has  been  brought  to  the  dam  and  is  ready  for 
use. 

41.  The  price  herein  stipulated  for  the  various 
kinds  of  masonry  is  contingent  on  the  use  of  a  mortar 
made  of  a  mixture  of  one  part  in  a  volume  of  Amer- 
ican cement  to  two  parts  of  sand.  Additional  prices 
are  herein  stipulated  for  the  use  of  mortars  formed 
with  a  different  mixture  of  cement  and  sand.    Article 

Q,  items  (O,  (0»  («)»  W- 

42.  The  concrete  shall  be  formed  of  sound 
broken  stones  or  screened  gravel  stones  not  exceed- 
ing two  inches  at  their  greatest  diameter.     All  stones 

in  any  way  larger  are  to  be  thrown  out.     The  mate-  ^  '*^' 

rials  to  be  cleaned  from  dirt  and  dust  before  being 
used ;  to  be  mixed  in  proper  boxes,  with  mortar  of 
the  quality  before  described,  in  the  proportion  of  five 

f>arts  of  broken  stone  to  one  part  of  cement ;  to  be 
aid  immediately  after  mixing,  and  to  be  thoroughly 
compacted  throughout  the  mass  by  ramming  till  the 
water  flushes  to  the  surface ;  the  amount  of  water 
used   for  makiug   the  concrete  to  be  approved  or 
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directed  by  the  engineer.  The  concrete  shall  be 
allowed  to  set  for  twelve  hours,  or  more,  if  so  directed, 
before  any  work  shall  be  laid  upon  it;  and  no  walk- 
ing  over  or  working  upon  it  shall  be  allowed  while  it 
is  setting.     Article  Q,  item  (^). 

43.  Whenever  ordered  by  the  engineer  the  con- 
crete shall  be  formed  of  broken  stone  not  exceeding 
one  inch  at  their  greatest  diameter,  used  in  the  pro- 
portion of  three  parts  of  broken  stone  to  one  part  of 
cement.     Article  Q,  item  i£g)* 

44.  The  up-stream  faces  of  all  core-walls,  and 
such  other  surfaces  as  the  engineer  may  direct,  will 
be  thoroughly  plastered  with  a  half  inch  coat  of  Port- 
land cement  plastering  put  on  in  two  portions  as  fol- 
lows :  Next  the  concrete  a  thick  coating  of  Portland 
cement  mortar  will  be  put  on,  mixed  in  the  pro- 
portion of  one  part  of  cement  to  one  of  sand,  rubbed 
to  a  uniform  surface  and  left  rough ;  over  this  will 
be  smoothly  spread  with  trowels  a  coat  of  neat  Port- 
land cement  which  shall  be  thoroughly  worked  to 
make  a  perfectly  water-tight  surface.  All  plastering 
will  be  measured  and  paid  for  by  the  square  yard  of 
superficial  surface  as  per  article  Q,  item  (^). 

45 .  The  bricks  shall  be  of  the  best  quality  of  hard- 
burned  bricks ;  burned  hard  entirely  through,  regular 
and  uniform  in  shape  and  size,  and  of  compact  text- 
ure. To  insure  their  good  quality,  the  bricks  fur- 
nished by  the  contractor  will  be  subject  to  inspection 
and  rigorous  tests,  and  if  found  of  improper  quality 
will  be  condemned,  the  character  of  the  tests  to  be 
determined  by  the  engineer.  They  are  to  be  culled 
before  laying  at  the  expense  of  the  contractor,  and 
all  bricks  of  an  improper  quality  shall  be  laid  aside 
and  removed ;  the  engineer  to  be  furnished  with  men 
for  this  purpose  by  and  at  the  expense  of  the  con- 
tractor. 

46.  All  brick  masonry  shall  be  laid  with  bricks 
of  the  quality  before  described  and  in  Portland  cement 
mortar  mixed  one  part  of  cement  to  two  of  sand. 
No  *^bats"  shall  be  used  except  in  the  backing, 
where  a  moderate  proportion  (to  be  determined  by 
the  engineer)  may  be  used,  but  nothing  smaller  than 
''half  bricks."  The  bricks  to  be  thoroughly  wet  just 
before  laying.  Every  brick  to  be  completely  imbed- 
ded in  mortar  under  its  bottom  and  on  its  sides. 
Care  shall  be  taken  to  have  every  joint  full  of  mortar 
and  all  joints  shall  be  pointed. 
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47.  All  centering  shall  be  made,  put  up,  and  '^""' 
removed  in  a  manner  satisfactory  to  the  engineer. 

48.  All  stone  masonry  is  "to  be  built  of  sound,  swj 
clean  quarry  granite  slone  of  quality  and  size  satis- 
factory to   the   engineer;  all   joints   to    be    full  of 
mortar,  unless  otherwise  specified. 

49.  Paving  is  to  be  laid  without  mortar,  and  is  ^^^^ 
to  be  used  for  portions  or  the  whole  of  the  slopes  of 

the  dam  embankments,  and  at  any  other  place  that 
may  be  designated. 

50.  This  work  is  to  be  measured  in  accordance 
with  the  lines  shown  on  the  drawings  or  ordered  dur- 
ing the  progress  of  the  work.  The  stones  used  must 
be  roughly  rectangular ;  all  irregular  projections  and 
feather  edges  must  be  hammered  off.  No  stone  will 
be  accepted  which  has  less  than  the  depth  represented 
OD  the  plans  or  ordered.  Each  stone  used  must  be 
set  solid  on  the  foundation  of  broken  stone  or  earth 
and  no  interstices  must  be  left. 

51.  After  the  slopes  which  are  to  receive  the  Bit 
paving  have  been  dressed,  a  layer  of  broken  stone, 
nine  inches  thick  or  less,  is  to  be  spread  as  a  founda- 
tion (or  the  paving  wherever  ordered.  The  broken 
stone  must  be  sound  and  bard,  not  exceeding  two 
inches  at  the  greatest  diameter.      Broken  stones  may 

be  used  also  wherever  the  engineer  may  direct,  and 
paid  (or  under  this  head.  Article  Q,  item  (/)- 
The  cost  of  the  broken  stone  used  (or  making 
concrete  is  included  in  the  price  hereinbefore  stipu- 
lated lor  concrete  laid. 

52.  Riprap  instead  of  paving  may  be  used  for 
covering    a    large    portion    of  the  dam  slopes,  and   '*''" 
wherever  the  engineer  may  order.     It  shall  be  made 

of  Stone  of  such  size  and  quality  and  in  such  manner 
IS  be  shall  direct,  and  must  be  roughly  laid  by  hand. 
It  will  generally  be  put  on  in  thick  layers,  and  if 
found  cheaper  will  probably  be  substituted  for  paving 
the  lower  slopes  of  the  dam  below  the  berm. 

53.  Rubble-stone  ma6onry  is  to  be  used  for  the  r^^i 
central  part  of  the  dam,  for  the  wing-walls  of  the 
e»rth  embankments,  for  the  gate-house,  and  wherever 
ordered  by  the  engineer. 

Itshall  be  made  with  sound  clean  stones  of  com- 
pact texture,  free  from  loose  seams  and  other  defects. 
They  must  have  roughly  rectangular  forms,  and  all 
trregnlar  projections  and  feather  edges  must  be 
hanimered  off  before  the  stones  are  set.     The  beds 
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must  be  good  for  materials  of  this  class  and  must 
present  such  even  surfaces  that  when  lowering  a 
stone  on  the  surface  prepared  to  receive  it,  there 
may  be  no  doubt  that  the  mortar  will  fill  all  spaces. 

After  the  bed-joints  are  thus  secured,  a  moderate 
quantity  of  spalls  can  be  used  in  the  preparation  of 
suitable  surfaces  for  receiving  other  stones.  No 
spalling  up  under  a  stone  after  it  is  laid  will  be 
allowed,  neither  will  any  grouting  or  filling  of  joints 
be  allowed  after  the  stone  is  set.  Especial  care  is  to 
be  taken  to  have  every  stone  entirely  surrounded  by 
mortar. 

The  quality  of  the  beds  is  to  regulate,  to  a  large 
extent,  the  size  of  the  stones  used,  as  the  difHculty  of 
forming  a  good  bed-joint  increases  with  the  size  of 
the  stones.     Various  sizes  must  be  used. 

Generally  the  largest  stones  are  not  to  measure 
more  than  twenty  cubic  feet,  and  they  are  to  be  used 
in  the  proportion  of  about  twenty-five  per  cent,  of 
the  whole,  but  they  must  be  omitted  partially  or 
entirely  if  their  beds  are  not  satisfactory.  It  is 
expected  that  one  quai  ter  of  the  stones  used  will  be 
of  such  size  that  two  men  can  handle  them.  The 
balance  to  be  composed  of  intermediate  sizes. 
Regular  coursing  to  be  avoided. 

54.  The  exposed  faces  of  the  wing  walls, 
retaining  walls,  and  of  any  other  rubble  work  that  the 
engineer  may  designate,  are  to  be  made  of  broken 
ashlar  with  joints  not  exceeding  one  half  inch  in 
thickness;  the  stones  not  to  be  less  than  12  inches 
deep  from  the  face,  and  to.  present  frequent  headers. 
The  joints  shall  be  pointed  with  neat  Portland 
cement.  This  face  work  is  to  be  paid  for  by  the 
square  foot  of  the  superficial  area  for  which  it  is 
ordered  in  addition  to  the  price  paid  per  cubic  yard 
of  rubble-stone  masonry,  but  the  right  is  reserved  to 
change  this  masonry  to  range  work,  should  it  be  for 
the  interest  of  the  city  so  to  do.  Article  Q,  item  (if). 

55.  The  outer  faces  of  the  masonry  dam,  and 
if  found  best  the  gate-chamber  and  any  other 
masonry  that  may  be  designated,  are  to  be  made  of 
range  stones,  as  shown  on  the  plans,  the  stones  to  be 
of  unobjectionable  quality,  sound  and  durable,  free 
from  all  seams  and  other  defects,  and  of  such  kind 
as  shall  be  approved  by  the  engineer.  They  shall 
be  pointed  with  neat  Portland  cement. 

All  beds,,  builds,  and  joints  are  to  be  cut  true  to 
a  depth  of  not  more  than  4  inches,  and  not  less  than 
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Arrises. 


Boad. 


Courses, 


3  inches  from  the  faces  and  to  surfaces  allowing  of 
one  half  inch  joints  at  most;  the  joints  for  the 
remaining  part  of  the  stones  not  to  exceed  2  inches 
in  thickness  at  any  point. 

56.  All  cut  arrises  to  be  true,  well  defined,  and 
sharp. 

57.  Where  this  class  of  masonry  joins  with 
dimension  stone  masonry  the  courses  must  corres- 
pond, and  the  joining  with  arches  and  other  dimen- 
sion stone  masonry  must  be  accurate  and  workman- 
like. 

Each  course  to  be  composed  of  two  stretchers 
and  one  header  alternately,  the  stretchers  not  less 
than  3  feet  long  nor  more  dian  7  feet  long. 

58.  The  rise  of  the  courses  may  vary  from  bot- 
tom to  top  from  30  inches  to  15  inches  in  approxi- 
mate vertical  progression,  and  the  width  of  bed  of 
the  stretchers  is  not  to  be  at  any  point  less  than  the 
height  nor  less  than  24  inches.  The  headers  are  not 
to  be  less  than  4  feet  in  length. 

This  class  of  masonry,  including  the  headers,  is  ^^^l^' 
to  be  estimated  at  ^o  inches  thick  throughout.    In  no 
case  are  the  tails  of  the  headers  to  be  estimated* 

59.  The   coping  of   the   wing   walls  will  be   ^•^p>nf- 
classed  as  coping  stone  masonry.     The  surfaces  will 

be  rough  pointed  to  the  circular  forms  given.  The 
capping  stones  to  the  posts  will  be  estimated  as 
dimension  stone  with  hammered  surfaces. 

60.  The  prices  herein  stipulated  for  range  and    '*'*ces. 
broken  ashlar  stone  masonry  are  to  cover  the  cost  of 
pointing,  of  cutting  chisel  drafts  at  all  comers  and 
angles  in  the  work,  and  of  preparing  the  rock  faces; 

but  if  any  six-cut  work  is  ordered  in  connection  with 
this  class  of  masonry  it  shall  be  paid  for  at  the  prices 
hereinafter  stipulated  for  such  work.  Article  Q, 
item  (r). 

61  •  The  face  bond  must  not  show  less  than 
12  inches  lap  unless  otherwise  permitted. 

62.  The  pointing  of  the  faces  of  all  masonr}-  Pointing. 
in  the  dam,  gate-house,  and  wings  to  be  thoroughly 
done  with  neat  Portland  cement  after  the  structures 
are  completed,  every  joint  to  be  raked  out  therefor 
to  a  depth  of  at  least  2  inches,  and  if  the  engineer  is 
satisfied  that  the  pointing  at  any  place  is  not  properly 
done  it  must  be  taken  out  and  done  over  again.  The 
cement  is  to  be  mixed  in  small  quantities  and  applied 
before  its  first  setting. 


fare 
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Grooves. 


W«Jk. 


Irec  frcnn  all 

^ad  ijtitfactory  to 

be  cot  to  exjct  di 

fhall  be  true,  well  defined, 

boUds,  and  joints  are  to  be 
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indi  joint  at  most.     No 

incfaet  across  or  nearer  than  3 
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of  tbe  plng-bole  in  anj  joint  rrcrrd 

its  whole  area. 

Tbe  stone  shall  be  laid  with 
indi  joints,  and  all  face  joints  sfaal!  be 
mortar  made  of  neat  Portland 
its  first  setting.  All  joints  to  be  raked  oat  to 
of  two  inches  before  pointing :  die  cost  o€ 
to  be  included  in  the  price  stipulated  far 


masonry. 

64.  In  rock  face  work  the  arrises  o€  the 
stones  enclosing  the  rock  face  most  be  pitched  to 
tme  lines ;  the  face  projections  to  be  hcAd^  and  from 
3  to  5  inches  beyond  the  arrises.  The  assies  of  all 
walls  or  structures  baring  rock  faces  are  to  be 
defined  by  a  chisel  draft  not  less  than  i}^  indies 
wide  on  each  face. 

65.  In  fine  hammered  work  the  face  of  the 
stones  must  be  brought  to  a  true  plane  and  fine 
dressed,  with  a  hammer  having  six  blades  to  die 
inch. 

For  fine  hammer-dressing  (six-cnt  work)  the 
price  stipulated  in  article  Q,  item  (r),  per  saperfi- 
cial  square  foot  of  dressing  will  be  paid  in  addition 
to  the  price  per  cubic  yard  of  masonry. 

66.  No  payment  will  be  made  for  cutting 
grooves  and  recesses  other  than  the  price  paid  for 
the  dressing  of  their  surfaces,  which  are  to  be  fine 
hammered. 

67.  The  contractor  will  build  a  walk  upon  the 
top  of  the  earthen  embankments.  It  will  be  8  feet 
wide  and  i  foot  in  depth,  composed  of  broken  stone 
9  inches  in  depth  and  a  thin  layer  of  selected  screen- 
ings and  binding  gravel  (as  ordered).  The  surface 
will  be  moistened  and  rolled  with  a  hand  roller  as 
directed.  Tbe  broken  stone  screenings  and  gravel 
used  in  this  walk  will  not  be  included  in  any  other 
measurement.     Payment  will  be  made  for  the  fio- 
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ished  walk  according  to  the  number  of  linear  or  run- 
ning feet  it  may  contain. 

GENERAL  CLAUSES. 

68.  If  any  person  employed  by  the  contractor  '"vv?5!m«L 
on  the  work  should  appear  to  the  engineer  to  be 
incompetent,  or  to  act  in  a  disorderly  or  improper 
manner,  he  shall  be  discharged  immediately  on  the 
requisition  of  the  engineer,  and  such  person  shall  not 

be  again  employed  on  the  work: 

69.  Any  materials  condemned  or  rejected  by  ^^gy^J^g'^ 
the  engineer  or  his  representatives  may  be  branded, 

or  otherwise  marked,  and  shall,  on  demand,  be 
at  once  removed  to  a  satisfactory  distance  from  the 
work. 

70.  Any  unfaithful   or  imperfect  work  which  ^"Jf*'^,J" 
may  be  discovered  before  the  final  acceptance  of  the 

work  shall  be  corrected  immediately,  and  any  unsat- 
isfactory materials  delivered  shall  be  rejected  on  the 
requirement  of  the  engineer,  notwithstanding  that 
they  may  have  been  overlooked  by  the  proper 
inspector.  The  inspection  of  the  work  shall  not 
relieve  the  contractor  of  any  of  his  obligations  to 
perform  sound  work,  as  herein  prescribed ;  and  all 
work,  of  whatever  kind,  which,  during  its  progress 
and  before  it  is  finally  accepted,  may  become  dam- 
aged from  any  cause  shall  be  removed,  and  replaced  . 
by  good  and  satisfactory  work. 

71.  Whenever  the  contractor  is  not  present  on  Ordew 
any  part  of  the  work  where  it  may  be  desired  to      ^*»«y**^ 
give  directions,  orders  will  be  given  by  the  engineer 

to,  and  shall  be  received  and  obeyed  by,  the  super- 
intendent or  forenian  who  may  have  charge  of  the 
particular  work  in  relation  to  which  the  orders  are 
given. 

72.  In  all  the  operations  connected  with  the  work  Laws, 
herein  specified,  all  laws  or  regulations  controlling 

or  limiting  in  any  way  the  actions  of  those  engaged 
on  the  works,  or  affecting  the  methods  of  doing  the 
work  or  materials  applied  to  it,  must  be  respected 
and  strictly  complied  with ;  and  during  the  progress 
of  the  work  the  contractor  shall  provide  such  precau- 
tions as  may  be  necessary  to  protect  life  and 
property. 

73.  After  the  completion  of  the  work  the  con-  cit-nngnp. 
tractor  is  to  remove  all  temporary  structures  built  by 

him,  and  all  surplus  materials  of  all  kinds  from  the 
site  of  the  work,,  and  to  leave  them  in  neat  condition. 
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Subletting.  H.  The  contractor  agrees  that  he  will  give  his  per- 
sonal attention  to  the  fulfillment  of  this  contract ;  and 
that  he  will  not  sublet  the  aforesaid  work,  but  will 
keep  the  same  under  his  control,  and  that  he  will  not 
assign,  by  power  of  attorney  or  otherwise,  any  por- 
tion of  the  said  work,  unless  by  and  with  the  previous 
consent  of  the  water  board,  to  be  signified  by 
endorsement  on  this  agreement. 
I.  The  contractor  shall  furnish  the  necessary 
scaffolding,  ways,  and  all  necessary  means  and  con- 
veniences for  the  transfer  of  the  material  to  its 
proper  place  and  for  its  erection.  And  it  is  also  to 
be  utiderstood  that  the  city  shall  not  be  held  respon- 
sible for  the  care  or  protection  of  any  materials  or 
parts  of  the  work  until  its  final  acceptance. 
J.  It  is  further  agreed  that  the  engineer,  or  his 
authorized  agent  and  assistants,  shall  at  all  times 
have  access  to  the  work  during  its  progress ;  and  he 
shall  be  furnished  with  every  reasonable  facility  for 
ascertaining"  that  the  work  being  done  b  in  accord- 
ance with  the  requirements  and  intention  of  this 
contract. 

Alteration.  K.  Should  it  be  found  desirable  by  the  water 
board  to  make  alterations  in  the  form  or  character  of 
any  of  the  work,  the  said  water  board  may  order 
such  alterations  to  be  made,  defining  them  in  writing 
and  drawings,  and  they  shall  be  made  accordingly; 
provided^  that  in  case  such  changes  increase  the  cost 
of  the  work,  the  contractor  shall  be  fairly  remunera* 
ted ;  and  in  case  they  shall  diminish  the  cost  of  the 
work,  proper  deduction  from  the  contract  price  shall 
be  made ;  the  amount  to  be  paid  or  deducted  to  be 
decided  by  the  city  engineer. 
Extra  Work.  L.  The  coutractor  hereby  agrees  that  he  will  do 
such  extra  work  as  may  be  required  by  the  water 
board  for  the  proper  construction  or  completion  of 
the  whole  work  herein  contemplated ;  that  he  will 
make  no  claims  for  extra  work  unless  it  shall  have 
been  done  in  obedience  to  a  written  order  from  the 
said  water  board  or  their  duly  authorized  agent;  that 
all  claims  for  extra  work  done  in  any  month  shall  be 
filed  in  writing  with  the  engineer  before  the  fifteenth 
of  the  following  month;  and  that,  failing  to  file  such, 
claims  within  the  time  required,  all  rights  for  pay  for 
such  extra  work  shall  be  forfeited.  The  price  to  be 
paid  for  all  extra  work  done  shall  be  its  actual  rea- 
sonable cost  to  the  contractor,  as  determined  by  the 
city  engineer,  plus  tlfteen  per  cent. 
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M.  The  contractor  is  to  use  such  appliances  for  the 
performance  of  all  the  operations  connected  with  the  ^PP'**"*** 
work  embraced  under  this  contract  as  will  secure  a 
satisfactory  quality  of  work  and  a  rate  of  progiest 
which,  in  the  opinion  of  the  engineer,  will  secure  the 
completion  of  the  work  within  the  time  herein  speci- 
fied. Ify  at  any  time  before  the  commencement  or 
during  the  progress  of  the  work,  such  appliances  ap« 
pear  to  the  engineer  to  be  inefficient  or  inappropriate 
for  securing  the  quality  of  the  work  required  or  the 
said  rate  of  progress,  he  may  order  the  contractor  to 
increase  their  efficiency  or  to  improve  their  character, 
and  the  contractor  must  conform  to  such  order ;  but 
the  failure  of  the  engineer  to  demand  such  increase 
of  efficiency  or  improvement  shall  not  relieve  the 
contractor  from  his  obligation  to  secure  the  quality 
of  work  and  the  rate  of  progress  established  in  these 
specifications. 

N.     The  said  contractor  further  agrees  that  if  the 
work  to  be  done  under  this  contract  shall  be  aban- 
doned, or  if  at  any  time  the  engineer  shall  be  of  the 
opinion,  and  shall  so  certify  in  writing  to  the  water 
board,  that  the  said  work  is  unnecessarily  or  unrea- 
sonably delayed,  or  that  the  said  contractor  is  willfully 
violating  any  of  the  conditions  or  agreements  of  this 
contract,  or  is  not  executing  said  contract  in  good 
faith,  or  fails  to  show  such  progress  in  the  execution 
of  the  work  as  will  give  reasonable  grounds  for  an- 
ticipating its  completion  ^yithin  the  required  time, 
the  said  water  board  shall  have  power  to  notify  the 
said  contractor  to  discontinue  all  work,  or  any  part 
thereof,  under  this  contract  ;•  and  thereupon  the  said 
contractor  shall  cease  to  continue  said  work,  or  such 
part  thereof,  as  the  said  water  board  may  designate ; 
and  the  said  water  board  shall  thereupon  have  the 
right,  at  their  discretion,  to  contract  with  other  par- 
ties for  the  delivery  or  completion  of  all  or  any  part 
of  the  work  left  uncompleted  by  said  contractor,  or 
for  the  correction  of  the  whole  or  any  part  of  said 
work.     And  in  case  the  expense  so  incurred  by  said 
water  board  is  less  than  the  sum  which  would  have 
been  payable  under  this  contract  if  the  same  had  been 
completed  by  the  said  contractor,  then  the  said  con- 
tractor shall  be  entitled  to  receive  the  difference ;  and 
in  case  such  expense  shall  exceed  the  last  said  sum, 
then  the  contractor  shall,  on  demand,  pay  the  amount 
of  such  excess  to  the  said  city,  on  notice  from  the 
said  water  board  of  the  excess  so  due ;  but  such  ex- 
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cess  to  be  paid  by  the  contractor  shall  not  exceed  die 
amount  of  the  security  for  the  performance  of  this 
contract 

O.  The  said  contractor  further  agrees  that  the  said 
water  board  may,  if  they  deem  it  expedient  to  do  so, 
retain  out  of  and  amounts  due  to  the  said  contractor 
sums  sufficient  to  cover  any  unpaid  claims  of 
mechanics  or  laborers  for  work  or  labor  performed 
under  this  contract ;  provided^  that  notice  in  writing 
of  such  claims,  signed  by  the  claimants,  shall  have 
been  previously  filed  in  the  office  of  the  city  clerk. 
P.  The  said  contractor  further  agrees  that  he  will 
indemnify  and  save  harmless  said  city  from  all  claims 
aeainst  said  city,  under  chapter  one  hundred  and 
nmety-one  of  the  Public  Statutes  of  Massachusetts, 
and  any  laws  passed  since  the  Public  Statutes,  with 
reference  to  liens  on  buildings  and  lands,  for  labor 
done  and  materials  furnished  under  this  contract, 
and  shall  furnish  the  said  water  board  with  satis- 
factory evidence,  when  called  for  by  them,  that  all 
persons  who  have  done  work  or  furnished  materials 
under  this  contract,  for  which  the  said  city  may 
become  liable,  and  all  claims  from  the  various 
departments  of  the  city  government,  or  private  cor- 
porations, or  individuals,  for  damage  of  any  kind 
caused  by  the  construction  of  said  work,  have  been 
fully  paid  or  satisfactorily  secured ;  and  in  case  such 
evidence  is  not  furnished,  an  amount  necessary  and 
sufficient  to  meet  the  claims  of  the  persons  aforesaid 
shall  be  retained  from  any  moneys  due,  or  that  may 
become  due,  the  said  contractor  under  this  contract, 
until  the  liabilities  aforesaid  shall  be  fully  discharged 
or  satisfactorily  secured. 

The  said  contractor  further  agrees  that  he  will 
indemnify  and  save  harmless  the  said  city  from  all 
suits  or  actions,  of  every  name  and  description, 
brought  against  the  said  city  for  or  on  account  of 
any  injuries  or  damages  received  or  sustained  bj 
any  person  or  persons,  by  or  from  the  said  con- 
tractor, his  servants  or  agents,  in  the  construction  of 
said  work,  or  by  or  in  consequence  of  any  negli- 
gence in  guarding  the  same,  or  any  improper  oiate- 
rials  used  in  its  construction,  or  by  or  on  account  of 
any  act  or  omission  of  the  said  contractor  or  his 
agents ;  and  the  said  contractor  ifurther  agrees  that 
so  much  of  the  money  due  him  under  and  by  virtue 
of  this  agreement  as  shall  be  considered  necessary  bj 
the  said  engineer  may  be  retained  by  the  said  city 
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r  claims  for  damages  as  afore* 
.  settled,  and  evidence  to  that 
e  satisfaction  of  the  said  eng:- 


until  all  such  suits  □ 
laid  shall  have  beei 
effect  furnished  to  th 
neer. 

Q.  And  the  said  contractor  further  agrees  to  receive 
the  following  prices  as  full  compensation  for  furnish- 
ing all  the  materials,  and  for  doing  all  the  work  con- 
lemplated  and  embraced  in  this  agreement ;  also,  for 
all  loas  or  damage  arising  out  of  the  nature  of  the 

I  work  aforesaid,  or  from  the  action  of  the  elements, 
-cr  frorn  any  unforeseen  obstruction  or  difficullies 
mhich  may  be  encountered  in  the  prosecution  of  the 
Btme ;  and  for  ail  risks  of  every  description  con- 
■ected  with  the  work;  also,  for  all  expense  incurred 
By  or  in  consequence  of  the  suspension  or  discon- 
■nuance  of  said  work  as  herein  specilied,  and  for 
■kU  and  faithfully  completing  the  work,  and  the 
■rhole  thereof,  in  the  manner  and  according  to  the 
plana  and  specifi cations,  and  the  requirements  of 
the  engineer  under  them,  to  wit : 

(a)  For  the  removal  of  soil  excavated  and 
placed  in  spoil  banks,  including  all  incidental  work, 

the  Bim  of ($ -)  per  cubic  yard. 

(a«)  For  the  removal  of  soil  taken  from  spoil 
liantcs  or  from  other  places  and  placing  on  the  slopes 
«)fthe  embankment,  including  all  incidental  work, 

*he  sum  of ($ )  per  cubic  yard. 

(i)     Forsodding,  including  all  incidental  work, 

tJie  sum  of  ($ )  per  superHcial   square 

>ard. 

(^j)     For    seeding,     including  all    incidental 

xvork,  the  sum  of ($ )  per  acre. 

(f)  For  earth  excavation,  including  its  dis» 
()0tal  in  embankments  and  reftiiing,  or  as  otherwise 
ordered  by  the  engineer,  and  all  incidental  work,  the 

Kum  of ($ )  per  cubic  yard. 

(ec)  For  rehandling  of  excavated  materials 
from  spoil  banks,  and  placing,  including  all  incident- 
al worie,   the  sum  of ($ )  per  cubic  yard. 

(^)     For   rock   excavation,    iucluding    its    dis- 
posal, and    all  incidental    work,  the   sum    of 
($  )  per  cubic  yard. 

(«)  For  permanent  timber  work,  except 
toagued  and  grooved  timber,    placed,    including  all 

iacidental    work,     the  sum  of ■  ($ )    per 

thouBsad  feet  B.  M. 
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{ce)  For  permanent  timbet  work,  tongued  and 
grooved,  placed,  including  all  incidental  work,  the 
sum  of ($ )  per  thousand  feet  B.  M. 

(y)  For  Portland  cement  ordered  by  the  en- 
gineer, delivered  where  ordered  on  the  work,  in  bar- 
rels  containing  four  hundred   pounds,   including  all 

incidental   work,    the    sum    of  ($ )  per 

barrel. 

(^)  For  concrete  masonry,  in  place,  formed  of 
five  parts  of  broken  stone  or  screened  gravel,  to  one 
part  of  cement,  and  made  with  American  cement 
mortar  mixed  in  the  proportion  of  one  part  of  cement 
to  two  parts  of  sand,  including  all  incidental  work, 
the  sum  of ($ )  per  cubic  yard. 

(g^ff)  For  concrete  masonry,  in  place,  formed 
of  three  parts  of  broken  stone  or  screened  gravel  to 
one  part  of  cement  and  made  with  American  cement 
mortar  mixed  in  the  proportion  of  one  part  of  cement 
to  two  parts  of  sand,  including  all  incidental  woik, 
the  sum  of ($ )  per  cubic  yard. 

{A)  For  plastering  all  concrete  walls  with 
Portland  cement,  including  all  incidental  work,  the 
sum  of — ($ )  per  superficial  square  yard. 

(f)  For  brick  masonr}%  laid  in  Portland 
cement  mortar  mixed  in  the  proportion  of  one  part 
of  cement  to  two  parts  of  sand,  and  including  all 
pointing,  centering,  etc.,  and  removing  the  same, 
and  all  incidental  work,  the  sum  of  — ^—  ($  ) 
per  cubic  yard. 

(y)  For  paving  in  place,  including  all  inci- 
dental work,  the  sum  of  ($         )  per  cubic 

yard. 

(^)  For  riprap  in  place,  including  all  inci- 
dental work,  the  sum  of  ($ )  per  cubic 

yard. 

(/)  For  broken  stone  in  place  (other  than  that 
used  in   making  concrete   and    the  walk),  including 

all  incidental  work,  the  sum  of ($         )  per 

cubic  yard. 

(m)  For  rubble-stone  masonry,  laid  in  Ameri- 
can cement  mortar  mixed  in  the  proportion  of  one 
part  of  cement  to  two  parts  of   sand,  including  all 

incidental  work,  the  sum  of ($— — )  per  cubic 

yard. 

(»)  For  face  work  of  broken  ashlar,  in  addi- 
tion to  the  price  paid  per  cubic  yard  as  rubble, 
including  pointing  in  neat  Portland  cement,  and  all 
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incidental  work,   the  sum   of  ($ )  per 

superficial  square  foot. 

(^)  For  facing  stone  masonry  of  range  stones 
laid  in'  American  cement  mortar  mixed  in  the  pro- 
portion of  one  part  of  cement  to  two  parts  of  sand 
tnd  pointing  in  neat  Portland  cement,  including  all 

incidental  work,  the  sum  of ($- )  per  cubic 

yard. 

(/)  ^^^  coping  laid  in  place,  and  pointed  in 
neat  Portland  cement,  including  all  incidental  work, 

the  sum  of       '         ($ )  per  linear  or  running 

foot. 

(^)  For  dimension  stone  masonry  laid  in 
American  cement  mortar  mixed  in  the  proportion  of 
one  part  of  cement  to  two  parts  of  sand,  including 
pointing  in  neat  Portland  cement,  centering,  etc., 

tnd  all  incidental  work,  the  sum  of ($         ) 

per  cubic  yard. 

(r)     For  fine  hammer  dressing  (six-cut  work) 

the  sum  of  ($ )   per   superficial   square 

foot. 

(5)  For  all  kinds  of  masonry  laid  in  American 
cement  mortar  mixed  in  the  proportion  of  one  part 
of  cement  to  one  part  of  sand,  in  addition  to  the 
prices  per  cu^ic  yard  hereinbefore  stipulated  to  be 
paid  for  the  same  class  of  masonry  laid  in  American 
cement  mortar  mixed  in  the  proportion  of  one  part 
of  cement  to  two  parts  of  sand,  the  sum  of 
($        )  per  cubic  yard. 

(/)  For  all  kinds  of  masonry  laid  in  Portland 
cement  mortar  mixed  in  the  proportion  of  one  part 
of  cement  to  one  part  of  sand,  in  addition  to  the 
prices  per  cubic  yard  hereinbefore  stipulated  to  be 
paid  for  the  same  class  of  masonry  laid  in  American 
cement  mortar  mixed  in  the  proportion  of  one  part 

of  cement  to  two  parts  of  sand,  the  sum  of 

($         )  per  cubic  yard. 

(»)  For  all  kinds  of  masonry  laid  in  Portland 
cement  mortar  mixed  in  the  proportion  of  one  part 
of  cement  to  two  parts  of  sand,  in  addition  to  the 
prices  per  cubic  yard  hereinbefore  stipulated  to  be 
paid  for  the  same  class  of  masonry  laid  in  American 
cement  mortar  mixed  in  the  proportion  of  one  part 

of  cement  to  two  parts  of  sand,  the  sum  of 

($ )  per  cubic  yard. 

(9)  For  all  kinds  of  masonry  laid  in  Portland 
cement  mortar  mixed  in  the  proportion  of  one  part 
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« 
of  cement  to  three  parts  of  siind,    in  addition  to  the 

price  per  cubic  yard  hereinbefore  stipulated  to  be 

paid  for  the  same  class  of  masonry  laid  in  American 

cement  mortar  mixed  in  the  proportion  of  one  part 

of  cement  to  two  parts  of  sand,   the  sum  of- 

($ )  per  cubic  yard. 

(w)  For  building  walk,  including  all  inci- 
dental work,  the  sum  of ($-1 )  per  linear 

or  running  fpot. 

(at)  For  all  extra  work  done  by  written  order 
of  the  Boston  Water  Board,  its  actual  reasonable  cost 
to    the    contractor,    as  determined  by  the  engineer, 

Elus  fifteen  per  cent,  of  said  cost. 
».         And  it  is  agreed  that  payment  for  the  work 
embraced   in  this  contract  shall  be  made  in  the  fol- 
lowing manner: 

A  payment  will  be  made,  on  or  about  the  first 
day  of  each  month,  of  85  per  centum  of  the  value  of 
the  work  completed  in  place  by  the  contractor  on 
the  fifteenth  of  the  previous  month,  as  estimated  by 
the  engineer. 

Provided^  however^  that  the  making  of  such 
payment  may  be  deferred  from  month  to  month, 
when,  in  the  opinion  of  the  engineer,  the  value  of 
work  done  since  the  last  estimate  for  payment  is  less 
than  one  thousand  dollars. 

The  said  contractor  further  agrees  that  he  shall 
not  be  entitled  to  demand  or  receive  payment  for 
any  portion  of  the  aforesaid  work  or  materials,  until 
said  work  shall  have  been  completed  to  the  satisfac- 
tion of  the  city  engineer,  and  the  said  city  engineer 
shall  have  given  his  certificate  to  that  effect ;  where- 
upon the  said  city  will,  within  forty  days  after  such 
completion,  and  the  delivery  of  such  certificate,  pay 
the  said  contractor  the  whole  amount  of  money 
accruing  to  the  said  contractor  under  this  contract, 
excepting  such  sum  or  sums  as  may  be  lawfully 
retained  by  said  city. 

Provided^  that  nothing  herein  contained  be  con- 
strued to  affect  the  right  hereby  reserved  of  the  said 
water  board  to  reject  the  whole  or  any  portion  of 
the  aforesaid  work,  should  the  said  certificate  be 
found  or  known  to  be  inconsistent  with  the  terms  of 
this  agreement,  or  otherwise  improperly  given. 
S.  The  parties  hereto  further  agree  that  this  con- 
tract shall  be  in  writing,  and  executed  in  triplicate, 
one  of  which  triplicates  shall  be  kept  by  the  said 
engineer,  one  to  be  delivered  to  tlie  city  auditor  of 
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said  Boston,  and  one  to  the  said  contractor;  that 
this  contract  shall  be  utterly  void  as  to  the  said  city 
if  any  person  appointed  to  any  office,  or  employed 
by  virtue  of  any  ordinance  of  said  city,  is  either 
directly  or  indirectly  interested  therein. 

And  the  said  contractor  further  agrees  that  he 
will  execute  a  bond  in  the  sum  of  one  hundred 
thousand  dollars  ($100,000)  and  with  such  sureties 
as  shall  be  approved  by  the  said  Boston  Water  Board, 
to  keep  and  perform  well  and  truly  all  the  terms  and 
conditions  of  this  contract  on  his  part  to  be  kept  and 
performed  and  to  indemnify  and  save  harmless  the 
said  water  board  as  herein  stipulated. 
T.  And  it  is  also  to  be  understood  and  agreed 
that,  in  case  of  any  alterations,  so  much  of  this 
agreement  as  is  not  necessarily  affected  by  such 
alterations  shall  remain  in  force  upon  the  parties 
hereto. 

U.  And  the  said  contractor  hereby  further  agrees 
that  the  payment  of  the  final  amount  due  under  this 
contract  and  the  adjustment  and  payment  of  the  bill 
rendered  for  work  done  in  accordance  with  any 
alterations  of  the  same,  shall  release  the  city  from  ' 
any  and  all  claims  or  liability  on  account  of  work 
performed  under  said  contract  or  any  alteration 
thereof. 

In  Witness  Whereof^  the  parties  to  these  pres- 
ents have  hereunto  set  their  hands  the  year  and  day 
first  above  written. 
TTie    City    of  Bos^  f ~ 

ton^  by  its  Boston  <  

Water  Board.  I 

9  ^^     •••••••••■■*•••••«•••••*•••••• ■■•••■•••■•■••••••••«v««»**«**«»«*«s«a«a^ 


Signed  \u  the  presence  of 


•••••••••■  •*( 


Know  all  Men  by  these  Presents^ 

That  we 

are  held  and  firmly  bound  unto  the  CITY  OF  BOS- 
TON, in  the  sum  of . 

dollars,  to  be  paid  to  the  CITY  OF   BOSTON,  or 
26 
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its  certain  attorney,  its  successors  and  assigns,  for 
which  payment,  well  and  truly  to  be  made,  we  bind 
ourselves,  our  heirs,  executors,  and  administrators, 
jointly  and  severally,  firmly  by  these  presents. 

The  Condition  of  this  obligation  is  such  that 

if  the  above-bounden 

shall  well  and  truly  keep  and  perform  all  the  terms 
^  and  conditions  of  the  foregoing  contract  for  building 

r*'  Dam  No.  5,  in  the  town  of  Southborough  on 

part  to  be  kept  an4  performed,  and  shall  indemnify 
and  save  harmless  the  said  CITY  OF  BOSTON, 
as  therein  stipulated,  then  this  obligation  shall  be  of 
no  effect ;  otherwise  it  shall  remain  in  full  force  and 
virtue. 

In    Witness  Whereof^  we  hereto  set  our  hands 

and  seals  on  this  day  of in  the  year 

eighteen  hundred  and  ninety-three. 


Signed  and  Sealed  in  presence  of 


174.     SPECIFICATIONS   FOR   THE  STRUCTURAL 

IRON  WORK 

OF  A 

HOTEL  BUILDING, 

TO  BR  ERECTED  ON  THE  SOUTHWEST  CORNER  OF  34TH  STREET 
AND  5TH  AVENUE  FOR  JOHN  JACOB  ASTOR. 

H.  J.  Hardenbergh,        Purdy  &  Henderson, 

Architect,  Consulting  Engineers, 

New  York.  New  York  and  Chicago. 

May,  1895. 

In  order  to  understand  the  business  relations  involved  in 
the  following  specifications,  some  explanation  of  them  is  neces- 
sary. 
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Messrs.  Purdy  and  Henderson,    the   consulting   engineers, 
are  under  contract  with  Mr.  H.J.Hardenbergh,  architect,  to  furn- 
ifh  those  parts  of  the  plans  and  specifications  for  the  building 
which  relate  to  the  iron  and  steel  frame  work.     They  are  also 
under  contract  with  Mr.   Downey,  the  agent  of  the  owner,  to 
prepare  all  the  shop  drawings,  to  supervise  the  inspection,  to  su- 
perintend the  erection  of  the  steel  frame  work,  to  check  all  bills 
rendered  by  the  contractor  for  this  portion  of  the  work,  and,  in 
general,  to  see  that  all  the  contracts  relating  to  this  part  of  the 
building  are  faithfully  fulfilled.     The  contract  for  the  iron  and 
steel   work  was  let  on  a  pound  basis  erected.     A   separate  set 
of  specifications  were  prepared  for  the  inspection  of  the   work, 
tnd  also  one  for  the  use  of  the  computers  and  draftsmen  in  pre* 
paring  detail  plans.     It  will  thus  be  seen  that  the  consulting 
engineers    are  under  contract  to  do  a  great  deal  more  in  this 
matter  than  is  usually  expected  of  the  architect,  and  much  more, 
therefore,  than  the  architect  could  afford  to  pay   for,  if  all  this 
service  had  to  be  remunerated  out  of  his   professional  fees.     In 
the  most  common  practice,  the  owner  checks  his  own  bills,  pays 
the  contractor  for  the  shop  drawings  and  divides  the  remaining 
portion  of  this  additional   service   with   the    architect.     Only  a 
«mall  portion  of  the   additional   fee  paid   the  engineer  by  this 
arrangement  is  consequently  an  added  expense.     It  is  important 
that  consulting  engineers  should  make  contracts  with  the  owner 
for  the  additional  detail  work  and  supervision   as  well  as  with 
the  architect  for  the  preparation    of   the    general  plans.     This 
Icind  of  a  double  connection  is  desirable  and  likely  to  secure 
the  most  satisfactory  service. 

The  steel  construction  described  in  these  specifications  is 
that  for  a  new  hotel  adjoining  The  Waldorf  on  the  north,  cor- 
ner 34th  street  and  Fifth  avenue.  New  York  city.  The 
building  is  in  plan  350  feet  by  100  feet,  and  is  sixteen  stories 
high  above  the  sidewalk,  with  basement  and  sub-basement, 
extending  35  feet  below  ground.     It    is  the  largest   steel  con- 
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structed  building  ever  desij*ned,  containing  over  io,ooa 
tons  of  structural  iron.  The  exterior  of  the  building  is 
finished  with  stone  to  the  height  of  three  stories  above 
the  sidewalk,  and  with  brick,  with  terra  cotta  trimmings, 
above  that  line.  The  construction  involves  many  unusual 
conditions,  such  as  a  ballroom  on  the  second  story  lOO 
feet  long,  and  85  feet  wide,  with  vaulted  ceiling  reaching  to 
the  fifth  floor.  The  floors  above  this  great  room,  and  also  the 
roof,  are  carried  on  two  trusses  extending  through  four  stories, 
the  total  load  carried  by  the  two  being  about  nine  million 
pounds.  The  columns  in  the  walls  around  this  ballroom  are 
from  60  to  70  feet  in  length,  and  some  of  them  carry  over  three 
million  pounds  each.  There  is  also  a  large  dining  room  on  the 
flrst  floor,  which  necessitates  the  use  of  very  heavy  trusses,  and 
diflficult  and  costly  work.  The  spaces  between  the  columns 
are  unusually  long,  35  and  40  feet  being  common,  thus  requir* 
ing  an  unusual  quantity  of  plate  girder  work.  In  several  other 
places  in  the  building,  rooms  extend  through  two  stories,  and 
the  roof  on  three  sides  has  a  Mansard  slope  flfty  feet  in  height, 
with  large  towers  on  the  three  street  corners.  All  the  details 
have  been  worked  out  with  great  care,  and  the  business  rela* 
tions  of  the  engineer  of  construction  to  both  the  architect  and 
the  owner  are  considered  ideal.' 

Specifications  Explained:  These  specifications  are  sup- 
plemental to  the  contract  already  entered  into  for  the  constnic- 
tural   iron   and   steel   work  of  this  building,  between 


-,  parties  of  the  first  part,*  and ,  parties  of  the 

second  part.     They  are  the  specifications  referred  to  in  the  firs 
clause  of  said  contract,  and  which  are  to  be  considered  a  pa 
of  that  contract. 

These  specifications  are  intended  to  cover  all  the  structura 
iron  work  in  said  building.  They  are  intended  to  co-opcratc 
with  the  drawings  for  the  same,  both  those  furnished  by  th< 
architect  and  those  furnished  by  the  engineers  as  hereinafter 
specified,  and  what  is  called  for  by  either,  is  as  binding  as  if 
called  for  by  both.     They  are  intended  to  describe  and  provide 


•  Mr.  Attor**  ft|peoi.  who  stands  M  the  party  of  the  first  pan  in  tiicee  specliesiioB% 
Is  Mr.  John  Downey,  aad  he  Is  so  named  in  Taiioos  parts  of  Uie  docnaent* 
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for  a  finished  piece  of  work.     The  contractor  will  uTKierBtand 

that  the  steel  construction  herein  described  is  also  to  be  complete 

in  every  detail,  and  in  every  portion  of  the  work,  and  all  mate- 

rial  entering  into  't  is  to  be  first-class,  and  he  will  be    expected 

to  thoroughly  undeistsind  the  construction  and   to   fully    inform 

binuelf  in  regard  to  any  points  that  he  may  not  clearly  under- 

j        fUnd,  for  what  is  herein  intended  to  be   described,  viz. :     The 

^Bcomplete   and  perfect  consiruclion  of   the  building  is  the  thing 

^^^nequired.     When  necessary  or  desirable,  he  must  apply  to  the 

^^Hirchitecl    or  the    engineers   for  further  details  or  specifications 

^^tduring  construction  or  before  proceeding  with  his  work. 

*  Reauirements  Outlined :     This  contractor  must  furnish  and 

tel  all  the  iron  and  steel  shown  or  referred  to  in  these  specifica- 

tion4  and  called  for  by  the  said  drawings  hereinbefore  referred 

to,  and  when  the  erection  is  completed,  he  must  remove  all  the 

materials  used  in  performing  the  work.      He  must  furnish  in  all 

OSes  the  exact  sections,  weights  and  kinds  of  material   that  are 

'<alled  for,    and   he  must  follow  exact  details,  methods  and  in- 

ructions  called  for  by  these  specifications  and   said  drawings. 

C  must  Bet  the  iron  work  as  fast  as  may  be  considered    practi- 

■\  the  judgment  of  the  architect,  always  keeping  at  least  one 

^ory  in  advance  of  the  masonry.     He  will  be  expected  to  give 

s  work  his  personal    supervision,  or   have   a    capable  man  at 

s  to  take  care  of  it.     He  must  also  do  all  the  cutting  and 

Btting  that  mAy  be  required  in  his  work  to  receive  the  work  of 

vtfaer  contractors. 

Reference  in  Case  of  Dispute :  Should  any  difference  of 
opinion  or  dispute  arise  in  relation  to  the  meaning  of  these 
^^J^iecili cations,  or  of  the  said  drawings  furnished  by  either  the 
^^Brctiilcct  or  the  engineers  as  hereinafter  specified,  reference 
^^^■aust  he  made  to  the  engineers,  but  if  their  decision  is  not  sal< 
^^Kdactory  appeal  may  be  made  to  the  architect,  whose  decision 
^Mi  all  such  points  shall  be  final  and  conclusive. 

Drawings :  The  general  dimensions,  arrangement  and  sec- 
tions required  for  the  structural  iron  work  herein  specified,  are 
shown  on  the  genera!  structural  iron  drawings  prepared  and  fur- 
nished by  the  architect,   and    included    in  pages 

to .inclusive. 

The  sections  given  are  those  of  the  Carnegie  Steel  Com- 
nny's  manufacture.     In  general,  these  drawings  are  made  to 
Bale,  but  scale  dimensions  must  never  be  used.     These  draw- 
Bgs,  together  with  these  specifications,  are  the  property  of  the 
Khitect.  to  whom  all  cOpies  must  be   returned  on   the  comple- 
™  of  the  work.      Detail  or  shop  drawings,  including  drawings 
I'vl  every  part  and  piece  of  the  work,  with  all  the  lists,  schedules. 
*  idexcs,   erection    plans  or  other  directions  necessary  for  the 
roper  manufacture,  finish   and    erection  of  the   work  covered 


396  GOMPLSTE  8PECIFIGATI0N8. 

by  these  specifications,  and  the  said  general  drawings  prepared 
by  the  architect,  will  be  made  and  furnished  by  the  en^neo's. 

Blue  prints  of  the  shop  drawings,  lists  and  schedules,  as 
many  copies  of  each  as  are  necessary,  hot  not  more  than  five, 
will  be  furnished  to  the  contractor  for  his  use  in  the  manufac- 
ture of  the  material.  Another  complete  set  of  these  prints, 
together  with  one  complete  set  of  prints  of  the  erection  draw- 
ings, will  be  furnished  to  the  contractor  for  use  in  erection. 
One  complete  set  of  all  the  drawings,  plans,  lists  and  schedules 
will  be  furnished  to  the  inspector.  All  the  above-mentioned 
prints  will  be  furnished  by  the  engineers,  free  of  expense. 
Additional  prints  of  any  of  these  drawings  may  be  taken  by  said 
contractor  or  inspector,  if  desired,  at  their  own  expense,  but 
originals  taken  from  the  office  for  that  purpose  must  be  promptly 
returned. 

Orders:  All  materials  required  to  be  furnished  or  work  to 
be  done  under  these  specifications  or  by  the  said  general  structural 
iron  drawings,  prepared  by  the  architect,  will  be  ordered  by  the 
engineers  from  time  to  time  with  the  shop  drawings,  lists, 
schedules,  etc.,  for  the  same,  as  fast  as  they  can  be  prepared, 
and  the  contractor  for  the  structural  iron  work  must  order  no 
material  and  perform  no  work  under  these  specifications  until 
he  has  received  the  said  detail  drawings,  lists  and  schedules  for 
the  same.  Bolts  or  other  material  used  temporarily  for 
erection  purposes  are  not  included  in  this  specification. 

Extras  and  Bills :  No  additional  work  or  material,  over  and 
above  what  is  called  for  by  said  detail  drawings,  lists  and  sched- 
ules, prepared  and  furnished  as  hereinbefore  provided,  will  be 
allowed  unless  ordered  by  the  architect  in  writing.  When  said 
detail  drawings,  lists  and  schedules  are  received  by  the  con- 
tractor, they  must  be  immediately  examined  to  determine 
whether  the  material  and  work  called  for  by  the  same  may  be 
properly  classified  in  the  price  classification  contained  in  the 
contract  hereinbefore  referred  to,  and  of  which  these  specifica- 
tions are  considered  a  part ;  or,  in  any  supplemental  agreement 
that  may  be  made  to  said  contract.  In  case  either  or  both  may 
not  be  properly  classified,  in  said  price  classification,  the  engi- 
neers must  be  promptly  notified  of  the  fact  in  writing,  and  a 
copy  of  such  notification  must  also  be  sent  to  the  architect. '  If 
no  reply,  verbal  or  written,  to  such  notification  is  received 
within  three  days,  a  second  notification  must  be  sent  the  same 
as  the  first,  but,  in  any  case,  the  work  called  for  by  such  detailed 
drawings,  lists  or  schedules  must  proceed  without  delay,  unless 
the  contractor  shall  receive  written  instructions  to  the  contrary 
from  the  architect  or  engineers. 

No  bill  for  extra  work  ordered  by  the  architect  as  herein 
provided,  or  not  called  for  by  said  drawings,  lists  or  schedules 
will  be  approved  by  the  architect  unless  it  is  rendered  imme- 
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diately  upon  the  completion  and  acceptance  ol  &ai(J  work.  All 
bills  for  material  or  work  not  properly  included  in  the  price 
dauification  hereinbefore  referred  to,  mu&t  be  made  aeparate 
from  the  bills  for  work  and  material  properly  covered  by  laid 
price  classification.  All  bills  must  be  made  Bufiicieatly  in 
detail  to  permit  o[  theit  ready  verification.  The  originals  of 
sU  bills  must  be  sent  to  the  engineers,  Purdy  &  Henderson,  and 
exact  duplicates  must,  at  the  same  time,  be  sent  to  John 
Downey,  parties  of  the  first  part  in  the  contract  hereinbefore 
referred  to. 

Building  Laws:  This  contractor  must  comply  with  all 
municipal  or  corporation  ordin.inces  and  the  laws  and  regula- 
tions relating  to  buildings  in  tiie  city  of  New  York. 

Risks:  This  contractor  will  be  liable  and  responsible  for 
«ny  damage  to  life,  limb  or  property  that  may  arise  or  occor  to 
any  party  whatever,  either  from  accident  or  owing  to  his  negli- 
^nce,  or  that  of  his  employees  during  the  operations  of  coo- 
itnicting  or  completing  the  works  herein  specified. 

Huibish:  This  contractor  must  remove  from  the  premiKi 
til  rubbish  arising  from  his  operations  as  the  work  proceeds 
■nd  at  completion  of  same. 

Signs:  No  signs  of  any  description  will  be  allowed  to  be 
placed  on  or  about  the  building  or  premises. 

Co'Operation  and  Cleaning  Up:  This  contractor  must  co- 
operate with  the  contractors  for  the  other  p.irts  of  the  building, 
to  that  when  completed  it  shall  be  in  accordance  with  the 
architect's  design  and  a  complete  and  perfect  piece  of  work, 
lie  must  arrange  and  carry  on  his  work  in  such  a  way  that  the 
oiher  contractors  shall  not  be  delayed,  subject  always  to  the 
irchitcct,  When  bis  work  is  finished  he  must  remove  from  the 
premises  all  the  tools,  apparatus,  machinery,  scaffolding,  and 
the  debris  pertaining  to  his  part  of  the  work,  and  leave  the  job 
free  from  all  obstruction. 

Kind  of  Material  Required t  All  material  required  for 
the  trusses,  and  all  the  material  required  for  the  flangei  of 
riveted  girdccs  must  be  open  hearth  steel. 

All  other  material  required  for  riveted  members,  and  the 
beams  and  channels  used  in  the  floors  with  their  connections, 
may  be  made  of  Bessemer  steel,  unless  in  special  caaes,  it  shall 
be  otherwise  specified. 

Pins  over  five  inches  in  diameter  must  be  of  forged  steel. 

All  machine  driven  rivets  must  be  of  steel. 

Tie  rods,  bolts,  anchors,  lateral  ties  and  all  hand  driven 
rivets  must  be  of  wrought  iron. 

Bearing  plates  in  masonry,  bases  under  columns,  separa- 
tora,  brackets  under  plates,  and  filler  blocks  more  Uian  i% 
inches  thick,  must  be  made  of  cast  iron. 
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Shoes  for  trusses  and  column  blocks  where  required  must 
be  made  of  cast  steel. 

Character  tmd  finish  of  materials:  All  the  steel  used 
in  this  building  must  comply  with  the  following  specifications : 


ICaximnm  ultimate  strength  in  lbs.  per  sq.  in . . 
Minimnm  ultimate  stren^Ji  in  lbs.  per  sq.  in. . 

Minimnm  elastic  limit  in  lbs.  per  sq.  in 

Minimum  percentage  of  elongation  in  8  inches . . 


Soft  SteeL 


60,000 

30,000 
26% 


Test  pieces  of  medium  steel  must  bend  cold  i8o^  about  a 
diameter  equal  to  the  thickness  of  the  piece  without  any  sign  of 
fracture  on  the  convex  side  of  the  bends.  Test  pieces  of  soft 
steel  must  bend  cold  i8o^  flat  without  any  sign  of  fracture  on 
the  convex  side  of  the  bend.  They  must  also  stand  the  same 
bend  after  being  heated  to  a  light  cherry  red  and  quenched  in 
water  whose  temperature  is  82^  Fahrenheit. 

Soft  steel  must  be  used  for  rivets  and  medium  steel  for  all 
other  material.  All  steel  must  have  a  smooth  surface  and  must 
be  free  frorn  all  faults  or  defects  of  any  kind  or  of  any  indication 
of  unsoundness.  Each  piece  must  be  straight,  free  from  wind 
and  of  proper  section.  A  variation  in  weight  either  way  of 
more  than  2  per  cent,  from  that  specified  shall  be  cause  for 
rejection. 

Eye  bars  used  in  trusses  must  comply  with  the  following 
specifications  in  full  size  tests: 

Ultimate  strength  in  lbs.  per  sq.  in.  not  less  than 58,000 

*<  '•         *«     "      *'     '*    ««     "more    "  66,000 

Elastio  limit  in  lbs.  per  square  inch  not  less  than 29,000 

Elongation  in  2  ft.  length  of  bar  nearest  fracture 15% 

liedaetion  of  aren     40% 

The  fracture  must  take  place  in  the  body  of  the  bar  and 
must  be  generally  silky.  The  mill  requirements' for  material 
for  eye  bars  must  be  as  specified  for  by  the  manufacturers  of 
the  bars. 

All  wrought  iron  used  in  this  building  must  have  an  ulti- 
mate strength  of  not  less  than  48,000  lbs.  per  square  inch,  an 
elastic  limit  of  not  less  than  26,000  lbs.  per  square  inch,  and  an 
elongation  of  20  per  cent,  in  8  inches.  The  wrought  iron 
required  for  bolts  and  rivets  must  be  so  ductile  that  test  pieces 
will  bend  cold  180  degrees  flat  without  any  sign  of  fracture  on 
the  convex  side  of  the  bend.  All  the  wrought  iron  must  be 
perfectly  welded  in  rolling,  flbrous,  uniform  and  free  from  all 
defects*     Each  piece  must  be  straight  and  of  proper  section. 
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All  the  cast  steel  used  in  this  building  must  have  an  ulti- 
mate strength  of  not  less  than  60,000  lbs.  per  square  inch,  an 
clastic  limit  of  not  less  than  32,000  lbs.  per  square  inch,  and  an 
elongstion  in  S  inches  of  not  less  than  15  per  cent.  All  cast- 
ings must  be  annealed  and  all  test  pieces  must  be  cast  at 
coupons  and  detached  after  annealing. 

All  the  cast  iron  used  in  this  building  must  be  tough  gray 
iron,  free  from  cold  shuts,  blow  boles  or  other  serious  defects. 
Its  quality  mtist  be  such  that  saaiple  bars  i  inch  square  cast  in 
land  moulds  must  be  capable  of  sustaining  on  a  clear  span  of 
4)^  feet  a  central  load  of  500  pounds  when  tested  in  the  rough 
bar. 

Painting:  All  iron  must  receive  a  coat  of  pure  raw  lin- 
seed oil  at  the  rolling  mills  just  before  being  loaded  on  the 
cars. 

The  covered  surfaces  (surfaces  in  cont.tct  and  surfaces 
enclosed)  of  all  p.nrls  of  riveted  members  must  receive  one  good 
coat  of  graphite  paint,  after  the  pieces  are  punched  and  before 
they  are  assembled.  All  finished  members  must  receive  one 
romplcte  coat  of  the  graphite  paint  before  they  are  taken  from 
the  shop  or  exposed  to  tlie  weather.  All  surfaces  that  can  be 
tciiched  must  have  one  coat  of  the  graphite  paint  after  erection. 
All  truss  members  must  have  two  coats  of  paint  in  the  shop  and 
the  enclosed  surfaces  of  these  members  must  have  the  two  coata 
before  tliey  are  assembled. 

Foundation  beams  and  connections  must  have  two  coats  of 
paint  at  the  shop.     All  bolts  used    in    erection    and   remaining 

Eermanently  in  the  building  must  be  dipped  in  graphite  paint 
efore  being  placed  in  position. 

All  pins  and  bored  pin  holes  or  other  planed  surfaces  in  the 
trusses  must  be  coated  with  white  lead  and  tallow  before  leaving 
the  shop. 

All  painting  must  be  done  on  dry  surfaces  and  preferably 
warm  ones.  All  dirt  and  foreign  matter  of  any  kind  must  be 
removed  from  the  iron  before  painting.  All  scale  must  be 
removed  from  finished  members  before  painting  the  tirst  coal  in 
the  shop.  All  scale  must  be  removed  from  material  required 
for  the  trusses  before  it  is  oiled  at  the  rolling  mill. 

The  paint  used  must  be  the  superior  graphite  paint,  pre- 
pared and  mixed  by  the  Defroit  Graphite  Manufacturing  Com- 
pany, of  Detroit,  Michigan. 

Inspection :  The  inspection  hereby  provided  will  be  made 
by  inspectors  employed  by  John  Downey. 

The  contractor  for  the  structural  iron  must  furnish  full  and 
ample  means  for  the  inspection  of  all  the  materials  called  for  by 
these  specifications,  and  of  all  the  work  required  in  fitting  such 
materials  for  erection;   and  to  this  end,  he  shall  admit  the  arch- 
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tie  arrrrw  or  es^naeerv  Test  bars  for  sodi  tests  will  be 
wtJtcttd  br  1^  iai|ir\  t  >i  frooK  :ae  kit  aster  Ibr^og  and  before 
borisfi^.  die  resoles  of  tbe  test  to  decermiae  die  acceptance  or 
ref-ectjoo  of  tre  entire  irrmrer  wLiui  the  test  bar  represents. 
Other  foil  sized  tests  xznst  be  made  if  reqaired. 

The  material  used  for  all  full  sized  tests  will  be  paid  for  at 
cost,  less  the  scrap  Talce  of  die  material  to  the  contractor  when 
the  pieces  mtc  tested  to  desTuctkm.  and  the  test  proved  satis- 
factory :  otherwise  it  most  be  solely  at  the  cost  of  the  contrac- 
tor. The  nse  of  testing  machines  capable  of  testing  both 
specimens  of  material  and  the  fall  sized  members,  together  with 
all  necessary  assistance  in  handling  and  operating  the  same, 
must  be  furnished  by  the  contractor  free  of  all  expense. 

All  surfaces  of  all  materials  must  be  carefully  examined  by 
the  inspectors,  and  all  pieces  that  are  of  full  section — free  from 
flaws — straight  and  in  every  way  satisfactory,  must  be  accepted. 
This  inspection  will  not,  however,  prevent  the  rejection  of  any 

Ciece  at  any  later  time,  but  before  it  is  riveted  in  place  in  the 
uilding,  if  it  is  discovered  that  the  piece  is  in  any  way  unsuit- 
able. Ample  assistance  must  be  given  by  this  contractor  to  the 
inspector  in  making  this  examination. 

All  material  manufactured  under  these  specifications  must 
be  tested  and  examined  as  herein  provided  before  the  same  is 
oiled  or  loaded  on  the  cars  for  shipment  from  the  mill,  and  as 
soon  after  rolling  as  may  be  convenient  for  the  mill,  and  failure 
to  comply  with  these  specifications  will  be  sufficient  cause  for 
the  rejection  of  the  material. 
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The  inspection  in  the  shop  must,  in  general,  cover  the 
identification  of  material,  the  accuracy  of  work,  and  ful- 
fillment of  specifications  and  drawings  in  every  respect,  and 
reports  of  finished  weights  and  progress  of  the  work,  in  all 
of  which  the  inspector  must  have  ample  opportunity  to  do  his 
work.  All  rejected  material  must  be  made  good  to  the  satis- 
faction of  the  inspector. 

All  long  measurements  in  the  shop  made  by  the  inspector, 
must  be  made  with  a  steel  tape  which  must  be  compared  with 
the  shop's  standard  measure  to  assure  their  agreement. 

In  case  of  any  disagreement  between  the  inspectors  and 
the  contractors  regarding  the  inspection,  appeal  may  be  had  to 
Purdy  &  Henderson,  Consulting  Engineers,  but  their  decision 
shall  be  final. 

Beams:  In  general  not  more  than  ^  of  an  inch  will  be 
allowed  by  the  drawings  for  clearance  at  each  end  of  beams 
connecting  to  beams  and  not  more  than  %  of  an  inch  at  each 
end  of  beams  connecting  to  columns.  All  beams  supported  by 
connection  angles  riveted  to  the  webs  when  finished,  must 
measure  out  to  out  of  such  connection  angles,  not  more  than 
the  length  given  on  the  drawings,  and  not  more  than  ^  of  an 
inch  less  than  that  length.  All  beams  connecting  to  columns 
may  be  }i  inch  shorter  than  shown  on  the  drawings,  but  must 
not  be  longer. 

All  open  holes  must  be  true  to  the  drawings,  and  an  error 
in  the  distance  from  end  to  end,  between  the  open  holes  in  the 
flanges  at  the  ends  of  beams  of  more  than  1-16  of  an  inch  must 
not  be  approved  by  the  inspector. 

Where  connections  are  marked  standard,  the*  standards 
adopted  for  this  particular  job  must  be  used.  Beams  or  other 
material  used  in  floor  construction,  excepting  bent  plates  used 
in  connections,  must  not  be  heated  for  bending,  cutting,  or 
fitting,  unless  so  marked  on  the  drawings. 

Beams  split  or  permanently  injured  by  work  in  the  shop 
must  not  be  used. 

Beams  which  are  required  to  be  bolted  together  with  sep- 
arators in  the  building,  must  be  assembled  and  bolted  together 
in  shop  when  practicable. 

Columns:  The  distance  from  the  center  of  the  columns 
out  to  the  open  holes  required  for  the  connection  of  beams, 
must  be  verified  by  the  inspector.  If,  on  account  of  the 
material  overrunning  in  weight  or  on  any  other  account,  these 
distances  are  wrong  more  than  1-16  of  an  inch,  the  error  must 
be  remedied,  as  the  inspector  may  desire. 

All  columns  must  be  milled  or  ground  at  each  end  to  a 
smooth  bearing  surface  at  right  angles  to  the  axis  of  the  column, 
and  the  inspector  must  verify  from  time  to  time,  the  adjustment 
of  the  machinery  used  in  this  work. 
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All  columns  must  be  exactly  true  to  length,  and  any  dis- 
crepancies in  such  lengths  of  more  than  1-32  of  an  inch,  must 
be  reported  promptly  to  the  engineers.  If  more  than  1*32  of 
an  inch  too  long,  they  must  be  milled  shorter. 

Where  columns  coming  over  each  other  are  designed  to 
have  the  same  exterior  dimensions,  a  filler  about  1-32  of  an 
inch  thick  must  be  put  under  the  splice  plates  v^here  they  are 
riveted  to  the  columns.  These  fillers  must  cover  the  entire 
area  covered  by  the  splice  plates.  They  will  not  be  drawn  on 
the  drawings,  but  will  be  noted  in  the  bill  of  material  on  each 
drawing  where  required. 

Columns  must  all  be  straight  and  out  of  wind. 

Riveted  Girders:  Web  plates  must  be  arranged  so  as  not 
to  project  above  or  below  the  flange  angles.  The  lines  show- 
ing the  edges  of  such  plates  will  be  omitted  from  the  drawings. 

In  general,  all  stiffener  angles  must  fit   tight  at  both  ends. 

Open  holes  in  flanges  must  have  the  same  accuracy 
required  for  beams. 

All  riveted  girders  must  be  out  of  wind  before  leaving  the 
shop. 

Trusses:  Eye  bars  must  be  entirely  free  from  flaws  and 
of  full  section.  The  heads  must  be  so  proportioned  that  the 
bars  will  break  in  the  body  of  the  original  bar  and  the  process 
of  manufacture  and  the  form  of  the  head  must  be  subject  to  the 
approval  of  the  engineers.  No  welding  will  be  allowed  in  the 
body  of  the  bars.  They  must  be  perfectly  straight  before 
boring  and  the  pin  holes  must  be  centered  through  the  center 
line  of  the  bar.  The  lengths  back  to  back  of  pin  holes  must 
not  vary  more  than  -^^  of  an  inch  from  the  figured  lengths 
when  the  bars  are  20  feet  long  or  less ;  not  more  than  ^  of  an 
inch  when  more  than  20  feet  long.  •  Bars  which  go  side  by  side 
in  the  trusses  must  be  so  perfectly  bored  that  the  pins  will  pass 
through  the  holes  at  both  ends  without  driving  when  the  bars 
are  placed  in  a  single  pile.  The  holes  must  not  be  more  than 
■^^  of  an  inch  larger  the  pins.     All  eye  bars  must  be  annealed. 

Compression  members  must  have  all  butting  ends  planed 
smooth  and  exactly  square  to  the  center  line  of  the  member, 
and  they  must  be  assembled  in  the  shop  for  the  fitting  of  the 
splice  plates  and  to  assure  perfect  contact  throughout.  Such 
members  must  be  entirely  free  from  twists  or  bends  and  all 
work  must  be  neatly  finished  and  first-class  in  every  respect. 
Pin  holes  must  be  bored  -^  of  an  inch  larger  than  the  pins, 
exactly  perpendicular  to  a  vertical  plane  passing  through  the 
center  line  of  each  member,  when  placed  in  a  position  similar 
to  that  which  it  should  occupy  in  the  finished  structure. 

Pins  must  be  turned  straight  and  smooth  and  to  exact 
size. 
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Castings:     The  east  b;ises  required  in  the  coKimn  must  be 

C)aned  smooth  on  top  and  to  exact  dimensions.  All  holes  ior  the 
olts  connecting  to  the  columns  must  be  drilled  also  to  the 
exact  measurements  given,  and  the  holes  in  the  other  castings, 
both  steel  and  iron,  must  be  drilled  when  so  marked. 


faces  marked  planed  must  be  planed  smooth  and  true  for  i 
feet  bearing  as  designed. 

Jiivets:  Drifting  that  is  liable  to  injure  the  material 
'Hot  be  allowed  anywhere  in  erection. 

Shop  rivets  must  be  machine  driven  as  f; 

Rivet  heads  must  be 


per- 


possible. 
centric  with  the  necks  of  the  rivets 
must  completely  lill  the  holes  and  be 


I  erection  wherever  possible. 
tformly  heated. 

lalch  sufHciently   to  admit  the  rivet 
Tibling  work   in    the   shop,  must  be 


Rivets  will  be  used 

All  rivets  must  be  i 

Holes  that  do  not 
without  drifting,  in  as; 
reamed. 

All  riveting  must  be  done  to  the  satisfaction  of  the  engi- 
aeers. 

Erection:  If  beams  are  used  in  the  construction  of  the 
foundations,  the  contractor  for  the  structural  iron  must  put 
Aem  in  position,  both  as  to  plan  and  as  to  height,  using  a  sur- 
veyor's level  tor  the  purpose,  but  the  grouting  and  coveting  of 
the  beams  will  be  done  by  the  contractor  for  the  masonry. 

The  outside  building  lines  will  be  given,  but  (he  contractor 
for  the  structural  iron  must  determine  and  fix  the  interior  lines, 
and  each  cast  base  must  be  set  in  its  exact  position,  both  as  to 
alignment  and  to  height,  supported  on  wooden  wedges,  before 
the  bedding  is  run  in.  The  center  of  each  base  must  be  true 
to  the  column  center,  as  given  on  the  plans,  within  -,',  of  an 
inch,  and  its  height  must  be  adjusted  exactly,  using  a  surveyor's 
level  and  referring  to  a  fixed  bench  mark.  Each  base 
bedded  with  a  Portland  cement  grouting,  by  pouring 
the  same  through  the  center  until  all  the  spaces  under  and 
inside  the  base  are  filled.  The  cement  must  be  of  some 
imported  brand  which  must  be  approved  by  the  architect,  and 
nd  must  be  clean  and  sharp  and  line.  The  two  must  be 
mixed  dry  in  equal  quantities  in  a  bo.t — all  that  is  required  for 
one  base  at  one  mixing.  Enough  water  must  then  be  added 
to  make  the  whole  just  flow  under  its  own  weight.  The  whole 
Operation  of  mixing  and  setting  must  he  done  as  rapidly  as 
After  the  bases  are  set  their  heights  will  be  inspected 
ly  Ihe  engineers,  and  if  they  are  found  to  vary  more  than  \i 
I?  an  inch  from  the  correct  height  they  must  be   taken  up  and 
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can  be  avoided.  Wooden  mauls  must  be  used  wherever  their 
use  is  possible.  Care  must  also  be  exercised  to  prevent  the 
material  from  falling  or  from  being  in  any  way  subjected  to 
heavy  shocks. 

Especial  care  must  be  used  to  keep  the  columns  plumb  and 
in  proper  line  during  erection,  and  they  must  be  plumbed  to 
the  satisfaction  of  the  architects  and  engineers  as  often  as  may 
be  desired.  In  case  the  columns  are  not  kept  plumb  the  entire 
work  of  erection  shall  stop  at  the  written  order  of  the  architect 
to  that  effect,  and  the  measures  to  be  employed  to  remedy  the 
defect  must  be  approved  by  the  architect  before  the  erection 
proceeds.* 

The  sections  of  columns,  truss  members,  beams  or  girders 
must  nowhere  be  cut  without  first  obtaining  the  approval  of  the 
engineers. 

Every  failure  of  the  material  to  come  together  properly 
must  be  noted  and  reported  daily  to  the  engineers.  If  any 
serious  difHculty  occurs  during  erection,  it  must  be  reported  to 
the  engineers  before  any  unexpected  measures  are  used  to  meet 
the  difficulty. 

The  plan  or  scheme  for  the  erection  of  the  trusses,  and  the 
material  connected  to  the  trusses  must  be  submitted  to  the 
engineers,  before  the  iron  work  is  erected  above  the  ground 
floor,  for  their  approval. 

Pilot  nuts  must  be  used  in  entering  all  pins. 

After  the  truss  members  are  put  in  position,  before  they 
are  materially  shadowed  by  temporary  flooring  or  any  other 
construction,  and  after  all  surfaces  are  thoroughly  dried  by  the 
heat  of  the  sun,  they  shall  be  protected  by  waterproof  canvas, 
tarred  paper,  or  other  materials  from  further  exposure  to  the 
weather.  Such  protection  to  continue  until  those  parts  of  the 
building  are  under  the  cover  of  the  other  construction  of  the 
building.  Such  protection  is  desired  to  prevent  water  from 
lodging  and  remaining  in  the  concealed  parts  of  the  work.  Any 
inaccuracy  in  the  matching  of  the  holes  in  the  column  splices 
must  be  removed  by  reaming  and  not  by  drifting. 

Temporary  timber  bracing  must  be  put  in  the  building 
wherever  required  by  the  architect  or  the  engineers. 

The  entire  work  of  erection  must  be  done  to  the  satisfac- 
tion of  both  the  architects  and  the  engineers. 

*ProbabIy  the  wortt  practice  in  the  erection  of  architectural  iron  work  Is  the  rtrj, 
common  use  of  shims  in  the  joints  between  the  successive  column  sections,  thns  con> 
centrating  the  loads  on  the  opposite  sides  of  the  cross -sect  ion.  The  columns  are 
usually  kept  plumb  in  this  manner,  but  the  practice  is  extremely  vicious  and  should  not 
be  allowed.  If  the  faces  of  the  ends  are  properly  planed  or  milled  off,  and  the  base 
plate  is  set  exactly  level,  it  will  not  be  necessary  to  use  shims.  The  greatest  difficulty 
is  in  setting  the  bed  plate  in  a  truly  horizontal  plane.  The  ordinary  carpenter's  level  is 
not  sufficiently  delicate  for  this  purpose.  These  specifications  are  not  explicit  on  Umss 
poinu.— Author. 
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176.  Specifications  for  the  Machinery  and  Track 
Oonstruction  of  an  Electric  Bailway.    The  following 

specifications  for  the  machinery  for  an  electric  railway  were 
prepared  by  Mr.  B.  J.  Arnold,  consulting  electrical  engineer 
of  Chicago,  for  the  St.  Charles  Street  Railroad  Company, 
of  New  Orleans,  in  1895. 

The  specifications  for  track  construction  were  prepared  by 
Mr.  Richard  McCuIloch,  M.  E.,  engineer  of  various  street 
railroads  in  St.  Louis.  Both  are  thought  to  be  the  best  of  their 
kind,  and  are  here  added  in  the  second  edition  of  this  work. 

176.    Specifications  for  Engines.    The  *»  General. 

engines  that  are  purchased  under  these  specifica- 
tions will  be  erected  in  complete  running  order  on 
foundations  furnished  by  the  purchaser  in  the  power 
house  of  the  railroad  company,  located  on  the 
switch  of  a  steam  railroad  at  New  Orleans,  La. 

Propositions  will  be  considered  on  each  of  the  s**«»- 
following  sizes  and  types  of  engines : 

Proposition  No,  /.  On  three  250  horse  power 
self-contained  compound  condensing  tandem  or 
cross  engines.  Each  capable  of  delivering  250 
horse  power  to  its  generator,  when  running  at  a 
speed  of  150  revolutions  per  minute  at  a  piston 
speed  of  not  less  than  550  feet  nor  more  than  700 
feet  per  minute,  with  an  initial  pressure  of  125 
pounds  per  square  inch  in  the  steam  chest  of  the 
high  pressure  cylinder.  The  valve  motiou  of  each 
engine  to  be  capable  of  cutting  off  automatically 
from  naught  to  three-quarter  stroke. 

Each  engine  to  be  provided  with  a  cast  iron 
bed  plate  which  shall  cover  the  entire  top  of  the 
foundations  and  have  a  projecting  arm  or  extension 
of  sufficient  size  to  carry  the  electric  generator 
which  may  be  purchased  to  be  direct-connected  to 
the  engine. 

The  point  of  cut-off  is  not  specified,  but  the 
contractor  shall  state  in  his  proposition  what 
economy  in  water  consumption  he  will  guarantee 
his  engine  to  perform  when  working  at  the  above 
initial  steam  pressure  and  exhausting  into  a  vacuum 
of  12  pounds  below  atmosphere,  in  accordance  with 
the  conditions  for  a  test  hereinafter  mentioned. 
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By  horse  power  is  meant  actual  power  deliv- 
ered by  engine  to  the  generator,  and  not  indicated 
horse  power  in -the  steam  cylinders. 

Profosition  No,  2.  On  three  engines  of  the 
same  horse  power,  design,  conditions  and  guaran- 
tees, but  to  run  at  250  revolutions  per  minute. 

Proposition  No.  j.  On  three  engines  of  the 
same  design,  but  built  to  deliver  200  horse  power 
each  to  the  generator  at  a  speed  of  150  revolutions 
per  minute.  Same  conditions  and  guarantees  as 
Proposition  No.  i . 

Proposition  No.  4.  On  three  engines  of  200 
horse  power  each  to  run  at  250  revolutions  per 
minute.  Same  design,  conditions  and  guarantees 
as  Proposition  No.  i. 

Proposition  No.  5.  On  three  250  horse  power 
compound  condensing  cross  or  Tandem  or  releasing 
valve  type  of  engines,  designed  to  run  at  a  speed  of 
100  revolutions  per  minute,  to  be  direct  co|inected 
to  generators,  which  will  be  mounted  on  the  engine 
shaft  between  out-board  bearing  and  the  fly-wheel. 
Same  conditions  and  guarantees  as  Proposition  No.  i. 

Proposition  No.  6.  On  three  350  horse  power 
Corliss  or  releasing  valve  engines  similar  to  those 
called  for  in  Proposition  No.  5,  but  to  run  at  80 
revolutions  per  minute.  Same  conditions  and 
guarantees  as  Proposition  No.  i. 

Proposition  No.  y.  Three  200  horse  power 
Corliss  or  releasing  valve  type  of  engines,  similar 
to  those  called  for  in  Proposition  No.  5,  but  to  run 
at  100  revolutions  per  minute.  Same  conditions 
and  guarantees  as  Proposition  No.  i. 

Proposition  No,  8.  Three  200  horse  power 
Corliss  or  releasing  valve  type  of  engine,  similar  to 
those  called  for  in  Proposition  No.  5,  but  to  run  at 
80  revolutions  per  minute.  Same  conditions  and 
guarantees  as  Proposition  No.  i. 

Proposition  No.  g.  On  one  500  horse  power 
Tandem  compound  condensing  Corliss  or  releasing 
valve  type  of  engine  to  run  at  a  speed  of  80  revolu- 
tions per  minute,  and  one  350  horse  power  Tandem 
compound  condensing  Corliss  or  releasing  valve 
type  of  engine  to  run  at  So  revolutions  per  minute. 
Same  conditions  and  guarantees  as  Proposition  No.  i . 

The  500  horse  p>ower  is  to  be  a  center  crank 
engine  and  so  arranged  as  to  carry  a  generator  on 
each  side. 
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The  250  horse  power  engine  is  to  be  a  side 

crank  engine  and  carries  the  generator  on  but  one 

side.     The   frame,  main  working   parts  and    low 

pressure  cylinder  of  this  engine  shall  be  designed 

extra  heavy   so   that   high   pressure  steam   can  be 

admitted  to  the  low  pressure  cylinder,  so  as  to 
practically  double  the  power  of  the  engine  in  case 
of  an  emergency.  Suitable  pipe  connections  and 
an  auxiliary  throttle  valve  will  be  made  to  the  live 
ateam  pipe  by  the  Contractor.  The  receiver  and  all 
receiver  connections  will  also  be  built  strong  enough 
to  sustain  the  extra  pressure. 

Proposition  No.  10.  On  one  400  horse  power 
Tandem  compound  condensing  Corliss  or  releasing 
valve  type  of  engine,  designed  to  run  at  a  speed  of 
So  revolutions  per  minute,  and  one  200  horse  power 
Tandem  compound  condensing  Corliss  or  releasing 
valve  of  engine  at  80  revolutions  per  minute.  Same 
design  of  engine  as  called  for  in  Proposition  No.  9, 
and  to  fulfill  the  same  guarantees  as  called  for  in 
Proposition  No.  i . 

Cross  Contpound  Mngines,  The  bidders  shall 
also  submit  figures  on  cross  compound  engines 
under  Propositions  Nos.  i  and  5. 

All  engines  furnished  shall  be  provided  with   »*er>i»t»«^ 
governing  mechanisms   which   shall  be  capable  of 
automatically    varying  the   point  of   cut-off   from 
naught  to  three-quarter  stroke,  as  the  load  requires, 

and    of    controlling   the   speed   within   reasonable 

limits.     The  bidder  shall  state  his  guarantee  on  reg* 

ulation  with  the  engines  ranging  from  half  load  to 

full  load,  and  from  full  load  to  no  load. 

All  Corliss  or   releasing   valve   engines  shall 

govern  on  both  high  and  low  pressure  cylinders. 

All  engines  furnished  will  be  provided  with  fly   ■"▼  wk««u. 

wheels  instead   of  belt  or  band   wheels,    and  the 

specifications  for  each  engine  shall  state  the  diame- 
ter and  weight  of  the  wheels  which  the  Contractor 

proposes  to  furnish.     It  should  be  remembered  by 

the  bidder  that  these  engines  are  designed  for  elec- 
tric railway  work,  and  that  the  fly  wheel  should  be 

proportioned  for  such  work. 

The  condensers  and  air  pumps  will  be  furnish*  cond«n«€». 

ed  by  the  Purchaser  but  in  case  the  Corliss  engines  ^^ 

running  not  over   100  revolutions  per  minute  are 

purchased,  it  may  be  desirable  to  drive   the  boiler 

feed,  air  and  circulating  pumps  direct  from  a  rock 
27 
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shaft  driven  from  the  cranks  or  cross-heads  of  the 
engines,  and  the  bidder  will  state  how  much  addi- 
tional will  be  charged  on  Propositions  5*  6,  7,  8,  9 
and  10  for  such  addition.  He  will  state  in  a  gen- 
eral way  how  he  proposes  to  build  the  pumps. 

He  will  also  state  how  much  additional  will  be 
charged  on  each  proposition  in  case  he  furnishes  an 
independent  jet  or  surface  condenser  with  each 
engine  and  all  necessary  pipe  work  to  connect  the 
condensers  with  the  engines.  The  steam  and  water 
connections  to  be  brought  to  the  condensers  by  the 
Purchaser. 

^JcvicS^and  Each  engine  will  be  provided  with  suitable  oil 

Toou.  cups  or  lubricating  devices,  and  each  steam  cylinder 

provided  with  a  sight  feed  cylinder  lubricator  and 
one  hand  pump. 

In  case  of  side  crank  engines  the  cranks  will  be 
provided  with  a  separate  floor  stand  and  return  oil- 
ing tube  to  be  the  center  of  the  crank  pin. 

One  complete  set  of  brass  oil  cans  and  tray  for 
the  same  shall  be  considered  a  part  of  each  proposi- 
tion, together  with  all  necessary  wrenches,  etc.,  for 
properly  taking  care  of  the  engines.* 

Throttle  Valve.  Each  engine  will  be  provided  with  a  throttle 
valve  on  the  high  pressure  cylinder  and  have  a 
flange  fitted  to  the  exhaust  opening,  threaded  to 
receive  the  proper  sized  exhaust  pipe. 

GaugM.  Each  engine  will  be  provided  with  a  complete 

set  of  nickel  plated  gauges,  having  12-inch  dials,  of 
the  Ashcroft,  Crosby  or  SchafiEer  &  Budenburg 
manufacture,  or  others  equally  as  good,  consisting 
of  the  following : 

One  Steam  Gauge. 

One  Vacuum  Gauge. 

One  Compound  Receiver  Gaug^. 

Safety  Valve.  Each  receiver  shall  be  provided  with  an  auto- 

matic safety  valve  which  will  relieve  the  receiver  of 
extra  pressure. 

Indicator.  Each  propositiou    shall    include   one    Crosby, 

Tabor  or  Thompson  steam  engine  indicator. 

''boUs*"**"  "^^^  Contractor  will  furnish  a  complete  set  of 

foundation  bolts  with  nuts  and  washers  for  each 

f  engine.     These  bolts  to  be  delivered  at  the  power 

.   house  site  within  thirty   days  from  the  date  of  the 
awarding  of  the  contract. 

'"'••«•  The  engines  to  be  tested  as  follows.     First  on 

a  constant  load  at  their  rated  capacity.  Second,  in 
actual  practice  on  electric  railroad  work. 
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The  Contractor  in  making  his  guarantee  will 
base  it  upon  the  constant  load  basis  when  the  engine 
is  delivering  its  full  rated  power,  but  he  will  also 
state  what  economy  can  be  obtained  from  his  engine 
when  working  on  a  variable  load  such  as  electric 
railroad  work. 

In  case  it  is  found  impracticable  by  the  Engi- 
neer who  conducts  the  test  on  the  engines,  to 
determine  accurately  the  delivered  power,  it  will 
be  taken  as  8  per  cent  less  than  the  indicated  horse 
power  of  the  engines  as  shown  by  indicator  dia- 
grams, on  Tandem  engines,  and  1 1  per  cent  on  cross 
compound  engines. 

The  Contractor  should  submit  detail  specifica-  Spedficationt. 
tions  with   each   proposition  which  shall  state  the 
class  of  material  and  workmanship  that  will  enter 
into  the  construction  of  the  engine  which  he  pro- 
poses to  furnish  under  these  specifications. 

The  Contractor  shall  furnish  to  the  Consulting  Dr»wing«. 
Sngineer  of  the  Purchaser  complete  set  of  blue 
prints  within  two  weeks  from  the  date  of  the  award- 
ing of  the  contract,  of  each  engine,  giving  all 
viecessary  information  regarding  the  engines,  to 
enable  him  to  properly  lay  out  the  foundations  for 
«ame. 

All  the  machinery  purchased  under  these  spec-  in«pectiott. 
ifications   will   be   subject    to   the    inspection   and 
approval  of  the  Purchaser. 

The  above  machinery  will  be  paid  for  as  fol-   P^Tment. 
lows: 

One  quarter  cash  on  arrival  of  the  machinery 
at  the  power  house  side  track  at  New  Orleans ;  one 
quarter  cash  on  the  successful  starting  of  the  engines, 
and  the  balance  within  60  days  from  said  date,  pro- 
vided the  requirements  have  been  fulfilled  and  they 
have  been  accepted  by  the  Purchaser. 

All  engines  furnished  under  these  specifications  ^*"J|  °n  ^*"* 
shall  be  erected  in  complete  working  order  on 
foundations  furnished  by  the  Purchaser,  on  or  before 
the  first  day  of  July,  1895,  and  it  is  understood  that 
a  forfeiture  of  $25  per  day  as  liquidated  damages 
shall  be  deducted  from  the  contract  price  for  each 
and  every  day  after  said  date  that  the  engines  are 
unable  to  operate  successfully,  it  being  understood 
that  the  Contractor  is  not  to  be  delayed  in  erecting 
or  starting  the  engines  by  the  Purch  iser. 

B.  J.  A. 
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dated  damages  will  be  deducted  from  the  contract 
price  for  each  and  every  day  after  said  date  that 
the  Purchaser  is  unable  to  successfully  operate  his 
plant  through  the  boilers  not  being  ready  to  run,  it 
being  understood  that  the  Contractor  will  not  be 
delayed  by  the  Purchaser. 
PtyflMtt.  Payments  to  be  made  as  follows :    One  quarter 

cash  on  delivery  of  boilers  at  the  power  house  of 
the  Purchaser;  one  quarter  upon  the  successful 
starting  of  the  plant  and  the  balance  within  60  days 
from  the  date  of  successful  starting,  provided  the 
boilers  have  been  accepted  by  the  Purchaser. 

B.  J.  A. 

uG«ieni.  178.    Specifications    for    Oondensers 

and  Pumps.  All  the  machinery  furnished  under 
these  speciH cations  will  be  delivered  F.  O.  B.,  cars 
at  the  Power  House  of  the  Railroad  Company  in 
New  Orleans,  La.,  on  or  before  the  first  day  of 
June,  1895. 

Proposals  will  be  received  on  the  following 
sized  condensers: 

Proposal  No.  /.  On  one  Independent  steam 
driven  jet  or  surface  condenser,  which  shall  be 
capable  of  condensing  the  steam  from  750  horse 
power  of  engines.  Said  engines  to  be  com- 
pound and  to  receive  steam  at  125  pounds  initial 
pressure  on  the  high  pressure  cylinder,  and  consume 
18  pounds  of  water  per  horse  power  per  hour.  The 
condenser  to  be  capable  of  maintaining  a  vacuum  of 
37"  for  18  hours  continuously  when  working  at  the 
above  capacity  and  receiving  the  circulating  or 
injection  water  at  a  temperature  of  sixty  degrees 
Fahr.  with  pumps  running  at  a  piston  speed  not 
exceeding  sixty  feet  per  minute. 

Proposal  No.  2.  On  three  jet  or  surface  con- 
densers having  a  capacity  of  250  horse  power 
each,  same  design,  conditions  and  guarantees  as 
Proposition  No.  i. 

Proposal  No.  J.  On  one  500  horse  power 
jet  or  surface  condenser  and  one  250  horse  power 
jet  or  surface  condenser,  same  guarantees,  condi- 
tions, etc.,  as  Proposal  No.  i. 

Proposal  No.  4.  On  one  jet  or  surface  con- 
denser having  a  capacity  of  600  horse  power.  Same 
conditions  and  guarantees  as  Proposal  No.  i. 

Proposal  No.  5.  On  one  jet  or  surface  con- 
denser having  a  capacity  of  400  horse  power 
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and  one  of  200  horse  power.     Same  conditions  and 
guarantees  as  Proposal  No.  i. 

Proposal  No.  6.  On  three  jet  or  surface  con- 
densers having  a  capacity  of  200  horse  power  each. 
Same  conditions  and  guarantees  as  Proposal  No.  i« 

Propositions  will  also  he  received  on  the  fol-  ***"p^ 
lowing  sized  Independent  steam  driven  feed  pumps. 

On  two  outside  packed,  single  acting,  hrass 
plunger  boiler  feed  pumps  having  a  capacity  sufB* 
cient  to  deliver  20  gallons  of  water  per  minute 
when  supplied  with  steam  under  125  pounds  pret* 
sure,  and  delivering  water  against  the  same  pressure^ 
and  running  at  a  piston  speed  not  exceeding  60  feet 
per  minute. 

The  Contractor  will  also  submit  propositions 
on  Duplex  pumps. 

Each  bidder  will  submit  with  his  proposition  speciSeattoM. 
complete  specifications  giving  in  detail  the  special 
construction  of  his  machine  and  in  case  of  surface 
condensers  will  state  the  number  of  square  feet  of 
cooling  surface  which  will  be  furnished.  He  will 
also  state  the  diameter  and  stroke  of  the  air  and 
circulating  pumps  and  steam  cylinders.  Brass  or 
composition  piston  rods  must  be  furnished  for 
tiie  steam  and  water  ends  of  both  the  condensers 
mnd  boiler  feed  pumps. 

The  above   machinery  will  be  subject  to  the  '"'**VdJ**'*** 
inspection  and  approval  of  the  Purchaser  or  his  duly 
authorized  representative.  B.  J.  A. 

179.    Specifications  for  Economizers.  »» <»•»•'•» 

The  Economizers  furfiished  under  these  specifica- 
tions will  be  erected  in  complete  running  order  in 
brick  work  furnished  by  the  Contractor,  on  founda- 
tions furnished  by  the  Purchaser  in  the  power 
house  of  the  railroad  company  at  New  Orleans, 
La.,  on  or  before  the  first  day  of  June,  1895.  A 
side  track  from  a  steam  railroad  will  extend  to  the 
Power  House. 

The  Economizer  will  be  of  500  horse  power  ^^Ji 
and  placed  in  a  passage  way  leading  from 
the  boilers  to  the  smokestack  and  will  consist  of 
vertical  cast  iron  tubes,  arranged  in  such  a  manner 
that  their  ends  can  be  removed  so  as  to  make  the 
interior  of  the  tubes  easily  accessible  for  cleaning. 
Each  tube   shall  have   some   form   of   mechanical 
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178.  Speolfloatl- 
and  FumpB.  All  the 
these  spec  in  cations  will 
at  the  Power  House  o^ 
New  Orleans,  La.,  c 
June,  .895. 

Proposals   will  b* 
sized  condensers: 

Proposal  No.   1 
driven  jet  or  surfa 
capable  of   conden^ 
power    of    engine ^ 
pound  and  to  recr 
pressure  on  the  hi' 
18  pounds  of  wa' 
condenser  to  be  ' 
ay"  for  18  hours 
above    capacity 
injection    watc 
Fahr.  with  pt: 
exceeding  sixt 

Proposal  .1 

densers    hav' 


«m2eirr' 


'.-  iised 
.'iiin  the 

v'Tk  lead- 

.jTTiizer,  but 

valves  and 

-1  economy  he 
ry  boiler  set- 
tled the  tem- 
tbc  Ecooomixer 


each,  same  ' 
Proposition 

Propof 
jet  or  Eurf^ 
jet  or  surf 
tions,  etc. . 

Prop 
denser  h:> 
eonditioi- 

Prc 


R  Fahr. 

jieitrccs  Fahr. 

•  lurt    the    Economizer- 

njiilcr    when    receiving 

%vitti   tbe  gases  entering' 

r'tfi.  Fahr. 

'  entering  the  Economizei 

■1  ihall  be  tested  to  an  hy—— 
■  50  pi>unds  per  square  inch  ~^ 
:   Iro'n  the  Company's  works,, 

Tniser  h  is  been  put  in  opera 

by  tlv  I  urchaser's  Engineer  t»^^ 
ir  nM  complies   with   these-^^ 

t '  defective  within  thirtyv,^ 

'<  ;cesaful  starting  of  the— = 

-  tbe  Contractor  with 


r 
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The  Contractor  shall  guarantee  to  protect  the  *""* 
Purchaaer  from  auits  for  iniringementa  of  patents. 

All  material    furnished    under  these  specifica-  *"^'"'J. 
tl«DS  shall  be  Gubjecl  to  the  inspection  and  approval 
of  the  Purchaser. 

B.  J.  A. 

180.  Specifications  for  Electric  Qener-  '»Goni 
ators.  The  machines  that  will  be  purchased  under 
these  specifications  will  be  erected  in  complete  run- 
ning order  on  foundations  furnished  by  the  Purchaser, 
in  the  Power  House  of  the  St.  Charles  Street  Rail- 
road Company,  located  on  a  side  track  of  a  steam 
railroad  in  New  Orleans,  La.  The  exact  location  of 
ibe  power  house  not  yet  being  determined  it  is  im- 
practicable to  designate  the  road  on  which  the  track 
will  be  located. 

Propositions  will  be  considered  on  each  of  the   ^'*** 
following  sizes  and  types  of  generators : 

Proposition  No.  i.  On  three  aoo  kilowatts 
direct-connected  multipolar  railway  generators,  de- 
signed to  give  an  electrical  outputof  400  amperes  at 
500  volts  when  running  at  a  speed  of  150  revolu- 
tions per  minute. 

These  generators  will  operate  at  a  potential 
varying  from  500  lo  550  volts,  but  the  kilowatt 
rating  shall  be  based  on  a  potential  of  500  volts. 

Each  generator  shall  be  provided  with  suitable 
projecting  lugs  for  attaching  to  the  cast-iron  base  of 
the  engine  to  which  it  will  he  direct-connected. 

Means  must  be  provided  for  slipping  the  Reld 
pieces  off  the  armature  side-wise,  or  by  separating 
the  fields  in  a  vertical  plane  in  halves  and  sliding 
them  away  from  the  armature,  or  by  separating 
the  fields  on  a  horizontal  plane  so  the  top  piece  can 
be  lifted  off  and  suitable  removable  blocks  put  be- 
tween the  lower  field  piece  and  the  engine  bed  or 
foundations  bo  that  by  removing  these  blocks  the 
field  casting  can  be  lowered  sufficiently  to  allow 
the  field  coils  to  be  slipped  off. 

No  bearings  will  be  fumislied  with  the  gener- 
ator, as  the  armature  will  be  carried  directly  on  the 
engine  shaft.  The  bore  of  the  armature  hub  will 
be  given  by  the  Purchaser,  The  generators,  how- 
ever, should  have  their  own  brush  supporting  de- 
vices which  should  be  attached  to  the  fields  of  the 
macbine  so  as  to  make  it  unnecessary  to  attach  the 
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BfidtBcy. 


Healing. 


brush  holder  brackets  to  the  engine  castings.  In 
case  the  latter  is  necessary,  however,  the  expense 
for  such  attachment  will  be  borne  by  the  Contractor. 

Propostiion  No.  2*  On  three  generators  of 
the  same  design  as  called  for  in  proposition  No.  i, 
but  to  run  at  250  revolutions  per  minute. 

Proposition  No.  j.  On  three  aoo  kilowatt 
generators  of  the  same  design  as  called  for  in  Prop- 
osition No.  I,  but  to  run  at  a  speed  of  100  revolu- 
tions per  minute. 

Proposition  No,  4.  On  three  200  kilowatt 
generators  to  run  at  a  speed  of  80  revolutions  per 
minute.  Same  design  and  conditions  as  Proposi- 
tion No.  I. 

Proposition  No.  5.  On  three  generators  of 
the  same  design,  but  to  have  a  capacity  of  150  kil- 
owatts, and  to  run  at  a  speed  of  150  revolutions  per 
minute. 

Proposition  No.  6.  On  three  generators  of 
150  kilowatt  capacity  each,  to  run  at  a  speed  of  250 
revolutions  per  minute. 

Proposition  No.  7.  On  three  150  kilowatt 
generators  similar  to  those  called  for  under  Propk>- 
sition  No.  i ,  but  to  run  at  100  revolutions  per  min- 
ute. 

Proposition  No.  8.  On  three  150  Kilowatt 
generators  similar  to  those  called  for  under  Propo- 
sition No.  I,  but  to  run  at  80  revolutions  per  min- 
ute. 

The  Contractor  shall  state  in  each  proposition 
the  efficiency  his  generators  will  give,  and  it  must  be 
in  the  form  of  a  guarantee. 

By  efficiency  is  meant  the  result  that  is  obtained 
by  dividing  the  total  energy  in  kilowatts  delivered 
on  the  switchboard  of  the  station  by  the  mechanical 
horse  power  delivered  to  the  armature  of  the  gen- 
erator, due  allowance  being  made  for  the  loss  in 
the  mains  leading  from  the  generator  brushes  to  the 
switchboard.  The  power  delivered  to  the  armature 
shall  be  taken  as  the  indicated  horse  power  in  the 
cylinders  of  the  engine,  as  measured  by  the  engine 
indicator,  less  the  indicated  power  required  to  drive 
the  engine  and  generator  running  light  or  with  no 
load. 

The  generators  shall  be  capable  of  giving  their 
full  capacity  for  a  period  of  18  hours  in  continuous 
operation  without  serious  sparking  at  the  brushes, 
and  without  raising  the  temperature  of  the  anna- 
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ture  or  field  coils  more  than  72  degrees  Fahr.  above 
the  surrounding  atmosphere. 

The  machine  shall  be  self-exciting  and  shall  Ref«i»«Jon. 
maintain  a  practically  constant  voltage  with  the  load 
varying  from  half  to  full  load  when  driven  at  a  uni- 
form speed.  They  shall  be  able  to  run  in  multi* 
pie  with  each  other  and  divide  the  load  proportion* 
ately  among  them  without  it  being  necessary  for 
the  attendant  to  adjust  regulating  devices. 

With  each  generator  shall  be  furnished :  station  Bqni^ 

One  Main  Switch  of  suitable  capacity  for  the 
machine. 

One  Automatic  Circuit  Breaker. 

One  Lightning  Arrester. 

One  Weston  Illuminated  Dial  Ammeter  read* 
ing  to  500. 

One  Field  Rheostat. 

One  Four  Point  Potential  Switch. 

And  with  each  complete  proposition  the  fol* 
lowing : 

One  Weston  Volt  Meter  reading  from  o  to  650 
volts. 

One  Weston  Illuminated  Dial  shunted  station 
or  bus  ammeter  reading  to  2,000  amperes. 

Seven  feeder  panels,  each  one  to  have  the  fol- 
lowing instruments  upon  it : 

One  Maine  Switch  to  carry  250  amperes. 

One  Weston  Illuminated  Dial  Ammeter  read- 
ing 250  amperes. 

One  Automatic  Circuit  Breaker,  suitable  for 
panel,  and  such  minor  details  as  go  to  complete 
the  system  of  the  Contractor. 

All  to  be  mounted  upon  marbleized  slate  pan- 
els of  suitable  size  to  build  into  a  switchboard.  No 
wood  or  other  combustible  material  can  be  used  in 
the  construction  of  these  instruments. 

Carbon  brushes  are  preferred,  and  when  car-  ^"'•''•^ 
bon  brushes  are  used  brush  holders  shall  be  so  de- 
signed as  to  clamp  the  carbon  brush  securely  and 
have  a  practically  solid  connection  to  binding  post 
from  which  the  flexible  cables  lead  to  switchboard. 
The  object  being  to  prevent  heating  of  the  brushes 
and  the  electrical  loss  common  to  some  machines 
faulty  in  this  respect.  Should  the  type  of  genera- 
tor bid  upon  be  such  as  to  necessitate  copper  brushes 
the  builder  of  said  machine  will  state  fully  how  such 
brushes  are  made  and  secured. 
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Tcmputc*.  The  Contractor,  shall  furnish  the  engine  builder, 

free  of  cost  to  the  Purchaser,  a  template  for  each 
machine,  giving  the  bore  of  the  armature  hub  and 
key-seating  for  same. 

Szpcrt.  The    Contractor    shall    furnish   a    thoroughly 

competent  expert  to  superintend  the  erection  of  the 
generators,  who  shall  remain  in  charge  of  the  gen- 
erators for  thirty  days  after  they  have  started.  He 
shall  give  all  necessary  information  to  such  men  as 
may  be  designated  by  the  Purchaser,  to  enable  them 
to  properly  operate  the  generators  during  the  said 
thirty  day  period. 

Labor.  Contractor  will  furnish  all  necessary  labor  and 

material  for  erecting  the  generators  complete  ready 
to  operate,  and  for  connecting  the  generators  with 
the  switchboard. 

inspecrioB  and         The  above  machinery  will  be  subject  to  the  in- 
^^"^  '     spection  of  the  Purchaser,  who  shall  have    the  au- 
thority  to  decide   whether  or    not  the     machinery 
conforms  to  these  specifications. 

T«^  An  accurate  test  will  be  made  when  the  gener- 

ators are  in  proper  condition  to  work  and  it  is  in- 
tended that  the  guarantee  made  by  the  Contractor 
will  be  fulfilled. 

Paymeats.  Payments  will  be  made  as  follows :    One  quar- 

ter cash  on  arival  of  machinery  at  the  power  station 
site  at  New  Orleans ;  one  quarter  on  the  successful 
starting  of  the  plant  and  the  balance  within  sixty 
days  thereafter,  provided  the  generators  have  been 
approved  and  accepted  by  the  Purchaser.  It  is  undei^ 
stood  of  course  that  the  Contractor  will  not  be  de- 
layed in  starting  his  machines  by  the  Purchaser.  • 

Time*  The  above  material  to  be  delivered  in  running 

order  on  or  before  the  first  day  of  July,  1895,  and 
it  is  understood  that  the  Contractor  will  forfeit  $35 
per  day  as  liquidated  damages  for  each  and  every 
day  after  the  above  date  that  his  work  remains  in- 
complete. 

Specifications.  Each  bidder  will  submit  a  detailed  specifica- 

tion of  the  machines  which  he  proposes  to  furnish. 
It  is  the  intention  of  the  writer  of  these  specifica- 
tions to  draw  them  broad  enough  to  permit  any 
manufacturer  of  first-class  machinery  to  bid  upon 
the  generators,  but  if  any  one  is  prohibited  from 
bidding  by  any  clause  in  the  specifications,  they  may 
submit  a  proposition  pointing   out  the  prohibitive 
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clause,  and  their  bid,  if  the  machinery  is  of  first- 
class  construction,  will  be  considered.  It  is  under- 
stood, however,  that  the  speed  here  given  can  not 
be  varied  from  to  any  great  extent. 

B.  J.  A. 

181.    Specifications    for  Electric  Mo-  i"  ««■«*• 

tors.  The  motors  that  will  be  purchased  under 
these  specifications  will  be  delivered  by  the  Con- 
tractor at  the  factory  of  the  car  builder,  which  will 
be  located  in  the  vicinity  of  Philadelphia,  New 
York,  Cleveland  or  St.  Louis.  The  cars  may  be 
manufactured  at  some  other  point  than  the  ones 
mentioned,  but  the  Contractor  will  deliver  the 
motors  as  above  specified,  provided  the*  cars  are 
built  within  one  hundred  miles  of  one  of  the  above 
points. 

Propositions  will  be  considered  on  the  follow-  s**^ 
ing: 

Profosition  No,  /.  On  40-500  volt  constant 
potential  single  reduction  electric  motors  having  a 
rated  capacity  of  25  horse  power  each,  and  capable 
of  exerting  a  horizontal  drawbar  pull  of  1,170 
pounds,  when  running  at  a  speed  of  eight  miles 
per  hour,  or  a  drawbar  pull  of  625  pounds  when 
running  at  a  speed  of  fifteen  miles  per  hour. 

The  average  speed  of  the  motors  will  be 
between  eight  and  ten  miles  per  hour  and  the  max* 
imum  speed  about  fifteen  miles  per  hour. 

Proposition  No.  2,  On  40-500  volt  constant 
potential  single  reduction  electric  motors  having  a 
rated  capacity  of  30  horse  power  each,  and  capable 
of  exerting  a  horizontal  drawbar  pull  of  1,400 
pounds  when  running  at  a  speed  of  eight  miles  per 
hour,  or  750  pounds  when  running  at  a  speed  of 
fifteen  miles  per  hour. 

The  Contractor  shall  state  what  current  will  be  c»*»^««». 
required  by  the  motors  at  a  potential  of  500  volts 
when  developing  the  power  indicated  above,  on  a 
straight,  level  and  clean  track. 

Each  motor  furnished   shall   be  of  the  latest  "^yp*  ***  **°*"» 
form  and  design  of  water-proof  motor  built  by  the 
manufacturer. 

All  gearing  used  in  connection  with  the  motors  Gearing 
and  car  axle  shall  be  cut  gears.     The  pinion  on  the 
armature  to  be  made  of  steel  and  the  gear  attached 
to  the  car  axle  shall  be  made  of  such  material  at 
the  Contractor  sees  fit  to  recommend. 
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Each  motor  will  be  mounted  upon  a  single 
car,  making  a  total  of  forty  cars  to  be  equipped 
with  one  motor  each,  and  with  each  motor  shall  be 
furnished  a  complete  set  of  gears  for  attaching  to 
the  car  axle.  Two  controlling  stands  with  suitable 
rheostats,  blow-out  devices  and  other  automatic 
attachments  for  successful  working.  One  trolley 
with  iron  pole  and  bronze  wheel  with  plumbago 
bearings.  The  trolley  pole  to  be  provided  with 
suitable  base  and  springs  for  attaching  to  the  car 
top.  One  lightning  arrester,  one  fuse  block,  two 
overhead  switches  for  making  and  breaking  the  cir- 
cuit, and  all  necessary  wiring  in  the  car  body,  and 
underneath  the  seats  to  suitably  connect  the  con* 
troller,  rheostat  and  motor  for  successful  operation^ 
and  such  other  special  devices  as  may  be  necessary 
to  conform  to  the  standard  system  of  the  bidder. 

The  Contractor  will  furnish  all  necessary  labor 
to  mount  the  motors  on  the  car  axles  at  the  works 
of  the  car  manufacturer.  Do  all  the  car  wiring 
(except  for  lights)  necessary  to  connect  the  motors 
to  the  controllers  and  rheostats  and  otherwise 
equip  the  car  for  successful  operation. 

The  motors  shall  be  capable  of  performing  the 
work  required  of  them,  as  given  in  these  specifica- 
tions in  ordinary  service,  for  a  period  of  i8  hours 
in  continuous  operation  without  raising  the  temper- 
ature of  the  armatures  or  the  field  coils  to  more  than 
75  degrees  Fahr.  above  the  surrounding  atmosphere, 
and  shall  do  their  work  without  excessive  sparking 
at  the  commutator  brushes. 

The  type  of  motor  considered  as  standard  in 
these  specifications  is  a  single  reduction  motor 
geared  direct  to  the  car  axle,  and  when  this  class  of 
motor  is  used  it  shall  be  suspended  upon  some 
flexible  connection  which  will  relieve  the  car  axle 
of  as  much  weight  as  possible,  and  the  Contractor 
will  state  in  his  proposition,  so  far  as  practical,  the 
method  or  special  design  which  he  proposes  to  use 
in  mounting  the  motors. 

In  case  the  manufacturer  should  furnish  single 
motor  geared  to  both  axles  under  these  specifica- 
tions, the  bidder  shall  state  fully  the  method  which 
will  be  used  in  mounting  and  supporting  the 
motors. 

The  car  bodies  and  trucks  will  be  furnished  by 
the  Purchaser  but  the  motors  are  expected  to  handle 
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an  1 8  foot  closed  car  body  when  fully  loaded,  and 
to  pull  the  trailer  when  necessary  on  a  level  track 
around  ordinary  curves. 

The  bidder  will  state  the  number  of  revolutions  ^P****  ?* 

•  1         •  •  •!!  1  *   •    .  Armature*. 

per  minute  that  his  armature  will  run  when  driving 
a  car  mounted  on  33  in.  wheel  at  a  speed  of  eight 
miles  per  hour. 

The  33  in.  wheels  will  be  used  throughout  and  wheci*. 
the   motors   and   gearing  are   so   proportioned    as 
to  exert  their  rated  capacity  with  this  diameter  of 
wheel. 

The  Contractor  will  state  the  diameter  of  the  winding, 
wire  used  in  the  armature  and  whether  or  not  the 
armature  is  wound  with  one  or  more  windings 
through  each  slot,  and  if  two  or  more  wires  are  used 
in  such  slot,  whether  or  not  they  are  connected  in 
multiple  on  the  commutator  strips.  He  will  also 
give  the  diameter  of  the  wire  used  on  the  field  coils. 

The  Contractor  will  deliver  these  motors  to  the  Ddiveiy. 
car  manufacturer  within  ninety  days  from  the  date 
of  the  awarding  of  the  contract,  and  the  motors  will 
be  shipped  from  the  factory  of  the  car  builder  to 
New  Orleans  by  the  car  manufacturer,  and  hauled 
to  the  car  bam  or  placed  therein  by  the  Purchaser, 
where  suitable  pits  will  be  provided  for  cleaning 
and  repairing  the  motors. 

When  the  Contractor  has  received  notice  from 
the  Purchaser  that  he  is  ready  to  open  the  road  for 
traffic  he  (the  Contractor)  shall  send  a  thoroughly 
competent  expert  or  electrical  engineer  to  New 
Orleans  to  superintend  the  starting  and  operation  of 
the  motors  and  give  instructions  to  the  employees  of 
the  railroad  company  for  a  period  of  thirty  days 
which  shall  be  known  as  the  trial  period.  All 
expenses  and  salary  of  said  expert  to  be  borne  by 
the  Contractor. 

As  soon  as  the  road  is  ready  for  operation  the  '^'*»*  p«h«4. 
Purchaser  will  open  it  for  traffic  and  operate  the 
cars  thereon  for  a  period  of  thirty  days  to  determine 
whether  or  not  the  motors  will  do  the  work 
required  of  them  successfully  and  comply  with 
these  specifications.  During  this  period  the  Pur- 
chaser will  furnish  all  necessary  employees  and 
power  for  operating  the  cars.  Said  employees  to 
operate  the  motors  in  accordance  with  instructions 
of  the  Contractor's  expert.  It  being  understood, 
however,  that  the  motors  must  make  the  speed  and 
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do  the  work  called  for  under  these  specificationt 
during  the  said  thirty  days.  All  parts  of  the  motors 
that  bum  out,  break,  or  otherwise  prove  defective 
aside  from  ordinary  wear  and  tear,  during  the  said 
thirty  days,  shall  be  replaced  by  the  Contractor  free 
of  cost  to  the  Purchaser. 

*A0*rotiS  "^  '^^®  machinery  purchased  under  these  specifi- 

cations will  be  subject  to  the  inspection  and 
approval  of  the  Purchaser. 

spccukationt.  jj  jg  the  intention  of  the  writer  of  these  specifi- 

cations to  have  them  sufficiently  broad  to  allow  all 
manufacturers  of  Hrst-class  machinery  to  bid  under 
them  and  if  anything  in  them  seems  to  be  prohibit 
tive  the  bidder  will  submit  his  proposition  pointing 
out  wherein  he  can  not  conform  to  the  specifica- 
tions. He  will  also  submit  detailed  specifications 
giving  a  list  of  material  which  he  proposes  to 
furnish.  The  intention  of  these  specifications  tieing 
only  to  definitely  state  the  work  that  the  motors  will 
be  required  to  do.  B.  J.  A. 

^"%'ication        1^2.    Specifications    for    the    Recon- 

^"^         '  struction  of  a  Horse  Railwav  Track  to  be 

Used  as  an  Electric  Railway  ia  a  Oity.  The 

work  consists  in  removing  the  existing  track  of  the 

♦  •  ♦  Company  in  the  city  of  •  ♦  ♦  and 
replacing  it  with  the  track  described  in  the  follow- 
ing specifications.  The  track  is  ♦  •  •  feet 
long    and     will    contain     •     •     ♦     plain    curves, 

♦  ♦  •  branches  off  curves,  ♦  ♦  •  electric 
railroad  crossings  and  ♦  •  ♦  steam  railroad 
crossings.  The  Contractor  will  also  be  required  to 
lay  the  tracks  in  the  car-shed  and  the  special  work 
connecting  the  car-shed  tracks  with  the  tracks  in  the 
street.  He  will  also  furnish  and  erect  the  poles, 
span  wires,  trolley  wire  and  feeder  wire  as  herein 
described. 

All  rails,  stringers,  and  ties  taken  out  of  the 
old  track  shall  belong  to  the  Railroad  Company 
and  shall  be  delivered  by  the  Contractor  either  at 
the  Railroad  Company's  yards,  or  forwarded  on 
board  cars  to  the  order  of  the  Railroad  Company 
as  the  engineer  may  elect. 

AH  work  not  enumerated  in  these  specifications 
necessary  for  the  construction  of  a  first-class  track 
and  line  shall  be  performed  by  the  Contractor.  All 
work  shall  be  done  under  the  supervision  and  to  the 
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•■tiBfaction  of  the  Etigint 
p»ay,    and    instructions  s 


of  the  Railroad  Com- 


i  to  details  given  by  the 
Engineer  or  bis  representative  shall  be  fully  carried 

ENo  bills  {or  extra  work  will  be  paid  except 
extra  work  done  by  the  written  order  of  the 
ioeer. 
The  Contractor  shall  agree  to  protect  the  Rail- 
Company  from  the  beginning  of  the  construc- 
tion until  the  road  is  accepted  by  the  officers  of  the 
Railroad  Company  from  all  Iobs  of  maleriiil  by  theft 
Kod  from  all  damage  suits  and  claims  arising  from 
personal  injuries  or  property  losses  sustained  in  the 
construction  of  the  road.  The  Contractor  shall 
■Iso  agree  to  assume  the  liability  in  any  suit  for 
infringement  of  patent,  arising  out  of  the  material 
led  in  the  construction  of  the  road  or  out  of  the 
B  of  any  patented  process. 

The  railroad  company  will  secure  the  necessary 
mits  from  the  municipality  and  will  make  the 
Essary  crossing  arrangements  with  the  roads 
ch  it  intersects.  The  Contractor,  however, 
(t  perform  all  work  in  accordance  with  city 
Illations,  and  shall  carry  out  any  instructions  given 
the  city  authorities. 

Where  it  is  not  herein  specified  that  the  mate- 
1  manufactured  by  a  certain  company  shall  be 
uiahed,  tlie  Contractor  shall  name  in  his  bid  the 
inufacturer  of  the  material  which  be  proposes  to 
rnish  and  wherever  possiblesball  submit  samples. 
The  following  drawings  may  be  seen  at  the 
ee  of  the  Engineer.  ( I )  General  map  of  route, 
swing  location  of  track  and  proposed  location  of 
(2)  Detail  dniwings  of  crossings,  special 
irk,  and  car-shed  tracks.  (3)  Drawing  showing 
t  length,  route,  and  tapping-in  points  of  feeders. 

The  rails  shall  be  standard  girder  rails,  seven  ' 
hcB  in  height,  weighing  not  less  than  eighty 
Unds  per  yard.  These  rails  shall  be  delivered  in 
^tbB  of  not  less  than  tifty-five  feet.  The  tiea 
ill  be  of  white  oak,  sawed  six  by  eight  inches  in 
:tion  and  eight  feet  long.  Brace  (ie-plates,  fitting 
d  supporting  the  head  of  the  rail,  shall  be  used, 
he  joints  shall  be  cast-welded,  but  the  Coniractor 
■It  supply  enough  fish  plates  foi  use  on  the  rails 
mporarily  as  herein  described.  The  trolley  wire 
•tl  be  No.  00  hard  drawn  copper  and  the  span 
C  No.  4  soft  iron  wire  covered  with  weatherproof 
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insulation.  The  guy  wire  shall  be  No.  6  iron  wire 
covered  with  the  same  insulation.  The  span  wire 
shall  have  a  tensile  strength  of  2,500  pounds  and  the 
guy  wire  a  tensile  strength  of  i,too  pounds. 

The  poles  shall  be  thirty  feet  long  and  shall  be 
made  of  steel  tubing.  Those  which  are  used  to  sup- 
port curves  and  terminals  shall  be  made  of  eight 
inch,  seven  inch,  and  six  inch  pipe  and  shall  weigh 
not  less  than  eight  hundred  pounds.  Poles  used 
only  for  supporting  span  wires  shall  be  made  of  six 
inch,  five  inch  and  four  inch  pipe  and  shall  not 
weigh  less  than  five  hundred  pounds.  Poles  which 
carry  feed  wires  shall  be  made  of  seven  inch,  six 
inch  and  five  inch  pipe  and  shall  weigh  not  less  than 
six  hundred  and  fifty  pounds.  All  poles  shall  be 
provided  with  caps  and  rings  to  cover  the  joints. 

All  of  the  material  used  in  the  construction  of 
the  road  not  herein  enumerated  shall  be  of  standard 
design  and  subject  to  the  approval  of  the  engineer. 

Romd-bttd.  For  double  track  an  excavation  18  feet  wide 

and  18  inches  deep  shall  be  made,  and  for  single 
•  track  an  excavation  9  feet  wide  and  18  inches  deep. 
Into  this  shall  be  placed  4  inches  of  crushed  rock 
or  gjavel  and  rolled  until  solid.  Clean  rock  which 
has  been  excavated  from  the  street  may  be  used  for 
this  purpose. 

Ties.  Xhe  ties  shall  be   spaced   24  inches  between 

centers.  A  tie  shall  be  placed  underneath  each 
joint. 

Track-work.  The  rails  shall  be  laid  4  feet  and  10  inches  be- 

tween gauge  lines.  Where  there  is  double  track,  the 
distance  between  the  gauge  lines  of  the  inside  rails 
shall  be  5  feet  and  4  inches.  Brace  tie  plates  shall 
be  placed  under  the  rail  at  each  tie  and  care  takes 
that  the  brace  is  firmly  against  the  rail  before  spik- 
ing. The  ties  shall  be  securely  tamped  with 
crushed  rock  or  gjavel  until  the  top  of  the  rail  is  tt 
the  established  grade  of  the  street  and  the  track 
carefully  lined  and  surfaced.  Both  rails  shall  be 
laid  level  by  means  of  a  straight-edge  and  a  level* 
For  lining  and  surfacing,  the  rails  shall  be  tempo- 
rarily connected  by  fish  plates. 

The  cast-welded  joint  shall  be  used.  The  joint 
shall  be  14  inches  long  and  the  casting  shall  weigh 
not  less  than  120  pounds.  The  iron  used  for  this 
purpose  shall.be  soft,  grey  pig.  No  scrap  shall  be 
used.     Immediately  before  casting  the  joints,  the 
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lil-ends,  7  inches  back  of  the  joint,  shall  be  thor- 
lughly  cleaned  by  emery  wheels,  sand  blast,  or 
other  mechanical  process.  Care  must  be 
Blakeo  that  the  rail  ends  are  in  contact  and  perfectljr 
in  line  before  the  joint  is  cast.  Means  must  bs 
provided  for  holding  the  rait  in  position  while  the 
joint  is  cooling.  If  there  are  slight  irregularities  in 
the  rail  surface  after  the  joint  is  cast,  they  may  be 
removed  by  filing  the  top  of  the  rail,  but  the  Engi- 
Deer  shall  have  the  right  to  reject  any  joint  which  ii 
not  in  line  or  which  is  higher  or  lower  than  the  rait. 
Joints  so  rejected  shall  be  removed  by  sawing  the 
rail  4  feet  on  each  side  of  the  defective  joint,  A 
piece  of  new  rail  8  feet  long  shall  be  inserted  10 
this  opening  and  new  joints  cast  on  each  end  of  it 
as  described  above.  The  Contractor  shall  guaraii' 
tee  all  cast-welded  joints  for  one  year  and  sbatl 
repair,  free  of  chiirge,  any  which  break  in  this  time. 
In  repairing  broken  joinis,  if  the  opening  does  not 
exceed  t  inch,  the  old  joint  may  be  chipped  off,  a 
section   of  rail   fitting  the  opening  inserted,  and  a 

I  new  joint  cast  around  it,  the  same  precautions  asto 
^leaning  and  preparing  the  joint  being  followed  aa 
putlined  above.  If  the  opening  exceeds  1  inch,  the 
joint  must  be  cut  out,  a  piece  of  rail  8  feet  long 
Inserted  and  new  joints  cast  upon  each  end  of  it. 
\  All  joints  shall  be  cast-welded  except  those  in 
fbe  special  work  and  crossings,  and  those  joints 
connecting  the  special  work  and  crossings  with  the 
Straight  track.  These  joints  shall  be  supplied  with 
■ix-holc  tish  plates  fitting  the  section  of  rail  which 
18  used. 

The  special  work  shall  be  made  of  a  section  of  ' 
Fall  which  will  connect  with  the  rail  used  on  the 
tratght  track  without  the  use   of  combination  fi«b 
blates.     Easement  curves  as  indicated  on  the  draw- 
ings shall  be  used  at  the  ends  of  all, curves  where 
the  radius  is  less  than    150  feet.     Curves    of    less 
radiUM  than    150  feet  shall  have  both  rails  grooved; 
^^thosc  varying  in  radii   from    150  to  400  feet  shall 
^^bave  the  inside  rail  grooved;  and  those  of  greater 
^^Badii  than  400  feet    may  be  sprung  from  the  rail 
^Hlsed  on  the  straight  track.     Switches,  mates,  frogs, 
^^'xnd  crossings  shall  be  provided  with  hardened  steel 
plates  set  into  the  castings  to  take  the  wear.     The 
special  work  shall  be  laid  according  to   the  meas- 
ii«emenU  given  on  the  drawings  and  shall  be  made 
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to  line  in  neatly  with  the  straight  track.  Wherever 
necessary  the  Contractar  shall  furnish  special  ties, 
long  enough  to  support  the  special  work.  In  lay- 
ing special  work,  the  directions  as  given  above 
shall  be  carried  out,  except  that  in  laying  curves  of 
less  than  150  feet  radius,  the  outside  rail  shall  be 
laid  ^  inch  higher  than  the  inside  rail. 

The  Contractor  will  not  be  required  to  bond 
the  cast-welded  joints.  All  joints  npt  cast-welded 
shall  be  bonded  with  a  four  naught  bond  of  the 
•  •  •  type.  At  crossings  and  special  work, 
each  straight  rail  shall  be  connected  to  the  corre- 
sponding straight  rail  on  the  other  side  by  means  of 
an  insulated  copper  cable  of  500,000  c.  m.  cross- 
section.  The  connection  between  the  cable  and 
the  rail  shall  be  made  by  means  of  a  copper  termi* 
nal,  shown  on  the  feeder  drawing.  The  place  on 
the  rail  where  this  terminal  connects  shall  be  amal- 
gamated and  the  surface  of  the  terminal  shall  be 
amalgamated  and  coated  with  an  amalgam. 

The  paving  shall  follow  the  welding  of  the 
joints  as  closely  as  possible.  The  road-bed  up  to 
the  tops  of  the  ties  shall  be  filled  with  crushed 
macadam,  rammed  in  place.  The  space  between 
the  tracks  of  a  double  track  shall  be  paved  with 
the  same  material  as  the  street  outside  the  tracks. 
The  space  between  the  rails  of  the  track  shall  be 
paved  with  gjanite  blocks,  six  inches  deep,  laid  on  t 
bed  of  sand.  The  space  outside  of  the  rails  shall 
be  paved  with  the  same  material  as  the  rest  of  the 
street.  In  all  cases  the  city  regulations  in  regard  to 
street  paving  shall  be  fully  carried  out  and  the  work 
shall  be  done  to  the  satisfaction  of  the  city  authori- 
ties. Paving  which  has  been  removed  for  the  re- 
construction of  the  track  may  be  replaced  by  the 
Contractor,  if  approved  by  the  Engineer.  All  old 
paving  material  not  used  shall  belong  to  the  Con- 
tractor and  shall  be  removed  by  him.  Immediately 
after  the  paving  is  finished  the  Contractor  shall 
remove  all  dirt  from  the  street  and  leave  it  in  a  nett 
condition. 
^^kT'/o**  During  the  building  of  the  road,  the  Contractor 

shall,  at  his  own  expense,  put  in  temporary  wagon 
crossings  made  of  ties  whenever  required  by  the 
city  authorities.  He  shall,  as  far  as  possible,  keep 
the  street  open  for  traffic  and  shall  supply  the 
necessary  signal  lamps  and  watchmen. 


I 


SPECIFICATIONS  FOB     F.T.KCTTlTb    RAILWAY. 


OVERHEAD    CONSTRUCTION. 

Poles  supporting  the  siraight  line  shall  be  set  ^ 

■  hole  6  feet  6  inches  deep   and   i8   inches  in 

.meter.      Poles  supporting  curves  shall  be  set  io 

hole  6  feet  6  inches  deep  and  24  inches  in  diam- 

The  space  around  the  poles  shall  be  filled 

ith   concrete,    composed  of    i    part  of  cement,   3 

ftrts  of  sand,  and  4  parts  of  crushed  rock.     In  set- 

ig  poles,  the  top  of  the  pole  shall  be  given  a  rake 

S  inches  from  the  vertical.     City  regulations   ia 

gard  to    Belting  poles  shall  he  strictly  complied 

ith.     The  sidevialk  at  the  base  of  the  pole  must 

restored  to  its  original  condition.      Before  erec- 

-.1,   poles  and  cross-arms  shall  receive  one  coat  of 

Iphaft    paint    and     after    erection    shall    receive 

lother. 

The  trolley  wire  shall  be  placed  as  nearly  as  ^ 
issible  over  the  center  of  the  track  and  shall  not 
e  less  than  18  or  more  than  20  feet  above  the  rail, 
'he  trolley  wire  shall  be  anchored  at  all  curves  and 
DBsings.  The  hangers,  strain  insulalors.  feeder 
ikes,  and  all  other  overhead  appliances  shall  be  of 
le  manufacture  of  •  •  "  .  The  connection 
'tween  the  span  wire  and  the  pole  shall  be  through 
(train  insulator.  Strain  insulators  shall  be  placed- 
all  guy  wires  and  pull-off  wires.  All  joints  in 
le  trolley  wire  shall  be  made  at  suspensions  by 
I  of  splicing  ears.  Xo  splicing  sleeves  shall 
e  used. 

The  trolley  wire  over  curves  must  be  so  located  ^' 
lat  the  trolley  wheel  rounds  the  curve  without 
iving  the  wire.  Full-offs  must  be  located  as 
esignated  by  the  Engineer.  Where  necessary,  the 
"jntractor  shall  furnish  switches  and  crossings  to 
'  located  in  the  trolley  wire  at  turn-outs. 

At  crossings  with  other  roads,  where  their  con- 

Dt  can  be  obtained,  live  crossings  will  be  installed, 

id   cot-oul8  placed  in  the  trolley  wire.     Where 

lis  consent  can  not  be   obtained,   the  Contractor 

t  install  insulated  crossings  of  a  design  to  be  ap- 

ived  by  the  Engineer. 

Lightning  arresters  shall  be  located  along  the 
Ek,  two  to  each  mile.  They  shall  be  of  the  manu> 
icture  ot  •  "  •  and  the  Engineer  shall  designate 
letr  exact  location  and  the  manner  in  which  they 
all  be  connected  with  the  trolley  and  feeder  wirea, 
id  the  manner  in  which  they  shall  be  grounded. 
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*1Ssu?ston  Section  insulators  of  the  manufacture  of  ♦  *  • 

shall  be  placed  in  the  trolley  wire  in  the  positions 
shown  on  the  map  of  the  route  of  the  road. 

Wmitn,  Feeders   shall  be  furnished   according  to  the 

drawing.  The  cross-arms  shall  be  of  iron  and  of 
an  ornamental  desig^.  They  shall  receive  one  coat 
of  paint  before  erection  and  another  after  erection. 
The  pins  for  the  straight  line  shall  be  of  locust^  and 
those  supporting  feed  wire  on  curves  shall  be  made 
of  steel.  The  insulators  shall  have  recesses  in  the 
top  for  the  support  of  the  feed  wire  and  shall  be  of 
the  manufacture  of  •  *  •.  Feed  wires  shall  be 
pulled  up  neatly  and  shall  be  protected  from  abra- 
sion by  trees  or  other  poles.  Each  feeder  shall  be 
drawn  into  the  power  house  and  left  long  enough  to 
connect  with  its  proper  switch  on  the  feeder  board. 
The  Contractor,  however,  will  not  be  required  to 
make  this  connection.  The  Contractor  shall  also 
furnish  and  install  the  cables  for  ground  feeders,  in 
the  location  shown  on  the  feeder  drawing.  The 
connection  between  the  ground  feeder  and  the  rail 
shall  be  made  by  means  of  a  brass  terminal,  the 
dimensions  of  which  are  shown  on  the  feeder  draw- 
ing. The  surface  of  the  brass  terminal  shall  be 
amalgamated  and  the  terminal  shall  be  bolted  to  an 
amalgamated  area  on  the  rail.  The  Contractor 
shall  leave  the  ends  of  ground  feeders  long  enough 
to  connect  with  the  switchboard,  but  he  will  not 
be  required  to  make  this  connection.  The  feeder 
line  shall  be  guyed  where  necessary  as  the  Engineer 
may  direct. 

R.  McC. 

^SSST"^"  183.  General  Specifloations  for  the 
Track  and  Overhead  Oonstruction  for  aa 
Electric  Railway  in  a  Oountry  Town.    This 

work  consists  of  the  laying  of  *  *  *  feet  of  sin- 
gle track,  containing  •  •  •  curvet  •  •  • 
terminals,  and  *  *  •  diamond  turn-outs  in  tbe 
city  of  *  *  *  .  It  also  includes  the  lajring  of 
the  tracks  and  special  work  in  the  car-shed  and  the, 
erection  of  the  poles,  span  wires,  trolley  wires  and 
feeders. 

All  work  shall  be  done  under  the  supervisioa 
and  to  the  satisfaction  of  the  engineer  of  the  railroad 
company.  Instructions  as  to  details  g^ven  by  die 
engineer  or  his  representative*  shall  be  fully  carried 
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out.  No  bills  for  extra  work  will  be  allowed  except 
for  exin  work  done  by  tbe  written  order  of  the  Engi- 
neer. 

All  work  not  mentioned  in  these  specification) 
necessary  for  the  construction  of  a  first-class  road 
nhall  be  performed  by  the  Contractor.  He  will  not 
be  required  to  work  on  rainy  days,  bui  it  is  expected 
that  he  will  push  the  work  to  its  earliest  possible 
completion. 

Tbe  Contractor  shall  agree  to  protect  the  rail- 
road company  from  the  beginning  of  the  constmc- 
tion  until  the  road  is  accepted  by  the  officers  of  the 
railroad  company,  from  all  loss  of  material  by 
theft,  and  from  all  damage  suits  and  claims  arising 
from  personal  injuries  or  property  losses  sustained 
in  the  construction  of  the  road. 

In  making  his  bid,  the  Contractor  shall  name    ■ 
Ae  manufacturer  of  the  material  which  he  proposes 
using  and  wherever  possible  shall  furnish  samples. 

The  following  drawings  may  be  seen  at  tbe 
ofEce  of  the  Engineer,  (i)  General  map  of  route, 
showing  location  of  track,  and  proposed  location 
of  poles.  (2)  Profile,  showing  the  necessary 
grading.  (3)  Detailed  drawings  of  special  work 
and  car-shed  tracks.  (4.)  Drawing  showing  th'e 
location  and  sizes  of  the  feeders. 

The  rails  shall  be  Tee  rails,  weighing  aix^  Mu«jm. 
pounds  per  yard,  of  tbe  American  Society  of  Civil 
Engineers'  standard  section.  The  ties  shall  be  of 
white  oak,  sawed,  6  by  S  inches  in  section  and  8  feet 
long.  Four-hole  angle  bars  fitting  this  section  of  rail 
■re  to  be  used  at  rail  joints.  The  trolley  is  to  be  No. 
O,  hard  drawn  copper,  and  tbe  span  wire  9-32" 
galvantKed  iron  cable.  The  poles  are  to  be  <rf 
white  cedar,  neatly  trimmed  and  strnight.  Those 
for  straight  line  work  shall  be  30  feet  long  with  6 
iocb  tops,  and  those  supporting  curves  or  terminals 
tbftll  be  30  feet  long  with  8  inch  lops.  All  other 
material  used  in  this  work  shall  be  of  standard 
design  and  shall  be  subject  to  the  approval  of  the 
EDgioeer. 

Within  the  city  limits,  the  top  of  the  rail  shall  g™<W> 
conform  to  the  established  grade  of  the  street. 
Oataide  of  tbe  city  limits,  the  grade  shown  on  the 
profile  will  be  followed.  Where  necessary,  grade 
•takes  to  guide  the  Contractor  will  be  set  by  tbe 
Engineer.     Where   the   track   is   either   above  or 
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below  the  surface  of  the  roadway,  the  roadway  for 
4  feet  outside  the  rails  shall  be  graded  to  slope  to 
Uie  ends  of  the  ties. 

For  the  roadbed,  an  excavation  9  feet  wide 
and  16  inches  deep  shall  be  made.  Into  this  shall 
be  placed  3  inches  of  crushed  rock  or  gravel  and 
rolled  with  a  heavy  roller  until  solid.  In  macadam 
streets,  the  stone  which  is  taken  from  the  street 
may  be  used  for  this  purpose.  Where  there  is  a 
surplus  of  stone  in  the  street,  it  shall  be  moved 
forward  to  such  point  as  needed.  All  surplus  dirt 
shall  be  hauled  away  by  the  Contractor  and  the 
street  left  in  a  neat  condition.  After  completing 
the  track  the  roadbed  shall  be  filled  with  broken 
stone  or  gravel  to  the  top  of  the  rails.  The  mate- 
rial used  for  this  purpose  shall  be  clean  and  free 
.    from  dirt. 

The  ties  shall  be  spaced  30  inches  between  cen- 
ters, except  at  the  joints,  where  a  tie  shall  be  placed 
directly  under  the  joint,  with  another  tie  on  each 
side  of  it,  8  inches  from  it. 
^•rk.  The   rails   shall    be    laid  4.  feet,,  8;^    inches 

between  gauge  lines,  and  at  turn-outs  where  there 
is  a  double  track,  the  distance  between  the  gauge 
lines  of  the  inside  rails  shall  be  6  feet.  The  raUs 
shall  be  fastened  to  the  ties  by  two  hook  head 
spikes  at  each  point  where  a  rail  crosses  a  de.  The 
center  of  the  track  shall  correspond  with  the  center 
of  the  street  unless  otherwise  directed.  The  ties 
shall  be  securely  tamped  until  the  rail  is  at  the 
proper  grade,  and  the  track  shall  be  carefully  lined 
and  surfaced.  Both  rails  shall  be  laid  level  by 
means  of  a  straight  edge  and  a  level. 

Wherever  possible,  joints  shall  be  placed 
opposite  one  another.  The  angle-bars  shall  first 
be  placed  on  the  joints  so  that  the  track  may  be 
tamped,    lined,    and  surfaced.     After  this  is  com- 

Eleted,  the  angle-bars  shall  be  removed  and  the 
onds  placed  in  position.  All  lining  and  surfacing 
must  be  done  before  the  bonds  are  inserted.  After 
all  the  bolts  in  the  angle-bars  are  drawn  up  as 
tightly  as  possible,  one  man  shall  strike  the  head 
of  the  bolt  with  a  hammer,  while  another  draws  up 
on  the  nut  with  a  wrench.  This  operation  shall  be 
,  repeated  with  each  bolt  until  the  nut  can  not  be 
turned.  The  tightening  of  these  bolu  shall  be  the 
last  operation  before  the  track  is  filled  in. 
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Special  work  shall  be  laid  according  to  the  ^t> 
'neuurcments  given  on  the  drawings  and  must  be 
made  to  line  in  neatly  with  the  straight  track.  At 
turn-outs,  the  Contractor  shall  fumiah  special  ties, 
long  enough  to  support  the  switches,  mates,  frogs, 
■nd  curved  rails.  In  laying  special  work,  (be  direc- 
tions as  already  given  shall  be  followed,  except 
that  ID  laying  curves,  the  outside  rail  shall  be  laid 
^  inch  higher  than  (he  inside  rail. 

Each  joint  shall  be  bonded  with  a  four-naught  '•' 
•tnuided  bond  placed  beneath  the  joint  plate.  The 
bonds  shall  be  of  the  •  •  ■  or  •  •  • 
type.  The  two  rails  of  the  track  shall  be  croi«- 
Oonded  every  300  feet  by  four-naught  bonds  of  the 
ttme  type.  At  turn-outs,  the  4  rails  shall  be 
cross-bonded  twice.  If  the  holes  for  the  bonds  are 
iDunched  at  the  rail  mill,  they  must  be  reamed  out 
Defore  the  bonds  are  inserted. 

All  cross-walks  torn  up  in  the  construction  of 
tite  road  shall  be  replaced  by  the  Contractor  u 
toon  as  the  track  is  filled. 

During  the  building  of  the  road,  the  Contractor  T* 
-ahall  at  his  own  expense  put  in  temporary  wagon 
crossings   made   of  ties  whenever  required  by  the 
city  •a(boritie8.      He  shall   also  as  far   as  possible 
keep  die  street  open  for  traffic. 

OVKRHSAD   CONSTRUCTIOM. 

All  poles  shall  be  set  6  feet  in  the   ground.  '** 
Ttaoae  which  support  curves  or  terminals  shall  be 
•et   ta  concrete.     In  straight  line  work,  the  polet 
«hall  be  spaced  not  more  than  115  feet  apart. 

The  trolley  wire  shall  be  placed  as  nearly  u  '"^ 
pOBsible  over  the  center  line  of  the  track.  The 
•isteoce  from  the  rail  to  the  trolley  wire  shall  not 
be  ICM  than  iS  feet  nor  more  than  zo  feet.  The 
'trolley  wire  shall  be  anchored  at  all  curves  and  at 
•II    crossings.     The  connection    between  the  span 

!  and  the  trolley  wire  shall  be  by  means  of  a 
hanger  of  standard  design  to  be  approved  by  the 
£i>KUieer,  and  the  connccdon  between  the  hanger 
and  the  trolley  wire  shall  be  by  means  of  a  soldered 
15  inches  long.  All  joints  in  the  trolley  wire 
ihall  be  made  at  suspensions  by  means  of  splicing 
•era.     No  splicing  sleeves  shall  be  used. 

The  trolley  wire  over  curves  must  be  so  located   ^" 
It  the  trolley  wheel  rounds  the  curve  without  leavx 
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ing  the  wire.     PuU-ofiEs  must  be  located  not  furdier 
apart  than  4   feet.     Where  necessary,   the   Con- 
tractor shall  furnish  crossings  and  switches  to  be 
located  in  the  trolley  wire  at  turn-outs. 
Ljirhtninff  Lightning  arresters  shall  be  located  along  the 

^  track  not  more  than  3,000  feet  apart.     They  ahall 

be  of  a  design  to  be  approved  by  the  Engineer, 
who  shall  designate  their  exact  location  and  the 
manner  in  which  they  shall  be  connected  to  the 
feeders  and  trolley  wire.  They  shall  be  grounded 
by  means  of  a  No.  6  insulated  copper  wire,  soldered 
to  a  copper  plate  not  less  than  one  square  foot  in 
area,  buried  in  a  bed  of  wet,  crushed  charcoal,  at 
least  6  feet  deep  in  the  ground. 

Feeders  shall  be  furnished  according  to  the 
drawings  above  enumerated.  They  shall  be  drawn 
into  the  power  house  and  their  ends  left  long  enough 
to  connect  with  the  switchboard.  The  Contractor, 
however,  will  not  be  required  to  make  this  connec- 
tion. The  Contractor  will  be  required  to  furnish 
the  ground  feeders  for  connecting  the  rails  with  the 
switchboard.  He  will  make  the  connection  with  the 
rails  as  indicated  in  the  feeder  drawing  and  will 
leave  the  ends  of  these  feeders  long  enough  to  con- 

with  the  switchboard. 

R*  McC* 
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184.  Qeneral  Specifications  for  Steel  Highway 
Bridges  and  Viaducts.*  The  following  specifications  have 
been  adopted  for  highway  bridges  and  viaducts  by  the  American 
Bridge  Company,  they  having  been  drawn  by  Vice-President  C. 
C.  Schneider,  member  American  Society  Civil  Engineers,  They 
will  give  structures  from  20  to  25  per  cent,  heavier  than  those 
heretofore  commonly  erected  for  such  purposes.  The  require- 
ments provide  for  a  most  excellent  shop  practice  without  greatly 
increasing  the  cost,  provided  the  shop  is  properly  eguipped  with 
modem  machine  tools.  It  will  be  noted  that  a  class  of  struct- 
ures is  provided  for  which  is  intended  to  cover  all  ordinary  de- 
mands. The  tables  given  at  the  end  of  this  specification  will 
be  found  especially  valuable  in  preparing  designs. 

GENERAL  DESCRIPTION. 

1.  Bridges  under  these  specifications  are  di-  ciasdficauon. 
vided  into  six  classes,  viz : 

Qass  A, — For  city  trafiic. 

Qass  B. — For  suburban  or  interurban  traflfic 

with  heavy  electric  cars. 
Class  C. — For  country  roads  with  light  electric 

cars  or  heavy  highway  traffic. 
Qass  D. — For   country    roads   with   ordinary 

highway  traflFic. 
Class  Ei. — ^For    heavy   electric    street    railways 

only. 
Qass  E2. — For  light  electric  street  railways  only. 

2.  All  structures  to  be  of  rolled  steel,  except  the  Material. 
flooring  and  wheel-guards  of  Qasses  A,  B,  C,  Ei 

and  E2,  and  the  stringers,  flooring  and  wheel-guards 
of  Qass  D,  which  may  be  of  timber.  Cast  iron  or 
cast  steel  will  be  permitted  only  in  machinery  of 
movable  bridges  and  in  special  cases  for  shoes  and 
bearings. 

3.  The  following  types  of  bridges  are  recom-  Type  of 
mended:  Bndge*. 

For  spans  up  to  25  feet. — Rolled  beams. 

For  spans  from  25  to  40  feet. — Rolled  beams  or 
plate  girders. 

For  spans  from  40  to  80  feet. — Plate  or  lattice 
girders. 

For  spans  from  80  to  140  feet. — ^Lattice  girders. 

^or  tpedficatlon  for  Steel  lUilroad  Bridges,  see  Art.  18S|  p  tfO. 
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Clearance 


Spftdng  of 
Iruates 


HandraUing. 


If ameplate. 

Floor  Beams. 
Stringers. 


Roadway 


For  Spans  over  140  feet. — ^Lattice  girders  or  pin 
connected  trusses. 

4.  At  an  elevation  of  one  foot  and  over  above 
the  roadway,  the  clear  distance  between  trusses  shall 
be  at  least  14  inches  greater  than  the  width  of  the 
roadway  between  wheel-guards. 

5.  For  Qasses  A,  B,  C,  Ei  and  E2  the  dear 
headroom  for  a  width  of  6  feet  over  each  track  shall 
not  be  less  than  15  feet,  for  Qass  D  not  less  than  12^ 
feet,  above  the  floor. 

6.  For  bridges  carrying  electric  cars  the  dear 
width  from  the  centre  of  track  shall  not  be  less  than 
6}  feet  at  a  height  exceeding  i  foot  6  inches  above 
the  top  of  rails  where  the  tracks  are  straight. 

7.  In  determining  the  clearance  on  curves  the 
extreme  length  of  dectric  car  shall  be  taken  as  45 
feet,  the  width  8  feet/  and  the  distance  between  cen- 
ters of  trucks  as  20  feet,  unless  otherwise  spedfied. 

8.  The  width  between  centers  of  trusses  shall  in 
no  case  be  less  than  one-twentieth  of  the  span  be- 
tween centres  of  end  pins  or  shoes. 

9.  A  strong  and  suitable  handrailing  shall  be 
placed  at  each  side  of  the  bridge,  except  where  plate 
girders  serve  the  same  purpose,  and  be  rigidly  at- 
tached to  the  superstructure. 

10.  Each  bridge  shall  have  such  name  plates 
suitably  inscribed  and  located,  as  may  be  required. 

11.  All  floor  beams  in  through  bridges  shall  be 
riveted  to  the  main  girders. 

12.  Steel  stringers  shall  preferably  be  riveted 
to  the  web  of  the  floor  beams. 

Wooden  joists  shall  not  be  less  than  3  inches 
thick,  shall  be  spaced  not  more  than  2^  feet  between 
centres,  and  shall  be  dapped  over  the  seat  angles  or 
floor  beams  to  exact  level.  In  the  latter  case  they 
shall  lap  by  each  other  over  the  full  width  of  the  floor 
beam,  and  shall  be  separated  i  inch  for  free  drcula- 
tion  of  air. 

13.  For  single  thickness  the  roadway  planks 
shall  not  be  less  than  3  inches  thick,  nor  less  than  one- 
twelfth  of  the  distance  between  stringers,  and  shall 
be  laid  transversely  with  i  inch  openings. 

14.  When  an  additional  wearing  surface  is  spe- 
cified for  the  roadway,  it  shall  be  i^  inches  thick,  and 
the  lower  planks,  of  a  minimum  thickness  of  2^ 
inches,  shall  be  laid  diagonally  and  with  *i  inch  open- 
ings. 
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15.  Wheel-guards  of  a  cross-section   not  less  wheci-fuard». 
than  6  inches  by  4  inches  on  each  side  of  the  roadway 

shall  be  provided.  They  shall  be  blocked  up  from 
the  floor  plank  with  blocks  2  inches  by  6  inches  by  12 
inches  long,  not  over  5  feet  apart  centre  to  centre, 
held  in  place  by  one  f  inch  bolt  passing  through  the 
centre  of  each  blocking  piece  and  securely  fastened 
to  the  stringer  below.  The  wheel-guards  shall  be 
spliced  with  half  and  half  joints  with  6  inches  lap 
over  a  blocking  piece. 

16.  The  footwalk  planks  shall  not  be  less  than  fj^^* 
2  inches  thick  nor  more  than  6  inches  wide,  spaced 

with  i  inch  openings. 

1 7.  All  plank  shall  be  laid  with  the  heart  side 
down;  shall  have  full  and  even  bearing  on  and  be 
firmly  attached  to  the  stringers. 

18.  For  bridges  of  Qasses  A  and  B  a  solid  ^"*  "**«^- 
floor,  consisting  of  stone,  asphalt,  etc.,  on  a  concrete 

bed,  is  recommended.  For  this  case  the  flooring  will 
consist  of  buckle-plates  or  corrugated  sections,  and 
the  concrete  bed  shall  be  at  least  3  inches  thick  for 
the  roadway,  and  2  inches  thick  for  the  footwalk, 
over  the  highest  point  to  be  covered,  not  counting 
rivet  or  boltheads. 

19.  Buckleplates  shall  not  be  less  than  5-16  ^"^^^^  "*** 
inch  thick  for  the  roadway  and  i  inch  thick  for  the 
footwalk. 

20.  For  solid  floor  the  curb  holding  the  paving  "'*** 
and  acting  as  a  wheel-guard  on  each  side  of  the  road- 
way shall  be  of  stone  or  steel  projecting  about  6 
inches  above  the  finished  paving  at  the  gutter.  The 
curb  shall  be  so  arranged  that  it  can  be  removed  and 
replaced  when  worn  or  injured.    There  shall  also  be 

a  metal  edging  strip  on  each  side  of  the  footwalks  to 
protect  and  hold  the  paving  in  place. 

21.  Provision  shall  be  made  for  drainage  clear  D«^'n*««- 
of  all  parts  of  the  metal  work. 

22.  The  floor  of  bridges  of  Qasses  Ex  and  E2  gl^Jid  m!** 
shall  consist  of  cross-ties  not  less  than  6  inches  by  6 

inches,  spaced  with  openings  not  exceeding  6  inches 
and  securely  fastened  to  the  stringers  by  bolts.  There 
shall  be  guard  timbers  not  less  than  6  inches  by  6 
inches  on  each  side  of  each  track,  with  their  inner 
faces  not  less  than  9  inches  from  centre  of  rail. 
They  shall  be  notched  i  inch  over  every  tie,  and 
fastened  to  every  fourth  tie. 
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LOADS. 

Dead  Load.  23.    In  determining  the  weight  of  the  structure 

for  the  purpose  of  calculating  strains,  the  weight  of 
limber  shall  be  assumed  at  4  pounds  per  foot  B.  M., 
the  weight  of  concrete  and  asphaltum  at  130  pounds, 
of  paving  brick  at  150  pounds  and  of  granite  stone 
at  160  pounds  per  cubic  foot. 

The  rails,  fastenings,  splices  and  guard  timbers 
of  street  railway  tracks,  resting  on  cross-ties,  shall 
be  assumed  as  weighing  100  pounds  per  lineal  foot 
of  track. 

UrtLoad  34.    The  bridges  of  the  diflFerent  classes  shall 

l^e  designed  to  carry,  in  addition  to  their  own  weight 
and  that  of  the  floor,  a  moving  load,  either  uniform 
or  concentrated,  or  both,  as  specified  below,  placed 
so  as  to  give  the  greatest  strain  in  each  part  of  the 
structure. 

Class  A. — City  Bridges. 

For  the  floor  and  its  supports,  on  each  street  car 
track  or  on  any  part  of  the  roadway,  a  concentrated 
load  of  24  tons  on  two  axles  lo  feet  centres  and  5 
feet  gauge  (assumed  to  occupy  a  width  of  12  feet), 
and  upon  the  remaining  portion  of  the  floor,  includ- 
ing foot  walks,  a  load  of  100  pounds  per  square  foot 

For  the  trusses,  for  spans  up  to  100  feet,  1,800 
pounds  per  lineal  foot  of  each  car  track  (assumed  to 
occupy  12  feet  in  width),  and  100  pounds  per  square 
foot  for  the  remaining  floor  surface;  for  spans  of 
200  feet  and  over,  1,200  pounds  for  each  lineal  foot 
of  track  and  80  pounds  per  square  foot  of  floor ;  pro- 
portionally for  intermediate  spans.     (See  table  I.) 

Class  B. — Suburban  or  Interurban  Bridges. 

For  the  floor  and  its  supports,  on  any  part  q{  the 
roadway,  a  concentrated  load  of  12  tons  on  two  axles 
10  feet  centres  and  5  feet  gauge  (assumed  to  occupy 
a  width  of  12  feet),  or  on  each  street  car  track  a  con- 
centrated load  of  24  tons  on  two  axles  10  feet  cen- 
tres ;  and  upon  the  remaining  portion  of  the  floor,  in- 
cluding footwalks,  a  load  of  100  potmds  per  square 
foot. 

For  the  trusses,  for  spans  up  to  100  feet,  1,800 
pounds  per  lineal  foot  of  each  car  track  and  80 
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pounds  per  square  foot  for  the  remaining  floor  sur- 
face; for  spans  of  200  feet  and  over  1,200  pounds 
for  each  lineal  foot  of  track  and  60  pounds  per 
square  foot  of  floor;  proportionally  for  intermediate 
spans.     (See  table  I.) 

Class  C. — Heavy  Country  Highway  Bridges. 

For  the  floor  and  its  supports,  on  any  part  of 
the  roadway,  a  concentrated  load  of  12  tons  on  two 
axles  10  feet  centres  and  S  feet  gauge  (assumed  to 
occupy  a  width  of  12  feet),  or  on  each  street  car 
track  a  concentrated  load  of  18  tons  on  two  axles 
10  feet  centres;  and  upon  the  remaining  portion  of 
the  floor,  including  footwalks,  a  load  of  100  pounds 
per  square  foot. 

For  the  trusses,  same  as  for  Qass  B,  except  load 
on  car  tracks  for  spans  up  to  100  feet  will  be  1,200 
pounds  and  for  spans  of  200  feet  and  over,  1,000 
pounds.     (See  table  I.) 

Class  D. — Ordinary  Country  Highway  Bridges. 

For  the  floor  and  its  supports,  a  load  of  80 
pounds  per  square  foot  of  total  floor  surface  or  6  tons 
on  two  axles  10  feet  centres  and  5  feet  gauge. 

For  the  trusses,  a  load  of  80  pounds  per  square 
foot  of  total  floor  surface  for  spans  up  to* 75  feet; 
and  55  pounds  for  spans  of  200  feet  and  over;  pro- 
portionally for  intermediate  spans.     (See  table  I.) 

• 

Class  Ei. — Bridges  for  Heavy  Electric  Street  Rail-' 

ways  only. 

For  the  floor  and  its  supports,  on  each  track  a 
load  of  24  tons  on  two  axles  10  feet  centres. 

For  the  trusses,  a  load  of  1,800  pounds  per  lineal 
foot  of  each  car  track  for  spans  up  to  100  feet ;  and 
a  load  of  1,200  pounds  for  spans  of  200  feet  and 
over;  proportionally  for  intermediate  spans.  "(See 
table  I.) 

Class  E2. — Bridges  for  Light  Electric  Street  Rail- 

ways  only. 

For  the  floor  and  its  supports,  on  each  track  a* 
load  of  18  tons  on  two  axles  10  feet  centres. 

For  the  trusses,  a  load  of  1,200  pounds  per  lineal 
foot  of  each  car  track  for  spans  up  to  100  feet;  and 
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Impftct. 


a  load  of  1,000  pounds  for  spans  of  200  feet  and 
over;  proportionally  for  intermediate  spans.  (See 
table  I.)  , 

25.  To  compensate  for  the  effect  of  impact  and 
vibration,  25  per  cent,  of  the  maximum  strains  re- 
sulting from  die  above  mentioned  live  load  shall  be 
added  thereto, 
wind  Preatare.  26.  The  wind  pressure  shall  be  assumed  acting 
in  either  direction  horizontally: 

First  At  30  pounds  per  square  foot  on  the  ex- 
posed surface  of  all  trusses  and  the  floor  as  seen  in 
elevation,  in  addition  to  a  horizontal  live  load  of  150 
pounds  per  lineal  foot  of  the  span  moving  across  the 
bridge. 

Second.  At  50  pounds  per  square  foot  on  the 
exposed  surface  of  all  trusses  and  the  floor  system. 
The  greatest  result  shall  be  assumed  in  proportioning 
the  parts. 

27.  For  longitudinal  bracing  of  structures 
canying  street  railroads,  the  momentum  produced  by 
suddenly  stopping  the  train  shall  be  considered ;  the 
coefficient  of  friction  of  wheels  sliding  upon  the  rails 
being  assumed  ^s  0.2. 

28.  When  the  structure  carrying  a  street  rail- 
road is  on  a  curve,  the  additional  effects  due  to  the 
centrifugal  force  shall  be  considered. 


Momentam  of 
Sucet  Can. 


Centrifugal 
Force. 


Least  Thick- 
ness of 
Materials. 
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Tensile 

Strains. 


Net  Sections. 


PROPORTION  OF  PARTS. 

29.  No  material  shall  be  used  less  than  i  of  an 
inch  thick,  except  for  lining  or  filling  vacant  places. 

30.  All  parts  of  the  structure  shall  be  so  pro- 
portionecF  that  the  sum  of  the  maximum  loads,  to- 
gether with  the  impact,  shall  not  cause  the  tensile 
strain  to  exceed: 

On  soft  steel  15,000  pounds  per  square  inch. 
On  medium  steel  i7,ooo  pounds  per  square  inch. 

31.  The  same  limiting  unit  strains  shall  also  be 
used  for  members  strained  by  wind  pressure,  cen- 
trifugal force,  or  momentum  of  train,  if  any. 

32.  Net  sections  must  be  used  in  all  cases  in 
calculating  tension  members,  and,  in  deducting  river- 
holes,  they  must  be  taken  i  of  an  inch  larger  than 
the  size  of  the  rivets. 

33.  Pin  connected  riveted  tension  members 
shall  have  a  net  section  through  the  pin  hole  25  per 
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cent,  in  excess  of  the  net  section  of  the  body  of  the 
member.  The  net  section  back  of  the  pin  hole  shall 
be  at  least  0.75  of  the.net  section  dirough  the  pin 
hole. 

34.    For  compression  members,  these  pennissi-  RjjJiSiL 
ble  strains  of  15,000  and  i7,ooo  pounds  per  square  stnJlHi 
inch  shall  be  reduced  in  proportion  to  the  ratio  of  the 
length  to  the  least  radius  of  gyration  of  the  section 
by  the  following  formulae: 

For  soft  steel,       p- 1^^ — 


H 


i3>5oor« 


For  medium  steel,       p=s Zl^ — 


ii,ooor* 

where         p  >»  permissible  working  strain  per  square  incb 

in  compression. 

I  ss  leneth  of  pieces  in  inches,  centre  to  center 
of  connection. 

r  Bs  least  radius  of  gyration   of  the  section  In 
inches.     (See  table  V.) 

35.  No  compression  member,  hbwcver,  shall 
have  a  length  exceeding  120  times  its  least  radius  of 
gyration,  excepting  those  for  wind  bracing,  which 
may  have  a  length  not  exceeding  140  times  the  least 
radius  of  gyration. 

36.  The    reversal    of    strain    in    members    of  SSSy  ** 
bridges  of  Classes  A,  B,  C  and  D  need  not  to  be  con- 
sidered, but  the  members  shall  be  proportioned  for 

the  strain  giving  the  larger  section. 

For  bridges  of  Qasses  Ei  and  E2  members  sub- 
ject to  alternate  strains  of  tension  and  compression  in 
inmiediate  succession  (as  counter-stresses  in  web 
members  or  chords  in  continuous  trusses)  shall  be 
so  proportioned  that  the  total  sectional  area  is  equsd 
to  tiie  sum  of  areas  required  for  each  strain. 

37.  In  case  the  maximum  strains  due  to  wind, 
added  to  the  maximum  strains  due  to  vertical  loading 
(including  impact),  shall  exceed  the  following 
limits: 

On  soft  steel,  19,000  pounds  per  square  inch. 

On  medium  steel,  21,000  pounds  per  square 
inch,  properly  reduced  for  compression,  addition 
must  be  made  to  such  sections  until  these  limits  are 
not  exceeded. 

The  permissible  strains  for  the  connections  shall 

be  increased  proportionately. 
2tf 


440 


COMPLETE   SPECIFICATIONS. 


Transverse 
Loading  of 
Tension  or 
Compression 
Members. 


Shearing  an 

Bearing 

Strains. 


Field 
Connections. 


Bending 
Strains  on 
Pins. 


Plate  Girders. 


38.  Should  the  strains  be  reversed  in  any  possi- 
ble case,  proper  provision  must  be  made  for  such 
strains  in  the  opposite  direction. 

39.  When  the  floor  system  rests  directly  on  the 
top  or  bottom  chord,  the  latter  must  be  so  propor- 
tioned that  the  algebraic  sum  of  the  strains  per 
square  inch  on  the  outer  fibre,  resulting  from  the 
direct  compression  or  tension,  and  three  fourths  of 
the  maximum  bending  moment  (the  chord  being 
considered  as  a  beam  of  one  panel  length,  supported 
at  the  ends),  shall  not  exceed  the  before-mentioned 
limiting  strains  in  tension  or  compression,  the  proper 
amount  of  impact  being  added  to  each  kind  of  load- 
ing. 

40.  The  bending  moment  at  panel  points  shall 
be  assumed  equal  to  that  in  the  centre,  but  in  oppo- 
site direction. 

41.  All  other  members  which  are  subject  to 
direct  strain  in  addition  to  bending  moment  are  to 
be  similarly  calculated. 

42.  The  shearing  strain  on  rivets,  bolts  or  pins, 
per  square  inch  of  section,  shall  not  exceed  11,000 
pounds  for  soft  steel,  and  12,000  pounds  for  medium 
steel;  and  the  pressure  upon  the  bearing  surface  of 
the  projected  semi-intrados  (diameter  x  thickness) 
of  the  rivet,  bolt  or  pin  hole,  shall  not  exceed  22,000 
pounds  per  square  inch  for  soft  steel,  and  24,000 
pounds  for  medium  steel.     (See  table  VII.) 

43.  In  field  connections  the  number  of  rivets 
or  bolts  thus  found  shall  be  increased  25  per  cent, 
if  driven  by  hand,  but  10  per  cent,  for  rivets  driven 
by  power. 

44.  The  bending  strain  on  the  extreme  fibre 
of  pins  shall  not  exceed  22,000  pounds  per  square 
inch  for  soft  steel,  and  25,000  per  square  inch  for 
medium  steel,  when  centres  of  bearings  of  the 
strained  members  are  taken  as  the  points  of  applica- 
tion of  the  strains.     (See  table  VI.) 

45.  Plate  girders  shall  be  proportioned  on  the 
assumption  that  ^  of  the  gross  area  of  the  web  is 
available  as  flange  area.  The  compressed  flange 
shall  have  the  same  sectional  area  as  the  tension 
flange;  but  the  unsupported  length  of  flange  shall 
not  exceed  20  times  its  width. 

46.  In  calculating  shearing  strains  and  bearing 
strains  on  web  rivets  of  plate  girders,  the  whole  of 
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the  shear  acting  on  the  side  next  the  abutment  is  to 
be  considered  as  being  transferred  into  the  flange 
angles  in  a  distance  equal  to  the  depth  of  the  girder. 
4?.  The  shearing  strain  in  web  plates  shall  not 
exceed  9,000  pounds  per  square  inch  for  soft  steel, 
and  10,000  pounds  per  square  inch  for  medium  steel. 

48.  The  web  shall  have  stiffeners  riveted  on 
both  sides,  with  a  close  bearing  against  upper  and 
lower  flange  angles  at  the  ends  and  inner  edges  of 
bearing  plates,  and  at  all  points  of  local  and  con- 
centrated load's,  and  also,  when  the  thickness  of  the 
web  is  less  than  1-60  of  the  unsupported  distance 
between  flange  angles,  at  points  throughout  the 
length  of  the  girder,  generally  not  farther  apart  than 
the  depth  of  the  full  web  plate,  with  a  maximum 
limit  of  s  feet. 

49.  The  depth  of  rolled  beams  shall  in  no  case  RoUed  BeaoM. 
be  less  than  1-30  of  the  span. 

50.  The  fibre  strain  on  floor  timber  from  dead  Floor  Timber, 
and  live  load  without  impact  shall  not  exceed  1,200 

pounds  per  square  inch  on  yellow  pine  and  white  oak, 
and  1,000  pounds  per  square  inch  on  white  pine  and 
spruce. 

51.  Wherever  the  live  and  dead  load  strains  of  Proritiont  for 
bridges  of  classes  Ei  and  E2  are  of  opposite  charac-  So-wSeof 
ter,  only  7o  per  cent,  of  the  dead  load  strain  shall  qJ^^**^  ^ 
be  considered  as  effective  in  counteracting  the  live  Et  and  esl 
load  strain. 

DETAILS  OF  CONSTRUCTION. 

52.  All  truss  bridges  shall  be  given  a  proper  Camber, 
camber. 

53.  All  sections  shall  preferably  be  made  sym-  symmetrical 
metrical,  ind  the  pins  placed  in  the  line  of  the  neu-  ^**^^^°"* 
tral  axis. 

54.  Adjustable  members  in  any  parts  of  struct-  A^'i^gJJJI* 
ures  shall  preferably  be  avoided. 

55.  All  through  spans  shall  have  stiff  end  verti-  Trum  Bridgit. 
cal  suspenders. 

56.  The  heads  of  eve-bars  shall  not  be  less  Bye  Bar 
in  strength  than  the  body  of  the  bar. 

57.  All  nuts  must  be  of  hexagonal  shape.  Nut*. 

58.  All  lateral  and  sway  bracing  shall  pref era-  Latenu  and 
bly  be  made  of  shapes  which  can  resist  compression  ^"^^^  Braciag, 
as  well  as  tension. 
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59.  All  through  spans  with  top  lateral  bracing 
shall  have  portals  at  each  end  of  span,  connected 
rigidly  to  endposts.  They  shall  be  as  deep  as  the 
specified  head  room  will  allow,  and  provision  shall 
be  made  in  the  end  posts  for  the  bending  strain  pro- 
duced by  the  wind  pressure. 

60.  Deck  bridges  shall  have  diagonal  braces  at 
each  panel,  of  sufficient  strength  to  carry  half  the 
maximum  strain  increment  due  to  wind  and  centrifu- 
gal force,  if  any. 

61.  Pony  trusses  and  through  plate  girders 
shall  be  stayed  by  knee  braces  or  gusset  plates  at  the 
ends,  and  at  each  floor  beam  or  transverse  strut. 

62.  Provision  shall  be  made  for  a  free  expan- 
sion and  contraction  of  all  parts,  corresponding  to  a 
variation  of  150  degrees  Fahrenheit  in  temperature. 

63.  All  bridges  exceeding  100  feet  in  length 
shall  have  hinge  bolsters  on  both  ends  and  at  one  end 
nests  of  turned  friction  rollers,  running  between 
planed  surfaces.  Rollers  will  not  be  less  than  3 
inches  in  diameter;  and  the  pressure  per  lineal  inch 
of  roller,  including  impact,  shall  not  exceed  1200  /"S 
for  steel  rollers  between  steel  surfaces  (d=- diameter 
of  roller  in  inches). 

64.  For  bridges  less  than  100  feet  in  length, 
one  end  shall  be  free  to  move  upon  smooth  surfaces. 

65.  Bed  plates  shall  be  so  proportioned  that  the 
pressure  upon  masonry  (including  impact)  will  not 
exceed  400  pounds  per  square  inch. 

66.  The  pitch  of  rivets,  in  the  direction  of  the 
strain  shall  never  exceed  6  inches,  nor  16  times  the 
thickness  of  the  thinnest  outside  plate  connected,  and 
not  more  than  50  times  that  thickness  at  right  angles 
to  the  strain. 

67.  At  the  ends  of  compression  members  the 
pitch  shall  not  exceed  four  diameters  of  the  rivet,  for 
a  length  equal  to  twice  the  width  of  the  member. 

68.  The  distance  from  the  edge  of  any  piece  to 
the  centre  of  a  rivet-hole  must  not  be  less  than  ij 
times  the  diameter  of  the  rivet,  nor  exceed  8  times 
the  thickness  of  the  plate;  and  the  distance  between 
centres  of  rivet-holes  shall  not  be  less  than  3  diam- 
eters of  the  rivet. 

69.  The  butt  joints  of  compression  members 
shall  be  connected  by  splices  to  hold  them  truly  in 
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position ;  all  other  joints  in  riveted  work,  whether  in 
tension  or  compression,  must  be  fully  spliced. 

7o.  All  segments  of  compression  members  con-  '^^^  «««. 
nected  by  latticing  only,  shall  have  tie  plates  placed 
as  near  the  ends  as  practicable.  They  shall  have  a 
length  of  not  less  than  the  greatest  depth  or  width 
of  the  member,  and  a  thickness  not  less  than  1-50  of 
the  distance  between  the  rivets  connecting  them  to 
the  compressed  members. 

7i.  Single  lattice  bars  shall  have  a  thickness  ^-*c'n»- 
of  not  less  than  1-40,  and  double  bars  connected  by  a 
rivet  at  the  intersection  of  not  less  than  1-60  of  the 
distance  between  the  rivets  connecting  them  to  the 
member ;  and  their  width  shall  be  in  accordance  with 
American  Bridge  Company's  standards,  generally: 

For  1 5-inch  channels,  or  built  ^ 
sections  with  3^  and  4-inch  V  2\  inches  (|  inch  rivets), 
angles.  J 

For  12, 10  and  9-inch  channels,  | 

or  built  sections  with  3-inch  \2\  inches  (}  inch  rivets). 

angles.  J 

For  8'  and  7-inch  channels,  or^j 

built  sections  with  2^  inch  ^2  inches  (f  inch  rivets). 

angles.  j 

For  6-   and  5-inch   channels,^ 
or  built  sections  with  2-inch  \  if  inches  (^  inch  rivets.) 
angles.  j 

72.  All  pin-holes  shall  be  re-enforced  by  addi-   ^'^^  Pi»tes. 
tional  material  when  necessary,  so  as  not  to  exceed 

the  allowed  pressure  on  the  pins.  These  re-enforc- 
ing plates  must  contain  enough  rivets  to  transfer  the 
proportion  of  pressure  which  comes  upon  them,  and 
at  least  one  plate  on  each  side  shall  extend  not  less 
than  6  inches  beyond  the  edge  of  the  tie  plate. 

73.  Web  plates  of  girders  must  be  spliced  at   webSpiic«». 
all  joints  by  a  plate  on  each  side  of  the  web,  capable 

of  transmitting  the  full  strain  through  splice  rivets. 

74.  The  flange  plates  of  all  girders  must  be  Flange  put«. 
limited  in  width  so  as  not  to  extend  beyond  the 

outer  lines  of  rivets  connecting  them  with  the  angles, 
more  than  five  inches  or  more  than  eight  times  the 
thickness  of  the  first  plate.  Where  two  or  more 
plates  are  used  on  the  flanges,  they  shall  either  be  of 
equal  thickness  or  shall  decrease  in  thickness  out- 
ward from  the  angles. 
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75.  All  riveted  work  shall  be  punched  accur- 
ately with  holes  1-16  of  an  inch  larger  than  the  size 
of  the  rivet,  and  when  the  pieces  forming  one  built 
member  are  put  together,  the  holes  must  be  truly 
opposite;  no  drifting  to  distort  the  metal  will  be  al- 
lowed; if  the  hole  must  be  enlarged  to  admit  the 
rivet,,  it  must  be  reamed. 

76.  All  holes  for  field  rivets  in  floorbeam  and 
stringer  connections  and  splices  in  tension  members, 
shall  be  accurately  drilled  to  an  iron  templet  or 
reamed  while  the  corinecting  parts  are  temporarily 
put  together. 

77.  In  medium  steel  over  f  of  an  inch  thick, 
all  sheared  edges  shall  be  planed,  and  all  Holes  shall 
be  drilled  or  reamed  to  a  diameter  of  i  of  an  inch 
larger  than  the  punched  holes,  so  as  to  remove  all  the 
sheared  surface  of  the  metal. 

78.  The  rivet  heads  must  be  of  approved  hem- 
ispherical shape,  and  of  a  uniform  size  for  the  same 
size  rivets  throughout  the  work.  They  must  be  full 
and  neatly  finished  throughout  the  work  and  concen- 
tric with  the  rivet  hole. 

79.  All  rivets  when  driven  must  completely  fill 
the  holes,  the  heads  be  in  full  contact  with  the  sur- 
face, or  countersunk  when  so  required. 

80.  Wherever  possible,  all  rivets  shall  be  ma- 
chine driven.  Power  riveters  shall  be  direct-acting 
machines,  worked  by  steam,  hydraulic  pressure,  or 
compressed  air. 

81.  When  members  are  connected  by  bolts 
which  transmit  shearing  strains,  such  bolts  must  have 
a  driving  fit. 

82.  The  several  pieces  forming  one  built  mem- 
ber must  fit  closelv  tog^ether,  and  when  riveted  shall 
be  free  from  twists,  bends,. or  open  joints. 

83.  All  portions  of  the  work  exposed  to  view 
shall  be  neatly  finished. 

84.  All  surfaces  in  contact  shall  be  painted  be- 
fore they  are  put  together. 

85.  The  heads  of  eye-bars  shall  be  made  by 
upsetting,  rolling,  or  forging  into  shape.  Welds  in 
the  body  of  the  bar  will  not  be  allowed. 

86.  The  bars  must  be  perfectly  straight  before 
boring. 
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87.  The  holes  shall  be  in  the  centre  of  the  head 
and  on  the  centre  line  of  the  bar. 

88.  All  eye-bars  shall  be  annealed. 

89.  All  abutting  surfaces  in  compression  mem-   Machine 
bers  shall  be  truly  faced  to  even  bearings,  so  that   FacW 
th^  shall  be  in  such  contact  throughout  as  may  be 
obtained  bv  such  means. 

90.  The  ends  of  riveted  floor  girders  shall  be 
faced  true  and  square. 

91.  Pin  holes  shall  be  bored  truly  parallel  with    P>nHoie«. 
one  another  and  at  right  angles  to  the  axis  of  the 
member  unless  otherwise  shown  in  drawings ;  and  in 

pieces  not  adjustable  for  length,  no  variation  of  more 
than  1-64  of  an  inch  for  every  20  feet  will  be  allowed 
in  the  length  between  centres  of  pin  holes. 

92.  Bars  which  are  to  be  placed  side  by  side 
in  the  structure  shall  be  bored  at  the  same  tempera- 
ture, and  shall  be  of  such  equal  length  that,  upon 
being  piled  on  each  other,  the  pins  shall  pass  through 
the  holes  at  both  ends  at  the  same  time  without 
driving. 

93;    All  pins  shall  be  accurately  turned  to  a    ^*"*- 
gauge,  and  shall  be  straight  and  smooth. 

94.  The  clearance  between  pin  and  pin  hole   hoIcs"  '''" 
shall  be  1-50  of  an  inch  for  pins  up  to  3J  inches  in 
diameter,  which  amount  shall  be  gradually  increased 

to  1-32  of  an  inch  for  pins  6  inches  in  diameter  and 
over. 

95.  All  pins  shall  be  supplied  with  steel  pilot   P'»«>tNuta. 
nuts,  for  use  during  erection. 

96.  All    workmanship    shall   be   first-class   in  workmanship. 
every  particular. 

STEEL. 

97.  All  steel  must  be  made  bv  the  Open  Hearth    U:^*?  ^^ 

"^  i»rt  •!  '«..  .  Manulaciurc, 

process,  and  if  by  acid  process,  shall  contain  no: 
more  than  .08  per  cent,  of  phosphorus,  and  if  by  basic 
process,  not  more  than  .05  per  cent,  of  phosphorus, 
and  must  be  uniform  in  character  for  each  specified 
kind. 

98.  The  finished  bars,  plates  and  shapes,  must    ^•"^• 
be  free  from  injurious  seams,  flaws  or  cracks,  and 

have  a  clean,  smooth  finish. 

99.  The  tensile  strength,  limit  of  elasticity  and    Test  Pieces. 
ductility,  shall  be  determined  from  a  standard  test- 
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piece,  cut  from  the  finished  material,  of  at  least  } 
square  inch  section.  All  broken  samples  must  show 
a  silky  fracture  of  uniform  color. 

100.  Material  which  is  to  be  used  without  an- 
nealing or  further  treatment  is  to  be  tested  in  the  con- 
dition in  which  it  comes  from  the  rolls.  When  ma- 
terial is  to  be  annealed  or  otherwise  treated  before 
use,  the  specimen  representing  such  material  is  to  be 
similarly  treated  before  testing. 

loi.  Every  finished  piece  of  steel  shall  be 
stamped  with  the  blow  number  identifying  the  melt 

102.  Steel  shall  be  of  three  grades:  Rivet, 
Soft  and  Medium, 

103.  Rivet  Steel  shall  have :  Ultimate  strength, 
48,000  to  58,000  pounds  per  square  inch.  Elastic 
limit,  not  less  than  one-half  the  ultimate  strength. 
Elongation,  26  per  cent.  Bending  test,  180  degrees 
fiat  on  itself,  without  fracture  on  outside  of  bent 
portion. 

104.  Soft  Steel  shall  have:  Ultimate  strength, 
52,000  to  62,000  pounds  per  square  inch.  Elastic 
Umit,  not  less  than  one-half  the  ultimate  strength. 
Elongation,  25  per  cent.  Bending  test,  180  degrees 
flat  on  itself,  without  fracture  on  outside  of  bent 
portion. 

105.  Medium  Steel  shall  have:  Ultimate 
strength,  60,000  to  ?o,ooo  pounds  per  square  inch. 
Elastic  limit,  not  less  than  one-half  the  ultimate 
strength.  Elongation,  22  per  cent.  Bending  test, 
180  degrees  to  a  diameter  equal  to  thickness  of  piece 
tested,  without  fracture  on  outside  of  bent  portion. 

106.  Full  size  test  of  steel  eve-bars  shall  be  re- 
quired  to  show  not  less  than  10  per  cent,  elongation 
in  the  body  of  the  bar,  and  tensile  strength  not  more 
than  5,000  pounds  below  the  mimimum  tensile 
strength  required  in  specimen  tests  of  the  grade  of 
steel  from  which  they  are  rolled.  The  bars  will  be 
required  to  break  in  the  body  but  should  a  bar  break 
in  the  head,  but  develop  10  per  cent,  elongation  and 
the  ultimate  strength  specified,  it  shall  not  be  cause 
for  rejection,  provided  not  more  than  one-third  of 
the  total  number  of  bars  tested  break  in  the  head; 
otherwise  the  entire  lot  will  be  rejected. 

io7.  Pins  made  of  either  of  the  above  men- 
tioned grades  of  steel  shall,  on  specimen  test  pieces 
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cut  from  finished  material,  fill  the  requirements  of 
the  grade  of  steel  from  which  they  are  rolled,  ex- 
cepting the  elongation,  which  shall  be  decreased  5 
per  cent,  from  that  specified. 

108.  Punched  rivet  holes,  pitched  two  diame-   ^^^^' 
ters  from  a  sheared  edge,  must  stand  drifting  untfl 

the  diameter  is  one  third  larger  than  the  original  hole, 
without  cracking  the  metal. 

109.  The  slabs  for  rolling  plates  shall  be  rolled  p^^ 
from  ingots  of  at  least  twice  dieir  cross-section. 

no.    Pins  up  to  7  inches  diameter  shall  be  ^^ 
roUed. 

111.  Pins  exceeding  7  inches  diameter  shall 
be  forged  under  a  steel  hammer  striking  a  blow  of 
at  least  5  tons.  The  blooms  to  be  used  for  this  pur- 
pose shall  have  at  least  three  times  the  sectional  area 
of  the  finished  pins. 

112.  A  variation  in  cross-section  or  weight  of  weShL"*" 
rolled  materia]  of  more  than  2^  per  cent,  from  that 
specified,  may  be  cause  for  rejection. 

113.  Steel   casting   shall   be   made   of   Open  «teeica«inf» 
Hearth  Steel  containing  from  .25  to  .40  per  cent. 

carbon  and  not  over  .08  per  cent,  of  phosphorus,  and 
shall  be  practically  free  from  blow  holes. 

114.  Except  where  chilled  iron  is  specified,  all  Caiiiroo. 
castings  shall  be  of  tough,  gray  iron,  free  from  in- 
jurious cold  shuts  or  blow  holes,  true  to  pattern,  and 

of  workmanlike  finish.  Test  bars  one  inch  square, 
loaded  in  middle  between  supports  12  inches  apart, 
shall  bear  2,500  pounds  or  over,  and  deflect  0.15  of 
an  inch  before  rupture. 
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TIMBER. 

itmbcT.  115.    The   timber   shall   be   strictly   first-class 

spruce,  white  pine,  Douglas  fir,  Southern  yellow  pine, 
or  white  oak  bridge  timber;  sawed  true  and  out  of 
wind,  full  size,  free  from  wind  shakes,  large  or 
loose  knots,  decayed  or  sapwood,  wormholes  or  other 
defects  impairing  its  strength  or  durability. 

PAINTING. 

Painting.  '  116.    All  iron  work  before  leaving  the  shop 

shall  be  thoroughly  cleaned  from  all  loose  scale  and 
rust,  and  be  given  one  good  coating  of  pure  boiled 
linseed  oil,  well  worked  into  all  joints  and  open 
spaces. 

1 1 7.  In  riveted  work,  the  surfaces  coming  in 
contact  shall  each  be  painted  before  being  riveted  to- 
gether. 

118.  Pieces  which  are  not  accessible  for  paint- 
ing after  erection  shall  have  two  coats  of  paint. 

119.  The  paint  shall  be  of  good  quality  of 
oxide  of  iron  paint,  mixed  with  pure  linseed  oil,  or 
such  as  may  be  specified  in  contract. 

120.  After  the  structure  is  erected,  the  iron 
work  shall  be  thoroughly  and  evenly  painted  with 
two  additional  coats  of  paint,  mixed  with  pure  lin- 
seed oil,  of  such  quality  and  color  as  may  be  selected. 

121.  Pins,  pin  holes,  screw  threads  and  other 
finished  surfaces  shall  be  coated  with  white  lead  and 
tallow  before  being  shipped  from  the  shop. 

INSPECTION. 

Inspection.  J22.     All   facilities   for   inspection   of  material 

and  workmanship  shall  be  furnished  by  the  contrac- 
tor to  competent  inspectors,  and  the  engineer  and  his 
inspectors  shall  be  allowed  free  access  to  any  part  of 
the  works  in  which  any  portion  of  the  material  is 
made. 

123.  The  contractor  shall  furnish,  without 
charge,  such  specimens  (prepared)  of  the  several 
kinds  of  material  to  be  used  as  may  be  required  to 
determine  their  character. 


^w 
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TABLB  I. 
ntlPOKK  LIVI  LOAD  FOB  THB  TRDSSBS, 


C...S.. 

C...SB. 

Sy.. 

Pound,  per 

Square  ^t 

Span 

FloorSurfice 

I«i 

Streei  Car  Tnck 

Floor  Surlice 

(eei 

Stmt  Car  Track 

UfTO 

1800 

iSoo 

80 

«0l 

1770 

n 

10s 

1770 

?? 

1740 

1740 

»'S 

1710 

96 

76 

1650 

9S 

"5 

.6so 

130 

1610 

M 

130 

1630 

74 

'35 

1590 

93 

'35 

'590 

73 

IflO 

93 

140 

MS    ■ 

IS31 

9' 

145 

1530 

7> 

'SO 

1500 

% 

'50 

1500 

§ 

1440 

i«o 

:6s 

1410 

87 

■6, 

1410 

67 

170 

13S0 

170 

1380 

17s 

1350 

17s 

1350 

6S 

^ 

13JO 

<H 

IBs 

83 

I8S 

63 

190 

ij6o 

190 

1130 

61 

100 

1200 

Bo 

300 

1100 

«to 

80 

155 

1090 

IDS 

;i 

,1 

160 
165 

loao 

76 

11^ 

lOJO 

55 

»s 

I  ISO 

IS 

1040 

6« 

130 

1140 

74 

>»^ 

1030 

^ 

1130 

140 

1010 

300 

1000 

IJO 

IIOO 

70 

WDOTU 

452 


COMPLETE   SPEOIFICATIONS. 


TABLE   I. —  (CONTIKITBD.) 
UNIFORM  LIVE  LOAD  FOR  THE  TRUSSES. 


CLASS  D. 

CLASS B 

CLASS  Ea 

'r 

Pounds  per 
Square  foot 

Span 
m 

Pounds  per 
Lineal  Foot  of 

'r 

Pounds  per 
Lineal  Foot  of 

feet 

of  Floor 
Surface 

feet 

each  Car  Track 

feet 

each  Car  Track 

0PTO 

UP  TO 

UP  TO 

75 

So 

100 

1800 

100 

1200 

80 

7? 

los 

1770 

los 

1 190 
I180 

85 

78 

no 

1740 

no 

90 

77 

"5 

1710 

115 

1 170 

95 

76 

120 

1680 

120 

1 160 

100 

75 

"5 

1650 

125 

II50 

105 

74 

130 

1620 

130 

II40 

IXO 

73 

135 

1590 

135 

1 130 

"5 

72 

140 

1560 

140 

II20 

120 

71 

145 

1530 

145 

mo 

125 

70 

150 

1500 

150 

1 100 

130 

69 

155 

1470 

155 

1090 

135 

68 

160 

1440 

160 

1080 

140 

67 

165 

T410 

165 

1070 

145 

66 

170 

1380 

170 

1060 

150 

65 

^75 

1350 

175 

1050 

155 

64 

180 

1320 

180 

1040 

160 

63 

I8S 

1290 

185 

1030 

165 

62 

190 

1260 

190 

1020 

170 

61 

195 

1230 

195 

lOIO 

\^ 

60 

200 

1200 

200 

1000 

59 

AND  OVBR 

AND  OVER 

185 
190 

58 
57 

195 

56 

300 

55 

AMDOTKR 
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AND  6 

TONSC 

N  3  AXLBS  10  VtXt  CBNTRBS. 

-"" 

■«  — 

»TONS 

6  TONS 

Raid  a 

s 

^■a 

mot 

Track  Sirineeci 

'of  ClassC 

I 

I 

"S'cST" 

of  CtaM  C 
Track  Slrinpcra 

^■^ti^v" 

a 

Track  SfrinBcn 

& 

of  CUsi  El 

S. 

Cl». 

S=R 

fool  lbs. 

S=R 

in  lbs. 

fool  Ibi. 

I'nTS. 

M  In 
fool  lbs. 

lo 

30000 

9000 

jj 

6000 

15000 

3000 

7SOO 

10 

'13^ 

33000 

9800 

34800 

6500 

16500 

8300 

3tooo 

27000 

7000 

iSooo 

9DOO 

13 

39000 

39300 

7400 

19500 

9800 

'3 

14 

43000 

II600 

3'50o 

7700 

10500 

14 

:S 

45000 

33800 

8000 

33500 

11300 

"S 

t6 

J6500 

48000 

11400 

36000 

83^ 

14000 

IKWO 

16 

17 

S'ooo 

1 1700 

38300 

15500 

13800 

>7 

iS 

■i&Soo 

42300 

S700 

28joo 

4500 

14000 

i3 

'9 

61900 

13300 

46500 

88do 

31000 

4400 

'S5O0 

■9 

67500 

13SO0 

50603 

33800 

45001 

73100 

13700 

54900 

9100 

36600 

4600 

18300 

7S800 

13900 

9300 

39400 

4600 

19700 

n 

84^00 

14100 

6^ 

9400 

43300 

4700 

>3 

H 

90300 

14300 

9500 

45100 

4H00 

13600 

24 

19IOO 

"4400 

72000 

9600 

48000 

4800 

34000 

=5 

26 

'9400 

101800 

76300 

9700 

50900 

4800 

'5*00 

36 

1^ 

107600 

14700 

80700 

9800 

53800 

4900 

37 

iS 

19700 

113400 

.4S00 

85000 

9900 

4900 

28300 

28 

^ 

19900 

iigjoo 

14900 

89400 

9900 

59600 

5000 

19800 

39 

30 

aoooo 

tasoQo 

15000 

93800 

J1300 

30 

3' 

130800 

151Q0 

98KX, 

65400 

5000 

3370D 

31 

3) 

aojoo 

[36700 

iSioo 

103  500 

6S300 

5100 

34JOO 

33 

33 

J0400 

142500 

IS300 

106900 

71300 

5100 

35600 

33 

H 

148400 

15400 

111300 

74JOO 

37100 

34 

35 

xkao 

■54300 

15400 

iiS7ro 

10300 

77100 

Sioo 

38600 

3; 

36 

30700 

160100 

15SOO 

130,00 

10300 

80100 

S300 

4000a 

.16 

37 

aoSoo 

166100 

nfoo 

134500 

10400 

83000 

S200 

41500 

37 

38 

aoSoo 

173000 

1(600 

U9000 

10400 

86000 

5300 

43000 

38 

39 

10900 

177800 

15700 

133400 

10,500 

88900 

44500 

39 

JIOOO 

183800 

15800 

.37S00 

10500 

gigoo 

5300 

45900 

40 
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TABLB  III. 


MAXIMUM  XND   REACTIONS  R  OP  FLOORBBAMS  OP  CLASSES  B,  AND  B.  FO: 

SINGLE  AND  DOUBLB  TRACK. 


■OrOLB  TRACK 


t:5 


DOUBLK  TRACK 

^ 


uTti; 


-a 


Length 
iafu 

r'  in  pounds. 

Length 
in  ft. 

R"  IN  POUNDS. 

QsusEl 

Class  ES 

Class  El 

Class  ES 

S4  Tons 

18  Tons 

24  Tons 

18  Tons 

ID 

12000 

9000 

10 

24000 

18000 

IX 

I310O 

98cx> 

II 

26200 

19600 

12 

14000 

10500 

12 

28000 

21000 

^\ 

X3 

14800 

moo 

13 

29600 

22200 

-s 

14 

15400 

11600 

14 

30800 

23200 

4  I 

1^ 

15 

16000 

12000 

IS 

32000 

24000 

16 

16500 

12400 

16 

33000 

24800 

;:i. 

17 

16900 

12700 

17 

33800 

25400 

1   1 

J 

18 

17300 

13000 

18 

34600 

26000 

19 

17700 

13300 

19 

35400 

26600 

30 

18000 

13500 

20 

36000 

27000 

•  • 

•  • 

c 

V 

21 

18300 

13700 

21 

36600 

27400 

X     f^ 

B 

22 

i8soo 

13900 

22 

37000 

27800 

«« 

0 

33 

18800 

14100 

23 

37600 

28200 

CI 

24 

19000 

14300 

24 

38000 

28600 

B 

25 

19200 

14400 

25 

^h^ 

28800 

6 

« 

26 

19400 

14500 

26 

38800 

29000 

mm 

0 

^ 

19600 

14700 

27 

39200 

29400 

S 

s 

19700 

14800 

28 

39400 

29600 

8 

c 

29 

19900 

14900 

29 

39800 

29S00 

m 

30 

20000 

isooo 

30 

40000 

30000 

JO 

'  31 

20100 

15100 

31 

44200 

30200 

M 

0 

32 

20300 

15200 

32 

40600 

30400 

0 

33 

20400 

15300 

33 

40800 

30600 

fu 

34 

20500 

15400 

34 

41000 

30800 

35 

20600 

15400 

35 

41200 

30800 

36 

20700 

15500 

36 

41400 

31000 

s 

20800 

15600 

37 

41600 

31200 

20800 

is6oo 

38 

41600 

31200 

39 

20900 

15700 

39 

41800 

31400 

40 

21000 

15800 

40 

42000 

31600 
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M 
•J 
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O 

a 

o 
B 
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-^  -; 

•        • 

•        • 

MM 

•        • 

a 

a 

££ 

££ 

££ 

3 

OO    M 

M     fO 

lO  to 

•-  o 

eo« 
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»o 
to 

»« 

**    M 

«     IM 

OD    CO 
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CO    • 

^ 

OD    CO 

CO  «e 

OD    CO 

HH  «-J 

H4  ^^ 

»-4  l-J 

^■1 

% 

»-4  UiJ 

ta^i— 1 

K^  1—1 

ti 

^     ^ 
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^      ^ 

% 

ei 

rr 
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bb 
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n  « 
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06 

11 
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ci 
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MM 
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MM 
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a 

Mt 
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££ 
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M 
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00  - 
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eo8 
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^ 

S 
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^ 

0^ 
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^           ^ 

^        ^ 

*     ^ 

tt 

n 

ir 

bb 

ii 

M    M 
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do 
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MM 

a 
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££ 
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M 

a 
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~^ 
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•-•   fO 

«   11 

'*■«** 

to 

^ 

M 

M     M 

n    M 

OD    CO 

•  • 

«  « 

r 

• ." 

•  «e 

«    • 
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^^ 

% 
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CM 
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*      i 

*     * 

% 
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00 

rr 

T\ 

rr 
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1    1 
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1 
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»o« 

to« 
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A 
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MM 

a 
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MM 

• 
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M 

Q 
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^ 
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1^ 
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t-^  t-J 
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11 

rr 
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M  M 
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MM 

MM 

M 
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I^ 

"i 

to  lO 
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00     M 
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«  M 

^»0 

So 

C 

™ 

M 
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OD   » 
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A 

«0    • 

CO     CO 

«    00 

HH  »-J 

1-^  »-j 

^^  1-^ 

^ . 

l-l  1— 1 

HH  l-J 

»-4  1—1 

^           ^ 

^       ^ 

M 

"^       ^ 
^      ^ 

•      ^ 
«_  ^ 

bb 

^        ^ 

v)*^ 

do 

11 

:r 

a 
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u 

M 

i 
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• 
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MM 
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• 

M 

MM 

MM 

MM 

• 

M 

"5r 

Z^ 

"^ 

toio 

«    CO 

•o 

»o  0^ 

00  •- 

M  eo 

n  M 

^tn 

to 

s 

M 

M     M 

«  ►- 

OD    « 

CO    • 

CO    « 

CO  «e 

CO    • 

CO  «e 

1-^  1-^ 

l-H  1— 1 

»-( 1— 1 

^H 

KH  1.^ 

»-4  i— 1 

^H  i-J 

*      * 
^       « 

^    •» 
^    ^ 

* 

^ 

M 

tt 

*            ^ 
^            ^ 

O  O 

«  W 

»0  lO 

00 

11 

rr 

••     —4 

I 

1    1 

Li 

1 

fO« 

fO  f1 

fOCI 
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to 

Ss 

^ 

« 

» 

^ 

« 

^ 
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^^ 

OO 

« 
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o 

"to 

*, 

li 

M 

M 

« 

« 

eo 

CO 

O 

o 

o 

O 

O 

0 

o 
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«•• 

4^ 

^rf 

** 

*4 

«5 

■S 

b 

'to 

"on 

"fO 

1^ 

M 

^ 

.S8 

M 

M 

M 

w 
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TABLE  V. 
PBRMISSIBLK  COMPRESSIVE  STRAINS. 

p=6train  allowed  in  lbs.  per  sq.  in.;  l^Iength;  r:=Iea8t  radius  of  gyra- 
tion; (both  in  inches). 

i5.ax)  17,000 

Soft  steel;  p=: Medium  steel;  p= 


1« 


1+ 


i-y- 


i3». 

joor* 

iijooor* 

I 

r 

Soft  Steel 

Med  Steel 

1 

r 

Soft  Steel  Med  Steel 

1 

r 

Soft  Steel 

Med  Steel 

10 

14900 

16850 

50 

12660 

13850 

90 

9370 

9790 

12 

14840 

16780 

52 

12500 

13650 

92 

9220 

9610 

»4 

14780 

16710 

54 

12340 

13440 

94 

9060 

9420 

16 

14720 

16610 

56 

12180 

13230 

96 

8910 

9240 

ij 

14650 

16510 

58 

12010 

13020 

98 

8760 

9080 

20 

14560 

1 64 10 

60 

11840 

1 28 10 

TOO 

8610 

8910 

22 

14480 

16290 

62 

II 670 

12600 

102 

8470 

8740 

24 

14400 

16150 

64 

11500 

12390 

104 

8320 

8570 

26 

14280 

16020 

66 

1 1340 

I2I80 

106 

8180 

8410 

28 

14180 

15870 

68 

11140 

1 1970 

108 

8050 

8250 

30 

14070 

15710 

70 

IIOIO 

1 1 760 

IIO 

7900 

8100 

32 

13940 

15550 

72 

10840 

1 1 550 

112 

1 

7780 

7940 

34 

13810 

15380 

74 

10670 

1 1350 

1 

"4 

7640 

7790 

36 

13690 

1 52 10 

76 

10500 

III50 

116 

7510 

7650 

38 

13550 

15030 

78 

10340 

109  so 

118 

7380 

7500 

40 

13420 

14840 

80 

10180 

10750 

120 

7260 

7360 

42 

13270 

14650 

82 

lOOIO 

io«;50 

125 

6950 

7020 

44 

13120 

14460 

84 

9850 

10350 

130 

6660 

6700 

A'^ 

12960 

14260 

86 

9690 

10160 

135 

6380 

6400 

4^ 

12820 

14060 

88 

9530 

9970 

,140 

6120 
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185.  Qeneral  Specifications  for  Steel  Railroad 
Bridges  and  Viaducte.  The  following  specifications  are 
those  issued  by  the  Pennsylvania  Railroad  in  January,  igoi. 
The  author  believes  they  embody  the  latest  and  best  practice  in 
the  four  important  particulars,  assumed  live  loads,  methods  of 
analysis,  character  of  material,  and  workmanship.  The  engine 
live  loads  assumed  correspond  closely  to  Cooper's  "E40"  engine 
loading,  followed  by  a  train  load  of  5000  pounds  per  linear 
foot.  The  tables  which  immediately  follow  these  specifications 
will  be  found  of  great  service  in  designing  bridges  under  these 
specificatiotls.  In  this  connection  the  following  recommenda- 
tions of  a  committee  of  the  American  Railway  Engineering  and 
Maintenance  of  Way  Association  (1902)  are  important. 

First.  That  it  is  preferable  for  railroads  to  furnish  detail 
plans  of  bridge  work  to  bidders  complete  enough,  at  least,  for 
a  precise  determination  of  the  weight  of  (he  structure  and  for 
listing  the  mill  orders  by  the  successful  bidder.  If  such  draw- 
ings cannot  be  furnished,  the  alternative  should  preferably  be 
full  specifications,  giving  directions  for  the  detail  design  of  th« 
structure,  accompanied  by  a  survey  plan  and  all  needed  in- 
formation concerning  the  work;  the  bids  in  this  case  to  be  by 
the  pound  and  not  accompanied  by  a  design,  the  detail  plans 
to  be  made  later  by  the  railroad  or  contractor,  as  may  be  under- 
stood. 

Second.  To  invite  a  few  parties  (not  always  the  same) 
to  submit  bids  for  the  work. 

Third.  When  detail  plans  are  furnished,  to  ask  for  a  lump 
sum  bid  or  a  pound  price,  as  may  be  preferred  by  the  pur- 
chaser ;  but  when  a  specification  only  is  furnished,  to  invariably 
ask  for  a  pound  price. 

Fourth.  To  award  contracts  for  as  large  groups  of  bridges 
as  can  be  fully  defined  consistently  with  recommendation  No. 
T,  and  when  required  by  circumstances  to  anticipate  future  re- 
quirements if  necessary  to  protect  the  interests  of  the  railroad. 

Fifth.  That  the  question  of  erecting  the  work  by  railroad 
forces  or  by  contract  should  depend  upon  the  custom,  organiza- 
tion and  equipment  of  each  railroad  concerned, 

SECTION    I. — GENERAL  REQUtREM ENTS, 

I.     Rolled  steel  will  be  used  in  general  for  all   m.i«iiIi. 
Btractures.    Wrought   iron  will  be  used  for  loop- 
welded  rods.     Cast  steel  will  be  used  for  wedges, 
(earing,  couplings  and  other  important  details  of 
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Standard 


Goasreof 


'oasre 


Ctaar  CroM- 
Section.    Truss 
Bridget. 


drawbridge  machinery.  Cast  iron  will  be  used  for 
minor  details  of  drawbridge  machinery,  and  for 
other  work  when  expressly  stipulated. 

2.  Rolled-beam  bridges  and  plate-girder 
bridges  will  in  general  conform  to  the  Pennsylvania 
Railroad  Company's  standard  drawings.  The  Rail- 
road Company  will  furnish  diagrams  showing  tlie 
general  dimensions  of  all  truss  bridges  and  of  such 
special  girder  spans  as  are  not  covered  by  standard 
drawings. 

3.  Gauge  of  track  is  4  feet  8J  inches.  Dis- 
tance from  centre  to  centre  of  double  track  is  12  feet 
2  inches  unless  otherwise  specified. 

4.  A  section  as  per  accompanying  diagram 
must  be  kept  clear  in  single-track  through  bridges. 
Width  to  be  proportionately  increased  for  two  or 
more  tracks,  and  for  curved  line. 


-eft.-- 


it 


\ 


Top  of  Rqll. 
lOft.-- 


SECTION  2. — ^DATA  FOR  CALCULATION. 


Assumed 
Dimensions. 


5.    As  a  basis  for  calculation  assume  the  fol- 
lowing general  dimensions : — 
A — Length : — 

(i.)  Trusses. — Distance    from    centre    to 
centre  of  end  pins. 
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(2.)  Riveted  girders. — Distance  from  cen- 
tre to  centre  of  bearings. 

(3.)  Floor  beams. — Distance  from  centre 
to  centre  of  trusses. 

(4.)  Track  stringers. — Distance  from  cen- 
tre to  centre  of  floor  beams. 
"   B— Depth  :— 

(i.)  Pin-connected      trusses. — ^Distance 
from  centre  to  centre  of  chord  pins. 

(2.)  Riveted  trusses. — Distance  between 
centres  of  gravity  of  chords. 

(3.)  Riveted  girders. — Distance  between 
centres  of  gravity  of  flanges,  or  dis- 
tance from  back  to  back  of  flange 
angles  if  the  latter  dimension  is  the 
smaller  of  the  two. 

6.  In  estimating  the  dead  load  the  weight  of  x-SigJf®' 
timber  shall  be  taken  at  4^  pounds  per  foot  B.  M. 

7.  The  dead  load  shall  be  assumed  as  uni- 
formly distributed  and  made  ud  of: — 

(i.)  The  net  suspended  weight  of  metal 

in  the  trusses  and  bracing. 
(2.)  The  weight  of  the  metal  floor  sys- 
tem (if  any.) 
(3.)  The  weight  of  the  wooden  cross-tics 

or  floor  beams. 
(4.)   160  pounds  per  lineal  foot  of  track, 
covering  the  weight  of  rails,  splices, 
guard  rails,  &c. 
The  above  items  of  dead  load  to  be  properly 
distributed  between  the  panel  points  of  the  loaded 
and  the  unloaded  chords. 

8.  In  addition  to  the  dead  load,  bridges  shall 
be  designed  to  carry  on  each  track  a  nioving  load 
consisting  of  two  coupled  "Consolidation"  engines, 
as  shown  in  the  following  diagram,  followed  by  a 
uniformly  distributed  train  load  of  5000  pounds  per 
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Wind  Loads. 


lineal  foot  of  track ;  the  moving  load  to  be  so  placed 
as  to  produce  the  greatest  stress  in  each  member 
of  the  structure.* 

Note—For  all  track  stringers  and  floor  beamst 
and  for  plate-girder  spans  not  exceeding  110  feet 
in  lengrth,  the  maximum  calculated  stresses  due 
to  live  load  are  given  in  Table  A. 

9.    The  wind  pressure  shall  be  assumed,  acting 
horizontally  in  either  direction: — 

(i.)  At  30  pounds  per  square,  foot  on  the 
exposed  surface  of  all  trusses  and 
the  floor  as  seen  in.  elevation,  and  on 
the  side  of  a  train  10  feet  high,  be- 
ginning at  2i  feet  above  the  base  of 
rail  and  moving  across  the  bpdge. 
(2.)  At  50  pounds  per  square  foot  on  all 
exposed   surfaces   of  the  unloaded 
structure. 
The  greater  calculated  stress  will  be  used  in 
proportioning  the  wind  bracing. 

10.     For  determining  the  requisite  anchorage 
for  the  loaded  structure  the  train  shall  be  assumed 
to  weigh  800  pounds  per  lineal  foot. 
Lonsrkudjnai  jj,     Pof  longitudinal  bracing  of  trestle  towers 

TrS«S?roweri  and  similar  structures,  the  momentum  produced  by 
nent?mo?°"  Suddenly  stopping  the  train  shall  be  considered;  the 
Train.  coefficient  of  friction  of  wheels  sliding  upon  rails 

being  assumed  as  0.2. 
Stresses  Due  to         12.    When  the  structurc  is  on  a  curve  the  eflFect 
Fo?cc."*^       due  to  the  centrifugal  force  of  as  many  trains  as 
there  are  tracks  shall  be  provided  for  (see  Table  G). 

SECTION   3. — ^DETERMINATION  OF  SECTIONS. 

13.  The  calculation  of  stresses  produced  by 
the  above-mentioned  live  and  dead  loads  will  determ- 
ine the  following  values  for  each  member: — 

M  -=  Maximum  calculated  stress  in  mem- 
ber (compress  or  tension), 
m  «  (i),  Minimum  calculated  stress  in 
members  subjected  to  one  kind  of 
stress  only  (all  compression  or  all 
tension);  or  (2),  maximum  calcu- 


Anchorage. 


Suain  Sheet. 


^hls  corresponds  closel]^  with  Cooper's  *'B40'*  loadingr,  except  that  we  hare 
train  load  of  6,000  lbs.  per  lln.  ft.,  where  Cooper  has  for  thii  case  4,000  Iba. 
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lated  stress  of  lesser  kind,  in  mem- 
bers subjected  to  reversal  of  stress. 

NoTS. — Minimum  stress  is  understood  to  mean  the  abso- 
lute minimum;  i.  e,,  in  a  main  diagonal  or  post  of  a  simple 
span  "m"  equals  the  calculated  dead-load  stress  minus  the 
maximum  calculated  counter  stress  due  to  live  load. 


R: 


m 


M 


14.  The  maximum  calculated  stress  (M)  in 
each  member  shall  be  multiplied  by  the  coefficient 
(i+k),and  the  resultant  quantity,  M  (i+k),  shall 
be  regarded  as  the  equivalent  static  stress  in  the 
member.     (For  the  value  of  k  see  Tables  B  and  C.) 

15.  All  members  shall  be  so  proportioned  that 
the  stress,  M(i+k),  shall  not  cause  the  tensile  tmit 
stress  to  exceed  15,000  pounds,  nor  the  compressive 
unit  stress  to  exceed  15,000  pounds  properly  re- 
duced in  accordance  witfi  Qause  16. 

16.  For  compression  members,  the  unit  stress 
of  15,000  pounds  per  square  inch  shall  be  reduced 
in  proportion  to  the  ratio  of  the  length  to  the  least 
radius  of  gyration  of  the  section,  by  the  following 
formula : — 


Stress  Incre- 
ment Due  to 
Impact*  Ac 


Permisiitito 
Tensile  Unit 
Stress 


Permisiible 

CompressiTe 

Unit 


Where 


P= 


15,000 


»+ 


I3.5«>r" 

^  papermissible  working  stress  per  square  inch 
in  compression. 
Isleneth  of  piece  in  inches  between  centres 

of  connections, 
rasleast  radius  ot  gyration  of  section  in  inches. 
(See  Table  D.) 


Section  of 
Hip-Vertkals 
and  Haaffsn. 


1 7,  The  net  section  of  the  long  hip-verticals 
of  through  bridges  shall  be  25  per  cent,  in  excess 
of  the  above  requirements  (see  Clause  No.  15),  all 
details  of  these  members  being  correspondingly 
strengthened.  Short  floor-beam  hangers  will  be  re- 
quire to  have  50  per  cent,  excess  of  strength. 

18.  The  same  limiting  unit  stresses  shall  also 
be  used  for  members  strained  by  wind  pressure  or  Bfadng 
momentum  of  moving  train,,  the  stress  increment 
being  neglected  in  these  cases. 


Unit  Sti 
for  Wind 
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str«L°DueU  ^9*    '^^^  stress  due  to  centrifugal  force  shall 

Ceatrifugai  be  regarded  as  live  load,  and,  when  necessary,  addi- 
tions shall  be  made  to  the  sections  of  truss  chords  or 
girder  flanges  until  the  imit  stress  does  not  exceed 
1 7,000  pounds  in  tension  nor  i7,ooo  pounds,  prop- 
erly reduced,  in  compression. 

In  lateral  bracing  the  stress  due  to  centrifugal 
force  shall  be  increased  50  per  cent,  and  the  unit 
stresses  provided  for  in  Clause  i8  shall  be  used. 

In  the  case  of  deck  structures,  when  the  curva- 
ture exceeds  six  degrees,  the  lower  lateral  bracing 
shall  be  designed  to  carry  half  the  stress  due  to  cen- 
trifugal force,  and  properly  designed  sway  bracing 
shall  be  introduced  to  transfer  the  stress  from  the 
upper  to  the  lower  system. 
LimUinc  Value  20.  No  compression  member  shall  have  a 
of — •  length  exceeding  100  times  its  least  radius  of  gyra- 

tion, excepting  wind  bracing,  in  which  the  length 
may  be  120  times  the  least  radius  of  gyration. 

Son  Required^         ^^'    ^"  ^^^^  ^^^  maximum  strcsscs  in  chords  of 
|yWin3         bridges,  or  posts  of  trestle  towers,  due  to  wind  and 
^***'  momentum  of  train,  added  to  the  maximum  stresses 

from  vertical  loading  and  centrifugal  force,  prop>- 
erly  increased,  shall  exceed  19,000  pounds  per  square 
inch  (properly  reduced  for  buckling  in  the  case  of 
compression  members),  additions  must  be  made  to 
the  sections  until  this  limit  is  not  exceeded. 
stJS!**'  *'  22.     Should  the  stresses  be  reversed  in  any  pos- 

sible case,  proper  allowance  must  be  made  for  such 
reversal. 
Moment  Due  to         23.     When  the  floor  system  rests  directly  on  a 
on*T!»aio*rds  continuous  top  chord,  the  latter  must  be  so  propor- 
tioned that  the  algebraic  sum  of  the  stresses  per 
square  inch  in  the  outer  fibres,  resulting  from  tlic 
direct  compression,  and  three-fourths  of  the  maxi- 
mum bending  moment  (the  chord  being  considered 
as  a  beam  of  one  panel  length,  supported  at  the 
ends),  shall  not  exceed  the  before-mentioned  limit- 
ing  stress    in    compression,    the   proper   increment 
being  added  to  each  kind  of  loading.    The  bending 
moment  at  panel  points  shall  be  assumed  equal  but 
opposite  in  direction  to  that  at  mid-panel, 
mentof ^^MD-         ^^'    ^^^  Other  members  which  are  subjected  to 
darystrenes    bending  moment  in  addition  to  direct  stress  are  to 
Due  to  Bend-   be  simUarly  treated. 
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25.  To  insure  the  stability  of  bridges  under 
increased  live  loads,  a  live  load  shall  be  assumed  100 
per  cent,  greater  than  that  previously  provided  for 
in  this  specification.  If  the  resultant  stress,  M 
( I +k), produces  a  stress  per  square  inch  in  any 
member  more  than  twice  the  permissible  unit  stress 
previously  specified,  additions  must  be  made  to  the 
sections  until  that  limit  is  not  exceeded.  Counters, 
having  in  no  case  less  than  one  and  one-half  square 
inches  of  section,  must  be  provided  where  required 
by  the  increased  live  load;  and  in  case  of  reversal 
of  stress  the  member  must  be  properly  designed  to 
resist  such  reversal. 

26.  Pins  and  bolts  are  to  be  so  proportioned 
that  the  maximum  stress  in  the  extreme  fibres  due 
to  bending  moment  shall  not  exceed  22,000  pounds 
per  square  inch  for  soft  steel,  nor  25,000  pounds  per 
square  inch  for  pin  steel,  the  centres  of  bearings  of 
the  members  connected  by  the  pin  or  bolt  being 
taken  as  points  of  application  of  bending  strains. 

27.  The  bearing  pressure  of  pins,  bolts  or 
rivets  upon  the  projected  semi-intrsfdos  (diameter  x 
thickness)  of  the  hole,  shall  not  exceed  26,000 
pounds  per  square  inch  for  rivets,  nor  22,000  pounds 
per  square  inch  for  pins  and"  bolts. 

28.  The  shearing  stress  per  square  inch  of  sec- 
tion on  rivets,  bolts  or  pins  shall  not  exceed  11,000 
pounds  for  soft  steel,  nor  12,000  pounds  for  pin 
steel. 

29.  Net  sections  must  be  used  in  all  cases  in 
proportioning  tension  members,  and  in  deducthig 
rivet  holes  they  shall  be  taken  i  of  an  inch  larger  in 
diameter  than  the  nominal  size  of  the  rivets. 

30.  In  the  field-riveted  connections  of  track 
stringers  and  floor  beams,  the  number  of  rivets  de- 
termined by  the  foregoing  rules  must.be  increased 
33  ^"3  P^r  cent,  in  all  cases.  In  all  other  field- 
riveted  joints  a  25  per  cent,  excess  of  rivets  will  be 
required  if  hand  driven  and  a  10  per  cent,  excess  if 
satisfactory  power  riveters  are  used. 

31.  Rivets  with  countersunk  heads  shall  be  as- 
siuned  to  have  three-fourths  the  value  of  correspond- 
ing rivets  with  full  heads. 

32.  Riveted  tension  members  shall  have  a  sec- 
tion through  the  pin-hole  25  per  cent,  in  excess  of 
the  net  section  of  the  body  of  the  member.    The 
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section  back  of  the  pin-hole  shall  be  at  Ic-ct  75  p.T 
cent,  of  the  section  through  the  pin-hole. 

33.  No  allowance  shall  in  general  be  made  for 
the  web  as  resisting  any  of  the  bending  moment  in 
plate  girders.  The  compression  flange  shall  have 
the  same  gross  sectional  area  as  the  tension  flange. 
The  unsupported  length  of  the  compression  flai^ 
shall  not  exceed  twelve  times  its  width. 

34.  In  calculating  the  shearing  stresses  and 
bearing  stresses  in  the  web  rivets  of  plate  girders, 
the  whole  of  the  shear,  with  its  proper  increment, 
acting  on  the  side  of  the  panel  next  the  abutment  is 
to  be  considered  as  transferred  into  the  flange  angles 
in  a  distance  equal  to  the  depth  of  the  girder. 

35.  In  the  case  of  the  rivets  connecting  the 
upper  flange  angles  with  the  web  in  deck  girders 
carrying  the  floor  directly  on  the  top  flanges,  allow- 
ance must  be  made  for  the  concentrated  load  of  a 
12^  ton  driver,  which  shall  be  considered  as  distri- 
buted over  three  ties. 

36.  The  thickness  of  web  plates  shall  be  such 
that  the  maximum  calculated  shear,  with  its  proper 
increment,  shall  not  cause  the  shearing  stress  per 
square  inch  of  net  section  of  the  web  to  exceed 
13,000  pounds;  but  no  web  plate  shall  be  less  than 
f  of  an  inch  in  thickness. 

37.  Rolled  beams  and  channels  subjected  to 
bending  stresses  shall  be  so  proportioned  that  the 
stress  per  square  inch  in  the  outer  fibers,  deduced 
from  the  calculated  bending  moment  (with  its  proper 
increment)  and  the  moment  of  inertia  of  the  sec- 
tion, shall  not  be  more  than  14,000  pounds.  The 
unsupported  length  of  the  top  flanges  of  such  beams 
and  channels  shall  in  no  case  be  greater  than  twelve 
times  the  flange  width. 

38.  For  main  members  and  their  connections 
no  material  shall  be  used  of  less  thickness  than  f 
of  an  incJi ;  and  for  laterals  and  their  connections  no 
material  shall  be  used  of  less  thickness  than  5-16  of 
an  inch.  Material  of  less  thickness  will  be  permitted 
only  for  lining  or  filling  vacant  spaces. 

No  material  used  in  compression  shall  have  an 
unsupported  width  of  more  than  fifty  times  its  thick- 
ness. 

No  lateral  or  sway  rod  shall  be  used  havinf 
less  than  one  square  inch  of  section. 
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SECTION  4. — ^DETAILS  OF  CONSTRUCTION. 

A. — Wooden  Floor  System. 

39.  Cross-ties  shall  be  of  white  oak  spaced  not 
more  than  six  inches  apart  in  the  clear;  and,  in  the 
case  of  all  deck  and  half-through  girder  spans,  and 
of  through  truss  spans  having  steel  floor  stringers, 
the  size  of  ties  and  all  details  of  floor  construction 
shall  be  as  shown  on  standard  plans. 

40.  In  the  case  of  deck  bridges  with  wooden 
floor  beams,  when  the  distance  between  centres  of 
trusses  exceeds  6  feet,  the  floor  beams  shall  be  pro- 
portioned for  a  bending  moment  produced  by  the 
weight  of  a  pair  of  25,000  pound  drivers  distributed 
equally  over  three  floor  beams,  the  extreme  fibre 
stress  in  the  floor  beams  not  exceeding  1000  pounds 
per  square  inch. 

41.  When  the  track  is  curved  the  outer  rail  is 
to  be  elevated  as  may  be  required,  by  cutting  the 
cross-ties  or  floor  beams  with  the  proper  bevel. 

42.  Guard  rails  of  long-leaved  southern  pine 
or  white  pine,  6  by  8  inches  in  size,  are  to  be  placed 
outside  of  each  track  rail  as  shown  on  the  standard 
floor  plans;  to  be  notched  i^  inches  over  the  cross- 
tics,  and  bolted  down  at  every  fourth  tie  and  at 
splices  with  f-inch  bolts.  The  guard  rails  are  to 
be  spliced  over' ties  with  half-and-half  joints  of  6 
inches  lap. 

B. — General  Details  of  Metal  Work. 

43.  Adjustable  members   shall   preferably  be   j5i^lS£frs* 
avoided,  except  in  the  case  of  counters  of  truss 
bridges. 

44.  All  through  spans  shall  have  portals  at  B?Idig. 
each  end,  connected  rigidly  to  end  posts.    They  shall 

be  as  deep  as  the  specified  head  room  will  allow, 
and  provision  shall  be  made  in  the  end  posts  to  re- 
sist the  bending  strain  produced  by  the  wind  pres- 
sure. 

45.  Deck  bridges   shall   have   diagonal   sway   B7a*dnir. 
bracing  at  each  panel,  of  sufficient  strength  to  carry 

half  the  maximum  stress  increment  due  to  wind 
and  centrifugal  force. 

46.  Pony    trusses    and    half-through    girders    Knee  Braces. 
shall  be  provided  with  knee  braces  or  gussets  at 
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each  floor  beam  or  strut,  and  at  the  end  if  practicable. 
4?.  All  bridges  80  feet  or  more  in  length  shall 
have  at  one  end  nests  of  turned  friction  rollers  run- 
ning between  planed  surfaces.  Rollers  shall  be  not 
less  than  3  inches  in  diameter,  and  the  pressure  per 
lineal  inch  of  roller,  including  the  proper  increment, 
shall  not  exceed  1200  v^T(d=  diameter  of  rollers 
in  inches). 

48.  Bridges  less  than  80  feet  in  length  shall  be 
free  to  move  at  one  end  on  planed  surfaces. 

49.  Single  track  bridges  shall  have  the  lower 
chord  end  panels  stiffened,  whether  the  end  posts 
are  vertical  or  inclined;  and  all  through  spans  shall 
have  stiff  hip-verticals. 

50.  Provision  shall  be  made  for  a  free  expan- 
sion and  contraction  of  the  completed  structure  cor- 
responding to  a  variation  of  temperature  of  150  de- 
grees Fahrenheit. 

51.  Bed  plates  shall  be  so  proportioned  that 
the  pressure  upon  masonry,  including  the  proper  in- 
crement, shall  not  exceed  400  pounds  per  square 
inch. 

52.  All  sections  shall  preferably  be  made  sym- 
metrical and  the  pins  placed  in  the  line  of  the  neu- 
tral axis. 

53.  All  truss  bridges  with  parallel  chords  shall 
be  cambered  by  making  the  top  chord  longer  than 
the  bottom  chord,  in  the  proportion  of  i  inch  for 
each  10  feet  of  length. 

54.  In  every  case  the  connections  between  the 
wind  bracing  and  the  chords  must  be  of  greater 
strength  than  the  wind  bracing  itself,  and  so  de- 
signed as  to  avoid  as  far  as  possible  inducing  bend- 
ing moments  in  any  members  of  the  structure;  and 
such  connections  must  be  capable  of  transferring  the 
longitudinal  components  of  the  wind  stresses  into 
the  main  truss  chords  in  a  direct  and  satisfactorv 
manner,  or  a  separate  chord  must  be  used  for  the 
lateral  system. 


C. — Riveted  Work. 


wrt^icTird^.  55-    Web  plates  of  girders  must  be  spliced  at 

all  joints  with  a  plate  on  each  side  of  the  web,  capa- 
ble of  transmitting  the  full  shearing  stress  through 
the  splice  rivets. 
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56.  In  members  subject  to  compression,  rivets 
shall  be  so  spaced  that  they  shall  not  be  farther  apart 
in  the  direction  of  the  stress  than  j6  times  the  thick- 
ness of  the  thinnest  external  plate  connected,  and  not 
more  than  50  times  that  thickness  at  right  angles  to 
the  direction  of  stress. 

57.  At  the  ends  of  compression  member^  the 
pitch  shall  not  exceed  4  diameters  of  the  rivet,  for  a  * 
distance  equal  to  twice  the  greatest  width  of  the 
member. 

58.  All  joints  in  riveted  work,  whether  in  ten- 
sion or  compression  members,  must  be  fully  spliced. 

59.  The  distance  from  the  edge  of  any  piece  to 
the  centre  af  a  rivet  hole  must  be  not  less  than  ij 
times  the  diameter  of  the  rivet,  nor  exceed  8  times 
the  thickness  of  the  plate;  and  the  distance  between 
centres  of  rivet  holes  shall  not  be  less  than  3  diame- 
ters of  the  rivet. 

60.  All  segments  of  compression  members 
connected  by  lacing  only  shall  have  tie  plates  placed 
as  near  the  ends  as  practicable.  The  tie  plates  shall 
have  a  length  not  less  than  the  greatest  width  of  the 
member,  and  a  thickness  not  less  than  one-fortieth 
of  the  distance  between  the  lines  of  connecting 
rivets,  measured  at  right  angles  to  the  length  of  the 
member. 

61.  Single  lattice  bars  shall  have  a  thickness  of 
not  less  than  1-40  and  double  bars  connected  by  a 
rivet  at  the  intersection  of  not  less  than  1-60  of  the 
distance  between  their  rivets  connecting  them  to  the 
member ;  and  their  width  shall  be : —    • 

F'or  15-inch  channels,  or  built  1 
sections  with  3J-  or  4-inch  \  2J  inches  (J-inch  rivets). 
angles J 

For  12-  and  xo-inch  channels,^ 
or  built  sections  with  3-inch  \2i  inches  (}-inch  rivets.) 
angles J 

For  9-  and   8-inch   channels,  "J 
or  built  sections  with  2^inch  >2  inches  (f-inch  rivets.) 
angle«i J 

The  distance  between  connections  of  the  lattice 
bars  shall  not  exceed  8  times  the  least  width  of  the 
segments  connected. 

62.  All  pin-holes  shall  be  reinforced  with  addi- 
tional material  when  necessary,  so  that  the  permis- 
sible pressure  on  pins  shall  not  be  exceeded.    These 
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reinforcing  plates  must  contain  enough  rivets  to 
transfer  the  proportion  of  pressure  which  comes 
upon  them  in  accordance  with  the  previously  stated 
rules  for  proportioning  rivets. 

63.  Flanges  of  plate  girders  running  over  14 
inches  in  widSi,  or  projecting  more  than  3  inches 
beyond  the  edge  of  flange  angles,  shall  have  at  least 
four  lines  of  rivets. 

64.  In  all  plate  girders  having  cover  plates,  at 
least  one  plate  on  each  flange  shall  extend  i^om  end 
to  end  of  the  same,  and,  in  general,  cover  plates  shall 
be  made  of  such  lengths  as  to  allow  of  at  least  two 
rows  of  rivets  of  the  regular  pitch  being  placed  at 
each  end  of  the  plate,  in  addition  to  those  theoreti- 
cally required. 

65.  The  webs  of  plate  girders  shall  have  stiff- 
eners  riveted  on  both  sides,  with  a  close  bearing 
against  upper  and  lower  flange  angles,  at  the  ends 
and  inner  edges  of  bearing  plates,  and  at  all  points 
of  local  and  concentrated  loads ;  and  also  when  the 
thickness  of  web  is  less  than  1-60  of  the  unsupported 
distance  between  flange  angles,  at  points  throughout 
the  length  of  the  girder,  generally  not  farther  apart 
than  the  depth  of  the  full  web  plate,  with  a  maxi- 
mum limit  of  5  feet. 
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SECTION    5. — MATERIALS. 

A.— Rolled  Steel. 

1.  In  general,  soft  steel  will  be  used  in  all 
parts  of  the  work.  For  pins,  lateral  bolts  and  ex- 
pansion rollers,  however,  medium  steel  will  be  used. 
All  steel  must  be  made  by  the  open-hearth  process, 
and  may  be  either  basic  or  acid,  at  the  discretion  of 
the  Chief  Engineer. 

2.  If  made  in  an  acid  furnace,  the  maximum 
allowable  amount  of  phosphorus  in  the  flnished  pro- 
duct shall  be  six-hundredths  of  one  per  cent. 

3.  If  made  in  a  basic  furnace,  the  maximum 
allowable  amount  of  phosphorus  in  the  flnished  pro- 
duct shall  be  four-hundredths  of  one  per  cent. 

4.  The  finished  product  shall  be  perfect  in  aU 
parts  and  free  from  irregularities  and  surface  imper- 
fections of  all  kinds.  All  steel  must  be  free  from 
piping. 
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5.  No  difference  of  more  than  two  and  one-   eIcmIoi^* 
half  per  cent,  from  the  section  shown  on  the  plans  weight, 
will  be  permitted,  except  in  the  case  of  extra  wide 

plates. 

6.  Every  finished  plate,  bar  or  angle  shall  be  pinUheS 
plainly  stamped  on  one  side,  near  the  middle,  with  a   Pieces, 
number  identifying  the  melt.     Steel  for  pins  shall 

have  the  melt  numbers  stamped  on  the  end.  Rivet 
steel  and  small  pieces,  not  forming  part  of  the  calcu- 
lated section  of  members,  may  be  shipped  in  bundles 
wired  together,  with  the  melt  number  on  a  metal 
tag  attached. 

B. — Cast  Steel. 

7.  Cast  steel  shall  be  made  in  an  open-hearth  GeScrar^" 
furnace,  and  shall  fulfill  the  following  requirements :  Annealing  or 

(a)  All  steel  castings  shall  be  annealed.  fnS*^**'' 

(b)  Every  steel  casting  shall  be  made  with  a  Tesuofstcei 
coupon  for  testing,  which  coupon  shall  be  cut  ofT  ^"^'og*. 
after  annealing,  and  the  test  shall  be  made  from  a 

f-inch  round  cut  from  the  coupon.  The  te.st  piece 
shall  show  an  ultimate  strength  of  at  least  65,000 
pounds,  an  elastic  limit  of  not  less  than  33,000 
pounds,  an  elongation  of  at  least  15  per  cent,  in  two 
inches,  and  a  reduction  of  area  of  20  per  cent,  at  the 
point  of  fracture. 

(c)  When  the  bearing  surface  of  any  steel  |?"c"*c^-°' 
casting  is  finished,  there  shall  be  no  blow-hole  visible   »"«»• 
exceeding  one  inch  in  either  dimension,  nor  exceed- 
ing one-half  a  square  inch  in  area.    The  length  of 
blow-holes  cut  by  any  straight  line  laid  in  any  direc- 
tion shall  never  exceed  one  inch  in  any  one  foot. 

C. — General  Tests. 

8.  A  sample  bar  not  more  than   two  inches   Sample  Bar. 
wide,  and  having  a  sectional  area  of  not  less  than 
one-half  a  square  inch,  shall  be  cut  from  the  finished 
product  of  every  melt.    When  taken  from  metal 

more  than  two  inches  thick,  the  sample  may  be  a 
turned,  round  bar.  The  laboratory  tests  shall  be 
made  on  thi^  sample  bar  in  its  natural  state,  without 
annealing. 

9.  When  a  melt  is  rolled  into  several  varieties   ^J^^^}^^ "/ 

of  material,  each  variety  shall  be  separately  tested.   be'*iclted!'' 

A  variety  shall   consist  of  one  of  the   following 

shapes:     Sheared    Plates,    Universal    Mill    Plates, 
31 
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Beams,  Angles,  Channels,  Z  Bars,  Flats,  Rounds, 
Pin  Steel,  Eye-bar  Steel. 

10.,  In  the  laboratory  tests,  measurements  to 
determine  elongation  shall  be  made  on  an  original 
length  of  eight  inches. 

11.  A  piece  of  each  sample  bar  shall  be  bent 
cold  1 80  degrees,  and  closed  up  against  itself.  In 
the  case  of  **pin  steel'*  the  test  shall  be  considered 
satisfactory  if  no  crack  nor  flaw  appear  on  the  out- 
side of  the  bent  portion  until  the  diameter  of  the  cir- 
cle around  which  the  specimen  is  bent  has  become 
less  than  the  thickness  of  the  sample  bar.  Samples 
of  "soft  steel"  will  be  further  required  to  close  upon 
themselves  without  developing  any  crack  or  flaw 
the  outside  of  the  bent  portion  before  the  test  shall 
be  considered  satisfactory. 

12.  The  ductility  of  the  metal  must  be  su 
that  a  punched  hole  |  inch  in  diameter,  the  center  0 
which   is  not  more  than  one  and  one-half  inches 
from  the  sheared  or  rolled  edge  of  the  piece,  may 
enlarged   by   drifting   to  a  diameter   50  per  cent 
greater  than  the  original  hole  without  cracking  th 
specimen  at  any  point. 

13.  The  sample  bar  shall  be  tested  in  a  leve 
machine,  and  shall  fulfill  the  following  require 
mcnts : 


Fracture. 

Minimum 
Limits. 


Duplicate 
Tesiri,  Whc:; 
Allowed. 


Chemical 
Analyses. 


Pin  Strel... 
Soft  Steel 
Rivet  Steel. 


Ultimate 
Strength. 


02.000  to  7n.00f»  lbs. 
52.000  to  (i2.000  lbs. 
48.000  to  56.000  lbs. 


E'lastic 
Limit. 


38,000  lbs. 
2R.0OO  lbs. 
28.000  lbs. 


Elonga- 
tion. 


17  per  ct. 
25  per  ct. 
88perct^ 


Reductio 
of  Area. 


40perct. 
SOperct. 
56per  ct. 


14.  The  entire  fracture  shall  be  silky. 

15.  The  requirements  for  Elastic  Limit,.  Elon 
gation  and  Reduction  of  Area  are  minima,  and  n- 
steel  will  be  accepted  which  fails  to  meet  these  re*^ 
quirements,  except  as  provided  in  Clause  16. 

16.  Duplicate  tests  may  be  made  when  th.  ^ 
sample  tested  fulfills  five  or  the  six  requirements.  JZ  ^ 
the  second  test  and  also  the  average  of  both  test  - 
meet  all  the  requirements  the  melt  may  be  accepted  - 

1 7.     Analyses  shall  be  made  showing  the  amourmt 
of  pliosphorus,   carbon,   sulphur,   silicon   and  man- 
ganese  whenever  required,   the  drillings   for  thes^ 
analyses  being  taken  directly  from  the  finished  ma- 
terial. 
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D, — Full-Sised  Eye-bar  Tests. 

i8.  The  eye-bars  required  for  full-sized  tests  l^yJ^BaA^fof 
and  those  required  for  the  structure  shall  be  made  '^^«- 
at  one  time,  The  test  bars  shall  be  selected  by  the 
inspector  and  must  be  fair  average  specimens  of 
those  which  would  be  classed  as  good  bars,  accept- 
able for  the  work.  No  bar  which  is  known  to  be 
defective  in  any  way  shall  be  selected  for  testing. 

19.  The  test  bars  shall  show  an  elastic  limit  of  ailruuliT/e 
not  less  than  27,ooo  pounds  and  an  ultimate  strength   ^>c7"g!^*Js°^ 
of  not  less  than  48,000  pounds  per  square  inch  of 

section. 

20.  The  test  bars  will  be  required  to  develop   xL^r'KJr^^ 
an  average  stretch  of  16  per  cent,  and  a  minimum 

stretch  of  14  per  cent,  before  breaking.  The  elon- 
gation to  be  measured  on  a  gauged  length  of  10  feet, 
including  the  fracture. 

21.  The  specified  elongations  are  minima,  and    umhor 

a  failure   in  these   requirements   will  be   sufficient    ^^longation. 

cause  for  condemning  the  bars  represented  by  the 

test. 

22.  In  general,  bars  will  be  required  to  break    F?aciu°cs!* 
in  the  body.     When  a  bar  breaks  in  the  head,  but 
develops  14  per  cent,  elongation  before  breaking,  a 
second  bar  shall  be  selected  from  the  same  lot.     If 

this  bar  breaks  in  the  body  and  the  average  elonga- 
tion of  the  two  bars  is  not  less  than  16  per  cent.,  the 
bars  of  this  lot  may  be  accepted. 

23.  If  more  than  one-third  of  ajl  the  bars  tested   [JoU'lf'Sa^s 
break  in  the  head,  this  shall.be  deemed  sufficient    Break  in 
cause  for  the  rejection  of  the  entire  bill  of  eye-bars. 

SECTION    6. — WORKMANSHIP. 

24.  All  workmanship  must  be  of  the  best  kind    S'o^l;j^'.,''n. 
now  in  use.     Where  there  is  any  uncertainty  as  to   «^>iipin 
the  quality  of  the  work  required  by  the  plans  or      ^"^^•*' 
specifications,  it  shall  be  the  duty  of  the  inspector  to 
require  the  best  class  of  work  which  any  interpreta- 
tion would  admit  of. 

25.  All  plates,  angles  and  shapes  shall,  when    MaiiH^aT"'"^ 
necessary,  be  carefully  straightened  at  the  shop  be- 
fore assembling. 

26.  The  nominal  size  of  rivets  shown  on  the   ^'j"®/ 
plans  shall  be  understood  to  be  the  actual  size  of  the 

cold  rivet  before  heating. 
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BranwiMrall 
Holes  Wbcn 
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cccds  flinch 
m  Thtcknr«. 


fitzming  Most 
be  Dooe  Alter 
AjBcmbling. 


Oeaninir  and 
Fainting  Coa> 
tact  Surfiaces. 


£S*i^^"  ^7-  The  diameter  of  the  finished  rivet  hole  shall 
tkMCoid  be  not  more  than  one-sixteenth  of  an  inch  greater 
than  the  diameter  of  the  cclkd  rivet,  and  shall  always 
be  of  snch  size  that  the  hot  rivet  shall  not  drop  freely 
into  the  hole,  bnt  shall  require  a  slight  pressure  to 
force  it  in. 

28.  Soft  steel  up  to  a  thidcness  of  f  inch  may 
be  punched  without  subsequent  reaming.  Soft  steel 
of  greater  thickness  than  f  inch  must  be  ptmched 
with  holes  i  inch  less  in  diameter  than  the  size  of  the 
rivets  shown  on  the  drawings,  and  the  holes  then 
reamed  to  the  proper  size. 

29.  All  reaming  of  rivet  holes  must  be  done 
after  the  various  pieces  have  been  punched  and  as- 
sembled. After  reaming,  every  hole  shall  be  entirely 
smooth,  showing  that  the  reaming  tool  has  every- 
where touched  the  metal. 

30.  Before  assembling,  the  several  pieces  shall 
be  cleaned.  The  surfaces  in  contact  shall  then  be 
painted  with  one  heavy  coat  of  red-lead  paint,  and 
the  parts  assembled  while  the  paint  is  fresh,  and  then 
reamed  and  riveted  up. 

31.  All  abutting  surfaces  of  compression  mem- 
bers (except  the  flanges  of  plate  girders)  shall  be 
carefully  faced  so  as  to  have  even  bearings  after  they 
are  riveted  up  complete.  Abutting  members  fitted 
with  splice  plates  must  be  brought  into  dose  and 
forcible  contact,  and  the  rivet  holes  reamed  in  posi- 
tion before  leaving  the  works ;  the  splice  plates  being 
marked  so  as  to  go  in  the  same  position  in  erecting. 

32.  Compression   members   must   be    straight 
Straight.         and  free  from  kinks  or  buckles  in  the  finished  piece. 
I'acmg^eariag        j^.     All  bearing  surfaccs  shall  be  truly  faced. 
Web  siiffencrs         34-     The  wcb  stiffcHcrs  of  plate  girders  shall  in 
to  Bear.          all  cases  have  a  close  bearing  against  the  flange 

angles. 

of  strin^ers'*^*  35*    '^^^  flange  anglcs  of  stringers  must  be 

Must  be  Square  square  and  straight.     The  outside  edges  of  the  top 

and  Straight,    angles  Carrying  the  cross-ties  must  never  be  above  a 

true  plane,  and  not  more  than  1-16  inch  below  a  true 

plane  coincident  with  the  roots  of  the  angles. 

r/ Stringer?"^*         36.     The  cnds  of  all  stringers  and  floor  beams 

shall  be  squared  in  a  facer.     The  header  angles  of 

stringers  and  floor  beams  shall  be  perfectly  square 

and  so  accurately,  fitted  that  when  the  ends  of  the 

stringers  and  floor  beams  are  faced  to  the  figured 

length,  the  amount  of  metal  removed  shalhnot  reduce 


Abutting  Sur 
faces  to  be 
Faced. 


Compression 
Members  to  be 


and  Floor 
Beams. 
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the  thickness  at  the  roots  of  the  header  angles  by 
more  than  1-16  inch  while  securing  a  true  surface 
for  the  whole  width  of  the  connection. 

37.  In  all  fields  connections,  except  for  lateral  Sln^^^'fi?**^ 
and  sway  bracing,  the  various  parts  to  be  riveted  to-  suop-FUted. 
gether  shall  be  assembled  in  the  shop,  and  all  open 

holes  shall  be  reamed  out  while  the  parts  are  so  as- 
sembled >  or  an  iron  templet  at  least  one  inch  thick 
shall  be  made  and  all  parts  reamed  to  fit  this  templet. 

38.  All  rivets,  whether  driven  by  power  or  by  l^m-Heiuii, 
hand,  shall  be  regular  in  shape,  with  hemispherical  *«• 
heads  (conformable  in  shape  and  size  to  the  standard 
templets  of  the  Pennsylvania  Railroad  Company) 
concentric  with  the  axes,  absolutely  tight,  and  shall 
completely  fill  the  holes.  Tightening  by  caulking  or 
recupping  will  not  be  allowed. 

39.  After  the  working  is  completed,  eye-bars  Bje-lSnlf 
shall  be  annealed  in  a  suitable  annealing  furnace  by 
heating  them  to  a  uniform  dark-red  heat  and  allow- 
ing them  to  cool  slowly. 

40.  The  thickness  of  the  heads   of  eye-bars   "^^^aj^i 
shall  not  be  more  than  1-16  inch  greater  than  the     ^* 
thickness  of  the  bar;  the  form  of  the  heads  to  be  de- 
termined by  the  dies  in  use  at  the  works  where  the 

bars  are  made,  provided  that  the  heads  shall  be  of 
sufficient  strength  to  break  the  body  of  the  bar. 

41.  Eye-bars  shall  be  bored  truly  and  at  exact   ^EyiSiS 
distances;  the  pin-holes  to  be  in  the  axis  of  the  bar 

and  exactly  at  right  angles  to  the  planes  of  the  flat 
surfaces. 

42.  When  all  the  bars  of  the  same  panel  are  IfnJ^ot 
piled  together,  it  shall  be  possible  to  pass  the  pins  Eye-Ws. 
through  both  pin-holes  at  the  same  time  without 
driving.    Every  bar  shall  be  tested  for  this  require- 
ment. 

43.  Pins  up  to  7  inches  in  diameter  shall  be   Roiled*.  *** 
rolled. 

44.  All  pin-holes  in  riveted  members  shall  be   r^^""^^***" 
bored  or  drilled  after  all  other  work  is  completed.   Mcmben. 
They  shall  be  bored  parallel  with  each  other  and  at 

right  angles  to  the  axis  of  the  member,  and  no  varia- 
tion of  more  than  1-32  inch  will  be  allowed  in  the 
length  between  centres  of  pin-holes. 

45.  All  pin-holes  shall  be  bored  with  a  sharp  ^mnuT* 
fool  making  a  clean,  smooth  cut.    Roughness  in  pin-   P»n-Hoies. 
holes  will  be  sufficient  reason  for  rejecting  a  whole 
member. 
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46.  All  pin-holes  shall  be  bored  to  fit  the  pins 
with  a  play  not  exceeding  1-32  inch. 

47.  Shop  measurements  shall  be  made  between 
the  bearing  edges  of  tension  or  compression  mem-  . 
bers,  with  a  prpper  allowance  for  the  diameter  of  the 
pin.    An  iron  standard  of  the  same  temperature  as 
the  piece  measured  shall  always  be  used. 

48.  All  pins  shall  be  accurately  turned  to  a 
gauge,  and  shall  be  of  full  size  throughout. 

49.  In  general,  all  material  shall  be  cleaned, 
and  if  necessary  scraped,  and  given  one  coat  of 
boiled  linseed  oil  after  inspection  and  before  ship- 
ment. * 

50.  All  inaccessible  surfaces  shall  be  given  one 
heavy  coat  of  red  lead  in  raw  linseed  oil  before  ship- 
ment. 

51.  All  machined  surfaces  shall  be  cleaned, 
oiled  and  given  a  heavy  coat  of  white  lead  and  tallow 
after  inspection  and  before  shipment. 

52.  Sub-contractors  are  fully  bound  by  these 
specifications  in  every  respect,  and  free  access  and 
information  is  to  be  given  by  them  for  thorough 
inspection  of  material  and  workmanship,  and  all  re- 
quired test  pieces,  etc.,  properly  shaped,  are  to  be 
provided,  as  may  be  requested,  without  charge.  All 
shipments  of  material  not  properly  inspected  and 
passed  are  at  the  risk  of  the  principal  contractor. 

53.  In  all  cases,  figured  dimensions  on  draw- 
ings are  to  be  taken  in  preference  to  any  measure- 
ments by  scale,  and  no  alterations  are  to  be  made 
unless  authorized  in  writing  by  the  Chief  Engineer 
or  the  Engineer  of  Bridges. 

General  Clauses, 


Proposal.  I.     Bidders   shall   submit   sealed   proposals    in 

conformitv  with  the  terms  named  in  the  letter  of  in- 
vitation.  When  so  required  the  proposd  shall  be 
accompanied  by  a  strain  sheet,  with  full  information 
as  to  calculated  stresses  and  sizes  of  all  material. 

Indemnity  from  2.  The  Contractor  shall  bear  the  cost  of  any 
suit  which  may  arise,  and  shall  pay  all  damages 
which  may  be  awarded  in  consequence  of  the  use  by 
said  contractor  of  any  patented  device  in  the  con- 
struction of  any  bridge  or  other  work  under  these 
specifications  and  for  the  use  of  the  Pennsylvania 
Railroad  Company. 
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3.  Immediately  after  the  award  of  a  contract  oJ^iin 
for  bridge  or  other  structural  work,  a  complete  set  "^^  "*** 
of  drawings  in  detail,  including  the  strain  sheet  above 
mentioned^  shall  be  furnished  by  the  contractor;  the 
drawings  to  be  made  on  the  dull  side  of  tracing  linen 
and  the  size  of  each  drawing  to  be  24  inches  by  36 
inches.  Blue  prints  of  these  drawings  shall  be  sub- 
mitted to  the  Chief  Engineer  of  the  railroad  company 
for  his  approval  before  work  is  begun  in  the  shop. 

After  approval  of  the  drawings  the  contractor 
shall  furnish  the  Chief  Engineer  with  3  sets  of  prints 
for  temporary  use  during  the  progress  of  the  work, 
and  upon  completion  of  the  work  the  original  tracings 
shall  be  permanently  filed  in  the  office  of  said  Chief 
Engineer. 

Wm.  H.  Brown, 
Wm.  a.  Pratt,  Chief  Engineer. 

Engineer  of  Bridges. 

January  i,  1901. 
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CENTRIFUGAL    FORCE    FOR    DIFFERENT   SPANS  AND    DEGREES  OF   CURVATURE — ON K  TRACK. 

Formula  C=22o  D  (i-}-^) 

C=Centrifugal  force  in  pounds  per  lineal  foot  of  track. 

p=Degree  of  curvature. 

S=Span  in  feet. 

Coeffacient  220  is  reduced  by  12  for  each  degree  of  curvature  above  6  degrees. 


Span  in 
Feet. 

1- 

Degree 

Curve. 

2- 
Degree 
Curve. 

3- 
Degree 
Curve. 

4- 
Degree 
Curve, 

6- 
Dcgiee 
Curve. 

6- 
Degree 

Curve. 

1  • 
Degree 
Curve. 

8- 
Degrree 
Curve. 

9- 
Degree 
Curve. 

10- 
Decree 
Curve. 

• 

11- 
Degree 
Curve. 
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Cnr« 

20 

360 

730 

1090 

1450 
1340 

1820 

■ 
2180 

2400 

2590 

2730 

2840 

2900 

2930 

25 

330 

670 

1000 
950 

1670 

2010 

2210 

2380 

2520 

2610 

2680 

2700 

30 

320 

630 

1260 

1580 

1890 

2090 

2250 

2370 
2190 

2470 

2520 

255c 

40 

300 

1 

270 

230 
230 

580 

8S0 
Soo 

1170 

1460 
1340 

1750 

X930 
1770 

2080 

2230 

23.10 

:350 

60 

500 

1070 
1000 

1610 

1910 

2020 

2090 

2140 

2160 

100 

750 

1240 
II 70 

1490 

1650 

1770 

1870 

1940 

1990 

2010 

200 

470 
460 

450 

700 
690 

940 
920 

1410 

1550 

1670 

1760 

1830 

1870 

1S90 

300 

1150 

.   ... 

500 

230 

.... 

.... 



.  .    .  . 



•         ■  ' 

p.  R.  R. 


PRESERVATION  OP  RAILROAD  CROSS-TIES.      .    485 

186.  Oerman  Speciflcatioiis  for  the  Preservation 
of  Railroad  OrosB-ties.  The  following  Specifications  for  the 
preservation  of  railroad  cross-ties  are  in  use  on  the  imperial 
German  railways.  They  are  given  with  approval  by  Mr.  O. 
Chanute,  past  President  of  the  American  Society  of  Civil  En- 
gineers, in  a  paper  before  that  Society,  Vol.  XLV  (1901). 
Two  methods  are  here  given,  one  for  pine  ties  and  another  for 
beech  and  oak  ties.  They  are  followed  by  specifications  for 
testing  the  impregnating  materials. 

I.  Oerman  Specifications  for  Impregnating  Pine 
Railroad  Oross-ties,  with  a  Chloride  of  Zinc  Solution 
with  an  Addition  of  Goal  Tar  Containing  Carbolic 
Acid. 

The  process  of  impregnating  by  chloride  of  zinc  solution, 
with  addition  of  coal-tar  oil  containing  carbolic  acid,  is  divided 
into  three  parts. 

1.  Steaming  of  the  ties. 

2.  Production  of  a  partial  vacuum  and  admission  of  the 
impregnating  fluid. 

3.  Compression  (forcing  in)  of  the  impregnating  fluid. 
The  ties  are  loaded  on  iron  cars,  which  are  pushed  into  the 

impregnating  cylinder,  this  is  closed  air-tight,  and  they  are  ex- 
posed to  the  action  of  steam ;  steaming  is  continued  for  a  longer 
or  shorter  period,  according  to  the  time  of  year  and  thie  condi- 
tion of  the  ties.  The  admission  of  steam  into  the  impregnating 
cylinder  must  be  regulated  in  such  manner,  that  an  inside 
pressure  of  1.5  atmospheres  (22  lbs.  per  square  inch)  above  air 
pressure  is  reached  within  30  minutes.  For  dry  ties  it  \yill 
suffice  to  maintain  this  pressure  in  the  impregnating  cylinder 
for  30  minutes  longer,  but  for  green  ties  it  should  be  kept  up 
for  another  hour.  For  dry  ties,  therefore,  the  steaming  takes 
at  least  i  hour,  while  for  green  ties  at  least  i^  hours  are  neces- 
sary. A  gauge  attached  to  the  cylinder  indicates  existence  of- 
the  specified  pressure.  The  valve  at  the  bottom  of  the  cylinder 
must  be  opened  on  admitting  the  steam,  in  order  that  the  air 
contained  in  it  may  be  driven  out,  but  should  be  closed  when 
steam  begins  to  blow  out.  This  valve  should  be  opened  re- 
peatedly, as  fast  as  steam  condenses;  open  it  at  least  every  half- 
hour  to  draw  off  the  water,  and  for  the  last  time  just  before 
exhausting  the  air.  When  steaming  is  finished,  the  steam  re- 
maining in  the  impregnating  cylinder  is  allowed  to  escape. 

After  steam  is  discharged  a  partial  vacuum  is  produced 
in  the  cyHnder  containing  the  ties,  until  the  vacuum  gauge 
shows  at  the  least  a  column  of  mercury  of  60  cm.  (23.6  ins.) ; 
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this  partial  vacuum  must  be  maintained  for  ten  minutes.  On 
expiration  of  this  time,  while  continually  preserving  the  partial 
vacuum,  allow  the  impregnating  fluid,  which  meanwhile  has 
been  prepared  in  a  separate  vessel  and  heated  to  at  least  6$ 
degrees  Cent.  (149  degrees  Fahr.),  to  enter  the  impregnating 
cylinder,  filling  it  entirdy.  To  prepare  the  impregnating  fluid, 
add  while  heating,  i  kgr.  of  coal-tar  oil  to  every  15  kgr.  (6  2-3 
per  cent.)  of  the  solution  of  zinc  chloride. 

To  insure  as  perfect  a  mixture  of  the  solution  of  zinc  chlo- 
ride with  the  coal-tar  oil  as  possible,  an  effective  stirring  ap- 
paratus, combined  with  injection  of  steam  and  air,  must  be 
applied. 

Next,  a  pressure  pump  is  used  to  exert  an  excess  of  seven 
atmospheres  above  air  pressure.  This  pressure  to  be  main- 
tained for  not  less  than  30  minutes;  if  necessary,  continue  it 
for  a  longer  time,  until  the  ties  have  absorbed  a  certain  amount 
of  impregnating  fluid  as  specified  hereafter.  The  impregnat- 
ing fluid  is  then  run  off. 

The  chloride  of  zinc  solution  intended  for  impregnating 
must  be  as  nearly  as  possible  free  from  foreign  substances,  and 
there  must  be  no  free  acid.  An  admixture  of  other  metals, 
notably  iron,  can  only  be  allowed  in  a  very  slight  percentage 
and  only  if  it  cannot  be  avoided  in  the  manufacture.  The  solu- 
tion must  have  a  strength  of  3.5  degrees  Beaume  —  1.0244 
specific  gravity  at  a  temperature  of  15  degrees  Cent.  (59  de- 
grees Fahr.).  The  solution  contains  1.26  per  cent,  of  metallic 
zinc. 

The  coal-tar  oil  used  must  not  contain  over  I  per  cent,  of 
oils  that  boil  below  125  degrees  Cent.  (257  degrees  Fahr.). 
It  must  be  so  little  volatile  that  its  boiling  point  lies  mainly  be- 
tween 150  degrees  and  400  degrees  Cent.  (302  degrees  and 
752  degrees  Fahr.).  In  no  case  is  it  permissible  to  haye  more 
than  25  per  cent,  of  its  weight  volatilized  below  235  degrees 
Cent.  (455  degrees  Fahr.).  It  must  contain  at  least  20  to  25 
per  cent,  of  acid  substances  (creosote  or  oils  resembling  car- 
bolic acid)  that  are  soluble  in  caustic  lye  of  soda  of  1.15  specific 
gravity.  The  coal-tar  oil  must  be  entirely  liquid  at  +  15  de- 
grees Cent.  (59  degrees  Fahr.),  and  as  much  as  possible  free 
from  naphthaline,  so  that  on  evaporation  (fractional  distilla- 
tion) produced  in  a  glass  vessel  in  groups  of  50  degrees  each, 
it  shall  leave  a  residue  of  not  more  than  5  per  cent,  of  naptha- 
line.  Its  specific  gravity  should  not  be  less  than  1.020  at  a 
temperature  of  +15  degrees  Cent.  (59  degrees  Fahr.)  and 
should  not  exceed  1.055.  To  remove  such  impurities  from  the 
impregnating  fluid  as  are  due  to  the  process*,  suitable  settling 
(clarifying)  apparatus  should  be  provided. 

The  Contractor  is  required  to  report  where  he  obtains  his 
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supplies  of  zinc-chloride  solution  and  of  coal-tar  oil,  intended 
for  use,  and  to  furnish  samples  of  the  same  to  the  Supply 
Office  of  the  Imperial  Railways  at  Strassburg  in  Alsace  before 
commencing  to  impregnate.  He  will  be  permitted  to  purchase 
the  solution  of  zinc  chloride  and  the  carbolized  oil  of  coal-tar 
only  from  such  factories  whose  samples  have  been  approved  by 
the  Management  of  the  Railways.  The  Railway  Management 
reserves  the  right  to  test  the  •fluids  used  at  any  time. 

It  is  specified  that  the  avefage  absorption  of  impregnating 
fluid  contained  in  every  charge  of  the  cylinder  shall  be  the  fol- 
lowing : 

A.  Absorption  of  35  kgr.  (77  lbs.)  for  each  tie  of 

the  first  class,  length  of  2.7o  m.  (8.8$  ft). 

B.  Absorption  of  26  kgr.  (57  lbs.)  for  eadi  tie  of 

the  second  class,  length  of  2.50  m.  (8.2  ft.). 

C.  Absorption  of  310  kgr.  per  cubic  meter  (19  lbs. 

per  cubic  foot*)  for  ties  of  other  dimensions. 

To  determine  the  amount  of  impregnating  fluid  absorbed 
by  the  ties,  the  following  method  must  be  adopted : 

Weigh  all  ties  on  a  platform  scale  placed  under  roof  im- 
mediately before  steaming  them,  and  again  after  impregnating 
when  dripping  has  ceased.  The  difference  in  weights  equals 
amount  of  impregnating  fluid  absorbed.  A  deduction  of  15 
pfennigs  per  10  kgr.  (16  cents  per  100  lbs.)  will  be  made  for 
shortage  shown  by  this  weighing  test.  In  case  the  shortage 
amounts  to  more  than  one-sixth  of  the  absorption  specified,  the 
]mpre|;nation  must  be  repeated.  If,  on  the  other  hand,  the 
weighmg  shows  that  the  ties  have  absorbed  more  than  the 
amount  specified,  a  bonus  of  15  pfennigs  for  every  10  kgr.  "(16 
cents  per  100  lbs.)  will  be  paid  for  such  increase,  up  to  a  maxi- 
mum of  15  per  cent. 

n.  Oerman  Specifications  for  Impregnating  Beech 
and  Oak  Railroad  Oross-ties  with  Hot  Ooal  Tar  Oil 
Containing  Oarbolic  Acid.  The  work  of  impregnating 
with  hot  carbolized  oil  of  coal-tar  (i.  ^.,  oil  of  coal-tar  contain- 
ing carbolic  acid)  must  be  divided  into  two  parts. 

I.    Drying  of  the  ties,  t.  e.,  withdrawing  water  from  them. 

?.    Introduction  of  oil  of  coal-tar  under  pressure. 

The  ties  are  run  into  the  impregnating  cylinder  and  this 
is  closed  air-tight.  Next,  a  partial  vacuum,  equal  to  at  least 
60  cm.  (23.6  ins.)  column  of  mercury,  is  produced  in  the  ira- 
pregnatine  cylinder  and  maintained  for  10  minutes,  and  there- 
upon, while  keeping  up  the  vacuum,  the  hot  oil  oi  coal-tar  is 

^SL6  deirrsci  B.  corresponds  to  %M  per  cent  dry  zinc  chloride.    Hence«  19  X  S>tt  per 
cent  amoontt  to  0.408  lb.  of  dry  zinc  chloride  per  cubic  foot. — O.  C. 
32 
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made  to  flow  in  until  it  rises  to  a  level  that  will  prevent  sucking 
over  by  the  air  pumps.  The  flowing  in  of  the  coal-tar  oil  may 
be  accomplished  all  at  once  or  at  mtervals,  according  to  the 
dryness  of  the  ties.  While  thus  filling  up,  and  afterward,  the 
coal-tar  is  heated  up  inside  the  cylinder  to  at  least  105  degrees 
Cent.  ^221  degrees  Fahr.),  but  not  higher  than  115  degrees 
Cent.  (239  degrees  Fahr.),  by  means  of  steam  coils.  This 
heating  should  be  accomplished  during  a  space  of  time  of  not 
less  than  3  hours.  When  thi^  temperature  is  reached  in  the 
impregnating  cylinder,  it  must  be  kept  up  for  another  hour, 
either  with  or  without  the  partial  vacuum,  as  may  be  judged 
necessary,  in  order  that  the  ties  may  absorb  the  speofied  amount 
of  oil  of  coal-tar. 

The  impregnating  cylinder  is  connected  with  a  pipe  con- 
denser from  the  instant  that  filling  with  hot  coal-tar  oil  com- 
mences, and  all  the  aqueous  vapors  driven  out  of  the  ties  are 
condensed  in  this,  the  water  being  carried  to  a  tank.  This  re- 
ceiver must  have  a  water  gauge  from  which  one  can  read  off 
the  amount  of  water  evaporated  from  the  ties. 

After  the  drying  of  the  ties  or  the  extraction  of  water  from 
them  is  finished,  the  impregnating  cylinder  is  filled  completely 
and  the  pressure  pump  started,  which  must  produce  a  pressure 
of  at  least  7  atmospheres.  This  pressure  is  to  be  maintained 
for  at  least  30  minutes  in  treating  beech  ties  and  60  minutes  for 
oak  ties,  unless  it  proves  necessary  to  prolong  the  time  to  obtain 
the  amount  of  absorption  specified.  The  oil  of  coal-tar  is  then 
drawn  off. 

The  coal-tar  oil  used  must  be  heavy  oil,  derived  from  the 
distillation  of  coal-tar,  of  greenish  black  color,  specific  gravity 
of  1.045  to  1. 100  at  15  degrees  Cent.  (59  degrees  Fahr.),  boil- 
ing point  between  150  degrees  and  400  degrees  Cent.  (302  de- 
grees and  752  degrees  Fahr.). 

While  making  fractional  distillation  no  oils  must  pass  over 
below  150  degrees  Cent.  (302  degrees  Fahr.)  and  not  more 
than  25  per  cent  of  the  volume  at  temperature  up  to  235  d^jees 
Cent.  (455  degrees  Fahr.). 

The  coal-tar  oil  must  contain  by  volume  at  least  10  per 
cent  of  carbolic  acid  and,  at  a  temperature  of  15  degrees  Cent. 
(59  degrees  Fahr.),  must  be  free  from  naphthalene  and  show 
no  sediment. 

To  determine  percentage  of  carbolic  acid  apply  agitation 
to  the  oils  heated  to  400  degrees  Cent.  (752  degrees  Fahr.) 
with  a  caustic  solution  of  soda  having  specific  gravity  of  1.15. 
The  difference  in  volume  of  oil  before  and  after  agitaticm  gives 
percentage  of  carbolic  acid. 

The  Contractor  is  required  to  state  source  of  supply  for 
his  coal-tar  oil  and  to  furnish  samples  to  the  Supply  Office  of 
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K  Imperial  Railways  at  Strassburg  before  he  commences  work 

[of  impregnation.     The  coal-tar  oil  can  only  be  purchased  from 

"ictories  whose  samples  have  been  approved  by  the  Railway 

lanagement.     The  Railway  Management  reserves  the  privi- 

of  at  any  time  testing  the  coal-tar  oil  used. 

It  is  specified  that  tlie  average  absorption  of  coal-tar  oil 

ir  every  charge  of  the  cylinder  shall  be: 

a.     For  one  railroad  tie.  1st  class.  2.7o  m.  {8.85  ft.)  long, 
oak  wood,  11  kgr,  (24  lbs.);  of  beech  wood,  36  kgr.  (Tg 

For  one  railroad  tie,  2d  class,  2.50  m.  (8.20  ft.)  long, 
if  oak  wood,  8  kgr.  ( 18.6  lbs.) ;  of  beecli  wood,  28  kgr.  (61-6 

c.  For  ties  of  other  dimensions  per  cubic  meter  (35.3  cu. 
:,),  of  oak  wood,  100  kgr.  (220  lbs.) ;  of  beech  wood,  325  kgr. 
:ii5  lbs.). 

To  determine  the  amount  of  coal-tar  oil  absorbed  by  the 
tics,  these  are  weighed  before  the  impregnation  and  again  after 
it.  when  dripping  of  oil  has  ceased,  using  a  platform  scale 
placed  under  a  roof.  The  difference  in  weight  is  amount  of 
coal-tar  oil  absorbed.  Correct  the  weight  of  the  ties  before 
impregnation  by  deducting  from  it  weight  of  water  delivered 
by  condenser  to  the  tank  and  obtained  from  the  vapors  distilled 
while  drying  in  hot  coal-tar  oil,  as  weight  of  ties  is  reduced  to 
this  extent  by  drying  process.     If  on  examination  it  is  proved 

absorption  amounts  to  less  than  five-sixths  of  that  spcci- 

thc  impregnation  must  be  repeated. 

For  every  shortage  in  coal-tar  oil  shown  by  above  test,  a 
'dfduction  of  50  pfennigs  for  10  kgr.  (54.5  cents  per  100  lbs.) 
will  be  made,  but,  on  the  other  hand,  an  increase  in  absorption 
will  be  paid  for  at  the  same  rate,  a  maximum  of  15  per  cent, 
increase  being  the  limit  of  such  payment! 

^m.  General  Oonditions.    The  Contractor  is  required 
give  eight  days'  notice  to  the  Supply  Office  of  the  time  of 
tended  commencing  to   impregnate  ties,   in  order   that  the 
office  may  send  an  official  to  supervise  same.     This  official  must 
be  freely  admitted  at  all  times  to  the  plant  of  the  Contractor. 
^HnJ  all  desired   infonnation   must  be   readily   furnished  him. 
^Blie  Contractor  must  furnish  all  necessary  appliances,  appara- 
^Rus  and  labor  to  make  tests  without  charge. 

In  case  the  Contractor  does  not  supply  his  own  ties,  the' 
parties  furnishing  tliem  will  be  required  to  deliver  f.  o.  b.  cars 
at  the  station  nearest  to  the  impregnating  works,  provided  they 
ire  shipped  by  rail ;  ties  delivered  by  wagon  or  other  convey- 
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ance  will  be  delivered  loaded  at  storage  yards  of  the  factory 
without  charge. 

The  hauling  of  ties  from  the  station  to  factory  will  be  at 
the  expense  of  the  Contractor  for  impregnation.  He  has  also 
to  provide  for  unloading,  piling  and  handling  of  ties  as  per 
regulations.  The  Contractor  will  be  paid  for  this  labor  the 
amount  of  8  pfennigs  (1.92  cents)  for  each  track  tie  and  4 
pfennigs  (0.96  cent)  for  each  switdi  tie  of  i  m.  These  .prices 
cover  ttie  exepnse  of  labor  and  tools  required  in  receiving  green 
ties,  as  well  as  that  of  reloading  rejected  ties;  payment  for  a 
tie  to  be  made  only  once. 

The  contractor  for  impregnating  is  held  liable  for  all  dam- 
ages and  loss  of  ties  that  may  occur  from  the  time  they  are 
delivered  to  him  at  the  railroad  station,  or  at  his  works,  as  long 
as  ties  remain  at  his  works.  This  liability  includes  losses  by 
fire  occurring  at  the  impregnation  works  and  by  theft  committed 
while  ties  remain  there.  The  Contractor  must  pay  the  value 
of  all  missing  ties  or  of  such  as  become  unserviceable  previous 
to  their  return  after  impregnation,  but  is  not  liable  for  splitting. 
He  is,  however,  required  to  furnish  without  charge  all  neces- 
sary S-hooks  and  bolts  for  drawing  together  the  cracks  oc-* 
curing  during  storage,  and  has  to  drive  or  put  these  in  accord- 
ing to  the  directions  of  the  supervising  official. 

When  ties  are  turned  over  to  the  Contractor  for  impregna- 
tion, they  are  already  supplied  with  S-hooks  needed  to  draw 
together  all  existing  cracks.  Each  beech  track  tie  is  also  fitted 
with  two  iron  bolts  running  through  it,  about  10  cm.  (4  ins.), 
from  each  end  in  the  direction  of  its  breadth.  It  is  his  duty, 
therefore,  to  supply,  without  charge,  only  such  S-hooks  and 
bolts  as  may  be  needed  thereafter,  and  of  the  same  kind,  and  to 
fasten  them. 

On  receiving  the  green  ties  they  must  be  piled  at  the  fac- 
tory in  such  a  way  that  air  will  circulate  freely  around  each 
one.  Each  pile  only  to  have  length  and  breadth  equal  to  length 
of  one  tie,  and  must  contain  100  ties.  The  lowest  layer  of  ties 
must  rest  on  solid  supports,  so  that  they  will  never  touch  the 
ground.  Storage  yards  must  be  thoroughly  drained  and  have 
ditches  if  needed.  Open  spaces  are  to  be  left  between  the  piles, 
which  spaces  must  measure  80  cm.  (32  ins.)  in  one  direction 
and  have  a  width  of  40  cm.  (16  ins.).  This  piling  of  ties  must 
be  finished  at  the  latest  in  14  days  from  receipt  of  same.  Date 
of  piling  to  be-  plainly  marked  on  each  pile. 

For  delay  in  completing  impregnation  of  ties  beyond  time 
fixed  by  contract,  unless  previous  express  and  written  per- 
mission of  the  Imperial  General  Management  has  been  ob- 
tained, the  latter  will  collect  a  penalty  from  Contractor  for  such 
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delay,  amounting  to  i  per  cent  of  the  Contract  value  of  the 
unfinished  impregnation  per  week  of  such  delay. 

The  Railroad  Management  reserves  the  right  to  employ 
the  Contractor  for  impregnation  to  adze  surface  of  ties  in  places 
for  bed-plates  of  rails,  as  well  as  to  bore  holes  for  fastenings, 
if  such  work  becomes  necessary.  This  work  to  be  done  by  di- 
rection of  supervising  official  and  before  impregnating. 

Strassburg,   February. . . .  1898. 
Imperial  ueneral  Management  of 
Railways  in  Alsace-Lorraine. 

Acknowledged :  The  preceding  contract  of 

this  day  the i . . . . 

D 

Contractor. 

TV.  Oerman  Specifications  for  testing  Chloride  of 
Zinc  and  Tar  Oil,  used  for  Preserving  Timber. 

For  the  impregnation  of  timber  there  are  at  present  two 
products  in  use;  ist,  chloride  of  zinc;  2d,  tar-oil. 

Testing  of  Chloride  of  Zinc,  The  chloride  of  zinc  for  im- 
pregnating purposes  will  be  manufactured  as  a  concentrated  so- 
lution, containing  about  50  per  cent,  of  anhydrous  chloride  of 
zinc.  It  is  best  to  use  such  a  strongs  solution  for  testing,  and 
for  that  purpose,  samples  are  to  be  taken  directly  from  the  ship- 
ping tank  or  carboy. 

The  zinc  chloride  solution  used  must  be  as  free  from  im- 
purities as  possible,  particularly  from  iron  and  free  acid.  There- 
fore, it  is  to  be  determined  whether  or  not  iron  and  acid  are 
present. 

Test  for  Free  Acid,  Twenty  grammes  (by  weight)  of  the 
above  strong  zinc  chloride  solution  are  to  be  mixed  with  dis- 
tilled water;  the  whole  to  amount  to  100  cu.  cm.  (by  measure), 
the  mixture  to  be  well  shaken. 

a, — ^There  is  no  free  acid  present  if  the  mixture,  by  shak- 
ing, becomes  cloudy,  and,  particularly  if  after  a  short  period  of 
rest,  flakes  settle  down,  which  will  again  dissolve  to  a  clear 
fluid,  upon  the  addition  of  a  few  drops  of  muriatic  acid  (H 
Q.).     No  further  test  is  then,  required. 

b. — If,  after  shaking,  the  mixture  remains  clear,  then  an 
excess  of  acid  is  present,  the  amount  of  which  can  be  determ- 
ined by  the  following  manipulation: 

Take  several  reagfent  bottles  and  put  in  each  10  cu.  cm.  of 
the  above-described  mixture,  then  add  to  each  bottle  a  measured 
successively  increasing  quantity  of  a  solution  of  one-tenth  nor- 
mal soda.  For  example:  Add  to  the  first  reagent  bottle  o.i  cu. 
cm.,  to  the  second  0.2  cu.  cm.,  to  the  third  04  cu.  cm.,  and  so 


492  OeifPLETE  8PEGIFIGATI0N8. 

on.  Shake  well  and  observe  in  which  bottle  a  remaining  white 
flaky  precipitation  will  settle.  The  proportion  of  soda  which 
lies  between  the  mixture  where  a  precipitation  is  produced,  and 
that  where  no  precipitation  is  produced,  exactly  represents  the 
quantity  of  free  acid  present  in  the  solution.  For  example,  the 
mixture  in  the  bottle  to  which  0.2  cu.  cm.  of  the  soda  solution 
was  added,  remains  clear,  while  in  the  following  reagent  bottle, 
where  0.4  cu.  cm.  soda  solution  was  added,  a  precipitation  is 
produced ;  then,  0.3  cu.  cm.  soda  solution  is  exactiy  the  quantity 
corresponding  to  fiie  free  acid  present  in  the  chloride  of  zinc 
solution. 

Should  there  be  required  for  this  test  more  than  04  cu. 
cm.  of  the  one-tenth  normal  soda  solution,  then  the  percentage 
of  free  add  is  too  high  in  the  chloride  of  zinc  solution,  and  such 
solution  must  not  be  used  for  impregnation. 

Testing  for  Iron,  Take  10  cu.  cm.  from  the  above-des- 
cribed mixture  of  zinc  chloride  solution  and  distilled  water,  and 
add  a  few  drops  of  concentrated  nitric  acid  (H  N  O3)  and  shake 
well.  Divide  this  mixture  into  two  equal  parts.  To  one  part, 
without  diluting,  add  a  quantity  of  ammonia  (N  H4  O  H)  and 
shake  well.  If  this  mixture  remains  clear,  no  iron  is  present 
Through  the  presence  of  iron  in  the  mixture,  more  or  less 
brown  flakes  will  precipitate,  corresponding  to  the  amount  of 
iron  present.  Should  there  precipitate  in  the  mixture  a  qiian- 
tity  of  gray- white  (not  brown)  flakes,  then  not  only  iron,  but 
also  another  impurity  (nearly  always  magnesia)  is  present.  In 
this  latter  case  a- more  complete  test  has  to  be  made,  and,  there- 
fore, the  zinc  chloride  solution  must  be  sent  to  a  chemist.  But 
this  case  will  happen  very  seldom. 

The  second  part  of  the  mixture  of  10  cu.  cm.  to  whicli 
nitric  acid  was  added,  should  be  diluted  with  distilled  water, 
and  5  cu.  cm.  of  a  solution  of  10  per  cent,  yellow  prussiate  of 
potash  added,  the  whole  to  be  well  shaken.  A  very  ample  pre- 
cipitation will  be  produced,  which  will  look  snow-white^  or  verv 
light  yellowish,  if  the  zinc  chloride  solution  is  free  from  iron; 
but  in  the  presence  of  iron  it  will  look  more  or  less  blue,  ac- 
cording to  the  amount  of  iron.  If  the  precipitation  shows  a 
com  flower  blue  color,  then  the  zinc  chloride  solution  surelv 
contains  a  high  percentage  of  iron  and  must  therefore  be  re- 
jected. 

To  avoid,  in  testing,  the  weighing  of  the  20  grammes  of 
the  strong  solution,  the  use  is  recommended  of  the  easier 
method  of  measuring.  First  find  the  specific  gravity,  at  15 
degrees  Celsius,  of  the  strong  concentrated  zinc  chloride  solu- 
tion. The  quotient  of  this  specific  gravity  into  20  grammes 
shows  the  number  of  cubic  centimeters  which  must  be  meas- 
ured off  and  which  represent  exactly  20  grammes  by  weight. 
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For  instance,  the  specific  gravity  of  the  strong  zinc  chloride 
solution  is  1.6,  then  1.6  divided  into  20  grammes  gives  the  num- 

ber  of  cubic  centimeters  (—7=12.5  cu.  cm.)  which  have  to  be 

measured  off  to  be  used  for  testing  as  described  before. 

Testing  of  Tar-Oil.  At  a  temperature  of  20  degrees  Cel- 
sius the  tar-oil  must  be  limpid,  and  to  test  it,  shake  the  tar-oil 
well,  pour  a  few  drops  on  a  folded  filter  paper,  and  observe 
whether  after  absorption  there  remain  imdissolved  particles  on 
top  of  the  paper.  If  the  amount  of  these  is  large^^  the  tar  oil 
must  not  be  used  for  impregnation.  To  find  the  specific  grav- 
ity, the  tar-oil  must  be  heated,  or  cooled  off,  to  a  temperature 
of  15  degrees  Celsius;  then  drop  slowly  an  hydrometer  into  the 
same,  and  read  the  number  at  the  surface  of  the  oil.  This  num- 
ber indicates  the  specific  gravity  of  the  tar-oil  at  15  degrees 
Celsius;  small  variations  in  temperature  are  of  minor  import- 
ance, and  can  be  corrected  closely  enough  by  adding  or  sub- 
tracting 3  to  the  figure  in  the  third  place  of  the  specific  gravity 
for  every  2  degrees  variation  from  15  degrees  Celsius. 

Laboratory  Distillation  of  the  Tar-Oil.  By  means  of  a 
funnel,  102  cu.  cm.  of  tar-oil  at  about  15  degrees  Celsius  are 
to  be  filled  into  a  retort,  a  thermometer  is  to  be  inserted,  but  in 
such  a  manner  that  the  quicksilver  ball  shall  be  in  or  below  the 
neck  of  the  retort  but  shall  not  touch  the  oil,  or  will  not  be 
covered  by  the  same.  The  retort  must  be  heated  slowly,  until 
all  the  water,  which  is  contained  in  nearly  every  tar-oil,  is 
evaporated.  Stronger  heat  can  then  be  applied  to  the  retort, 
but  it  must  be  so  regulated  that  in  one  second  two  drops  will 
drstilL  over.  The  distilled  product  will  be  caught  in  a  grad- 
uated glass  cylinder,  and  the  different  quantities  are  to  be  read 
and  noted  which  distill  over  from  the  oil  (become  volatile), 
within  the  various  intervals. of  temperature,  say  to  125  degrees 
Cdsius  (150  degrees)  from  150  degrees  to  235  degrees,  and 
agaia  from  150  degrees  to  355  degrees  Celsius,  and  which  arc 
specified  in  the  "Description  of  the  Process,  and  Specifications" 
as  to  the  composition  and  proportions  of  the  impregnating  fluid. 

Finding  the  Percentage  of  Carbolic  Acid.  (Acid  Consti- 
tuents of  the  Oil.)  The  entire  amount  of  the  distilled  tar-oil 
is  to  be  mixed  in  a  separating  funnel  with  50  cu.  cm.  of  caustic 
soda  of  1. 1 5  specific  gravity  at  15  degrees  Celsius,  shaken  well 
for  about  five  minutes,  after  which  let  it  stand  and  settle.  The 
caustic  soda  absorbs  the  carbolic  acid  and  precipitates ;  the  stop- 
cock of  the  funnel  is  to  be  opened  and  the  precipitated  caustic 
soda  is  caught  in  a  200-cu.  cm.  graduated  glass  cylinder.  The 
same  operation  must  also  be  repeated  with  50  cu.  cm.  of  fresh 
caustic  soda,  to  make  sure  that  all  carbolic  acid  is  extracted 
from  the  oil.    The  caustic  soda  of  both  manipulations  is  then 
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tc  be  uiniy>iiir»T>  aboGt  two  tablespoonfals  of  salt  (Na  Q)  added 
and  ths  dxssohred  br  means  of  sdrring;  die  required  quantity  of 
coocectraxcd  mtxriatic  acid  (H  Q)  added,  and  the  combination 
again  stirred  np  trntil  wdl  mixed.  After  cooling  off  the  hot 
miiimcy  read  tbe  quantity  of  the  separated  carbolic  add  in  per- 
oeotage  of  cnbic  ccntinieters,  and  add  to  ttiis  number  ^  per  cent. 
for  the  soBiS  ansoont  of  carbolic  add  still  remaining  in  the  add 


AD  the  figures  obtained  are  to  be  compared  with  those 
specified  in  tibe  description  of  the  composition  and  proportions 
of  tbe  impregnating  fluids.  Small  differences  should  not  be 
cause  fot  rejectkio,  as  small  variations  in  testing,  resulting  from 
barooKtric  chaz^cs«  cannot  be  avoided,  and  the  result  of  the 
test  is  influenced  by  tfxem.  However,  the  figures  obtained  by 
tbe  above-described  tests  are  sufBdently  dose  to  judge  of*  the 
qaality  of  the  impregnating  fluids.  It  is  not  advisable  that  the 
tar-oii  for  testing  be  taken  directly  from  the  shipping-tank,  but 
it  is  better  to  take  the  samples  from  the  receptade  of  the  ap- 
paratus in  the  impr^nating  plant  from  which  the  mixing  ves- 
sidsv  or  the  tn:q>regnating  cylinder  (in  the  impreg^tion  witli 
pure  oil)  will  be  supplied. 

The  Chief  of  the  Operating  Inspection  3. 

(Signed.)     Settgast. 

Beslik,  June  14*,  1899. 

187.  FilterGravel  and  Sand.  The  following  specifi- 
cation for  the  character,  size,  and  placing  of  gravel  and  sand 
in  a  large  gra\*ity  water-filter  is  new  and  is  likdy  to  be  useful 
as  filtration  plants  are  adopted  for  dty  water  supplies.  It  was 
used  in  the  .\lbany  Water  Filtration  Plant. 

^>^p^  Filter  Gravel.     On  the  floor  of  the  filters  and 

surrounding  the  underdrains  shall  be  placed  gravel 
or  broken  stone  having  a  maximum  depth  of  one  ( i ) 
foot.  Instructions  will  be  given  by  the  Engineer 
as  to  the  exact  arrangement  and  positions  of  the 
various  layers  when  the  stone  commences  to  be  re- 
ceived upon  the  ground,  but  the  arrangement  will  be 
approximately  as  follows : — The  lower  7  inches  shall 
ArranRcment  cousist  of  broken  stoue  or  gravel  which  will  remain 
of  Layerg.  upou  a  scrccu  With  a  mcsh  of  I  inch,  and  which  has 
but  very  few  stones  over  2  inches  in  diameter. 
Above  this  shall  be  placed  2J  inches  of  broken  stone 
or  gravel  which  has  passed  a  screen  with  a  mesh 
of  I  inch,  and  which  remains  upon  a  screen  with  a 
clear  mesh  of  f  of  ap  inch,  and  above  this  shall  be 
placed  2i  inches  of  broken  stone  or  gravel,  which 
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has  passed  a  screen  with  a  mesh  of  f  of  an  inch,  and 
whidi  is  coarser  than  the  ordinary  sand,  and  entirely 
free  from  fine  material.  '  The  exact  depth  of  the  var- 
ious layers  and  the  meshes  of  the  various  screens 
may  be  varied  somewhat,  and  the  Contractor  will  be 
allowed  to  make  such  reasonable  changes  as  will  al- 
low the  material  to  be  handled  economically  and  to 
the  best  advantage,  but  before  making  any  changes 
he  shall  consult  with  the  Engineer,  and  no  change 
shall  be  allowed  which  will  in  any  way  interfere  with 
the  efficiency  of  the  filter. 

Gravel  shall  not  be  placed  within  6  feet  of  the  ^^Jjj'^^y"' 
inlet  or  outlet  chambers,  nor  within  2  feet  of  the  out- 
side or  cross-walls,  these  spaces  being  reserved  for 
filling  with  sand. 

In  case  the  gravel  used  for  the  lower  layers  selected  for 
should  contain  any  material  so  fine  that  pieces  might  J^***^ 
enter  the  joints  of  the  drain  pipe,  the  Engineer  may 
order  coarser  material  to  be  selected  from  the  |javd 
or  broken  stone  and  to  be  placed  about  the  joints, 
the  quantity  of  such  material  not  to  exceed  i  cubic 
foot  per  joint. 

The  gravel  for  all  of  the  layers  m^  be  broken  O^aiHy 
trap  rock  screened  to  the  proper  sizes,  or  gravel 
screened  from  sand  and  gravel  banks  of  a  sandy 
nature.  Gravel  screened  from  hard  pan  or  clayey 
material  cannot  be  sufficiently  cleaned.  The. gravel 
shall  not  contain  more  than  a  very  small  amount  of 
shale  or  limestone.  The  gravel  shall  be  washed  en- 
tirely free  from  fine  material  so  that  water  passing 
through  it  or  agitated  in  contact  with  it  will  remain 
substantially  clean.  No  dirt  or  foreign  matter  of 
any  kind  shall  be  allowed  to  enter  the  filters  after 
beginning  to  place  the  gravel  and  any  gravel  made 
dirty  in  any  way  after  placing  shall  be  at  once  re- 
moved and  replaced  to  the  satisfaction  of  the  En- 
gineer. 

(164)  The  price  bid  per  cubic  yard  for  filter  Pavmcnt. 
gravel  includes  the  screening,  washing  and  placing 
of  all  of  the  different  grades  above  enumerated,  no 
deduction  being  made  for  the  space  occupied  by  the 
underdrains. 

Filter-Sand  in  Place,    The  filter-sand  shall  be  Quality. 
clean,  river,  beach  or  bank  sand,  with  either  sharp 
or  rounded  grains.     It  shall  be  entirely  free  from 
clay,  dust  or  organic  impurities,  and  shall,  if  neces- 
sary, be  washed  to  remove  such  materials  from  it. 
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The  grains  shall,  all  of  them,  be  of  hard  material 
which  will  not  disintegrate  and  shall  be  of  the  fol- 
lowing diameters : — Not  more  than  one  per  cent.,  by 
weight,  less  than  0.13  of  a  millimeter  nor  more  than 
ten  per  cent.,  less  than  o.27  of  a  millimeter;  at  least 
ten  per  cent.,  by  weight,  shall  be  less  than  0.36  of  a 
millimeter,  and  at  least  seventy  per  cent.,  by  weight, 
less  than  one  millimeter,  and  no  particles  shall  be 
more  than  five  millimeters  in  diameter.  The  diameter 
of  sand  g^ins  will  be  computed  as  the  diameters  of 
spheres  of  equal  volumes.  The  Isand  shall  not  con- 
tain more  than  two  per  cent.,  by  weight,  of  lime  and 
magnesia  taken  together  and  calculated  as  carbo- 
nates. In  all  other  respects  the  sand  shall  be  of  a 
quality  satisfactory  to  the  Engineer.  The  Contrac- 
tor shall  take  adequate  precaution  to  prevent  foreign 
or  polluting  material  from  becoming  mixed  with  the 
sand,  and  shall  protect  the  sand  from  such  material 
until  the  final  acceptance  of  the  work  or  until  the 
filters  are  put  in  operation. 

Samples  of  sand  fulfilling  the  above  require- 
ments may  be  seen  in  the  offices  of  the  Engineer,  and 
he  will  examine  samples  of  sand  submitted  by  in- 
tending bidders  and  advise  them  whether  or  not  they 
are  suitable. 

The  filter-sand  shall  be  placed  in  the  filters  in 
four  layers,  each  layer  to  be  about  one  foot  thick, 
and  the  sand  shall  not  be  dropped  from  a  height  into 
final  position  or  otherwise  unduly  compacted.  The 
three  first  layers  may  be  filled  in  to  only  approximate 
depths  and  the  surfaces  need  not  be  smoothed.  The 
final  layer  shall  be  brought  to  a  true  and  even  grade, 
and  the  surface  left  smooth  and  uniform,  and  such 
allowance  shall  be  made  for  settlement  as  the  Engi- 
neer may  direct. 

The  price  bid  per  cubic  yard  for  filter  sand,  in- 
cludes securing,  transporting  and  placing  the  sand, 
together  with  all  screening,  washing  or  other  clean- 
ing which  may  be  necessary  to  make'  it  conform  to 
the  above  requirements,  and  the  final  measurement 
shall  be  made  in  position  after  settling  one  week  with 
water  and  with  the  filter  in  operation.  A.  H. 

188.  Specifications  and  Contract  for  Architect's 
Services.  The  city  of  New  York  has  found  it  advisable  to  pre- 
pare a  form  of  Specifications  and  contract  for  the  engagement 
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of  the  services  of  architects.  Modern  building  construction 
has  become  so  complicated  and  involves  of  necessity  professional 
services  of  so  many  kinds  that  it  requires  a  very  clear  and 
specific  understanding  between  the  owner  and  the  architect  as 
to  the  exact  duties  of  the  latter.  This  understanding  is  usually 
limited  to  a  more  or  less  informal  agreement  which  is  often  not 
reduced  to  writing.  As  a  result  there  are  very  frequently  ser- 
ious misunderstandings  between  the  owner  and  the  architect 
as  to  his  duties  and  obligations,  and  the  time  has  evidently 
arrived  when  a  regular  form  of  agreement  should  be  entered 
into  between  these  two  parties.  Evidently  a  similar  form  might 
be  employed  in  the  engagement  of  an  engineer  when  his  re- 
muneration consists  in  a  fixed  percentage  of  the  cost  of  the 
work.  The  following  form  of  contract  has  been  prepared 
under  the  direction  of  Professor  Waite,  who  is  himself  a  well- 
known  authority  on  the  law  of  engineering  contracts.  Omit- 
ting the  provisional  introductory  forms  and  the  final  official 
certificates,  the  document  is  as  follows: 

4  I.  That  wherever  in  this  agreement  the  phrase  SISSd. 
"party  of  the  first  part"  or  the  word  "City,"  or  the 
words  "Commissioner  (s),"  "President,"  or  "Board," 
or  a  pronoun  in  the  place  of  either  of  them  is  used, 
the  name  or  names  shall  be  deemed  and  taken  to 
mean  and  intend  the  party  of  the  first  part  to  this 
agreement. 

2.  That  wherever  in  this  agreement  the  word 
Architect (s),  or  a  pronoun  in  its  place,  is  used,  the 
same  shall  be  deemed  and  taken  to  mean  and  intend 
the  party  of  the  second  part  to  this  agreement. 

3.  That  the  said  Architect (s)   will,  at  their   S^w"i"^7o 

own  proper  cost  and  expense,  by  or  before  the f^^ApSSV^ 

....  day  of ,  190. .,. furnish  to  the  said 

Commissioner (s)  preliminary  studies,  sketches  and 
drawings,  consisting  of  general  plans  of  each  floor 

and  general  elevations  and  cross-sections,  with  gen- 
eral outlined  specifications  sufficient  to  show  general 
character,  construction  and  interior  finish  of  the  pro- 
posed building  or  structure,  together  with  an  esti- 
mate of  the  cost  of  the  said  building  or  structure, 
as  in  said  drawings  and  specifications  set  forth  and 
described,  which  said  preliminary  drawings  and 
specifications  shall  be  submitted  to  the  said  Commis- 
sioner(s)  for  his  or  their  approval,  and  that  if  the 
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said  preliminary  drawings,  specifications  and  esti- 
mates herein  described  are  not  satisfactory  to  said 
G)mmissioner  and  approved  by  him,  then  the  said 
Architect (s)  shall  and  will  revise  and  correct  sakl 
plans,  elevations,  sections  and  specifications  so  that 
they  shall  conform  to  the  suggestions,  criticisms  and 
requirements  of  the  said  Commissioner (s),  and  so 
that  the  estimate  and  cost  shall  be  well  within  the 
appropriation  or  funds  available  for  the  said  building 
or  structure. 

4.  That  the  said  Architect (s)  will  thereafter, 
at  their  own  proper  cost  and  expense^  and  within 

days  after  the  approval  by  the  Commis- 

sioner(s)  of  the  said  preliminary  drawijigs  and 
specifications  (or  the  revisions  thereof),  provide  and 
furnish  to  the  said  Commissioner (s)  complete  plans, 
elevations,  sections  and  drawings  of  the  exterior  and 
interior,  and  complete  working  drawings  with  con- 
struction details  sufficiently  shown,  and  with  figured 
dimensions  given  as  shall,  with  the  specifications  fur- 
nished and  hereafter  required,  enable  prospective 
bidders  and  contractors  to  prepare  and.  make  accur- 
ate and  reliable  estimates  of  the  quantities,  quality 
and  character  of  the  several  kinds  of  labor  and  ma- 
terials required  to  erect  and  complete  the  said  build- 
ing, structure,  works,  plan,  apparatus  or  equipment 
in  a  first-class  workmanlike  manner  and  for  the  pur- 
poses and  uses  intended. 

5.  That  thereafter  and  during  the  erection  and 
construction  of  the  above,  entitled  work  the  Archi- 
tect(s)  shall  furnish  all  the  detail  and  working  plans, 
models,  drawings  and  sketches  necessary  and  proper 
to  enable  the  builder  or  contractor  to  provide  the 
materials  and  apparatus  and  to  build,  erect,  construct 
and  complete  the  whole  structure  contemplated  and 
comprised  in  the  above  title  in  a  good,  prompt,  etti- 
cient  and  satisfactory  manner;  such  plans  and  draw- 
ings to  include  all  the  various  parts  and  portions  of 
the  building,  structure,  works,  plant,  apparatus  and 
equipment,  and  all  features  of  decoration  and  orna- 
mentation desirable  and  proper  to  make  it  an  artistic 
architectural,  or  engineering  production. 

6.  That  such  plans  and  drawings  shall  include 
complete  detail  and  working  plans,  elevations  and 
sections,  which  shall  show  not  only  all  structural 
features,  ornamentation  and  decoration,  but  also  all 
air,  gas.  steam,  hot  and  cold  water,  refrigerating, 


CONTRACT   FOB  ARCHITECT'S   SERVICES. 


499 


power,  heating,  ventilating,  sanitary  and  electric 
pipes  or  conduits,  with  all  connections,  valves,  gates, 
switches,  cut-outs,  etc.,  and  the  location  of  all  appli- 
ances and  machines  operated  and  supplied  thereby; 
with  arrows  or  indexes  to  Show  the  directions  of  the 
currents  therein  when  the  plant  is  properly  working. 

7.  That  six  sets  of  blue  or  sun  prints  of  such 
plans,  elevations,  sections  and  drawings  shall  be  fur- 
nished to  the  Department  or  Board  for  its  use  for 
bidders  and  contractors  during  the  period  that  the 
above-entitled  work  is  being  advertised,  and  until 
the  contract (s)  therefor  shall  have  been  let  or 
awarded,  and  that  one  set  shall  be  furnished  and 
delivered  to  the  said  Department  or  Board  for  its 
uses  and  purposes  during  the  erection  and  construc- 
tion of  the  works,  and  three  complete  sets  of  such 
plans,  elevations  and  drawings  of  the  said  works 
shall  be  furnished  to  the  Contractor (s)  having  in 
charge  the  particular  work  for  which  they  are  or 
were  designed  and  made;  and  upon  the  final  com- 
pletion of  the  building,  structure,  works  and  appli- 
ances, the  said  Architect(s)  shall  furnish  to  the  said 
Department  or  Board  a  complete  set  of  plans,  eleva- 
tions and  sections  revised  and  corrected  so  as  to 
agree  and  conform  to  all  material  changes  and  altera- 
tions that  shall  have  been  made,  so  that  such- plans, 
elevations  and  sections  shall  show  the  exact  dimen- 
sions, shapes  and  locations  of  the  said  building, 
structure,  works,  plant  or  apparatus  as  it  or  they 
shall  have  been  actually  built  and  completed. 

8.  That  the  Architect (s)  shall  give  their  per- 
sonal attention  to  the  preparation  and  completion  of 
the  plans,  and  to  the  erection  and  completion  of  the 
said  work,  and  that  only  competent  and  skillful  arch- 
itects and  engineers,  draughtsmen,  superintendents 
and  inspectors  shall  be  employed  upori  such  plans 
and  drawings  and  about  the  said  work. 

9.  That  the  said  Architect (s)  shall  not  engage, 
employ  or  require  the  builder  or  contractor,  or  any 
sub-contractor  to  furnish  any  part  or  portion  of  thi? 
work,  which  is  the  subject  of  this  employment,  to 
prepare,  provide  or  furnish  any  of  the  specifications, 
computations,  plans  and  detail  or  working  drawings, 
for  or  on  account  of  the  said  building,  structure, 
works  or  apparatus,  or  any  portion  thereof,  but  shall 
undertake,  perform  and  furnish  such  services  and 
provide  such  sketches,  plans,  details  and  other  work- 
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ing  drawings,  as  shall  be  required  for  the  erection, 
construction,  decorations  and  ultimate  completioo 
and  operation  and  use  of  the  said  building,  struct- 
ure, works  or  apparatus,  at  his  own  cost  and  ex- 
pense; but  that  nothing  herein  contained  shall  re- 
lieve the  contractor  from  providing  and  furnishing 
all  shopHlrawings,  templets,  reverse  templets,  pat- 
terns, forms,  moulds,  models,  tackle,  etc.,  necessary 
and  proper  for  the  prompt,  successful  and  rapid  pro- 
gress and  early  completion  of  the  said  building, 
structure,  works,  plant,  apparatus  and  equipment 

10.  That  the  said  Architect(s)  shall  prepare, 
provide  and  furnish  full  and  complete  specifications 
in  detail  for  the  above  entitled  works,  which  shall 
describe  the  different  parts  and  portions  of  die  build- 
ing, structure,  works,  plant,  apparatus  or  equipment 
proposed  and  all  the  several  kinds  of  materials,  parts 
and  members  thereof,  and  the  manner  and  method 
to  be  adopted  and  employed  for  working,  developing, 
erecting,  constructing  and  fully  completing  die  var- 
ious parts  and  portions  of  the  works,  so  as  to  carry 
out  the  intent  and  purpose  for  a  complete  structure 
for  the  uses  and  purposes  for  which  it  is  intended. 

11.  That  such  specifications  shall  not  describe 
materials  and  apparatus  and  equipment  in  the  names 
of  patentees,  manufacturers  and  dealers  who  have  a 
monopoly  therein,  but  shall  describe  and  specify  ma- 
terials, furnishings,  equipment  and  process  in.  such 
a  manner  and  by  such  descriptions,  designs,  tests, 
requirements  and  specific  results  that  they  may  be 
purchased  and  obtained  in  open,  competitive  market; 
and  as  shall  not  violate  the  provisions  or  spirit  of 
section  1554  of  The  Greater  New  York  Charter. 

12.  That  the  said  drawings,  including  the 
plans,  elevations  and  sections,  and  the  specifications 
prepared,  provided  and  furnished  by  the  said  Archi- 
tect (s)  are  instruments  of  service,  such  original 
plans  and  drawings  and  origitial  specifications  arc 
to  be  and  shall  be  taken  to  be  and  remain  the  prop- 
erty of  the  said  Architect (s),  who  reserve  and  retain 
all  rights  to  the  incorporeal  designs  exhibited  therein 
and  thereon. 

13.  That  the  said  Architect(s)  from  the  begin- 
ning of  the  work  described  shall  take  full  charge  and 
supervision  of  the  building,  structure,  plant,  works, 
apparatus  and  equipment  and  shall  furnish  neces- 
sary and  proper  instructions,  directions  and  draw- 


CONTRACT  FOB  ABCHITECT^S   8EBVI0E8.  50] 

ings  to  the  contractor,  his  superintendents  and  fore- 
men, and  shall  obtain  and  secure  a  first-class,  work- 
manlike job  in  every  particular;  that  he  or  they  will 
inspect,  examine,  test  and  accept  or  reject  all  ma- 
terials of  construction  provided,  furnished  and  de- 
livered for  and  to  be  used  in  or  to  become  a  part  of 
the  said  building,  structure,  works  or  apparatus, 
whether  such  materials  be  crude  or  wrought,  finished 
or  ornamented  materials,  and  will  examine,  inspect 
and  accept,  approve  or  reject,  all  the  workmanship, 
skill,  artistic  or  otherwise,  that  is  furnished  for  or 
wrought  upon  or  into  the  said  building,  structure  or 
works,  and  so  far  as  they  conduce  to  the  architect- 
ural, artistic  or  engineering  features  or  the  stability 
or  permanence  of  the  works  as  the  said  materials  or 
work  may  or  may  not  conform  strictly  to  the  con- 
tract, specifications  and  plans  and  to  good  an4  work- 
manlike construction,  that  he  or  they  shall  refuse, 
reject  and  require  to  be  removed  all  materials  or 
work  which  do  not  fully  comply  with  the  specifica- 
tions, contract,  plans  and  drawmgs  prepared  there- 
for, and  will  require  that  they  be  replaced  by  mater- 
ials and  work  which  shall  conform  to  and  witTi  the 
said  contract,  specifications,  plans  and  drawings  and 
that  are  proper,  appropriate  and  necessary  to  a  com- 
plete and  first-class,  workmanlike  job. 

14.  That  the  said  Commissioner (s)  may  desig-  l"*^*   , 
nate  or  appomt  a  bunding  superintendent  for  the  eot. 
general  supervision  and  inspection  of  the  work  and 

such  inspectors  as  may  to  him  seem  necessary  for 
the  proper  inspection  and  supervision  of  the  work 
to  enable  the  Commissioner (s)  to  properly  certify 
to  the  satisfactory  progress  and  completion  of  the 
work  and  to  the  payments  under  the  contract  there- 
for, by  and  on  behalf  of  the  City.  That  the  said 
Architect(s)  will  furnish  to  such  building  superin- 
tendent and  inspectors  all  information  and  assist- 
ance necessary  to  enable  them  to  properly  inspect 
and  report  upon  any  work  or  materials  furnisned 
for  and  wrought  into  the  building,  structure,  works, 
plant,  apparatus  or  equipment. 

15.  Generally,  that  the  said  Architect  (s)  will   ^StSSlir"' 
furnish  and  perform  all  those  services  required  for 

the  erection  and  construction  of  the  building  or 
structure  and  plants,  and  the  heating,  lighting, 
power,  including  ventilation,  sanitary  and  electrical 
arrangements  and  appliances,  and  will  supervise  and 
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direct  and  promote  the  erection  and  completion  for 
use  and  occupation  of  the  said  building,  structure, 
works  and  plant  of  which  this  contract  is  the  subject. 
i6.  TTiat  the  said  Architect (s)  will  at  their 
own  cost  and  expense  secure  and  engage  the  services 
of  such  engineering  or  architectural  specialists  as 
they  may  require  or  as  may  be  necessary  and  proper 
to  skillfully  and  properly  design,  plan,  adapt  and 
adjust  the  various  heating,  lighting,  power,  ventilat- 
ing, sanitary,  electrical,  elevator,  etc.,  plants,  appara- 
tus and  equipment  for  die  said  building,  structure 
or  works  or  for  the  ornamentation  and  decoration 
thereof,  and  that  the  said  designs,  plans  and  speci- 
fications for  such  heating,  lighting,  power,  ventilat- 
ing, sanitary  and  electric  elevator  plants  or  equip- 
ment shall,  in  the  discretion  of  the  Commissioner (s),^ 
be  submitted  to  and  reported  upon  by  some  inde- 
pendent consulting  engineer  of  experience  and  repu- 
tation, to  be  selected  and  determine  by  the  Commis- 
sioner(s).  President  or  Board,  which  said  consult- 
ing engineer  shall  be  paid  for  his  services  by  the  said 
Department  or  Board  of  the  City. 

1 7.  That  the  said  Architect (s)  shall  and  will 
design,  plan  and  conduct  their  work  with  reference 
to  and  in  strict  conformity  with  the  lines,  levels  ahd 
grades  given  and  determined  by  the  City  Surveyor, 
who  shall  be  selected  by  the  said  Commissioner (s) 
to  give  and  determine  the  same. 

1 8.  That  the  City  hereby  retains  and  employs 
the  said  Architect (s)  to  perform  the  aforesaid  ser- 
vices, and  for  and  in  consideration  thereof  and  of 
the  observance  and  performance  of  the  conditions 
and  stipulations  herein  contained,  it  agrees  to  pay  to 
the  said  Architect (s)  in  full  compensation  therefor 
the  following  fees  or  prices: 

(a)  Five  per  cent,  (s  per  cent.)  upon  the  total 
cost  of  the  building,  structure,  works,  plant,  appara- 
tus or  equipment,  including  all  fixtures  necessary  to 
render  the  building,  structure,  works  or  apparatus 
fit  for  occupation  or  use,  but  not  including  furniture 
or  fixtures,  nor  the  heating,  lighting,  ventilating, 
electrical,  sanitary  or  elevator  equipment,  plant  or 
apparatus  which  are  not  or  shall  not  be  designed  and 
supervised  by  the  said  Architect (s). 

(6)  That  no  special  rate  for  monumental  or 
decorative  work  or  for  designs  for  furniture,  cases 
or  apparatus  in  excess  of  the  general  compensation 
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of  five  per  cent.  (5  per  cent.)  upon  the  cost  thereof 
shall  be  charged,  and  that  no  extra  charge  shall  be 
made  for  mural  or  ceiling  decorations,  any  custom 
of  Architect (s)  to  the  contrary  notwithstanding. 

(c)  That  the  fees  of  consulting  architects  and 
engineers  above  referred  to  who  may  be  retained  and 
employed  by  the  Commissioner (s)  to  examine,  re- 
vise and  report  upon  the  said  designs,  plans,  draw- 
ings and  specifications  of  the  said  Architect (s),  as 
hereinbefore  provided,  shall  be  paid  by  the  City  and 
not  by  the  $aid  Architect  (s). 

19.    That  the  party  of  the  first  part  shall  pay   uafsi?IiJ^r 
to  the  said  Architect (s)  for  partial  service  as  in  case 
of  the  abandonment  or  suspension  of  the  work,  as 
follows : 

(a)  For  preliminary  studies  and  sketches,  con-   sJStes"*'^ 
sisting  of  drawings,  such  as  ground  plan  and  gen- 
eral elevation  and  perspective  view  of  exterior,  a 

fee  of  one  per  cent,  (i  per  cent.)  of  the  proposed  or 
estimated  cost  of  the  work  upon  the  completion  and 
delivery  of  such  preliminary  studies,  sketches,  etc., 
the  amount  so  paid  to  be  credited  on  the  total  com- 
mission of  five  per  cent.  (5  per  cent.)  of  the  actual 
cost,  whether  the  estimated  cost  of  the  building  prove 
greater  or  less  than  the  actual  cost. 

(b)  For  a  full  set  of  preliminary  drawings,  in-   J^J^'^JJJ'^'id,^ 
eluding  such  preliminary  studies  or  sketches,  etc.,  and 

such  additional  elevations,  plans,  sections,  general 
working  drawings,  specifications  and  details  as  arc 
or  may  be  necessary  to  make  a  close  estimate  of  the 
full  cost  as  provided  in  sections  (3)  to  (11)  of  this 
agreement  as  shall  be  necessary  for  advertising  and 
inviting  bids  or  estimates  from  contractors  for  the 
undertaking  of  the  erection,  construction  and  full 
completion  thereof,  a  fee  of  two  and  one-half  per 
cent.  (2 J  per  cent.)  of  the  price  or  sum  at  which  the 
contract  is  awarded,  or  if  the  award  be  delayed  for 
more  than  sixty  days,  then  of  the  estimated  cost. 

(c)  For    all    details,    working-drawings    and    ^^^*"*- 
models  necessary  and  proper  for  the  working,  finish- 
ing and  decorating  of  all  materials,  stuflFs,  members 

and  parts  and  for  their  incorporation  and  adjust- 
ment and  for  the  skillful  construction,  erection  and 
ultimate  completion  of  the  building,  structure,  works, 
plant,  apparatus,  and  equipment,  a  fee  of  one  per 
cent,  (i  per  cent.) 
33 
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STiS^".  ,r..  (^)  For  all  services  performed  in  the  inspec- 
tion, testing,  acceptance  and  rejection  and  re-accept- 
ance of  materials  and  work,  including  the  general 
supervision  and  direction,  and  including  all  super- 
vision, direction  and  instruction  to  the  contractor(s) 
or  his  representatives,  as  may  be  necessary  for  the 
ultimate,  final  and  full  completion  of  the  work,  and 
the  determination  of  all  questions  and  disputes,  as 
herein  provided,  the  balance  of  one  and  one-half  per 
cent,  (ij  per  cent.) 

a^TglL  ^^'    '^^^  *^  ^^^  entire  fee  shall  be  paicj  upon 

the  actual  Qost  of  the  building,  structure,  works  or 
apparatus,  and  that  no  additional  charge  shall  be 
made  for  alterations  and  additions  to  or  in  the  con- 
tract and  plans  or  for  any  additional  time  or  services 
whatever,  which  is  required  for  such  alterations  or 
changes  either  in  the  specifications  or  plans  or  in  the 
building,  structure,  works,  plant,  apparatus  or  equip- 
ment itself,  except  and  only  upon  a  written  supple- 
mental agreement  by  and  between  the  parties  hereto, 
in  which  the  said  additional  compensation  shall  be 
fixed  and  determined.  That  no  allowance  shall  be 
made  for  traveling  expenses  to  or  from  the  works, 
or  in  connection  therewith,  and  that  no  additional 
or  extra  charges  shall  be  made  or  allowed  for  any 
professional  consultations  or  conferences,  either  with 
the  shid  Department  or  Board  or  with  any  other  De- 
partment of  tUc  City,  for  and  in  connection  with  the 
said  work,  or  with  the  professional  or  consulting 
engineers  and  architects  in  regard  thereto.  The 
compensation  herein  agreed  upon  shall  include  all 
fixtures  necessary  to  render  the  building,  structure, 
works,  plant  or  apparatus  fit  for  occupation  and  use, 
but  that  no  extra  compensation  shall  be  asked  or 
allowed  for  furniture  or  other  articles,  unless  they  he 
designed  by  the  Architect (s)  and  erected  or  placed 
under  his  inspection  and  direction  at  the  express  re- 
quest of  the  said  Commissioner (s)  or  by  resolution 
of  the  said  Board. 

licahn^^'Tci  ^^*     '^hat  the  above  fees  shall  cover  all  profes- 

sional advice  and  services  required  by  the  said  archi- 
tect (s)  in  the  design,  erection,  construction  and  com- 
pletion of  the  said  building,  structure,  works,  plant 
or  apparatus,  and  also  all  conferehces,  hearings  and 
meetings  necessary  and  proper  to  determine  any 
questions  or  disputes  between  the  contractor  or  sub- 
contractors and  the  said  party  of  the  first  part,  and 
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which  questions  and  disputes  it  may  be  provided 
shall  be  heard  and  determined  by  the  Architect (s) 
in  the  contracts  between  the  said  party  of  the  first 
part  and  the  said  contractor  (s). 

22.  That  payments  to  the  said  Architect (s)  Mrmj.*r"oi 
shall  be  made  as  his  work  progresses,  and  at  sue-  Pa'^meui 
ceedifg  stages  of  the  work  as  follows:  Upon  the 
completion  and  delivery  of  the  said  plans,  elevations, 
sections,  general  working  drawings  with  construct- 
ive details  sufficiently  shown,  and  the  dimensions 
figured  to  enable  bidders  or  contractors  to  prepare 
accurate  and  reliable  estimate  of  the  cost  thereof, 

and  the  completion  and  delivery  of  full  and  complete 
specifications  for  all  branches  and  classes  of  work 
necessary  to  the  full  and  ultimate  completion,  use 
and  occupation  of  the  said  building  and  structure,  as 
provided  in  Clause  19  (&),  two  and  one-half  per  cent. 
(2^  per  cent.) ;  upon  the  completion  of  all  details, 
worlang  drawings,  plans,  sections  and  models,  as 
provided  in  Clause  19  (c),  one  per  cent,  (i  per 
cent.),  and  upon  the  completion  of  said  building, 
structure,  works,  plant,  apparatus  and  equipment  and 
their  final  acceptance  by  the  City,  one  and  one-half 
per  cent.),  or  the  balance  that  may  be  due  and  owing 
of  the  full  fee  or  percentage  of  the  actual  cost. 

23.  That  if,  at  any  time,  the  said  Architect (s)    ^emi?" 
shall  abandon  or  unreasonably  delay  the  preparation   De.ay. 
and  completion   of  the  plans,   elevations,   sections, 
details  and  working  drawings,  and  the  complete  speci- 
fications, within  the  time  herein  specified,  or  as  may 

be  required  by  the  said  Commissioner (s)  and  as 
may  be  necessary  or  proper  to  enable  the  contrac- 
tor(s)  to  prosecute  the  said  building,  structure, 
works,  plant,  apparatus  or  equipment  with  dispatch 
and  reasonable  safety  so  as  to  insure  its  completion 
within  the  time  designated  in  the  contract  therefor, 
the  said  Commissioner (s),  President  or  Board  shall 
have  the  power  to  notify  the  said  Architect (s)  to 
discontinue  all  services  and  work  provided  for  under 
this  contract,  by  written  notice  to  be  served  upon  the 
said  Architect (s)  either  personally  or  by  leaving  the 
same  at  their  residence,  and  thereupon  the  said  Ar- 
chitect (s)  shall  discontinue  the  said  services  or  such  p^^..^^^^, 
part  thereof  as  the  said  Commissioner (s)  may  desig-  Emi .  .y 
nate,  and  the  said  Commissioner (s)  shall  have  the  ^'^'  '*- 
power  to  employ  other  architects,  by  contract  or 
otherwise,  as  he  may  deem  advisable  to  perform  and 
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complete  the  said  services  and  work  herein  describefl, 
or  such  part  thereof  as  he  may  deem  necessary,  and 
the  remuneration,  payor  fees  of  the  said  Architect (s) 
shall  be  determined  by  the  scale  of  prices  or  fees 
herein  given,  it  being  expressly  agreed  and  under-* 
stood  that  the  said  Architect (s)  shall  be  paid  only 
such  fees  as  they  shall  have  fully  earned,  and  as  shall 
be  due  and  owing  under  the  express  terms  of  this 
piaM?3c?!in  agreement.  That  whenever  the  City  or  its  appropri- 
caseof  AUn-  ate  officer(s)*  shall  act  under  this  clause,  or  in  the 
uy  w*Deaih.'  event  of  the  death  of  the  Architect (s),  all  drawings, 
plans,  elevations,  sketches,  sections  and  models  and 
all  specifications,  estimates,  measurements  and  data 
pertaining  to  the  building,  structure,  works,  plant, 
etc.,  or  prepared  for  them  under  the  terms  of  or  in 
fulfillment  of  this  contract,  shall  be  delivered  within 
twenty  days  to  the  said  Commissioner (s).  President 
or  Board,  or  to  his  or  its  authorized  agent,  and  if  the 
said  Architect (s)  shall  fail  or  refuse,  upon  demand 
being  made,  to  so  deliver  said  instrtmients,  estimates 
and  data,  then  the  said  Architect (s)  shall  forfeit  all 
rights  to  any  further  compensation  under  this  con- 
tract for  or  on  account  of  any  services  rendered  or 
to  be  rendered. 
Satpension.  24.    That  if,  for  any  reason,  it  becomes  neces- 

sary to  postpone,  suspend,  delay  or  abandon  the 
building,  structure,  works  or  apparatus  for  which 
these  services  are  engaged  and  employed,  then  the 
said  Architect (s)  shall  be  paid  only  such  fees  as 
they  shall  have  fully  earned,  and  as  shall  be  due  and 
owing  by  the  express  terms  of  this  agreement,  and 
such  postponement,  suspension,  delay  or  abandon- 
ment shall  not  give  any  cause  of  action  for  damages 
or  for  extra  remuneration  to  the  said  Architect (s). 
Not^Bmmd^''^  25.     That  the  payments  herein  provided  for  arc 

Personally.  to  be  made  out  of  the  moneys  provided  by  the  party 
of  the  first  part,  for  the  construction,  erection  and 
completion  of  the  above  entitled  building,  structure, 
work,  plant  or  apparatus,  and  that  these  presents  do 
not  bind  the  said  Commissioner (s)  individually  to 
make  any  payment  or  payments  hereunder  or  on  ac- 
count hereof.  That  his  or  their  action  in  the  prem- 
ises is  binding  upon  the  said  City  and  its  successors, 
and  the  fund  hereby  created  for  such  purpose,  in 
conformity  with  the  statutes  and  The  Greater  New 
York  Charter,  and  the  acts  in  addition  and  supple- 
mental thereto,  or  any  amendments  thereof,  and  un- 
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der  which  said  Commissioner (s)  was  or  were  ap- 
pointed, and  under  and  by  virtue  of  which  he  or  they 
acted  in  these  premises. 

26.  That  the  Architect (s)  will  be  responsible  copyright, 
for  all  claims  made  against  the  said  City  for  any  in- 
fringements of  copyright  or  patent-right  for  or  on 
accotmt  of  the  adoption  and  use. of  any  designs,  plans, 
drawings  or  models  furnished  by  the  said  Archi- 
tect (s)  and  used  in  the  construction  or  decoration  of 

the  said  building,  structure  or  works,  plant  or  appar- 
atus. 

27.  That  this  contract  shall  not  be  binding  or  s«:uJ?i4» 
of  any  force  unless  the  Comptroller  of  The  City  of 

New  York  shall  indorse  hereon  his  certificate  that 
there  remains  unexpended  and  unapplied,  as  provided 
in  The  Greater  New  York  Charter,  a  balance  of  the 
appropriation  or  fund  applicable  thereto  suflFicient  to 
pay  the  estimated  expense  of  executing  this  contract, 
as  certified  by  the  officers  making  the  same. 

28.  That  the  cost  of  the  said  building,  works   Cost  to  be 
and  apparatus  designed,  planned  and  illustrated,  in-  •  ^*™*^- 
eluding  the  Architect's  fees  and  the  cost  of  necessary 
surveys  and  inspection,  shall  be  kept  well  within  the 

sum  of ($ ). 

29.  That  it  is  understood  and  intended  by  the  Personal 
parties  hereto,  that  the  party  of  the  second  part  shall  '^'*^**' 
provide  and  furnish  the  personal  services  of 

and  that  this  contract  may  not  be  assi|[ned,  sublet  or 
transferred,  without  the  express  consent  in  writing 
of  the  said  Commissioner (s),  President  or  Board. 

In  witness  whereof,  the  said  The  City  of  New  Ewcuiion. 
York  has,  by  the  said  Commissioner (s),  executed 
this  contract  on  behalf  of  the  said  party  of  the  first 
part  and  the  said  party  of  the  second  part  has  exe- 
cuted this  contract  the  day  and  year  first  above 
written,  and  the  said  parties  hereto  have  executed 
this  agreement  in  triplicate,  one  part  of  which  is  to 
remain  with  the  said  Commissioner (s),  one  other  is 
to  be  filed  with  the  Comptroller  of  The  City  of  New 
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York,  and  the  third  is  to  be  delivered  to  the  said 
party  hereto  of  the  second  part  the  day  and  date 
herein  first  written  above. 

[l.  s.] 

SM;****^«*"  Commissioner  (s) . 

[l.  s.] 

President 

[l.  s.] 

Secretary. 

[l.  s.] 

Architect  (s), 
(Seal.) 

J.  C.  W. 
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OONTBAOTOB'S  BONDS. 
189.     Oontract  Bond  or  Surety.    It  is  «  very  general 

custom  in  all  important  work  to  require  the  contractor  to  fur- 
nish a  bond  for  the  faithful  and  complete  performance  of  his 
contract.  Sometimes  these  bondsmen  or  sureties  sig^  with  the 
contractor,  as  in  the  case  of  the  St.  Louis  contracts,  exemplified 
in  article  i68.  It  is  more  usual,  however,  to  make  this  bond  a 
separate  document,  following  immediately  the  signatures  of  the 
contract  itself. 

Bonds  are  always  executed  under  seal,  and  are  therefore 
special  contracts,  since  the  bondsmen  are  not  usually  paid  a 
consideration  for  the  service  rendered,  and  a  sealed  contract 
does  not  require  a  consideration  to  enforce  it. 

In  case  the  original  contract  and  specifications  are  deviated 
from  in  the  execution  of  the  work  to  any  material  extent,  with- 
out the  consent  of  the  bondsmen,  these  latter  are  thereby 
released  from  their  bond.  Since  such  changes  are  nearly  always 
made  in  the  execution  of  engineering  work  after  the  contracts 
are  signed,  and  since  these  are  usually  made  without  consulting 
the  bondsmen,  these  latter  are  as  a  rule  thereby  released  from 
all  obligations,  and  the  bond  becomes  of  no  effect.  Even 
though  the  bondsmen  be  consulted  in  the  matter  of  changes, 
they  are  not  obliged  to  give  their  consent,  and  usually  perhaps 
would  not,  in  which  case  material  changes  could  be  made  only 

by  releasing  the  bondsmen. 

To  provide  for  such  changes,  without  releasing  the  bonds- 
man, the  following  clause  may  be  added: 

And  the  said  suret  .  .  .  hereby  stipulate  .  .  .  and  agree  .  . 
that  no  change^  extension^  alteration  or  addition  to  the  terms 
of  the  contract  or  specifications  shall  in  any  wise  affect  .... 
obligation  on  this  bond. 

The  form  of  bond  given  below  is  that  used  by  the  city  of 
Boston,  and  may  be  taken  as  a  general  type  of  such  a  docu- 
ment. 
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Know  all  Men  iy  these  Presents^ 
Thfltxxre 


•••••  »■■•»•<■  •  ••*•' 


*»••*•«*•••••••• 


are  held  and  firmly  bound  unto  the  City  of  Boston,  in  the  sum 
of 


dollars  to  be  paid  to  the  City  of  Boston,  or  its  certain  attorney, 
its  successors  and  assigns,  for  which  payment,  well  and  truly  to 
be  made,  we  bind  ourselves,  our  heirs,  executors,  and  adminis- 
trators, jointly  and  severally,  firmly  by  these  presents. 

The  Condition  of  this  obligation  is  such  that 
if  the  above-bounden . 


.•■1W«* 


shall  well  and  truly  keep  and  perform  all  the  terms  and  condi- 
tions of  the  foregoing  contract  for  excavation  for  stripping  and 
shallow  flowage  and  for  building  two  roads,  at  Basin  No.  5,  in 

Southborough,  on part  to  be  kept  and  performed,  and 

shall  indemnify  and  save  harmless  the  said  City  of  Boston,  as 
therein  stipulated,  then  this  obligation  shall  be  of  no  effect; 
otherwise  it  shall  remain  in  full  force  and  virtue. 

In  Witness  Whereof^  we  hereto  set  our  hands  and  seals  on 

this „ day  of in  the  year  eighteen  hundred 

and  ninety  four. 

[Seal.] 
[Sral.] 

[Seal.] 

» 

[Seal.] 
[Seal.] 


Signed  and  Sealed  in  presence  of 


»■■■■■•■ 
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1^0.     Indemnity  Bond.    The  following  is  a  common 

form  of  bond  to  cover  all  liens  which  may  arise  from  a  failure 
of  the  contractor  to  pay  for  his  labor  and  materials. 

Know  all  Men  by  these  Presents :     That of 

as  principal,  and of as  surety,  are  held  and  firmly 

bound  unto  the in  the  penal  sum  of  dollars,  to 

the  payment  of  which  well  and  truly  to  be  made  we  bind  our- 
selves, our  heirs,  executors,  administrators  and  assigns  firmly  by 
these  presents. 

Signed  this day  of 189—. 

The  Condition  of  the  above  Obligation  is  such  that: 

Whereas,  the  said has  this  day  entered  into  a  con- 
tract in  writing  with  the  said for  the  grading  and  con- 
struction of  a  certain with  ditches,  roadways,  and  other 

works  connected  therewith,  as  more  specifically  set  forth  in  said 
<:ontract : 

Now,  Therefore:  If  the  said  — —  shall  well  and 
truly-  perform  his  part  of  said  contract,  and  each  and  every  cov- 
enant and  agreement  therein  contained,  and  shall  indemnify 
and 'save  harmless  the  said  from  and  against  all  damages 

which  it  may  sustain  by  reason  of  liens  for  labor  and  materials 
furnished  for  said  work,  or  by  reason  of  the  failure  of  said 

■  to  pay  the  wages  and  earnings  of  any  of  the 

laborers  or  mechanics  employed  by  him  as  such  contractor,  in 
and  about  said  work ;  or  by  reason  of  his  failure  to  pay  for  any 
materials,  provisions  or  goods  of  any  kind  furnished,  or  by 
reason  of  any  just  debts  incurred  in  carrying  on  said  work ;  and 

if  the  said  shall  pay  to  the  said  — »^-*  all  sums  of 

money,  damages,  or  costs  and  expenses  which  it  may  be  com- 
pelled to  pay,  or  which  it  may  sustain  by  reason  of  his  failure 

as  aforesaid,   and  if   the   said  shall  pay  all  laborers, 

mechanics  and  material  men,  and  persons  who  may  have  sup- 
plied provisions  or  goods  of  any  kind,  all  just  debts  due  to  such 
persons,  or  to  any  person  to  whom  any  part  of  such  work  was 
l^ven,  then  this  obligation  shall  be  void,  otherwise  of  full  force 
4ind  effect* 

ESbal.] 
SSAL.J 


512  OOUFLETB  SPECIFICATIONS. 

APPENDIX  A. 

PRBLIMINARY   SURVEYS  AND    EXAMINATIONS  FOR   BRIDOB 

RBNBWALS. 

The  following  Instructions  to  Assistant  Engineers  are 
used  by  the  engineer  of  bridges  and  buildings  on  the  C,  M.  & 
St.  P.  R'yy  and  are  inserted  here  as  an  illustration  of  the  scope 
and  character  of  the  inquiries  and  investigations  necessary  for 
an  intelligent  solution  of  the  problem  in  hand.  It  is  only  by 
means  of  such  complete  and  detailed  information  that  all  future 
contingencies  can  be  foreseen  and  provided  for,  so  that  there 
shall  be  no  * 'unexpected"  to  happen.  It  is  a  common  saying 
that  **the  unexpected  always  happens."  In  good  engineering, 
"It  is  only  the  unexpected  which  can  happen/'  since  what  was 
anticipated  has  been  fully  provided  against.  In  the  .  best  engi- 
neering  designs,  however,  every  possible  contingency  has  been 
foreseen  and  provided  for,  so  there  is  no  unexpected  left  which 
can  happen,  and  hence  security  and  permanence  are  assured  in 
advance.  The  following  instructions  are  a  good  illustration  of 
this  kind  of  preliminary  survey  of  the  problem  which  puts  the 
engineer  in  a  position  to  perfectly  fit  the  design  to  all  the  con- 
ditions of  the  problem : 

Instructions  to  Assistant  Engineers  in  Regard  to  Surveys  for 

the  Renewal  of  Wooden  Bridges  with  Pemuti^ 

nent  Structures, 

(i)  Gather  information  from  the  chief  engineer's  office 
and  from  the  office  of  the  engineer  aiid  superintendent  of 
bridges  and  buildings  relative  to  the  grade,  alignment,  right- 
of-way  for  embankment  and  borrow  pits,  second  track  con- 
struction, contracts  relating  to  crossing^  or  cattle  passes,  recom- 
mendations already  made  by  others  as  to  style  of  reconstruction 
and  any  other  matters  that  are  liable  to  have  a  bearing  on  work 
in  question. 

(2)  Determine   the   elevation   of  base  of  rail  above  an 
assumed  datum  across  the  bridge  and  for  a  distance  of   1,000  ' 
feet   on  each  side  of  it,  at  intervals  of  100  feet,  or  less  when  the 
irregularities  of  the  track  make  it  necessary. 

(3)  Consider  the  question  of  changing  grade  and  note 
the  kind,  condition  and  depth  of  ballast  as  well  as  other  points 
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that  will  assist  in  determining  the  expense  and  practicability  of 
coaking  a  change. 

(4)  Obtain  particularly  notes  of  the  ground  surface  that 
will  be  covered  by  the  proposed  structure  or  embankment,  by 
determining  its  elevation  on  the  center  line  of  bridge  and  when 
necessary  on  each  side  of  same.  These  heights  may  be  meas- 
ured from  the  base  of  rail  at  each  bent  or  panel  point  but  should 
refer  to  the  datum  u^ed  in  the  survey,  and  additional  notes 
should  be  made  of  intermediate  irregularities  that  would  con- 
cern the  height  of  pedestals  located  between  beats. 

(5)  Establish  and  note  two  bench  marks  on  solid  objects, 
conveniently  located,  one  each  way  from  the  bridge,  and  which 
are  unlikely  to  be  disturbed  during  the  construction  of  the  per- 
manent structure.  For  ordinary  cases  a  track  spike  driven  in 
a  telegraph  pole  will  be  suitable. 

(6)  Note  the  alignment  of  the  track  at  the  structure  and 
consider  whether  there  is  any  evident  reason  for  changing  same. 

(7)  Consider  the  question  of  second  track  construction  as 
concerning  any  change  in  alignment  or  in  location  of  bridge. 
Conclude  on  which  side  of  the  present  track  the  second  track 
should  be  constructed  and  make  note  of  the  grounds  for  your 
conclusion. 

(8)  When  track  across  the  bridge  or  near  the  bridge  is 
curved  make  full  notes  of  elevation  of  outer  rail.  If  the  point 
of  curve  is  so  located  that  the  elevation  of  outer  rail  on  bridge 
is  varying,  determine  by  eye  the  location  of  point  of  curve 
and  of  the  point  where  the  elevation  is  commenced.  Oa  iron 
bridges  the  elevation  should  be  constant  when  practicable. 

(9)  Take  notes  for  a  sketch  of  the  water  course  for  a 
sufficient  distance  on  each  side  of  the  bridge,  to  determine 
whether  a  change  in  location  of  channel  or  an  improvement  in 
the  channel  is  advisable,  and  indicate  your  recommendations  in 
this  regard,  remembering  that  the  most  favorable  condition  for 
a  bridge  is  usually  a  deep  channel  at  right  angles  to  the  railway 
for  some  distance  above  and  below  the  bridge.  Contours  in 
the  immediate  vicinity  of  the  bridge  should  be  sketched  in. 
Ordinarily  this  can  be  done  with  sufficient  accuracy  by  the  eye, 
or  by  taking  a  few  offsets. 

( 10)  Ascertain  the  nature  of  foundations,  whether  soft, 
requiring  pile  foundations,  or  of  sand,  or  of  hard  clay,  or  of 
rock.  ReporU  should  state  the  character,  depth  and  dip  of  the 
■tnta. 

(11)  Ascertain  present,  ordinary  and  extreme  high  water 
marka.  Inquire  into  cause  of  high  water  ;  whether  by  ordinary 
heavy  rains,  by  water-spout,  by  damming  from  accumulations 
of  drift  or  ice,  or  by  overflow  from  other  water  course*,  or 
from  other  causes  which  may  be  apparent. 
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(12)  Note  the  probability  of  ice,  drift-wood,  hay,  corn- 
stalks, fencing,  etc.,  lodging  against  the  proposed  iron  bridge. 

(13)  Take  notes  of  the  size  of  channel,  area  of  waterway 
required,  direction  of  current,  etc. 

(14)  Ascertain  if  there  is  to  be  provided  under  the 
bridge  a  public  or  private  roadway,  wag^n-pass  or  cattle-pass, 
with  dimensions  and  conditions  controlling  the  same. 

(15)  If  any  portion  of  the  bridge  is  to  be  filled,  make  an 
examination  of  the  ground  and  state  where  the  material  can  be 
obtained,  and  whether  inside  of  the  boundaries  of  the  right-of 
way,  or  on  land  which  Will  have  to  be  purchased. 

(16)  Ascertain  whether  any  additional  right-of-way  is 
required  for  any  purpose  connected  with  the  work,  and  if  so 
note  location  and  amount. 

(17)  Examine  as  to  a  suitable  location  for  a  stone  yard, 
and  for  ihe  storing  of  piles,  timber  and  iron-work ;  also  as  to 
convenient  locations  for  derricks  and  what  provision  will  be 
required  for  suitable  anchorage  for  derrick  guys, 

(18)  If  the  proposed  reconstruction  involves  any  ques- 
tion of  purchasing  land  or  privileges,  report  the  situation  with 
advice,  but  avoid  conversation  with  property  owners  which 
would  in  any  way  interfere  with  relations  that  may  be  estab- 
lished later  between  them  and  aa  agent  authorized  to  make 
purchases  or  settle  claims. 

(19)  Inquire  as  to  the  accommodations  for  boarding  and 
lodging  for  workmen  and  how  they  can  get  to  and  from  their 
work. 

(20)  Inquire  into  the  condition  of  train  service  at  the 
location  with  regard  to  the  frequency  of  trains  and  the  speed  at 
which  they  ordinarily  run  over  the  bridge. 

(21)  If  piles  are  to  be  driven,  make  your  recommenda- 
tion as  to  whether  they  should  be  driven  with  a  land  or  track 
driver,  and  if  with  a  track  driver,  state  the  nearest  side-track 
to  which  it  must  retreat  for  passage  of  trains. 

(22)  Make  preliminary  estimates  of  the  cost  of  the  per- 
manent structure,  taking  your  prices  from  the  tables  of  cost  of 
iron  bridges  and  abutments  which  are  furnished  you  and  from 
them  make  your  recommendation  for  the  permanent  bridge. 

(23)  Make  your  recommendations  as  to  the  aneles  of 
piers  and  abutments,  remembering  that  a  square  span  is  one  in 
which  its  ends  are  at  right  angles  to  its  longitudinal  axis,  and 
in  a  skew  span  the  angle  of  skew  is  the  enclosed  angle  between 
the  end  of  the  span  and  a  line  at  right  angles  to  its  longitudinal 
axis. 

(24)  Make  your  recommendation  as  to  what  riprapping 
is  required,  with  the  amount  and  method  of  using  it. 
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(25)  Advise  what  is  the  best  season  of  the  year  in  which 
to  do  the  work  with  reference  to  high  water,  ice,  cold  weather, 
interruption  of  traffic,  facility  for  obtaining  labor  and  materialy 
etc. 

(26)  Report  any  information  you  can  obtain  with  refer- 
ence to  using  local  material  in  the  work,  such  as  piles,  timber, 
lumber,  stone,  sand,  brick,  etc. 

(27)  Avoid  confusing  terms  in  your  notes.  For  instance 
the  term  ''base  of  rail"  is  preferable  to  ''grade.''  See  B.  & 
B.,  Rule  7  g. 

FINALLY.  After  obtaining  information  on  the  points 
hereinbefore  mentioned  and  all  other  data  which  you  can  find 
within  your  reach,  consider  the  question  of  renewal  just  as  if 
you  had  to  make  the  full  decision  and  were  responsible  for 
building  the  best  bridge  with  the  greatest  economy  and  least 
risk;  and  make  your  report  in  such  shape  that  the  draughting 
office  will  have  all  the  instruction  which  it  requires  for  making 
the  plans.  This  information  may  be  furnished  in  writing  and 
on  a  profile  and  map,  and  you  are  cautioned  that  your  work 
will  be  judged  by  your  giving  the  fullest  accurate  information 
with  the  fewest  notes  and  the  least  amount  of  drawing. 

6.  B. 
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APPENDIX  B. 

General  Specifications  for  the  Testing  of  Hy- 
draulic Oements,  adopted  by  a  Board  of  U.  S* 
Engineer  Officers  in  1901,  and  used  by  the  Engineer 
Department  of  the  U.  S.  Army.* 

TESTS  TO   BE   MADE. 

For  selecting  Portland  and  Puzzolan  cement  from  among 
the  brands  oflFered,  the  Board  recommends  that  the  following 
tests  be  made: 

1.  For  fineness  of  grinding. 

2.  For  specific  gravity. 

3.  For  soundness,  or  constancy  of  volume  in  setting. 

4.  For  time  of  setting. 

5.  For  tensile  strengSi. 

For  Natural  cement  we  recommmd  the  omission  of  the 
specific  gravity  and  soundness  tests. 

On  the  works  the  Board  recommends  simple  tests  when 
the  more  elaborate  tests  can  not  well  be  made. 

In  determining  the  minimum  requirements  for  cements 
given  in  the  subjoined  specifications  we  recognize  that  many 
cements  that  attain  only  fair  strength  neat  and  with  sand  in  a 
short  time  and  show  marked  gains  of  strength  on  further 
time  will  fulfill  the  requirements  of  the  service,  and  that  unusu- 
ally high  tensile  strength  attained  in  a  few  days  after  gaug- 
ing is  often  coupled  with  a  small  or  negative  increase  in 
strength  in  further  short  intervals.  Unusually  high  tests  in 
a  short  time  after  gauging  should  be  regarded  with  suspicion, 
although  sonie  well-known  brands  of  American  cements  show 
great  strength  in  short-time  tests  and,  so  far  as  observed,  are 
reliable  in  air  and  fresh  water.  Cement  offered  under  such 
known  brands  should  show  their  characteristic  streilgth  and 
other  qualities  or  be  suspected  as  spurious  or  adulterated,  if 
not  rejected,  even  though  the  minimum  requirements  of  the 
specifications  are  met.  The  practice  of  offering  a  bonus  or 
free  gift  of  money  in  addition  to  the  contract  price  for  cement 
testing  above  a  fixed  high  point  should  be  prohibited  as  unnec- 
essary, for  cements  so  obtained  are  likely  to  be  unsound  in  a 
manner  not  easily  detected  in  the  time  usually  available  in 
testing. 

It  is  believed  that  most  of  the  very  high  testing  Portland 
cements  have  lime  in  excess,  the  effect  of  which  is  temporarily 


^be  members  of  this  Board  were  Malor  Wm.  L.  Marshmll,  Maior  Smith  S.  Lcachi 
and  Cmpuin  Spencer  Crosby 


CCiirLZn    SIECIFICATIONS. 

:.  ifv:  ::  ^-'.r/.-ire  of  lime.     Ovcrlimcd  cements  so 

;::.-::  :.r  uic  in  >ca  water.     For  such  uses  a  cliem- 

-■  -  ?.: .  -  :  :c  re-: -iriJ.  and  the  quantity  of  sulphuric 

.  ijj    -\icr.e5:a.  be  limited  to  a  low  percentage.     It 

.r.  :.-.i:  i-Ip-'/.aic  of  Hme  in  quantity  less  than  2 

-        :r.  :ui  ::  cen:e:::s  to  he  used  in  fresh  water  or  in 

-..--^  ;-M-:5:ve5  :;iat  might  ultimately  cause  the  ilc- 

■  *'i    ■  :rx.  :u:  i:  is  not  known  whether  this  effect 

.-:  ■-      '.•?  lil'.z::::  is  now  deemed  necessary  to  control 

<: .  ~  ,;      .:  rr.ijvi>  a  quick-setting  cement  slow  setting. 

..-.  r.r^  .r.rrea^ir^  tensile  strength  acquired  in  short 


^*x.rv:  vrioN  of  cements  for  tests. 

.'.     Fineness. 

^:  •  x"  -.-dr:*     .:e:::minations  determined  by  subdivisions 

^  ■  "i  :::jj;::r.e  used)  by  weight  on  a  sieve  with  100 

•}  '  'l-ir  :r.c'.:.  woven  from  brass  wire  No.  40,  Stubb's 

•I-     <  ::  *:'•   "/.and  or  mechanical  shaker  until  cement 


material  passing  the  sieve  plus  I'le 
>:  *.\<:  in  air.  expressed  in  hundredths  of  tlie 
V.  :".l  express  the  percentage  of  fineness.     In 

percent.age  the   residue  on   the   sieve 


T'c  i::'.ralpable  dust  that  possesses  cemcntiti.uis 

>>  .-:  c'ii'ding  is  therefore  an  essential  quality 

X  !V.i\oii  with  sand.     The  residue  on  a  sieve  of 

: 'i  :::ch  is  of  no  cementitinus  value,  and  even 

,••■   ;••  a  5icve  of  40.000  openinj^^s  to  the  square 

*    \.i'.".:e.     The  decree  of  fineness  prescribed  in 

■s    OJ  por  oent")  for  Portland  through  a  siov? 

•.•>  :.'  ::*.o  square  inch  is  quite  commonly  attain.'! 

V'V.cTivMn    cements,    but    rarely    in    importnl 

.•  'ViOitu*  coast,  where  foreign  cements  only  ar^; 

<  ■v-.'.'.ircniont  may  be  lowered  for  the  present 

^'  ■  W'    KV  sieve. 

.'.'.     Sf'ecific  Gravity, 

.,.\-'\  :;*:v.pora:iire  for  specific  gravity  determina- 

v'C"'^"''  '•■  ■  *'"'  ^*^^  cement  testing  temperatures  may 

r^.  .*  .^  '^  V  a'-n'.  ^"^  degrees  F.  without  affecting  results 

'*^    ^    /'.^.  -'.\\;Mo  error  in  the  observation. 

*^  '     -  i  n  a:**":-*^ ^^l  Xovm  of  volumenometer  or  spedfic  grav- 

^  ^ .'   ^.  jiV.i:au\l  to  cubic  centimeters  with   decimal  sub- 
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divisions.  Fill  instrument  to  zero  of  the  scale  with  benzine, 
turpentine,  or  some  other  liquid  having  no  action  upon  cements. 

Take  lOO  grams  of  sifted  cement  that  has  been  previously 
dried  by  exposure  on  a  metal  plate  for  twenty  minutes  to  a 
dry  heat  of  212  degrees  F.,  and  allow  it  to  pass  slowly  into  the 
fluid  of  the  volumenometer,  taking  care  that  the  powder  does 
not  stick  to  the  sides  of  the  graduated  tube  above  the  fluid  and 
that  the  funnel  through  which  it  is  introduced  docs  not  touch 
the  fluid. 

Read  carefully  the  volume  of  the  displaced  fluid  to  the 
nearest  fraction  of  a  cubic  centimeter.  Then  the  approximate 
specific  gravity  will  be  represented  by  100  divided  by  the  dis- 
placement in  cubic  centimeters. 

The  operation  requires  care. 

///.     Setting  Qualities  and  Soundness. 

The  quantity  of  water  and  the  temperature  of  water  and 
air  aflFect  the  time  of  setting.  The  specifications  contemplate 
a  temperature  varying  not  more  than  10  degrees  from  62  de- 
grees F.,  and  quantities  of  water  given  herein: 

For  Portland  cements  use  20  per  cent  of  water. 

For  Puzzolan  cements  use  18  per  cent  of  water. 

For  Natural  cements  use  30  per  cent  of  water. 

Mix  thoroughly  for  five  minutes,  vigorously  rubbing  the 
mixture  under  pressure;  time  to  be  estimated  from  moment  of 
adding  water  and  to  be  considered  of  importance. 

Make  on  glass  plates  two  cakes  from  the  mixture  about 
three  inches  in  diameter,  half  an  inch  thick  at  middle,  and 
drawn  to  thin  edges,  and  cover  them  with  a  damp  doth  or 
place  them  in  a  tight  box  not  exposed  to  currents  of  dry  air. 
At  the  end  of  the  time  specified  for  initial  set  apply  the  needle 
one-twelfth  of  an  inch  diameter  weighted  to  one-fourth  of  a 
pound  to  one  of  the  cakes.  If  an  indentation  is  made  the 
cement  passes  the  requirement  for  initial  setting,  if  no  indenta- 
tion is  made  by  the  needle  it  is  too  quick  setting.  At  the  end 
of  the  time  specified  for  "final  set"  apply  the  needle  one  twenty- 
fourth  of  an  inch  diameter  loaded  to  one  pound.  The  cement 
cake  should  not  be  indented. 

Expose  the  two  cakes  to  air  under  damp  cloth  for  twenty- 
four  hours.  Place  one  of  the  cakes,  still  attached  to  its  plate, 
in  water  for  twenty-eight  days;  the  other  cake  immerse  in 
water  at  about  7o  degrees  temperature  supported  in  a  rack 
above  the  bottom  of  the  receptacle ;  raise  the  water  gradually  to 
the  boiling  point  and  maintain  this  temperature  for  six  hours 
and  then  let  the  water  with  cake  immersed  cool.  Examine  the 
cakes  at  the  proper  time  for  evidences  of  expansion  and  distor- 
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tion.  Should  the  boiled  cake  become  detached  from  the  plate 
by  twisting  and  warping  or  show  expansion  cracks  the  cement 
may  be  rejected,  or  it  may  await  the  result  of  twenty-eight  days 
in  water.  If  the  fresh-water  cake  shows  no  evidences  of  swell- 
ing, the  cement  may  be  used  in  ordinary  work  in  air  or  fresh 
water  for  lean  mixtures.  If  distortion  or  expansion  cracks  are 
shown  on  the  fresh-water  cake,  the  cement  should  be  rejected. 
Of  two  or  more  cements  oflFered,  all  of  which  will  stand 
the  fresh-water  cake  test  for  soundness,  the  cements  that  will 
stand  the  boiling  tests  also  are  to  be  preferred. 

IV,     Tensile  Strength. 

Neat  Tests, — ^Use  unsifted  cements.  Place  the  amount  to 
be  mixed  on  a  smooth,  nonabsorbent  slab ;  make  a  crater  in  the 
middle  sufficient  to  hold  the  water;  add  nearly  all  the  water 
at  once,  the  remainder  as  needed;  mix  thoroughly  by  turning 
with  the  trowel,  and  vigorously  rub  or  work  the  cement  for 
five  minutes. 

Place  the  mold  on  a  glass  or  slate  slab.  Fill  the  mold  with 
consecutive  layers  of  cement,  each  when  rammed  to  be  one-fourth 
of  an  inch  thick.  Tap  each  layer  30  taps  with  a  soft  brass  or 
copper  rammer  weighing  i  pound  and  having  a  face  three- 
fourths  of  an  inch  diameter  or  seven-tenths  of  an  inch  square 
with  rounded  corners.  The  tapping  or  ramming  is  to  be  done  as 
follows:  while  holding  the  forearm  and  wrist  at  a  constant 
level,  raise  the  rammer  with  the  thumb  and  forefinger  about 
half  an  inch  and  then  let  it  fall  freely,  repeating  the  operation 
until  the  layer  is  uniformly  compacted  by  thirty  taps. 

This  method  is  intended  to  compact  the  material  in  a  man- 
ner similar  to  actual  practice  in  construction,  when  a  metal 
rammer  is  used  weighing  30  pounds,  with  a  circular  head  5 
inches  in  diameter  falling  about  8  inches  upon  layers  of  mortar 
or  concrete  3  inches  thick.  The  method  permits  comparable 
results  to  be  obtained  by  diflferent  observers. 

After  filling  the  mold  and  ramming  the  last  layer,  strike 
smooth  with  the  trowel,  tap  the  mold  lightly  in  a  direction 
parallel  to  the  base  plate  to  prevent  adhesion  to  the  plate,  and 
cover  for  twenty-four  hours  with  a  damp  cloth.  Then  remove 
the  briquette  from  the  mold  and  immerse  it  in  fresh  water, 
which  should  be  renewed  twice  a  week  for  the  specified  time 
if  running  water  is  not  available  for  a  slow  current.  If  molds 
are  not  available  for  twenty-four  hours,  remove  from  the  molds 
after  final  set,  replacing  the  damp  cloth  over  the  briquettes. 
In  removing  briquettes  before  hard-set  great  care  should  be 
exercised.  Hold  the  mold  in  the  left  hand,  and,  after  loosen- 
ing the  latch,  tap  gently  the  sides  of  the  mold  until  they  fall 
apart.     Place  the  briquettes  face  down  in  the  water  trough. 


TESTING  OF  HYDBAULIC  CEMENTS.  521 

For  neat  tests  of  Portland  cement  use  20  per  cent  of  water 
by  weight. 

For  neat  tests  of  Puzzolan  cement  use  18  per  cent  of  water 
by  weight. 

For  neat  tests  of  Natural  cement  use  30  per  cent  of  water 
by  weight. 

Nearly  all  this  water  is  retained  by  Portland  cement, 
whereas  only  about  one-third  of  the  gauging  water  is  retained 
by  Puzzolan  or  Natural  cements;  from  this  it  follows  that  an 
apparent  condition  of  plasticity  or  fluidity  that  ultimately  little 
injures  Portland  paste,  very  seriously  injures  Puzzolan  or 
Natural  mortars  and  concretes  by  leaving  a  porous  texture  on 
the  evaporation  of  the  surplus  water. 

Sand  Tests, — The  proportions  i  cement  to  3  sand  are  to  be 
used  in  tests  of  Puzzolan  and  Portland,  and  i  cement  to  i  sand 
in  tests  of  Natural  or  Rosendale  cements.  Crushed  quartz 
sand,  sifted  to  pass  a  standard  sieve  with  20  meshes  per  linear 
inch  and  to  be  retained  on  a  standard  sieve  with  30  meshes  to 
the  inch,  is  to  be  used. 

After  weighing  carefully,  mix  dry  the  cement  and  sand 
until  the  mixture  is  uniform,  add  the  water  as  in  neat  mix- 
tures, and  mix  for  five  minutes  by  triturating  or  rubbing  to- 
gether the  constituents  of  the  mortar.  This  may  be  done  under 
pressure  with  a  trowel  or  by  rubbing  between  the  fingers,  using 
rubber  gloves.  The  rubbing  together  seems  necessary  to  coat 
thoroughly  the  facets  of  the  sand  with  the  cement  paste. 

It  is  foufid  that  prolonged  rubbing,  when  not  carried  be- 
yond the  time  of  initial  set,  results  in  higher  tests.  Five  min- 
utes is  the  time  of  mixing  quite  generally  adopted  in  European 
specifications.  The  briquettes  are  to  be  made  as  prescribed  for 
neat  mixtures. 

Portland  cements  require  water  from  11  to  12^  per  cent  by 
weight  of  constituent  sand  and  cement  for  maximum  strength 
in  tested  briquettes. 

Puzzolan,  about  9  to  10  per  cent. 

Natural,  about  15  to  1 7  per  cent. 

Mixtures  that  a  first  appear  too  dry  for  testing  purposes 
often  become  more  plastic  under  the  prolonged  wdrking  re- 
quired herein. 

In  general,  about  four  briquettes  constitute  the  maximum 
number  that  may  be  made  well  within  the  time  required  for 
initial  setting  of  moderately  slow  setting  cements. 

Three  such  batches  of  sand  mixtures  should  be  made,  and 
one  briquette  of  each  batch  may  be  broken  at  seven  and 
twenty-eight  days,  giving  three  tests  at  each  period.  At 
least  one  batch  of  neat  cement  briquettes  should  be  made. 

If  the  first  briquette  broken  at  each  date  fulfills  the  mini* 
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mum  requirement  of  these  specifications  it  is  not  necessary  to 
break  others  which  may  be  reserved  for  long-time  tests. 

If  the  first  briquette  does  not  pass  the  test  for  tensile 
strength,  then  briquettes  may  be  broken  until  six  briquettes, 
two  from  each  batch,  have  been  broken  at  seven  days,  and  tlie 
remaining  six  reserved  for  twenty-eight-day  tests.  The  high- 
est result  from  any  sample  is  to  be  taken  as  the  strength  of 
the  sample  when  the  break  is  at  the  least  section  of  briquette. 

If,  on  the  twenty-eight-day  tests,  the  cement  not  only  more 
than  fulfills  the  minimum  requirements  of  these  specifications, 
but  also  shows  unusual  gain  in  strength,  it  may  still  be  accepted 
if  the  other  tests  are  satisfactory,  notwithstanding  a  low  seven- 
day,  test,  if  early  strength  is  not  a  matter  of  importance.  Such 
cements  are  likely  to  be  permanent. 

For  a  batch  of  four  briquettes,  the  following  quantities  are 
suggested  as  in  accord  with  these  specifications.  Water  is 
measured  by  fluid-ounce  volumes,  not  by  weight,  temperature 
varying  not  more  than  lo  degrees  from  62  degrees  F. 

Portland  Cement, 

Neat. — ^20  ounces  of  cement,  4  ounces  of  water.  Mix  wet 
five  minutes.  ^ 

Sand, — 15  ounces  sand,  5  ounces  cement,  2^  ounces  water. 
Mix  thoroughly  dry;  then  mix  wet  five  minutes. 

Puzzolan  Cement, 

Neat, — ^20  ounces  cement,  3f  ounces  water.  Mix  wet  five 
minutes. 

Sand, — 15  ounces  sand,  5  ounces  cement,  2  oimces  water. 
Mix  thoroughly  dry;  then  mix  wet  five  minutes. 

Natural  Cement, 

Neat. — 20  ounces  cement,  6  ounces  water.  Mix  wet  five 
minutes. 

Sand. — ID  ounces  cement,  10  ounces  sand,  3^  ounces  wa- 
ter.    Mix  dry;  then  wet  for  five  minutes. 

For  measuring  tensile  strength,  a  machine  that  applies  the 
stress  automatically  at  a  uniform  rate  is  preferable  to  on? 
controlled  entirely  by  hand. 

These  specifications  for  tensile  strength  contemplate  tlie 
applications  of  stress  at  the  rate  of  400  pounds  per  minute  to 
briquettes  made  as  prescribed  herein.  A  rate  so  rapid  as  to 
approximate  a  blow  or  so  slow  as  to  approximate  a  continued 
stress  will  give  very  different  results. 

The  tests  for  tensile  strength  are  to  be  made  immediately 
after  taking  from  the  water  or  while  the  briquettes  are  still 
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wet.  The  temperature  of  the  water  during  immersion  should 
be  maintained  as  nearly  constant  as  practicable;  not  less  than 
50  degrees  nor  more  than  7o  degrees  F. 

The  tests  are  to  be  made  upon  briquettes  i  inch  square  at 
place  of  rupture.  The  specifications  contemplate  the  use  of 
the  form  of  briquette  recommended  by  the  committee  of  the 
American  Society  of  Civil  Engineers,  held  when  tested  by 
close-fitting  metal  clips,  without  rubber  or  other  yielding 
contacts.  The  breaks  considered  in  the  tests  are  to  be  those 
occurring  at  the  smallest  section,  i  inch  square. 

SIMPLE  TESTS. 

Tests  of  cement  received  upon  a  work  in  progress  must 
often  be  of  much  simpler  character  than  prescribed  herein. 

Tests  on  the  work  are  mainly  to  ascertain  whether  the 
article  supplied  is  genuine  cement,  of  a  brand  previously 
tested  and  accepted,  and  whether  it  is  a  reasonably  sound  and 
active  cement  that  will  set  hard  in  the  desired  time,  and  give 
a  good,  hard  mortar.  Simple  tests  may  give  this  information, 
and  such  should  be  multiplied  whether  or  not  more  elaborate 
tests  be  made.  Pats  and  balls  of  cement  and  mortar  from  the 
storehouse  atid  mixing  platform  or  machine  should  be  fre- 
quently made.  The  setting  or  hardening  qualities,  as  deter- 
mined roughly  by  estimating  time  and  by  pressure  of  the 
thumbnail,  should  be  observed;  the  hardness  of  the  set  and 
strength,  by  cracking  the  hardened  pats  or  cakes  between  the 
fingers,  and  by  dropping  the  balls  from  the  height  of  the  arm 
upon  a  pavement  or  stone  and  observing  the  result  of  the  im- 
pact. 

By  placing  the  pats  in. water  as  soon  as  hardened  suffi- 
ciently and  raising  the  temperature  to  the  boiling  point  for  a 
few  hours  and  observing  the  character  and  color  of  the  fracture 
after  sufficient  immersion,  information  as  to  the  character  of 
the  material,  whether  hydraulic,  a  Portland  or  Puzzolan, 
whether  too  fresh  or  possibly  "blowy,"  may  be  speedily  and 
quite  well  ascertained  without  measuring  instruments. 

Many  engineers  and  users  of  cement  regard  such  simple 
tests,  taken  in  connection  with  the  weight  and  fineness  of  the 
cement  and  the  apparent  texture  and  hardness  of  the  mortars 
and  concretes  in  the  work,  sufficient  field  tests  of  a  material 
of  known  repute.  The  more  elaborate  tests,  described  above, 
should  be  made  in  well-equipped  laboratories  by  skilled  cement 
testers. 

CLASSIFICATION  OF  TESTS 

The  tests  to  be  made  are  two  classes : 
(i)     Purchase  tests  on  samples  furnished  by  bidders  to 
ascertain  whether  the  bidder  may  be  held  on  the  sample  to  the 
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delivery  of  suitable  material,  should  his  offer  be  accepted. 

(2)  Acceptance  tests  on  samples  taken  at  random  from 
deliveries,  to  ascertain  whether  the  material  supplied  accords 
with  the  purchase  sample,  or  is  suitable  for  the  purpose  of  tjie 
work,  as  stated  in  the  specifications  for  cement  supplies. 

(i)  Purchase  Tests. — Under  these  specifications  bids  for 
Portland  cements  will  be  restricted  to  brands  that  have  been 
approved  after  at  least  three  years'  exposure  in  successful  use 
under  similar  conditions  to  those  of  the  proposed  work.  This 
specification  limits  proposals  to  manufacturers  of  cements  of 
established  repute,  and  in  so  far  lessens  the  dependence  to  be 
placed  upon  tests  of  single  samples  of  cement  in  determining 
the  probable  quality  of  the  cements  offered,  that  sample  pack- 
ages may  not  be  required  with  the  proposals  when  the  brand  is 
known  to  the  purchaser.  When  the  cement  is  not  known  to  the 
purchasing  officer  by  previous  use,  a  barrel  of  it  should  be  re- 
quired as  representing  the  quality  of  cement  to  be  supplied.  A 
full  set  of  tests  should  be  made  from  this  sample,  and  subsequent 
deliveries  be  required  to  show  quality  at  least  equal  to  the  sam- 
ple. 

In  this  connection  it  is  advisable  in  districts  where  well- 
equipped  laboratories  have  been  established,  that  sample  pack- 
ages of  the  cements  in  use  in  that  territory,  as  sold  in  the  open 
market,  be  obtained  and  tested  as  occasion  offers  to  ascertain 
the  characteristic  qualities  of  the  brands  as  commercial  articles, 
the  information  to  be  used  in  subsequent  purchases  of  cements. 

When  purchase  samples  are  waived,  acceptance  tests'should 
be  based  upon  the  known  qualities  of  the  brand,  as  shown  by 
previous  tests. 

The  sample  barrel  should  not  be  broken  further  than  to 
take  therefrom  the  necessary  samples  for  testing.  Afterwards 
it  should  be  put  away  in  a  dry  place  and  kept  for  further  test- 
ing, should  the  results  obtained  be  disputed. 

(2)  Acceptance  Tests. — The  tests  to  be  made  on  cements 
delivered  under  contract  depend  not  only  on  the  extent,  char- 
acter, and  importance  of  the  work  itself,  but  also  on  the  time 
available  between  the  delivery  and  the  actual  use  of  the  ma- 
terial. 

(a)  On  very  important  and  extensive  works,  equipped 
with  a  testing  laboratory  and  adequate  storehouses,  where 
cement  may  be  kept  at  least  thirty  days  before  being  required 
for  use,  full  and  elaborate  tests  should  be  made,  keeping  in 
view  the  fact  that  careful  tests  of  few  samples  are  more  valu- 
able than  hurried  tests  of  many  samples. 

(b)  On  active  works  of  ordinary  character,  when  time 
will  not  permit  full  tests,  and  on  small  works  where  the  ex- 
penses of  a  laboratory  are  not  justified,  the  tests  must  neces- 
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sarily  be  limited  to  such  reasonable  precautions  against  the  ac- 
ceptance and  use  of  unfit  material  as  may  be  taken  in  the  usually 
short  interval  between  the  receipt  and  use  of  the  material. 

Such  conditions  were  in  view  in  formulating  the  specifica- 
tion that  proposals  will  be  received  from  manufacturers  of  such 
cements  only  as  have  been  proved  by  at  least  three  years*  use 
under  similar  conditions  of  exposure.  Of  the  tests  named  in 
the  specifications  those  for  fineness,  activity  or  hydraulicity, 
specific  gravity,  weight  of  packages,  and  accelerated  tests  for 
indication?  as  to  soundness,  may  be  made  within  two  days  after 
the  receipt  of  the  material  and  with  a  very  small  outlay  for 
instruments. 

Cement  of  established  repute,  shown  by  specific  gravity 
and  fineness  to  be  properly  burnt  and  ground,  or  normal  for 
the  brand,  that  will  set  hard  in  reasonable  fime,  the  cakes,  snap- 
ping with  a  clean  fracture  when  broken  between  the  fingers, 
and  standing  the  tests  above  named,  may  be  accepted  and  used 
with  reasonable  certainty  of  success.  Nevertheless,  packages 
taken  at  random  from  the  deliveries  should  occasionally  be  set 
aside  and  samples  taken  therefrom  sent  to  a  testing:  laboratory 
for  the  more  elaborate  tests  for  tensile  strength  (and  for  sound- 
ness should  the  boiling  tests  not  be  conclusive).  The  final  ac- 
ceptance and  pa)rment  for  such  cement  as  may  not  have  been 
actually  placed  in  the  work  should,  by  agreement,  be  made  to 
depend  upon  such  tests. 

In  all  cases  where  cement  has  been  long  stored  it  should  be 
carefully  tested  before  use  to  ascertain  whether  it  has  deterio- 
rated in  strength. 

Should  the  simple  tests  g^ve  unsatisfactory  or  suspicious 
results,  then  a  full  series  of  tests  should  be  carefully  made. 

When  Portland  cement  is  in  question  the  specific  gravity 
and  fineness  tests  should  be  made  to  guard  against  adulteration, 
and  in  all  cases  test  weighings  should  be  made  to  guard  against 
short  weights. 

In  cases  where  the  amount  of  cement  or  the  importance  of 
the  work  will  not  justify  the  purchase  of  the  simple  apparatus 
required  for  the  specific  gravity,  fineness,  and  boiling  tests, 
the  cement  can  be  accepted  on  the  informal  tests  mentioned 
herein,  which  require  no  apparatus  whatever,  but  in  such  cases 
cements  well  known  to  the  purchaser  by  previous  use  shouM 
be  selected,  and  purchased  directly  from  the  manufacturer  or 
his  selling  agent  in  order  that  responsibility  for  the  cement  may 
be  fixed. 

Certified  tests  by  professional  inspectors  made  as  pre- 
scribed herein  on  samples  taken  from  the  cement  to  be  shipped 
to  the  work,  in  a  manner  analogous  to  that  customary  among 
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engineers  in  the  purchase  of  structural  steel  and  iron,  may  be 
required  in  such  cases. 

SAMPLING. 

The  entire  package  from  parts  of  which  tests  are  to  be 
made  is  to  be  regarded  as  the  sample  tested.  It  should  be 
marked  with  a  distinctive  mark  that  must  also  be  applied  to  any 
part  tested.  The  package  should  be  set  aside  and  protected 
against  deterioration  until  all  results  from  tests  made  from  it 
are  reached  and  accepted  by  both  parties  to  the  contract  for  sup- 
plies. 

Cement  drawn  from  several  sample  packages  should  not  be 
mixed  or  mingled,  but  the  individuality  of  each  sample  package 
should  be  preserved. 

In  testing  it  should  be  borne  in  mind  that  a  few  tests  from 
any  sample,  carefully  made,  are  more  valuable  than  many  made 
with  less  care. 

The  amount  of  material  to  be  taken  for  formal  tests  is  indi- 
cated herein  where  weights  of  the  constituents  of  four  briquettes 
are  given,  to  which  should  be  added  the  amount  necessary  for 
the  tests  for  specific  gravity,  activity,  and  soundness. 

In  extended  tests  the  material  should  be  taken  from  the 
sample  package  from  the  heads  and  center  of  barrel,  and  from 
the  ends  and  center  of  bag,  by  such  an  instrument  as  is  used 
by  inspectors  of  flour.  All  materials  taken  from  the  same 
sample  package  may  be  thoroughly  mixed  or  mingle^.and  the 
tests  be  made  therefrom  as  showing  the  true  character  of  the 
contents  of  the  sample  package. 

In  making  formal  tests  at  the  work  for  acceptance  of 
cement  sample  packages  should  be  taken  at  random  from  among 
sound  packages.  The  number  taken  must  depend  upon  the  im- 
portance and  character  of  the  work,  the  available  time,  and  the 
capacity  of  the  permanent  laboratory  force.  For  tensile 
strength  the  tests  with  sand  are  considered  the  more  important 
and  should  always  be  made.  Tests  neat  should  be  made  if 
time  permits. 

It  is  not  necessary  in  any  case  on  a  large  work  to  test  more 
than  ID  per  cent  of  the  deliveries,  even  of  doubtful  cement,  and 
a  much  less  number  of  samples  may  be  taken  should  no  cause 
for  distrust  be  revealed  by  the  tests  made.  In  very  important 
work  of  small  extent  each  package  may  be  tested.  A  cgnent 
should  be  rejected  if  the  samples  show  dangerous  variation  in 
quality  or  lack  of  care  in  manufacture  and  resulting  lack  of 
uniformity  in  the  product  without  regard  to  the  proportion  of 
failures  among  samples  tested. 

In  all  cases  in  the  use  of  Cements  the  informal  or  simple 
tests  of  the  character  named  herein  should  be  constantly  carried 
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on.  These  constitute  most  valuable  tests.  Whenever  anv 
faulty  material  is  indicated  by  such  tests,  elaborate  tests  should 
be  at  once  instituted  and  should  the  fault  be  confirmed,  the 
cement  delivered  and  not  used  should  be  rejected  and  the  use 
of  the  brand  be  discontinued. 

TESTS  FOR   WEIGHT. 

From  time  to  time  packages  should  be  weighed  in  gross 
.  and  afterwards  the  weight  of  neat  cement  and  tare  of  the  pack- 
ages determined.  If  short  weight  of  neat  cement  is  indicated, 
a  sufficient  number  of  packages  should  be  weighed  and  the 
average  net  weight  per  package  ascertained  with  sufficient  cer- 
tainty to  afford  a  satisfactory  basis  of  settlement. 

RECORDS. 

For  tests  at  professional  laboratories  no  general  require- 
ments as  to  records  seem  to  be  necessary.  Each  laboratory" 
has  its  o^n  blanks  with  certificate,  and  if  a  copy  of  the  speci- 
fications be  sent  with  the  samples,  the  record  returned  should 
be  sufficient.  For  records  of  formal  tests  on  the  work,  or  in  a 
district  laboratory,  blank  forms  should  be  used.  It  is  desir- 
able to  have  the  specification  requirements  stated  on  the  form. 
Notations  should  be  adopted  to  show  for  each  test  that  the 
cement  passed  or  failed  or  that  the  test  was  not  made.  No 
inference  should  be  drawn  from  the  lack  of  any  entry  other 
than  that  the  recorder  has  neglected  his  duty. 

SILICA  CEMENT  OR  SAND  CEMENT. 

This  is  a  patented  article  manufactured  by  grinding  to- 
gether silica  or  clean  sand  with  Portland  cement,  by  which  pro- 
cess the  original  cementing  material  is  made  extremely  fine  and 
its  capacity  to  cover  surfaces  of  concrete  aggregates  is  much 
increased.  The  sand  is  an  adulteration,  but  on  account  of  the 
extreme  fineness  of  the  product  it  serves  to  make  mortar  or 
concrete  containing  a  given  proportion  of  pure  cement  much 
more  dense,  the  fine  material  being  increased  in  volume. 

The  increase  in  cementing  capacity  due  to  the  fine  grindincj^ 
of  the  cement  constituent  offsets,  in  great  degree,  the  effects  of 
the  sand  adulteration,  so  that  sand  cement  made  from  equal 
weights  of  cement  and  sand  approximates  in  tensile  strength  to 
the  neat  cement  and  the  material  is  sold  as  cement. 

The  extreme  fine  grinding  also  improves  cement  that  con- 
tains expansives,  but  nevertheless  sand  cement  should  not  be 
purchased  in  the  market,  but  should  be  made  on  the  work  from 
approved  materials,  if  used  for  other  purposes  than  for  grout- 
ing, for  which  it  is  peculiarly  adapted. 
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•Whether  this  material  should  be  used  in  important  works 
for  mortar  and  concrete,  the  Board  considers  a  question  of  cost 
and  expediency. 

Over  against  the  saving  in  cement  may  be  placed  the 
royalty  on  a  patented  article,  the  cost  of  the  plant  and  of  manu- 
facture, the  inconvenience  of  attaching  a  manufacturing  estab- 
lishment to  a  work  under  construction,  and  other  elements  bear- 
ing not  only  on  first  cost  of  cementing  material  but  also  involv- 
ing the  element  of  time.  When  cement  is  high  priced,  means 
of  transportation  limited,  labor,  sand,  and  concrete  materials 
cheap  and  abundant,  the  conditions  may  justify  the  use  of  sand 
cement  on  economic  grounds.  In  any  case,  the  cement  from 
which  the  product  is  made  should  be  tested  precisely  as  other 
cements. 

SLAO   CEMENT. 

This  term  is  applied  to  cement  madq  by  intimately  mixing 
by  grinding  together  granulated  blast-furnace  slag  of  a  certain 
quality  and  slaked  lime,  without  calcination  subsequent  to  the 
mixing.  This  is  the  only  cement  of  the  Puzzolan  class  to  be 
found  in  our  markets  (often  branded  as  Portland),  and  as  true 
Portland  cement  is  now  made  having  slag  for  its  hydraulic  base, 
the  term  "slag  cement"  should  be  dropped  and  the  generic  terra 
Puzzolan  be  used  in  advertisements  and  specifications  for  such 
cements. 

Puzzolan  cement  made  from  slag  is  characterized  physi- 
cally by  its  light  lilac  color;  the  absence  of  grit  attending  fine 
grinding  and  the  extreme  subdivision  of  its  slaked  lime  ele- 
ment; its  low  specific  gravity  (2.6  to  2.8)  compared  with  Port- 
land (3  to  3.5) ;  and  by  the  intense  bluish  green  color  in  the 
fresh  fracture  after  long  submersion  in  water,  due  to  the  pres- 
ence of  sulphides,  which  color  fades  after  exposure  to  dry  air. 

The  oxidation  of  sulphides  in  dry  air  is  destructive  of  Puz- 
zolan cement  mortars  and  concretes  so  exposed.  Puzzolan  is 
usually  very  finely  ground,  and  when  -not  treated  with  soda  sets 
more  slowly  than  Portland.  It  stands  storage  well,  but  cements 
treated  with  soda  to  quicken  setting  become  again  very  slow 
setting  from  the  carbonization  of  the  soda  (as  well  as  the  lime) 
element  after  long  storage. 

Puzzolan  cement  properly  made  contains  no  free  or  anhy- 
drdus  lime,  does  not  warp  or  swell,  but  is  liable  to  fail  frorti 
cracking  and  shrinking  (at  the  surface  only)  in  dry  air. 

Mortars  and  concretes  made  from  Puzzolan  approximate 
in  tensile  strength  similar  mixtures  of  Portland  cement,  but 
their  resistance  to  crushing  is  less,  the  ratio  of  crushing  to  ten- 
sile strength  being  about  6  or  7  to  i  for  Puzzolan  and  9  to  11 
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to  I  for  Portland.  Oti  account  of  its  extreme  fine  grinding 
Puzzolan  often  gives  nearly  as  great  tensile  strength  in  3  to  i 
mixtures  as  neat. 

Puzzolan  permanently  assimilates  but  little  water  com- 
pared with  Portland,  its  lime  being  already  hydrated.  It  should 
be  used  in  comparatively  dry  mixtures  well  rammed,  but  while 
requiring  little  water  for  chemical  reactions,  it  requires  for  per- 
manency in  the  air  constant  or  continuous  moisture. 

PROPER  USES  OF  PUZZOLAN  CEMENT. 

Puzzolan  cement  never  becomes  extremely  hard  like  Port- 
land, but  Puzzolan  mortars  and  concretes  are  tougher  or  less 
brittle  than  Portland. 

The  cement  is  well  adapted  for  use  in  sea  water,  and  gen- 
erally in  all  positions  where  constantly  exposed  to  moisture, 
such  as  in  foundations  of  buildings,  sewers  and  drains,  and 
underground  works  generally,  and  in  the  interior  of  heavy 
masses  of  masonry  or  concrete. 

It  is  unfit  for  use  when  subjected  to  mecha;iical  wear,  attri- 
tion, or  blows.  It  should  never  be  used  where  it  may  be  ex- 
posed for  long  periods  to  dry  air,  even  after  it  has  well  set.  It 
will  turn  white  and  disintegrate,  due  to  the  oxidation  of  its 
sulphides  at  the  surface  under  such  exposure. 

Specifications  for  Portland,  Natural,  and  Puzzolan  cement 
are  appended  hereto. 

Respectfully  submitted. 

W.  L.  Marshall, 
Major,  Corps  of  Engineers. 

Smith  S.  Leach, 
Major,  Corps  of  Engineers. 

Spencer  Cosby, 
Captain,  Corps  of  Engineers. 
Brig.  Gen.  G.  L.  Gillespie, 

Corps  of  Engineers,  U.  S.  Army,  Washington,  D.  C. 

specifications   for   AMERICAN    PORTLAND   CEMENT. 

( I )  The  cement  shall  be  an  American  Portland,  drj^  and 
free  from  lumps.  By  a  Portland  cement  is  meant  the  product 
obtained  from  the  heating  or  calcining  up  to  incipient  fusion 
of  intimate  mixtures,  either  natural  or  artificial,  of  argillaceous 
with  calcareous  substances,  the  calcined  product  to  contain  at 
least  1.7  times  as  much  of  lime,  by  weight,  as  of  the  materials 
which  give  the  lime  its  hydraulic  properties,  and  to  be  finely 
pulverized  after  said  calcination,  and  thereafter  additions  or  sub- 
stitutions for  the  purpose  only  of  regulating  certain  properties 
of  technical  importance  to  be  allowable  to  not  exceeding  2  per 
cent  of  the  calcined  product. 
34 
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(2)  The  cement  shall  be  put  up  in  strong,  sound  barrels 
well  lined  with  paper,  so  as  to  be  reasonably  protected  against 
moisture,  or  in  stout  cloth  or  canvas  sacks.  Each  package 
shall  be  plainly  labeled  with  the  name  of  the  brand  and  of  the 
manufacturer.  Any  package  broken  or  containing  damaged 
cement  may  be  rejected  or  accepted  as  a  fractional  package,  at 
the  option  of  the  United  States  agent  in  local  charge. 

(3)  Bidders  will  state  the  brand  of  cement  which  they  pro- 
pose to  famish.  The  right  is  reserved  to  reject  a  tender  for 
any  brand  which  has  not  established  itself  as  a  high-grade  P6rt- 
land  cement  and  lias  not  for  three  years  or  more  g^ven  satisfac- 
tion in  use  under  climatic  or  other  conditions  of  exposure  of  at 
least  equal  severity  to  those  of  the  work  proposed. 

(4)  Tenders  will  be  received  only  from  manufacturers 
or  their  authorized  agents. 

(The  following  paragraph  will  be  substituted  for  para- 
graphs 3  and  4  above  when  cement  is  to  be  furnished  and  placed 
by  the  contractor: 

No  cement  will  be  allowed  to  be  used  except  established 
brands  of  high-grade  Portland  cement  which  have  been  made 
by  the  same  mill  and  in  successful  use  under  similar  climatic 
conditions  to  those  of  the  proposed  work  for  at  least  three 
years.) 

(5)  The  average  weight  per  barrel  shall  not  be  less  than 
375  pounds  net.  Four  sacks  shall  contain  one  barrel  of  cement. 
If  the  weight,  as  determined  by  test  weighings,  is  found  to  be 
below  375  pounds  per  barrel,  the  cement  may  be  rejected,  or 
at  the  option  of  the  engineer  officer  in  charge,  the  contractor 
may  be  required  to  supply,  free  of  cost  to  the  United  States, 
an  additional  amount  of  cement  equal  to  the  shortage. 

(6)  Tests  may  be  made  of  the  fineness,  specific  gravity. 
soundness,  time  of  setting,  and  tensile  strength  of  the  cement. 

(7)  Fineness. — Ninty-two  per  cent  of  the  cement  must 
pass  through  a  sieve  made  of  No.  40  wire,  Stubb's  gauge",  hav- 
ing 10,000  openings  per  square  inch. 

(8)  Specific  Gravity. — ^The  specific  gravity  of  the  cement, 
as  determined  from  a  sample  which  has  been  carefully  dried, 

.  shall  be  between  3.10  and  3.25. 

(9)  Soundness. — ^To  test  the  soundness  of  the  cement,  at 
least  two  pats  of  neat  cement  mixed  for  five  minutes  with  20 
per  cent  of  water  by  weight  shall  be  made  on  glass,  each  pat 
about  3  inches  in  diameter  and  one-half  inch  thick  at  the  center, 
tapering  thence  to  a  thin  edge.  The  pats  are  to  be  kept  under 
a  wet  cloth  until  finally  set,  when  one  is  to  be  placed  in  fresh 
water  for  twenty-eight  days.  The  second  pat  will  be  placed  in 
water  which  will  be  raised  to  the  boiling  point  for  six  hours, 
then  allowed  to  cool.     Neither  should  show  distortion  or  cracks. 


TESTING  OF  HYDRAULIC   CEMENTS.  531 

The  boiling  test  may  or  may  not  reject  at  the  option  of  the 
engineer  officer  in  charge. 

(  id)  Time  of  Setting, — The  cement  shall  not  acquire  its 
initial  set  in  less  than  forty-five  minutes  and  must  have  ac- 
quired its  final  set  in  ten  hours. 

(The  following  paragraph  will  be  substituted  for  the  above 
in  case  a  quick-setting  cement  is  desired : 

The  cement  shall  not  acquire  its  initial  set  in  less  than 
twenty  nor  more  than  thirty  minutes,  and  must  have  acquired 
its  final  set  in  not  less  than  forty-five  minutes  nor  in  more  than 
two  and  one-half  hours.) 

The  pats  made  to  test  the  soundness  may  be  used  in  deter- 
mining the  time  of  setting.  The  cement  is  considered  to  have 
acquired  its  initial  set  when  the  pat  will  bear,  without  being 
appreciably  indented,  a  wire  one-twelfth  inch  in  diameter  loaded 
to  weigh  one-fourth  pound.  The  final  set  has  been  acquired 
when  the  pat  will  bear,  without  being  appreciably  indented,  a 
wire  one  twenty-fourth  inch  in  diameter  loaded  to  weigh  I 
pound. 

(ii)  Tensile  Strength. — Briquettes  made  of  neat  cement, 
after  being  kept  in  air  for  twenty- four  hours  under  a  wet  cloih 
and  the  balance  of  the  time  in  water,  shall  develop  tensile 
strength  per  square  inch  as  follows: 

After  seven  days,  450  pounds;  after  twenty-eight  days, 
540  pounds. 

Briquettes  made  of  i  part  cement  and  3  parts  standard 
sand,  by  weight,  shall  develop  tensile  strength  per  square  inch 
as  follows: 

After  seven  days,  140  pounds;  after  twenty-eight  days, 
220  pounds. 

(In  case  quick-setting  cement  is  desired,  the  following  ten- 
sile strengths  shall  be  substituted  for  the  above : 

Neat  briquettes:  After  seven  days,  400  pounds;  after 
twenty-eight  days,  480  pounds. 

Briquettes  of  i  part  cement  to  3  parts  standard  sand: 
After  seven  days,  120  pounds;  after  twenty-eight  days,  180 
pounds.) 

(12)  The  highest  result  from  each  set  of  briquettes  made 
at  any  one  time  is  to  be  considered  the  governing  test.  Any 
cement  not  showing  an  increase  of  strength  in  the  twenty-eight- 
day  tests  over  the  seven-day  tests  will  be  rejected. 

(13)  When  making  briquettes  neat  cement  will  be  mixc^ 
with  20  per  cent  of  water  by  weight,  and  sand  and  cement  with 
12^  per  cent  of  water  by  weight.  After  being  thoroughly 
mixed  and  worked  for  five  minutes,  the  cement  or  mortar  will 
be  placed  in  the  briquette  mold  in  four  equal  layers,  and  each 
layer  rammed  and  compressed  by  thirty  blows  of  a  soft  brass  or 
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copper  rammer  three-quarters  of  an  inch  in  diameter  (or  seven - 
•  tenths  of  an  inch  square,  with  rounded  comers),  weighing  one 
pound.  It  is  to  be  allowed  to  drop  on  the  mixture  from  a  height 
of  about  half  an  inch.  When  the  ramming  has  been  completed, 
the  surplus  cement  shall  be  struck  off  and  the  final  layer 
smoothed  with  a  trowel  held  almost  horizontal  and  drawn  back 
with  sufficient  pressure  to  make  its  edge  follow  the  surface  of 
the  mold. 

(14)  The  above  are  to  be  considered  the  minimum  re- 
quirements. Unless  a  cement  has  been  recently  used  on  work 
under  this  office,  bidders  will  deliver  a  sample  barrel  for  test 
before  the  opening  of  bids.  If  this  sample  shows  higher  tests 
than  those  given  above,  the  average  of  tests  made  on  subs^uent 
shipments  must  come  up  to  those  found  with  the  sample. 

(15)  A  cement  may  be  rejected  in  case  it  fails  to  meet 
any  of  the  above  requirements.  An  agent  of  the  contractor 
may  be  present  at  the  making  of  the  tests,  or,  in  case  of  the 
failure  of  any  of  them,  they  may  be  repeated  in  his  presence. 
If  the  contractor  so  desires,  the  engineer  officer  in  charge  may, 
if  he  deem  it  to  the  interest  of  the  United  States,  have  any  or 
all  of  the  tests  made  or  repeated  at  some  recognized  standard 
testing  laboratory  in  the  manner  herein  specified.  All  expenses 
of  such  tests  to  be  paid  by  the  contractor.  All  such  tests  shall 
be  made  on  samples  furnished  by  the  engineer  officer  from 
cement  actually  delivered  to  him. 

SPECIFICATIONS  FOR  NATURAL  CEMENT. 

(i)  The  cement  shall  be  a  freshly-packed  natural  or 
Rosendale,  dry,  and  free  from  lumps.  By  Natural  cement  is 
meant  one  made  by  calcining  natural  rock  at  a  heat  below  in- 
cipient fusion,  and  grinding  the  product  to  powder. 

(2)  The  cement  shall  be  put  up  in  strong,  sound  barrels, 
well  lined  with  paper  so  as  to  be  reasonably  protected  against 
moisture,  or  in  stout  cloth  or  canvas  sacks.  Each  package 
shall  be  plainly  labeled  with  the  name  of  the  brand  and  of  the 
manufacturer.  Any  package  broken  or  containing  damaged 
cement  may  be  rejected,  or  accepted  as  a  fractional  package,  at 
the  option  of  the  United  States  agent  in  local  charge. 

(3)  Bidders  will  state  the  brand  of  cement  which  they 
propose  to  furnish.  The  right  is  reserved  to  reject  a  tender 
for  any  brand  which  has  not  given  satisfaction  in  use  under 
climatic  or  other  conditions  of  exposure  of  at  least  equal  sever- 
ity to  those  of  the  work  proposed. 

(4)  Tenders  will  be  received  only  from  manufacturers 
or  their  authorized  agents. 
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(The  following  paragraph  will  be  substituted  for  para- 
graphs 3  and  4  above  when  cement  is  to  be  furnished  and 
placed  by  the  contractor: 

No  cement  will  be  allowed  to  be  used  except  established 
brands  of  high-grade  natural  cement  which  have  been  in  suc- 
cessful use  under  similar  climatic  conditions  to  those  of  the 
proposed  work.) 

(5)  The  average  net  weight  per  barrel  shall  not  be  less 
than  300  pounds.  (West  of  the  Allegheny  Mountains  this 
may  be  265  pounds)  .  .  .  sacks  of  cement  shall  have  the 
same  weight  as  i  barrel.  If  the  average  net  weight,  as  deter- 
mined by  test  weighings,  is  found  to  be  below  300  pounds  (265 
pounds)  per  barrel,  the  cement  may  be  rejected,  or,  at  the 
option  of  the  engineer  officer  in  charge,  the  contractor  may  be 
required  to  supply  free  of  cost  to  the  United  States  an  addi- 
tional amount  of  cement  equal  to  the  shortage. 

(6)  Tests  may  be  made  of  the  fineness,  time  of  setting, 
and  tensile  strength  of  the  cement. 

(7)  Fineness, — At  least  80  per  cent  of  the  cement  must 
pass  through  a  sieve  made  of  No.  40  wire,  Stubb's  gauge,  hav- 
ing 10,000  openings  per  square  inch. 

(8)  Time  of  Setting. — ^The  cement  shall  not  acquire  its 
initial  set  in  less  than  twenty  minutes  and  must  have  acquired 
its  final  set  in  four  hours. 

(9)  The  time  of  setting  is  to  be  determined  from  a  pat  of 
neat  cement  mixed  for  five  minutes  with  30  per  cent  of  water 
by  weight  and  kept  under  a  wet  cloth  until  finally  set.  The 
cement  is  considered  to  have  acquired  its  initial  set  when  the 
pat  will  bear,  without  being  appreciably  indented,  a  wire  one- 
twelfth  inch  in  diameter  loaded  to  weigh  one-fourth  pound. 
The  final  set  has  been  acquired  when  the  pat  will  bear,  without 
being  appreciably  indented,  a  wire  one  twenty- fourth  inch  in 
diameter  loaded  to  weigh  i  pound. 

(10)  Tensile  Strength, — Briquettes  made  of  neat  cement 
shall  develop  the  following  tensile  strengths  per  square  inch, 
after  having  been  kept  in  air  for  twenty-four  hours  under  a 
wet  cloth  and  the  balance  of  the  time  in  water: 

At  the  end  of  seven  days,  90  pounds ;  at  the  end  of  twenty- 
eight  days,  200  pounds. 

Briquettes  made  of  one  part  cement  and  one  part  standard 
sands  by  weight  shall  develop  the  following  tensile  strengths 
per  square  inch : 

After  seven  days,  60  pounds;  after  twenty-eight  days,  150 
pounds. 

(11)  The  highest  result  from  each  set  of  briquettes  made 
at  any  one  time  is  to  be  considered  the  governing  test.    Any 
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cement  not  showing  an  increase  of  strength  in  the  twenty-eight 
day  tests  over  the  seven-day  tests  will  be  rejected. 

(12)  The  neat  cement  for  briquettes  shall  be  mixed  with 
30' per  cent  of  water  by  weight,  and  the  sand  and  cement  with 
1 7  per  cent  of  water  by  weight.  After  being  thoroughly  mixed 
and  worked  for  five  minutes  the  cement  or  mortar  is  to  be  placed 
in  the  briquette  mold  in  four  equal  layers,  each  of  which  is  to 
be  rammed  and  compressed  by  thirty  blows  of  a  soft  brass  or 
copper  rammer  three- fourths  of  an  inch  in  diameter  (or  seven- 
tenths  of  an  inch  square  with  rounded  comers),  weighing  i 
pound.  It  is  to  be  allowed  to  drop  on  the  mixture  from  a  height 
of  about  a  half  an  inch.  Upon  the  completion  of  the  ramming 
the  surplus  cement  shall  be  struck  off  and  the  last  layer 
smoothed  with  a  trowel  held  nearly  horizontal  and  drawn  back 
with  sufficient  pressure  to  make  its  edge  follow  the  surface  of 
the  mold. 

(13)  The  above  are  to  be  considered  the  minimum  re- 
quirements. Unless  a  cement  has  been  recently  used  on  work 
under  this  office,  bidders  will  deliver  a  sample  barrel  for  test 
before  the  opening  of  the  bids.  Any  cement  showing  by  sam- 
ple, higher  tests  than  those  g^ven  must  maintain  the  average  so 
shown  in  subsequent  deliveries. 

(14)  A  cement  may  be  rejected  which  fails  to  meet 
any  of  the  above  requirements.  An  agent  of  the  contractor* 
may  be  present  at  the  making  of  the  tests,  or,  in  case  of  the 
failure  of  any  of  them,  they  may  be  repeated  in  his  presence. 
If  the  contractor  so  desires,  the  engineer  officer  may,  if  he 
deems  it  to  the  interest  of  the  United  States,  have  any  or  all  of 
the  tests  made  or  repeated  at  some  recognized  standard  testing 
laboratory  in  the  manner  above  specified.  All  expenses  of  such 
tests  shall  be  paid  by  the  contractor,  and  all  such  tests  shall  be 
made  on  samples  furnished  by  the  engineer  officer  from  cement 
acutally  delivered  to  him. 

SPECIFICATIONS   FOR  PUZZOLAN   CEMENT. 

(i)  The  cement  shall  be  a  Pozzolan  of  uniform  quality, 
finely  and  freshly  ground,  dry,  and  free  from  lumps,  made  by 
grinding  together  without  subsequent  calcination  granulated 
blast-furnace  slag  with  slaked  lime. 

(2)  The  cement  shall  be  put  in  strong  sound  barrels  well 
lined  with  paper,  so  as  to  be  reasonably  protected  against  mois- 
ture, or  in  stout  cloth  or  canvas  sacks.  Each  package  shall  be 
plainly  labeled  with  the  name  of  the  brand  and  of  the  manu- 
facturer. Any  package  broken  or  containing  damaged  cement 
may  be  rejected,  or  accepted  as  a  fractional  package,  at  the 
option  of  the  United  States  agent  in  local  charge. 
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(3)  Bidders  will  state  the  brand  of  cement  which  they 
propose  to  furnish.  The  right  is  reserved  to  reject  a  tender  for 
any  brand  which  has  not  given  satisfaction  in  use  under  climatic 
or  other  conditions  of  exposure  of  at  least  equal  severity  to 
those  of  the  work  proposed,  and  for  any  brand  from  cement 
works  that  do  not  make  and  test  the  slag  used  in  the  cement. 

(4)  Tenders  will  be  received  only  from  manufacturers  or 
their  authorized  agents. 

(The  following  paragraph  will  be  substituted  for  para- 
graphs 3  and  4  above  when  cement  is  to  be  furnished  and 
placed  by  the  contractor: 

No  cement  will  be  allowed  to  be  used  except  established 
brands  of  high-grade  Puzzolan  cement  which  have  been  in  suc- 
cessful use  under  similar  climatic  conditions  to  those  of  the 
proposed  work  and  which  come  from  cement  works  that  make 
the  slag  used  in  the  cement.) 

(5)  The  average  weight  per  barrel  shall  not  be  less  than 

?30  pounds  net.  Four  sacks  shall  contain  i  barrel  of  cement, 
f  the  weight  as  determined  by  test  weighings  is  found  to  be 
below  330  pounds  per  barrel,  the  cement  may  be  rejected  or, 
at  the  option  of  the  engineer  officer  in  charge,  the  contractor 
may  be  required  to  supply,  free  of  cost  to  the  United  States,  an 
additional  amount  of  cement  equal  to  the  shortage. 

(6)  Tests  may  be  made  of  the  fineness,  specific  gravity, 
soundness,  time  of  setting,  and  tensile  strength  of  the  cement. 

(7)  Fineness. — Ninety-seven  per  cent  of  the  cement  must 
pass  through  a  sieve  made  of  No.  40  wire,  Stubb's  gauge,  having 
10,000  openings  per  square  inch. 

(8)  Specific  Graznty, — ^The  specific  gravity  of  the  cement 
as  determined  from  a  sample  which  has  been  carefully  dried, 
shall  be  between  2.7  and  2.8. 

(9)  Soundness. — To  test  the  soundness  of  cement,  pats 
of  neat  cement  mixed  for  five  minutes  with  18  per  cent  of  water 
by  weight  shall  be  made  on  glass,  each  pat  about  3  inches  in 
diameter  and  one-half  inch  thick  at  the  center,  tapering  thence 
to  a  thin  edge.  The  pats  are  to  be  kept  under  wet  cloths  until 
finally  set,  when  they  are  to  be  placed  in  fresh  water.  They 
should  not  show  distortion  or  cracks  at  the  end  of  twenty-dght 
days. 

(10)  Time  of  Setting. — The  cement  shall  not  acquire  its 
initial  set  in  less  than  forty-five  minutes  and  shall  acquire  its 
final  set  in  ten  hours.  The  pats  made  to  test  the  soundness 
may  be  used  in  determining  the  time  of  setting.  The  cement 
is  considered  to  have  acquired  its  initial  set  when  the  pat  wiD 
bear,  without  being  appreciably  indented,  a  wire  one-twelfth 
inch  in  diameter  loaded  to  one-fourth  pound  weight.  The  final 
set  has  been  acquired  when  the  pat  will  bear,  without  being 
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appreciably  indented,  a  wire  one  twenty-fourth  inch  in  diameter 
loaded  to  i  pound  weight 

(ii)  Tensile  strength. — Briquettes  made  of  neat  cement, 
after  being  kept  in  air  under  a  wet  doth  for  twenty-four  hours 
and  the  balance  of  the  time  in  water,  shall  develop  tensile 
strengths  per  square  inch  as  follows : 

After  seven  days,  350  pounds;  after  twenty-eight  days, 
500  pounds. 

Briquettes  made  of  one  part  cement  and  three  parts  stand- 
ard sand  by  weight  shall  develop  tensile  strength  per  square 
inch  as  follows : 

After  seven  days,  140  pounds;  after  twenty-eight  days, 
220  pounds. 

(12)  The  highest  result  from  each  set  of  briquettes  made 
at  any  one  time  is  to  be  considered  the  governing  test.  Any 
cement  not  showing  an  increase  of  strength  in  the  twenty-eij^t- 
day  tests  over  the  seven-day  tests  will  be  rejected. 

(13)  When  making  briquettes  neat  cement  will  be  mixed 
with  18  per  cent  of  water  by  weight,  and  sand  and  cement  with 
10  per  cent  of  water  by  weight.  After  being  thoroughly  mixed 
and  worked  for  five  minutes  the  cement  or  mortar  will  be 
placed  in  the  briquette  mold  in  four  equal  layers  and  each 
layer  rammed  and  compressed  by  thirty  blows  of  a  soft  brass  or 
copper  rammer,  three-quarters  of  an  inch  in  diameter  or  seven* 
tendis  of  an  inch  square,  with  rounded  comers,  weighing  I 
potmd.  It  is  to  be  allowed  to  drop  on  the  mixture  from  a 
height  of  about  half  an  inch.  When  the  ramming  has  been 
completed  the  surplus  cement  shall  be  struck  oflF  and  the  final 
layer  smoothed  with  a  trowel  held  almost  horizontal  and  drawn 
back  with  sufficient  pressure  to  make  its  edge  follow  the  sur- 
face of  the  mold. 

(14)  The  above  are  to  be  considered  the  minimum  re- 
quirements. Unless  a  cement  has  been  recently  used  on  work 
under  this  office,  bidders  will  deliver  a  sample  barrel  for  test 
before  the  opening  of  bids.  If  this  sample  shows  higher  tests 
than  those  given  above,  the  average  of  tests  made  on  subse- 
quent shipments  must  come  up  to  those  found  with  the  sample. 

(15)  A  cement  may  be  rejected  in  case  it  fails  to  meel 
any  of  the  above  requirements.  An  agent  of  the  contractor 
may  be  present  at  the  making  of  the  tests,  or,  in  case  of  the 
failure  of  any  of  them,  they  may  be  repeated  in  his  presence. 
If  the  contractor  so  desires  the  engineer  officer  in  charge  may, 
if  he  deems  it  to  the  interest  of  the  United  States,  have  any  or 
all  of  the  tests  made  or  repeated  at  some  recognized  testincj 
laboratory  in  the  manner  herein  specified,  all  expenses  of  such 
tests  to  be  paid  by  the  contractor.  All  such  tests  shall  be  made 
on  samples  furnished  by  the  engineer  officer  from  cement 
actually  delivered  to  him. 
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APPENDIX  O. 

THE  ENGINEER  AS  AN  EXPERT  WITNESS 

AND  COUNSEL  * 

DEFINITIONS  AND  DISTINCTIONS. 

An  Expert  Witness  is  one  who  is  allowed  by  the  court  to 
testify  in  a  case  by  giving  his  opinions  on  hypothetical  condi- 
tions, the  basis  of  which  has  been  established  by  other  witnesses. 
To  qualify  as  an  expert  witness  one  must  be  able  to  show  such  a 
knowledge  of,  and  familiarity  with,  the  subject,  either  theoreti- 
cal or  practical  or  both,  as  will  convince  the  court  that  he  is 
competent  to  give  to  the  court  and  jury  material  aid  in  arriving 
at  a  true  solution  of  the  problem  in  hand.  An  expert  witness 
will  not  be  allowed  to  testify  if,  in  the  opinion  of  the  court,  the 
jury  is  competent  to  judge  of  the  evidence  and  to  draw  from  it 
correct  conclusions.  The  peculiar  function  of  the  expert  wit- 
ness, therefore,  is  to  bring  to  bear  upon  the  case  on  trial  such 
scientific  or  technical  knowledge  as  the  average  citizen  does  not 
possess,  and  which  is  necessary  to  a  fair  understanding  of  the 
significance  of  the  facts  which  have  been  established  by  the  tes- 
timony of  other  witnesses.  The  ordinary  witness  is  not  al- 
lowed to  express  opinions,  his  testimony  being  limited  to  what 
he  claims  to  know,  of  his  own  knowledge.  Similarly  the  expert 
witness  must  base  his  opinion  of  the  proper  meaning  of  the  facts 
established,  on  his  own  knowledge  of  the  subject,  and  not  on 
second-hand  information.  The  expert  witness  is  expected  to  be 
without  bias  in  the  case,  although  he  is  usually  called  and  paid 
by  one  of  the  parties  to  the  suit.  He  acts  as  an  interpreter  of 
established  facts,  explaining  their  meaning  to  the  jury,  and  the 
proper  inferences  to  be  drawn  from  them,  just  as  a  language 
interpreter  may  be  introduced  in  a  trial  to  explain  the  meahing 
of  the  language  used  by  a  witness  who  testifies  in  a  foreign 
tongue.  In  fact  the  laws  and  the  language  of  science,  and  a 
knowledge  of  the  technical  trades  is  as  a  foreign  language  to 
the  average  citizen.  But  just  as  a  language  interpreter  is  ex- 
pected to  truly,  to  the  best  of  his  ability,  interpret  the.  language 
of  a  foreigner  to  the  jury  in  a  trial,  so  the  jury  has  a  right  to 
expect  a  person  to  interpret  the  facts  truly  who  has  been  intro- 
duced in  a  suit  at  law  as  an  expert  witness.  And  just  as  a  lan- 
guage interpreter  would  be  employed  by  the  court,  and  his  com- 
pensation made  a  part  of  the  costs  of  the  case,  so  the  scientific 
or  technical  interpreter  should  be  similarly  called  and  paid. 
Unfortunately  this  is  not  the  custom  in  English  speaking  coun- 

*See  alto,  chapters  on  this  subject  in  the  first  and  third  of  Wait's  works  named  in 
preface  to  3rd  edition. 
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tries  (as  it  is  in  Germany  and  France),  and  hence  the  English 
"expert"  is  called  and  paid  by  one  of  the  parties.  This  usually 
necessitates  the  calling  of  other  "experts"  by  the  other  side,  and 
we  see  the  awkward  spectacle  of  two  sets  of  interpreters  ex- 
plaining the  meaning  of  the  same  set  of  facts  in  different  ways. 
Much  of  this  disagreement  is  natural  and  inevitable,  by  the 
most  honest  men,  as  witness  the  very  common  disagreement 
among  the  members  of  the  same  supreme  bench,  state  or 
national,  all  being  presumably  equally  competent,  and  all  hav- 
ing heard  identically  the  same  testimony.  Such  disagreement 
is  common  also  in  all  the  affairs  of  life,  between  men  who  would 
appear  to  be  equally  competent  to  draw  true  conclusions  from 
the  given  evidence.  In  nearly  all  cases  submitted  to  experts  in 
law  courts,  there  is  considerable  latitude  for  the  exercise  of  the 
judgment,  and  one's  testimony  is  likely  to  be  largely  influenced 
by  one's  previous  experience  in  such  matters.  The  mere  fact, 
therefore,  that  experts  introduced  on  opposing  sides  in  the  trial 
of  cases,  should  differ  in  their  conclusions,  is  not  necessarily  an 
evidence  of  bias,  or  of  incompetence,  or  of  dishonesty.  In  fact 
they  have  come  to  the  subject  through  consultation  with  the 
respective  attorneys,  and  these  have  necessarily  seen  the  prob- 
lem from  opposite  points  of  view.  Very  naturally,  therefore, 
the  experts  have  been  led  to  see  the  facts  in  different  relations, 
and  on  the  stand  they  may  not  easily  free  their  minds  from 
these  preconceptions,  however  honestly  they  are  disposed. 

An  Expert  Counsel  is  one  who  has  scientific  or  technical 
attainments  in  the  field  in  question  and  who  is  called  in  to  aid 
the  attorneys  in  the  case  with  his  specialized  knowledge.  Such 
a  person  stands  towards  his  principal  in  the  relation  of  an  attor- 
ney, or  advocate,  the  same  as  the  legal  counsel,  and  is  of  neces- 
sity a  partisan.  He  is  employed  to  make  the  most  possible  out 
of  his  employer's  case,  and  it  is  as  legitimate  a  position  for  him 
to  take  as  it  is  for  the  lawyer.  In  England  the  greatest  Civil 
Engineers  have  long  acted  in  this  capacity  in  parliamentary 
legislation,  a  kind  of  professional  business  almost  unknown  in 
the  United  States. 

A  very  large  field  for  this  sort  of  practice  for  engineers  is 
the  growing  one  of  patent  litigation.  Here  engineers  and  other 
kinds  of  scientific  and  practical  men  become  a  necessity  to 
patent  lawyers,  who  cannot  be  fully  informed  in  all  the  subjects 
which  come  before  them. 

In  general,  an  expert  counsel  should  not  be  put  upon  the 
witness  stand  in  a  court  trial.  He  has  deliberately  accepted 
the  position  of  a  partisan,  and  he  cannot  afford  to  appear  at 
once  as  an  advocate  and  as  a  disinterested  interpreter  of  as- 
sumed facts.  If  he  undertakes  the  task  of  an  advocate,  he 
should  refrain  from  acting  also  as  an  unbiased  interpreter. 
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The  Combined  Expert  Counsel  and  Witness.  When  the 
expert  acts  either  as  witness  or  as  counsel,  his  duties  are  clean 
It  is  when  he  undertakes  to  combine  the  two  functions  that  he 
gets  into  trouble,  and  brings  odium  upon  his  profession.  The 
problem  is  not  free  from  inherent  difficulties.  The  expert  wit- 
ness must  of  necessity  confer  with  his  attorneys  in  advance  in 
order  to  properly  prepare  himself  for  his  duties,  and  he  must 
also,  in  justice  to  himself  and  to  his  attorneys,  come  to  a  clear 
understanding  with  them  as  to  the  conduct  of  the  case.  This 
often  necessitates  a  considerable  coaching  of  the  attorneys  by 
the  expert  witness,  in  order  that  they  may  come  to  understand 
the  principles  involved  sufficiently  to  bring  out  the  significant 
facts  in  the  examination  of  the  witnesses  of  fact,  as  well  as  in 
the  examination  of  the  expert  witness  who  is  a  witness  of  opin- 
ion, based  on  the  facts  which  have  been  developed.  But  this 
counseling  with,  and  coaching  of,  the  attorneys  on  one  side  of 
the  case  is  pretty  sure  to  develop  the  expert  witness  into  a  par- 
tisan himself,  and  he  goes  upon  the  stand  thoroughly  biased 
towards  the  interest  of  his  principal,  which  he  has  been  uncon- 
sciously studying. 

Probably  the  only  wise  solution  of  this  complicated  prob- 
lem, so  long  as  the  experts  are  employed  by  the  principals,  is  for 
the  expert  to  first  thoroughly  satisfy  himself,  if  possible,  by  a 
study  of  both  sides  of  the  case,  on  which  side  truth  and  justice 
lie,  and  then  to  accept  service  on  that  side,  and  do  all  he  can  to 
win  out.  This,  however,  it  is  often  impossible  to  do.  He 
would  have  to  determine  in  advance  the  very  question  which 
the  suit  is  intended  to  establish.  The  whole  problem  is  fraught 
with  difficulties,  and  will  continue  to  be,  until  the  expert  wit- 
nesses are  appointed  by  the  court  and  their  compensation  made 
a  part  of  the  costs  of  the  suit.  The  parties  could  still  engage 
their  expert  counsels,  and  these  would  take  and  consistently 
hold  the  attitude  of  advocates,  and  would  not  go  on  the  witness 
stand.  Our  whole  trouble  now  arises  from  the  expert  being 
forced,  in  justice  to  himself,  to  become  both  a  counselor  and  a 
witness,  two  positions  which  are  radically  opposed  to  each 
other. 

REQUISITE    QUALIFICATIONS. 

The  expert  witness  sets  himself  up  as  an  instructor  of 
judge  and  jury  upon  the  particular  questions  involved.  A 
given  case  may  require  the  services  of  many  kinds  of  experts. 
Any  person  may  be  considered  an  "expert"  in  those  matters 
with  which  he  has  an  intimate  personal  acquaintance,  and  which 
are  outside  the  range  of  the  common  knowledge  of  the  average 
intelligent  citizen.  Thus  a  lumberman,  however  limited  in  his 
general  education,  may  be  an  expert  concerning  the  dangers  in- 
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volved  in  felling  trees,  hauling  and  rafting  logs,  and  the  like, 
this  sort  of  knowledge  not  being  common  to  the  ordinary  citizen 
who  lives  apart  from  such  industries.  Such  a  person  would  be 
allowed  to  express  an  opinion  in  court  on  a  stated  hypothetical 
case  involving  these  matters,  while  the  most  highly  trained  Civil 
Engineer,  without  this  practical  knowledge,  would  probably  not 
be  able  to  qualify  as  an  expert  witness  iri  such  a  case.  He  might 
reason  that  his  theoretical  scientific  knowledge  would  enable  him 
to  form  a  reliable  opinion  in  these  matters,  but  probably  no  court 
would  admit  it. 

Unless  one  can  feel  great  assurance  that  the  "opinions^'  he 
tvill  express  have  substantially  the  zveight  of  "facts/*  he  should 
not  offer  himself  as  an  expert  witness.  A  feeling  that  his  opin- 
ions are  highly  probable  merely  should  not  embolden  him  to 
offer  them,  except  as  mere  probabilities.  If  his  opinions  have, 
in  his  mind,  the  weight  of  facts,  he  should  be  able  to  g^ve  good 
reasons  therefor,  and  he  should  fully  prepare  himself  to  do  so. 
He  should  not  rely  merely  on  theoretical  considerations  if  it  is 
possible  to  obtain  demonstrated  facts,  and  these  facts  should 
have  come  within  the  range  of  his  own  experience. 

RESPONSIBILITIES  ASSUMED. 

An  expert  witness  assumes  very  grave  responsibilities.  If 
he  proves  unworthy,  either  through  incompetence,  or  evident 
bias,  or  confusion,  or  self-contradiction,  or  by  being  shown  by 
the  opposing  side  to  be  clearly  in  the  wrong,  he  not  only  brings 
chagrin  and  loss  of  reputation  upon  himself,  but  he  fatally  in- 
jures the  cause  he  has  tried  to  help,  and  he  has  brought  reproach 
upon  his  entire  profession.  It  is  not  a  very  comfortable  busi- 
ness at  best,  and  unless  one  feels  that  he  is  clearly  master  of  the 
situatioA  he  should  not  accept  service  in  this  capacity. 

EXPERT    WITNESSES   IN    BAD   ODOR. 

No  good  lawyer  will  employ  an  expert  witness  if  he  can 
avoid  it.  He  more  often  employs  expert  counsel.  He  well 
knows  that  courts  and  juries  are  always  suspicious  of  the 'so- 
called  "experts,"  and  are  prejudiced  against  them.  For  this 
reason  the  expert  witness  should  spare  no  pains  to  secure  the 
good  opinion  of  both  court  and  jury  from  the  moment  he 
takes  the  stand.  He  should  assume  and  maintain  a  calm,  judi- 
cial disinterested  attitude ;  he  should  answer  with  great  delibera- 
tion and  caution ;  should  not  allow  himself  to  get  excited  .or  con- 
fused; and  he  should  never  resent  a  provoking  attitude  and 
manner  of  the  opposing  counsel  on  the  cross-examination.  His 
own  counsel  should  protect  him  from  outrageous  treatment,  but 
if  he  does  not  the  witness  may  calmly  appeal  to  the  judge  for 
such  protection.     The  witness  should  not  try  to  conceal  his 
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business  relations  to  his  principal,  but  take  and  hold  with  dig- 
nity the  position  of  one  who  though  engaged  by  one  of  the  par- 
ties to  the  suit,  is  competent  to  assist  the  judge  and  jury  to 
arrive  at  a  just  verdict  in  the  case  on  trial,  and  he  should  indi- 
cate by  his  manner  that  this  is  what  he  is  there  for.  His  an- 
swers should  be  addressed  to  the  jury,  looking  them  in  the  face, 
and  his  explanations  should  be  made  to  them  as  though  he  was 
instructing  them  and  wished  them  to  get  a  clear  conception  of 
his  meaning.  This  always  requires  the  use  of  common  instead 
of  technical  words,  and  he  should  judge  by  their  countenances, 
if  possible,  whether  or  not  they  understand  him.  A  competent 
expert  witness  becomes  in  this  way  part  of  the  judicial  force  in 
the  case,  putting  himself  with  the  judge  and  jury,,  rather  than 
with  either  of  the  parties  to  the  suit.  In  this  way  both  judge 
and  jury  are  won  over  to  see  the  problem  from  his  point  of 
view,  and  his  evidence  will  have  great  weight  in  determining 
the  case. 

THE  OPPOSING   EXPERTS. 

The  expert  witness  must  always  anticipate  meeting  with 
experts  on  the  other  side  of  the  case,  and  he  should  anticipate 
all  that  they  are  likely  to  testify  to,  and  shape  his  testimony  so 
as  to  meet  these  arguments.  He  may  not  be  recalled  to  answer 
such  opposing  statements,  although  it  is  very  common  to  put 
the  expert  witness  on  again  in  rebuttal,  after  he  has  heard  the 
testimony  of  the  opposing  witnesses.  If  the  experts  on  each 
side  are  both  competent  and  honest  they  need  not  fear  any  ser- 
ious disagreement. 

DUTIES  OF  THE  EXPERT  WITNESS  TO  HIS  PRINaPAL. 

Since  the  expert  witness  is  engaged  by  one  of  the  parties, 
and  is  presumably  well  paid  for  his  time,  he  can  afford  to  fully 
prepare  himself  for  his  task,  and  this  he  should  do  the  same  as 
he  would  for  any  other  professional  service.  He  will  not  be 
allowed  to  use  books  or  records  on  the  stand,  except  "to  refresh 
his  memory,"  and  to  express  what  he  also  knows  of  his  own 
knowledge,  though  this  knowledge  (as  of  mathematics,  etc.) 
may  have  been  originally  gained  from  books.  He  may,  how- 
ever, take  questions  under  advisement  and  agree  to  answer  them 
at  the  next  session.  This  privilege  should  be  embraced  when- 
ever the  witness  cannot  answer  off-hand  or  by  a  short  compu- 
tation. Books  may  be  used, 'also,  for  authority  for  the  generally 
accepted  truths  of  science,  if  the  particular  author  is  regarded 
as  standard.  They  may  be  used  also  in  support  of  what  the 
witness  claims  to  know  by  experience  or  practice.  This,  and 
all  such  questions,  are  however,  for  the  court  to  determine  and 
the  particular  circumstances  would  govern.  Only  memoranda 
taken  by  the  witness  himself,  and  at  or  near  the  time  of  the 
occurrence,  can  be  introduced  as  evidence,  or  used  to  refresh 
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the  memory,  and  then  the  witness  must  be  ready  to  swear  to 
the  correctness  of  the  record.  Statements  may  not  be  read 
from  books  to  the  witness  by  his  counsel  for  his  approval  or 
denial,  but  statements  made  by  the  witness  on  a  former  trial 
may  be  so  read  to  him. 

The  expert  witness  should  reinforce  his  testimony  with 
maps,  charts,  models,  photographs,  and  the  like  if  by  so  doing 
||.v'  he  can  make  more  clear  his  views  of  the  case.  Photographs 
are  often  an  invaluable  aid  in  court  trials.  The  camera  tells 
no  lies,  and  it  is  a  cheap  and  perfect  kind  of  evidence  whenever 
it  will  serve  a  purpose.  All  such  aids  should  have  been  made 
by  the  witness  or  under  his  direction,  so  that  he  can  swear  to 
their  correctness. 

DUTIES  OF  AN  EXPERT  TO  HIS  ATTORNEY. 

The  expert  witness  should  see  to  it  that  his  attorney  obtains 
in  advance  a  clear  comprehension  of  his  view  of  the  case,  so 
that  he  may  bring  out  by  proper  questions  the  essential  facts 
and  opinions.  This  will  often  require  considerable  coaching  of 
the  attorney  by  the  witness,  even  when  he  is  trying  to  act  as  a 
purely  disinterested  party,  and  in  a  judicial  capacity. 

DUTIES   OF   THE   EXPERT    WITNESS   TO    HIMSELF. 

In  this  business  the  expert  witness  owes  his  highest  duty 
to  himself  and  to  his  profession.  Here  is  where  he  is  most 
likely  to  fall  short.  He  must  try  to  see  both  sides  of  the  case, 
and  not  to  overstate  the  truth  as  he  sees  it,  which  is  usuallv 
only  another  name  for  the  highest  probability.  Neither  should 
he  state  probabilities  as  absolute  truths.  Moderation  of  state- 
ment will  usually  have  greater  weight  with  both  judge  and 
jury  than  more  absolute  and  dogmatic  statements.  What  the 
jury  finally  arrive  at  is  at  best  only  a  high  probability,  and  this 
is  all  they  are  looking  for.  The  witness'  duty  to  himself,  there- 
fore, may  be  summed  up  in  a  thorough  preparation  for  the 
case  and  in  moderation  of  statement  when  on  the  stand. 

COMPENSATION. 

Because  of  the  great  responsibilities  one  assumes  in  becom- 
'  ing  an  expert  witness  he  should  be  well  paid.     If  he  is  com- 

petent to  serve  as  an  expert  witness  in  a  scientific  way,  his  time 
is  valuable. 

All  the  time  required  in  preparation  should  be  charged  up, 
in  addition  to  the  time  spent  on  the  trial.  It  is  customary  to 
charge  a  retaining  fee,  the  size  of  which  would  be  in  proportion 
to  the  importance  of  the  interests  involved,  and  a  per  diem  for 
all  time  spent  on  the  case,  and  expenses  for  attendance  at  court, 
and  for  any  diagrams,  models,  etc.,  which  had  been  prepared. 
A  definite  agreement  on  these  matters  should  be  entered  into  in 
advance,  and  the  retaining  fee  is  commonly  paid  in  advance. 
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STANDARD    SPECIFICATIONS  FOR  STEEL    AND 

WROUGHT  IRON 

PROPOSED  BY  THE  AMERICAN  SECTION  OF  THE   INTERNATIONAL 

ASSOCIATION  FOR  TESTING  MATERIALS. 

I.  struoturaIj  stbbii  for  bridgbs  and  ships. 

PROCESS  OF  MANUFACTURE. 

1.  Steel  shall  be  made  by  the  open-hearth  process. 

CHEMICAL  PROPERTIES. 

2.  Each  of  the  three  classes  of  structural  steel  for  bridges  and  ships  shall  ood- 
f orm  to  the  following  limits  in  chemical  composition  : 

Steel  made  by  Steel  mndebr 

the  acid  prooess.  the  basic  procetf. 

Per  cent.  IVr  c»'ut. 

Phosphorus  shall  not  exceed 0.08  0.<)6 

Sulphur  shall  not  exceed 0.06  U  o6 

PHYSICAL  PROPERTIES. 

3.  Classes. — There  shall  be  three  classes  of  structural  steel  for  bridges  and 
ships,  namely:  rivet-steel,  soft  steel,  and  medium  steel,  which  shall  conform  to 
the  following  physical  qualities  : 

4.  Tensile  Tests.— 

Rivet-steel.  Soft  Steel.  Medium  Steel. 

Tensile  strength,  pounds  per 

square  inch 50,000  to  60,000        62,000  to  62,000        60,000  to  70,000 

Yield  point,     in     pounds    per 

square  inch,  shall   not  be 

less  than 1/2  T.  S.  1/2  T.  S.  1/2  T.  S. 

Elongation  per   cent   in    eight 

inches   shall    not    be   less 

than 26  25  22 

5.  Modifications  in  Elong:ation  for  Thin  a^d  Thick  Materiel— For  materiil 
less  than  five-sixteenths  inch  (5/16"),  and  more  than  three-fourths  inch  (3/4")  "> 
thickness,  the  following  modifications  shall  be  made  in  the  requirements  for  eloo- 
gatiou  : 

(a)  For  each  increase  of  one-eighth  inch  (1/8")  in  thickness  above  three-fonrths 
inch  (3/4"),  a  deduction  of  one  per  cent  (1^)  shall  be  made  from  the  specified  elon* 
gation. 

(6)  For  each  decrease  of  one-sixteenth  inch  (1/16")  in  thickness  below  five^- 
teenths  inch  (5/16"),  a  deduction  of  two  and  one-half  per  cent  (2JJ0  shall  be  nuKia 
from  the  specified  elongation. 

(e)  For  pins  made  from  any  of  the  three  classes  of  steel,  the  required  elongatioo 
shall  be  five  per  cent  (5^)  less  than  that  specified  in  paragraph  No.  4,  as  determiDed 
on  a  test  specimen,  the  centre  of  which  shall  be  one  (1")  from  the  surface. 

6.  Tensile  Tests  of  Eyebars.— Eyebars  shall  be  of  medium  steel.  Foll-sised 
tests  shall  show  12)  per  cent  elongation  in  fifteen  feet  of  the  body  of  the  eyebtf, 
and  ^he  tensile  stn^ngth  shall  not  be  less  than  55,000  pounds  per  tqoare  inch.   t!j¥ 

*Thin  appendix  reprinted  from  the  avkt\\oT^»  Matertola  ^f  C^tufrncf^Mi. 
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bars  shall  be  required  to  break  in  the  body,  but  should  an  eyebar  break  in  the  head, 
and  show  twelve  and  one-balf  per  cent  (12^^  elongation  in  fifteen  feet  and  the 
tensile  strength  specified,  it  shall  not  be  cause  for  rejection,  provided  that  not  more 
than  one-third  (1/8)  of  the  total  number  of  eyebars  tested  break  in  the  head. 

7.  Bending  Tests. — The  three  classes  of  structural  steel  for  bridges  and  ships 
shall  conform  to  the  following  bending  tests  ;  and  for  this  purpose  the  test  specimen 
shall  be  one  and  one-half  inches  wide,  if  possible,  and  for  all  material  three-fourths 
inch  (8/4")  or  less  in  thickness  the  test  specimen  shall  be  of  the  same  thickness  as 
that  of  the  finished  material  from  which  it  is  cut,  but  for  material  more  than  three- 
fourths  inch  (8/4")  thick  the  bending-test  specimen  may  be  one-half  inch  il/2") 
thick. 

Rivet-rounds  shall  be  tested  of  full  size  as  rolled. 

(d)  Rivet-steel  shall  bend  cold  180"  flat  on  itself  without  fracture  on  the  outside 
of  the  bent  portion. 

(e)  Soft  steel  shall  bend  cold  180*  fiat  on  itself  without  fracture  on  the  outside  of 
the  bent  portion. 

(/)  Medium  steel  shall  bend  cold  180**  around  a  diameter  equal  to  the  tliickness 
of  the  specimen  tested,  without  fracture  on  the  outside  of  the  bent  portion. 

TEST  PIECES  AND  METHODS  OP  TESTING. 

8.  Test  Specimen  for  Tensile  Test. — The  standard  test  specimen  of  eight-inch 
(8")  gauged  length,  shall  be  used  to  determine  the  physical  properties  specified  in 
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Fig.  038.— Standard  Form  of  Tension-test  Specimen. 


paragraphs  No.  4  and  5.   The  standard  shape  of  the  test  specimen  for  sheared  plates 
shall  be  as  shown  in  Fig.  038. 

LONG   FORM  OF  STANDARD  TENSION-TEST  SPECIMEN. 

'For  other  material  the  test  specimen  may  bo  the  same  as  for  sheared  plates,  or  it 
may  be  planed  or  turned  parallel  throughout  its  entire  length,  and,  in  all  cases 
ivhere  possible,  two  opposite  sides  of  the  test  specimens  shall  be  the  rolled  surfaces. 
Rivet-rounds  and  small  rolled  bars  shall  be  tested  of  full  size  as  rolled. 

9.  Nnmber  of  Tensile  Tests. — One  tensile-test  specimen  shall  bo  taken  from  the 
Tinished  material  of  each  melt ;  but  in  case  this  develops  flaws,  or  breaks  outside  of 
the  middle  third  of  its  gauged  length,  it  may  be  discarded  and  another  test  speci- 
men substituted  therefor. 

10.  Test  Specimens  for  Bending. — One  test  specimen  for  bending  shall  bo  taken 
from  the  finished  material  of  each  melt  as  it  comes  from  the  rolls,  and  for  material 
three-fourths  inch  (3/4'')  and  less  in  thickness  this  specimen  shall  have  the  natural 
rolled  surface  on  two  opposite  sides.  The  bending-test  specimen  shall  bo  one  and 
one-half  inches  (ly")  wide,  if  possible,  and  for  material  more  than  three-f()urths 
inch  (8/4")  thick  the  bending-test  specimen  may  be  one-half  inch  (1/8")  thick. 
The  sheared  edges  of  bending-test  specimens  may  be  milled  or  planed. 

(p)  The  bending  test  may  be  made  by  pressure  or  by  blows. 

Aaaealed  Teit  Specimeaa.^Material  which  is  to  be  used  without  «xv\^^^v:..^\^ 


4 


546  APPENDIX, 

or  further  treatment  shall  be  tested  for  tensile  strength  in  the  condition  in  which  it 
comes  from  the  rolls.  Where  it  is  impracticable  to  secure  a  teet  specimen  fron 
material  which  has  been  annealed  or  otherwise  treated,  a  full-sized  section  of  tensile- 
test  specimen  length  shall  be  similarly  treated  before  cutting  the  tensile-test  speci- 
men therefrom. 

12.  Yield-iK>int. — For  the  purpose  of  this  specification,  the  yield-point  shall  be 
determined  by  the  careful  observation  of  the  drop  of  the  beam  or  halt  in  the  gauge 
of  the  testing  machine. 

13.  Sample  for  Chemical  Analysis. — In  oi:der  to  determine  if  the  material  con- 
forms to  the  chemical  limitations  prescribed  in  paragraph  No.  2  herein,  analysis 
flhall  be  made  of  drillings  taken  from  a  small  test  ingot. 

VARIATION    IN  WEIGHT. 

14.  The  variation  in  cross-section  or  weight  of  more  than  2^  per  cent  from  that 
specified  will  be  sufficient  cause  for  rejection,  except  in  the  case  of  sheared  plates, 
which  will  be  covered  by  the  following  permissible  variations: 

(A)  Plates  12^  pounds  per  square  foot  or  heavier,  up  to  100  inches  wide,  when 
ordered  to  weight,  shall  not  average  more  than  2|Jr  per  cent  variation  above  or  2f 
per  cent  below  the  theoretical  weight.  When  100  inches  wide  and  over,  5  per  cent 
above  or  5  per  cent  below  the  theoretical  weight. 

(/)  Plates  under  12J  pounds  per  square  foot,  when  ordered  to  weight,  shall  not 
average  a  greater  variation  than  the  following: 

Up  to  75  inches  wide,  2 J  per  cent  above  or  21  per  cent  below  the  theoretical 
weight.  75  inches  wide  up  to  100  inches  wide,  5  per  cent  above  or  3  per  cent  below 
the  theoretical  weight.  When  100  inches  wide  and  over,  10  per  cent  above  or  3  per 
cent  below  the  theoretical  weight. 

(j)  For  all  plates  ordered  to  gauge  there  will  be  permitted  an  average  excess  of 
weight  over  that  corresponding  to  the  dimensions  on  the  order  equal  in  amouut  to 
that  specified  in  the  following  table: 

TABLE  OF   ALLOWANCES   FOR   OVERWEIOHT    FOR   RECTANGULAR   PLATES  WHEN 

ORDERED  TO  GAUGE. 

Plates  will  he  considered  up  to  gauge  if  measuring  net  over  1/100  inch  less  than  the 
ordered  gauge. 

The  weight  of  1  cubic  iucli  of  rolled  steel  is  assumed  to  be  0.2833  pound. 

Plates  i/4  inch  and  over  in  thickness. 

Width  of  Plate. 


ThickDess  of  Plate 

Up 

to  75  inches. 

75  to  100  inches. 

Over  100  inches. 

lach. 

Per  cent 

. 

Per  cent. 

Per  cent. 

1/4 

10 

14 

18 

5/16 

8 

13 

16 

8/8 

7 

10 

13 

7/16 

6 

8 

10 

1/2 

5 

7 

9 

9/16 

4i 

61 

8i 

5/8 

4 

6 

8 

Over  5/8 

8i 

5 

6i 

Plates 

under 

V-4 

inch 

in  thickness. 

Plate. 

Width  of  Plate. 

Thickness  of 

Up  to  50  inches.       60  inches  and  above. 

Inch. 

Percent. 

Per  c«nt. 

1/8    up  to 

5/32 

10 

15 

5/33      " 

3/16 

8i 

12i 

8/16      •* 

1/4 

7 

10 

FINISH. 

15.  Finished  material  must  be  free  from  injurious  seams,  flaws  or  cracks,  fttti 
bMve  a  workmanlike  ftniah« 
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BRANDING. 


Id.  Every  finished  piece  of  steel  shall  be  stamped  with  the  melt  number,  and 
leel  for  pins  shall  have  the  melt  number  stamped  ou  the  ends.  Rivets  and  lacing- 
iteel,  and  small  pieces  for  pin-plates  and  stiffeners,  may  be  shipped  in  bundles, 
lecarely  wired  together,  with  the  melt  number  on  a  metal  tag  attached. 

INSPECTION. 

'17.  The  inspector  representing  the  purchaser  shall  have  all  reasonable  facilities 
ifforded  to  him  by  the  manufacturer  to  satisfy  him  that  the  finished  material  is 
'nmished  in  accordance  with  these  specifications.  All  tests  and  inspections  shall  be 
nade  at  the  place  of  manufacture,  prior  to  shipment. 

n.     STRUOTURAI.  STBBIi  FOR  BUILDINGS. 

PROCESS    OF  MANUFACTURE. 

1.  Steel  may  be  made  by  either  the  open-hearth  or  Bessemer  process. 

CHEMICAL   PROPERTIES. 

2.  Each  of  the  two  classes  of  structural  steel  for  buildings  shall  not  contain  more 
than  0. 1  per  cent  of  phosphorus. 

PHYSICAL  PROPERTIES. 

8.  018.8868. — There  shall  be  two  classes  of  structural  steel  for  buildings,  namely, 
aiTET-STEEL  and  medium  steel,  which  shall  conform  to  the  following  physical 
qualities : 

4.  Tenaile  Teats. — 

Rivet-8te«l.  Medium  Steel. 

rensile  strength,  pounds  per  square  inch 50,000  to  60,000    60,000  to  70,000 

Field-point,  in  pounds  per  square  inch,  shall  not  be 

lessthan 1/2  T.  S.  1/2 T.  8. 

EUongmtion,  per  cent,  in  eight  inches  shall  not  be  less 

than 26  23 

5.  Modifications  in  Elon^tion  for  Thin  and  Thick  Material.— For  material 
lees  than  five-sixteenths  inch  (5/16")  and  more  than  three-fourths  inch  (8/4")  in  thick- 
ness the  following  modifications  shall  be  made  in  the  requirements  for  elongation : 

(a)  For  each  increase  of  one-eighth  inch  (1/8")  in  thickness  above  three-fourths 
inch  (8/4")  a  deduction  of  one  per  cent  (Ijf)  shall  be  made  from  the  specified 
elongation. 

(6)  For  each  decrease  of  one-sixteenth  inch  (1/10")  in  thickness  below  five- 
sixteenths  inch  (5/16")  a  deduction  of  two  and  one-half  per  cent  {2\%)  shall  be 
made  from  the  specified  elongation. 

(c)  For  pins  the  required  elongation  shall  be  five  per  cent  (5J»)  less  than  that 
specified  in  paragraph  No.  4,  as  determined  on  a  test  specimen  the  centre  of  which 
shall  be  one  inch  (1")  from  the  surface. 

6.  Bendingr  Tests. — The  two  classes  of  structural  steel  for  buildings  shall  conform 
to  the  following  bending  tests;  and  for  this  purpose  the  test  specimen  shall  be  one 
and  one-half  inches  (li")  wide,  if  possible,  and  for  all  material  three-fourths  inch 
(8/4")  or  less  in  thickness  the  test  specimen  shall  be  of  the  same  thickness  as  that  of 
the  finished  material  from  which  it  is  cut.  but  for  material  more  than  three- fourths 
inch  (8/4')  thick  the  bending  test  specimen  may  be  one-half  inch  (1/2")  thick: 

Bivet-rounds  shall  be  tested  of  full  size  as  rolled. 

(d)  Rivet-fiteel  shall  bend  cold  180**  flat  on  itself  without  fracture  on  the  outside 
of  the  bent  portion. 

if)  Medium  steel  shall  bend  cold  180*  around  a  diameter  equal  to  the  thickness 
of  toe  specimen  tested,  without  fracture  on  the  outside  of  the  bent  portion. 

TEST  PIECES  AND  METHODS  OF  TESTING. 

7.  Test  Spedmen  for  Tensile  Test. — The  standard  test  specimen  of  eight-inch 
(S'OgAnged  iength  shall  be  used  to  determine  the  physical  pto^ecxx^  %\w£>&sd^\^ 


.    f^— 


p^Tk^TKca  Xos.  4  lad  ^.     Tb^  sSASiUrd  icape  of  tixe  sheared  D!a;es  s}\^  be  m 
ii-.T-  .L  Fat 


r  >c  oci«r  BA:«r^  :--t  us:  srecz*:.  biaj  be  die  sune  u  fcr  saeared  platet,  or  it 
nij  'ji  zUzjtd  or  i;:r:«i  panL-l  -^roc^soK  it*  entire  Iength,and  in  all  casis  whew 
I. A*  .*  r»i  opfK*::*  sifini  :?  :le  :«sc  sceeanen  stall  be  tQ«  rolled  surfaces.  Ryel- 
r:  -li*  azid  szxl  rc.^i  :aL-!  fb-kll  be  tckcd  c-f  f;Ll  jiie  as  roUed. 

^.  Knmbcr  of  Teniilt  TesSft. — <.*::«  leriKle-iesc  specimeQ  shall  be  taken  from  the 


f.r.:?h^  material  c:  ea.::.  =:el:  rr  IlOv.  b-i:  :::  ease  this  derelops  flaws,  cr  breab 
c  z'i:d^  of  tbe  middle  :l:ri  :f  iu  ga::ged  lez^h.  xc  maj  be  discarded  and  another 
tes:  sr-eciniea  szbftt;:3:ed  thrr^rfor. 

Sf .  Test  Spedaea  for  Bmdhig. — Ozt  tes:  spccxmcn  for  bending  shall  be  taken  from 
ta*  f  r.:sii«d  zAierJL-f  each  z:el:  cr  tlr-ir  as  it  or-mes  from  the  rolls  and  for  material 
tLr*e*r-foarths  inch  3  4  .  a=.d  leas  in  thickness  this  specimen  shall  hare  the  natural 
rolle:  s.:rfaeeon  tvo  cppoei:e  sides.  The  bendinz-test  specimen  shall  be  one  and 
ozL^'.v.'  inches  -li '  vide,  if  possible,  and  for  material  more  than  tbree-foartha 
izc:.  i  4"  I  thick  the  bending-tesi  specimen  mar  be  one>haIf  inch  (1/i:")  thick. 
Tlc  i^eared  edges  of  besdinz-test  specimens  maj  be  milled  or  planed. 

R:<'e:-ronnds  shall  h<  tested  of  full  size  as  rolled. 

f/.  Tne  bendir.z  test  maj  be  made  bj  pressure  or  by  bloirS. 

10.  Annealed-test  Specimens. — Material  which  is  to  be  used  without  aDoealing 
or  f  irLcrr  treatnieM  sLxiU  be  tested  for  tensile  strength  in  the  condition  in  which  it 


comes  from  the  rolls.  Where  it  is  impracticable  to  secure  a  test  specimen  from 
iLa:erl:fc!  which  has  been  annealed  or  otherwise  treated,  a  full-sized  section  of  tensile- 
tri-z  specimen  lensnu  shall  be  similar! j  treated  before  cutting  the  tensile-test 
fcpro.rneu  therefrom. 

11.  Yield-point. — For  the  pcqiicses  of  this  specification  the  yield-point  shall 
be  determined  by  the  careful  observation  of  the  drop  of  the  beam  or  halt  in  the 
gau^'e  of  the  testing  machine. 

12.  Sample  for  Chemical  Analysis. — In  order  to  determine  if  the  material 
conforms  to  the  chemical  limitations  prescribed  in  paragraph  No.  2  herein,  analyiit 
fehall  btj  made  of  drillings  taken  from  a  small  test  ingot. 

VARIATION  IN*  WEIGHT. 

13.  The  variation  in  cross-section  or  weight  of  more  than  2J  per  cent  from  that 
fi]'»'cirifrd  will  be  sufficient  cause  for  rejection,  except  in  the  case  of  sheared  plates, 
wi^icii  will  be  covered  by  the  following  permissible  variations : 

(:/i  Piates  r2i  pounds  per  square  foot  or  heavier,  up  to  100  inches  wide,  when 
orden^d  to  weight,  shall  not  average  more  than  2^  per  cent  variation  above  or  21 
fM.*r  c'fiit  below  the  theoretical  weight.  When  100  inches  wide  and  over,  5  ])ct  cent 
above  or  5  per  cent  below  the  theoretical  weight. 

(h)  Plates  under  12i  pounds  per  Si^uare  foot,  when  ordered  to  weight,  shall  not 
avcrai^e  a  greater  variation  than  the  following: 

Uf>  10  75  inches  wide,  2i  j)er  cent  above  or  2i  per  cent  below  the  theoretical 
vei^'ljr.  75  inches  wide  up  to  100  inches  wide,  5  per  cent  above  or  3  per  cent  belo» 
f  h<;  theoretical  weight.  "When  100  inches  wide  and  over,  10  per  cent  above  or  3 per 
c-nt  b(;low  the  theoretical  weight. 

**♦♦*♦♦♦♦♦ 

(ft  VoT  all  plates  ordered  to  gauge,  there  will  be  permitted  an  average  excess  of 
v«'i;{lit  uv(^r  that  corresponding  to  the  dimensions  on  the  order  equal  iu  amount  to 
(iiHt  hpecifiud  in  the  table  on  p.  549. 

FINISH. 

1 1.  Finiflhed  material  must  bo  free  from  injurious  seams,  flaws  or  cracks,  and 
have  a  workmanlike  finisli. 

BRANDING. 

15.  Every  finished  piece  of  steel  shall  be  stamped  with  the  melt  or  blow  number, 
except  that  small  nieces  may  be  shipped  in  bundles  securely  wired  togeUier  with  the 
melt  or  bhw  uumber  on  a  metal  tag  attached. 
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OF  ALLOWANCES   FOR  OVER  WEIGHT  FOR  RBCT  ANGULAR  PLATES  WHEN  ORDERED 

TO  GAUGE. 

Plates  will  be  considerod  up  to  gauge  if  measuring  do!  over  1/100  incli  less  than  tlie 
ordered  gauge. 

Tiie  weight  of  1  cubic  inch  of  rolled  steel  is  assumed  to  bo  0.2883  pound. 

Plates  1/4  inch  and  over  in  tliicknesa. 

Width  of  Plate. 


/ — 
ThicknoM  of  Plate.        Up 

to  75  inches.        75  to  100  inches. 

Over  100  inches. 

Inch. 

Percent 

• 

Per  cent. 

Per  cent. 

1/4 

10 

14 

18 

5/U 

8 

13 

16 

8/8 

7 

10 

18 

7/16 

6 

8 

10 

1/8 

5 

7 

9 

9/16 

fi 

6i 

H 

5/8 

4 

6 

8 

over  6/8 

8* 

5 

6| 

Plates  under 

'J/4  inch 

in 

thieknese. 

1 

r  Plate. 

Width  of  Plate. 

Thickness  of 

Up  to  50  inches. 

-> 

50  inches  and  above. 

Inch. 

Per  cent 

Per  cent. 

1/8    up  to 

5/83 

10 

15 

5/33      •• 

3/16 

Bi 

134 

8/16      '• 

1/4 

7 

10 

INSPECTION. 

16.  Tho  inspector  represent iog  the  purchaser  shall  havo  all  reasonable  facilities 
afforded  to  him  by  the  manufacturer  to  satisfy  him  that  the  finished  material  it* 
famished  in  accordance  with  these  specifications.  All  tests  and  inspections  shall  be 
made  at  the  place  of  manufacture,  prior  to  shipment. 

in.    OPBN.HBARTH  BOIIiBR-PZ«ATB  AND  RnrST-STBBL. 

PROCESS  OF  MANUFACTURE. 

1.  Steel  shall  be  made  by  the  open-hearth  process. 

CHEMICAL  PROPERTIES. 

3.  There  shall  bo  three  classes  of  opon-hearth  boiler-plate  and  rivet-steel ; 
namely :  flange-  or  boiler-steel,  fire-box  steel,  and  extra-soft  steel,  which 
ihall  conform  to  tho  following  limits  in  chemical  composition  : 

Flanfce-  or 
Boiler-steel. 
,  Per  cent. 

Phosphorus  shall  not  exceed. .      j  j^^ic  0  04 

Sulphur  shall  not  exceed  ....  0.05 

Manganese 0.80  to  0.60 

3.  Boiler-rivet  Steel.— Steel  for  boiler  rivets  shall  be  of  the  extra-soft  class, 
?s  specified  in  paragraphs  Nos.  3  and  4. 

physical  PROPERTIES. 

4.  Tensile  Tests. — The  three  classes  of  open-hearth  l)oiler-plato  and  rivet-steel, 
namely,  flange-  or  boiler-steel,  fire-box  steel,  and  extra-soft  stefx,  shall  con- 
form to  the  physical  qualities  : 

Flanfire-  or  Fin»-box  Kxtra-^soft 

Boiler-Hteel.  St«*el.  Ste«'l. 

Tensile  strength,  pounds  per 

aaaare  inch 55.000  to  Oo.OOO        52,000  to  02,000        45,000  to  55.000 

rieid-point,     in    pounds    per 
square    inch,   shall  not    be 

leM  than 1/3  T.  S.  1/3T.S.  1/3  T.  8, 

BloDffatioo.  per  cent  in  eifht 
inttML  eball  do$  be  leea  than  35  ^  ^ 


Fire-box 

Eztra-fu>ft 

Sreel. 

8teel. 

Per  cent. 

Per  cent. 

Acid,  0.04 

0.04 

Basic,  0.08 

0.04 

0.04 

O.SO  to  0.50 

0.30  to  0.50 
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5.  Modifications  in  Elongration  for  Thin  and  Thick  Material. — For  material  lest 
than  fiv^sixteenths  inch  (5/16")  and  more  than  three-fourths  inch  (3/4")  the  fol- 
lowing modifications  shall  be  made  in  the  requirements  for  elongation  : 

(a)  For  each  increase  of  one-eighth  inch  (1/8")*  in  thickness  above  three-fourths 
inch  (3/4"),  a  deduction  of  one  per  cent  (1^)  shall  be  made  from  the  specified  elon* 
gation. 

(h)  For  each  decrease  of  one-sixteenth  inch  (1/16"),  in  thickness  below  five- 
sixteenths  inch  (5/16"),  a  deduction  of  two  and  one-half  per  cent  (2^^)  shall  be 
made  ft'om  the  specified  elongation. 

6.  Bending  Tests. — The  three  classes  of  open-hearth  boiler-plate  and  rivet-steel 
shall  conform  to  the  following  tests,  and  for  this  purpose  the  test  specimen  shall 
be  one  and  one-half  inches  (H")  wide,  if  possible,  and  for  all  material  three- 
fourths  inch  (3/4")  or  less  in  thickness  the  test  specimen  shall  be  of  the  same  thick- 
ness as  that  of  the  finished  material  from  which  it  is  cut ;  but  for  material  more 
than  three-fourths  inch  (3/4")  thick,  the  bending-test  specimen  may  be  one-bidf 
inch  (1/2")  thick. 

Rivet-rounds  shall  be  tested  of  full  size  as  rolled. 

(c)  Test  specimens  cut  from  the  rolled  material,  as  specified  above,  shall  be  sub- 
jected to  a  cold-bending  test,  and  also  to  a  quenched-bending  test.  The  cold-bend- 
ing test  shall  bo  made  on  the  material  in  the  condition  in  which  it  is  to  be  used,  and 
prior  to  the  quenchcd-bcnding  test  the  specimen  shall  be  heated  to  a  light  cherry- 
red,  as  seen  in  the  dark  and  quenched  in  water,  the  temperature  of  which  is  between 
80*  and  90'  Fahrenheit. 

(cf)  Flange-  or  boiler-steel,  fire-box  steel  and  rivet-steel,  both  before  and  after 
quenching,  shall  bend  cold  one  hundred  and  eighty  degrees  (180")  flat  on  itself  with- 
out fracture  on  the  outside  of  the  bent  portion. 

7.  Homogreneity  Tests.— For  fire-box  steel  a  sample  taken  from  a  broken  tensile- 
test  specimen  shall  not  show  any  single  seam  or  cavity  more  than  one-fourth  inch 
(1/4")  long  in  either  of  three  fractures  obtained  on  the  test  for  homogeneity,  as 
described  below  in  paragraph  12. 

TESTS  PIECES   AND   METHODS  OF  TESTING. 

8.  Test  Specimen  for  Tensile  Test. — The  standard  test  specimen  of  eight-inch 
(8"),  gauged  length,  shall  be  used  to  determine  the  physical  properties  specified  in 
paragraphs  Nos.  4  and  5.  The  standard  shape  of  the  test  specimen  for  sheared  plates 
shall  be  as  shown  in  Fig.  638. 

For  other  material  the  test  specimen  may  bo  the  same  as  for  sheared  plates,  or  it 
may  bo  planed  or  turned  parallel  throughout  its  entire  length,  and  in  all  cases 
where  possible  two  opposite  sides  of  the  test  specimens  shall  be  the  rolled  surfaces. 
Rivet-rounds  and  small  rolled  bars  shall  be  tested  of  full  size  as  rolled. 

9.  Nmnber  of  Tensile  Tests. — One  tensile-test  specimen  shall  be  furnished  from 
each  plate  as  it  is  rolled,  and  two  tensile-test  specimens  will  be  furnished  from  each 
melt  of  rivet-rounds.  In  case  any  one  of  these  develops  flaws  or  breaks  outside  of 
the  middle  third  of  its  gauged  length,  it  may  bo  discarded  and  another  test  speci- 
men substituted  therefor. 

10.  Test  Specimens  for  Bending:. — For  material  three-fourths  inch  (3/4')  or  less 
in  thickness,  the  bending-test  specimen  shall  have  the  natural  rolled  surface  on  two 
opposite  sides.  Tlio  bending-test  specimens  cut  from  plates  shall  be  one  and  one- 
half  inches  (1  J-')  wide,  and  for  material  more  than  three-fourths  inch  thick  the  bend- 
ing-test specimens  may  be  one-half  inch  (1/2")  thick.  The  sheared  edges  of  bending- 
test  specimens  may  bo  milled  or  planed.  The  bending-test  specimens  for  rivet- 
rounds  shall  be  of  full  size  as  rolled.  The  bending  test  may  be  made  by  pressure  or 
by  blows. 

11.  Nnmber  of  Bending  Tests.— One  cold-bending  specimen  and  one  quenched- 
bending  specimen  will  be  furnished  from  each  plate  as  it  is  rolled.  Two  cold-bend- 
ing specimens  and  two  quenched-bending  specimens  will  be  furnished  from  each 
melt  of  rivet-rounds.  The  homogeneity  test  for  fire*box  0teel  shall  be  made  on  one 
of  the  broken  tensile  spBcimens. 

12.  Homogreneity  Tests  for  Fire-box  Steel.— The  homogeneity  test  for  t» 
box  Bteel  ia  made  as  f ollowft ;  K  pottiou  ol  tUe  broken  tenaile-teit  Bpeoiinea  is  Mm 
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nicked  with  a  chisel  or  grooved  on  a  machine,  transversely  ahont  a  sixteenth  of 
an  inch  (1/16")  deep  in  three  places  about  two  inches  (2")  apart.  The  first  groove 
should  be  made  on  one  side,  two  incites  (3")  from  the  square  end  of  the  speci' 
men  ;  the  second,  two  inches  (2")  from  it  on  the  opposite  side  ;  and  the  third,  two 
inches  (2")  from  the  last  and  on  the  opposite  side  from  it.  The  test  specimen 
is  then  pAt  in  a  vise,  with  the  first  groove  about  a  quarter  of  an  inch  (1/4")  above  the 
jaws,  care  being  taken  to  hold  it  firmly.  The  projecting  end  of  the  test  specimen  is 
then  broken  off  by  means  of  a  hammer,  a  number  of  light  blows  being  used,  and 
the  bending  being  away  from  the  groove.  The  specimen  is  broken  at  the  other  two 
grooves  in  the  same  way.  The  object  of  this  treatment  is  to  open  and  render 
visible  to  the  eye  any  seams  duo  to  failure  to  weld  up,  or  to  foreign  interposed  mat- 
ter, or  cavities  due  to  gas-bubbles  in  the  ingot.  After  rupture  one  side  of  each 
fracture  is  examined,  a  pocket  lens  being  used  if  necessary,  and  the  length  of  the 
seams  and  cavities  is  determined. 

18.  Yield-point. — For  the  purpose  of  this  specification  the  yield-point  shall  be 
determined  by  the  careful  observation  of  the  drop  of  the  beam  or  halt  in  the  gauge 
of  the  testing  machine. 

14.  Sajnple  for  Chemical  Analysis.— In  order  to  determine  if  the  material  con- 
forms to  the  chemical  limitations  prescribed  in  paragraph  No.  2  herein,  analysis 
shall  be  made  of  drillings  taken  from  a  small  test  ingot.  An  additional  check  analy- 
sis may  be  made  from  a  tensile  specimen  of  each  melt  used  on  an  order  other  than 
in  locomotive  fire-box  steel.  In  the  case  of  locomotive  fire-box  steel  a  check  analy- 
sis may  be  made  from  the  tensile  specimen  from  each  plate  as  rolled. 

VARIATION   IN  WEIGHT. 

15.  The  variation  in  cross-section  or  weight  of  more  than  2^  per  cent  from  that 
specified  will  be  of  sufficient  cause  for  rejection,  except  in  the  case  of  shonred 
plates,  which  will  be  covered  by  the  following  permissible  variations : 

(e)  Plates,  12)  pounds  per  square  foot  or  heavier,  up  to  100  inches  wide,  ulien 
orderkl  to  weight,  shall  not  average  more  than  2^  per  cent  variation  above  or  2} 
per  cent  below  the  theoretical  weight.  When  100  inches  wide  and  over,  5  per  cent 
above  or  5  per  cent  below  or  the  theoretical  weight. 

{f)  Plates  under  12^  pounds  per  square  foot,  when  ordered  to  weight,  shall  not 
average  a  greater  variation  than  the  following  : 

Up  to  75  inches  wide,  2\  per  cent  above  or  2\  per  cent  below  the  theoreticjil 
weight ;  76  inches  wide  'up  to  100  inches  wide,  5  per  cent  above  or  3  per  cent  below 
the  theoretical  weight.  When  100  inches  wide  and  over,  10  per  cent  above  or  3  per 
oent  below  the  theoretical  weight.  - 

(g)  For  all  plates  ordered  to  gauge  there  will  be  permitted  an  average  excess  of 
weight  over  that  corresponding  to  the  dimensions  on  the  onler  equal  in  amount 
to  that  specified  in  the  following  table  : 

TABLB  OF  ALLOWANCES  FOB  OVKRWEIOnT    FOB    BECTANOULAB  PLATES  WHEN  OBDEBED 

TO  GAUGE. 

Plates  will  be  considered  up  to  gauge  if  measuring  not  over  1/100  inch  less  than  the 
ordered  gause. 

The  weight  of  1  cubic  inch  of  rolled  steel  is  assumed  to  be  0.2833  pound. 


Platts  1/4^  inch  and  over  in  thickness. 

Width  of  Plate. 


Thicknam  of  Plate. 
Inch. 

1/4 
5/16 

8/8 

7/16 

1/a 

»/16 
b/8 
Orero/B 


Up  to  75  inches. 
Par  cent. 

75  to  100  inches. 

Over  100  inches. 

Per  cent. 

Per  cent. 

10 

14 

18 

8 

12 

16 

7 

10 

18 

6 

8 

.10 

5 

7 

9 

4i 

5* 

8* 

4 

6 

8 

81 

5 

^ 
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PlaU9  under  1/4  inch  in  thiekneM, 

Width  of  Plate. 


Thickness  of  Plate.       Up  to  60  inches.       50  Inches  and  above. 
Inch.  Percent.  Percent. 

1/8  up  to  5/82  10  15 

5/33    *•     3/16  8i  184 

3/16    *'     1/4  7  10 

nNISH. 

■ 

16.  All  finished  material  shall  be  free  from  injurious  surface  defects  and  lamina- 
tions, and  must  have  a  workmanlike  finish. 

BRANDING. 

17.  Every  finished  piece  of  steel  shall  be  stamped  with  the  melt  number,  and  each 
plato,  and  tiie  coupon  or  test  specimen  cut  from  it,  shall  be  stamped  with  a  separate 
identifying  mark  or  number.  Rivet-steel  may  be  shipped  in  bundles,  securely  wired 
together,  with  the  melt  number  on  a  metal  tag  attached. 

INSPECTION. 

18.  The  inspector  representing  the  purchaser  shall  have  all  reasonable  facilities 
afforded  to  him  by  the  manufacturer  to  satisfy  him  that  the  finished  material  is  fur- 
nished in  accordance  with  the  specifications.  All  tests  and  inspections  shall  be 
made  at  the  place  of  manufacture,  prior  to  shipment. 

IV.     STEEIi    RAIIiS. 
PROCESS   OF    MANUFACTURE. 

1.  (a)  Steel  may  be  made  by  the  Bessemer  or  open -hearth  process. 

(6)  The  entire  process  of  manufacture  and  testing  shall  be  in  accordance  with 
the  best  standard  current  practice,  and  special  care  shall  be  taken  to  conform  to  the 
following  instructions. 

(c)  Ingots  shall  be  kept  in  a  vertical  position  in  pit-heating  furnaces. 

(d)  No  bled  ingots  shall  be  used. 

(<?)  Sufficient  material  shall  bo  discarded  from  the  top  of  the  ingots  to  insure 
sound  rails. 

CHEMICAL    PROPERTIES. 

2.  Rails  6t  tlie  various  weights  per  yard  specified  below  shall  conform  to  the 
following  limits  in  chemical  composition : 

f^  50  to  59  4-* 

i  pounds. 

Per  cent. 

Carbon .'. .  0.35-0.45 

Phosphorus  shall  not  exceed  0.10 

Sill* on  shall  not  exceed 0.20 

iMan^ranese 0.70-1.00      0.70-1.00      0.75-1.05       0.80-1.10       0.80-1.10 

PHYSICAL   PROPERTIES. 

>.  Drop  Test.  One  drop  test  shall  be  made  on  a  piece  of  rail  not  more  than  six 
fri  r  long,  selected  from  every  fifth  blow  of  steel.  The  rail. shall  be  placed  head 
upw  ards  on  the  supports,  and  the  various  sections  shall  be  subjected  to  the  followixig 
impact  tests: 

Height  of  Drop. 
J5  (^t. 


60  to  69  + 
pounds. 
Per  ceut. 

70  to  79  4- 
pouiids. 
Per  cent. 

SO.to  80  -f 

pounds. 

Per  cent. 

00  to  100 

pounds. 

Percent. 

0.38-0.48 
0.10 
0.20 

0.40-0.50 
0.10 
0.20 

0.43-0.53 
0.10 
0.20 

0.45-0.55 
0.10 
0.30 

Weight  of  Rail. 

Pounds  per  yard. 

45  to 

und  including 

55 

More  than  55 

ti 

65 

<< 

65 

it 

75 

<« 

75 

(( 

85 

it 

85 

c< 

100 

15 
16 
17 
13 
19 
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If  any  rail  break  when  subjected  to  the  drop  test,  two  additional  tests  will  be 
made  of  otlier  rails  from  the  same  blow  of  steel;  and  if  either  of  these  latter  tests 
fail,  all  the  rails  of  the  blow  which  they  represent  will  be  rejected;  but  if  both  of 
these  additional  test  pieces  meet  the  requirements,  all  the  rails  of  the  blow  which 
they  represent  will  be  accepted.  If  the  rails  from  the  tested  blow  shall  be  rejected 
for  failure  to  meet  the  requirements  of  the  drop  test  as  above  specified,  two  other 
rails  will  be  subjected  to  the  same  tests,  one  from  the  blow  next  preceding,  and 
one  from  the  blow  next  succeeding  the  rejected  blow.  In  case  the  first  test 
taken  from  the  preceding  or  succeeding  blow  shall  fail,  two  additional  tests  shall  be 
taken  from  the  same  blow  of  steel,  the  acceptance  or  rejection  of  which  shall  also 
be  determined  as  specified  above,  and  if  the  rails  of  the  preceding  or  succeeding 
blow  shall  be  rejected,  similar  tests  may  be  taken  from  the  previous  or  following 
blows,  as  the  case  may  be,  until  the  entire  group  of  five  blows  is  tested,  if  necessary. 

The  acceptance  or  rejection  of  all  the  rails  from  any  blow  will  depend  upon  the 
result  of  the  tests  thereof. 

TEST  PIECES   AND  METHODS  OF  TESTING. 

4.  Drop-testing:  Ma*chine. — The  drop-test  machine  shall  have  a  tup  of  two 
thousand  (20000)  pounds  weight,  the  striking  face  of  which  shall  have  a  radius  of  not 
more  than  five  inches  (5''),  and  the  test  rail  shall  be  placed  head  upwards  on  solid 
supports  three  feet  (3')  apart.  The  anvil-block  shall  weigh  at  least  twenty  thousand 
(20,000)  pounds,  and  the  supports  shall  be  a  part  of,  or  firmly  secured  to,  the  anvil. 
The  report  of  the  drop  test  shall  state  the  atmospheric  temperature  at  the  time  the 
tests  were  made. 

5.  Sample  for  Chemical  Analysis. — The  manufacturer  shall  furnish  the 
inspector,  daily,  with  carbon  determinations  of  each  blow,  and  a  complete  chemical 
aniuysis  every  twenty-four  hours  representing  the  average  of  the  other  elements 
contained  in  the  steel.  These  analyses  shall  bo  made  on  drillings  taken  from  a 
small  test  ingot. 

FINISH. 

6.  Section. — Unless  otherwise  specified,  the  section  of  rail  shall  be  the  American 
Standard,  recommended  by  the  American  Society  of  Civil  Engineers,  and  shall  con- 
form, as  accurately  as  possible,  to  the  templet  furnished  by  the  railroad  company, 
consistent  with  paragraph  No.  7,  relative  to  specified  weight.  A  variation  in  height 
of  one  sixty-fourth  of  an  inch  (1/64")  less  and  one  thirty-second  of  an  inch  (1/32'') 
greater  than  the  specified  height  will  be  permitted.  A  perfect  fit  of  the  splice-bars, 
however,  shall  be  maintained  at  all  times. 

7.  Weight. — The  weight  of  the  rails  shall  bo  maintained  as  nearly  as  possible, 
after  complying  with  paragraph  No.  6,  to  that  specified  in  contract.  A  variation  of 
one-half  of  one  per  cent  (t/2!^)  for  an  entire  order  will  bo  allowed.  Kails  shall  be 
accepted  and  paid  for  according  to  actual  weights. 

8.  LeOigrth. — The  standard  length  of  rails  shall  be  thirty  feet  (30').  Ten  per  cent 
(IOjO  of  the  entire  order  will  be  accepted  in  shorter  lengths,  varying  by  even  feet 
down  to  twenty- four  feet  (24').  A  variation  of  one-fourth  of  an  inch  (1/4")  in  length 
from  that  specified  will  be  allowed. 

9.  Drillmg:.~CircuIar  holes  for  splice-bars  shall  be  drilled  in  accordance  with 
the  8[)ccifications  of  the  purchaser.  The  holes  shall  accurately  conform  to  the 
drawing  and  dimensions  furnished  in  every  respect,  and  must  be  free  from  burrs. 

10.  Finish. — Rails  shall  be  straightened  while  cold,  smooth  on  head,  gawed  square 
at  ends,  and,  prior  to  shipment,  shall  have  the  burr  occasioned  by  the  saw  cutting 
removed,  and  the  ends  made  clean.  Number  1  rails  shall  be  free  from  injurious 
defects  and  flaws  of  all  kinds. 

BRANDING. 

11.  The  name  of  the  maker,  the  month  and  the  year  of  manufacture,  shall  be 
rolled  in  raised  letters  on  the  side  of  the  web,  and  the  number  of  the  blow. shall  be 
stamped  on  each  rail. 

INSPECTION. 

12.  The  inspector  representing  the  purchaser  shall  have  all  reasonable  facilities 
afforded  to  him  by  the  manufacturer  to  satisfy  him.  that.  Wi^  ^x^SsXv^  \&»\.^tv^  \^ 
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famished  in  accordance  with  these  specifications.    All  tests  and  inspections  shall  be 
made  at  the  place  of  manufacture,  prior  to  shipment. 

NO.  2  RAILS. 

13.  Rails  that  possess  any  injurious  physical  defects,  or  which  for  any  other 
cause  are  not  suitable  for  first-quality,  or  number  1  rails,  shall  be  considered  as 
number  2  rails,  provided,  however,  that  rails  which  contain  any  physical  defects 
which  seriously  impair  their  strength  shall  be  rejected.  The  ends  of  all  number  2 
rails  shall  be  painted  in  order  to  distinguish  them. 

V.  STEBIi   SPUOB-BAR8. 

PROCESS  OF  MANUFACTURE. 

1.  Steel  for  splice-bars  may  be  made  by  the  Bessemer  or  open -hearth  process. 

CHEMICAL  PROPERTIES. 

2.  Steel  for  splice-bars  shall  conform  to  the  following  limits  in  chemical  compo- 
sition : 

Per  cenl. 

Carbon  shall  not  exceed ...•...••••••••  0.15 

Phosphorus  shall  not  exceed 0. 10 

Manganese    0.80  to  0.60 

PHYSICAL  PROPERTIES. 

8.  Tensile  Tests. — Splice-bar  steel  shall  conform  to  the  following  physical  qual* 
ities : 

Tensile  strength,  pounds  per  square  inch 54,000  to  64.000 

Yield-point,  pounds  per  square  inch 82,000 

Elongation,  per  cent,  in  eight  inches  shall  not  be  less  than  25 

4.  Bending  Tests. — (a)  A  test  specimen  cut  from  the  h^d  of  the  splice-bar  shall 
bend  ISO**  flat  on  itself  without  fracture  on  the  outside  of  the  bent  portion. 

(6)  If  preferred  the  bending  test  may  be  made  on  an  unpunched  splice-bar,  which, 
if  necessary,  shall  be  first  flattened,  and  shall  then  be  bent  180°  flat  on  itself  without 
fracture  on  the  outside  of  the  bent  portion. 

TEST   PIECES  AND  METHODS  OF  TESTING. 

5.  Test  specimen  for  Tensile  Test.— A  test  specimen  of  eight  inches  (8")  ganged 
length,  cut  from  the  head  of  the  splice- bar,  shall  be  used  to  determine  tiie  physical 
properties  specified  in  paragraph  No.  3. 

6.  Number  of  Tensile  Tests. — One  tensile-test  specimen  shall  be  taken  from  the 
rolled  splice-bars  of  each  blow  or  melt,  but  in  case  this  develops  flaws,  or  breaks 
outside  of  the  middle  third  of  its  gauged  length,  it  may  be  discarded  and  another 
test  specimen  substituted  therefor. 

7.  Test  Specimen  for  Bending:. — One  test  specimen  cut  from  the  head  of  the 
splice-bar  shall  be  taken  from  a  rolled  bar  of  each  blow  or  melt,  or  if  preferred  the 
bending  test  may  be  made  on  an  unpunched  splice-bar,  which,  if  necessary,  shall  be 
flattened  before  testing.    The  bending  test  may  be  made  by  pressure  or  by  blows. 

8.  Yield-point. — For  the  purposes  of  this  specification,  the  yield-point  shall  be 
determined  by  the  careful  observation  of  the  drop  of  the  beam  or  halt  in  the  gauge 
of  the  testing  machine. 

9.  Sample  for  Chemical  Analysis. — In  order  to  determine  if  the  material  con- 
forms to  the  chemical  limitations  prescribed  in  paragraph  No.  2  herein,  analysis  shall 
be  made  of  drillings  taken  from  a  small  test  ingot. 

FINISH. 

10.  All  splice-bars  shall  be  smoothly  rolled  and  true  to  templet  The  bars  shsH 
6e  sheared  accurately  to  length  and  free  from  fina  and  orackii  and  afaallpeifeotfy 

At  the   rails  for  which  tbey  are  mUa^^^  TtiA  ^xouolbliii^  and  nofediiiig  • 
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accarately  conform  in  eyery  respect  to  the  drawing  and  dimensions  furnished.  A 
Tariation  in  weight  of  more  than  2|  per  cent  from  that  specified  will  be  sufficient 
caose  for  rejection. 

B&ANDIMO. 

11.  The  name  of  the  maker  and  the  year  of  manufacture  shall  be  rolled  in 
raised  letters  on  the  side  of  the  splice-bar. 

INSPBCnON. 

12.  The  inspector  representing  the  purchaser  shall  have  all  reasonable  facili- 
ties afforded  to  him  by  the  manufacturer,  to  satisfy  him  that  the  finished  material 
is  furnished  in  accordance  with  these  specifications.  All  tests  and  inspections  shall 
be  made  at  the  place  of  manufacture,  prior  to  shipment. 

VL  BTEBIi  AZZ^ES. 

PROCESS  OF  MANUFACTURE. 

X*  Steel  for  axles  shall  be  made  by  the  open-hearth  process. 

CHEMICAL  PROPERTIES. 

2.  There  will  be  three  classes  of  steel  axles  which  shall  conform  to  the  following 
limits  in  chemical  composition : 

Car.  engfoe-truck,  DrtTfnflr-wheel  DrMnff-whtfel 

and  tendei>tnick  axles.  axfes. 

axles.  (CarboD  steel.)  (Nickel  steeL) 

Per  cent.  Per  cent.  Per  cent. 

Phosphorus  shall  not  exceed 0.66  0.06  0.04 

Sulphur  *•      '•        ♦*      0.06  0.06  0.04 

Nickel  "       "        "      ....  8.76 

PHYSICAL  PROPERTIES. 

8.  Tensile  Tests. — For  car,  engine-truck,  and  tender-truck  axles  no  tensile  test 
shall  be  required. 

4.  The  minimum  physical  qualities  required  in  the  two  classes  of  driving-wheel 
axles  shall  be  as  follows  : 

Drivlnir-wheel  Drivine-wheel 

axles.  axles. 

(Carbon  Steel.)  (Nickel  Steel.) 

Tensile  strength,  pounds  per  square  inch 80,000  80,000 

Yield-point,  pounds  per  square  inch 40,000  50,000 

Elongation,  per  cent,  in  two  inches 18  25 

Contraction  of  area,  per  cent 45 

5.  Drop  Tests. — One  axle  selected  from  each  melt,  when  tested  by  the  drop 
test  described  in  paragraph  No.  9,  shall  stand  the  number  of  blows  at  the  height 
specified  in  the  following  table  without  rupture  and  without  exceeding,  as  the  result 
of  the  first  blow,  the  deflection  given.  Any  melt  failing  to  meet  these  requirements 
will  be  rejected : 

•5ilf?f*iS«?.L  Number  of  Height  of  drop.  Deflection. 

In?hS  ^^°^*-  ^®«^'  Inches. 

4i-  5  24  8i                          r- 

4|  5  26  8i                             ' 

V  5  281  8i 

5  81  8 

4i  5  84  8 

5|  5  43  7 

5i  7  48  5^ 

6.  Carbon-steel  and  nickel-steel  driving-wheel  axles  shall  not  be  subject  to  the 
above  drop  test. 

TEST  PIECES  AND  METHODS  OF  TESTING. 

7.  Test  Spodmen  for  Tensile  Test. — The  standard  turned  teBt'8pecimen^  one- 
half  inch  (1/8")  diameter  and  two  inches  (2")  gaugjod  \«Tit£(Xi>  ^"si^  ^  >^3m^  ^  ^^vst- 
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mine  tho  physical  properties  epecifled  in  paragraph  No.  4.    It  is  Bhown  in  the  fol- 
lowing Bketcli  : 


Fio.  689.— Shqrt  FoHii  of  Stakdaud  Tenbion-tbbt  Specubn. 

8.  Nnmber  and  Location  of  Tensile  Specimens.— For  driving  axlea  one  longi- 

tndiiinl  test  specimen  shall  be  cut  from  one  axle  of  each  melt.     The  centre  of  this 
test  specimen  shall  be  half-way  between  the  centre  and  outside  of  the  axle. 

9.  Drop  Test  Described.^The  points  of  supports  on  which  the  axle  rests  during 
tests  must  be  three  feet  apart  from  centre  to  centre ;  the  tup  must  weigh  lUO 

runds;  the  anvil,  which  is  supported  on  the  springs,  must  weigh  17,500  pounds  ; 
must  be  free  to  moTO  in  it  vertical  direction  ;  the  springs  upon  which  it  rests  most 
be  twelve  in  number,  of  the  kind  described  on  drawing,  and  the  radius  of  suppons 
and  of  the  striking  f:ice  on  the  tup  in  the  direction  of  the  aiia  of  Ibe  axle  must  be 
five  inches  (5"),  When  an  a.xla  is  tested  it  must  be  bo  placed  in  the  machine  that 
the  tup  will  strike  it  midway  between  the  ends,  and  it  must  be  turned  over  after 
the  first  and  third  blows,  and,  when  required,  after  the  fifth  blow.  To  measure  the 
deflection  after  tho  first  blow,  prepare  n  slraiglit-cdgo  as  long  as  tho  axle,  by  rein- 
forcing it  on  one  side,  equally  at  each  end,  so  thai  when  it  is  laid  on  the  axle  the 
reinforced  parts  will  rest  on  the  collars  or  ends  of  tlio  axle,  and  the  balance  of  the 
Btraight-edge  not  touch  tho  axle  at  any  place.  Nest,  place  the  axle  in  position  for 
test,  lay  the  straight-edge  on  it,  and  measure  the  distance  from  the  straight-edge  to 
the  axie,  at  the  middle  point  of  llie  latter.  Then,  after  the  first  blow,  place  the 
straight-edge  on  the  now  bent  axle  in  the  same  manner  as  before,  and  measure  tbe 
distance  from  it  to  that  side  of  the  axle  next  to  the  straight-edge,  at  the  point  far- 
thest away  from  the  latter.  The  difference  between  the  two  measurements  is  the 
deflection.  Tlie  report  of  the  drop  test  shall  state  the  atmospheric  temperatnr«  at 
the  time  the  tests  were  made. 

10.  Yield-point— The  yield-point  specified  in  paragraph  No.  4  shall  be  deter- 
mined by  the  careful  observation  of  the  drop  of  the  beam,  or  halt  in  the  gauge  ot 
the  testing  machine. 

11.  Sample  for  Chemical  Analysis.— Turnings  from  the  tensile-test  epecimeoof 
driving  axles,  or  drillings  taken  midway  between  the  centre  and  outside  of  cat, 
engine,  and  tender-truck  axles,  or  drillings  from  the  same  test  ingot  if  preferred  by 
the  inspector,  shall  be  used  to  determine  whether  the  melt  is  within  the  limits  u 
chemical  composition  specified  in  paragraph  No.  3. 


12.  Axles  shall  conform  in  sizes,  shapes,  and  limiting  weights  to  the  recpiirementt 
giYen  on  the  order  or  print  sent  with  it.  They  shall  ne  made  and  fbudied  in  S 
workmanlike  manner,  and  shall  be  free  from  all   injurionB  oracki,  iMmi,  or  fl**^ 

In  eentrJBg,  sixty-  (60-)  degree  centres  must  be  osed,  with  oleuwwe  given  *t  to* 

ooint  to  aroid  dulling  the  Blu>p-\sXtie  Gen.\.n&, 
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BRANDING. 

18.  Each  axle  shall  be  legibly  stamped  with  the  melt  number  and  initials  of  the 
maker  at  the  places  marked  on  the  print  or  indicated  by  the  inspector. 

INSPECTION. 

14.  The  inspector  representing  the  purchaser  shall  have  all  reasonable  facilities 
afforded  to  him  by  the  manufacturer  to  satisfy  him  that  the  finished  material  is  fur- 
nished in  accordance  with  these  specifications.  All  tests  and  inspections  shall  be 
made  at  the  place  of  manufacture  prior  to  shipment. 

Vn.     STBEL  TIRSS. 

PROCESS  OF  MANUFACTURE. 

1.  Steel  for  tires  may  be  made  by  either  the  open-hearth  or  the  crucible  process. 

CHEMICAL   PROPERTIES. 

2.  There  will  be  three  classes  of  steel  tires  which  shall  conform  to  the  following 
limits  in  chemical  composition  : 

Pa«8en£:er  Freieht  Enslne  6 witching: 

Engines.  and  Car  Wheels.  Eoi^nefl. 

Per  Cent.  Per  Cent.  Per  Cent. 

Manganese  shall  not  exceed. . . .  0.80  0.80  0.80 

Silicon  shall  not  be  less  than...  0.20  0.20  0.20 

Phosphorus  shall  not  exceed 0.05  0.05  0.05 

Sulphur  shall  not  exceed 0.05  0.05  0.05 

PHYSICAL  PROPERTIES. 

8.  Tensile  Tests. — The  minimum  physical  qualities  required  in  each  of  the  three 
classes  of  steel  tires  shall  be  as  follows: 

Pa.sR(>nf^r       Freljfht  EnsrlnA      R\iritchiogf 
Engines.        and  Car  Wheels.     Engines. 

Tensile  strength,  pounds  per  sauare  inch 190.000  110,000  120,000 

£loDgmtion,  per  cent  in  two  inches 12  10  8 

4.  Drop  Tests. — In  the  event  of  the  contract  calling  for  a  drop  test,  a  test  tire 
from  each  melt  will  be  furnished  at  the  purchaser's  expense,  provided  it  meets  the 
requirements.  This  test  tire  shall  stand  the  drop  test  described  in  paragraph  No.  7, 
without  breaking  or  cracking,  and  shall  show  a  minimum  deflection  equal  to 
D*  -t-  (407'  -f  2D),  the  letter  D  being  internal  diameter  and  the  letter  T  thick- 
ness of  tire  at  centre  of  tread. 

TEST  PIECES   AND  METHODS  ON  TESTING. 

6.  Test  Specimen  for  Tensile  Tests. — The  standard  turned  test  specimen,  one- 
balf  inch  (1/2'')  diameter  and  two  inches  (2")  gauged  length,  shall  be  used  to  deter- 
mine the  physical  properties  specified  in  paragraph  No.  3.    It  is  shown  in  Fig.  639. 

6.  Locatioii  of  Tensile  Specimens.— When  the  drop  specimen  is  specifi^,  this 
test  specimen  shall  be  cut  cold  from  the  tested  tire  at  the  point  least  affected  by  the 
drop  test.  If  the  diameter  of  the  tire  is  such  that  the  whole  circumference  of  the 
tire  is  seriously  affected  by  the  drop  test,  or  if  no  drop  test  is  required,  the  test 
specimen  shall  be  forged  from  a  test  ingot  cast. when  pouring  the  melt,  the  test  ingot 
receiving,  as  nearly  as  possible,  the  same  proportion  of  reduction  as  the  ingots  from 
which  the  tires  are  made. 

7.  Drop  Test  Described. — The  test  tiro  shnll  be  placed  vertically  under  the  drop, 
in  a  running  position,  on  a  solid  foundation  of  at  least  ten  tons  in  weight  and  sub- 
jected to  successive  blows  from  a  tup  weighing  2240  pounds,  falling  from  increasing 
Leights  until  the  required  deflection  is  obtained. 

8.  Sajnple  for  Chemical  Analysis. — Turnings  from  the  tensile  specimen,  or 
drillings  from  the  small  test  ingot,  or  turnings  from  the  tire,  if  preferred  by  the 
Inspector,  shall  be  used  to  determine  whether  the  melt  is  within  the  limits  of  chemical 
composition  specified  in  paragraph  No.  2. 

FINISH. 

9.  All  tires  shall  be  free  from  cracks,  flaws,  or  other  \tvyQLV\o\x%\iCL^T\»^\^xA^«a^ 
shall  oonfoHB  to  dlmensioDS  shown  ou  drawings  iuruVsYL^^Aa^  lYi^^sox^^Mst* 
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BRANDING. 

10.  Tires  shall  be  stamped  with  the  maker^s  brand  and  number  in  sach  a  manner 
that  each  indiridual  tire  may  be  identified. 

IN8PBCTI0N. 

11.  The  inspector  representing  the  purchaser  shall  have  all  reasonable  facilities 
afforded  to  him  by  the  mannf^tarer  to  satisfy  him  that  the  finished  material  is 
furnished  in  accordance  with  these  specifications.  All  tests  and  inspections  shall  be 
made  at  the  place  of  manufacture  prior  to  shipment. 

Vm.     STSSIi    FOROINaS. 
PHYSICAL  PROPERTIES. 

1.  Tensile  Testa. — The  minimum  physical  qualities  required  of  the  different-sized 
forgings  of  each  class  shall  be  as  follows: 


Tengile 
Strength. 


Yield- 
point. 


Pounds  per 
Square  Inch. 


58,000 


75,000 


80,000 

75,000 
70,000 


90,000 


85,000 

80,000 

80,000 

80.000 
80.000 

95,000 

90.000 

8-1 000 


29,000 


37,500 

Elastic 
Limit. 
40.000 

87,500 
85,OO0 


55,000 


50,000 
45,000 

50.000 

45,000 
45,000 

65,000 
60,000 
55,000 


Elonga- 
tion In  2''. 


Contrac- 
tion of 
Area. 


Per  Cent. 


28 


18 


23 

23 
24 


20 


22 
23 

25 

25 
24 

21 
22 
24 


85 


80 


85 

85 
30 


45 


45 

.40 

45 

45 
40 

50 
50 
45 


SOFT  STEEL  OR  LOW  CARBOIT  STREL. 

For  solid  or  hollow  forgings,  no  diamett  r  or  thick* 
ness  of  section  to  exceed  10". 

CARBON  STEEL  NOT  ANNEALED. 

For  solid  or  hollow  forgings,  no  diameter  or  thick- 
ness of  section  to  exceed  10". 

CARBON   STEEL  ANNEALED. 

For  solid  or  hollow  forcings,  no  diameter  or  thick- 
ness of  section  to  exceed  10". 

For  s  lid  forgings,  no  diameter  to  exceed  20"  or 
thickness  of  section  15". 

For  solid  forgings,  over  20"  diameter. 

CARBON   STEEL.  OIL  TEMPERED." 

For  solid  or  hollow  forgings,  no  diameter  or  thick- 
ness of  section  to  exceed  3". 

CARBON  STEEL,  OIL  TEMPERED. 

For  solid  forgings  of  rectangular  sections  not  ex- 
ceeding 6"  in  thickness  or  hollow  forgings,  the  walls 
of  which  do  not  exceed  6''  in  thickness. 

For  solid  forgings  of  rectangular  sections  not  ex- 
ceeding 10"  m  thickness  or  hollow  forgings,  the  walls 
of  which  do  not  exceed  10''  in  thickness. 

ITICKEL  STEEL  ANNEALED. 

For  solid  or  hollow  forgings,  ro  diameter  or  thick- 
ness of  section  to  exceed  10". 

F<^r  solid  forgings,  no  diameter  to  exceed  20"  or 
thickness  of  section  15". 

For  solid  forgings,  over  20"  diameter. 

NICKEL  STEEL,  OIL  TEMPERED. 

For  solid  or  hollow  forging^,  no  diameter  or  thick- 
ness of  section  to  exceed  3". 

For  solid  forgings  of  rectangular  sections  not  ex- 
ceeding 6"  in  thickness  or  hollow  forging :i,  the  walls 
of  which  do  not  exceed  6"  in  thickness. 

For  solid  forgings  of  rectanffular  sections  not  ex* 
ceeding  10"  in  thickness  or  hollow  foigings,  the 
walls  of  which  do  not. exceed  10^  in  thickness. 


\ 


SPECIFICATIONS   FOR   STEEL    AND    WROUGHT  IRON, 


659 


PROCESS  OF  MANUFACTURE. 

2.  Steel  for  forgings  may  be  made  by  the  open-hearth,  crucible,  or  Bessemer 
process. 

CHEMICAL  PROPERTIES. 

C.  There  will  be  four  classes  of  steel  forgings,  which  shall  conform  to  the  following 
limits  iu  chemical  composition  : 


Phosphorus  shall  not  exceed 

Sulphur 

Nickel 


«i 


i( 


a  •  •  . 


Fon^in^  of 

Soft  or  Low 

Carbon  Steel. 

Per  Cent. 


Forf^ings  of 

Carbon  Steel 

Not  Annealed. 

Per  Cent 


ForfriiiflRi  of 

Carbon  Steel, 

Oil-tempered 

or  Annealed. 

Per  Cent. 


0.10 
0.10 


0.06 
0.0« 


0.04 
0.04 

■  •  •  • 


Forelniirs  of 

Nickel  Steel, 

Oil-tttnpered 

or  Aniifaled. 

Per  Cent. 


I 


0.04 

0.04 

800-4.00 


4.  Bending  Test. — A  specimen  one  ineh  by  one-half  inch  (l '  x  1/2")  shall  bend 
cold  at  180«  without  fracture  on  outside  of  bent  portion,  as  follows : 

Around  a  diameter  of  1/2"  for  forgings  of  soft  steel. 

Around  a  diameter  of  1^''  for  forgings  of  carbon  steel  not  annealed. 

Around  a  diameter  of  1}"  for  forgings  of  carbon  steel  annealed,  if  20''  in  diameter 
or  over. 

Around  a  diameter  of  1"  for  forgings  of  carbon  steel  annealed,  if  under  20" 
diameter. 

Around  a  diameter  of  1"  for  forgings  of  carbon  steel  oil-tempered. 

Around  a  diameter  of  1/2"  for  forgings  of  nickel  steel  annealed. 

Around  a  diameter  of  V  for  forgings  of  nickel  steel  oil-tempered. 

TEST  PIECES  AND  METHODS  OF  TESTING. 

5.  Test  Specimen  for  Tensile  Test. — The  standard  turned  test  specimen,  one-half 
inch  (1/2")  diameter  and  two  inches  (2")  gauged  length,  shall  be  used  to  determine 
the  physical  properties  specified  in  paragraph  No.  3.     It  is  shown  in  Fig.  689. 

6.  bomber  BAd  Location  of  Tensile  Specimens. — The  number  and  location  of 
test  specimens  to  be  taken  from  a  melt,  blow,  or  a  forging  shall  depend  upon  its 
character  and  importance  and  must  therefore  be  regulated  by  individual  cases. 
The  test  specimens  shall  be  cut  cold  from  the  forging  or  full-sized  prolongation  of 
same  parallel  to  the  axis  of  the  forging  and  half-wny  between  the  centre  and  outside, 
the  specimens  to  be  longitudinal,  i.e.,  the  length  of  the  specimen  to  correspond  with 
the  direction  in  which  the  metal  is  most  drawn  out  or  worked.  When  forgings  have 
large  ends  or  collars,  the  test  specimens  shall  be  taken  from  a  prolongation  of  the 
game  diameter  or  section  as  that  of  the  forging  back  of  the  largo  end  or  collar.  In 
the  case  of  hollow  shafting,  either  forged  or  bored,  the  specimen  shall  be  taken 
within  the  finished  section  prolonged,  half-way  between  the  inner  and  outer  surface 
of  the  wall  of  the  forging. 

7.  Test  Specimen  for  Bending:.— The  specimen  for  beudincr  test  one  inch  by 
one-half  inch  (1"  x  l/'i")  shall  be  cut  as  specified  iu  paragraph  No.  6.  The  bending 
test  mav  be  made  by  pressure  or  by  blows. 

8.  Tfield-point. — The  yield-point  specified  in  paragraph  No.  3  shall  Xxa  determined 
by  the  careful  observation  of  the  drop  of  the  beam,  or  halt  in  the  gauge  of  the  testing 
machine. 

9.  Elastic  Limit. — The  elastic  limit  specified  in  paragraph  No.  3  shall  bo  deter- 
mined by  means  of  an  extensometer,  which  is  to  bo  attached  to  the  test  specimen  in 
such  manner  as  to  show  the  change  in  rate  of  extension  under  uniform  rate  of 
loading,  and  will  be  taken  at  that  point  where  the  proportionality  changes. 

10.  Sample  for  Chemical  Analysis. — Turnings  from  the  tensile  specimen  or 
drillings  from  the  bending  specimen  or  drillings  from  the  small  test  ingot,  if 
preferred  by  the  inspector,  shall  be  used  to  determine  whether  or  not  the  steel  is 
within  the  limits  in  chemical  composition  specified  in  vata^i^\A2L'^c^.'^. 
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Abandonment  of 

•     contract . . .  109,  295,  391 

Acceptance,  implied  22 

Action,  right  of 63 

removal  of  statutory  bar  to  65 

Advertisements 67 

information  embodied  in . .  67 

tlieory  of 68 

examples  of 7i»  S^i 

Agreement 19 

failure  of,  b^  mistake 22 

to  take  less  than  is  due ....  32 

Alteration  of  contracts 46 

Appliances,  suitable 91,  385 

who  must  furnish 370 

Arbitration  of  disputes 124 

Architect's  services,  specifi- 
cations for 496 

Assent,  mutual 19 

qualified 22 

Assignment  of  contract. . .  108,  295 

Authority  of  engineer 96,  273 

Belts,  leather  driving,  specifi- 
cations for 251 

Bidders,  instructions  to.    74 

Bids,  rejection  of 70 

Boilers,  water  tubular,  complete 

specifications  for  . .  .300 

Bond,  proposal 84 

indemnity 511 

contract 299,  509 

combined   with     specifica- 
tions and  contract .  .270 
Bonus    and  discount  based  on 

tests 296 

Breach  of  contract 58 

Bridge  masonry,  specifications 

for ...1 70 

Bridge  renewals,     preliminary 

surveys  for 512 

Bridges  and  viaducts  of  iron  and 
steel,  complete  speci- 
fications for 433,  459 

Bridging,  pile  and  trestle, 
specifications 

for 244,  355 

Building,  Astor  hotel,  com- 
plete specifications 
for  steel  construc- 
tion of. 392 
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Cancellation  of  con  tract.,  no,  295 
Cast  iron,  specifications  for. .  .225 
Cement  concrete,  specifica- 
tions for...  150,  335,  377 
Cement  mortar,  specifications 

for. .  . .  148,  308,  335,  377 
Cement   testing,  specifications 

for 517 

Chains,  specifications  for 239 

Changes  in  plans.  117,  275,  367,  384 
Classification,     engineer's, 

final  and  conclusive  96 
Coffer-dams,  specifications  for.  144 
Competency  of  parties  to  con- 
tract       9 

of  individuals 9,  383 

in  governmental  relations.     9 

of  corporations 10 

of  agents 11 

Completed  work,  examination 

OX  ••••••••■      •       .••      ••lis 

Completion,  time  of  ..90,  294,  366 
cleaning  up  after. ...   112,  383 
Commencement  of  work     .... 

90»  394,  366 

Condemned  material,  removal 

of "3»  370 

Condensers  and  pumps 412 

Consideration 30 

adequacy  of 31 

Contract   and  bond    combined 

with  specifications.  .270 

Contract  bond  ....        433 

Contractor    not    released     by 

subcontracts 108 

Contractors, 

relations  to  each  other. ...  113 
to  keep  foreman  and  plans 

on  the  ground  ....  114 

definition  of 123,  367 

not    released    by     subcon- 
tracts.  108 

to  furnish  working  plans.. 275 

Contracts, 

essential  elements  of 7 

two  general  classes  of. ..   .  8 

in  breach  of  statute  law. .  15 

opposed  to  public  policy..  17 

which  refer  to  arbitration .  17 
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C  ONTR  ACTS —  CentiMmed. 

mlirepresenUtion  !□ 14 

Invallditj  of,  through  fraud  35 

through  durCH 

through  undue  fnflu- 

clauesof 36 

puol,  oral  and  wrflten 37 

•atlgnment 38 

notice  of,  neceuary.  39 
conatruction  of 40 

technical  termi  In...  40 

rule*  of  construction  4i 
■ubiequent  change*  In   ...   45 

Illegal 14 

breach   of    58 

manner  of  letting ~ 

involving  ipeciflc  perfonn- 

ance 80,  J96 

Including  maintenance 

abandonmeni  of n 

canceHalion  of       ii 

ftterpreled   by  -engineer.  ..11 

■ubject  to  change  11 

document*  compoilng  ...t: 

meaning  understood i:  _ 

let  at  a  whole  or  In  part*. .   77 

let  for  a  fixed  lum ' 

let  in  Bpeciri?d   units...      .  ' 
■pecifit:     performance     re- 
quired.        ...      1 

to  Include  maintenance.... 

(or  work  only 

subletting 3: 

Damage*      for      nonperform- 
ance.. ......     s8,  21 

for  delay 10s,  i< 

dlitinction   between   liqui- 
dated   damage*   and 

penaltiet 

determ  nation  of i 

Datns,   earthen,    specifications 

cofier,  apeciRcalions  for. . .  i. 
stone,     specilicatlons     for 

Boston  water  works,  com- 
plete    apecificoHona 

for  iiam  for. 31 

Delay,  damages  for        ..    10;,  195 
Difficulties,  unforeseen.....". 

Discharge  of  contracts 

by  agreement 49 

by  performance 

by  payment 

by  tender.   ..   , 

by  operation  of  law 54 

by  breach    


Uliputea,  aettlement  of. lao 

Drainage,  provision  for 114 

Drawing! 395 

Duty  trlal«  of  pumping  engln«i.i9i 
Eariben  dam,  specifications  for.141 
Earthwork,  specification! 

fo-- 134.347 

Economizers,  steam.   ...      413 

Electrical  distribution  clfculb, 

specilicatlons  tor 164 

Electric  lighting  station,  specl- 

lications  for 960 

Electric  railway  construction  .  .405 
machinery  for     .    .    40; 

Engineer  as  arbitrator iS,  395 

definition  of 133 

authority  of 

„      ,  96.  27J,  366,  367, 383, 395 

Engine  house,  complete  speci- 

dcutions  for 307 

Engines  for  electric  railway. .  .405 

Estimate,  final.  . 9^,  197 

Estimates,  monthly 91 

provisions     for     tnqnlring 

Into  correctne**  of . .  93 

percentage  reserved 94 

Examination      of     completed 

work I15.385 

Excavation,  aped  Scatlon  a 

^     .     'or rj4,  347,371 

boring  to  determine  char- 

nclcr  of 368 

Excavations  under  water 138 

apectficatlont  for  me«*ur- 
Ing  quantities  exca- 
vated      140,  37a,  3SO 

Expert  witness. 537 

Explosives     376 

Extra  work    tii,  384,  306 

Faults  to  be  corrected 115,383 

Filter  gravel  and  sand,  ipeclfi- 

cationi  for 494 

Final  eatlmates. 95,  397 

Finished  worlt.  protection  of..  105 

Foundation  work 354,  374 

Frauds,  statute  of 43 

Qeneral  clause*  In  specifications  90 
use  of  in  engineering  apec- 

ificalions... 1J4 

General  specifications  for  engi- 
neering work III 

Grading,     specification* 

for  '34.  135.  3*7 

Gravel  for  filters,  apeclGcationt 

Guarantee,  the. 69 
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Hotel  building,  Astor,  complete 
specifications  for 
steel    construction 

(1895) 392 

Hours  of  labor,  limited  to  eight.  299 

Illegal  sab ject- matter 14 

Immoral  acts 16 

Indemnity  bond    511 

Instructions  to  bidders 74 

Leather  driving  belts,  specifi- 
cations for 251 

Legal  rights  waived. 35 

Lettings,  division  of  work.  —  77 
let  as  a  whole  or  in  parts..  77 
let  for  a  fixed  sum  or  per 

specified  units 79 

specific  performance  under  80 
including  maintenance. ...  81 
for  the  work  only 8( 

Levees,  specifications  for 357 

Lumber,  rules  of  grading  by 
Southern  Lumber 
Manufacturers*  Asso- 
ciation  216 

general    rule   for   classify- 
ing      217,  314 

rules  for  grading  fini8hing.2i9 
mles  for  grading  rough. .  .221 
"thoroughly        seasoned*' 

specifications  for . .     224 

Masonry,   stone,   specifications 

for  158,  309,  351,  379,  380 

brick     353*378 

specifications  for,  for  stone 

dam 164,  375 

Material,  condemned,  removal 

of H3»  383 

Meaning  understood - 123 

Measurements,  engineer's,  final 

and  conclusive.  .96,  273 
Measurements  not  guaranteed 

to  be  correct 116 

Monthly  estimates  93 

Nonpenormance,     damages 

for 58,  294 

Offers,  qualified 22 

Overhead  construction  for  elec- 
tric railway...  427,  431 

Painting  of  machinery 290 

Patents,  protection    against 

claims  for  use  of.  107,  295 
Pavement,  brick,  specifications 

for 176 

asphaltum,     specifications 

for 1 78 

asphalt,  specifications  for.  183 

granite,  specifications  for.  185 

Paving 176,  379 
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Paving  brick    tests,    specifica- 
tions for 174 

Payments,  monthly 92    1^ 

final 95 

at  specified   stages  of   the 

work 297 

of  employees 386 

Performance, 

specific 62 

on  conditional  promises...   51 

impossibility  01 53 

damages  for  imperfect   ...   61 
Pile  and  trestle  bridging.  .244,  355 

Piling-sheet 374 

Plastering 378 

Preliminary  estimates  of  quan- 
tities not  guaranteed 

to  be  correct  116 

Preliminary  surveys  for  bridge 

renewals 408 

Preservation  of  ties,  specifica- 
tions for .485 

Progress,  rate  of 90,  295 

Property  and  lives,  protection 

of 106,  383 

Proposals,  blank  forms  of . . . .     76 

example  of 82,363 

Proposal  bond 84 

Protection       of      finished 

work 105,  274 

of  property  and  lives..  106,  296 
against   claims   for  use  of 

patents 107,  295 

Protective  work,  specifications 

for 145 

Public  traffic,  provision  for. ...  114 

Pumping  engines  (St.  Louis), 
contract  and  specifi- 
cations for  ...    271 

Pumps,  waterworks,  to  be  op- 
erated by  water  pow- 
er, specifications  for. 253 

Pumps  and  condensers     412 

Pump  well,  specifications  for.  .255 
Railway     road-bed,    specifica- 
tions for 347 

Recovery  for  imperfect  per- 
formance   61 

Rejection  of  bids  70 

Remedies  for  breach  of  con- 
tract   58 

damages   for    nonperform- 

ance.         .......    ...    co 

liquidated     damages     and 

penalties 59 

recovery  for  imperfect   or 

incompleted  work..  61 
Remedy  of  party  defrauded. . .   28 
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Page 

Repairs,   reserving  percentage 

of  cost  for  94 

specifications  for 293 

Riprap 379 

Rules,  for  grading  lumber  by 
Southern  Lumber 
Manufacturers'  Asso- 
ciation  216 

for  classifying  lumber. . . .   217 
forgradingfini8hinglumber2i9 
for  grading  rough  lumber.  221 
Sand  for  filters,  specifications 

tor 494 

Sewer  pipe,  specifications  for. .  195 
Sewers,  brick  and  tile,  specifi- 
cations for 190 

Sewers,  tile,  specifications  for 

laying 198 

Sidewalks,  granitoid,  specifica- 
tions for 186 

Specifications, 

essential  features  of 126 

accompanying  complete  de- 
tail plans 131 

accompanying  general  plan 

only 131 

unaccompanied   by    plans, 

or  general 132 

Specifications,  engineering  de- 
fined   86 

classes  of 86 

general   and    technical 

clauses 87 

Specifications,   general  clauses 

in 88 

time  of  commencement, 
rate  of  progress,  and 
time   of   completion 

of  the  work 90 

as  to  the  character  of  the 
workmen  to  be  em- 
ployed   91 

suitable    appliances   to   be 

used 91 

monthly  estimates  of  work 
done   and    payments 

to  be  made 92 

provision  for  inquiring  into 
the  correctness  of  the 
monthly  estimates..  93 
reser\'ing  a  certain-per  cent- 
age  as  a  repair  fund 
for   a    stated    period 

after  completion 94 

conditions  of  the  final  esti- 
mate     95 

engineer's  measurements 
and  classifications 
final  and  conclusive.  96 


Pacs 
determination  of  damages 
sustained  by  failure 
to  complete  the  work 
within  the  time 
agreed  upon  or  at 
extended 97 

the  discharge  of  unpaid 
claims  o£  workmen 
and  materialmen . . .   102 

no  claims  for  damages  on 
account  of  suspen- 
sion of  work 104 

no  claims  for  damages  on 

account  of  delay 105 

no  claims  on  account  of  un- 
foreseen difficulties.  105 

protection  of  finished  work.  105 

protection  of  property  and 

lives 106 

protection   against    claims 

for  the  use  of  patents.  107 

assignment  of  contract. . . .  loS 

contractor  not  released  by 

subcontracts 108 

abandonment  of  contract. .  109 

cancellation  of  contract  for 

default  of  contractor.  1 10 

workmen's  quarters  and 
other  temporary 
buildings. iia 

cleaning  up  after  comple- 
tion     112 

removal  of  condemned  ma- 
terial.   113 

relations  to  other  contract- 
ors  113 

provision  for  drainage 114 

provision  for  public  traffic.  114 
contractor  to  keep  foreman 
or  head  workman, 
and  also  copy  of 
plans  and  specifica- 
tions on  the  ground..  1 14 
cost    of    examination     of 

completed  work. ...    115 
faults   to   be    corrected    at 
any  time  before  final 
acceptance 1 15 

surveys,  measurements,  and 
estimates  of  quanti- 
ties not  guaranteed 
to  be  correct 116 

the  contract  subject  to 
interpretation  and 
change  by  the  engi- 
neer  117 

settlement  of  disputes  ....  120 
extra  w6rk 121 
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definition    of  '^Engineer" 
and    "Contract- 

or»» 123*273 

documents  composing  the 

contract 123 

meaning  understood        •.•123 
Specifications,  technical  clauses 
in   earthwork,  exca- 
vation and  grading. .  134 

grading 135 

excavations  under  water. . .  138 
for    measuring    quantities 
excavated      under 
water  by  weight  and 

displacement 140 

earthen  dam 142 

coffer  dams 144,  330 

protective  work. .   1^5 

cement  mortar 148 

cement  concrete 150,  330 

stone 156 

stone  m'asonrj   158 

stone    masonry    for    large 

stone  dam  164 

bridge  masonry 170 

paving  brick  tests. 173 

brick  pavement.    176 

asphaltum  pavement...   .   178 

asphalt  pavement 183 

granite  pavement 185 

granitoid  sidewalks 186 

brick  and  tile  sewers 190 

sewer  pipe  195 

laying  sewer  pipe 198 

manufacture   and   delivery 
of    cast    iron    water 

pipe 202 

laying  water  pipe 210 

stop  valves 21a 

rules  of  the  Southern  Lum- 
ber        Manufacturers' 

Association 216 

general  rules  for  classify- 
ing lumber 217 

rules  for  grading  finishing 

lumber 219 

rales  for  grading  common 
boards      and       rough 

lumber 321 

standard  dimensions  o  f 
the  Southern  Lumber 
Manufacturers*  Asso- 
ciation  223 

thoroughly  seasoned  lum- 
ber     . .   224 

cast  iron 225 

cast  iron  water-pipe 227 

riveted  steel  water-pipe  . . .  232 
wooden  stave-pipe 237 
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wrought  iron  chains 239 

material  and  workmanship 

of  a  steel  stand-pipe. . .  241 
pile  and  trestle  bridging  .  .244 
steam  plant  for  a  small  elec- 
tric light  station 246 

leather  driving  belts 251 

pumps  to   be   operated  by 

water  power .  253 

pump  well     255 

turbir\e  water  wheels 258 

electric  lighting  station  in 

small  city 260 

electrical   distribution  cir- 
cuits    for     light     and 

power 264 

Specifications,    complete   con- 
tract  and    bond   com- 
bined in  one  document  270 
large  pumping  engines  (St. 

Louis) 271 

water  tubular   boilers  and 

settings 300 

engine  house 307 

railroad  concrete  work.  . . .  330 

railway  road-bed 347 

levees    to     confine      flood 

waters 357 

dam    No.  5,  Boston   water 

works,  1893 361 

steel  construction  of  Astor 

hotel,  1895 392 

electric   railway    construc- 
tion  ... 405 

engines  . .   ... 405 

boilers 410 

condensers  and  pump 412 

economizers..    413 

electric  generators 415 

electric  motors 419 

electric  railway 422,  428 

highway  bridges 433 

railroad  bridges. . 459 

preservation  of  ties 485 

filter  gravel  and  sand 494 

architects  services 496 

cement  testing 517 

steel  and  wrought  iron 544 

form  of  contract   bond  or 

surety ^09 

form  of  indemnity  bond  .  .511 

Specific  performance 62,  296 

Stand-pipe,     steel,      specifica- 
tions for 241 

Statute  of  frauds 43 

agreements  not  to  be  per- 
formed in  one  year  ...   43 
when  value   is    more  than 

$50 44 
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Steam     plant,      specifications 
for     small     electric     light 

station 246 

Steel,  structural  specifica- 
tions for 544 

Steel     construction    of    Astor 
hotel    building,    New 
York,  1895. 
complete  specifications  for  544 

Stone,  specifications  for 156 

Stone  dam,  specifications  for 

masonrjr  for 164 

Subject-matter,  illegal 14 

Surveys  for  bridge  renewals 5x2 

Survcjrs   not   guaranteed  to  be 

correct...    116 

Suspension  of  work . .  104,  298 

Tests, 

of  cements 517 

of  steel  . . ; 229,  545 

of  paving  brick 174 

of  pumping  engines 291 

of  boilers    306 

Ties^  specifications  for  pre- 
serving  435 

Tile,       sewer,       specifications 

for 195 

Track  construction  for  elec- 
tric railway 422,  428 

Trestles,  timber 244,  355 
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Unpaid  claims,  discharge  of . .  102 
Valves,      stop,      specifications 

for 212 

Viaducts  and  bridges  of  iron 
and  steel,  complete 
specifications  for,  433,  459 

Water      pipe,       specifications 

for 202,  227,  232,  237 

Water  pipe,   specifications  for 

laying ..aio 

Water  wheels,  turbine 258 

Water  works,  complete  speci- 
fications for  dam  No.  5, 
Boston  waterworks ....  361 

Waiver  of  legal  rights 35,  124 

Well,    pumping,   specifications 

for 255 

Wooden  stave-pipe,  specifica- 
tions for 237 

Work,      general       description 

of 368,  369 

suspension  of '. . .  X04,  290 

Workmanship 304 

Workmen,  character  of . . .  .91,  383 

Workmen's  quarters 112 

Wrought     iron,    specifications 

for 227,  544 

Wrought  iron  chain,  specifi- 
cations for 239 
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